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Making The Leading Edge 
Work For You. 

This handbook is designed for you, the engineer. It's intended to 
be a useful tool, enabling you to make a preliminary evaluation of 
our products and later, with samples in hand, design our products 
into your own systems. 

The data in these pages have been reviewed by our Marketing, 
Engineering, Manufacturing, and Quality groups. Now we would 
like you to review the information we've provided and tell us how 
we can improve it. Please feel free to suggest any changes, 
additions, or clarifications that occur to you. And don't hesitate to 
call to our attention any sins of omission or commission we may 
have made. 

We're eager to help upgrade the quality of information our industry 
provides to its customers. So, please, help us. Direct your com- 
ments to: 

Marketing Communications Manager 
WESTERN DIGITAL CORPORATION 
2445 McCabe Way 
Irvine, CA 92714 
(714)863-0102 
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United States/Eastern Canada 
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United States 

3600 West 80th Street 
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Southern 
United States 

1015Semoran Blvd. 
Summit Plaza II, Suite D 
Casselberry, FL 32707 
(305)331-4434 

4950 Westgrove Dr., Suite 115 
Dallas, TX 75248 
(214)248-6785 

Wrightsville Blvd. #209 
2300 W. Meadowview Road 
Greensboro, NC 27407 
(919)299*733 

4931 SW 201st Street 
Fort Lauderdale, FL 33332 
(305)421-1355 



Western 

United States/Western Canada 

1151 Dove Street 
Suite 170 

Newport Beach, CA 92660 
(714)851-1221 

5677 Oberlin Drive 
San Diego, CA 92121 
(619)457-1777 

201 San Antonio Circle 
Building E, Suite 172 
Mountain View, CA 94040 
(415)941-0216 

Europe 
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United Kingdom 
44-3727-42178 
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Advance Information: This product has not been produced in volume and is subject to functional and timing 
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Preliminary: This product is in limited production and may be subject to change after device characterization has 
been completed. Prior to designing with the product, it is necessary to contact Western Digital Corporation for 
current information. 
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QUALITY PROGRAM DESCRIPTION 

The Quality Organization shown in Figure 2 assures 
compliance to design control, quality and reliability 
specifications, pursuant to corporate policy. 



CORPORATE QUALITY POLICY 

It is the policy of Western Digital Corporation that 
every employee be committed to quality excellence 
in producing products/processes which conform to 
acceptable requirements. The total quality program is 
managed and monitored by the quality assurance 
organization. Quality assurance is chartered to 
review marketing product requirements, qualify 
hardware and software designs, certify manufac- 
turing operations and monitor performance/control 
conformance to product specifications. 

Primary responsibility for execution for the quality 
program rests with functional organizations to 
design, produce and market high quality and high 
reliability products specified to our customers. 



LSI QUALITY ASSURANCE PROGRAM 
HIGHLIGHTS 

• LSI manufacturing assurance provisions are 
derived in part from MIL-M-38510 and MIL-STD- 
883B as applied to high grade commercial com- 
ponents. 

• All process raw materials used in the Mask/Wafer 
fabrication and assembly operations are 
monitored by Material Assurance. 

• Material Assurance maintains a thorough control 
of incoming material and has developed unique 
"use/stress tests" (look ahead sample build ac- 
ceptance) which critical material must pass before 
acceptance. 

• The Product Assurance Department continuously 
monitors the internal and external manufacturing 
flow (shown in Figure 1) and issues process 
control reports displaying detailed data and trends 
for the associated areas. 

— Document control is an integral part of Product 
Assurance. All specifications are issued and 
controlled by this activity. 

— The Western Digital Malaysian assembly 
operation uses specifications and quality 
control provisions controlled by Document 
Control. Indicators of Malaysia quality are 
reviewed weekly. 



— Purchased FAB and assembly operations are 
individually qualified and are certified against 
standard specifications during vendor qualifi- 
cation and monitored against reliability 
criteria. 

— Defect control within the process assures the 
highest levels of built-in reliability. 

• Quality audits and gates are located throughout 
the manufacturing process in order to assure a 
stable process and thus, a quality product to our 
customers. Figure 1 illustrates the manufacturing/ 
screening/inspection flow diagram and identifies 
the steps as they relate to the production of LSI 
devices. 

• Testing assures quality margins through 100% 
testing by manufacturing and, in addition, all 
products must pass a specified AQL sample test 
performed by QA at maximum operating tem- 
perature as follows: 

Outgoing Quality Levels 

SUBGROUPS INSPECTION LEVEL 

Subgroup 1 — Final 100% Electrical 

Audit @ Max °C 0.5 AQL* 

Subgroup 2 — Visual (Marking, Lead 

Integrity, Package, Verify customer 

shipper) 1.0 AQL 

Subgroup 3 — Shipping Visual Audit 1.0 AQL 

"The double sampling techniques used allow considerably 
better AQL's in most all cases. 

• LSI devices are 100% tested on industry standard 
test systems like that shown below. Quality 
outgoing testing (auditing) is done on the Fairchild 
Sentry Series 20 where possible to allow better 
correlation with customers. 
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Starting Material 
Receiving Inspection 

Design and Mask 
Fabrication 

Mask Inspection 



Wafer Fabrication 



Diagnostics 
Wafer Probe 



Wafer In-Process Audits/ 
Defects Control 

(See Table 1) 



Wafer Scribe/Saw and 
Break 

Inspection 



Chip Bond 

Die Shear Inspection 
Ceramic | Relpak 



Base Seal 

Base Seal Inspection 



Wire Bond 

Wire Bond Inspection 
Precap Inspection 



Lid Seal 

Final Assembly 
Inspection 

100% Stabilization Bake 
Plastic 125°C, 24 hrs. 
Ceramic 150°C, 24 hrs. 

100% Temperature Cycle 
Plastic -55°Cto +125-C 

10 cycles 
Ceramic -65°Cto +150°C 
10 cycles 
Gross Leak (.65 AQL) 
Relpakjceramic 



Fine Leak Test 
(.65% AQL) 




Ceramic | Relpak 



Solder Dip Leads 



Lead Inspection 



Cut and Form 

Cut and Form Inspection 




100% Electrical Test 
Brand 

Final Test Audit — 0.5 AQL 



Final Visual Inspection 
(Rel samples pulled) 



Optional 

Static/Dynamic 

Burn-In 



Reliability Monitors 
(Table 3 & 4) 



100% Electrical 
Test 

Burn-In Brand 



Pack 



Shipping Audit 



Ship By Customer 
Specified Carrier 



Optional 
Offshore 
Assembly 

Outgoing 
Inspection 



Assembly 
Incoming 
Inspection 



LEGEND 

O Manufacturing operation 
|~) Manufacturing Inspection Gate 
O Quality Assurance Audit 
^ Quality Assurance Gate 



Figure 1 LSI PRODUCTION FLOW 
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Reliability Means Lasting Value 

• DESIGNING FOR RELIABILITY 

The production release procedure for an LSI device is 
designed to assure maximum reliability with a 
Quality checklist for. 

B'Test program qualifications 

B* Characterization report 

B* Field test (Beta Test) report 

E* Reliability Lifetest Qualifications 

B* Infrared Thermal Analysis 

B* Static Protection 

All new devices and major process changes must 
pass reliability qualification before incorporation into 
production using the criteria defined in Tables 2-4. 
The infrared microscope shown on the right assures 
optimum burn-in temperatures and margins of safety. 
The dynamic burn-in system shown on the right is 
one of two custom designed systems which assure 
protective device isolation during burn-in. 

• MAINTAINING RELIABILITY IN PRODUCTION 

Process defects control are defined to continually 
measure built-in reliability, as measured by the 
following criteria: 




TABLE 1 



PROCESS RELIABILITY CONTROL 


METHOD 


CONDITION 


SAMPLE* 


Subgroup 1 — Defects Control 








a. Oxide Integrity 


Non-destructive 


Pinhole defect density 


5 wafers 




bubble test 




b. Polysilicon Integrity 


SEM Analysis 


Visual 


5 wafers 


Subgroup 2 — Electro-Migration Control 








Metal Step Coverage 


MIL-STD-883 
Method 2018 


SEM Analysis 


5 wafers 


Subgroup 3 — Defect Density 


Critical layers 


Visual of Photo defects 


8 wafers 




Field 


(Defects/in2) 


each layer 




Gate 






Contact 








Metal 






Subgroup 4 — Passivation/Insulation 








Integrity 


MIL-STD-883 Method 


Visual of Pinhole 


Final Silox 




2021 


defect density 


5 wafers 
Intermediate 
5 wafers 



'inspection intervals are defined by the in-line process control data reviewed on a lot-by-lot basis. 
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• PROGRAMS TO ASSURE OPTIMUM RELIABILITY 

q Improved levels of reliability are available under custom reliability programs using static and dynamic burn-in to 

C further improve reliability. These programs focus on MOS failure mechanisms as follows: 

0) 

*< 

5 FAILURE MECHANISMS IN MOS 



FAILURE 


EFFECT ON 


ESTIMATED 


SCREENING 


MECHANISM 


DEVICE 


ACTIVATION ENERGY 


METHOD 


Slow Trapping 


Wearout 


1.0 eV 


Static Burn-In 


Contamination 


Wearout/ 


1.4 eV 


Static Burn-In 




Infant 






Surface Charge 


• Wearout 


0.5-1 .OeV 


Static Burn-In 


Polarization 


Wearout 


1.0 eV 


Static Burn-In 


Electromigration 


Wearout 


1.0 eV 


Dynamic Burn-In 


Microcracks 


Random 




100% Temp. Cycling 


Contacts 


Wearout/ 




Dynamic Burn-In 




Infant 






Oxide Defects 


Infant/ 


0.3 eV 


Dynamic Burn-In 




Random 




at max. voltage 


Electron Injection 


Wearout 




Low Temp. Voltage 








Operating Life 



Temperature Acceleration of Failure 

The Arrhenius Plot defines a failure rate propor- 
tional to exp( - Ea/kt) where Ea is the activation 
energy for the failure mechanism. The figure on 
the right indicates that lower activation energy 
failures are not effectively accelerated by tem- 
perature alone; hense, maximum voltage operation 
is selectively applied to optimize the burn-in 
process. 

Static Burn-In (125 °C — 48 hours or 160 hours) 

Provided on a sample basis for process 
monitor/control of 0.5 eV — 1.0 eV failure 
mechanisms. 100% static burn-in may be 
specified at an additional cost. However, static 
burn-in is considered only partially effective for 
internal LSI gates at logic "O" levels. 

Dynamic Burn-In (Pattern test/1 25°C — 8 hours to 
160 hours) 

Accelerated functional dynamic operating life 
effectively controls internal MOS gate defects 
buried from external pin access. The input pattern 
is optionally pseudo-random or fixed pattern 
programmable to simulate 1000-3000 hours of field 
operation at maximum operating voltage(s). 

High-Rel "K" Testing Program 

General conformance to MIL-STD-883B method 
5004.4, Class B with static Burn-In (Dynamic Burn- 
In may be specified as an option). 




TEMPERATURE CO 



LSI RELIABILITY STANDARDS 

TABLE 2 STANDARD RELIABILITY LEVELS 



TEST 


METHOD 


CONDITION 


FAILURE 


Infant 


Static 


125°C-160hrs. 


<0.5% 


Mortality 


Burn-In 






(see note) 








Long Term 


Dynamic 


125°C- 1000hrs. 


<.05%/1000hrs. 


Failure Rate 


Life Test 




@ 55"C 








60% Confidence 



'NOTE: Devices failing the infant mortality target remain on burn-in until acceptable failure rates are obtained. 

TABLE 3 GROUP A DEVICE RELIABILITY MONITORS 



TEST 


METHOD 


CONDITIONS 


LTPD 


Subgroup 1 








a. Internal Visual 






15 


b. Thermal Shock 


1011 


Test Failure Used (cond. B orC) 




c. Bond Strength 


2011 


Test Failures (cond. B) 




d. Die Shear Strength 


2019 


Test Failures 




Subgroup 2 




Fluorocarbon detection 10-3 




a. Seal — Gross Leak 




15 






atm/cc/sec 




b. Seal — Fine Leak 


1014 


Test Condition A 




Subgroup 3 








a. Rotating Steady State Life Test 


1005 


Static 160 hr. Burn-In 125°C 


5 




plus 125°C Lifetest — 1000 hrs. 




b. Electrical Parameters 




Final electrical @ 25°C (with data @ 








70° C) 




TABLE 4 GROUP B PACKAGE RELIABILITY MONITORS 


TEST 


METHOD 


CONDITIONS 


LTPD 


Subgroup 1 








a. Thermal Shock 


1011 


Test Condition B orC 


15 


b. Temperature Cycling 


1010 


Test Condition BorC 




c. Seal — Gross Leak 




Fluorocarbon detection 10-3 








atm/cc/sec 




d. Seal — Fine Leak (ceramic) 


1014 


Test Condition A 




e. Electrical Parameters 




Electrical at max -C 




f. 85/85 Moisture Resistance 




85% RH/85°C for 1000 hours 




(plastic only) 




PDA = 10% 




g. Electrical Parameters 




Final electrical @ 25"C 




Subgroup 2 








a. High Temp. Storage 


1008 


Test Condition B or C 




b. Mechanical Shock 


2002 


Test Condition B 


15 


c. Seal — Gross Leak 




Fluorocarbon detection 10-3 








atm/cc/sec 




d. Seal — Fine Leak 


1014 


Test Condition A 




(ceramic) 








e. Electrical Parameters 




Final electrical @ 25°C/max. C 




Subgroup 3 








a. Lead Integrity 


2004 


Test Condition B2 


15 




(Lead Fatigue) 




b. Seal — Gross Leak 




Fluorocarbon detection 10-3 








atm/cc/sec 




c. Seal — Fine Leak 


1014 


Test Condition A 




(ceramic) 









WESTERN DIGITAL CORPORATION 
CHIEF EXECUTIVE 



CORPORATE 
QUALITY ASSURANCE 



SYSTEMS QUALITY 



Systems Quality 

New Product 

Qualification 

System Test 

Qualification 

Software 

Qualification 



"Systems Design 
Control" 



PRODUCT RELIABILITY 



LSI Qualification 
Burn-In/Stress 
Requirements 
Reliability Monitor 
Data 

Reliability Testing 



LSI PRODUCT ASSURANCE 



• Document Control 

• Wafer Defects Control 

• Subsidiary/Offshore QC 

• Process Qualification 



LSI MATERIAL ASSURANCE 



Incoming QC 

Vendor Quality 

LSI Burn-In 

LSI Package Monitors 

Precap Visuals (883 optional) 

100% Test Audit 

Failure Analysis 

Package Qualification 

Calibration Control 



'LSI Design Control" "Manufacturing Assurance" 

Figure 2 QUALITY ORGANIZATION 



Information furnished by Western Digital Corporation is believed 10 be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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WESTERN DIGITAL 

CORPORATION 

Announcing Burn-In Program Availability/Warranties 



Western Digital now supports customer burn-in 
requirements for both static and dynamic burn-in 
under the strict control of the QA-Reliability 
organization. 

This burn-in provides high performance 125°C static 
and dynamic burn-in for 8-160 hours to eliminate 
infant mortality and improve reliability. This process 
is executed using custom modified 32Bit AEHR test 
commercial burn-in equipment which provide moni- 
tored fixed pattern or pseudorandom burn-in with 
power supply and resistor device pin isolation. 

LSI dynamic burn-in is verified in all cases by the 
design engineer for proper functioning. LSI Chip sets 
are also individually burned-in with dynamic equiva- 
lency to assure high performance bundled reliability. 

The warranty on the program will optionally provide 
certificate of compliance to standard or custom de- 
signed burn-in programs and guarantee <.05%/Khrs 
failure rate. 

CAUTION 

Using outside burn-in methods not certified as ac- 
ceptable by Western Digital may result in voided war- 
ranty, due to mishandling, junction temperature 
stress, or electrical damage. Further, since most 
burn-in houses do not support testing, catastrophic 
system condition can result in substantial damage 
before a problem is identified. 

One consistent problem experienced with outside 
LSI burn-in houses can cause reliability problems; 
namely, parallelling totem pole MOS outputs, where 
the output states are not predictable, can cause a 
single (or a few) devicefs) to sink all the current from 
the other devices on the burn-in tray — electromigra- 
tion or current zaps are both possible. 

Western Digital burn-in diagrams, dated after 1/1/82, 
must be used exactly as shown and will be provided 
upon request. 

SEE YOUR LOCAL REPRESENTATIVE FOR COSTS 
AND ORDERING INFORMATION ON THIS NEW 
PROGRAM. 
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Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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WESTERN DIGITAL 

CORPORATION 



Hi-Rel "K" Testing Program 
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FEATURES 

GENERAL CONFORMANCE TO MIL-STD-883B, 
METHOD 5004.4, CLASS B (SEE COMPARISON ON 
FOLLOWING PAGES) 

• INCLUDES: 

PRECAP VISUALS 
SEAL INTEGRITY 
POWER CONDITIONING 
ENHANCEMENT OPTIONS 



GENERAL DESCRIPTION 

Western Digital's Hi-Rel "K" program is designed to 
provide high reliability devices for extended tempera- 
ture environments. Individual enhancements may be 
specified to meet a customer's requirements. 
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INITIATE 
LOT 

PACKAGE PROBED WAFERS TRAVELER 



, RECEIVING 



I 



BACKSIDE ID 



QC) AUDIT 



LID 



I 



SCRIBE/SAW 



INSPECTION 

CLEAN /0C> AUDIT ) BREAK/SORT 



INSPECT 



CHIPBOND 



INSPECT 



WIRE BOND 



INSPECT 



CLEAN/BAKE/SEAL 

TEMP CYCLE 
10 CYCLES 
-65°/ + 150°C 

STABAKE 
24HRS150°C 



CERTIFICATE 
OF 

CONFORMANCE 




FINE LEAK 



GROSS LEAK 



CUT/FORM LEADS 



PRE BURN-IN 
ELECTRICALS 

BURN-IN 

160HRS® 125°C 



FINALTEST 



HI-REL "K" PROGRAM FLOW DIAGRAM 
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COMPARISON OF MIL-STD-883 
AND HI-REL "K" TEST PROGRAM 



MIL-STD-883B, METHOD 5004.4, CLASS B 


HI-REL "K" TEST 


3.1.1 InternsI Visudl 




Method 2010.3 


All Hi-Rel "K" devices receive 100% inspections 


Test condition B 


prior to lid seal. These inspections together com- 




prise criteria comparable to Mil-Std-883, method 




2010.3, test condition B. 


3.1.2 Stabilization Bake 




Method 1008.1 


Same 


Test condition C 




24 hours at 150°C 




3.1.3 Temperature Cycling 




Method 1010.2, Test condition C 


Same 


-65°C to 150°C for 10 cycles, with 10 minutes 




dwell and 5 minutes maximum transfer time 




3.1.4 Constant Acceleration 




Method 2001.2, Test condition E. 30,000 G stress 




level 


Not Done Unless Specified 


3.1.5 Visual Inspection 




Visual inspection for catastrophic failures after 




screens 


Same 


3.1.6 Seal Method 1014.2 




(a) Helium fine leak — Test condition A-|. Bomb 


Same 


condition 2 hours at 60 psig. Reject limit 5 x 10 -8 




torr 




(b) Flourocarbon gross leak — Test condition C 


Same 


3.1.9 Interim (pre-burnin) Electricals 




Per applicable device specification 


Preburn-in test at 25°C. Must meet requirements of 




device data sheets. 


3.1.10 Burn-in Test 




Method 1015.2 160 hours @ 125°C 


Same 


3.1.13 Interim (Post burn-in) electricals 




Per applicable device specification 


Burn-in equipment isolate failures automatically to 




assure no harmful interaction. 


3.1.15 Final Electrical Test 




(a) Static Tests 


Same 


(1) 25°C 




(2) Minimum and Maximum Operating 




Temperatures 




(b) Dynamic and Switching Tests at 25°C 




(c) Functional Tests at 25°C 




3.1.17 Qualification or Quality Conformance 


Not done unless defined using method 5005 as a 


Inspection and Test Sample Selection 


guide. 


3.1.18 External Visual 




Method 2009.2 


Same 


WESTERN DIGITAL RELIABILITY ENHANCEMENT 
OPTIONS 

iuu /o lernperaiure lesiing 

Level -40° to + 85°C 

-55° to +125°C 

Thermal, Shock (Liquid to Liquid) 

Level 0° to + 100°C, 15 cycles 

-55° to +125°C 

-65° to +150°C 


+ 150°C for 24 hours standard, other time/tempera- 
ture storage requirements available as required. 

Dynamic Bum-In 

Per note previously supplied. 
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FEATURES 

• PROGRAMMABLE SCREEN AND CHARACTER 
FORMAT 

• 6 INDEPENDENT VISUAL FIELD ATTRIBUTES 

• 11 VISUAL CHARACTER ATTRIBUTES (GRAPHIC 
CAPABILITY) 

• CURSOR CONTROL (4 TYPES) 

• LIGHT PEN DETECTION AND REGISTERS 

• DUAL ROW BUFFERS 

• PROGRAMMABLE DMA BURST MODE 

• SINGLE +5V SUPPLY 

• 40-PIN PACKAGE 



GENERAL DESCRIPTION 

The WD8275 Programmable CRT Controller is a 
single chip device to Interface CRT raster scan 
displays with microcomputer systems. Its primary 
function is to refresh the display by buffering the 
information from main memory and keeping track of 
the display position of the screen. The flexibility 
designed into the WD8275 will allow simple interface 
to almost any raster scan CRT display with a mini- 
mum of external hardware and software overhead. 



LC 3 C 1 
LC 2 C 2 
LClC 3 
LCqC 4 
DRQ [ 5 
DACK C 6 
HRTCC 7 
VRTCC 8 
RD C 9 
WR C 10 
LPEN C 11 
DB C 12 
DB, C 13 
DB 2 [ 14 
DB 3 C 15 
DB 4 [ 16 
DB 5 C 17 
DB 6 C 18 
DB 7 C 19 
GND C 20 



40 
39 
38 
37 
36 
35 
34 
33 
32 
31 
30 
29 
28 

27 p 

26 
25 
24 
23 
22 
21 



3v oc 

Jl-Ao 
3 LA, 

Dlten 
Drvv 
3 vsp 

3GPA, 

3gpa 

3 HLGT 
3 IRQ 
3CCLK 

3 

3cc 5 
cc 4 
3cc 3 
3cc 2 

3CC, 

3£C 
3cs 
3 A 



DB .7 CO 



DATA 
BUS 
BUFFER 



DRQ 
DACK 
IRQ 

RD 
WR 
A - 

eg". 



READ/ 
WRITE/ 
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Figure 1. PIN CONFIGURATION 



Figure 2. BLOCK DIAGRAM 
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TABLE 1. PIN DESCRIPTIONS 



DIM 










NO. 


TYPE 
i i re 


PIN NAME 
nil iihivi c 


SYMBOL 


FUNCTION 


1 


o 


1 IKI C f*/~\l IKIT 

LINE GUUN 1 


LC3 


Output from the line counter which is used to 


2 








ariHrocc t ho ^hara^tor nonoratnr fr\r the line 

dUUIcbo LI IC \j\ IdldULCl ycl ItJIdHJI IUI IMC III 1C 


3 






i_\_»i 


nn^ition . on thp <=;rrppn 


4 






LCo 




5 


o 


DMA REQUEST 


DRQ 


Output signal to the DMA controller 






o 




requesting a DMA cycle. 


6 


i 


DMA ACKNOWLEDGE 


DACK 


Input signal from the DMA controller 










arlfnpvt/loHninn that tho roni loctorl P^MA f*\/f*lo 
dOftl IUW ICUy II ly lllell llln IcLjUcoltrU UIVIM uyuic 










has been granted. 


7 





HORIZONTAL 


HRTC 


Output signal which is active during the 






RETRACE 




programmed horizontal retrace interval. During 










in is penoo ine vor ouxpui is nign ana ine 










LTEN output is low. 


3 


o 


VFRTICAI RFTRAOF 


VRTC 
v n i \j 


Outnnt ^innal whirh i°. artivp diirinn thp 










nrnnrammorl vertical rptrafP interval ["lni-inn 
\J\ L>y I cu 1 1 1 1 ICU vcl UOcll ItHlaUt; IllldVal. uuiniy 










this period the VSP output is high and the 










LTEN output is low. 


9 


1 


READ INPUT 


RD 


A control signal to read registers. 


10 


1 


WRITE INPUT 


WR 


A control signal to write commands into the 










control registers or write data into the row 










buffers during a DMA cycle. 


11 


1 


LIGHT PEN 


LPEN 


Input signal from the CRT system signifying 










that a light pen signal has been detected. 


12 


I/O 


BIDIRECTIONAL 


DB 


The outputs are enabled during a read of the C 


13 




THREE-STATE DATA 


DBi 


or P ports. 


14 




BUS LINES 


DB2 




10 






DB3 




16 






DB4 




17 






DBk 




18 






DB6 




19 






DB 7 




20 




GROUND 


Ground 
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£. 1 
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PORT AnnRF^ 
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A high input on An selects the "C" port or 
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"P" nort or naramptpr rpni^tprs 


22 


1 


CHIP SELECT 


cs 


The read and write are enabled by CS. 


23 





CHARACTER CODES 


CCo 


Output from the row buffers used for character 


24 






CCi 


selection in the character generator. 










26 






CC3 




27 






CC 4 




28 






cc 5 




29 






cce 




30 


1 


CHARACTER CLOCK 


CCLK 


From dotytiming logic. 


31 





INTERRUPT REQUEST 


IRQ 


Interrupt request. 


32 


o 


HIGHLIGHT 


HLGT 


Output signal used to intensify the display at 










particular positions on the screen as specified 










by the character attribute codes or field at- 










tribute codes. 
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TABLE 1. PIN DESCRIPTIONS (Continued) 



PIN 

NO. 


TYPE 


PIN NAME 


SYMBOL 


FUNCTION 


33 
34 





GENERAL PURPOSE 
ATTRIBUTE CODES 


GPAi 
GPAo 


Outputs which are enabled by the general 
purpose field attribute codes. 


35 





VIDEO SUPPRESSION 


VSP 


Output signal used to blank the video signal to 
the CRT. This output is active: 
—during the horizontal and vertical retrace 
intervals. 

—at the top and bottom lines of rows if un- 
derline is programmed to be number 8 or 
greater. 

—when an end of row or end of screen code is 
detected. 

—when a DMA underrun occurs. 

—at regular intervals (1/16 frame frequency for 
cursor, 1/32 frame frequency for character 
and field attributes) — to create blinking 
displays as specified by cursor, character 
attribute, or field attribute programming. 


36 





REVERSE VIDEO 


RVV 


Output signal used to indicate the CRT circuitry 
to reverse the video signal. This output is active 
at the cursor position if a reverse video block 
cursor is programmed or at the positions 
specified by the field attribute codes. 


37 





LIGHT ENABLE 


LTEN 


Output signal used to enable the video signal to 
the CRT. This output is active at the 
programmed underline cursor position, and at 
positions specified by attribute codes. 


38 
oa 


O 


LINE ATTRIBUTE 
UUUfco 


LAo 
LA1 


These attribute codes have to be decoded 
externally by the dot/timing logic to generate 
the horizontal and vertical line combinations for 
the graphic displays specified by the character 
attribute codes. 


40 




+ 5V POWER SUPPLY 


vcc 


+ 5V power supply. 



FUNCTIONAL DESCRIPTION 
Data Bus Buffer 

This 3-state, bidirectional, 8-bit buffer is used to 
interface the WD8275 to the system Data Bus. 

This functional block accepts inputs from the Sys- 
tem Control Bus and generates control signals for 
overall device operation. It contains the Command, 
Parameter, and Status Registers that store the 
various control formats for the device functional 
definition. 



AO 


OPERATION 


REGISTER 





Read 


PREG 





Write 


PREG 


1 


Read 


SREG 


1 


Write 


CREG 



RD (READ) 

A "low" on this input informs the WD8275 that the 



CPU is reading data or status information from the 
WD8275. 

WR (WRITE) 

A "low" on this input informs the WD8275 that the 
CPU is writing data or control words to the WD8275. 

CS~(CHIP SELECT) 

A "low" on this input selects the WD8275. No reading 
or writing will occur unless the device is selected. 
When CS is high, the Data Bus in the float state and 
RD and WR will have no effect on the chip. 

DRQ(DMA REQUEST) 

A "high" on this output informs the DMA Controller 
that the WD8275 desires a DMA transfer. 

DACK (DMA ACKNOWLEDGE) 

A "low" on this input informs the WD8275 that a DMA 
cycle is in progress. 
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IRQ (INTERRUPT REQUEST) 

A "high" on this output informs the CPU that the 
WD8275 desires interrupt service. 
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Figure 3. 

WD8275 BLOCK DIAGRAM SHOWING DATA BUS 
BUFFER AND READ/WRITE FUNCTIONS 
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Write WD8275 Command 
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Read WD8275 Status 
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1 





Three-State 


X 


X 


X 


1 


Three-State 



Character Counter 

The Character Counter is a programmable counter 
that is used to determine the number of characters to 
be displayed per row and the length of the horizontal 
retrace interval. It is driven by the CCLK (Character 
Clock) input, which should be a derivative of the 
external dot clock. 



Line Counter 

The Line Counter is a programmable counter that is 
used to determine the number of horizontal lines 
(Sweeps) per character row. Its outputs are used to 
address the external character generator ROM. 



Row Counter 

The Row Counter is a programmable counter that is 
used to determine the number of character rows to 
be displayed per frame and length of the vertical 
retrace interval. 



Light Pen Registers 

The Light Pen Registers are two registers that store 
the contents of the character counter and the row 
counter whenever there is a rising edge on the LPEN 
(Light Pen) input. 

NOTE: 

Software correction is required. 
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Figure 4. 

WD827S BLOCK DIAGRAM SHOWING COUNTER 
AND REGISTER FUNCTIONS 
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Raster Timing and Video Controls 

The Raster Timing circuitry controls the timing of the 
HRTC (Horizontal Retrace) and VRTC (Vertical 
Retrace) outputs. The Video Control circuitry controls 
the generation of LAo-1 (Line Attribute), HGLT 
(Highlight), RVV (Reverse Video), LTEN (Light Enable), 
VSP (Video Suppress), and GPAfj-1 (General Purpose 
Attribute) outputs. 

Row Buffers 

The Row Buffers are two 80-character buffers. They 
are filled from the microcomputer system memory 
with the character codes to be displayed. While one 
row buffer is displaying a row of characters, the other 
is being filled with the next row of characters. 

FIFOs 

There are two 16 character FIFOs in the WD8275. 
They are used to provide extra row buffer length in 
the Transparent Attribute Mode (see Detailed Oper- 
ation section). 



Buffer Input/Output Controllers 

The Buffer Input/output Controllers decode the ^ 
characters being placed in the row buffers. If the ^ 
character is a character attribute, field attribute or § 
special code, these controllers control the ap- NJ 
propriate action. (Examples: An "End of Screen-Stop Jjj 
DMA" special code will cause the Buffer Input 
Controller to stop further DMA requests. A 
"Highlight" field attribute will cause the Buffer 
Output Controller to activate the HGLT output.) 

SYSTEM OPERATION 

The WD8275 is programmable to a large number of 
different display formats. It provides raster timing, 
display row buffering, visual attribute decoding, 
cursor timing, and light pen detection. 

It is designed to interface with a DMA Controller and 
standard character generator ROMs for dot matrix 
decoding. Dot level timing must be provided by 
external circuitry. 
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Figure 5. WD8275 SYSTEMS BLOCK DIAGRAM SHOWING SYSTEMS OPERATION 
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GENERAL SYSTEMS OPERATIONAL 
DESCRIPTION 

The WD8275 provides a "window" into the 
microcomputer system memory. 

Display characters are retrieved from memory and 
displayed on a row-by-row basis. The WD8275 has 
two row buffers. While one row buffer is being used 
for display, the other is being filled with the next row 
of characters to be displayed. The number of display 
characters per row and the number of character rows 
per frame are software programmable, providing easy 
interface to most CRT displays. (See Programming 
Section.) 

The WD8275 requests DMA to fill the row buffer that 
is not being used for display. DMA burst length 
and spacing is programmable. (See Programming 
Section.) 

The WD8275 displays character rows one line at a 
time. 

The number of lines per character row, the underline 
position, and blanking of top and bottom lines are 
programmable. (See Programming Section.) 



The WD8275 provides special Control Codes which 
can be used to minimize DMA or software overhead. 
It also provides Visual Attribute Codes to cause 
special action or symbols on the screen without the 
use of the character generator (see Visual Attributes 
Section). 

The WD8275 also controls raster timing. This is done 
by generating Horizontal Retrace (HRTC) and Vertical 
Retrace (VRTC) signals. The timing of these signals 
is programmable. 

The WD8275 can generate a cursor. Cursor location 
and format are programmable. (See Programming 
Section.) 

The WD8275 has a light pen input and registers. The 
light pen input is used to load the registers. Light pen 
registers can be read on command. (See Program- 
ming Section.) 
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Figure 6. DISPLAY OF A CHARACTER ROW 



DISPLAY ROW BUFFERING 

Before the start of a frame, the WD8275 requests 
DMA and one row buffer is filled with characters. 
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Figure 7. 
FIRST ROW BUFFER FILLED 

When the first horizontal sweep is started, character 
codes are output to the character generator from the 
row buffer just filled. Simultaneously, DMA begins 
filling the other row buffer with the next row of 
characters. 
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After all the lines of the character row are scanned, 
the roles of the two row buffers are reversed and the 
same procedure is followed for the next row. 
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Figure 9. 

FIRST BUFFER FILLED WITH THIRD ROW, 
SECOND ROW DISPLAYED 

This is repeated until all of the character rows are 
displayed. 

DISPLAY FORMAT 

Screen Format 

The WD8275 can be programmed to generate from 1 
to 80 characters per row, and from 1 to 64 rows per 
frame. 




Figure 8. 

SECOND BUFFER FILLED, FIRST ROW DISPLAYED 



Figure 10. 
SCREEN FORMAT 
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The WD8275 can also be programmed to blank 
alternate rows. In this mode, the first row is dis- 
played, the second blanked, the third displayed, etc. 
DMA is not requested for the blanked rows. 




Figure 11. 
BLANK ALTERNATE ROWS MODE 
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Figure 12. 
EXAMPLE OF A 16-LINE FORMAT 



Row Format 

The WD8275 is designed to hold the line count stable 
while outputting the appropriate character codes 
during each horizontal sweep. The line count is in- 
cremented during horizontal retrace and the whole 
row of character codes are output again during the 
next sweep. This is continued until the entire charac- 
ter row is displayed. 

The number of lines (horizontal sweeps) per charac- 
ter row is programmable from 1 to 16. 

The output of the line counter can be programmed to 
be in one of two modes. 
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Figure 13. 
EXAMPLE OF A 10-LINE FORMAT 



In mode 0, the output of the line counter is the same 
as the line number. 

In mode 1, the line counter is offset by one from the 
line number. 



NOTE: 

In mode 1, while the first line (line number 0) is being 
displayed, the last count is output by the line counter 
(see examples). 



Mode is useful for character generators that leave 
address zero blank and start at address 1. Mode 1 is 
useful for character generators which start at ad- 
dress zero. 

Underline placement is also programmable (from line 
number to 15). This is independent of the line 
counter mode. 

If the line number of the underline is greater than 7 
(line number MSB = 1), then the top and bottom 
lines will be blanked. 
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Figure 14. 
UNDERLINE IN LINE NUMBER 10 



If the line number of the underline is less than or 
equal to 7 (line number MSB = 0), then the top and 
bottom lines will not be blanked. 
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Figure 16. 

TYPICAL DOT LEVEL BLOCK DIAGRAM 

Dot width is a function of dot clock frequency. 

Character width is a function of the character gen- 
erator width. 

Horizontal character spacing is a function of the shift 
register length. 

NOTE: 

Video control and timing signals must be syn- 
chronized with the video signal due to the character 
generator access delay. 
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Figure 15. 
UNDERLINE IN LINE NUMBER 7 



If the line number of the underline is greater than the 
maximum number of lines, the underline will not 
appear. 

Blanking is accomplished by the VSP (Video Sup- 
pression) signal. Underline is accomplished by the 
LTEN (Light Enable) signal. 



Dot Format 

Dot width and character width are dependent upon 
the external timing and control circuitry. 

Dot level timing circuitry should be designed to 
accept the parallel output of the character generator 
and shift it out serially at the rate required by the CRT 

display. 



RASTER TIMING 

The character counter is driven by the character 
clock input (CCLK). It counts out the characters 
being displayed (programmable from 1 to 80). It then 
causes the line counter to increment, and it starts 
counting out the horizontal retrace interval (program- 
mable from 2 to 32). This is constantly repeated. 




Figure 17. 
LINE TIMING 

The line counter is driven by the character counter. It 
is used to generate the line address outputs (LC0-3) 
for the character generator. After it counts all of the 
lines in a character row (programmable from 1 to 16), 
it increments the row counter, and starts over again. 
(See Character Format Section for detailed descrip- 
tion of Line Counter functions.) 
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The row counter is an internal counter driven by the 
line counter. It controls the functions of the row 
buffers and counts the number of character rows 
displayed. 



ONE CHARACTER ROW 



LCo-3 



INTERNAL 
ROW COUNTER 




PROGRAMMABLE 1 TO 16 
LINE COUNTS 



Figure 18. 
ROW TIMING 



After the row counter counts all of the rows in a 
frame (programmable from 1 to 64), it starts counting 
out the vertical retrace interval (programmable from 1 
to 4). 



ONE FRAME 



INTERNAL 
ROW COUNTER 



dooooooooc 



, FIRST 
I DISPLAY 
ROW 



LAST FIRST LAST 
DISPLAY RETRACE RETRACE 
ROW ROW ROW 



PROGRAMMABLE 
1 TO 64 ROW COUNTS 



PROGRAMMABLE 
1 TO 4 ROW COUNTS 



Figure 19. 
FRAME TIMING 



The Video Suppression Output (VSP) is active during 
horizontal and vertical retrace intervals. 

Dot level timing circuitry must synchronize these 
outputs with the video signal to the CRT Display. 



the burst counter. No more DMA requests will occur 
until the beginning of the next row. At that time, DMA 
requests are activated as programmed until the other 
buffer is filled. 

The first DMA request for a row will start at the first 
character clock of the preceding row. If the burst 
mode is used, the first DMA request may occur a 
number of character clocks later. This number is 
equal to the programmed burst space. 

If, for any reason, there is a DMA underrun, a flag in 
the status word will be set. 



INTERNAL 
ROW 
COUNTER 



LAST 



FIRST 



RETRACE ROW Sj DISPLAY ROW 



VRTC ■ 




ONE 
ROW BUFFER 
FILLED 



Figure 20. DMA TIMING 

The DMA controller is typically initialized for the next 
frame at the end of the current frame. 

INTERRUPT TIMING 

The WD8275 can be programmed to generate an 
interrupt request at the end of each frame. This can 
be used to reinitialize the DMA controller. If the 
WD8275 interrupt enable flag is set, an interrupt 
request will occur at the beginning of the last display 



IRQ will go inactive after the status register is read. 



DMA TIMING 

The WD8275 can be programmed to request burst 
DMA transfers of 1 to 8 characters. The interval 
between bursts is also programmable (from to 55 
character clock periods ± 1). This allows the user to 
tailor his DMA overhead to fit his system needs. 

The first DMA request of the frame occurs one row 
time before the end of vertical retrace. DMA requests 
continue as programmed, until the row buffer is 
filled. If the row buffer is filled in the middle of a 
burst, the WD8275 terminates the burst and resets 



A reset command will also cause IRQ to go inactive, 
but this is not recommended during normal service. 

Another method of reinitializing the DMA controller 
is to have the DMA controller itself interrupt on 
terminal count. With this method, the WD8275 in- 
terrupt enable flag should not be set. 

NOTE: 

Upon power-up, the WD8275 Interrupt Enable Flag 
may be set. As a result, the user's cold start routine 
should write a reset command to the WD8275 before 
system interrupts are enabled. 
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Figure 21. 

BEGINNING OF INTERRUPT REQUEST 




Figure 22. 
END OF INTERRUPT REQUEST 

VISUAL ATTRIBUTES AND SPECIAL CODES 

The characters processed by the WD8275 are 8- 
bit quantities. The character code outputs provide 



the character generator with 7 bits of address. The 
Most Significant Bit is the extra bit and it is 
used to determine if it is a normal display character 
(MSB = 0), or if it is a Visual Attribute or Special 
Code (MSB = 1). 

There are two types of Visual Attribute Codes. They 
are Character Attributes and Field Attributes. 

Character Attribute Codes 

Character attribute codes are codes that can be used 
to generate graphics symbols without the use of a 
character generator. This is accomplished by selec- 
tively activating the Line Attribute outputs (LAo-1), 
the Video Suppression output (VSP), and the Light 
Enable output. The dot level timing circuitry can use 
these signals to generate the proper symbols. 

Character attributes can be programmed to blink or 
be highlighted individually. Blinking is accomplished 
with the Video Suppression output (VSP). Blink fre- 
quency is equal to the screen refresh frequency 
divided by 32. Highlighting is accomplished by ac- 
tivating the Highlight output (HGLT). 



Character Attributes 

MSB LSB 
1 1 C C C C B H 



-Highlight 
-Blink 

-Character Attribute 
Code 



O 
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en 



CHARACTER 
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Figure 23. TYPICAL CHARACTER ATTRIBUTE LOGIC 
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TABLE 2. CHARACTER ATTRIBUTES 

Character attributes were designed to produce the following graphics: 



CHARACTER ATTRIBUTE 
CODE "CCCC" 



OUTPUTS 



LA1 



LAq 



VSP 



LTEN 



SYMBOL 



DESCRIPTION 



0000 



Above Underline 



Underline 



Below Underline 



Top Left Corner 



0001 



Above Underline 



Underline 



Below Underl 



ne 



Top Right Corner 



0010 



Above Underl 



Underl 



ne 



Below Underl 



ne 



Bottom Left Corner 



0011 



Above Underl 



ne 



Underl 



Below Underl 



ne 




Bottom Right Corner 



0100 



Above Underl 



ne 



Underl 



ne 



Below Underl 



Top Intersect 



0101 



Above Underl 



ne 



Underl 



Below Underl 



ne 



Right Intersect 



0110 



Above Underl 



ne 



Underline 



Below Underline 



I— 



Left Intersect 



0111 



Above Underline 



Underline 



Below Underline 



Bottom Intersect 



1000 



Above Underline 



Underline 



Below Underline 



Horizontal Line 



1001 



1010 



1011 



1100 



1101 



Above Underline 



Underline 



Below Underline 



Above Underline 



Underline 



Below Underline 



Above Underline 



Underline 



Below Underline 



Above Underline 



Underline 



Below Underline 



Above Underline 



Underline 



Below Underline 




Vertical Line 



Crossed Lines 



Not Recommended* 



Special Codes 



Undefined 



Illegal 



1110 



Above Underline 



Underline 



Below Underline 



Undefined 



Illegal 



1111 



Above Underline 



Underline 



Below Underline 



Undefined 



Illegal 
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'Character Attribute Code 1011 is not recommended 
for normal operation. Since none of the attribute 
outputs are active, the character Generator will not 
be disabled, and an indeterminate character will be 
generated. 

Character Attribute Codes 1101, 1110, and 1111 are 
illegal. 

Blinking is active when B = 1. 
Highlight is active when H = 1. 

Special Codes 

Four special codes are available to help reduce 
memory, software, or DMA overhead. 

SPECIAL CONTROL CHARACTER 



MSB 


LSB 


1111 


S S 




Lspecial Control Code 


s s 


FUNCTION 





End of Row 


1 


End of Row-Stop DMA 


1 


End of Screen 


1 1 


End of Screen-Stop DMA 



The End of Row Code (00) activates VSP and holds it 
to the end of the line. 

The End of Row-Stop DMA Code (01) causes the 
DMA Control Logic to stop DMA for the rest of the 
row when it is written into the Row Buffer. It affects 
the display in the same way as the End of Row Code 

(00). 

The End of Screen Code (10) activates VSP and holds 
it to the end of the frame. 

The End of Screen-Stop DMA Code (11) causes the 
DMA Control Logic to stop DMA for the rest of the 
frame when it is written into the Row Buffer. It affects 
the display in the same way as the End of Screen 
Code (10). 

If the Stop DMA feature is not used, all characters 
after an End of Row character are ignored, except for 
the End of Screen character, which operates nor- 
mally. All characters after an End of Screen character 
are ignored. 



NOTE: 

If a Stop DMA character is not the last character in a 
burst or row, DMA is not stopped until after the next 
character is read. In this situation, a dummy 
character must be placed in memory after the Stop 
DMA character. 



Field Attributes 

The field attributes are control codes which affect 
the visual characteristics for a field of characters, 
starting at the character following the code up to, and 
including, the character which precedes the next 
field attribute code, or up to the end of the frame. The 
field attributes are reset during the vertical retrace 
interval. 

There are six field attributes: 

1. Blink — Characters following the code are 
caused to blink by activating the Video Sup- 
pression output (VSP). The blink frequency is 
equal to the screen refresh frequency divided by 
32. 

2. Highlight — Characters following the code are 
caused to be highlighted by activating the 
Highlight output (HGLT). 

3. Reverse Video — Characters following the code 
are caused to appear with reverse video by 
activating the Reverse Video output (RVV). 

4. Underline — Characters following the code are 
caused to be underlined by activating the Light 
Enable output (LTEN). 

5,6. General Purpose — There are two additional 
WD8275 outputs which act as general purpose, 
independently programmable field attributes. 
GPAq-1 are active high outputs. 



FIELD ATTRIBUTE CODE 

MSB LSB 
1 O U R G G B H 

' — Highlight 

1 Blink 

1 General Purpose 

Reverse Video 

1 Underline 

H - 1 for highlighting 
B = 1 for blinking 
R = 1 for reverse video 
U = 1 for underline 
GG = GPA-i, GPArj 



NOTE: 

More than one attribute can be enabled at the 
same time. If the blinking and reverse video at- 
tributes are enabled simultaneously, only the 
reversed characters will blink. 

The WD8275 can be programmed to provide visible 
or invisible field attribute characters. 

If the WD8275 is programmed in the visible field 
attribute mode, all field attributes will occupy a 
position on the screen. They will appear as blanks 
caused by activation of the Video Suppression 
output (VSP). The chosen visual attributes are 
activated after this blanked character. 
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Figure 24. 

EXAMPLE OF A VISIBLE FIELD ATTRIBUTE 
MODE (UNDERLINE ATTRIBUTE) 



If the WD8275 is programmed in the invisible field 
attribute mode, the WD8275 FIFO is activated. 
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Figure 25. 

BLOCK DIAGRAM SHOWING FIFO ACTIVATION 

Each row buffer has a corresponding FIFO. These 
FIFOs are 16 characters by 7 bits in size. 

When a field attribute is placed in the row buffer 
during DMA, the buffer input controller recognizes it 
and places the next character in the proper FIFO. 

When a field attribute is placed in the Buffer Output 
Controller during display, it causes the controller to 
immediately put a character from the FIFO on the 
Character Code outputs (CCrj-6)- The chosen Visual 
Attributes are also activated. 



Since the FIFO is 16 characters long, no more than 16 
field attribute characters may be used per line in this 
mode. If more are used, a bit in the status word is set 
and the first characters in the FIFO are written over 
and lost. 

NOTE: 

Since the FIFO is 7 bits wide, the MSB of any 
characters put in it are stripped off. Therefore, a 
Visual Attribute or Special Code must not im- 
mediately follow a field attribute code. If this 
situation does occur, the Visual Attribute or Special 
Code will be treated as a normal display character. 
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Figure 26. 

EXAMPLE OF THE INVISIBLE FIELD ATTRIBUTE 
MODE (UNDERLINE ATTRIBUTE) 



Field and Character Attribute Interaction 

Character Attribute Symbols are affected by the 
Reverse Video (RVV) and General Purpose (GPArj-1) 
field attributes. They are not affected by Underline, 
Blink or Highlight field attributes; however, these 
characteristics can be programmed individually for 
Character Attribute Symbols. 



Cursor Timing 

The cursor location is determined by a cursor row 
register and a character position register which are 
loaded by command to the controller. The cursor can 
be programmed to appear on the display as: 

1. a blinking underline 

2. a blinking reverse video block 

3. anon-blinking underline 

4. a non-blinking reverse video block 

The cursor blinking frequency is equal to the screen 
refresh frequency divided by 16. 

If a non-blinking reverse video cursor appears in a 
non-blinking reverse video field, the cursor will ap- 
pear as a normal video block. 

If a non-blinking underline cursor appears in a non- 
blinking underline field, the cursor will not be visible. 



Light Pen Detection 

A light pen consists of a micro switch and a tiny light 
sensor. When the light pen is pressed against the 
CRT screen, the micro switch enables the light 
sensor. When the raster sweep reaches the light 
sensor, it triggers the light pen output. 

If the output of the light pen is presented to the 
WD8275 LPEN input, the row and character position 
coordinates are stored in a pair of registers. These 
registers can be read on command. A bit in the status 
word is set, indicating that the light pen signal was 
detected. The LPEN input must be a to 1 transition 
for proper operation. 

NOTE: 

Due to internal and external delays, the character 
position coordinate will be off by at least three 
character positions. This has to be corrected in 
software. 



Device Programming 

The WD8275 has two programming registers, the 
Command Register (CREG) and the Parameter 
Register (PREG). It also has a Status Register (SREG). 
The Command Register can only be written into and 
the Status Registers can only be read from. They are 
addressed as follows: 



An 


OPERATION 


REGISTER 





Read 


PREG 





Write 


PREG 


1 


Read 


SREG 


1 


Write 


CREG 



en 

The WD8275 expects to receive a command and 
a sequence of to 4 parameters, depending on 
the command. If the proper number of parameter 
bytes are not received before another command is 
given, a status flag is set, indicating an improper 
command. 

INSTRUCTION SET 

The WD8275 instruction set consists of 8 commands. 



COMMAND 


NO. OF PARAMETER BYTES 


Reset 


4 


Start Display 





Stop Display 





Read Light Pen 


2 


Load Cursor 


2 


Enable Interrupt 





Disable Interrupt 





Preset Counters 






In addition, the status of the WD8275 (SREG) can be 
read by the CPU at any time. 



1. Reset Command 





OPERATION 


C/P 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Reset Command 


00000000 




Write 





Screen Comp Byte 1 


SHHHHHHH 


Parameters 


Write 





Screen Comp Byte 2 


VVRRRRRR 


Write 





Screen Comp Byte 3 


UUUULLLL 




Write 





Screen Comp Byte 4 


MFCCZZZZ 



Action 

After the reset command is written, DMA requests 
stop, WD8275 interrupts are disabled, and the VSP 
output is used to blank the screen. HRTC and VRTC 
continue to run. HRTC and VRTC timing are random 
on power-up. 

As parameters are written, the screen composition is 
defined. 

Parameter— S Spaced Rows 



Parameter— H H H H H H H Horizontal Characters/Row 



s 


FUNCTIONS 




1 


Normal Rows 
Spaced Rows 



H H H H 


H H 


H 


NO. OF CHARACTERS 
PER ROW 











1 








1 


2 





1 





3 


10 1 


1 1 


1 


80 


10 10 








Undefined 


1111 


1 1 


1 


Undefined 
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Parameter— W Vertical Retrace Row Count 



V 


V 


NO. OF ROW COUNTS PER VRTC 








1 





1 


2 


1 





3 


1 


1 


4 



Parameter— RRRRRR Vertical Rows/Frame 



R 


R 


R 


R 


R 


R 


NO. OF ROWS/FRAME 




















1 

















1 


2 














1 





3 


1 


1 


1 


1 


1 


1 


64 



Parameter— UUUU Underline Placement 



u u 


u u 


LINE NO. OF UNDERLINE 








1 





1 


2 





1 


3 


1 1 ' 


1 1 


16 


Parameter- 


-LLLL 






Number of Lines per Character Row 


L L 


L L 


NO. OF LINES/ROW 








1 





1 


2 





1 


3 


1 1 


1 1 


16 



Parameter- 


-M Line Counter Mode 


M 


LINE COUNTER MODE 





Mode (Non-Offset) 


1 


Mode 1 (Offset by 1 Count) 


Parameter- 


-F Field Attribute Mode 


F 


FIELD ATTRIBUTE MODE 





Transparent 


1 


Non-Transparent 


Parameter- 


-CC Cursor Format 


Is o 







Blinking reverse video block 


1 


Blinking underline 


1 


Non-blinking reverse video block 


1 1 


Non-blinking underline 



Parameter— ZZZZ Horizontal Retrace Count 



z 


z 


z 


z 


NO. OF CHARACTER COUNTS 
PER HRTC 














2 











1 


4 








1 





6 


1 


1 


1 


1 


32 



NOTE: 

uuuu MSB determines blanking of top and bottom 
lines (1 = blanked, = not blanked). 



2. Start Display Command 





OPERATION 


Ao 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Start Display 


1 S S S B B 


No parameters 









SSS Burst Space Code 



BB Burst Count Code 



s 


s 


s 


NO. OF CHARACTER CLOCKS 
BETWEEN DMA REQUESTS 




















1 


7 





1 





15 





1 


1 


23 


1 








31 


1 





1 


39 


1 


1 





47 


1 


1 


1 


55 



B B 


NO. OF DMA CYCLES PER 
BURST 





1 


1 


2 


1 


4 


1 1 


8 


Action 



WD8275 interrupts are enabled, DMA requests begin, 
video is enabled, Interrupt Enable and Video Enable 
Status flags are set. 
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3. Stop Display Command 





OPERATION 


AO 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Start Display 


1 


No parameters 









Action 



Disables video, interrupts remain enabled, HRTC and 
VRTC continue to run, Video Enable status flag is 
reset, and the "Start Display" command must be 
given to re-enable the display. 



4. Read Light Pen Command 











DATA BUS 




OPERATION 


AO 


DESCRIPTION 


MSB LSB 


Command 


Write 


1 


Read Light Pen 


1 1 


Parameters 


Read 





Char. Number 


(Char. Position in Row) 


Read 





Row Number 


(Row Number) 



Action 

The WD8275 is conditioned to supply the contents of 
the light pen position registers in the next two read 
cycles of the parameter register. Status flags are not 
affected. 

NOTE: 

Software correction of light pen position is required. 



5. Load Cursor Position 





OPERATION 


AO 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Load Cursor 


1 


Parameters 


Write 
Write 






Char. Number 
Row Number 


(Char. Position in Row) 
(Row Number) 



Action 

The WD8275 is conditioned to place the next two 
parameter bytes into the cursor position registers. 
Status flags not affected. 



6. Enable Interrupt Command 





OPERATION 


AO 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Enable Interrupt 


1 1 


No parameters 









Action 

The interrupt enable flag is set and interrupts are 
enabled. 



7. Disable Interrupt Command 





OPERATION 


AO 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Disable Interrupt 


1 1 


No parameters 









Action 

Interrupts are disabled and the interrupt enable 
status flag is reset. 
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8. Preset Counters Command 



o 

00 

cn 





OPERATION 


Ao 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Preset Counters 


1 1 1 


No parameters 









Action 

The internal timing counters are preset, cor- 
responding to a screen display position at the top left 
comer. Two character clocks are required for this 
operation. The counters will remain in this state until 
any other command is given. 

STATUS FLAGS 



This command is useful for system debug and 
synchronization of clustered CRT displays on a 
single CPU. 





OPERATION 


AO 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Read 


1 


Status Word 


IE IR LP IC VE OU FO 



IE —(Interrupt Enable) Set or reset by command. It 
enables vertical retrace interrupt. It is 
automatically set by a "Start Display" com- 
mand and reset with the "Reset" command. 

IR —(Interrupt Request) This flag is set at the 
beginning of display of the last row of the 
frame if the interrupt enable flag is set. It is 
reset after a status read operation. 

LP —This flag is set when the light pen input 
(LPEN) is activated and the light pen 
registers have been loaded. This flag is 
automatically reset after a status read. 

IC —(Improper Command) This flag is set when a 
command parameter string is too long or too 



short. The flag is automatically reset after a 
status read. 

VE —(Video Enable) This flag indicates that video 
operation of the CRT is enabled. This flag is 
set on a "Start Display" command, and reset 
on a "Stop Display" or "Reset" command. 

DU —(DMA underrun) This flag is set whenever a 
data underrun occurs during DMA transfers. 
Upon detection of DU, the DMA operation is 
stopped and the screen is blanked until after 
the vertical retrace interval. This flag is reset 
after a status read. 

FO —(FIFO Overrun) This flag is set whenever the 
FIFO is overrun. It is reset on a status read. 



SPECIFICATIONS 

ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature Under Bias 0°Cto70°C 

Storage Temperature -65°Cto + 150°C 

Voltage On Any Pin 

With Respect to Ground - 0.5V to + 7V 

Power Dissipation 1 Watt 



•NOTICE: 

Stresses above those listed under "Absolute Max- 
imum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional 
operation of the device at these or any other con- 
ditions above those indicated in the operational 
sections of this specification is not implied. 



DC Characteristics (Ta = 0°Cto70°C; Vqc = 5V ±5%) 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


V|L 


Input Low Voltage 


-0.5 


0.8 


V 




V|H 


Input High Voltage 


2.0 


vcc 


V 










+ 0.5V 






vol 


Output Low Voltage 




0.45 


V 


lOL = 2.2 mA 


VOH 


Output High Voltage 


2.4 




V 


lOH = -400/iA 


Iff. 


Input Load Current 




±10 


MA 


V|N = VcctoOV 


'OFL 


Output Float Leakage 




±10 


ma 


VOUT = VcctoOV 


ice 


Vcc Supply Current 




160 


mA 
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Capacitance (Ta = 25°C;Vcc = GND = OV) 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


C|N 


Input Capacitance 




10 


PF 


fC = 1 MHz 


C|/0 


I/O Capacitance 




20 


PF 


Unmeasured pins returned to 












vss- 



AC Characteristics (Ta = 0°Cto70°C; Vcc = 5.0V ±5%; GND = 0V) 



BUS PARAMETERS 



Read Cycle 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


tAR 


Address Stable Before 










READ 







ns 




tRA 


Address Hold Time for 










READ 







ns 




tRR 


READ Pulse Width 


250 




ns 




tRD 


Data Delay from READ 




200 


ns 


Cl = 150pF 


tDF 


READ to Data Floating 


20 


100 


ns 


Cl min. = 20 pF; Cl max. = 












150 pF 



Write Cycle 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


tAW 


Address Stable Before 














WRITE 







ns 






tWA 


Address Hold Time for 














WRITE 







ns 






t ww 


WRITE Pulse Width 


250 




ns 






tDW 


Data Setup Time for 














WRITE 


150 




ns 






tWD 


Data Hold Time for 














WRITE 







ns 






Clock Timing 


SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


tCLK 


Clock Period 


480 




ns 






tKH 


Clock High 


240 




ns 






tKL 


Clock Low 


160 




ns 






tKR 


Clock Rise 


5 


30 


ns 






tKF 


Clock Fall 


5 


30 


ns 






Other Timing 




SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


tec 


Character Code Output 














Delay 




150 


ns 


cl = 


50 pF 


tHR 


Horizontal Retrace 














Output Delay 




200 


ns 


c L = 


50 pF 


tLC 


Line Count Output Delay 




400 


ns 


cl = 


50 pF 


tAT 


Control/Attribute Output 














Delay 




275 


ns 


cl = 


50 pF 


tVR 


Vertical Retrace Output 














Delay 




275 


ns 


c L = 


50 pF 


tRI 


INTi from RDt 




250 


ns 


c L = 


50 pF 


tWQ 


DRQt from WRt 




250 


ns 


c L = 


50 pF 


tRQ 


DRQ1 from WRi 
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WAVEFORMS (Continued) 
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WAVEFORMS (Continued) 
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WAVEFORMS (Continued) 
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WD8276 Small System CRT Controller 
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FEATURES 

• PROGRAMMABLE SCREEN AND CHARACTER 
FORMAT 

• 6 INDEPENDENT VISUAL FIELD ATTRIBUTES 

• CURSOR CONTROL (4 TYPES) 

• DUAL ROW BUFFERS 

• SINGLE +5V SUPPLY 

• 40-PIN PACKAGE 



GENERAL DESCRIPTION 

The WD8276 Small System CRT Controller is a single 
chip device intended to interface CRT raster scan 
displays with Intel microcomputers in minimum 
device-count systems. Its primary function is to re- 
fresh the display by buffering character information 
from main memory and keeping track of the display 
position of the screen. The flexibility designed into 
the WD8276 will allow simple interface to almost any 
raster scan CRT display with a minimum system IC 
count. 




Figure 1. PIN CONFIGURATION 
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Figure 2. BLOCK DIAGRAM 
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PIN 
NO. 


TYPE 


PIN NAME 


SYMBOL 


FUNCTION 


1 
2 
3 
4 





LINE COUNT 


LC3 
LC 2 
LCi 
LCo 


Output from the line counter which is used to 
address the character generator for the line 
positions on the screen. 


5 





BUFFER READY 


BRDY 


Output signal indicating that a Row Buffer is 
ready for loading of character data. 


6 


I 


ni i r— r— r— r-j on r^T 
BUFFER SELECT 


DC 

Bb 


Input signal enabling WR for character data into 
the Row Buffers. 


7 





HORIZONTAL 
RETRACE 


HRTC 


Output signal which is active during the pro- 
grammed horizontal retrace interval. During this 

__ V !_,J + L. WOO ir. Kink nnW (kn ITCKI 

period the vbr output is nign and tne li en 
output is low. 


8 





VERTICAL RETRACE 


VRTC 


Output signal which is active during the pro- 
grammed vertical retrace interval. During this 
period the VSP output is high and the LTEN 
output is low. 


9 


I 


READ INPUT 


RD 


A control signal to read registers. 


10 


I 


WRITE INPUT 


WR 


A control signal to write commands into the 
control registers or write data into the row 
buffers. 


11 




NO CONNECTION 


NC 


No connection 


12 
13 
14 
15 
16 
17 
18 
19 


I/O 


BIDIRECTIONAL 
DATA BUS 


DBo 
DBi 
DB2 
DB3 
D64 
DB 5 
DBfi 
DB7 


Three-state lines. The outputs are enabled 
during a read of the C or P ports. 


20 




GROUND 


Ground 
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I 


PORT ADDRESS 


C/P 


A high input on this pin selects the "C" port or 
command registers and a low input selects the 
"P" port or parameter registers. 


22 


I 


CHIP SELECT 


CS 


Enables RD of status or WR of command or 
parameters. 


23 
24 
25 
26 
27 
28 
29 


o 


CHARACTER CODES 


CCo 
CC1 
CC2 
CCt 

CC4 
CC5 

CC6 


Output from the row buffers used for character 
selection in the character generator. 
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CHARACTER CLOCK 


CCLK 


Character clock (from dot/timing logic). 
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INTERRUPT OUTPUT 


INT 


Interrupt output. 
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HIGHLIGHT 


HLGT 


Output signal used to intensify the display at 
particular positions on the screen as specified 
by the field attribute codes. 


33 
34 





GENERAL PURPOSE 
ATTRIBUTE CODES 


GPA1 
GPAo 


Outputs which are enabled by the general 
purpose field attribute codes. 
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TABLE 1. PIN DESCRIPTIONS 



PIN 

NO. 


TYPE 


PIN NAME 


SYMBOL 


FUNCTION 
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O 


VIDEO SUPPRESSION 


VSP 


Output signal used to blank the video signal to 
the CRT. This output is active: 
—during the horizontal and vertical retrace 
intervals. 

—at the top and bottom lines of rows if un- 
derline is programmed to be number 8 or 
greater. 

—when an end of row or end of screen code is 
detected. 

—when a Row Buffer underrun occurs. 

—at regular intervals (1/16 frame frequency for 
cursor, 1/32 frame frequency for attributes) — 
to create blinking displays as specified by 
cursor or field attribute programming. 


36 





REVERSE VIDEO 


RVV 


Output signal used to activate the CRT circuitry 
to reverse the video signal. This output is active 
at the cursor position if a reverse video block 
cursor is Droarammed or at the Dositions 
specified by the field attribute codes. 
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LIGHT ENABLE 


LTEN 


Output signal used to enable the video signal to 
the CRT. This output is active at the pro- 
grammed underline cursor position, and at 
positions specified by attribute codes. 
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NO CONNECTION 


NC 


No connection. 
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NO CONNECTION 


NC 


No connection. 
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+ 5V POWER SUPPLY 


vcc 


+ 5V power supply. 



FUNCTIONAL DESCRIPTION 
Data Bus Buffer 

This 3-state, bidirectional, 8-bit buffer is used to 
interface the WD8276 to the system Data Bus. 

This functional block accepts inputs from the Sys- 
tem Control Bus and generates control signals for 
overall device operation. It contains the Command, 
Parameter, and Status Registers that store the 
various control formats for the device functional 
definition. 



C/P 


OPERATION 


REGISTER 





Read 


RESERVED 





Write 


PARAMETER 


1 


Read 


STATUS 


1 


Write 


COMMAND 



RD(READ) 

A "low" on this input informs the WD8276 that the 
CPU is reading status information from the WD8276. 



WR (WRITE) 

A "low" on this input informs the WD8276 that the 
CPU is writing data or control words to the WD8276. 



CS (CHIP SELECT) 

AJJow" on this input selects the WD8276 for RD or 
WR of Commands, Status, and Parameters. 

BRDY (BUFFER READY) 

A "high" on this output indicates that the WD8276 is 
ready to receive character data. 

BS (BUFFER SELECT) 

A "low" on this input enables WR of character data to 
the WD8276 row buffers. 

INT (INTERRUPT) 

A "high" on this output informs the CPU that the 
WD8276 needs interrupt service. 
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Character Counter 

^ The Character Counter is a programmable counter 
^ that is used to determine the number of characters 
§ to be displayed per row and the length of the 
ro horizontal retrace interval. It is driven by the CCLK 

(Character Clock) input, which should be derived 

from the external dot clock. 

Line Counter 

The Line Counter is a programmable counter that is 
used to determine the number of horizontal lines 
(Raster Scans) per character row. Its outputs are 
used to address the external character generator. 

Row Counter 

The Row Counter is a programmable counter that 
is used to determine the number of character rows 



to be displayed per frame and length of the vertical 
retrace interval. 

Raster Timing and Video Controls 

The Raster Timing circuitry controls the timing of 
the HRTC (Horizontal Retrace) and VRTC (Vertical 
Retrace) outputs. The Video Control circuitry 
controls the generation of HGLT (Highlight), RVV 
(Reverse Video), LTEN (Light Enable), VSP (Video 
Suppress), and GPAn-1 (General Purpose Attribute) 
outputs. 

Row Buffers 

The Row Buffers are two 80-character buffers. They 
are filled from the microcomputer system memory 
with the character codes to be displayed. While 
one row buffer is displaying a row of characters, 
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Figure 3. CRT SYSTEM BLOCK DIAGRAM 
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the other is being filled with the next row of 
characters. 

Buffer Input/Output Controllers 

The Buffer Input/Output Controllers decode the 
characters being placed in the row buffers. If the 
character is a field attribute or special code, they 
control the appropriate action. (Example: A "High- 
light" field attribute will cause the Buffer Output 
Controller to activate the HGLT output.) 

SYSTEM OPERATION 

The WD8276 is programmable to a large number of 
different display formats. It provides raster timing, 
display row buffering, visual attribute decoding and 
cursor timing. 

It is designed to interface with standard character 
generators for dot matrix decoding. Dot level timing 
must be provided by external circuitry. 

GENERAL SYSTEMS OPERATIONAL 
DESCRIPTION 

Display characters are retrieved from memory and 
displayed on a row-by-row basis. The WD8276 has 
two row buffers. While one row buffer is being 
used for display, the other is being filled with the 



next row of characters to be displayed. The number 
of display characters per row and the number of 
character rows per frame are software program- 
mable, providing easy interface to most CRT 
displays. (See Programming Section.) 

The WD8276 uses BRDY to request character data 
to fill the row buffer that is not being used for 
display. 

The WD8276 displays character rows one scan line 
at a time. The number of scan lines per character 
row, the underline position, and blanking of top and 
bottom lines are programmable. (See Programming 
Section.) 

The WD8276 provides special Control Codes which 
can be used to minimize overhead. It also provides 
Visual Attribute Codes to cause special action on 
the screen without the use of the character 
generator. (See Visual Attributes Section.) 

The WD8276 also controls raster timing. This is 
done by generating Horizontal Retrace (HRTC) and 
Vertical Retrace (VRTC) signals. The timing of these 
signals is also programmable. 

The WD8276 can generate a cursor. Cursor location 
and format are programmable. (See Programming 
Section.) 
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Figure 4. DISPLAY OF A CHARACTER ROW 
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DISPLAY ROW BUFFERING 

Before the start of a frame, the WD8276 uses BRDY 
and BS to fill one row buffer with characters. 

When the first horizontal sweep is started, character 
codes are output to the character generator from the 
row buffer just filled. Simultaneously, the other row 
buffer is filled with the next row of characters. 

After all the lines of the character row are scanned, 
the buffers are swapped and the same procedure is 
followed for the next row. 

This process is repeated until all of the character 
rows are displayed. 

Row Buffering allows the CPU access to the display 
memory at all times except during Buffer Loading 
(about 25%). This compares favorably to alternative 
approaches which restrict CPU access to the display 
memory to occur only during horizontal and vertical 
retrace intervals (80% of the bus time is used to 
refresh the display.) 
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DISPLAY FORMAT 
Screen Format 

The WD8276 can be programmed to generate from 1 
to 80 characters per row, and from 1 to 64 rows per 
frame. 




Figure 8. 
SCREEN FORMAT 



The WD8276 can also be programmed to blank 
alternate rows. In this mode, the first row is dis- 
played, the second blanked, the third displayed, etc. 
Display data is not requested for the blanked rows. 
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Figure 9. 

BLANK ALTERNATE ROWS MODE 



Row Format 

The WD8276 is designed to hold the line count stable 
while outputting the appropriate character codes 
during each horizontal sweep. The line count is in- 
cremented during horizontal retrace and the whole 
row of character codes are output again during the 
next sweep. This is continued until the entire 
character row is displayed. 

The number of lines (horizontal sweeps) per charac- 
ter row is programmable from 1 to 16. 

The output of the line counter can be programmed to 
be in one of two modes. 

In mode 0, the output of the line counter is the same 
as the line number. 
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In mode 1, the line counter is offset by one from the 
line number. 

NOTE: 

In mode 1, while the first line (line number 0) is being 
displayed, the last count is output by the line counter 
(see examples). 



















Line 


Line 


Line 
















Counter 


Counter 


Number 
















ModeO 


Model 





□ 


p 


D 


□ 


P 


□ 


P 





10 1 


1 


□ 


p 


P 


■ 


P 


□ 


P 


1 





2 


□ 


□ 


■ 


P 


■ 


□ 


P 


10 


1 


3 


p 


■ 


□ 


P 


P 


■ 


P 


11 


10 


4 


p 


■ 


□ 


P 


□ 


■ 


P 


10 


11 


5 


□ 












P 


10 1 


10 


6 


p 


■ 


□ 


P 


□ 


■ 


P 


110 


10 1 


7 


p 


■ 


□ 


□ 


□ 


■ 


P 


111 


110 


8 


p 


□ 


□ 


P 


□ 


□ 


P 


10 


111 


9 




: 




P 








10 1 


10 



Figure 11. 
EXAMPLE OF A 10-LINE FORMAT 

Mode is useful for character generators that leave 
address zero blank and start at address 1. Mode 1 is 
useful for character generators which start at ad- 
dress zero. 

Underline placement is also programmable (from line 
number to 15). This is independent of the line 
counter mode. 

If the line number of the underline is greater than 7 
(line number MSB = 1), then the top and bottom 
lines will be blanked. 
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Figure 10. 
EXAMPLE OF A 16-LINE FORMAT 



Figure 12. 
UNDERLINE IN LINE NUMBER 10 

If the line number of the underline is less than or 
equal to 7 (line number MSB = 0), then the top and 
bottom lines will not be blanked. 
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Figure 13. 
UNDERLINE IN LINE NUMBER 7 

If the line number of the underline is greater than the 
maximum number of lines, the underline will not 
appear. 

Blanking is accomplished by the VSP (Video Sup- 
pression) signal. Underline is accomplished by the 
LTEN (Light Enable) signal. 

Dot Format 

Dot width and character width are dependent upon 
the external timing and control circuitry. 

Dot level timing circuitry should be designed to 
accept the parallel output of the character generator 
and shift it out serially at the rate required by the CRT 
display. 
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Figure 14. 

TYPICAL DOT LEVEL BLOCK DIAGRAM 



Dot width is a function of dot clock frequency. 

Character width is a function of the character gen- 
erator width. 

Horizontal character spacing is a function of the shift 
register length. 

NOTE: 

Video control and timing signals must be syn- 
chronized with the video signal due to the character 
generator access delay. 



RASTER TIMING 

The character counter is driven by the character 
clock input (CCLK). It counts out the characters 
being displayed (programmable from 1 to 80). It then 
causes the line counter to increment, and it starts 
counting out the horizontal retrace interval (program- 
mable from 2 to 32). This process is constantly 
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Figure 15. 
LINE TIMING 



The line counter is driven by the character counter. It 
is used to generate the line address outputs (LCn-3) 
for the character generator. After it counts all of the 
lines in a character row (programmable from 1 to 16), 
it increments the row counter, and starts over again. 
(See Character Format Section for detailed descrip- 
tion of Line Counter functions.) 

The row counter is an internal counter driven by the 
line counter. It controls the functions of the row 
buffers and counts the number of character rows 
displayed. 



ONE CHARACTER ROW 



HRTC 



LC .3 



INTERNAL 
ROW COUNTER 





PRESENT ROW 

<v 



PROGRAMMABLE 1 TO 16 
LINE COUNTS 



Figure 16. 
ROW TIMING 
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After the row counter counts all of the rows in a 
frame (programmable from 1 to 64), it starts counting 
out the vertical retrace interval (programmable from 1 
to 4). 



ONE FRAME 
* 



INTERNAL 
ROW COUNTER 



DO0OOO0OOC 

FIRST LAST PI*"" 

DISPLAY DISPLAY Rl 

ROW ROW Ri 

\^ r 



LAST FIRST LAST 

DISPLAY RETRACE RETRACE 

ROW ROW ROW 
-H- 



\ 



PROGRAMMABLE PROGRAMMABLE 
1 TO 64 ROW COUNTS 1 TO 4 ROW COUNTS 



Figure 17. 
FRAME TIMING 

The Video Suppression Output (VSP) is active during 
horizontal and vertical retrace intervals. 

Dot level timing circuitry must synchronize these 
outputs with the video signal to the CRT Display. 

INTERRUPT TIMING 

The WD8276 can be programmed to generate an 
interrupt request at the end of each frame. If the 
WD8276 interrupt enable flag is set, an interrupt 
request will occur at the beginning of the last display 
row. 



INTERNAL 
ROW 
COUNTER 



DOOQOOC 



LAST FIRST 
DISPLAY RETRACE 
ROW ROW 



VRTC 



r 



Figure 18. 
BEGINNING OF INTERRUPT 

INT will go inactive after the status register is read. 



Figure 19. 
END OF INTERRUPT 



A reset command will also cause INT to go inactive, 
but this is not recommended during normal service. 

NOTE: 

Upon power-up, the WD8276 Interrupt Enable Flag 
may be set. As a result, the user's cold start routine 
should write a reset command to the WD8276 before 
system interrupts are enabled. 

VISUAL ATTRIBUTES 
AND SPECIAL CODES 

The characters processed by the WD8276 are 8- 
bit quantities. The character code outputs provide 
the character generator with 7 bits of address. The 
Most Significant Bit is the extra bit and it is 
used to determine if it is a normal display character 
(MSB = 0), or if it is a Field Attribute or Special Code 
(MSB = 1). 

Special Codes 

Four special codes are available to help reduce bus 
usage. 

SPECIAL CONTROL CHARACTER 
MSB LSB 
1111 S S 




r 



Special Control Code 



s s 


FUNCTION 




1 

1 

1 1 


End of Row 

End of Row-Stop Buffer Loading 
End of Screen 

End of Screen-Stop Buffer Loading 



The End of Row Code (00) activates VSP and holds it 
to the end of the line. 

The End of Row-Stop Buffer Loading (BRDY) Code 
(01) causes the Buffer Loading Control Logic to stop 
buffer loading for the rest of the row upon being 
written into the Row Buffer. It affects the display in 
the same way as the End of Row Code (00). 

The End of Screen Code (10) activates VSP and holds 
it to the end of the frame. 

The End of Screen-Stop Buffer Loading (BRDY) Code 
(11) causes the Row Buffer Control Logic to stop 
buffer loading for the rest of the frame upon being 
written. It affects the display in the same way as the 
End of Screen Code (10). 

If the Stop Buffer Loading feature is not used, all 
characters after an End of Row character are ignored, 
except for the End of Screen character, which 
operates normally. All characters after an End of 
Screen character are ignored. 

NOTE: 

If a Stop Buffer Loading is not the last character in a 
row, Buffer Loading is not stopped until after the next 
character is read. In this situation, a dummy 
character must be placed in memory after the Stop 
Buffer Loading character. 



O 

oo 
ro 
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ro 
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Field Attributes 

The field attributes are control codes which affect 
the visual characteristics for a field of characters, 
starting at the character following the code up to, and 
including, the character which precedes the next 
field attribute code, or up to the end of the frame. The 
field attributes are reset during the vertical retrace 
interval. 

The WD8276 can be programmed to provide visible 
field attribute characters; all field attribute codes will 
occupy a position on the screen. These codes will 
appear as blanks caused by activation of the Video 
Suppression output (VSP). The chosen visual at- 
tributes are activated after this blanked character. 



There are six field attributes: 

1. Blink — Characters following the code are 
caused to blink by activating the Video Sup- 
pression output (VSP). The blink frequency is 
equal to the screen refresh frequency divided by 
32. 

2. Highlight — Characters following the code are 
caused to be highlighted by activating the 
Highlight output (HGLT). 

3. Reverse Video — Characters following the code 
are caused to appear with reverse video by 
activating the Reverse Video output (RVV). 

4. Underline — Characters following the code are 
caused to be underlined by activating the Light 
Enable output (LTEN). 

5,6. General Purpose — There are two additional 
WD8276 outputs which act as general purpose, 
independently programmable field attributes. 
GPAo--| are active high outputs. 



ABODE 
N O P Q R S T U V 



F G H I J K L M 



1 2 3 4 5 



6 7 8 9 



Figure 20. 

EXAMPLE OF A VISIBLE FIELD ATTRIBUTE 
(UNDERLINE ATTRIBUTE) 



FIELD ATTRIBUTE CODE 

MSB LSB 
10URGGBH 



-Highlight 
-Blink 

-General Purpose 
- Reverse Video 
-Underline 



H = 1 for highlighting 
B = 1 for blinking 
R = 1 for reverse video 
U = 1 for underline 
GG = GPA-i, GPAo 

NOTE: 

More than one attribute can be enabled at the 
same time. If the blinking and reverse video at- 
tributes are enabled simultaneously, only the 
reversed characters will blink. 

Cursor Timing 

The cursor location is determined by a cursor row 
register and a character position register which are 
loaded by command to the controller. The cursor 
can be programmed to appear on the display as: 

1. a blinking underline 

2. a blinking reverse video block 

3. a non-blinking underline 

4. a non-blinking reverse video block 

The cursor blinking frequency is equal to the 
screen refresh frequency divided by 16. 

If a non-blinking reverse video cursor appears in a 
non-blinking reverse video field, the cursor will 
appear as a normal video block. 

If a non-blinking underline cursor appears in a non- 
blinking underline field, the cursor will not be 
visible. 

Device Programming 

The WD8276 has two programming registers, the 
Command Register and the Parameter Register. It 
also has a Status Register. The Command Register 
can only be written into and the Status Register 
can only be read from. They are addressed as 
follows: 



C/P 


OPERATION 


REGISTER 





Read 


Reserved 





Write 


Parameter 


1 


Read 


Status 


1 


Write 


Command 



The WD8276 expects to receive a command and 
a sequence of to 4 parameters, depending on 
the command. If the proper number of parameter 
bytes are not received before another command is 
given, a status flag is set, indicating an improper 
command. 
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INSTRUCTION SET 

The WD8276 instruction set consists of 7 commands. 

In addition, the status of the WD8276 can be read by 
the CPU at any time. 



COMMAND 


NO. OF PARAMETER BYTES 




4 


Start Di^nlav 


o 


Stop Display 





Load Cursor 


2 


Enable Interrupt 





Disable Interrupt 





Preset Counters 






1. Reset Command 





OPERATION 


C/P 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 
Parameters 


Write 


1 


Reset Command 


00000000 


Write 





Screen Comp Byte 1 


SHHHHHHH 


Write 





Screen Comp Byte 2 


VVRRRRRR 


Write 





Screen Comp Byte 3 


UUUULLLL 


Write 





Screen Comp Byte 4 


M 1 C C Z Z Z Z 



Action 

After the reset command is written, BRDY goes 
inactive, WD8276 interrupts are disabled, and the 
VSP output is used to blank the screen. HRTC and 
VRTC continue to run. HRTC and VRTC timing are 
random on power-up. 

As parameters are written, the screen composition is 
defined. 



Parameter— S Spaced Rows 



S 


FUNCTIONS 







Normal Rows 


1 




Spaced Rows 


Parameter— HHHHHHH Horizontal Characters/Row 






NO. OF CHARACTERS 


H H H H H H H 


PER ROW 





1 


1 


2 


1 





3 


10 111 


1 


80 


1 1 


Undefined 


111111 


1 


Undefined 


Parameter— VV Vertical Retrace Row Count 


V V 


NO. OF ROW COUNTS PER VRTC 







1 


1 




2 


1 




3 


1 1 




4 



Parameter— RRRRRR Vertical Rows/Frame 



R 


R 


R 


R 


R 


R 


NO. OF ROWS/FRAME 




















1 

















1 


2 














1 





3 


1 


1 


1 


1 


1 


1 


64 



Parameter— UUUU Underline Placement 



U u 


u 


u 


LINE NO. OF UNDERLINE 











1 








1 


2 





1 





3 


1 1 


1 


1 


16 


Parameter- 


-LLLL 






Number of Lines per Character Row 


L L 


L 


L 


NO. OF LINES/ROW 











1 








1 


2 





1 





3 


1 1 ' 


1 


1 


16 



Parameter — M Line Counter Mode 



M 


LINE COUNTER MODE 



1 


Mode (Non-Offset) 
Mode 1 (Offset by 1 Count) 
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Parameter— CC Cursor Format 



Parameter— ZZ2Z Horizontal Retrace Count 



O 

00 

ro 
2 



c 


c 


CURSOR FORMAT 








Blinking reverse video block 





1 


Blinking underline 


1 





Non-blinking reverse video block 


1 


1 


Non-blinking underline 



NOTE: 

uuuu MSB determines blanking of top and bottom 
lines (1 = blanked, = not blanked). 



z 


z 


z 


z 


NO. OF CHARACTER COUNTS 
PER HRTC 














2 











1 


4 








1 





6 


1 


1 


1 


1 


32 



2. Start Display Command 





OPERATION 


C/P 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Start Display 


1 


No parameters 









Action 

WD8276 interrupts are enabled, BRDY goes active, 
video is enabled, Interrupt Enable and Video Enable 
status flags are set. 



3. Stop Display Command 





OPERATION 


C/P 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Start Display 


1 


No parameters 









Action 



Disables video, interrupts remain enabled, HRTC and 
VRTC continue to run, Video Enable status flag is 
reset, and the "Start Display" command must be 
given to reenable the display. 



4. Load Cursor Position 











DATA BUS 




OPERATION 


C/P 


DESCRIPTION 


MSB LSB 


Command 


Write 


1 


Load Cursor 


1 


Parameters 


Write 





Char. Number 


(Char. Position in Row) 


Write 





Row Number 


(Row Number) 



Action 

The WD8276 is conditioned to place the next two 
parameter bytes into the cursor position registers. 
Status flag not affected. 



5. Enable Interrupt Command 





OPERATION 


C/P 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Enable Interrupt 


1 1 


No parameters 









Action 

The interrupt enable flag is set and interrupts are 
enabled. 



6. Disable Interrupt Command 





OPERATION 


C/P 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Disable Interrupt 


1 1 


No parameters 









o 

00 

ro 



Action 

Interrupts are disabled and the interrupt enable 
status flag is reset. 

7. Preset Counters Command 





OPERATION 


C/P 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Write 


1 


Preset Counters 


1 1 1 


No parameters 









Action 

The internal timing counters are preset, cor- 
responding to a screen display position at the top left 
corner. Two character clocks are required for this 
operation. The counters will remain in this state until 
any other command is given. 

STATUS FLAGS 



This command is useful for system debug and 
synchronization of clustered CRT displays on a 
single CPU. 





OPERATION 


C/P 


DESCRIPTION 


DATA BUS 
MSB LSB 


Command 


Read 


1 


Status Word 


IE IR X IC VE BU X 



IE —(Interrupt Enable) Set or reset by command. It 
enables vertical retrace interrupt. It is 
automatically set by a "Start Display" com- 
mand and reset with the "Reset" command. 

IR —(Interrupt Request) This flag is set at the 
beginning of display of the last row of the 
frame if the interrupt enable flag is set. It is 
reset after a status read operation. 

(Improper Command) This flag is set when a 
command parameter string is too long or too 
short. The flag is automatically reset after a 
status read. 



IC 



SPECIFICATIONS 

ABSOLUTE MAXIMUM RATINGS* 

Ambient Temperature Under Bias 0°Cto70°C 

Storage Temperature -65°Cto + 150°C 

Voltage On Any Pin 

With Respect to Ground -0.5Vto+7V 

Power Dissipation 1 Watt 



VE —(Video Enable) This flag indicates that video 
operation of the CRT is enabled. This flag is 
set on a "Start Display" command, and reset 
on a "Stop Display" or "Reset" command. 

BU —(Buffer Underrun) This flag is set whenever a 
Row Buffer is not filled with character data in 
time for a buffer swap required by the display. 
Upon activation of this bit, buffer loading 
ceases, and the screen is blanked until after 
the vertical retrace interval. 



* NOTICE: 

Stresses above those listed under "Absolute Max- 
imum Ratings" may cause permanent damage to the 
device. This is a stress rating only and functional 
operation of the device at these or any other con- 
ditions above those indicated in the operational 
sections of this specification is not implied. 



DC Characteristics (Ta = 0°Cto70°C; Vqc = 5V ±5%) 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


V|L 


Input Low Voltage 


-0.5 


0.8 


V 




V|H 


Input High Voltage 


2.0 


vcc 


V 










+ 0.5V 






VOL 


Output Low Voltage 




0.45 


V 


lOL = 2.2 mA 


VOH 


Output High Voltage 


2.4 




V 


lOH = -400^ 


IlL 


Input Load Current 




±10 


M A 


V|N = VcctoOV 


lOFL 


Output Float Leakage 




±10 


MA 


VOUT = VCC to 0.45V 


ice 


Vcc Supply Current 




160 


mA 





47 



Capacitance (Ta = 25°C;Vcc = GND = OV) 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


C|N 


Input Capacitance 




10 


PF 


fC = 1 MHz 


Cl/O 


I/O Capacitance 




20 


PF 


Unmeasured pins returned to Vss- 



01 AC Characteristics (Ta = 0°Cto70°C; Vcc = 5.0V ±5%;GND - 0V) 
BUS PARAMETERS (Note 1) 



Read Cycle 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


tAR 


Address Stable Before 












READ 







ns 




tRA 


Address Hold Time for 












READ 







ns 




tRR 


READ Pulse Width 


250 




ns 




tRD 


Data Delay from READ 




200 


ns 


C|_ = 150pF 


tDF 


READ to Data Floating 


20 


100 


ns 




Write Cycle 


SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


tAW 


Address Stable Before 












WRITE 







ns 




tWA 


Address Hold Time for 










WRITE 







ns 




tww 


WRITE Pulse Width 


250 




ns 




tDW 


Data Setup Time for 












WRITE 


150 




ns 




tWD 


Data Hold Time for 










WRITE 







ns 




Clock Timing 


SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


tCLK 


Clock Period 


480 




ns 




tKH 


Clock High 


240 




ns 




tKL 


Clock Low 


160 




ns 




t«R 


Clock Rise 


5 


30 


ns 




tKF 


Clock Fall 


5 


30 


ns 





NOTE 1: AC timings measured at Vqh = 2.0, Vql = 0-8, V|H = 2.4 V||_ = 0.45. 



Other Timing 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


TEST CONDITIONS 


tec 


Character Code Output 












Delay 




150 


ns 


Cl = 50 pF 


tHR 


Horizontal Retrace 










Output Delay 




200 


ns 


C|_ = 50 pF 


tLC 


Line Count Output Delay 




400 


ns 


Cl = 50 pF 


tAT 


Control/Attribute Output 










Delay 




275 


ns 


Cl = 50 pF 


tVR 


Vertical Retrace Output 












Delay 




275 


ns 


Cl = 50 pF 


m 


I NT* from RDt 




250 


ns 


Cl - 50 pF 


tWQ 


BRDYt from WRt 




250 


ns 


Cl = 50 pF 


tRQ 


BRDYi from WRi 




200 


ns 


Cl = 50 pF 


tLR 


BSl to WRI 







ns 


tRL 


WRt to BSt 







ns 
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WAVEFORMS 

Typical Dot Level Timing 



JWLrLrLTLnjirLrL^ 



CCLK' 



1 



CC -6 



FIRST CHARACTER CODE 



X 



SECOND CHARACTER CODE 



-ROM ACCESS- 



CHARACTER 
GENERATOR 
OUTPUT 



ATTRIBUTES 
& CONTROLS 



DC 



FIRST CHARACTER 



X 



SECOND CHARACTER 



ATTRIBUTES & CONTROLS 
FOR FIRST CHAR. 



SHIFT REGISTER SETUP 



VIDEO 
(FROM SHIFT 
REGISTER) 



ATTRIBUTES 
& CONTROLS 
(FROM 
SYNCHRONIZER) 



X 



xz 



zpoooooooocxxx 

^ A 



Y 

FIRST CHARACTER 



X 



ATTRIBUTES & CONTROLS 
FOR FIRST CHAR. 



X 



v 

SECOND CHARACTER 

ATTRIBUTES & CONTROLS 
FOR SECOND CHAR. 



• CCLK IS A MULTIPLE OF THE DOT CLOCK AND AN INPUT TO THE 8276. 



Line Timing 



CCq-6 



I) 



HRTC 



LCo-3 



VIDEO 
CONTROLS 
AND ATTRIBUTES- 



FIRST 
m DISPLAY 
r CHAR. 



.'CC 



XMXZDCM 



• PROGRAMMABLE FROM 1 TO 80 CHARACTERS - 
"tHR 



SJ FIRST W »*" 

Y RETRACE Y 

A CHAR A 

U->HR ' 



-4*- 



J 



»HR-I 

. PROGRAMMABLE FROM 2 TO 32 
CCLKS 
-J J- 



X 



LAST 
RETRACE 
CHAR. 



X 



PRESENT LINE COUNT 



-tV- 



■tLC 



NEXT LINE COUNT 



"'AT 



"■y y y — " — y V" 

_-A A A — j j — A A_ 



X 



VSP, LTEN, HGLT, RVV, GPAq.-, 
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Row Timing 



CCLK 



HRTC 



LCo-3 



■ <HR 



'LC 



\ 'first lineV SE S°$ b V V 

4 C ° UNT A COUNT A „J\ 



LAST LINE 
COUNT 



X 



->HR 



■tLC 



ROW LAST ROW 
COUNTER 



PROGRAMMABLE FROM 1 TO 16 LINES ■ 
1 J 



PRESENT ROW 



Frame Timing 



"M 



INTERNAL " 

ROW 
COUNTER . 



V FIRST \/SECOND\/ " V 
X DISPLAY Y DISPLAY Y YD 
A ROW A ROW A | j A 



LAST 
ISPLAY 
ROW 



— VR 'VR-* 

-PROGRAMMABLE FROM 1 TO 64 ROWS 



W FIRST V / M W LAST \/ 

YretraceY YretraceY 
A flow A (1 A row A 

\ 



programmable from 

1T04ROWS 



Interrupt Timing 



CCLK 



\ 






LAST RETRACE 
CHARACTER 


V FIRST RETRACE 
A CHARACTER 











f 



LCo-3 



FIRST LINE COUNT 



V 



MRU 



INT 



INTERNAL 

ROW LAST DISPLAY ROW 
COUNTER 



-t|R 



I 
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Timing for Buffer Loading 




Clock Timing 



Input and Output Waveforms for A.C. Tests 




FOR A C. TESTING, INPUTS ARE DRIVEN AT 2.4V FOR A LOGIC "1" 
AND 0.45V FOR A LOGIC "0." TIMING MEASUREMENTS FOR INPUT 
AND OUTPUT SIGNALS ARE MADE AT 2.0V FOR A LOGIC "1" AND 
0.8V FOR A LOGIC "0." 
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See page 429 for ordering information. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed inUSA 



WESTERN DIGITAL 

CORPORATION 

WD9918/WD9928/WD9929 Video Display Processors 



FEATURES 

• SINGLE-CHIP SOLUTION FOR INTERFACING 
COLOR TVS [EXCLUDING RANDOM-ACCESS 
MEMORY (RAM) AND RADIO FREQUENCY (RF) 
MODULATOR (WD9918 ONLY)] 

256 X 192 RESOLUTION ON TV SCREEN 

15 UNIQUE COLORS PLUS TRANSPARENT 

GENERAL 8-BIT BIDIRECTIONAL INTERFACE 
TO CENTRAL PROCESSOR UNIT (CPU) 

DIRECT WIRING TO 4K, 8K, OR 16K DYNAMIC 
RAM MEMORIES 

AUTOMATIC AND TRANSPARENT REFRESH OF 
DYNAMIC RAMS 

MULTIPLE VDP SYSTEMS CAPABILITY 

EXTERNAL VDP INPUT CAPABILITY (WD9918 
ONLY) 

COMPOSITE VIDEO OUTPUT (WD9918 ONLY) 

UNIQUE PLANAR REPRESENTATION FOR 3D 
SIMULATION 

STANDARD 40-PIN PACKAGE 

COLOR DIFFERENCE OUTPUTS ALLOW RGB 
DRIVE — WD9928/WD9929 

SINGLE +5 VDC POWER SUPPLY 
DESCRIPTION 

The WD991 8/9928/9929 video display processors 
(VDP) are N-channel MOS LSI devices used in video 
systems where data display on a raster-scanned 
home color television set or color monitor is desired. 
These devices generate all necessary video, control, 
and synchronization signals and also control the 
storage, retrieval, and refresh of display data in the 
dynamic screen refresh memory. The interfaces to 
the microprocessor, refresh memory, and the TV re- 
quire a minimum of additional electronics for the 
WD9918. 

The WD9928/9929 VDPs are functionally identical to 
the WD9918 except that the NTSC color encoding cir- 
cuitry has been removed and replaced with lumi- 
nance and color difference signals. The WD9918 is 
pin-for-pin compatible with the WD9928/9929, except 
for three pins, the composite video output, the 
external video input and the CPU clock output. These 
pins are replaced with the Black/White luminance 
and composite sync (Y) output and two color 
difference pins, Blue (B-Y) and Red (R-T) outputs, 
respectively. The color difference outputs allow the 
user to generate Red-Green-Blue (R-G-B) drive for 
direct color gun control, or composite video for use 




XTAL2 

XTAL1 

CPUCLK 

GROMCLK 

COMVID 

EXTVDP 

RESET/SYNC 

VCC 
RDO 
RD1 
RD2 
RD3 
RD4 
RD5 
RD6 
RD7 
CDO 
CD1 
CD2 
CD3 




PIN DESIGNATIONS 

with NTSC or PAL video color monitor. However, to 
connect these three outputs to a R-G-B or monitor 
requires additional R-G-B or encoder circuitry. 

The WD9918/9928 have a 525-line format for U.S. 
televisions while the WD9929 has a 625-line format 
for use with the European PAL system. 

The VDP has four video display modes: Graphics I, 
Graphics II, Multicolor and Text mode. The Text mode 
provides twenty-four 40-character rows in two colors 
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and is intended to maximize the capacity of the TV 
screen to display alphanumeric character. The 
^ Multicolor mode provides an unrestricted 64 x 48 
Q color-dot display employing 15 colors plus trans- 
parent. The Graphics I mode provides a 256 x 192 
pixel display for generating pattern graphics in 15 
82 colors plus transparent. The Graphics II mode is an 
enhancement of Graphics I mode, allowing it to 



CO 

ro 

CO 



generate more complex color and pattern displays. 



jg The video display consists of 35 planes: external 
CO VDP, backdrop, pattern plane, and 32 Sprite Planes. 
The planes are vertically stacked with the external 



VDP being the bottom or innermost plane. The back- 
drop plane is the next plane followed by the pattern 
plane that contains Graphics I and Graphics II 
patterns with the 32 Sprite Planes as the top planes. 

The WD991 8/9928/9929 VDPs use either a 4K, 8K, or 
16K-type low-cost dynamic memory for storage of the 
display parameters. 

The WD9918, WD9928, and WD9929 interface identi- 
cally to the host microprocessor making them soft- 
ware compatible. Thus, all references to VDP in this 
document apply to all three devices, except where 
noted. 



WD9918/WD9928/WD9929 PIN DESCRIPTIONS 



PIN 
NUMBER 


SIGNAL NAME 


I/O 


DESCRIPTION 


1 


RAS 


o 


VRAM row address strobe. 


2 


CAS 


o 


VRAM column address strobe. 


3 


AD7 


o 


VRAM address/data bus fmultiDlexed hiah and 
low order VRAM address and output data 
bytes).f* 


4 


AD6 







5 


AD5 







6 


AD4 







7 


AD3 







8 


AD2 







9 


AD1 







10 


ADO MSB 





ADO is the most significant bit and is used only 
for data and not for addressing.* * 


11 


R/W 





VRAM write strobe. 


12 


vss 


I 


Ground References. 


13 


MODE 


I 


CPU interface mode select; usually a processor 
address line. 


14 


CSW 


I 


CPU-VDP write strobe 


15 


CSR 


I 


CPU-VDP read strobe 


16 


INT 





CPU interrupt output. 


17 


CD7 LSB 


I/O 




18 


CD6 


I/O 




19 


CD5 


I/O 




20 


CD4 


I/O 




21 


CD3 


I/O 




22 


CD2 


I/O 




23 


CD1 


I/O 




24 


CDO MSB 


I/O 


CPU data bus; (CDO) is the most significant bit. 


25 


RD7 


I 




26 


RD6 


I 




27 


RD5 


I 




28 


RD4 


I 
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WD9918/WD9928/WD9929 PIN DESCRIPTIONS (Continued) 



PIN 
NUMBER 


SIGNAL NAME 


I/O 


DESCRIPTION 


29 


RD3 


I 




30 


RD2 


I 




31 


RD1 


I 




32 


RDO MSB 


I 


VRAM read data bus. 


33 


vcc 


I 


+ 5 volt supply. 


34 


RESET/SYNC 


I 


The RESET pin is a trilevel input pin. When it is 
below 0.8 volts, RESET initializes the VDP. 
When it is above 9 volts, RESET is the syn- 
chronizing input for external video. 


35 


B-Y (WD9928/9929) 


I/O 


On the WD9928/9929, this is the B-Y color 

Hjffprpnrp nutrwit 


35 


EXTVDP(WD9918) 


I/O 


On the WD9918, this is the external VDP input. 


36 


Y (WD9928/9929) 





On the WD9928/9929, this is the Y (black/white 
luminance and composite sync) output. 


36 


COMVID(WD9918) 





Composite video output for the WD9918. 


37 


GROMCLK 





VDP output clock = XTAL/24 (usage is op- 
tional). 


38 


R-Y (WD9928/9929) 





/™v xL-— iAir\AAAnjnnAA ■ _ ■ i _ n v/ 

On the WD9928/9929, this is the R-Y color 
difference output. 


38 


CPUCLK(WD9918) 





VDP color burst frequency clock (usage is 
optional). 


40,39 


XTAL1 , XTAL2 


I 


10.7 + MHz crystal inputs.* 



* When driven externally, both inputs must be driven. 

** The least significant address bit (AD7) is wired to AO of the dynamic RAMs. Likewise, AD6 is wired to A1 of 
the RAMs. 

t Care must be exercised in assuring proper orientation of the WD9918 address outputs to the dynamic RAM 
address inputs. 



TYPICAL APPLICATIONS 

• Color computer terminals 

• Home computers 

• Drafting/design aids 

• Teaching aids 

• Industrial process monitoring 

• Home educational systems 

• Animation aids 

• European 625-line TV (WD9929 only) 

The following example of a typical application may 
help introduce the user to the WD9918 VDP. Figure 
1-1 is a block diagram of a typical application. Each of 
the concepts presented in the example is described 
more fully later in this data sheet. 

The VDP basically has three interfaces: CPU, color 
monitor, and dynamic refresh RAM (VRAM), the con- 
tents of which define the TV image. The WD9918 also 
has eight write-only registers and a read-only status 
register. 



The VDP communicates with the CPU via an 8-bit 
bidirectional data bus. Three control lines, decoded 
from the CPU address and enable lines, determine in- 
terpretation of the bus. Through the bus, the CPU can 
write to VRAM, read from VRAM, write to VDP 
registers, and read the VDP status. The VDP also 
generates an interrupt signal after every refresh of 
the TV display. 

The dynamic RAM interface consists of direct wiring 
of eight 4K x 1, 8K x 1, or 16K x 1 dynamic RAS/CAS- 
type RAMs to the VDP. The amount of RAM required 
is dependent upon the features selected for use in 
the application. 

The interface to the monitor can consist of either wir- 
ing the WD9918 composite video output pin (suitably 
buffered) to the input of a color or black-and-white 
monitor, or using an appropriate RF modulator to 
feed the signal into a TV antenna terminal. The 
WD9928/9929 require additional encoder circuitry to 
interface to a RGB or to a composite video monitor. 
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Figure 1. WD9918/28/29 SYSTEM BLOCK DIAGRAM 



The VDP operates in four modes, and each one can 
affect the way the VRAM is mapped onto the televi- 
sion screen. In Graphics I and II modes, characters 
are mapped onto the screen in 8 x 8 pixel blocks, 
yielding 24 lines of 32 blocks (pattern positions) each. 
In Text mode, there are 24 lines of 40 blocks, each of 
which is 6 x 8 pixels. In Multicolor mode, there are 48 



lines of 64 blocks, each of which is composed of 4 x 4 
picture elements (pixels), all of one solid color. In ad- 
dition to these, sprites can be superimposed onto the 
television image in Graphics I, II, and Multicolor 
mode. Furthermore, signals entering the WD9918 
through the external VDP input can be used as a 
background to the WD9918. 



ACRONYMS AND GLOSSARY 

B-Y Blue color difference output 

COMVID (Composite Video) Contains luminance, chrominance and all sync pulse necessary for horizontal and 
vertical timing 

CAS Column Address Strobe 

CPU Central Processor Unit 

CSR CPU from VDP read select 

CSW CPU to VDP write select 

CPUCLK XTAL — 3 

GROMCLK XTAL — 24 

LSB Least Significant Bit 

LSI Large Scale Integration 

MOS Metal Oxide Semiconductor 

MHz Megahertz 

MSB Most Significant Bit 

NTSC National Television Standards Committee which specifies television signal 



PAL 



standards for the USA 
Phase Alternating Line 
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Pixel 

RAM 
RAS 
RASTER 
RF 

R-G-B 

ROM 

R/W 

R-Y 

Sprite 

VDP 
VRAM 



Picture Element — the smallest point on the TV screen that can be independently 
controlled 

Random-Access. Memory 
Row-Address Strobe 

The area in which an image is reproduced 

Radio Frequency 

Red-Green-Blue 

Read-Only Memory 

Read/Write 

Red color difference output 

An object whose pattern is relative to a specified X, Y coordinate and whose 
position can therefore be controlled by that coordinate with a positional resolution 
of one pixel 

Video Display Processor 

Video RAM; refers to the dynamic RAMs that connect to the VDP and whose 
contents define the TV image 

Black/white luminance and composite sync 
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ARCHITECTURE 

The WD9918 video display processor (VDP) is de- 
signed to provide a simple interface between a 
microprocessor and a raster-scanned color televi- 
sion. The WD9928/9929 VDPs are designed as a sim- 
ple interface between a microprocessor, and R-G-B 
monitor or video encoder which produces the video 
for a video monitor. Figure 2 is a block diagram of the 
major portions of the VDP architecture interfaces to 
the VDP, CPU, VRAM, and color television. 

CPU INTERFACE 

The VDP interface to the CPU using an 8-bit bidirec- 
tional data bus, three control lines, and an interrupt is 
shown in Figure 3. Through this interface the CPU 
can conduct four operations: 

1 . Write data bytes to VRAM 

2. Read data bytes from VRAM 

3. Write to one of the eight VDP write-only registers 

4. Read the VDP Status Register. 

Each of these operations requires one or more data 
transfers to take place over the CPU/VDP data bus in- 
terface. The interpretation of the data transfer is de- 
termined by the three control lines of the VDP. 

NOTE: 

The CPU can communicate with the VDP simul- 
taneously and asynchronously with the VDP's TV 
screen refresh operations. The VDP performs mem- 
ory management and allows periodic intervals of 
CPU access to VRAM even in the middle of a raster 
scan. 

CPU INTERFACE CONTROL SIGNALS 

The type and direction of data transfers are con- 
trolled by the CSW, CSR, and MODE inputs. CSW is 



the CPU to VDP write select. When it is active (low), 
the eight bits on CD0-CD7 are strobed into the VDP. 
CSR is the CPU from VDP read select. When it is 
active (low), the VDP outputs eight bits on CD0-CD7 
to the CPU. CSW and CSR should never be simultan- 
eously low at the same time. If both are low, the VDP 
outputs data on CD0-CD7 and latches in invalid data. 

MODE determines the source or destination of a read 
or write data transfer. MODE is normally tied to a CPU 
low order address line. 

CPU WRITE TO VDP REGISTER 

The VDP has eight write-only registers and one read- 
only status register. The write-only registers control 
the VDP operation and determine the way in which 
VRAM is allocated. The status register contains inter- 
rupt, sprite coincidence and fifth sprite status flags. 

Each of the eight VDP write-only registers can be 
loaded using two 8-bit data transfers from the CPU. 
Table 1 describes the required format for the two 
bytes. The first byte transferred is the data byte, and 
the second byte transferred controls the destination. 
The MSB of the second byte must be a 1. The next 
four bits are Os, and the lowest three bits make up the 
destination register number. The MODE input is high 
for both byte transfers. 

To rewrite the data in an internal register after a byte 
of data has already been loaded, the status register 
must be read so that internal CPU interface logic is 
reinitialized and will accept the next byte as data and 
not as a register destination. This situation may be 
encountered in interrupt-driven program environ- 
ments. Whenever the status of VDP write parameters 
is in question, this procedure should be used. 

NOTE: 

The CPU address is destroyed by writing to the VDP 
register. 
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Figure 2. VDP BLOCK DIAGRAM 



WD991 8/9928/9929 



CPU WRITE TO VRAM 



The CPU transfers data to the VRAM through the 
VDP using a 14-bit autoincrementing address regis- 
ter. The address register setup requires 2-byte trans- 
fers. A 1-byte transfer is then required to write the 
data to the addressed VRAM byte. The address regis- 
ter is then autoincremented. Sequential VRAM writes 
require only 1-byte transfers since the address regis- 
ter is already set up. During setup of the address 
register, the two MSBs of the second address byte 
must be and 1 respectively. MODE is high for both 
address transfers and low for the data transfer. CSW 
is used in all transfers to strobe the 8 bits into the 
VDP. See Table 1. 



CPU READ FROM VDP STATUS REGISTER 

The CPU can read the contents of the status register 
with a single-byte transfer. MODE is high for the 
transfer. CSR is used to signal the VDP that a read 
operation is required. 



CPU READ FROM VRAM 

The CPU reads from the VRAM through the VDP 
using the autoincrementing address register. A 1-byte 
transfer is then required to read the data from the ad- 
dressed VRAM byte. The address register is then 
autoincremented. Sequential VRAM data reads re- 
quire only a 1-byte transfer since the address register 
is already set up. During setup of the address 
register, the two MSBs of the second address byte 
must be 0. By setting up the address this way, a read 
cycle to VRAM is initiated and read data will be avail- 
Figure 3. VDP TO CPU INTERFACE able for the first data transfer to the CPU. (See Table 



Table 1. CPU/VDP DATA TRANSFERS 



OPERATION 


BIT 


CSW 


CSR 


MODE 





1 


2 


3 


4 


5 


6 


7 


Write to VDP Register 
























Byte 1 Data Write 


DO 


D1 


D 2 


D 3 


D 4 


D 5 


D6 


D? 





1 


1 


Byte 2 Register Select 


1 














RS 


RSi 


RS 2 





1 


1 


Write to VRAM 
























Byte 1 Address Setup 


A6 


A 7 


A8 


Ag 


A10 


A11 


A12 


A13 





1 


1 


Byte 2 Address Setup 





1 


AO 


A1 


A 2 


A3 


A 4 


A5 





1 


1 


Byte 3 Data Write 


D 


D1 


D 2 


D 3 


D 4 


D 5 


D6 


D7 





1 





Read from VDP 
























Register 
























Byte 1 Data Read 


DO 


D1 


D 2 


D 3 


D 4 


D 5 


D 6 


D7 


1 





1 


Read from VRAM 
























Byte 1 Address Setup 


A6 


A7 


A8 


Ag 


A10 


A11 


A12 


A13 





1 


1 


Byte 2 Address Setup 








AO 


A1 


A 2 


A3 


A 4 


A5 





1 


1 


Byte 3 Data Read 


D 


Pi 


D 2 


D3 


D 4 


D 5 


D6 


D 7 


1 









DATA 
DDo-D 7 ^—i 

8 



STATUS 
REGISTERS 



SCREEN 
ADDRESS & CONTROL 
REGISTERS 



CPU 
ADDRESS 
REGISTER 



-VRAM 



READ DATA 
REGISTER 



WRITE DATA 
REGISTER 



CSR " 
CSW - 
MODE - 



CONTROL 
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1). MODE is high for the address byte transfers and 
low for the data transfers. The VDP requires approxi- 
mately 8 microseconds to fetch the VRAM byte fol- 
lowing the last data transfer and 2 microseconds 
following address setup. 

The CPU interacts with VRAM memory through the 
VDP. The amount of time necessary for the CPU to 
transfer a byte of data to or from VRAM memory can 
vary from 2 to 8 microseconds. Once the VDP has 
been told to read or write a byte of data to or from 
VRAM it takes approximately 2 microseconds until 
the VDP is ready to make the data transfer. In addition 
to this 2 microsecond delay, the VDP must wait for a 
CPU access window; i.e., the period of time when the 
VDP is not occupied with memory refresh or screen 
display and is available to read or write data. 

The worst case time between windows occurs during 
the Graphics I or Graphics II mode when sprites are 
being used. During the active display, CPU windows 
occur once every 16 memory cycles giving a maxi- 
mum delay of 6 microseconds (a memory cycle takes 
about 372 nanoseconds). In the Text mode the CPU 
windows occur at least once out of every three mem- 
ory cycles or a worst case delay of about 1.1 micro- 
seconds. Finally, in the Multicolor mode, CPU win- 
dows occur at least once out of every four memory 
cycles. 



Table 2. MEMORY ACCESS DELAY TIMES 



If the user needs to access memory in 2 micro- 
seconds, two situations occur where the time wait- 
ing for an access window is effectively zero. Both of 
these are independent of the display mode being 
used. 

The first situation occurs when the blank bit of regis- 
ter 1 is 0. With this bit low, the entire screen will show 
only border color and the VDP does not have to wait 
for a CPU access window at any time. 

The second situation occurs when the VDP is in the 
vertical refresh mode. The VDP issues an interrupt 
output at the end of each active area. This signal indi- 
cates that the VDP is entering the vertical refresh 
mode and that for the next 4.3 milliseconds there is 
no waiting for an access window. If the user wants 
the CPU to access memory during this interval, it is 
necessary for the controlling CPU to monitor the in- 
terrupt output of the VDP (the CPU can either poll this 
output or use it as an interrupt input). 

The program that monitors the interrupt output must 
allow for its own delays in responding to the interrupt 
signal and recognize how much time it has left during 
the 4300 microsecond refresh period. The CPU must 
write a 1 to the interrupt enable bit of Register 1 in 
order to enable the interrupt for each frame, and then 
read the status register each time an interrupt is 
issued to clear the interrupt output. A summary of 
these delay times is presented in Table 2. 



CONDITION 


MODE 


VDP 
DELAY 


TIME WAITING FOR 
AN ACCESS WINDOW 


TOTAL 
TIME 


Active Display Area 


Text 


2 pa 


0-1.1 ms 


2-3.1 mS 


Active Display Area 


Graphics I, II 


2pS 


- 5.95 fiS 


2-8mS 


4300 ms after Vertical 
Interrupt Signal 


All 




0/uS 


2 MS 


Register I 
Blank BitO 


All 


2 MS 


OfiS 


2 mS 


Active Display Area 


Multicolor 


2jiS 


0-1.5 us 


2 - 3.5 mS 



VDP INTERRUPT 

The VDP INT output pin is used to generate an inter- 
rupt at the end of each active-display scan, which is 
about every 1/60 second for the WD991 8/9928 and 
1/50 second for the WD9929. The INT output is active 
when the Interrupt Enable bit (IE) in VDP Register 1 is 
a 1 and the F bit of the status register is a 1. Inter- 
rupts are cleared when the status register is read. 

VDP INITIALIZATION 

The VDP is externally initialized whenever the RESET 
input is active (low) and must be held low for a mini- 
mum of 3 microseconds. The external reset synchro- 
nizes all clocks with its falling edge, sets the hori- 
zontal and vertical counters to known states, and 
clears VDP registers and 1. The video display is 
automatically blanked since the BLANK bit in VDP 



register 1 becomes a 0. The VDP, however, continues 
to refresh the VRAM even though the display is 
blanked. While the RESET line is active, the VDP 
does not refresh the VRAM. 

VIDEO DISPLAY MODES 

The VDP displays an image on the screen that can 
best be envisioned as a set of display planes sand- 
wiched together. Figure 4 shows the definition of 
each of the planes. Objects on planes closest to the 
viewer have higher priority. In cases where two en- 
tities on two different planes are occupying the same 
spot on the screen, the entity on the higher priority 
plane will show at that point. For an entity on a speci- 
fic plane to show through, all planes in front of that 
plane must be transparent at that point. The first 32 
planes (Figure 5) each may contain a single sprite. 
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The areas of the Sprite Planes, outside of the sprite it- 
self, are transparent. Since the coordinates of the 
sprite are in terms of pixels, the sprite can be posi- 
tioned and moved about very accurately. Sprites are 
available in three sizes: 8x8 pixels, 16 x 16 pixels, 
and 32 x 32 pixels. 

Behind the Sprite Planes is the Pattern Plane. The 
Pattern Plane is used for textual and graphics images 
generated by the Text, Graphics I, Graphics II, or 
Multicolor modes. Behind the Pattern Plane is the 
backdrop, which is larger in area than the other 
planes so that it forms a border around the other 
planes. The last and lowest priority plane is the Ex- 



ternal VDP Plane. Its image is defined by the external 
VDP input pin which allows the WD9918 to mix the 
external video signal internal to the chip. 

This mixing must occur outside of the chip for the 
WD9928 and WD9929. This is achieved through the 
color difference outputs swinging to a special level 
(sync level is shown in Figure 6) not used by the color 
difference signals in normal operation. This occurs 
when bit 7 of Register is set high. External mixing 
circuitry is required to detect this change in the level 
of the color difference signals and then switch from 
the VDP signals to an external source's signals (see 
Figures 7 and 8). 
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Figure 5. VDP DISPLAY PLANES (FIRST 32 PLANES) 
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Figure 6. WD9928/9929 SIGNAL WAVEFORMS FOR MULTIPLE VDP OPERATION 



The backdrop consists of a single color used for the 
display borders and as the default color for the active 
display area. The default color is stored in the VDP 
Register 7. When the backdrop color register con- 
tains the transparent code, the backdrop automati- 
cally defaults to black if the external VDP mode is not 
selected. 

The 32 Sprite Planes are used for the 32 sprites in the 
Multicolor and Graphics modes. They are not used in 
the Text mode and are automatically transparent. 
Each of the sprites can cover an 8 x 8, 16 x 16, or 32 x 
32 pixel area on its plane. Any part of the plane not 
covered by the sprite is transparent. All or part of 
each sprite may also be transparent. Sprite is on the 
outside or highest plane, and sprite 31 is on the plane 
immediately adjacent to Pattern Plane. Whenever a 
pixel in a Sprite Plane is transparent, the color of the 
next plane can be seen through that plane. If, how- 
ever, the sprite pixel is non-transparent, the colors of 
the lower planes are automatically replaced by the 
sprite color. 

There is also a restriction on the number of sprites on 



a line. Only four sprites can be active on any horizon- 
tal line. Additional sprites on a line will be auto- 
matically made transparent for that line. Only those 
sprites that are active on the display will cause the 
coincidence flag to set. The VDP status register pro- 
vides a flag bit and the number of the fifth sprite 
whenever this occurs. The Pattern Plane is used in 
the Text, Multicolor, and Graphics modes for display 
of the graphic patterns of characters. Whenever a 
pixel on the Pattern Plane is nontransparent, the 
backdrop color is automatically replaced by the Pat- 
tern Plane color. When a pixel in the Pattern Plane is 
transparent, the backdrop color can be seen through 
the Pattern Plane. 

The VDP has four video color display modes that ap- 
pear on the Pattern Plane: Graphics I mode, Graphics 
II mode, Text mode, and Multicolor mode. Graphics I 
and Graphics II modes cause the Pattern Plane to be 
broken up into groups of 8 x 8 pixels, called pattern 
positions. Since the full image is 256 x 192 pixels, 
there are 32 x 24 pattern positions on the screen in 
the Graphics modes. 
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Figure 8. USING COLOR DIFFERENCE SIGNALS TO MIX EXTERNAL VIDEO SOURCES 



In Graphics I mode, 256 possible patterns may be de- 
fined for the 768 pattern positions with two unique 
colors allowed for each line of a pattern definition. 
Thus, all 15 colors plus transparent may be used in a 
single pattern position. 

In Text mode, the Pattern Plane is broken into groups 
of 6 x 8 pixels, called text positions. There are 40 x 24 



text positions on the screen in this mode. In Text 
mode, sprites do not appear on the screen and two 
colors are defined for the entire screen by VDP 
Register 7. 

In Multicolor mode, the screen is broken into a grid of 
64 x 48 positions, each of which is a 4 x 4 pixel. With- 
in each position, one unique color is allowed. 



63 



00 

CO 
CO 

to 



CO 

8 



The VDP registers define the base addresses for 
several sub-blocks within VRAM. These sub-blocks 
form tables which are used to produce the desired 
image on the TV screen. The Sprite Pattern Generator 
Table and the Sprite Attribute Table are used to form 
sprites. The contents of these tables must all be pro- 
vided by the microprocessor. Animation is achieved 
by altering the contents of VRAM in real time. 

The VDP can display the 15 colors shown in Table 3. 
The VDP colors also provide eight different gray 
levels for displays on monochrome television; the lu- 



Table 3. COLOR ASSIGNMENTS 



minance value in the table indicates these levels, 0.00 
being black and 1.00 being white. All other values in 
the table are expressed as percentages of the white/ 
black voltage swing. 

NOTE: 

The gray levels differ slightly for the WD9918 when 
compared to the WD9928/9929. 

Whenever all planes are of the transparent color at a 
given point, and external video is not selected, the 
color shown at that point will be black. 







WD9918 


WD9928/9929 






LUMINANCE 






COLOR 


OULUH 




(DC) 


CHROMINANCE 




DIFFERENCE 


HEX 


COLOR 


VALUE 


(AC VALUE) 


Y 


R.Y 


R.Y 


U 


Transparent 


0.00 


— 


— 


— 


— 


i 


Black 


0.00 


— 


0.00 


.47 


.47 


o 
£ 


Medium Green 


.53 


.53 


.53 


.07 


.20 


3 


Light Green 


.67 


.40 


.67 


.17 


.27 


4 


Dark Blue 


.40 


60 


.40 


.4 


1.00 


5 


Light Blue 


.53 


.53 


.53 


.43 


.93 


6 


Dark Red 


.47 


.47 


.47 


.83 


.30 


7 


Cyan 


.67 


.60 


.73 


0.00 


.70 


8 


Medium Red 


.53 


.60 


.53 


.93 


.27 


9 


Light Red 


.67 


.60 


.67 


.93 


.27 


A 


Dark Yellow 


.73 


.47 


.73 


.57 


.07 


B 


Light Yellow 


.80 


.33 


.80 


.57 


.17 


C 


Dark Green 


.46 


.47 


.47 


.13 


.23 


D 


Magenta 


.53 


.40 


.53 


.73 


.67 


E 


Gray 


.80 




.80 


.47 


.47 


F 


White 


1.00 




1.00 


.47 


.47 




Black Level 


0.00 




0.00 


.47 


.47 




Color Burst 


0.00 


.40 


0.00 


47(28) 


•1(28) 












73(29) 


.2(29) 




Sync Level 


-0.40 




-.46 


.47 


.47 




External Video 






0.00 


.47 


.47 




Level 






0.00 


-.46 


-.46 



GRAPHICS I MODE 

The VDP is in Graphics I mode when M1, M2, and M3 
bits in VDP registers 1 and are zero. When in this 
mode the Pattern Plane is divided into a grid of 32 
columns by 24 rows of pattern positions as shown in 
Figure 9. Each of the pattern positions contains 8x8 
pixel. The tables in VRAM used to generate the Pat- 
tern Plane are the Pattern Generator, Name, and 



Color Tables which require 2848 VRAM bytes. Figure 
10 illustrates the mapping of these tables into the 
Pattern Plane. Less memory is required if all 256 pos- 
sible pattern definitions are not required. The tables 
can be overlapped to reduce the amount of VRAM 
needed for pattern generation. Examples of VRAM 
memory allocation are provided in VRAM ADDRESS- 
ING EXAMPLE. 
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Figure 9. PATTERN GRAPHICS NAME TABLE MAPPING 
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Figure 10. GRAPHICS I MODE MAPPING 



The Pattern Generator Table contains a library of pat- 
terns that can be displayed in the pattern positions. It 
is 2048 bytes long and is arranged into 256 patterns, 
each of which is 8 bytes long, yielding 8x8 bits. All 
of the 1s in the 8-byte pattern can designate one 
color (color 1), while all the 0s can designate another 
color (color 0). 

The full 8-bit pattern name is used to select one of 
the 256 pattern definitions in the Pattern Generator 



Table. The table is a 2048-byte block in VRAM begin- 
ning on a 2-kilobyte boundary. The starting address of 
the table is determined by the generator base ad- 
dress in VDP Register 4. The base address forms the 
three MSBs of the 14-bit VRAM address for each Pat- 
tern Generator Table entry. The next 8 bits indicate 
the 8-bit name of the selected pattern definition. The 
lowest 3 bits of the VRAM address indicate the row 
number within the pattern definition. 



There are 8 bytes required for each of the 256 possi- one of the two colors for that pattern. A 1 bit selects 

^ ble unique 8x8 pattern definitions. The first byte de- the color code (color 1) contained in the most sig- 

^ fines the first row of the pattern, and the second byte nificant 4 bits of the corresponding color table byte. 

O defines the second row. The first bit of each of the A bit selects the other color code (color 0). An ex- 

<§ eight bytes defines the first column of the pattern. ample of pattern definition mapping is provided in 

-± The remaining rows and columns are similarly de- Figure 11. 

S? fined. Each bit entry in the pattern definition selects 
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NOTES: 

VDP register 7 entry: 71 1 6- 
Color code 7 is cyan (signified above by 'C'). 
Color code 1 is black (signified above by a space). 
Bit is the most significant bit of each data byte. 



Figure 11. PATTERN DISPLAY MAPPING 



The color of the 1s and 0s is defined by the Pattern 
Color Table that contains 32 entries, each of which is 
1 byte long. Each entry defines two colors: the most 
significant 4 bits of each entry define the color of the 
1s, and the least significant 4 bits define the color of 
the 0s. The first entry in the color table defines the 
colors for patterns to 7; the next entry for patterns 8 
to 15, and so on. (See Table 4 for assignments.) Thus, 
32 different pairs of colors may be displayed 
simultaneously. 

The Pattern Name Table is located in a contiguous 
768-byte block in VRAM beginning on a 1-kilobyte 
boundary. The starting address of the Name Table is 
determined by the 4-bit Name Table base address 
field in VDP Register 2. The base address forms the 
upper4 bits of the 14-bit VRAM address. The lower 10 
bits of the VRAM address are formed from the row 
and column counters. An example of pattern name 
table addressing is given in VRAM ADDRESSING 
EXAMPLE. 

Each byte entry in the Name Table is either the name 
of or the pointer to a pattern definition in the Pattern 
Generator Table. The upper 5 bits of the 8-bit name 
identify the color group of the pattern. There are 32 
groups of 8 patterns. The same two colors are used 
for all eight patterns in a group; the color codes are 
stored in the VDP Color Table. The Color Table is 
located in a 32-byte clock in VRAM beginning on a 64- 



Table 4. GRAPHICS I MODE COLOR TABLE 
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byte boundary. The table starting address is deter- 
mined by the 8-bit Color Table base address in VDP 
Register 3. The base address forms the upper 8 bits 
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of the 14-bit Color Table entry VRAM address. The 
next bit is a and the lowest 5 bits are equal to the 
upper 5 bits of the corresponding Name Table 
entries. 

Since the tables in VRAM have their base addresses 
defined by the VDP registers, a complete switch of 
the values in the tables can be made by simply 
changing the values in the VDP registers. This is es- 
pecially useful when one wishes to time-slice be- 
tween two or more screens of graphics. 

When the Pattern Generator Table is loaded with a 
pattern set, manipulation of the Pattern Name Table 
contents can change the appearance of the screen. 
Alternatively, a dynamically changing set of patterns 
throughout the course of a graphics session is easily 
accomplished since all tables are in VRAM. A total of 
2848 VRAM bytes are required for the Pattern, Name, 
Color and Generator tables. Less memory is needed 
if all 256 possible pattern definitions are not required; 
the tables can be overlapped to reduce the amount of 
VRAM needed for pattern generation. Examples of 
VRAM memory allocation are provided in VRAM AD- 
DRESSING EXAMPLE. 



Graphics II Mode 

The VDP is in the Graphics II mode bits (M1 = 0, M2 ^ 

= and M3 = 1). The Graphics II mode is similar to *E 

Graphics I mode except it allows a larger library of § 

patterns so that a unique pattern generator entry may to 

be made for each of the 768 (32 x 24) pattern posi- jj£ 

tions on the video screen. Additionally, more color jg 

information is included in each 8 x8 graphics pattern. (© 
Thuus, two unique colors may be specified for each 

byte of the 8 x 8 pattern. A larger amount of VRAM (1 2 jg 

kilobytes) is required to implement the full usage of <o 

the Graphics II mode. Jg* 

Like Graphics I mode, the Graphics II mode Pattern 
Name Table contains 768 entries which correspond 
to the 768 pattern positions on the display screen. 
Because the Graphics I mode pattern names are only 
8 bits in length, a maximum of 256 pattern definitions 
may be addressed using the addressing scheme dis- 
cussed in VRAM ADDRESSING EXAMPLE. Graphics 
II mode, however, segments the display screen into 
three equal parts of 256 pattern positions each and 
also segments the Pattern Generator Table into three 
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equal blocks of 2048 bytes each. Pattern definitions 
in the first third of the display screen correspond to 
pattern positions in the upper third. Likewise, pattern 
definitions in the second and third blocks of the 
Pattern Generator Table correspond to the second 
and third areas of the Pattern Plane. 

The Pattern Name Table is also segmented into three 
blocks of 256 names each so that names found in the 
upper third reference pattern definitions are found in 
the upper 2048 bytes in Pattern Generator Table. 
Similarly, the second and third blocks reference 
pattern definitions in the second 2048-byte block and 
third-2048 byte block, respectively. Thus, if 768 pat- 
terns are uniquely specified, an 8-bit pattern name 
will be used three times, once in each segment of the 
Pattern Name Table. The Pattern Generator Table falls 
on 8-kilobyte boundaries and may be located in the 
upper or lower half of 16K memory based on the MSB 
of the pattern generator base in VDP Register 4. The 
LSBs must be set to all 1s. 



The Color Table is also 6144 bytes long and is 
segmented into three equal blocks of 2048 bytes. 
Each entry in the Pattern Color Table is 8 bytes which 
provides the capability to uniquely specify color 1 
and color for each of the 8 bytes of the cor- 
responding pattern definition. The addressing 
scheme is exactly like that of the Pattern Generator 
Table except for the location of the table in VRAM. 
This is controlled by the loading of the MSB of the 
color base in VDP Register 3. The LSBs must be set 
to all 1s. 

Figure 12 illustrates the Graphics II mode mapping 
scheme. Note that pattern names, P1, P2, and P3, 
correspond to pattern generator entries in the three 
blocks of the Pattern Generator Table. Note also how 
these three names map to the display screen. Figure 
13 is an example of a Pattern Generator and Pattern 
Color Table entry. 
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Figure 13. PATTERN DISPLAY MAPPING 



Multicolor Mode 

The VDP is in Multicolor mode when mode bits M1 
= 0, M2 = 1, and M3 = 0. Multicolor mode provides 
an unrestricted 64 x 48 color square display. Each 
color square contains a 4 x 4 block of pixels. The 
color of each of the color squares can be any one of 
the 15 video display colors plus transparent. Conse- 
quently, all 15 colors can be used simultaneously in 
the Multicolor mode. The Backdrop and Sprite Planes 
are still active in the Multicolor mode. 

The Multicolor Name Table is the same as that for the 
graphics modes, consisting of 768 name entries, al- 
though the name no longer points to a color list. 



Color is now derived from the Pattern Generator 
Table. The name points to an 8-byte segment of 
VRAM in the Pattern Generator Table. 

Only 2 bytes of the 8-byte segment are used to 
specify the screen image. These 2 bytes specify four 
colors, each color occupying a 4 x 4-pixel area. The 4 
MSBs of the first byte define the color of the upper 
left quarter of the multicolor pattern; the LSBs define 
the color of the upper right quarter. The second byte 
similarly defines the lower left and right quarters of 
the multicolor pattern. The 2 bytes thus map into an 8 
x 8-pixel multicolor pattern. (See Figure 14). 
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Figure 14. MULTICOLOR LIST MAPPING 
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The location of the 2 bytes within the 8-byte segment 
pointed to by the name is dependent upon the screen 
position where the name is mapped. For names in 
the top row (names 0-31), the 2 bytes are the first two 
within the groups of 8-byte segments pointed to by 
the names. The next row of names (32-63) uses the 
bytes 3 and 4 within the 8-byte segments. The next 
row of names uses bytes 5 and 6 while the last row of 
names uses bytes 7 and 8. This series repeats for the 
remainder of the screen. 

For example, referring to Figure 15 if Name Table 
entry (pattern position 0) multicolor block #N (name 
= N), the multicolor pattern displayed will be an 8 x 



8-pixel block consisting of colors A, B, C, and D 
which comprise the first two bytes of the Multicolor 
Table. If, however, name #N is located in Name Table 
entry 33, (Pattern position 33), the colors displayed 
will be colors E, F, G, and H as specified by bytes 3 
and 4 of the multicolor block pointed to by the name. 

Likewise, pattern positions which lie in rows 2 and 3 
would cause colors, I, J, K, L and colors M, N, O, P, re- 
spectively, to be displayed. Thus, it can be seen that 
the color displayed from the multicolor generator 
block is dependent upon pattern position on the 
screen. Figure 16 illustrates the Multicolor mode 
mapping scheme. 
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Figure 15. MULTICOLOR BLOCK DISPLAY 



The mapping of VRAM contents to screen image is 
simplified by using duplicate names in the Name 
Table since the series of bytes used within the 8-byte 
segment specifies a 2 x 8 color square pattern on the 
screen as a straightforward translation from the 8- 
byte segment in VRAM pointed to by the common 
name. 

When used in this manner, 768 bytes are still used for 
the Name Table and 1536 bytes are used for the color 
information in the Pattern Generator Table (24 rows x 
32 columns x 8 bytes/pattern position). Thus, a total 
of 1728 bytes in VRAM are required. It should be 
noted that the tables begin on even 1K and 2K 
boundaries and are therefore not contiguous. An 
example of multicolor VRAM memory allocation is 
given in VRAM ADDRESSING EXAMPLE. 



Text Mode 

The VDP is in Text mode when mode bits M1 = 1, M2 
= 0, and M3 = 0. In this mode, the screen is divided 
into a grid of 40 text positions across and 24 down. 
(See Figure 17). Each of the text positions contains 6 
pixels across and 8 pixels down. The tables used to 
generate the Pattern Plane are the Pattern Name 
Table and the Pattern Generator Table. There can be 
up to 256 unique patterns defined at any time. The 
pattern definitions are stored in the Pattern Genera- 
tor Table in VRAM and can be dynamically changed. 
The VRAM contains a Pattern Name Table which 
maps the pattern definition into each of the 960 
pattern cells on the Pattern Plane (Figure 18). Sprites 
are not available in Text mode. 
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Figure 17. TEXT MODE NAME TABLE PATTERN POSITIONS 



As with the Graphics modes, the Pattern Generator 
Table contains a library of text patterns that can be 
displayed in the text positions. It is 2048 bytes long 
and is arranged in 256 text patterns, each of which is 
8 bytes long. Since each text position on the screen 
is only 6 pixels across, the least significant 2 bits of 
each text pattern are ignored, yielding 6x8 bits in 
each text pattern. Each 8-byte block defines a text 
pattern in which all the 1s in the text pattern take on 
one color when displayed on the screen, while all the 
Os take on another color. These colors are chosen by 
loading VDP Register 7 with the color 1 and color in 
the left and right nibbles, respectively WRITE ONLY 



REGISTERS. 

In the Text mode, the Pattern Name Table determines 
the position of the text pattern on the screen as 
shown in Figure 18. There are 960 entries in the Pat- 
tern Name Table, each 1 byte long. There is a one-to- 
one correspondence between text pattern positions 
on the screen and entries in the Pattern Name Table 
(40 x 24 = 960). The first 40 entries correspond to the 
top row of text pattern positions on the screen, the 
next 40 to the second row, and so on. The value of an 
entry in the Pattern Name Table indicates which of 
the 256 text patterns is to be placed at that spot on 
the Pattern plane. 
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Figure 18. MAPPING OF VRAM INTO THE PATTERN PLANE IN TEXT MODE 



The Pattern Name Table is located in a contiguous 
960-byte block in VRAM, beginning on a 1-kilobyte 
boundary. The starting address of the name table is 
determined by the 4-bit name table base address field 
in VDP Register 2. The base address forms the upper 
4 bits of the 14-bit VRAM address. The lower 10 bits 
of the VRAM address point to 1 of 960 pattern cells. 
The name table is organized by rows. 

Each byte entry in the name table is the pointer to a 
pattern definition in the Pattern Generator Table. The 
same two colors are used for all 256 patterns; the 
color codes are stored in VDP Register 7. 

As the name implies, the Text mode is intended 
mainly for textual applications, especially those in 
which the 32 patterns-per-line in Graphics modes is 
insufficient. The advantage is that eight more pat- 
terns can be fitted onto one line; the disadvantages 
are that sprites cannot be used, and only two colors 
are available for the entire screen. 

With care, the same text pattern set that is used in 
Text mode can be also used in Graphics I mode. This 
is done by ensuring that the least significant 2 bits of 
all the character patterns are 0. Thus, a switch from 
Text mode to Pattern mode results in a stretching of 
the space between characters, and a reduction of the 
number of characters per line from 40 to 32. As with 
the Graphics Modes, once a character set has been 
defined and placed into the Pattern Generator, up- 
dating the Pattern Name Table will produce and 
manipulate textual material on the screen. 

The full 8-bit pattern name is used to select 1 of the 
256 pattern definitions in the pattern generator table. 
The table is a 2048-byte block in VRAM, beginning on 
a 2-kilobyte boundary. The starting address of the 
table is determined by the generator base address in 



VDP Register 4. The base address forms the 3 MSBs 
of the 14-bit VRAM address for each Pattern 
Generator Table entry. The next 8 bits are equal to the 
8-bit name of the selected pattern definition. The 
lowest 3 bits of the VRAM address are equal to the 
row number within the pattern definition. 

There are 8 bytes required for each of the 256 possi- 
ble unique 6x8 pattern definitions. The first byte 
defines the first row of the pattern, and the second 
byte defines the second row. The least significant 2 
bits in each byte are not used. However, it is strongly 
recommended that these bits be 0s. Each bit entry in 
the pattern definition selects one of the two colors 
for that pattern. A 1 bit selects the color code (color 1) 
contained in the most significant 4 bits of VDP Regis- 
ter 7. A bit selects the other color code (color 0) 
which is in the least significant 4 bits of the same 
VDP Register. Figure 18 is an example of pattern 
definition mapping. 

A total of 3008 VRAM bytes are required for the Pat- 
tern Name Generator Tables. Less memory is re- 
quired if all 256 possible pattern definitions are not 
required; the tables can be overlapped to reduce the 
amount of VRAM needed for pattern generation. 
Examples of VRAM memory allocation are provided 
in VRAM ADDRESSING EXAMPLE. 

Sprites 

The video display can have up to 32 sprites on the 
highest priority video planes. The sprites are special 
animation patterns which provide smooth motion 
and multilevel pattern overlaying. The location of a 
sprite is defined by the top left-hand corner of the 
sprite pattern. The sprite can be easily moved pixel- 
by-pixel by redefining the sprite origin. This provides 
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a simple but powerful method of quickly and smooth- 
ly moving special patterns. The sprites are not active 
in the Text mode. The 32 Sprite Planes are fully 
transparent outside of the sprite itself. 

The sub-blocks in VRAM that define sprites are the 
Sprite Attribute Table (see Figure 19) and the Sprite 



Generator Table. These tables are similar to their 
equivalents in the pattern realm in that the Sprite At- 
tribute Table specifies where the sprite goes on the 
screen, while the Sprite Generator Table describes 
what the sprite looks like. Sprite Pattern formats are 
given in Table 5. 
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Table 5. SPRITE PATTERN FORMATS 



SIZE 


MAG 


AREA 


RESOLUTION 


BYTES/PATTERN 








8x8 


single pixel 


8 


1 





16x16 


single pixel 


32 
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16x16 


2x2 pixels 


8 


1 


1 


32x32 


2x2 pixels 


32 



Figure 20 illustrates the manner in which the VRAM 
tables map into the existence of sprites on the dis- 
play. Since there are 32 sprites available for display, 
there are 32 entries in the Sprite Attribute Table. Each 
entry consists of four bytes. The entries are ordered 
so that the first entry corresponds to the sprite on the 
sprite plane, the next to the sprite on the sprite 1 
plane, and so on. The Sprite Attribute Table is 4 x 32 
= 128 and is located in a contiguous 128-byte block 
in VRAM, beginning on a 128-byte boundary. 

The starting address of the table is determined by the 
7-bit Sprite Attribute Table base address in VDP 
Register 5. The base address forms the upper 7 bits 
of the 14-bit VRAM address. The next 5 bits of the 
VRAM address are equal to the sprite number. The 
lowest 2 bits select 1 of the 4 bytes in Sprite 2 Attri- 
bute Table entry for each sprite. Each table entry 
contains 4 bytes which specify the sprite position, 
sprite pattern name, and color, as shown in Figure 19. 
The first two bytes of each entry of the Sprite Attri- 
bute Table determine the position of the sprite on the 
display. The first byte indicates the vertical distance 



of the sprite from the top of the screen, in pixels. It is 
defined such that a value of -1 puts the sprite 
butted up at the top of the screen, touching the back- 
drop area. The second byte describes the horizontal 
displacement of the sprite from the left edge of the 
display. A value of butts the sprite up against the 
left edge of the backdrop. Note that all measure- 
ments are taken from the upper left pixel of the 
sprite. 

When the first two bytes of an entry position a sprite 
so it overlaps backdrop, the part of the sprite that is 
within the backdrop is displayed normally. The part of 
the sprite that overlaps the backdrop is hidden from 
view by the backdrop. This allows the animator to 
move a sprite into display from behind the backdrop. 

The displacement in the first byte is partially signed, 
in that values for vertical displacement between - 31 
and (E116 to 0) allow a sprite to bleed-in from the 
top edge of the backdrop. Similarly, horizontal dis- 
placement values in the vicinity of 255 allow a sprite 
to bleed-in from the right side of the side of the 
screen. To allow sprites to bleed-in from the left edge 
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Figure 20. SPRITE MAPPING 



of the backdrop, a special bit in the third byte of the 
Sprite Attribute Table entry is used. 

Byte 3 of the Sprite Attribute Table entry contains the 
pointer to the Sprite Generator Table that specifies 
what the sprite should look like. This is an 8-bit 
pointer to the sprite patterns definition, the Sprite 
Generator Table. The sprite name is similar to that in 
the Graphics Modes. 

Byte 4 of the Sprite Attribute Table entry contains the 
color of the sprite in its lower 4 bits (see Table 3 for 
color assignments). The MSB is the Early Clock (EC) 
bit. When set to 0, this bit does nothing. When set to 
1, the horizontal position of the sprite is shifted to the 
left by 32 pixels. This allows a sprite to bleed-in from 
the left edge of the backdrop. Values for horizontal 
displacement (byte 2 in the entry) in the range to 32 
cause the sprite to overlap with the left-hand border 
of the backdrop. 

The Sprite Generator Table is a maximum of 2048 
bytes long beginning on the 2-kilobyte boundaries. It 
is arranged into 256 blocks of 8 bytes each. The third 
byte of the Sprite Attribute Table entry, then specifies 
which 8-byte block to use to specify a sprite's shape. 
The 1s in the Sprite Generator cause the sprite to be 
defined at the point; Os cause the transparent color to 
be used. The starting address of the table is deter- 
mined by the sprite generator base address in VDP 
Register 6. The base address forms the 3 MSB of the 
14-bit VRAM address. The next 8 bits of the address 
are equal to sprite name, and the last 3 bits are equal 
to the row number within the sprite pattern. The 
address formation is slightly modified for SIZEi 
sprites. 

There is a maximum limit of four sprites that can be 
displayed on one horizontal line. If this rule is vio- 
lated, the four highest-priority sprites on the line are 
displayed normally. The fifth and subsequent sprites 



are not displayed on that line. Furthermore, the fifth- 
sprite bit in the VDP status register is set to a 1, and 
the number of the violating fifth sprite is loaded into 
the status register STATUS REGISTER. 

Larger sprites than 8x8 pixels can be used if desired. 
The MAG and SIZE bits in VDP register 1 are used to 
select the various options described in the following 
paragraphs. 

MAG = 0,SIZE = 0: No options chosen 

MAG = 1 ,SIZE = 0: The Sprite Generator Table uses 8 
bytes to describe the sprite; how- 
ever, each bit in the Sprite Genera- 
tor maps into 2x2 pixels on the 
TV screen, effectively doubling the 
size of the sprite to 16 x 16. 

MAG = 0.SIZE = 1 : The Sprite Generator Table uses 
31 bytes to define the sprite 
shape; the result is a 16 x 16-pixel 
sprite. The mapping of the 32 
bytes into the sprite image is as 
shown in Figure 21. Mapping is 
still 1 bit to 1 pixel. 

MAG = 1,SIZE = 1: Same as MAG = O.SIZE = 1 except 
each bit now maps into a 2-pixel 
area, yielding a 32 x 32 sprite. 

The VDP provides sprite coincidence checking. The 
coincidence status flag in the VDP status register is 
set to a 1 whenever two active sprites have 1 bits at 
the same screen location. 

Sprite processing is terminated if the VDP finds a 
value of 208 (D016) in the vertical position field of any 
entry in the Sprite Attribute Table. This permits the 
Sprite Attribute Table to be shortened to the mini- 
mum size required; it also permits the user to blank 
out part or all of the sprites by simply changing one 
byte in VRAM. 
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A total of 2176 VRAM bytes are required for the Sprite 
Name and Pattern Generator Tables. Significantly 
less memory is required if all 256 possible sprite pat- 
tern definitions are not required. The Sprite Attribute 
Table can also be shortened as described in the pre- 
ceding paragraph. The tables can be overlapped to 
reduce the amount of VRAM required for sprite gen- 
eration. Examples of VRAM memory allocation are 
provided in VRAM ADDRESSING EXAMPLE. 



VRAM 
GENERATOR TABLE 
BLOCK 



00 
01 
02 
03 
04 
05 
06 
07 



09 
OA 
0B 
0C 
0D 
0E 
OF 



10 
11 
12 
13 
14 
15 
16 
17 



18 
19 
1A 
1B 
1C 
1D 
1E 
1F 



PATTERN 
FOR 
QUADRANT A 



PATTERN 
FOR 
QUADRANT B 



PATTERN 
FOR 
QUADRANT C 



PATTERN 
FOR 
QUADRANT D 



SCREEN DISPLAY 



QUADRANT 
A 


QUADRANT 

C 


QUADRANT 
B 


QUADRANT 
D 



SPRITE PATTERN 



SIZE 1 
16 x 16 (MAG 0) 
32 x 32 (MAG 1) 



Figure A. 

2. Fill in the blocks to create your text character or 
graphics pattern. Examples of the letter A and an 
ARROW are shown in Figures B and C. 




Figure C. 



Figure B. 
NOTE: 

If these patterns are to be used in the Text mode, (40 
patterns per line), the pattern should be inside a left- 
justified 6x8 block like the A shown in Figure B. If all 
of the Text patterns are inside this 6x8 block, they 
can be used for Text and Graphics 1 and 2 modes. 

3. Assign 1s to the filled-in areas and 0s to the 
blanks. Then convert the 1s and 0s to their 
hexadecimal equivalents, as shown in Figure D. 



= 00100000 = 20(16) 

= 01010000 = 50(16) 

= 10001000 = 88(16) 

= 10001000 = 88(16) 

= 11111000 = F8(i 6 ) 

= 10001000 = 88(16) 

= 10001000 = 88(16) 

= 00000000 = 00(i 6 ) 




Figure 21. SIZE 1 SPRITE MAPPING 

A Step-by-Step Approach to Create Patterns 
and Sprites 

PATTERNS: 

1. Use an 8 x 8 pattern similar to that in Figure A. 
Each small square represents one pixel on the 
screen. 



I I I I I l l I °°< i6 > m i i i r~ 

_ = 00,i 6 , I 

■ = 04 (16) ■ | 

= o6 n6) 

I- ^(16) ■ I 

= 06(16) 

M I = 04 (16) I 

I I I I I I L-U = 00 06) I 



= 80 ( 1 6 , 
= C0(,6) 
= 80(16) 
= C0 ( 16) 
= 80(16) 
= C0,16) 
= 80,16) 
= FC ( 16) 



Figure D. 
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Now place the eight bytes defining the pattern into 
the Pattern Generator Table. Assume the Pattern 
Generator Table. Assume the Pattern Generator 
Table sub-block is located at 8OO16 and the arrow 
pattern is to be named 00-|6- Then place the eight 
pattern bytes as follows: 



SPRITES 

1. Determine whether to use 8 x 8 or 16 x 16 sprite 
patterns. Then use the appropriate work pattern, 
as shown in Figures E and F. 



5" 



5" 



06 



04 



20 
50 



NAME 00 



Figure E. 



NAME 01 



PATTERN 
NAME 20 



Figure F. 



NOTE: 

When using text in your applications, you can place 
the eight bytes of the text character in its ASCII 
number location. 

Example: ASCII SPACE = 20-|6 
? = 3F 16 
A = 41-16 
B = 42 16 
C = 43-16 
Etc. 

This simplifies writing text to the screen. Simply 
write the ASCII name directly to the Pattern Name 
Table. A space character is shown in Pattern Genera- 
tor Table position 20, and A is shown in pattern name 
41. 



2. Fill in the blocks to create your sprite pattern. 
Examples are shown in Figures G and H. 




Figure G. 



75 



Figure H. 

3. Next encode the sprite patterns as in the Pattern 
Section, The 8x8 sprite encodes exactly as the 8 x 
8 pattern, but the 16 x 16 sprite encodes as shown 
in Figure J. 




Figure I. 




000 

001 

002 

003 

004 

005 

006 

007 

008 

009 

00A 

OOB 

OOC 

OOD 

OOE 

OOF 

010 

011 

012 

013 

014 

015 

016 

017 

018 

01A 

01 B 

01C 

01 D 

01E 

01F 

020 



8X8 


000 


81 


001 


42 


002 


24 


003 


18 


004 


18 


005 


24 


006 


42 


007 


81 


008 




009 




OOA 




OOB 




OOC 




OOD 




OOE 




OOF 




010 





3F 



FO 

XX 



N> SPRITE 
NAME 00 



SPRITE 
NAME 01 



Figure K. 



UPPER LEFT 
CORNER 



LOWER 

LEFT 

CORNER 



UPPER 
RIGHT 
CORNER 



LOWER 

RIGHT 

CORNER 



SPRITE 
NAME 00 



NAME 04 



Figure J. 



Figure L. 
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Break the 16 x 16 block pattern into four 8x8 pat- 
terns. Next, encode the 8 x 8 patterns starting in the 
upper left corner, then do the lower left, upper right, 
and lower right. 

4. Place the 8 bytes for 8 x 8 sprites or 32 bytes for 1 6 
x 16 sprites in the Sprite Generator Table. Assum- 
ing the sprite generator table is located at location 
0000, Figures K and L show how the tables should 
look for 8 x 8 and 16x16 sprites. 

16 x 16 sprite patterns start in the table with the byte 
from the upper left-hand corner. Then start with the 
upper right, going toward the lower right. 

WRITE-ONLY REGISTERS 

The eight VDP write-only registers are shown in 
Figure 22. They are loaded by the CPU as described 
in CPU Write to VDP Register. Registers and 1 
contain flags to enable or disable various VDP 
features and modes. Registers 2 through 6 contain 
values that specify starting locations of various sub- 
blocks of VRAM. The definitions of these sub-blocks 
are described in VIDEO DISPLAY MODE. Register 7 is 
used to define backdrop and text colors. 

Each register is described in the following 
paragraphs. 

Register 

Register contains two VDP option control bits. All 
other bits are reserved for future use and must be 0s. 

BIT 6 M3 (mode bit 3) (see Coincidence Flag 

(C) for table and description) 

BIT 7 External VDP enable/disable 

disables external VDP input 

1 enables external VDP input 

NOTE: 

Enabling bit 7 in the WD9928/9929 causes A Y and 
B-Y to go the sync level only when all planes in front 
of the pixel under question are transparent. 

Register 1 (contains 8 VDP option control bits) 

BITO 4/1 6K selection 

selects 4027 RAM operation 

1 selects 4108/41 16 RAM operation 

BIT1 BLANK enable/disable 

causes the active display area to 
blank 

1 enables the active display 
Blanking causes the display to show 
border color only 

BIT 2 IE (Interrupt Enable) 

disables VDP interrupt 

1 enables VDP interrupt 

BIT 3,4 M1, M2 (mode bits 1 and 2) 

M1, M2 and M3 determine the operating 
mode of the VDP: 



BIT 5 
BIT 6 

BIT 7 



REGISTER 





M1 M2 M3 

Graphics I mode 

1 Graphics II mode 

1 Multicolor Mode 

1 Text mode 

Reserved 

Size (sprite size select) 

selects Size sprites (8x8 bit) 

1 selects Size 1 sprites (16x16 bits) 

MAG (Magnification option for sprites) 

selects MAG0 sprites (1X) 

1 selects MAG1 sprites (2X) 



MSB LSB 





















M3 


EV 



1 


4/16K 


Blank 


IE 


M1 


M2 





Size 


MAG 




















2 














1 I 1 

Name Table Base Address 
i I i 



i 1 1 1 1 r 

Color Table Base Address 
I I I i I i_ 



4 

















1 1 

Pattern Generator 
Base Address 
i t 
















5 





III III 

Sprite Attribute Table Base Address 
iii iii 
















6 

















Sprite Pattern 
Generator Base 
Address , 



~i 1 r 

Text Colon 
J I i_ 



1 1 1 

Text Colorrj/Backdrop Color 
I I I 











T r T T 


STATUS 


F 


5S 


C 


Fifth Sprite Number 


(READ-ONLY) 






I 1 1 I 



o 

CD 
CO 

— L, 

CO 

CO 
CO 

ro 
oo 

CO 
CO 

8 



Figure 22. VDP REGISTERS 
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Register 2 

Register 2 defines the base address of the Name 
Table sub-block. The range of its contents is from to 
15. The contents of the register form the upper 4 bits 
of the 14-bit Name Table addresses; thus the Name 
Table base address is equal to (Register 2) *400(hex). 



Register 3 

Register 3 defines the base address of the Color 
Table sub-block. The range of its contents is from to 
255. The contents of the register form the upper 8 
bits of the 14-bit Color Table addresses; thus the 
Color Table base address is equal to (Register 3) 
*40(hex). 



Register 5 

Register 5 defines the base address of the Sprite At- 
tribute Table sub-block. The range of its contents is 
from through 127. The contents of the register form 
the upper 7 bits of the 14-bit Sprite Attribute Table 
addresses; thus the base address is equal to (Regis- 
ter^ *80(hex). 



Register 6 

Register 6 defines the base address of the Sprite Pat- 
tern Generator sub-block. The range of its contents is 
through 7. The contents of the register form the 
upper 3 bits of the 14-bit Sprite Pattern Generator 
addresses; thus the Sprite Pattern Generator base 
address is equal to (Register 6) *800(hex). 



Register 4 

Register 4 defines the base address of the Pattern, 
Text or Multicolor Generator sub-block. The range of 
its contents is through 7. The contents of the regis- 
ter form the upper 3 bits of the 14-bit Generator ad- 
dresses; thus the Generator base address is equal to 
(Register 4) *800(hex). 



Register 7 

The upper 4 bits of Register 7 contain the color code 
of color 1 in the Text mode. The lower 4 bits contain 
the color code for color in the Text mode and the 
backdrop color in all modes. 



Setup Values for VDP Registers 2 through 6. 

VRAM TABLE ADDRESSING 

Register 2 in the VDP contains the starting address 
for the Name Table sub-block. 

R2 * 400(16) = START ADDRESS 

R2 ADDRESS 



00 


0000 


01 


0400 


02 


0800 


03 


ocoo 


04 


1000 


05 


1400 


06 


1800 


07 


1C00 


08 


2000 


09 


2400 


OA 


2800 


0B 


2C00 


OC 


3000 


0D 


3400 


0E 


3800 


OF 


3C00 



— Maximum Number for 4K RAMs 



— Maximum Number 
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Register 3 in the VDP contains the starting address for the Color Table. 
(R3) * 40(16) STARTING ADDRESS 





START 




START 




START 


R3 


ADDRESS 


R3 


ADDRESS 


R3 


ADDRESS 


00 


0000 


28 


OAOO 


50 


1400 


01 


0040 


29 


0A40 


51 


1440 


02 


0080 


2A 


0A80 


52 


1480 


03 


OOCO 


2B 


OACO 


53 


14C0 


04 


0100 


2C 


OBOO 


54 


1500 


05 


0140 


2D 


0B40 


55 


1540 


06 


0180 


2E 


0B80 


56 


1580 


07 


01 CO 


2F 


OBCO 


57 


15C0 


08 


0200 


30 


OCOO 


58 


1600 


09 


0240 


31 


0C40 


59 


1640 


OA 


0280 


32 


0C80 


5A 


1680 


0B 


02C0 


33 


OCCO 


5B 


16C0 


OC 


0300 


34 


ODOO 


5C 


1700 


OD 


0340 


35 


0D40 


5D 


1740 


OE 


0380 


36 


0D80 


5E 


1780 


OF 


03C0 


37 


ODCO 


5F 


17C0 


10 


0400 


38 


OEOO 


60 


1800 


11 


0440 


39 


0E40 


61 


1840 


12 


0480 


3A 


0E80 


62 


1880 


13 


04C0 


3B 


OECO 


63 


18C0 


14 


0500 


3C 


OFOO 


64 


1900 


15 


0540 


3D 


0F40 


65 


1940 


16 


0580 


3E 


0F80 


66 


1980 


17 


05C0 


3F 


OFCO* 


67 


19C0 


18 


0600 


40 


1000 


68 


1A00 


19 


0640 


41 


1040 


69 


1A40 


1A 


0680 


42 


1080 


6A 


1A80 


1B 


06C0 


43 


10C0 


6B 


1AC0 


1C 


0700 


44 


1100 


6C 


1B00 


1D 


0740 


45 


1140 


6D 


1B40 


1E 


0780 


46 


1180 


6E 


1B80 


1F 


07C0 


47 


11C0 


6F 


1BC0 


20 


0800 


48 


1200 


70 


1C00 


21 


0840 


49 


1240 


71 


1C40 


22 


0880 


4A 


1280 


72 


1C80 


23 


08C0 


4B 


12C0 


73 


1CC0 


24 


0900 


4C 


1300 


74 


1D00 


25 


0940 


4D 


1340 


75 


1D40 


26 


0980 


4E 


1380 


76 


1D80 


27 


09C0 


4F 


13C0 


77 


1DC0 



"Maximum number for 4K RAMs 
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(R3) * 40(16) STARTING ADDRESS (Continued) 





START 




START 




START 


R3 


ADDRESS 


R3 


ADDRESS 


R3 


ADDRESS 


78 


1E00 


A6 


2980 


D3 


34C0 


79 


1E40 


A7 


29C0 


D4 


3500 


7A 


1E80 


A8 


2A00 


D5 


3540 


7B 


1EC0 


A9 


2A40 


D6 


3580 


7C 


1F00 


AA 


2A80 


D7 


35C0 


7D 


1F40 


AB 


2AC0 


D8 


3600 


7E 


1F80 


AC 


2 BOO 


D9 


3640 


7F 


1FC0 


AD 


2B40 


DA 


3680 


80 


2000 


AE 


2B80 


DB 


36C0 


81 


2040 


AF 


2BC0 


DC 


3700 


82 


2080 


BO 


2C00 


DD 


3740 


83 


20C0 


B1 


2C40 


DE 


3780 


84 


2100 


B2 


2C80 


DF 


37C0 


85 


2140 


B3 


2CC0 


EO 


2800 


86 


2180 


B4 


2D00 


E1 


3840 


87 


21 CO 


B5 


2D40 


E2 


3880 


88 


2200 


B6 


2D80 


E3 


38C0 


89 


2240 


B7 


2DC0 


E4 


3900 


8A 


2280 


B8 


2E00 


E5 


3940 


8B 


22C0 


B9 


2E40 


E6 


3980 


8C 


2300 


BA 


2E80 


E7 


39C0 


8D 


2340 


BB 


2 ECO 


E8 


3A00 


8E 


2380 


BC 


2F00 


E9 


1A40 


8F 


23C0 


BD 


2F40 


EA 


3A80 


90 


2400 


BE 


2F80 


EB 


3AC0 


91 


2440 


BF 


2FC0 


EC 


3 BOO 


92 


2480 


CO 


3000 


ED 


3B40 


93 


24C0 


C1 


3040 


EE 


3B80 


94 


2500 


C2 


3080 


EF 


3BCD 


95 


2540 


C3 


30C0 


FO 


3C00 


96 


2580 


C4 


3100 


F1 


3C40 


97 


25C0 


C5 


3140 


F2 


3C80 


98 


2600 


C6 


3180 


F3 


3CC0 


99 


2640 


C7 


31 CO 


F4 


2D00 


9A 


2680 


C8 


3200 


F5 


3D40 


9B 


26C0 


C9 


3240 


F6 


3D00 


9C 


2700 


CA 


3280 


F7 


3DC0 


9D 


2740 


CB 


32C0 


F8 


3E00 


9E 


2780 


CC 


3300 


F9 


3E40 


9F 


27C0 


CD 


3340 


FA 


3E80 


AO 


2800 


CE 


3380 


FB 


3EC0 


A1 


2840 


CF 


33C0 


FC 


3F00 
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(R3) * 40(16) STARTING ADDRESS (Concluded) 



no 


START 

AnnRFQQ 

huuhloo 


no 


START 

AUUntoo 


no 


START 

AUUntoo 


A2 


2880 


DO 


3400 


FD 


3F40 


A3 


28C0 


D1 


3440 


FE 


3F80 


A4 


2900 


D2 


3480 


FF 


3FC0 


A5 


2940 












Register 4 in the VDP contains the starting address 
for the Pattern Generator Sub-block. 






(R4) * 800(16) = START ADDRESS 

START 
R4 ADDRESS 








00 


0000 










01 


0800 - 


Max#for4K RAMs 








02 


1000 










03 


1800 










04 


2000 










05 


2800 










06 


3000 










07 


3800 


Max#for16K RAMs 
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CO 
CO 
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CO 



Register 5 in the VDP contains the starting address 
for the Sprite Attribute Table. 

(R5) * 80(16) START ADDRESS 





START 




START 




START 




START 


R5 


ADDRESS 


R5 


ADDRESS 


R5 


ADDRESS 


R5 


ADDRESS 


00 


0000 


21 


1080 


40 


2000 


60 


3000 


01 


0080 


22 


1100 


41 


2080 


61 


3080 


02 


0400 


23 


1180 


42 


2100 


62 


3100 


03 


0180 


24 


1200 


43 


2180 


63 


3180 


04 


0200 


25 


1280 


44 


2200 


64 


3200 


05 


0280 


26 


1300 


45 


2280 


65 


3280 


06 


0300 


27 


1380 


46 


2300 


66 


3300 


07 


0380 


28 


1400 


47 


2380 


67 


3380 


08 


0400 


29 


1480 


48 


2400 


68 


3400 


09 


0480 


2A 


1500 


49 


2480 


69 


3480 


OA 


0500 


2B 


1580 


4A 


2500 


6A 


3500 


0B 


0580 


2C 


1600 


4B 


2580 


6B 


3580 


OC 


0600 


2D 


1680 


4C 


2600 


6C 


3600 


0D 


0680 


2E 


1700 


4D 


2680 


6D 


3680 


0E 


0700 


2F 


1780 


4E 


2700 


6E 


3700 


OF 


0780 


30 


1800 


4F 


2780 


6F 


3780 


10 


0800 


31 


1880 


50 


2800 


70 


3800 


11 


0880 


32 


1900 


51 


2880 


71 


3880 



81 



(R5) * 80(16) START ADDRESS 
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START 
ADDRESS 


R5 
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R5 
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R5 
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1D 
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3E 
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7D 
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1E 


0F00 


3F 


1F80 


5E 


2F00 


7E 


3F00 


1F 
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5F 


2F80 


7F 


3F80 


20 


1000 















'Maximum number for 4K RAMs. 



Register 6 contains the value for the starting address 
of the Sprite Pattern Generator sub-block. 



STARTING ADDRESS = R6 * <800 



START 
R6 ADDRESS 



00 


0000 


01 


0800 


02 


1000 


03 


1800 


04 


2000 


05 


2800 


06 


3000 


07 


3800 



STATUS REGISTER 

The VDP has a single 8-bit status register that can be 
accessed by the CPU. The status register contains 
the interrupt pending flag, the sprite coincidence 
flag, the fifth sprite flag, and the fifth sprite number, if 
one exists. The format of the status register is shown 
in Figure 22 and is discussed in the following 
paragraphs. 



The status register may be read at any time to test 
the F, C, and 5S status bits. Reading the status 
register will clear the interrupt flag, F. However, asyn- 
chronous reads will cause the frame flag (F) bit to be 
reset and therefore missed. Consequently, the status 
register should be read only when the VDP interrupt 
is pending. 

Interrupt Flag (F) 

The F status flag in the status register is set to 1 at 
the end of the raster scan of the last line of the active 
display. It is reset to a after the status register is 
read or when the VDP is externally reset. If the Inter- 
rupt Enable bit in VDP Register 1 is active (1), the VDP 
interrupt output (INT) will be active (low) whenever 
the F status flag is a 1. 

Note that the status register needs to be read frame 
by frame in order to clear the interrupt the receive the 
new interrupt of the next frame. 

Coincidence Flag (C) 

The C status flag in the status register is set to a 1 if 
two or more sprites coincide. Coincidence occurs if 
any two sprites on the screen have one overlapping 
pixel. Transparent colored sprites, as well as those 
that are partially or completely off the screen, are 
also considered. Sprites beyond the Sprite Attribute 
Table terminator (D016) are not considered. The C flag 
is cleared to a after the status register is read or the 
VDP is externally reset. The status register should be 
read immediately upon powerup to ensure that the 
coincidence flag is reset. 
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The VDP checks each pixel position for coincidence 
during the generation of the pixel regardless of where 
it is located on the screen. This occurs every 1/60th of 
a second for the WD9918 and WD9928 and every 
1/50th of a second for the WD9929. Thus, when mov- 
ing sprites more than one pixel position during these 
intervals, it is possible for the sprites to have multiple 
pixels overlapping or even to have passed completely 
over one another when the VDP checks for 
coincidence. 



Fifth Sprite Flag (5S) and Number 

The 5S status flag in the status register is set to a 1 
whenever there are five or more sprites on a horizon- 
tal line (lines to 192) and theoframe flag is equal to a 
0. The 5S status flag is cleared to a after the status 
register is read or the VDP is externally reset. The 
number of the fifth sprite is placed into the lower 5 
bits of the status register when the 5S flag is set and 
is valid whenever the 5S flag is 1. The setting of the 
fifth sprite flag will not cause an interrupt. 

VDP/VRAM INTERFACE 

The VDP can access up to 16,384 bytes of VRAM us- 
ing a 14-bit VRAM address. The VDP fetches data 
from the VRAM in order to process the video image 
described later. The VDP also stores data in or reads 
in data from the VRAM during a CPU-VRAM data 
transfer. The VDP automatically refreshes the VRAM. 



VRAM Interface Control Signals 

The VDP-VRAM interface consists of two 8-bit data 
buses (RD0-RD7 unidirectional, AD0-AD7^)idirection- 
al) and three control lines, as shown in Figure 23. The 
VRAM outputs data to the VDP on the VRAM read 
data bus (RD0-RD7). The VDP outputs both the 
address and data to the VRAM over the VRAM 
address/data bus (AD0-AD7). The VRAM row address 
is output when RAS is active (low). The column 
address is output when CAS is active (low). Data is 
output to the VRAM when R/W is active (low). 

VRAM Memory Types 

The VDP can use 4K, 8K, or 16K dynamic RAMs. The 
4/16K bit in VDP register 1 is a for 4K RAMs and a 1 
for 8K or 16K RAMs. There is a minor difference 
between the way 4K and 8K/16K RAMs are wired to 
the VDP. In the 4K, all CE pins are ties to ground. In 
the 8K/16K the A6 lines (the same pin as CE) are all 
tied to AD1 on the WD9918. A jumper can be used to 
select the VRAM type. 

VDP to DRAM Address Connections 

The VDP can be easily connected to either the 4K or 
16K DRAMs. However, due to different pin numbering 
standards, it is possible to connect the VDP to the 
DRAMs incorrectly. Table 6 shows the recommended 
way to connect a VDP to either DRAM. Other DRAMs, 
such as the single +5V supply type, can also be 
used by following the 4K or 16K columns in Table 6. 



s 

CO 



i 



i 



Table 6. 

VDP TO DRAM ADDRESS CONNECTIONS 



VDP 


16KDRAM 


4KDRAM 


ADO 


Data Only 


Data Only 


AD1 


A6 


Data Only 


AD2 


A5 


A5 


AD3 


A4 


A4 


AD4 


A3 


A3 


AD5 


A2 


A2 


AD6 


A1 


A1 


AD7 


AO 


AO 



When connecting the data ports together, ensure that 
corresponding RAMs (assuming 8 by 1 DRAMs) are 
properly connected to the corresponding input or 
output of the VDP. For example, ADO of the corre- 
sponding input or output D input of the RAM, and 
RDO of the VDP should connect to the Q output of 
the same RAM. The same is true for all AD and RD 
corresponding pins for each of the eight DRAMs. 



NOTE: 

CDO is the MSB of the CD bus; CD7 is the LSB. 
ADO is the MSB of the AD bus; AD7 is the LSB. 
RDO is the MSB of the RD bus; RD7 is the LSB. 
RAMs have the reverse convention. 
AD7 is the MSB of the AD bus, and ADO is the LSB. 

Therefore, AD7 of the VDP connects to AD, and AD1 
connects to A6 of the 16K DRAM. Data coming into 
the VDP on CDO goes to VRAM on ADO and returns to 
the VDP on RDO. 
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Figure 23. VRAM INTERFACE 
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VRAM MEMORY ADDRESS DERIVATION 

Table 7 summarizes the VRAM address derivation for 
all VDP modes of operation. 

Table 7. PATTERN GRAPHICS ADDRESS LOCATION TABLES 
GRAPHICS I MODE ADDRESS LOCATION 



O 

CO 
CD 



ADDRESS TYPE 



1 2 3 4 5 6 7 8 9 10 11 12 13 



COMMENTS 



1) Pattern 
Name 
Address 

2) Pattern 
Color 
Address 

3) Pattern 
Generator 
Address 



NTB 



Row 



Column 



COLB 



Name (0-4) 



PGB 



Name 



XXX 



Pattern name table base (VDP REG2) 
Pattern position 



Pattern color table base (VDP REG3) 

Always "0" in Bit 8 

Five most significant bits of name 

Pattern generator base (VDP REG4) 
All 8 bits of name 

Three LSB's form pattern row position 



GRAPHICS II MODE ADDRESS LOCATION 



ADDRESS TYPE 



1 2 3 4 5 6 7]8 9 10 11 12 13 



COMMENTS 



1) Pattern 
Name 
Address 

2) Pattern 
Color 
Address 



3) Pattern 
Generator 
Address 



NTB 



Row 



Column 



XX 



Name 



XXX 



XX 



Name 



XXX 



Pattern name table base (VDP REG2) 
Pattern position row 
Pattern position column 

Pattern color table base MSB (VDP REG3) 
Two MSB from vertical counter 
All 8 bits of name o 
Color table byte/line 

Pattern name table base MSB (VDP REG4) 
Two MSB from vertical counter 
All 8 bits of name 

Pattern generator byte/line number 



TEXT MODE ADDRESS LOCATION 



ADDRESS TYPE 


1 2 


3 i 


1 5 6 7 8 9 10 11 


12 13 


COMMENTS 


Text Mode 
Name Address 

Text Mode 

Pattern 

Address 


NTB 




Pattern name table base (VDP REG2) 
Equal (text position row # times 40) plus 
(text position column number) 

Pattern generator base (VDP REG4) 
Name 

Byte/line number 




Text Position 


PGB 










Name 








XXX 
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Table 7. PATTERN GRAPHICS ADDRESS LOCATION TABLES (CONTINUED) 
SPRITE ADDRESS LOCATION 



ADDRESS TYPE 



1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 



COMMENTS 



Sprite 

Attribute 

Address 



Size = 
Sprite Pattern 
Generator 

Size = 1 
Sprite Pattern 
Generator 



SAB 



Sprite 



XX 



SPGB 



Name 



XXX 



SPGB 



Name (0-5) 



xxxxx 



Sprite attribute table base (VDP REG5) 
Sprite number 
Attribute number 

00 for vertical position 

01 for horizontal position 

10 for name 

1 1 for TAG (early clock and color) 

Sprite pattern generator base (VDP REG4) 

Name attribute of Sprite 

Three LSB's give byte/line number 

Sprite pattern generator base (VDP REG4) 
Six MSB of name 

Size = 1 Sprite byte number (See Figure 4-4) 



MULTICOLOR ADDRESS LOCATION 



ADDRESS TYPE 


1 2 


3 i 


15 6 7 8 9 


10 


11 12 13 


COMMENTS 


4) Multicolor 
Name 
Address 

5) Multicolor 
Color 
Generator 
Address 


NTB 






Name table base (VDP REG2) 
Pattern position row 
Pattern position column 

Pattern generator base (VDP REG4) 

Name from name fetch 

Three LSB's form byte/square row 




Row 








Column 


PGB 










Name 








XXX 



The WD991 8/9928 operates at 262 lines per frame and 
approximately 60 frames per second in a noninter- 
laced mode of operation. The WD9929 operates at 
313 lines per frame and approximately 50 frames per 
second in a noninterlaced mode of operation. 

VRAM ADDRESSING EXAMPLE 

A typical application might require up to 256 unique 8 
x 8 patterns with no more than 2 colors per pattern 
and up to 32 8 x 8 sprites. 

These conditions dictate in which mode the VDP is 
to be used. The sprite requirement and the 8 x 8 pat- 
tern blocks eliminate the text and multicolor modes, 
respectively. This leaves only the Graphics I and 
Graphics II modes, and since two colors per block 
are all that are necessary, Graphics I is employed due 
to its ease of use. 



Figure 24 shows a memory map that allows these 
functions to fit into a4K memory area. 

Register values for Figure 24 are as follows: 

RegisterO = 00 External VDP disabled, M3 = 
RegisteM = CO 16K DRAM selected, Blank = 1, 

Graphics 1 mode selected, SIZE = 0, 

MAG = 

Register 2 = 01 Name Table Start Address @ >400 
Register3 = 08 Color Table Start Address @ >0200 
Register 4 = 01 Pattern Generator Start Address @ 
>800 

Register5 = 02 Sprite Attribute Table Start Address 
>100 

Register 6 = 00 Sprite Pattern Generator Start 

Address @ >0000 
Register 7 = XX Determined by user. 
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SPRITE 
GENERATOR 
TABLE 



SPRITE 
ATTRIBUTE 
TABLE 



UNUSED 



COLOR 
TABLE 



PATTERN 
NAME 
TABLE 



UNUSED 



PATTERN 
GENERATOR 
SUB-BLOCK 



IF THE SAME APPLICATION REQUIRED 16X16 BIT SPRITES, THEN THE 
MEMORY MAP COULD BE MODIFIED AS FOLLOWS: 



OOFF 
0100 



017F 
0180 



01FF 
0200 



021 F 
0220 



03FF 
0400 



06FF 
0700 



07FF 
0800 



32 8X8 PATTERNS 
= 256 BYTES 



32 SPRITES X 4 BYTES 
= 80 BYTES 



24 LINES X 32 CHARACTERS 
= 768 BYTES 



256 PATTERNS X 8 BYTES/PATTERN 
= 2048 BYTES 



0FFF 



SPRITE 
GENERATOR 
TABLE 



PATTERN 
NAME 
TABLE 



SPRITE 
ATTRIBUTE 
TABLE 



COLOR 
TABLE 



PATTERN 
GENERATOR 
SUB-BLOCK 



03FF 
0400 



06FF 
0700 



073F 
0740 



075F 
0760 



0FFF 



32 18X16 SPRITES 
32 SPR X 32 BYTES 
= 1024 BYTES 



24 LINES X 32 CHAR 
= 768 CHAR 



32 SPRITES X 4 BYTES 
= 128 BYTES 



256 PATTERNS X 8 BYTES 
EACH = 2048 BYTES 



o 

CO 
CD 

22 

CO 
CO 

82 

CO 
CO 

CD 



Figure 24. VDP-VRAM MEMORY ALLOCATION 



MONITOR INTERFACES 



WD9918 Monitor Interface 

The composite video output signal from the WD9918 
drives a color monitor. This signal incorporates all 
necessary horizontal and vertical synchronization sig- 
nals as well as luminance and chrominance informa- 
tion. In monitor applications, the requirements of the 
monitor should be studied to determine if the VDP 
can be connected directly to it. The internal output 
buffer device on the composite video pin is a source- 
follower MOS transistor that requires an external pull- 
down resistor to Vss as shown in Figure 25. Typically 
a 330-ohm resistor is recommended to provide a 1.9- 



volt synchronization level. The load resistor (Rl) 
defines the sharpness of the edges on the video 
signals. A lower resistor value gives faster fall times 
and a sharper picture. 

In some cases, it may be necessary to provide a 
simple interface circuit to match the VDP output vol- 
tages with the monitor specifications. To drive a 
standard television that is not outfitted with a com- 
posite video input, the signal can be run into the tele- 
vision antenna terminals by using an appropriate RF 
modulator of the VDP output. Take care to ensure a 
proper match between VDP, RF modulator, and TV. 



WD9918 - VDP 



VCC 



COMPOSITE VIDEO OUTPUT 



R E XT 330 B TYP 



Figure 25. COMPOSITE VIDEO PULL DOWN CIRCUIT 
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WD9928/9929 Monitor Interface 

The Y, R-Y and B-Y output signals require external en- 
coder circuitry to drive a video color monitor; an R- 
G-B matrix circuitry is required to drive R-G-B color 
monitors. The Y output signal contains all necessary 
horizontal and vertical synchronization signals as 
well as luminance while the R-Y and B-Y signals con- 



tain the unmodulated chrominance information and 
are used in the NTSC and PAL systems to modulate 
two carriers in quadrature. The internal output buffer 
devices on these pins are source-follower MOS tran- 
sistors that require an external pull-down resistor to 
Vss, as shown in Figure 26. A 330 ohm resistor is 
recommended. 



VDP CRYSTAL 



rHDh 



VDP 

WD9928/9929 



r 



! 
t 



470 



RGB 
ENCODER/ 
DRIVER 



SYNC 

IoptTonau 



RGB MONITOR 



VDP CRYSTAL 
10.738 MHZ (ADJUSTABLE) COLOR 

[HDI-| 



VDP 
WD9928/9929 



J 



g 



r 



r 



r 



BURST CRYSTAL 
(4.43 MHZ WD9929) PAL 
(3.58 MHZ WD9928) NTSC 



VIDEO 
ENCODER/ 
DRIVER 



COMPOSITE 
VIDEO 



(NTSC/PAL) 



(VIDEO)P 




IN 



VIDEO MONITOR 



NOTE: THE LM1889 IS TYPICALLY USED IN THE VIDEO ENCODER CIRCUITRY. 



Figure 26. USE OF WD9928/9929 WITH DIFFERENT MONITORS 
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WD9918 EXTERNAL VDP OPERATION 

The external VDP interface allows cascading multiple 
VDPs. Figures 27 and 28 illustrate cascading two 
VDPs. Note that the VDPs must be reset by a com- 
mon reset source to assure synchronization on an 
open loop basis. This reset source should have fast 
edges so that rise and fall times are less than 30 ns. 
Occasionally, synchronization is not obtained after 
reset, in which case, reset should be reapplied. 

The video matching circuit ensures that the video sig- 
nal of external VDP is biased correctly and of the 



proper amplitude. This ensures the luminance levels 

of the external and VDP colors are matched and ex- ^ 

ternal VDP video does not bleed through into the q 

composite video output of the first VDP. The internal to 

circuit assures that a perfect match results if the ex- 2 

ternal video is of the same amplitude as the com- go 

posite video of the VDP and its dc level is increased JO 

by a MOS threshold voltage (typically 0.7 volts). This {§ 

adjustment can be varied to change the relative go 

luminance levels of the two video signals and thus to 

modify the picture appearance. {§ 

to 



XTAL 10.738635 MHZ 




XTAL1 XTAL2 



WD9918 



COMVID 



RESET/SYNC 



VIDEO 




MATCHING 




CIRCUIT 


i 



WD9918 
EXTVDP COMVID 



RESET/SYNC 



I 



TO MONITOR 
' OR RF MONITOR 



FROM RESET 
SOURCE 



Figure 27. CASCADING TWO WD9918 VDPS 



XTAL 10.738635 MHZ 
it 



VDP 
MASTER 



RESET/SYNC 




DETECT 

AND 
SELECT 



R-Y B-Y Y 
(SELECTED) 



VDP 
SLAVE 
(EXTERNAL) 
SOURCE 



RESET/SYNC 



. RESET 
SOURCE 



Figure 28. CASCADING TWO WD9918/9929 VDPS 
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For the External VDP input plane to be visible, the Ex- 
ternal VDP Enable bit in VDP Register (EXVID) 
^ should be set to a 1. The backdrop color (VDP Regis- 
O ter7, lower 4 bits) should be set to transparent (0). For 
J§ the external VDP plane to show through at a given 
-k spot on the screen, the pattern color at that spot 
92 should be transparent, and all sprites should not be 
J§ in the way (alternatively, a sprite that was in the way 
IO could be made transparent in color). Note that the ex- 
82 ternal VDP feature can be used in either Graphics I, 
Graphics II, Text, or Multicolor mode. 

» OSCILLATOR AND CLOCK GENERATION 

The VDP is designed to operate with a 10.738635 ± 
0.005 MHz crystal input to generate the required in- 
ternal clock-signals. A fundamental-frequency paral- 
lel-mode crystal is the frequency reference for the 
internal clock oscillator, which is the master time 
base for all system operations. This master clock is 
divided by two to generate the pixel clock (5.3 MHz) 
and by three to provide the CPUCLK (3.58 MHz for 
WD9918 only). The GROMCLK is developed from the 
master clock frequency divided by 24 (3.58 MHz for 
WD9928 only). 

WD9918 Color Phase Generation 

The 10.7 + MHz master clock and its complement 
generate an internal six-phase 3.579545 MHz ± 10 Hz 



clock to provide the video color signals and the color 
burst reference used in developing the composite 
video output signal. While the VDP signals are not 
exact equivalents to the standard NTSC colors, the 
differences can easily be adjusted with the color and 
tint controls of the target color monitor. 

Video Sync and Control Generation 

Decoding the outputs of the horizontal and vertical 
counters generates the horizontal and vertical control 
signals. The pixel clock drives the horizontal counter 
which in turn increments the vertical counter. 

Table 8 gives the relative count values of the screen 
display parameters. Within the active display area 
during Graphics I mode, the three LSBs of the hori- 
zontal counter address the individual picture element 
of each pattern displayed. Also, during the vertical 
active display period, the three LSBs of the vertical 
counter address each individual line in the 8 x 8 pat- 
terns. The Graphics II, Multicolor and Text modes use 
the counters similarly. 

The WD9918/9929 operates at 262 lines per frame and 
approximately 60 frames per second in a noninter- 
laced mode of operation. The WD9929 operates at 
313 lines per frame and approximately 50 frames per 
second in a noninterlaced mode of operation. 



Table 8. SCREEN DISPLAY PARAMETERS 



PARAMETER 


PIXEL CLOCK CYCLES 




PATTERN OR 




HORIZONTAL 


MULTICOLOR 


TEXT 


Horizontal Active Display 


256 


240 


Right Border 


15 


25 


Right Blanking 


8 


8 


Horizontal SYNC 


26 


26 


Left Blanking 


2 


2 


Color Burst 


14 


14 


Left Blanking 


8 


8 


Left Border 


13 


19 




342 


342 


VERTICAL 


LINE 


Vertical Active Display 


192 




Bottom Border 


24 




Bottom Blanking 


3 




Vertical SYNC 


3 




Top Blanking 


13 




Top Border 


27 






262 
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WD991 8/9928/9929 Crystal: 

Crystals for the WD991 8/9928/9929 can be purchased 
from the following: 

NDK 

10080 North Wolfe Rd., Suite 220 
Cuppertino, CA 95014 
Telephone: (408) 255-0831 
Telex: 352057 

CTS Knights, Inc. 
400 Reiman Ave. 
Sandwich, III. 60548 
Telephone: (81 5) 786-8411 

WD991 8/9928/9929 ELECTRICAL SPECIFICATIONS 

ABSOLUTE MAXIMUM RATINGS OVER 
OPERATING FREE-AIR TEMPERATURE RANGE 



Supply voltage, Vcc -0.3 to 20V 

All input voltages - 0.3 to 20V 

Output voltage -2to7V 

Continuous power dissipation 1.3 W 

Operating free-air temperature range . . . 0°Cto70°C 
Storage temperature range - 55°C to + 150°C 

'Stresses beyond those listed under Absolute Maxi- 
mum Ratings may cause permanent damage to the 
device. This is a stress rating only and functional 
operation of the device at these or any other con- 
ditions beyond those indicated in the Recom- 
mended Operating Conditions section of this 
specification is not implied. Exposure to absolute 
maximum rated conditions for extended periods 
may affect device reliability. 



(unless otherwise noted)* 
RECOMMENDED OPERA1 


flNG CONDITIONS* 


PAF 


AMETER 


MIN 


NOM 


MAX 


UNIT 


Supply voltage, Vcc 




4.75 




5.25 


V 


Supply voltage, Vss 









V 


Input Voltage V|, RESET 
SYNC active 

RESET active 

SYNC and RESET i 


/SYNC pin 
nactive 


10 

3 




12 
0.6 
6 


V 
V 
V 


High-level input, Vm 
XTAL1 , XTAL2 

All other inputs 


2.75 
2.2 






V 
V 


Input voltage, V|, EXT VDP pin (WD9918 only) 
SYNC level 

White level 

Black level 




2.6 
3.7 
3 




V 
V 
V 


Low-level input voltage, V||_ 






0.8 


V 


Operating free-air temperature, Ta 







70 


°c 



o 

CO 
CO 

— L 

00 

CD 
CO 

ro 

go 

to 

CO 

ro 

CO 



* All voltage values are with respect to VsS- 
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ELECTRICAL CHARACTERISTICS OVER FULL RANGES OF RECOMMENDED OPERATING CONDITIONS 
(unless otherwise noted) 



WD991 8/9928/9929 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN TYPf MAX 


UNIT 


VOH 


High-level 

R AC CAS R/W 

Output voltage 

All other outputs 


lOH = 400 ^A 


2.7 3.4 
2.4 3.2 


v 

V 


vol 


Low-level 

CPU data 
Output voltage 

DRAM interface 


lOL = 1.2 mA 
lOL = 800 piA 


0.3 0.6 
0.6 


V 
V 


lOZH 


Off-state output current high-level 
voltage applied, D0-D7 outputs 


Vo = 5.25 V 


1 100 


MA 


lOZL 


Off-state output current high-level 
voltage applied, D0-D7 outputs 


Vo = 0.4 V 


1 -100 


ma 


HH 


High-level input current 


V| = 5.25 V, 
all other pins at V 


10 


ma 


l)L 


Low-level input current 


V| = OV, 
all other pins at 0V 


-10 


mA 



WD9918 Only (Figure 29) 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


NOM 


MAX 


UNIT 


Vwhite 


Video voltage level of white, COMVID 


R|_ = 470 Q 


2.8 


3.0 


3.2 V 




Vblack 


Video voltage level of black (blank), 
COMVID 


R|_ = 470 Q 


2.1 


2.3 


2.5 V 




Vsync 


Video voltage level of sync, COMVID 


R|_ = 470 Q 


1.85 


2.0 


2.1 V 





t All typical values are at Vcc = 5.25 V,Ta = 25°C. 



ELECTRICAL CHARACTERISTICS OVER FULL RANGES OF RECOMMENDED OPERATING CONDITIONS 
(unless otherwise noted) (Continued) 



WD9928/9929 Only (Figure 29) 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


NOM 


MAX 


UNIT 


Vwhite 


Video voltage level of white, 
Y, R-Y, B-Y outputs 


R|_ = 470 Q 


2.5 


3 


3.6 


V 


Vblack 


Video voltage level of black (blank), 
Y, R-Y, B-Y outputs 


R|_ = 470 Q 


1.6 


2.3 


2.5 


V 


Vsync 


Video voltage level of sync, Y output 


RL = 470 Q 


1.2 


1.8 


2 


V 


WD9929 0nly 


SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


TYP 


MAX 


UNIT 


VPS 


Color burst video voltage level with 
respect to V no color 


R-Y output 


0.25 


V 


Vneg 


Color burst video voltage level with 
respect to V no color 


B-Y output 


-0.25 


V 
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WD991 8/9928/9929 (Figure 30) 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


NOM 


MAX 


UNIT 




Video voltage difference, white-black, 

T, n-T, D- T UUipUlo 




0.7 


1.0 




V 


ice 


Average supply current from Vcc 


T A = 25°C 




200 


250 


mA 


Ci 


Input capacitance 
D0-D7 

All other inputs 


unmeasured 
f = 11 MHz, pins 
atOV 






20 
10 
10 


pF 


Co 


Output capacitance 


unmeasured 
f = 11 MHz, pins 
atOV 






20 


PF 



s 

CD 

— L 

00 



t All typical values are at Vcc = 5.25 V,Ta = 25°C. 



TIMING REQUIREMENTS OVER FULL RANGES OF RECOMMENDED OPERATING CONDITIONS 

(WD991 8/9928/9929) 

CPU - VDP Interface (Figures 31 and 32) 



SYMBOL 


PARAMETER 


MIN 


NOM 


MAX 


UNIT 


tsu(A-RL) 


Address setup time before CSR low 









ns 


tsu(A-WL) 


Address setup time before CSW low 




30 




ns 


th(WL-A) 


Address hold time after CSW low 




30 




ns 


tsu(D-WH) 


Data setup time before CSW high 




100 




ns 


th(WH-D) 


Data hold time after CSW high 




30 




ns 


tw(WL) 


Pulse width, CSW low 




200 




ns 


*w(CS-H1) 


Pulse width, chip select high (requesting memory 
access) 




8 




ps 


tw(CS-H2) 


Pulse width, chip select high (not requesting memory 
access) 




2 




MS 



VDP • VRAM Interface (Figures 33 and 34) 



SYMBOL 


PARAMETER 


MIN 


NOM 


MAX 


UNIT 


tc 


Memory read or write cycle time 


372 






ns 


tsu(D-CH) 


Input data setup time before CAS high 


60 






ns 


th(CH-D) 


Input data hold time after CAS high 









ns 



External Clock Source (Figure 35) 



SYMBOL 


PARAMETER 


MIN 


NOM 


MAX 


UNIT 


fext 


External source frequency 


10.738098 


10.738635 


10.739172 


MHz 


tr/tf 


External source rise/fall time 




10 


15 


ns 


twH 


External source high-level pulse width 


42 


47 


52 


ns 


twL 


External source low-level pulse width 


42 


47 


52 


ns 


tpD 


External source phase delay from XTAL1 falling edge to 
XTAL2 falling edge 


42 


47 


52 


ns 



SWITCHING CHARACTERISTICS OVER FULL RANGE OF RECOMMENDED OPERATING CONDITIONS 
(WD991 8/9928/9929) 



CPU ■ VDP Interface 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


TYPt 


MAX 


UNIT 


TA(CSR) 

tpvx 

tPVX,A 
fCPUCLK 

fGROMCLK 


Data access time from CSR low 
Data disable time after CSR high 
Data invalid time from address changes 
CPU clock output clock frequency 
(fext + 3) 

GROM clock output clock frequency 
(fext + 24) 


Cl = 300 pF 
Cl = 300 pF 
Cl = 300 pF 
C| = 300 pF 

Cl = 300 pF 


3.4 
425.12 


100 
65 


3.58 
447.5 


150 
100 

3.76 
469.88 


ns 
ns 
ns 
MHz 

kHz 



VDP ■ VRAM Interface (Figures 33 and 34) 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


TYP 


MAX 


UNIT 


t w 


Pulse width, CAS high 


Cl = 50 pF 


80 


100 


120 


ns 


tw(CL) 


Pulse width, CAS low 


Cl = 50 pF 


220 


230 


250 


ns 


tw(RH) 


Pulse width, RAS high 


Cl = 50 pF 


100 


125 


150 


ns 


tw(RL) 


Pulse width, RAS low 


Cl = 50 pF 


190 


210 


230 


ns 


tw(W) 


Pulse width, write pulse 


Cl = 50 pF 


170 


190 


210 


ns 


tCA-CL 


Delay time, column address to CAS low 


Cl = 50 pF 


-10 


-2 




ns 


tRA-RL 


Delay time, row address to RAS low 


Cl = 50 pF 


25 


45 


65 


ns 


td-WL 


Delay time, data to R/W low 


C L = 50 pF 





6 


20 


ns 


tWH-CL 


Delay time, R/W high to CAS low 


C L = 50 pF 


25 


50 


75 


ns 


tW-CH 


Delay time, R/W low to CAS high 


Cl = 50 pF 


120 


140 


160 


ns 


t\A/-RH 


Delay time, R/W low to RAS high 


Cl = 50 pF 


60 


75 


90 


ns 



SWITCHING CHARACTERISTICS OVER FULL RANGE OF RECOMMENDED OPERATING CONDITIONS 
(WD991 8/9928/9929) (Continued) 



WD9918 Composite video output (Figures 36 and 37) 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


TYP 


MAX 


UNIT 


tCL-CA 


Column address valid after CAS low 


Cl = 50 pF 


45 


65 


85 


ns 


tRL-RA 


Row address valid after RAS low 


Cl = 50 pF 


20 


25 


30 


ns 


tRL-CA 


Column address valid after RAS low 


Cl = 50 pF 


95 


110 


130 


ns 


tCL-D 


Data valid after CAS low 


Cl = 50 pF 


240 


260 


280 


ns 


tRL-D 


Data valid after RAS low 


Cl = 50 pF 


95 


110 


125 


ns 


tWL-D 


Data valid after R/W low 


Cl = 50 pF 


135 


165 


195 


ns 


tCH-WL 


Read command valid after CAS high 


Cl = 50 pF 









ns 


tCL-W 


Write command valid after CAS low 


Cl = 50 pF 


270 


290 


310 


ns 


tCH-RL 


Delay time, CAS high to RAS low 


Cl = 50 pF 


45 


65 




ns 


tCL-RH 


Delay time, CAS low to RAS high 


Cl = 50 pF 


150 


170 


190 


ns 


tRL-CL 


Delay time, RAS low to CAS low 


Cl = 50 pF 


30 


40 


50 


ns 


tfl 


Fall time, V D iack to V S ync 






10 




ns 


tw(HS) 


Pulse width, horizontal sync 






4.84 




M s 


trl 


Rise time, V syn c to V D |ack 






20 




ns 


tHS-CD 


Delay time, sync to color burst 






372 




ns 
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WD9918 Composite video output (Figures 36 and 37) (CONTINUED) 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


TYP 


MAX 


UNIT 


l W(Ub) 


VA/iHth pnlnrhurQt 

VVIVJUI, V/UIUI UUIOl 






261 






1 l»d-ld 


Dplav timp rolor hurst to Ipft horder 






1.49 




iiS 




Rise time Vhia/^u to V\*/hi+o 


R|_ = 470 Q 




60 




ns 


tw(LB) 


Left border video width 


C|_ = 150 pF 




2.42 




us 


tf2 


Fall time, V wr ,ite to Vbiack 






110 




ns 


tw(AD) 


Width of active display area 






47.68 




fiS 


tw(RB) 


Right border video width 






2.79 




M s 


tRB-HS 


Delay time, right border to 
horizontal sync 






1.49 




MS 


tVFB 


Vertical front blanking 






191.1 




MS 


tvs 


Vertical sync 






191.1 




MS 


VVBB 


Vertical back blanking 






828 




MS 


tABA 


Active plus border area time 






18.8 




ms 



NOTE: Fall times depend on external pull-down resistor. 

SWITCHING CHARACTERISTICS OVER FULL RANGE OF RECOMMENDED OPERATING CONDITIONS 
(WD991 8/9928/9929) (Continued) 

WD9928/9929 Y, R-Y, B Y outputs (Figures 38 through 41) 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


MIN 


TYP 


MAX 


UNIT 


tf3 


Fall time, Vhlark to Vcvnr 






100 




ns 


tw(HSI) 


Pulse width, horizontal sync 






4.84 




MS 


tr3 


Rise time, V S ync to Vbiack 






150 




ns 


tw(BP) 


Width, back porch 






4.47 




MS 


tw(LBI) 


Width, left border 






2.8 




MS 


tw(P) 


Pulse width, pixel 






186.24 




ns 


tw(horz) 


Width, horizontal line 






63.695 




MS 


tw(ADI) 


Width, active display area 






47.67 




MS 


tr4 


Rise time, Vbiack toV w hite 






75 




ns 


tr4 


Fall time, V wn ite to Vbiack 






50 




ns 


tw(RBI) 


Width, right border 






2.42 




MS 


tw(FP) 


Width, front porch 


RL = 470 Q 




1.49 




MS 


tr5 


Rise time, V no color to V pos CB 


C|_ = 15 pF 




150 




ns 


tw(CB1) 


Pulse width, pos color burst 






2.6 




MS 


tf5 


Fall time, V pos CB to V no color 






100 




ns 


tw(CB-LBI) 


Delay time, pos CB to left border 






1.49 




MS 


tf6 


Fall time, V no color to V neg CB 






100 




ns 


tr6 


Rise time, V neg CB to V no color 






150 




ns 


tw(VSI) 


Pulse width, vertical sync 






465 




ns 


tVFBI 


Vertical front blanking 






191.09 




MS 


tvsi 


Vertical sync 






191.09 




MS 


tVBBI 


Vertical back blanking 






828.04 




MS 


tABAI 


Active area plus border area total 
Vertical time 






18.70 
19.91 




mS 
mS 



NOTE: Fall times depend on external pull-down resistor. 
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Figure 29. 

LOAD CIRCUIT FOR COMVID (ALL DEVICES) 
AND R-Y, Y, B Y SWITCHING CHARACTERISTICS 
(WD9928/9929) 



FROM OUTPUT (y~ 
UNDER TEST 



WHERE V L = 1.95 V 
O TEST POINT 



Cl R L = 1.1 kO FOR 

C L = 300 pF CD BUS 

R L = 1.6 kS FOR 
C L = 50 pF DRAM 

INTERFACE 



Figure 30. LOAD CIRCUITS FOR ALL OUTPUTS 
EXCEPT COMVID, R-Y, Y, B Y 



WRITE CYCLE 

csw 



'su(A-WL) 



- 'w(WL) - 



7\ 



X 



■Ih(WL-A) 



X 



DATA 



tsu(D-WH) ■ 



■ th(WH-D) 



Figure 31. CPU • VDP WRITE CYCLE FOR WD991 8/9928/9929 




Figure 32. CPU - VDP READ CYCLE FOR WD991 8/9928/9929 
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RAS 



CAS 



I ■ 



-'w(RL)- 



"RL-CL- 



(*— tRL-CA- 



-h K 



'w(RH) ■ 



I 



"CA-CL • 
\— 



-tCL-RH ■ 



-t W (CL) - 



-"CL-CA 
-*RL-D — 
- tCL D - 



1RA.RL — H- tRL . RA | 



J ! 

l i 



-"CH-RL- 



• "w(CH) - 



AD0-AD7 



1 1 - .... „. . _ i ^ 



1D-WL- 



-'W-CH -•+• 



-<HRD- 



-"CL-D- 



^ 'w(W) 



►j— <WL-D 
-j-"W-RH - 



I 



1 



Figure 33. VRAM WRITE CYCLE 



•«w(RL, J ^ '*' RH) -! 



r* 'RLCA-j H 'CL-RL »M 

La Mcl-rh IH 

CAS 1 V \* h tw(CL) — H J= =L 

I Y i ]A \ 

l « H tRA-RL ">= 1 =« |-« «w(CH) H > 

! 1 I i H— tCL-CA I 

IRL RAI W*r- ^-H- "CA-CL 



AD0-AD7 



y^^^ ^XXX^XXXXXXXXXXYX 

| < »-l >CH-WL 



'su(D-CH) 



RD0-RD7 

NOTE: ALL MEASUREMENTS ARE MADE AT 10% AND 90% POINTS. 



Figure 34. VRAM READ CYCLE 
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V H 1_ 



-twH- 



-¥ 



■ tpD 



2.75 V 



NOTE: ALL MEASUREMENTS ARE MADE AT 10% AND 90% POINTS. 



Figure 35. EXTERNAL CLOCK TIMING WAVEFORM 




VBLACK 1, 

T r== \ 

V SYNC ^ 



I <CB-LB- 
[>•— t w( HS)— | I 
<HS-CB— H 



-'w(AD)- 



tR2 

tw(RB) | h »l 

1 



u-Jl i\- 



|-« *f— 'RB-HS 



|"*-tw(CB)-»| 
<r2— » 



Figure 36. WD9918 COMVID HORIZONTAL TIMING 



1 , 1 

|-« 'VFB »-\ h« <VBB »J 

"WtnnHT^¥T"""irinnr' 

LINE NO. 242 243 244 246 246 247 249 250 251 262 | 1 2 3 

END BOTTOM j «RT1CAL I VERTICAL | ! START TOP 

BORDER BLANKING" SYNC BLANKING* BORDER 

•COLOR BURST OUTPUT SUPPRESSED 

Figure 37. WD9918 VERTICAL TIMING 
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Figure 38. WD9928/9929 Y HORIZONTAL TIMING 




•ABSENT FOR THE WD9928 



Figure 39. WD9928/9929 R-Y HORIZONTAL TIMING 



6366/8266/8 L66QM 



V WHITE 



1(6- 



VNO color 
Vneg 

V BLACK 



■•16 



\... 



\Jr^- 

i COLOR BURST' =T .11 \ 

1 1 iV 

— l-i— II hi- 



V SYNC 



'w(CBI) ■ 



I I II- 



J* \* «-||<w<CBLBI) T 



-| 'w(LBI) 



-<w(ADI)- 



I I 

IU 
-HI 



-'w(RBI) 



•ABSENT FOR THE WD9928 



Figure 40. WD9928/9929 B Y HORIZONTAL TIMING 



-<VFBI ■ 



-'VBBI- 



^_ t V sl »-| 

•w(VSI) 



-'ABAI • 



293 294 I 295 296 297 298 300 | 301 302 313 | 1 2 



300 I 301 302 



END BOTTOM 
BORDER 



VERTICAL 1 

FRONT 
BLANKING" 1 



VERTICAL 
SYNC- 



VERTICAL 

BACK 
BLANKING- 



START TOP 
BORDER 



■COLOR BURST OUTPUT SUPPRESSED 



Figure 41. WD9929 VERTICAL TIMING 



WD991 8/9928/9929 
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See page 429 for ordering information. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Primed in U S A 



WESTERN Did TA L 

CORPORATION 

TR1402/TR1602 
Universal Asynchronous Receiver/Transmitter (UART) 



FEATURES 

• FULL DUPLEX OR HALF DUPLEX OPERATION 

• AUTOMATIC INTERNAL SYNCHRONIZATION 
OF DATA AND CLOCK 

• AUTOMATIC START BIT GENERATION 

• EXTERNALLY SELECTABLE 
Word Length 

Baud Rate 

Even/Odd Parity (Receiver/Verification — 
Transmitter/Generation) 

Parity Inhibit 
One, One and One-Half, or Two Stop Bit 

Generation (1V2 at 5 Bit Level forTR1602) 

• AUTOMATIC DATA RECEIVED/TRANSMITTED 
STATUS GENERATION 

Transmission Complete 

Buffer Register Transfer Complete 

Received Data Available 

Parity Error 

Framing Error 

Overrun Error 

• BUFFERED RECEIVER AND TRANSMITTER 
REGISTERS 

• THREE-STATE OUTPUTS 
Receiver Register Outputs 
Status Flags 



TTL COMPATIBLE 

PULL-UP RESISTORS ON ALL INPUTS 

APPLICATIONS 

PERIPHERALS 

TERMINALS 

MINI COMPUTERS 

FACSIMILE TRANSMISSION 

MODEMS 

CONCENTRATORS 

ASYNCHRONOUS DATA MULTIPLEXERS 

CARD AND TAPE READERS 

PRINTERS 

DATA SETS 

CONTROLLERS 

KEYBOARD ENCODERS 

REMOTE DATA ACQUISITION SYSTEMS 

ASYNCHRONOUS DATA CASSETTES 



■fa 
O 

3D 

— L 

ro 



vccC 

VGGC 

vdd c 

RRD C 
RR 8 c 
RR 7C 
RR 6 c 
RR 5 C 
RR 4 C 
RR 3 C 
RR 2 C 
RR1 C 
PE C 
FE C 
OE C 
SFD C 
RRCC 
DRR C 
DR C 
Rl C 



TRC 

□ EPE 
3 WLSi 

□ WLS 2 

□ SBS 
3 PI 



34 □ CRL 



RRD , 



: cr cc 




RECEIVER 
REGISTER 


HO 


LDING 








RECEIVER REGISTER 



RECEIVER 
TIMING AND 
CONTROL 



PIN CONNECTIONS 



Vcc ( + 5V) 
V GG ( -12V)' 
Vp p (GND) * 



CONTROL 
REGISTER 



uj <J> 



U. LU 

uj tn s 



CNJ 


m 




un 


to 


p- 


co 


CC 


cc 
I- 


cc 
1- 


cc 

I- 


cc 

t— 


rx 
t- 


cc 

r- 




1 1 


1 1 


1 1 









TRANSMITTER 

HOLDING 

REGISTER 



n 



TRANSMITTER 
REGISTER 



TRANSMITTER 
TIMING AND 
CONTROL 



•THRL 



-TRO 



■TRC 
-THRE 



-TRE 



TR1602/TR1402 BLOCK DIAGRAM 
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— ror^m. ^aiciiiCI UCUCI IU Ct OCI I Ct I UcllCl lOHTiai OH me 

M transmit side, and converts a serial data format to 
^ parallel data on the receive side. 
3D The serial format in order of transmission and 
5$ reception is a start bit, followed by five to eight 
O data bits, a parity bit (if selectedl) and one, one 
M and one-half (1602 bit data format only) or two stop 
bits. 

Three types of error conditions are available on 
each received character: parity error, framing error 



bit time. The receiver clock is also used to sample 
in the center of the serial data bits to allow for line 
distortion. 

Both transmitter and receiver are double buffered 
allowing a one character time maximum between 
a data read or write. Independent handshake lines 
for receiver and transmitter are also included. All 
inputs and outputs are TTL compatible with three- 
state outputs available on the receiver, and error 
flags for bussing multiple devices. 



PIN DEFINITIONS 



PIN 








NUMBER 


NAME 


SYMBOL 


FUNCTION 


1 


POWER SUPPLY 


VSS 


+5 volts supply 


2 


POWER SUPPLY 


VQG 


-12 volts supply 


3 


POWER SUPPLY 


vdd 


Ground = 0V 


4 


RECEIVER REGISTER 
DISCONNECT 


RRD 


A high level input voltage, V|h, applied to this line 
disconnects the RECEIVER HOLDING REGISTER 
uuifjuio iiuiii Liicnni_QUcuci uuipuib ^puio & 


5-12 


RECEIVER HOLDING 


RR 8 - 


The parallel contents of the RECEIVER HOLDING 




REGISTER DATA 


RR 1 


REGISTER appear on these lines if a low-level input 






voltage, V||_. is applied to RRD. For character for- 
mats of fewer than eight bits received characters 
are right-justified with RR1 (pin 12) as the least sig- 
nificant bit and the truncated bits are forced to a low 
level output voltage, Vql- 


13 


PARITY ERROR 


PE 


A hi/^h IawaI /"ii it w/~, 1 +/ai-i/5 \/*-\i i ftn thio iino mni 

m nign level ouipux vonage, voH» on mis line inoi- 
cates that the received parity differ from that which 
is programmed by the EVEN PARITY ENABLE 

control line (pin 39). This output is updated each 
time a character is transferred to the RECEIVER 
HOLDING REGISTER. PE lines from a number of 
arrays can be bussed together since an output dis- 
connect capability is provided by Status Flag Dis- 
connect line (pin 16). 


14 


FRAMING ERROR 


FE 


A high-level output voltage, Voh. ° n ,n is line indi- 
cates that the received character has no valid stop 
bit, i.e., the bit (if programmed) is not a high level 
voltage. This output is updated each time a character 
is transferred to the Receiver Holding Register. FE 
lines from a number of arrays can be bussed together 
since an output disconnect capability is provided by 
the Status Flag Disconnect line (pin 16). 
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PIN 
NUMBER 


NAME 


SYMBOL 


FUNCTION 


15 


OVERRUN ERROR 


OE 


A high-level output voltage. Voh. on this line indi- 
cates that the Data Received Flag (pin 19) was not 
reset before the next character was transferred to 
the Receiver Holding Register. OE lines from a 
number of arrays can be bussed together since an 
output disconnect capability is provided by the 
Status Flag Disconnect line (pin 16). 


16 
17 


STATUS FLAGS 
DISCONNECT 

RECEIVER REGISTER 
CLOCK 


SFD 
RRC 


A high-level input voltage, V|h, applied to this pin 
disconnects the PE. FE, OE. DR and THRE allowing 
them to be buss connected. 
The receiver clock frequency is sixteen (16) times 
times the desired receiver shift rate. 


18 


DATA RECEIVED RESET 


DRR 


A Iow-Ipvp! inniit vnltanp Vn 3nnlipH tn thi*5 linp 

/> iuv icvc i r 1 1 1 1 i l vui IdiJC . M M lino in ic 

resets the DR line. 


19 


DATA RECEIVED 


DR 


A high-level output voltage, Voh> indicates that an 
entire character has been received and transferred 
to the RECEIVER HOLDING REGISTER. 


20 


RECEIVER INPUT 


Rl 


Serial input data. A high-level input voltage, Vm, 
must be present when data is not being received. 


21 


MASTER RESET 


MR 


This line is strobed to a high-level input voltage, Vm, 
to clear the logic. It resets the TRANSMITTER and 
RECEIVER HOLDING REGISTERS, the TRANS- 
MITTER REGISTER, FE, OE, PE, DR and sets TRO, 
THRE, and TRE to a high-level output voltage, VoH- 


22 


TRANSMITTER HOLDING 
REGISTER EMPTY 


THRE 


A high-level output voltage, Voh- on tn ' s i' ne indi- 
cates the TRANSMITTER HOLDING REGISTER 
has transferred its contents to the TRANSMITTER 
REGISTER and may be loaded with a new character 


23 


TRANSMITTER HOLDING 
REGISTER LOAD 


THRL 


A low-level input voltage, V||_. applied to this line 
enters a character into the TRANSMITTER HOLD- 
ING REGISTER. A transition from a low-level input 
voltage, V|i_, to a high-level input voltage, V^H- trans- 
fers the character into the TRANSMITTER REGIS- 
TER if it is not in the process of transmitting a char- 
acter. If a character is being transmitted, the transfer 
is delayed until its transmission is completed. Upon 
completion, the new character is automatically 
transferred simultaneously with the initiation of 
the serial transmission of the new character. 


24 


TRANSMITTER REGISTER 
EMPTY 


TRE 


r\ lliyil level U U l [J U L VUI lay c, "(JHi Ullo 1 1 lie IIIUI 

cates that the TRANSMITTER REGISTER has 
completed serial transmission of a full character 
including STOP bit(s). It remains at this level until 
the start of transmission of the next character. 



33 
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- 



O 



o 
ro 



PIN 








NUMBER 


NAME 


SYMBOL 


FUNCTION 


25 


TRANSMITTER REGISTER 
OUTPUT 


TRO 


The contents of the TRANSMITTER REGISTER 
(START bit, DATA bits. PARITY bit, and STOP bits) 
are serially shifted out on this line. When no data is 
being transmitted, this line will remain at ah igh-level 
output voltage, VqH' Start of transmission is defined 
as the transition of the START bit from a high-level 
output voltage VOH, to a low-level output voltage, Vol 


26-33 


TRANSMITTER REGISTER 
DATA INPUTS 


TR1-TR 8 


The character to be transmitted is loaded into the 
TRANSMITTER HOLDING REGISTER on these 
lines with the THRL Strobe. If a character of less 
than 8 bits has been selected (by WLS, and WLS2), 
the character is right justified to the least significant 
bit, TR1, and the excess bits are disregarded. A 
high-level input voltage, Vih, will cause a high- 
level output voltage, VOH, to be transmitted. 


34 


CONTROL REGISTER 
LOAD 


CRL 


A high-level input voltage. V|H. on this line loads the 
CONTROL REGISTER with the control bits (WLS,, 
WLS 2 , EPE, PI, SBS). This line may be strobed or 
hard wired to a high-level input voltage, Vih. 


35 


PARITY INHIBIT 


PI 


A high-level input voltage. Vih. on this line inhibits 
the parity generation and verification circuits and 
will clamp the PE output (pin 13) to Vol- lf parity is 
inhibited, the STOP bit(s) will immediately follow 
the last data bit of transmission. 


36 


STOP BIT(S) SELECT 


SBS 


This line selects the number of STOP bits to be trans- 
mitted after the parity bit. A high-level input voltage 
V|H. on this line selects two STOP bits, and a low- 
level input voltage, V||_, selects a single STOP bit. 
The TR1602 generates \Vi stop bits when word 
length is 5 bits and SBS is High Vih. 


37-38 


WORD LENGTH SELECT 


WLS1-WLS2 


These two lines select the character length (exclu- 
sive of parity) as follows: 

WLS 2 WLS-i Word Length 
V| L V| L 5 bits 
V| L V| H 6 bits 
V| H V !L 7 bits 
V| H V| H 8 bits 


39 


EVEN PARITY ENABLE 


EPE 


This line determines whether even or odd PARITY 
is to be generated by the transmitter and checked 
by the receiver. A high-level input voltage, V|(-|. 
selects even PARITY and a low-level input voltage, 
V|(_, selects odd PARITY. 


40 


TRANSMITTER REGISTER 


TRC 


The transmitter clock frequency is sixteen (16) times 
the desired transmitter shift rate. 
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THRL 



THRE 



1_T 



o 



TRE 



TRO 



15 CLOCK TIMES 
AFTER START OF 
LAST STOP BIT 



HI 



y 2 CLOCK 



o 
ro 



y 2 CLOCK 

END OF LAST STOP 
BIT (COUNT 16) 



CR1 CR2 CR3 CR4 CR5 



TRC 



THRL 



THRE 



CASE I -<( 



TRE 



TRO 



V 



r 

THRL 



THRE 



CASE II < 



TRE 



TRO 



CF1 




CF2 



CF3 



CF4 



CF5 



CASE I: IF THE POSITIVE TRANSITION OF 
THRL OCCURS >500ns PRIOR TO ANY 
CLOCK FALLING EDGE (CF3 IN 
SAMPLE) THE A, B, C, AND D SIGNALS 
WILL BE GENERATED AS SHOWN IN 
DETAIL II. 

CASE II: IF THE POSITIVE TRANSITION OF 
THRL OCCURS «500ns PRIOR TO ANY 
CLOCK FALLING EDGE (CF3 IN 
SAMPLE), THE B, C, AND D SIGNALS 
MAY BE GENERATED ON THE 
FOLLOWING CLOCK TIME I.E. THE B. 
C, AND D SIGNALS AS SHOWN IN 
DETAIL II MAY CHANGE AS FOLLOWS: 

CF3 TO CF4 

CF4TOCF5 

CR4 TOCR5 



TRANSMITTER TIMING 
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START (1) 



STOP 



START 



STOP 



Rl 



DATA 



DATA 



RR1-RR8 AND ERROR FLAGS PE, FE, OE(5) 



I 



DR 



1_ 



DRR 



DETAIL: 



(2) 



u 



10 11 12 13 14 15 



RRC 



Rl 



NOMINAL 



STOP 

TRANSITION 



NOMINAL BITCENTER 



PE, FE(3) 



3X 



i i 

(5) | | 



RR1-RR8, OE(3) 



I 



DRR 



DR(3) 




A-^| (4) 



(1) SEE APPLICATION FLAGS REPORT NO. 1 FOR DESCRIP- 
TION OF START BIT DETECTION 

(2) THE DELAY BETWEEN DRR AND DR = t d = 500 ns 

(3) DR. ERROR FLAGS, AND DATA ARE VALID AT THE 
NOMINAL CENTER OF THE FIRST STOP BIT 

(4) DRR SHOULD BE HIGH A MINIMUM OF "A" NS (ONE- 
HALF CLOCK TIME PLUS t pt j) PRIOR TO DR RISING EDGE 

(5) DATA AND OE PRECEDES DR, PE, AND FE FLAGS BY 
V2 CLOCK 

(6) DATA FLAGS WILL REMAIN SET UNTIL A GOOD CHARAC- 
TER IS RECEIVED OR MASTER RESET IS APPLIED. 



RECEIVER TIMING 
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SFD 



0.8V 
■•-tpdl-M 



•PE, FE, OE, DR.THRE 



2.0V 



■«-*pd0*| 



•OUTPUTS PE, FE, OE, DR, THRE ARE DIS- 
CONNECTED AT TRANSITION OF SFD 
FROM 0.8V TO 2.0V. 



STATUS FLAG OUTPUT DELAYS 



RRD 



RR1-RR8 



0.8V 

rtpd1"H 

\yf" 2.0V 




<-t pd0 *J 



"RR1-RR3, ARE DISCONNECTED AT 
TRANSITION OF RRD FROM 0.8V TO 2.0V. 



DATA OUTPUT DELAYS 
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RECEIVER FLOW CHART 
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ABSOLUTE MAXIMUM RATINGS NOTE: These voltages are measured with respect to GND 

Storage Temperature 

-l Plastic -55°Cto +125°C 

Ceramic -65°Cto +150°C 

g Vss Supply Voltage - 0.3V to + 7.0V 

^ Input Voltage at any pin - 0.3V to + 7.0V 

30 Operating Free-Air Temperature 

-± Ta Range 0°Cto70°C 

g Lead Temperature (Soldering, 10 sec.) 300°C 

ro 

ELECTRICAL CHARACTERISTICS 

(Vss = 5V ± 5%, Vdd = 0V, Vqg = -12V ± 5%) 



SYMBOL 


PARAMETER 


TR1602/TR1402 






OPERATING CURRENT 


MIN 


MAX 


CONDITIONS 


ice 


Substrate Supply Current 




60 ma 


VSS = 5.25V 


IGG 


Gate Supply Current 




- 10 ma 


VGG = -12.6V 




LOGIC LEVELS 








V|H 


Logic High 


VSS — 1-5V 






V|L 


Logic Low 




0.8V 


VSS = 4.75V 




OUTPUT LOGIC LEVELS 








VOH 


Logic High 


vss -iov 




Vss = 4.75V, lOH = 100^a 


vol 


Logic Low 




0.4V 


Vss = 5.25V, loL = 1.6 ma 


IOC 


Output Leakage 




± 10jja 


VOUT = 0V, VOUT = 5V 




(High Impedance State) 






SFD = RRD = V|H 


IlL 


Low Level Input Current 




1.6 ma 


V|N = 0.4V 



SWITCHING CHARACTERISTICS 

(See "Switching Waveforms") 







TR1402-* 












TR1 602-01 


TR1 602-00 




SYMBOL 


PARAMETER 


MIN. 


MAX. 


MIN. 


MAX. 


CONDITIONS 


f clock 


Clock Frequency 


DC 


320 KHz 


DC 


320 KHz 




tpw 


Pulse Widths 
CRL 
THRL 
DRR 
MR 


200 ns 
200 ns 
200 ns 
500 ns 




200 ns 
200 ns 
200 ns 
500 ns 






tc 


Coincidence Time 


200 ns 




200 ns 






thold 


Hold Time 


20 ns 




20 ns 






tset 


Set-up Time 

OUTPUT PROPAGATION 
DELAYS 














tpdO 
tpdl 


To Low State 
To High State 




650 ns 
650 ns 




500 ns 
500 ns 


JC L = 20pf, 

| plus one TTL load 


Cin 
Co 


CAPACITANCE 

Inputs 

Outputs 




20 pf 
20 pf 




20 pf 
20 pf 


f = 1MHz, 
Vin = 5V 



* All iterations 



See page 429 for ordering information. 
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W£ STERN DIGITAL 

CORPORAT/ON 

TR1863/TR1865 
Universal Asynchronous Receiver/Transmitter (UART) 



FEATURES 

• SINGLE POWER SUPPLY - +5VDC 

• D.C. TO 1 MHZ (64 KB) (STANDARD PART) 
TR1863/5 

• FULL DUPLEX OR HALF DUPLEX OPERATION 

• AUTOMATIC INTERNAL SYNCHRONIZATION 
OF DATA AND CLOCK 

• AUTOMATIC START BIT GENERATION 

• EXTERNALLY SELECTABLE 
Word Length 

Baud Rate 

Even/Odd Parity (Receiver/Verification — 

Transmitter/Generation) 

Parity Inhibit 

One, One and One-Half, or Two Stop Bit 
Generation (IV2 at 5 Bit Level) 

• AUTOMATIC DATA RECEIVED/TRANSMITTED 
STATUS GENERATION 

Transmission Complete 

Buffer Register Transfer Complete 

Received Data Available 

Parity Error 

Framing Error 

Overrun Error 

• BUFFERED RECEIVER AND TRANSMITTER 
REGISTERS 



THREE-STATE OUTPUTS 
Receiver Register Outputs 
Status Flags 
TTL COMPATIBLE 

TR1865 HAS PULL-UP RESISTORS ON ALL 
INPUTS 



APPLICATIONS 

PERIPHERALS 
TERMINALS 
MINICOMPUTERS 
FACSIMILE TRANSMISSION 
MODEMS 

CONCENTRATORS 

ASYNCHRONOUS DATA MULTIPLEXERS 
CARD AND TAPE READERS 
PRINTERS 
DATA SETS 
CONTROLLERS 
KEYBOARD ENCODERS 
REMOTE DATA ACQUISITION SYSTEMS 
ASYNCHRONOUS DATA CASSETTES 



CO 



en 



vece 

NCC 

vss c 

RRD C 
RR 8 C 
RR 7 C 
RR 6 c 
RR 5 C 
RR 4 C 
RR 3 C 
RR 2 C 
RR 1 C 
PE C 
FE C 
OE C 
SFD C 
RRCC 
DRR C 
DR 
Rl 



3 TRC 
3 EPE 

□ WLS-i 
3 WLS 2 
3 SBS 

□ PI 

□ CRL 

□ TR 8 

□ TR 7 
3 TR 6 
3 TR 5 
3 TR 4 

□ TR 3 

□ TR 2 
3 TR-i 
3 TRO 
3 TRE 
3 THRU 
3 THRE 
3 MR 



PIN CONNECTIONS 



RRD , 



Rl 



RRC. 



-BR 



DRR. 



.OE 



.FE 



SFD. 



RECEIVER HOLDING 
REGISTER 



RECEIVER REGISTER 



RECEIVER 
TIMING AND 
CONTROL 



Vc C( + 5V) t 
VS S(GND) - 



TRANSMITTER 

HOLDING 

REGISTER 


THRL 






* 




TRANSMITTER 
REGISTER 


»-TRO 



CONTROL 
REGISTER 



TRANSMITTER 
TIMING AND 
CONTROL 



■ TRC 
-THRE 



-TRE 



TR1863n-R1865 BLOCK DIAGRAM 
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2l hardwired MOS/LSI device. The UART is used to 
§g convert parallel data to a serial data format on the 
co transmit side, and converts a serial data format to 
^ parallel data on the receive side. 
2 The serial format in order of transmission and 
qo reception is a start bit, followed by five to eight data 
g> bits, a parity bit (if selected) and one, one and one- 
01 half, or two stop bits. 

Three types of error conditions are available on each 
received character, parity error, framing error(no valid 
stop bit) and overrun error. 



time. The receiver clock is also used to sample in the 
center of the serial data bits to allow for line 
distortion. 

Both transmitter and receiver are double buffered 
allowing a one character time maximum between a 
data read or write. Independent handshake lines for 
receiver and transmitter are also included. All inputs 
and outputs are TTL compatible with three-state 
outputs available on the receiver, and error flags for 
bussing multiple devices. 



PIN DEFINITIONS 



PIN 








NUMBER 


NAME 


SYMBOL 


FUNCTION 


1 


POWER SUPPLY 


vcc 


+ 5 volts supply 


2 


NC 


NC 


No Internal Connection 


3 


GROUND 


vss 


Ground = OV 


4 


RECEIVER REGISTER 
DISCONNECT 


RRD 


A high level input voltage, Vm, applied to this 
line disconnects the RECEIVER HOLDING 
REGISTER outputs from the RR-|-8 data outputs 
(pins 5-12). 


5-12 


RECEIVER HOLDING 


RR8- 


The parallel contents of the RECEIVER 




REGISTER DATA 


RR1 


HOLDING REGISTER appear on these lines if a 
low-level input voltage, V||_, is applied to RRD. 
For character formats of fewer than eight bits 
received characters are right-justified with RR1 
(pin 12) as the least significant bit and the 
truncated bits are forced to a low level output 
voltage, Vol 


1*51 
IO 


rMnl l T tnnUn 


DC 

rt 


rt niyn level uuipui voiiage, vqh, on mis line 
indicates that the received parity differ from that 
which is programmed by the EVEN PARITY 
ENABLE (pin 39) and the PARITY INHIBIT (pin 
35) control lines. This output is updated each 
time a character is transferred to the RECEIVER 
HOLDING REGISTER. PE lines from a number 
of arrays can be bussed together since an 
output disconnect capability is provided by 
Status Flag Disconnect line (pin 16). 


14 


FRAMING ERROR 


FE 


A high-level output voltage, VrjH, on this line 
indicates that the received character has no 
valid stop bit, i.e., the bit (if programmed) is not 
a high level voltage. This output is updated each 
time a character is transferred to the Receiver 
Holding Register, FE lines from a number of 
arrays can be bussed together since an output 
disconnect capability is provided by the Status 
Flag Disconnect line (pin 16). 
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PIN DEFINITIONS 



PIN 








NUMBER 


NAME 


SYMBOL 


FUNCTION 


15 


OVERRUN ERROR 


OE 


A high-level output voltage, Voh, ° n this line 
indicates that the Data Received Flag (pin 19) 
was not reset before the next character was 
transferred to the Receiver Holding Register. 
OE lines from a number of arrays can be bussed 
together since an output disconnect capability 
is provided by the Status Flag Disconnect line 
(pin 16). 


16 


STATUS FLAGS 
DISCONNECT 


SFD 


A high-level input voltage, Vm, applied to this 
pin disconnects the PE, FE, OE, DR and THRE 
allowing them to be buss connected. 


17 


RECEIVER REGISTER 
CLOCK 


RRC 


The receiver clock frequency is sixteen (16) 
times the desired receiver shift rate. 


18 


DATA RECEIVED 
RESET 


DRR 


A low-level input voltage, V||_, applied to this 
line resets the DR line. 


19 


DATA RECEIVED 


DR 


A high-level output voltage, Voh> indicates that 
an entire character has been received and 
transferred to the RECEIVER HOLDING 
REGISTER. 


20 


RECEIVER INPUT 


Rl 


Serial input data. A high-level input voltage, Vm, 
must be present when data is not being 
received. 


21 


MASTER RESET 


MR 


This line is strobed to a high-level input voltage, 
Vm, to clear the logic. It resets the TRANS- 
MITTER and RECEIVER HOLDING REGIS- 
TERS, the TRANSMITTER REGISTER, FE, OE, 
PE, DR and sets TRO, THRE, and TRE to a 
high-level output voltage, VoH- 


22 


TRANSMITTER 
HOLDING REGISTER 
EMPTY 


THRE 


A high-level output voltage, Voh. °" this line 
indicates the TRANSMITTER HOLDING REGIS- 
TER has transferred its contents to the 
TRANSMITTER REGISTER and may be loaded 
with a new character. 


23 


TRANSMITTER 
HOLDING REGISTER 
LOAD 


THRL 


A low-level input voltage, Vil, applied to this 
line enters a character into the TRANSMITTER 
HOLDING REGISTER. A transition from a low- 
level input voltage, V||_, to a high-level input 
voltage, Vm, transfers the character into the 
TRANSMITTER REGISTER if it is not in the 
process of transmitting a character. If a 
character is being transmitted, the transfer is 
delayed until its transmission is completed. 
Upon completion, the new character is 
automatically transferred simultaneously with 
the initiation of the serial transmission of the 
new character. 


24 


TRANSMITTER 
REGISTER EMPTY 


TRE 


A high-level output voltage, Voh. ° n this line 
indicates that the TRANSMITTER REGISTER 
has completed serial transmission of a full 
character including STOP bit(s). It remains at 
this level until the start of transmission of the 
next character. 
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PIN 
NUMBER 



NAME 



SYMBOL 



FUNCTION 



25 



TRANSMITTER 
REGISTER OUTPUT 



TRO 



26-33 



TRANSMITTER 
REGISTER DATA 
INPUTS 



TR-i-TRs 



34 



36 



CONTROL REGISTER 
LOAD 



PARITY INHIBIT 



STOP BIT(S) SELECT 



CRL 



PI 



SBS 



37-38 



WORD LENGTH 
SELECT 



WLS2-WLS1 



40 



EVEN PARITY 
ENABLE 



TRANSMITTER 
REGISTER 



EPE 



TRC 



The contents of the TRANSMITTER REGISTER 
(START bit, DATA bits, PARITY bit, and STOP 
bits) are serially shifted out on this line. When 
no data is being transmitted, this line will 
remain at a high-level output voltage, Voh- Start 
of transmission is defined as the transition of 
the START bit from a high-level output voltage 
VOH, to a low-level output voltage Vol 
The character to be transmitted is loaded into 
the TRANSMITTER HOLDING REGISTER on 
these lines with the THRL Strobe. If a character 
of less than 8 bits has been selected (by WLS-| 
and WLS2), the character is right justified to the 
least significant bit, TR-|, and the excess bits 
are disregarded. A high-level input voltage, V|H, 
will cause a high-level output voltage, Voh> to 
be transmitted. 

A high-level input voltage, V|H, on this line 
loads the CONTROL REGISTER with the 
control bits (WLS-|, WLS2, EPE, PI, SBS). This 
line may be strobed or hard wired to a high-level 
input voltage, V|H- 

A high-level input voltage, V|H, on this line 
inhibits the parity generation and verification 
circuits and will clamp the PE output (pin 13) to 
Vol If parity is inhibited, the STOP bit(s) will 
immediately follow the last data bit of trans- 
mission. 

This line selects the number of STOP bits to be 
transmitted after the parity bit. A high-level 
input voltage Vm, on this line selects two STOP 
bits, and a low-level input voltage, V|l, selects a 
single STOP bit. The TR1863 and TR1865 
generate IV2 stop bits when word length is 5 
bits and SBS isHighVm. 

These two lines select the character length 
(exclusive of parity) as follows: 



WLS2 


WLS1 


Word Length 


V|L 


V|L 


5 bits 


V|L 


V|H 


6 bits 


V|H 


V|L 


7 bits 


V|H 


V|H 


8 bits 



This line determines whether even or odd 
PARITY is to be generated by the transmitter 
and checked by the receiver. A high-level input 
voltage, Vm, selects even PARITY and a low- 
level input voltage, V||_, selects odd PARITY. 
The transmitter clock frequency is sixteen (16) 
times the desired transmitter shift rate. 
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THRL 



THRE 



TRE 



TRO 



15 CLOCK TIMES 
AFTER START OF 
LAST STOP BIT (1) 



■ Vz CLOCK 



1/2 CLOCK 

END OF LAST STOP 
BIT (COUNT 16) 



V 



(1) NOT VALID FOR 5.0 MHZ OPTION 



CR1 CR2 CR3 
CF1 



CR4 



CR5 



CASE I < 



CASE II < 




CF4 



TRC 






tpdL^- 


THRE 


r 




CR4 


TRC 






tpd|^- 


TRO 



CASE I: IF THE POSITIVE TRANSITION OF 
THRL OCCURS >250ns PRIOR TO ANY 
CLOCK FALLING EDGE (CF3 IN 
SAMPLE) THE A, B, C, AND D SIGNALS 
WILL BE GENERATED AS SHOWN IN 
DETAIL II. 

F THE POSITIVE TRANSITION OF 
THRL OCCURS <250ns PRIOR TO ANY 
CLOCK FALLING EDGE (CF3 IN 
SAMPLE), THE B, C, AND D SIGNALS 
MAY BE GENERATED ON THE FOL- 
LOWING CLOCK TIME I.E. THE B, C, 
AND D SIGNALS AS SHOWN IN 
DETAIL MAY CHANGE AS FOLLOWS: 
CF3TO CF4 
CF4 TO CF5 
CR4TOCR5 



NOTE: IT IS ADVISABLE TO CONSIDER 
CASE II FOR fcLOCK > 4.0 MHZ. 



DETAIL I 



TRANSMITTER TIMING 



00 

3D 

I 
01 
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START (1) 



STOP START 



Rl 



DATA 



DATA 



STOP 



RR1-RR8 AND ERROR FLAGS PE, FE, OE(5) 



I 



DR(19) 



1_ 



DRR(18) 



(2) 



u 



DETAIL: 



RRC 



1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 



NOMINAL 



ST0P BIT 

_^ J TRANSITION 



NOMINAL BIT CENTER 



1 1 



PE, FE<3) 



(5) | 



RR1-RR8, OE(3) 

H/ — 



DRR 



DR(3) 




(2) -H td 



A-»-| (4) 



(1) SEE APPLICATION FLAGS REPORT NO. 1 FOR DESCRIP- 
TION OF START BIT DETECTION 

(2) THE DELAY BETWEEN DRR AND DR = td = 500 NS 

(3) DR. ERROR FLAGS, AND DATA ARE VALID AT THE 
NOMINAL CENTER OF THE FIRST STOP BIT 

(4) DRR SHOULD BE HIGH A MINIMUM OF "A" NS (ONE- 
HALF CLOCK TIME PLUS tpd) PRIOR TO THE RISING 
EDGE OF DR 

(5) DATA AND OE PRECEDES DR, PE, AND FE FLAGS BY 
V4 CLOCK 

(6) DATA FLAGS WILL REMAIN SET UNTIL A GOOD CHARAC- 
TER IS RECEIVED OR MASTER RESET IS APPLIED. 



RECEIVER TIMING 
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SFD 



X 



*PE, FE, OE, DR.THRE 



0.8V 



♦tpdlH 

\ 



2.0V 



-<pd0*] 



•OUTPUTS PE, FE, OE, DR, THRE ARE DIS- 
CONNECTED AT TRANSITION OF SFD 
FROM 0.8V TO 2.0V. 



STATUS FLAG OUTPUT DELAYS 



RRD 



•RR1-RR8 



0.8V 

-tpd1-H 

\ 



2.0V 



<-t p d0*| 



•RRvRRa ARE DISCONNECTED AT 
TRANSITION OF RRD FROM 0.8V TO 2.0V. 



DATA OUTPUT DELAYS 
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LOAD START BIT INTO 
RECEIVER SHIFT REGISTER 




ENABLE PE F/F 
TO BE SET 
TOV 0H 
1 



ENABLE PE F/F 
TO BE RESET 
TO V 0L 









L 7 


NO^^ 


HI 
1 E 
Tl P 


IT 



HAS 
A STOP BIT 
BEEN RECEIVED 



ENABLE FE F/F 




ENABLE FE F/F 


TO BE SET 




TO BE RESET 


TOVqh 




to vql 














no/ 


is 


YES 






dr = v l? . 







ENABLE OE F/F 
TO BE SET 
TO V 0H 




ENABLE OE F/F 
TO BE RESET 
TO Vql 











TRANSFER DATA BITS FROM 
RECEIVER REGISTER TO 
RECEIVER HOLDING REGISTER 
AND SET OE TO 
PROPER STATE 




SET DR. PE S FE FLAGS TO PROPER STATES 



DR = V 0H 



operator\ 

ACTION / 



EXAMINE OUTPUTS 
1 STROBE SFD 
2. STROBE RRD 



drr = Vol 
dr— v ol 



© 
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ABSOLUTE MAXIMUM RATINGS 



NOTE: These voltages are measured with respect to GND 



§> Storage Temperature 

W Plastic -55°Cto +125°C 

Ceramic -65°Cto + 150°C 

3 V CC Supply Voltage - 0.3V to + 7.0V 

00 Input Voltage at any pin - 0.3V to + 7.0V 

0> Operating Free-Air Temperature 

01 Ta Range 0°Cto70°C 



Lead Temperature (Soldering, 10 sec.) 300°C 



ELECTRICAL CHARACTERISTICS 

(VCC = 5V ± 5%,VSS = 0V) 



SYMBOL 


PARAMETER 


TR1 863/5 






OPERATING CURRENT 


MIN 


MAX 


CONDITIONS 


ICC 


Supply Current 




35ma 


Vqc = 5.25V 




LOGIC LEVELS 








V|H 


Logic High 


2.4V 






V|L 


Logic Low 




0.6V 


VCC = 4.75V 




OUTPUT LOGIC LEVELS 








VOH 


Logic High 


2.4V 




VQC = 4.75V, lOH = 100 ya. 


vol 


Logic Low 




0.4V 


VQC = 5.25V, lOL = 1.6 ma 


'OC 


Output Leakage 




±10^a 


VOUT = 0V, VOUT = 5V 




(High Impedance State) 






SFD = RRD = V-|H 


l(L 


Low Level Input Current 


100(ja 


1.6ma 


V|N = 0.4V TR 1865 only 








10^a 


V|N = V|L,TR 1863 only 


llH 


High Level Input Current 




-10^a 


V|N = V|H,TR 1863 only 



122 



SWITCHING CHARACTERISTICS 
(See "Switching Waveforms") 



SYMBOL 


PARAMETER 


MIN 


MAX 


CONDITIONS 


f clock 


Clock Frequency 






VCC = 4.75V 




TR1 863-00 


DC 


1.0 MHz 






TR1863-02 


DC 


2.5 MHz 






TR1 863-04 


DC 


3.5 MHz 






TR1 865-00 


DC 


1.0 MHz 


with internal pull-ups on all inputs 




TR1 865-02 


DC 


2.5 MHz 


with internal pull-ups on all inputs 




TR1865-04 


DC 


3.5 MHz 


with internal pull-ups on all inputs 


tnw 


Pulse Widths 










CRL 


200 ns 








THRL 


200 ns 








DRR 


200 ns 








MR 


500 ns 






te 


Coincidence Time 


200 ns 






thold 


Hold Time 


20 ns 






tset 


Set Time 











OUTPUT PROPAGATION 










DELAYS 








tpdO 


To Low State 




250 ns 




tpdl 


To High State 




250 ns 


C|_ = 20 pf, plus one TTL load 




CAPACITANCE 








Cin 


Inputs 




20 pf 


f = 1 MHz, V|N = 5V 


c 


Outputs 




20 pf 


f = 1 MHz, V|N = 5V 



00 
CO 
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Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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TR1602/TR1863/TR1865 MOS/LSI Application Notes 
Asynchronous Receiver/Transmitter 



o 



INTRODUCTION 

The transfer of digital data over relatively long 
distances is generally accomplished by sending the 
data in serial form thru a single communications 
channel using one of two general transmission 
techniques; asynchronous or synchronous. Syn- 
chronous data transmission requires that a clock 
signal be transmitted with the data in order to mark 
the location of the data bits for receiver. A specified 
clock transition (either rising or falling) marks the 
start of each data bit interval as shown in Figure 1. In 
addition, special synchronization data patterns are 
added to the start of the transmission in order for the 
receiver to locate the first bit of the message. With 
synchronous transmission, each data bit must follow 
contiguously after the sync word, since one data bit 
is assumed for every clock period or a fixed multiple 
of clock periods. 



With asynchronous transmission, a clock signal is 
not transmitted with the data and the characters 
need not be contiguous. In order for the receiver to 
properly recover the message, the bits are grouped 
into data characters (generally from 5 to 8 bits in 
length) and synchronizing start and stop elements 
are added to each character as shown in Figure 2. 

The start element is a single logic zero (space) data 
bit that is added to the front of each character. The 
stop element is a logic one (mark) that is added to the 
end of each character. The logic one (mark) level is 
maintained until the next data character is ready to 
be transmitted. (Asynchronous transmission is often 
referred to as start-stop transmission for obvious 
reasons). Although there is no upper limit to the 
length of the stop element, there is a lower limit that 
depends on the system characteristics. Typical lower 
limits are 1.0, 1.42 or 2.0 data bit intervals, although 



00 
CO 



ONE 
DATA 
BIT 

INTERVAL 



CLOCK SIGNAL 



v 

TYPICAL8 BIT 
SYNC PATTERN 



J DATA SIGNAL 
/ 



J L 



r 



FIRST DATA 
BIT 



Figure 1. SYNCHRONOUS DATA 



FIRST DATA BIT 



STOP ELEMENT 



l_t 



START 
ELEMENT- 



J~L 



v 

ONE 8 BIT 
CHARACTER 
(11001000) 

/ \ 

FIRST LAST 
DATA DATA 
BIT BIT 



LAST 
DATA 
BIT 



IDLE 



FIRST DATA BIT 



START 
ELEMENT 



START 
ELEMENT 
STOP ELEMENT 
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most modern systems use 1.0 or 2.0. The negative 
going transition of the start element defines the 

jd location of the data bits in one character. A clock 
source at the receiver is reset by this transition and is 

g used to locate the center of each data bit. 

The rate at which asynchronous data is transmitted is 
H usually measured in baud, where a baud is defined to 
33 be the reciprocal of the shortest signal element 
g£ (usually one data bit interval). It is interesting to note 
OJ that the variable stop bits is what makes the baud 
££ rate differ from the bit rate. For synchronous trans- 
H mission, each data element is equal to the clock 
2 period therefore the baud rate equals the bit rate. The 
Oo same is true for asynchronous transmission if the 
g> stop element is always one bit in duration (this is 
referred to as isochronous transmission). However, 
when the stop code is longer than one bit, as shown 
in Figure 3, the baud rate differs from the bit rate. 

Each character in Figure 3 is 11 data bit intervals in 
length, and if 15 characters are transmitted per 
second, then the shortest signal element (one data 
bit interval) is 66.6 ms/11 - 6.06 ms; giving a rate of 
1/6.06 ms = 165 baud. However, since only 10 bits of 
information (8 data bits, one start bit and 1 stop bit) 
are transmitted every 66.6 msec, the bit rate is 150 
bit/sec. (Even though the stop element lasts for two 
data intervals, it still is only one bit of information.) 

There are several reasons for using asynchronous 
transmission. The major reason is that since a clock 
signal need not be transmitted with the data, trans- 
mission equipment requirements are greatly simpli- 
fied. (Note, however, that an independent clock 
source is still required at both the transmitter and 
receiver). Another advantage of asynchronous trans- 
mission is that characters need not be contiguous in 
time, but are transmitted as they become available. 
This is a very valuable feature when transmitting data 
from manual entry devices such as a keyboard. The 
major disadvantage of asynchronous transmission is 
that it requires a very large portion of the com- 
munication channel bandwidth for the synchronizing 
start and stop elements (a much smaller portion of 
the bandwidth is required for the sync words used in 
synchronous transmission). 



Asynchronous transmission over a simple twisted 
wire pair can be accomplished at moderately high 
baud rates (10K baud or higher depending on the 
length of the wire, type of line drivers, etc.) while it is 
generally limited to approximately 2K baud over the 
telephone network. Other types of asynchronous 
transmission can be as high as 300K baud. When 
operating over the telephone network, a modem is 
required to convert the data pulses to tones that can 
be transmitted through the network. 

One of the major limiting factors in the speed of 
asynchronous transmission is the distortion of the 
signal elements. Distortion is defined as the time 
displacement between the actual signal level trans- 
mission and the nominal transition (At), divided by 
the nominal data bit interval (See Figure 4). 

The nominal data bit interval is equal to the reciprocal 
of the nominal transmission baud rate and all data 
transitions should ideally occur at an integer number 
of intervals from the negative transition of the start 
bit. Actual data transitions may not occur at these 
nominal points in time as shown in the lower 
waveform of Figure 4. The distortion of any bit 
transition is equal to At x NOMINAL BAUD RATE. 

This distortion is generally caused by frequency jitter 
and frequency offset in the clock source, used to 
generate the actual waveform as well as transmis- 
sion channel, noise, etc. Thus, the amount of 
distortion that can be expected on any asynchronous 
signal depends on the device used to generate the 
signal and the characteristics of the communication 
channel over which it was sent. Electronic signal 
generators can be held to less than 1% distortion 
while electromechanical devices (such as a teletype) 
typically generate up to 20% distortion. The trans- 
mission channel may typically add an additional 5% 
to 15% distortion. 

The distortion previously described referred only to a 
single character as all measurements were refer- 
enced to the start element transition of that charac- 
ter. However, there may also be distortion between 
characters when operating at the maximum possible 
baud rate (i.e., stop elements are of minimum length). 
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This type of distortion is usually measured by the 
minimum character interval as shown in Figure 4B. 

The minimum character interval distortion is gener- 
ally specified as the percentage of a nominal data bit 
interval that any character interval may be shortened 
from its nominal length. Since many of the same 
parameters that cause distortion of the data bits are 
also responsible for the character length distortion, 
the two distortions are often equal. However, some 
systems may exhibit character interval distortions of 
up to 50% of a data bit interval. This parameter is 
important when operating at the maximum baud rate 
since the receiver must be prepared to detect the 
next start bit transition after the minimum character 
interval. 

Asynchronous receivers operate by locating the 
nominal center of the data bits as measured from the 
start bit negative going transition. However, due to 
receiver inaccuracies, the exact center may not be 
properly located. In electromechanical devices such 
as teletypes, the inaccuracy may be due to mechani- 



cal tolerances or variations in the power line 
frequency. With electronic receivers, the inac- 
curacies are due to frequency offset, jitter and 
resolution of the clock source used to find the bit 
centers. (The bit centers are located by counting 
clock pulses). For example, even if the receiver clock 
had no jitter or offset, and it was 16 times the baud 
rate, then the center of the bit could only be located 
within 1/16 of a bit interval (or 6.25%) due to clock 
resolution. However, by properly phasing the clock, 
this tolerance can be adjusted so that the sampling 
will always be within ±3.125% of the bit center. 
Thus, signals with up to 46.875% distortion could be 
received. This number (the allowable receiver input 
distortion) is often referred to as the receiver 
distortion margin. Electromechanical receivers have 
distortion margins of 25 to 30%. The receiver must 
also be prepared to accept a new character after the 
minimum character interval. Most receivers are 
specified to operate with a minimum character in- 
terval distortion of 50%. 
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© CHIP, packaged in a 40 lead ceramic DIP. The array is 
M capable of full duplex (simultaneous transmission 
H and reception) or half duplex operation. 

2 The transmitter basically disassembles parallel data 
Co characters into a serial asynchronous data system. 
§5 Control lines are included so that the characters may 
2j be 5, 6, 7 or 8 bits in length, have an even or odd parity 

3 bit, and have either one or two* stop bits. Fur- 
thermore, the baud rate can be set anywhere be- 

§g tween DC and 312K baud by providing a transmit 
cn clock at 16 times the desired baud rate. 

* 1-1/2 with 5 bit code 

* * All references apply to the TR1602/TR1863/TR1865 
operation. 



format with the start, parity and stop bits removed. 
Three error flags are also provided to indicate if the 
parity was in error, a valid stop bit was not decoded or 
the last character was not unloaded by the external 
device before the next character was received (and 
therefore the last character was lost). The receiver 
clock is set at 16 times the transmitter baud rate. 

Both the transmitter and receiver have double char- 
acter buffering so that at least one complete charac- 
ter interval is always available for exchange of the 
characters with the external devices. This double buf- 
fering is especially important if the external device is 



Table 1. 



DIFFERENCES 


TR1602 


TR1863 


TR1865 


Stop bits in 5 bit character mode 


m 


1V2 


IV2 


Internal pull-up resistors at inputs 


yes 


no 


yes 


Maximum operating frequencies 


320 KHz 


1.0 MHz 
2.5 MHz 
3.5 MHz 


1.0 MHz 
2.5 MHz 
3.5 MHz 


Power Supplies 


Vss = + 5V 
V D D = -12V 


VCC = +5V 
only 


VCC = +5V 
only 


Maximum power consumption 


440 MW 


185 MW 


185 MW 
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a computer, since this provides a much longer per- 
missible interrupt latency time (the time required for 
the computer to respond to the interrupt). 

The status of the transmitter buffer and the receiver 
buffer (empty or full) is also provided as an output. 

Another feature of the UART is that the control in- 
formation can be strobed into the transmitter and 
receiver and stored internally. This allows a common 
bus from a computer to easily maintain the controls 
for a large number of transmitter/receivers. 

The UART data and error flag outputs are designed 
for direct compatibility with bus organized systems. 
This feature is achieved by providing completely TTL 
compatible Three-state outputs (no external com- 
ponents are required). Three-state outputs may be set 
to a logic one or logic zero when enabled, or set to an 
open circuit (very high impedance) when disabled. A 
separate control line is provided to enable the data 
outputs and another one to enable the error flags so 
that the data outputs can be tied to a separate bus 
from the flag outputs. 

The TR1602/1865 inputs are also directly compatible 
with TTL logic elements without any external compo- 
nents. TR1863 require pullups on inputs. 

UART DESCRIPTION 

Figure 6 is a block diagram of the transmitter portion 
of the UART. Data can be loaded into the Transmitter 
Holding Register whenever the Transmitter Holding 
Register Empty (THRE) line is at a logic one, in- 
dicating that the Transmitter Holding Register is 
empty. The data is loaded in by strobing the 
Transmitter Holding Register Load (THRL) line to a 
logic zero. The data is automatically transferred to 
the Transmitter Register as soon as the Transmitter 
Register becomes empty. The desired start, stop and 
parity bits are then added to the data and serial 
transmission is started. The number of stop bits and 
the type of parity bit is under control of the Control 
Register. The state of the control lines is loaded into 
the Control Register when the Control Register Load 
(CRL) line is strobed to a logic one. The 5 control 
lines allow 24 different character formats as shown in 
Table 2. These 24 formats cover almost all of the 
transmission schemes presently in use. 

A Master Reset (MR) input is provided which sets the 
transmitter to the idle state whenever this line is 
strobed to a logic one. In addition, a Status Flag 
Disconnect (SFD) line is provided. When this signal is 
at a logic one, the THRE output is disabled and goes 
to a high impedance. This allows the THRE outputs 
of a number of arrays to be tied to the same data bus. 

Figure 7 illustrates the relative timing of the trans- 
mitter signals. After power turn-on, the master reset 
should be strobed to set the circuits to the idle state. 
The external device can then set the transmitter 
register data inputs to the desired value and after the 
data inputs are stable, the load pulse is applied. The 
data is then automatically transferred to the Trans- 



mitter Register where the start, stop and parity (if 
required) bits are added and transmission is started. 
This process is then repeated for each subsequent 
character as they become available. The only timing 
requirement for the external device is that the data 
inputs be stable during the load pulse (and 20 nsec 
after). 

Table 2. 
CONTROL DEFINITION 



CONTROL WORD 



CHARACTER FORMAT 



W W 
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s 










S> 
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START 


DATA 


PARITY STOP 


2 


1 
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o 
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BIT 


DITC 


BIT 


BITS 
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5 


ODD 
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ODD 


1.5 
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EVEN 
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X 
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NONE 


1 








1 
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1 
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The UART Transmitter output will have less than 1 % 
Distortion at baud rates of up to 31 2K baud 
(assuming the Transmitter Register Clock is perfect) 
and is, therefore, compatible with virtually all other 
asynchronous receivers. 

Figure 8 is a block diagram of the Receiver portion of 
the UART. Serial asynchronous data is provided to 
the Receiver Input (Rl). A start bit detect circuit 
continually searches for a logic one to logic zero 
transition while in the idle (logic one) state. When this 
transition is located, a counter is reset and allowed to 
count until the center of the start bit is located. If the 
input is still a logic zero at the center, the signal is 
assumed to be a valid start bit and the counter 
continues to count to find the center of all sub- 
sequent data and stop bits. (Verification of the start 
bit prevents the receiver from assembling an 
erroneous data character when a logic zero noise 
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Figure 7. TRANSMITTER TIMING DIAGRAM 



spike is presented to the Receiver Input). The Re- 
ceiver is under control of the Control Register de- 
scribed in the previous paragraph. This register 
controls the number of data bits, number of stop bits, 
and the type of parity as described in Table 2. The 
word length gating circuit adjusts the length of the 
Receiver Register to match the length of the data 
characters. A parity check circuit checks for even or 
odd parity if parity was programmed. If parity does 
not check a Parity Error signal will be set to a logic 
one and this signal will be held until the next 
character is transferred to the Holding Register. A 
circuit is also provided that checks the first stop bit 
of each character. If the stop bit is not a logic one, the 
Framing Error line will be set to a logic one and held 
until the next character is transferred to the Holding 



Register. This feature permits easy detection of a 
break character (null character with no stop element). 
As each received character is transferred to the 
Holding Register, the Data Received (DR) line is set to 
a logic one indicating that the external device may 
sample the data output. When the external device 
samples the output, it should strobe the Data 
Received Reset (DRR) line to a logic zero to reset the 
DR line. If the DR line is not reset before a new 
character is transferred to the Holding Register (i.e., a 
character is lost) the Overrun Error line will be set to a 
logic one and held until the next character is loaded 
into the Holding Register. The timing for all of the 
Receiver functions is obtained from the external 
Receiver Register Clock which should be set at 16 
times the baud rate of the transmitter. 
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Figure 9 illustrates the relative timing of the Receiver 
signals. A Master Reset strobe places the unit in the 
idle mode and the Receiver then begins searching for 
the first start bit. After a complete character has been 
decoded, the data output and error flags are set to 
the proper level and the Data Received (DR) line is set 
to a logic one. Although it is not apparent in Figure 9, 
the data outputs are set to the proper level one half 
clock period before the DR and error flags, which are 
set in the center of the first stop bit. The Data 
Received Reset pulse resets the DR line to a logic 
zero. Data can be strobed out at any time before the 
next character has been disassembled. 

The UART Receiver uses a 16X clock for timing 
purposes. Furthermore, the center of the start bit is 
defined as clock count 7-1/2. Therefore, if the receiver 
clock is a symmetrical square wave as shown in 
Figure 10, the center of the bits will always be 
located within ±3.125% (assuming a perfect input 
clock) thus giving a receiver margin of 46.875%. 

In Figure 10, the start bit could have started as much 
as one complete clock period before it was detected, 
as indicated by the shaded area of the negative going 
transition. Therefore, the exact center is also 



unknown by the shaded area around the sample 
point. This turns out to be ± 1/32 = ± 3.125%. 

If the receiver clock is not perfect, then the receiver 
distortion margin must be further reduced. For 
example, if the clock had 1.0% jitter, 0.1% offset and 
the positive clock pulse was only 40% of the clock 
cycle; then, for a 10 element character, the clock 
would add: 

1.0% +(0.1%x10)+ 0.1(1/16) = 2.3% Distortion 
(Jitter) (Offset) (Non-symmet- 
rical Clock) 

(The frequency offset was multiplied by the number 
of elements per character since the offset is cumu- 
lative on each element. 

Since a clock with these characteristics is very easy 
to obtain, it is apparent that a receiver operating 
margin of slightly over 45% is very easy to achieve 
when using the UART. Furthermore, this margin is 
sufficient for virtually all existing transmitters and 
modems presently in use. 

The UART also begins searching for the next start bit 
exactly in the center of the first stop bit so that 
minimum character distortions of up to 50% can be 
accepted. 
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A break character (null character without a stop bit) 
will lock the receiver up since it will not begin look- 
ing for the next start bit until a stop bit has been 
received. 

TYPICAL UART APPLICATION 

The UART is ideally suited for use in distributed 
computer networks such as is illustrated in Figure 
11. One of the primary purposes of the communica- 
tions controller is to assemble and disassemble the 
asynchronous characters (required for communica- 
tion with the data terminals) to/from the parallel data 
format required by the host computer. Often the com- 
munications controller is a micro-computer and char- 
acter assembly/disassembly is performed by the 
software. When this is the case, the micro-computer 
must be interrupted at a rate equal to 8 to 16 times 
the baud rate of all terminals being handled by the 
controller. (The actual interrupt rate depends on the 
amount of distortion that can be experienced on the 
received characters). When the number of terminals 
exceeds 8 to 16, even the most powerful micro-com- 
puters become overloaded due to the high interrupt 
rate and the complex algorithms required by the 
software. 

The UART greatly reduces this problem by per- 
forming the character assembly/disassembly func- 
tions in external hardware as shown in a typical 
configuration in Figure 12. This solution not only 
reduces the interrupt rate by a factor of up to 176, but 
it also greatly reduces the micro-computer load, thus 
freeing it for other functions. 

Since the UART inputs and outputs are TTL compat- 
ible, it interfaces directly with virtually all micro- 
computer I/O busses. In Figure 12, the micro- 
computer Data Output Bus is connected to the 
Transmitter Register (TR) inputs and the Control 
Register inputs. When the micro-computer has a 
character to transmit, the character is placed on the 
Data Output bus and the address of the appropriate 
UART is placed on the Device Address Bus. The 
Address Decode circuit will output a THRL load 



pulse under control of the Data Out Strobe from the 
micro-computer. When the control register should be 
changed, a new 5 bit control word is placed on the 
Data Output Bus and along with an appropriate 
device address which is converted to a CRL load 
pulse in the Address Decode circuits, again under 
control of the Data Out Strobe. A THRE Pulse to the 
Interrupt Request circuit will notify the micro- 
computer when a new character may be provided to 
the UART for transmission. 

When a character has been received, a DR signal to 
the Interrupt Request circuit will request an interrupt 
from the micro-computer. The micro-computer will 
respond by setting the proper device address and 
provide a Data in Strobe pulse. The Address-Decode 
circuit then sets the RRD line and SFD line to the 
appropriate receiver to enable the Data Outputs onto 
the mini Data Input Bus. The Data in Strobe from the 
micro-computer then resets the DR signal with a 
DRR pulse from the Address Decode circuit. 

The UART Transmitter Output (TRO) and Receiver 
Input (Rl) must generally be converted to RS232 
levels if they interface with a modem as shown in 
Figure 12. RS232 is a standard that has been 
established by the Electronic Industries Association 
for the interface between data terminals and data 
communications equipment. RS232-C defines a 
space as greater than 3 volts and a mark as less than 
negative 3 volts at the Receiver input. A transmitter 
output of between 5 and 15 volts is a space while a 
level between - 5 and - 15 is a mark. The input/out- 
put impedances and signal rise and fall times are 
also specified by RS232. Fairly simple discrete level 
translators can be used to convert from the TTL 
levels to the RS232 levels, or monolithic IC's are also 
available. 

It should be noted that the typical application 
illustrated in Figure 12 is only one of many and it 
does not take advantage of many of the UART 
features. For example, the Status Flags could be tied 
to a separate interrupt request bus or the TRE output 
could be used to implement half-duplex operation. 
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implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed in U S A 



WESTERN DIGITAL 

CORPORATION 

WD1983(BOART) 
Bus Oriented Asynchronous Receiver/Transmitter 



FEATURES 

ASYNCHRONOUS MODE 

• FULL DUPLEX OPERATION 

• SELECTABLE 5,6,7, & 8 BIT CHARACTERS 

• LINE BREAK DETECTION AND GENERATION 

• 1, 1 1 /2, or 2 STOP BIT SELECTION 

• FALSE START BIT DETECTION 

• OVERRUN AND FRAMING ERROR DETECTION 

• DC TO 36K BITS/SEC (16X) 

• DC TO 600K BITS/SEC (1X) 

• 8251/8251A ASYNCHRONOUS ONLY REPLACEMENT 

• REQUIRES NO ASYNCHRONOUS SYSTEM CLOCK 

• 28 PIN PLASTIC OR CERAMIC 

• +5 VOLT ONLY 

SYSTEM COMPATIBILITY 

• DOUBLE BUFFERING OF DATA 

• 8 BIT BI-DIRECTIONAL BUS FOR DATA, STATUS, AND 
CONTROL WORDS 

• ALL INPUTS Ar^ OUTPUTS TTL COMPATIBLE 

• CHIP SELECT, RE, WE, C/D INTERFACE TO CPU 

• ON-LINE DIAGNOSTIC CAPABILITY 

• THREE STATE DATA BUS 



BAUD RATE-DC TO 36K BITS/SEC (16X) 
SELECTABLE CLOCK RATES 

• 1X, 16X, 64X, BAUD RATE CLOCK INPUTS 

• UP TO 47% DISTORTION ALLOWANCE 
WITH 64X CLOCK 



APPLICATIONS 

ASYNCHRONOUS COMMUNICATIONS 
SERIAL/PARALLEL INTERFACE 



GENERAL DESCRIPTION 

The WD1983 is an N channel silicon gate MOS/LSI device 
that interfaces a digital asynchronous channel with a parallel 
channel. It is available in a ceramic or plastic standard 28 pin 
dual in line package. 

The WD 1983 is a fully programmable microprocessor I/O pe- 
ripheral with two control registers and a status register. It is 
capable of full duplex operations. 



i 

CO 
CO 
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14 
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27 
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25 
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— RTS 


22 


— BSr 
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— MR 


20 


— NC 


19 


— TXD 


IB 


— TXE 


17 


— CTS 


16 


— BRKDET 


15 


— TXRDY 



- ■ ■ • 

GND V« 
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FIGURE 1 WD1983 PIN-OUT FIGURE 2 WD1983 BLOCK DIAGRAM 
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PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


1,2,5, 
6, 7, 8, 
27,28 


DATA BUS 


DO THRU D7 


These are input/output pins. Data on the DATA BUS is 
written into the selected register during a WRITE 
operation. During a READ operation, the DATA BUS is 
driven by data in the selected register. When not 
selected, (CS high), these pins are in a high im- 
pedance state. 


3 


RECEIVE DATA 


RXD 


This input is the received serial data. 


4 


POWER GND 


vss 


Ground 


g 


TRANSMIT CLOCK 


TXC 


This input is the source clock for transmission. 
MODE INSTRUCTION word bits MRO & MR1, control 
1X, 16X, or64X, times the transmitted bit rate. 


10 


WRITE ENABLE 


WE 


This input, when low, writes the data on the DATA 
BUS into the addressed register. 


11 


CHIP SELECT 


cs 


This input, when low, enables READ or WRITE 
operations. 


12 


CONTROL/DATA 


C/D 


This input selects the CONTROL or DATA register. It 
is used in conjunction with a READ or WRITE enable. 


13 


READ ENABLE 


RE 


This input, when low, accesses the contents of the 
addressed register. 


14 


HcCEIVhR HEADY 


RXRDY 


This output is set low after MASTER RESET. When 
set high it indicates that the receiver has assembled 
a character and transferred it to the RECEIVER 
HOLDING REGISTER. It is automatically reset when 
the RECEIVER HOLDING REGISTER is read. 


15 


TRANSMIT READY 


TXRDY 


This output is set high after MASTER RESET. It in- 
dicates that the transmitter is ready to accept a 
character. It will be set low whenever a character is 
written into the TRANSMITTER HOLDING 
REGISTER and will be set high again as soon as a 
character is transfered to the TRANSMITTER 
REGISTER. 


16 


BREAK DETECT 


BRKDET 


This output is reset after MASTER RESET. It is set 
high when the receiver detects a string of zeros equal 
to the programmed character length including start, 
parity and stop bits. Upon detecting a valid one data 
bit it's reset. Assembly of the next character is begun 
after detecting a valid start bit. 
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PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


17 


CLEAR TO SEND 


CTS 


This input is set low to enable the transmitter. When 
set high it disables transmission. If the transmitter is 
transmitting a character, it will terminate trans- 
mission after the TRANSMITTER REGISTER is 
empty. 


18 


TRANSMIT EMPTY 


TXE 


This output is set high after MASTER RESET and is 
set low as soon as a character is transferred from the 
TRANSMITTER HOLDING REGISTER into the 
TRANSMITTER REGISTER. It returns to a high at the 
end of a transmitted character indicating the end of 
transmission if the TRANSMIT HOLDING REGISTER 
has not been loaded. 


19 


TRANSMIT DATA 


TXD 


This output is the transmit serial data. When no data 
is being transmitted or after MASTER RESET, this 
output is high (a marking condition). COMMAND 
CONTROL word bit 3 is used to program a break 
condition by forcing the TXD output to a low (spacing 
condition). 


20 




NC 


No internal connection, pin not used. 


21 


MASTER RESET 


MR 


This input, when high, initializes the device and 
clears the COMMAND and MODE REGISTERS. 




RATA OCT DCAnV 

UAIA obi HbAUY 


Don 


This is a general purpose input which is sensed in 
STATUS REGISTER bit #7. 


23 


REQUEST TO SEND 


RTS 


This is a general purpose output which is set and 
cleared by uommand word bit CR5. It is reset atter 
MASTER RESET. 


24 


DATA TERMINAL READY 


DTR 


This is a general purpose output which is set and 
cieareo Dy uumiviainu wora on om. it is reset atter 
MASTER RESET. 


25 


RECEIVE CLOCK 


RXC 


This input is the receiver clock. MODE IN- 
STRUCTION word bits MRO & MR1 control whether 
this input is 1X, 16X or64X times the received bit rate. 


26 


POWER SUPPLY 


vcc 


+ 5 Volts 
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REGISTERS, which buffer Transmit and Receive DATA. They 
are the TRANSMIT HOLDING REGISTER and the RECEIVE 
HOLDING REGISTER. There is a parallel-to-serial shift reg- 
ister (the TRANSMIT REGISTER) and a serial-to-parallel shift 
register (the RECEIVE REGISTER). 

Operational control and monitoring of the BOART is per- 
formed by two CONTROL REGISTERS (the COMMAND IN- 
STRUCTION REGISTER and the MODE INSTRUCTION 
REGISTER) and the STATUS REGISTER. 

A READ/WRITE control circuit allows monitoring/program- 
ming or reading/loading in the CONTROL, STATUS or HOLD- 
ING REGISTERS by activating the_appropriate control lines: 
Chip Select (CS), Read Enable (RE), Write Enable (WE) and 
Control or Data Select (C/D). 

Internal control of the BOART is by means of two internal MI- 
CROCONTROLLERS; one for transmit and one for receive. 
The CONTROL REGISTERS, MODEM CONTROL LOGIC, 
READ/WRITE CONTROL LOGIC and various counters pro- 
vide inputs to the MICROCONTROLLERS, which generate the 
necessary control signals to send and receive serial data ac- 
cording to the programmed asynchronous format. 



READ/WRITE OPERATIONS 

The WD1983 must be initialized after a MASTER RESET 
pulse by first writing the MODE INSTRUCTION word and then 
the COMMAND INSTRUCTION word. Thereafter, every con- 
trol write to the device is interpreted as a COMMAND word. If 
it is desired to re-program the MODE REGISTER, a COM- 
MAND REGISTER bit, INTERNAL RESET (CR6), allows the 
next control write data to be entered into the MODE 
REGISTER. 

The WD1983 registers are accessed according to the follow- 
ing table: 



CS C/D RE WE REGISTERS SELECTED 



L 


L 


L 


H 


Read RECEIVE HOLDING REGISTER 


L 


L 


H 


L 


Write TRANSMIT HOLDING REGISTER 


L 


H 


L 


H 


Read STATUS REGISTER 


L 


H 


H 


L 


Write CONTROL REGISTER 


H 


X 


X 


X 


DATA BUS tri-stated 



.w.ww IMHMWI wiyouid . ~ ~ . ~ _ . I II- Ql IU ¥ V l_; dllUUlU UB ^un- 
neCled to the microp roces sor' s data bus and system control 
bus. The appropriate TXC and RXC clock frequencies should 
be selected for the particular application using a programma- 
ble baud rate generator such as the BR1941. 



For typical data communication applications, the RXD and 
TXD input/outputs can be connected to RS-232C interface cir- 
cuits or a modem. 

The TXRDY, RXRDY, TXE and BRKDET Flags may be con- 
nected to the microprocessor system as interrupt inputs or the 
STATUS REGISTER can be periodically read in a polled en- 
vironment to support BOART operations. 

MODEM CO NTR OL SIGNA LS c an be configured several 
ways as the DTR, RTS and DSR signals are controlled and 
sensed by the CPU through the COMMAND and STATUS 
REGISTERS. The CTS input is used to synchronize the trans- 
mitter to external events. 

The SBRK bit of the COMMAND REGISTER (CR3) is used to 
send a Break Character. (A break character is defined as a 
start bit, and all zero data, parity and stop bits). When the CR3 
bit is set to a "1", it causes the transmitter output, TXD, to be 
forced low after the last word is transmitted. 

The receiver is equipped with logic to look for a break char- 
acter. When a break character is received, the BREAK DE- 
TECT (BRKDET) FLAG and STATUS bit are set to logic "1". 
When the receiver input line goes high again for the least "one 
data bit time,'' the receiver resets the BREAK DETECT FLAG 
and resumes its search for a start bit. 



C/D = 




MODE INSTRUCTION WORD 




COMMAND INSTRUCTION WORD 


C/D = 


L 


DATA 
CHARACTER(S) 


c/6~= 


H 


COMMAND INSTRUCTION WORD 


C/0 = 


L 


DATA 
CHARACTER(S) 


C/D = 


H 


COMMAND INSTRUCTION WORD 



TYPICAL DATA BLOCK TRANSFER 



Note : "L" means V | L at pins 
"H" means V| H at pins 
"X" means don't care 
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MODE INSTRUCTION CONTROL WORD FORMAT 



MR7 


MR6 


MR5 


MR4 


MR3 


MR2 


MR1 


MR0 


\ 






/ 






V 1 




A 




I ' 










EVEN 


PARITY 
















No. of STOP bits 




PARITY 


ENABLE: 


CHARACTER 






BAUD RATE 




00 « 


invalid 


GENERATION 


1 = enable 


LENGTH: 






FACTOR: 




01 = 


1 bit 




check: 


m disable 










00 = 


nvalid 




10 = 

11 = 


114 bits 
2 bits 




1 ■ even 
= odd 




00 - 

01 - 

10 - 

11 = 


5 bits 

6 bits 

7 bits 

8 bits 






01 = 

10 = 

11 - 


X1 

K16 
X64 



COMMAND INSTRUCTION CONTROL WORD FORMAT 



CR7 


CR6 


CRS 


CR4 


CR3 


CR2 


CR1 


CR0 


DON'T 




INTERNAL 


REOUEST 


ERROR 


SEND 


RECEIVE 


DATA 


TRANSMIT 


CARE 




RESET 


TO SEND 

(UTS): 


RESET 


BREAK 


ENABLE 


TERMINAL 


ENABLE 






m 


(ER): 


CHARACTER 


(RXE): 


READY 


TXEN 








1 = forces RTS 




(SBRK) 




(DTR) 








1 - returns 


1 = resets PE, 




1 - enable 




1 = enable 






WD1983 to 


output low 


OE S FE error 


1 = forces TXD 


receiver 


1 = forces DTR 


transmitter 




mode instruction 




flags 


output low 




output low 








word format 


= forces 






■ disable 




= disable 








RTS output 


- normal 


= normal 


receiver 


- forces 


transmitter 








high 


operation 


operation 




BTR output 





STATUS WORD FORMAT 



SR7 


SR6 


SR5 


SR4 


SR3 


SR2 


SR1 


SR0 


DSR 


BRKDET 


FRAMING 


OVERRUN 


PARITY 


TXE 


RXRDY 


TXRDY 


(SEE NOTE) 


(SEE NOTE) 


ERROR 


ERROR 


ERROR 


(SEE NOTE) 


(SEE NOTE) 


(SEE NOTE) 






(FE): 


(OE): 


(PE) 












1 = invalid 


1 - CPU 


1 = parity error 












stop bit detected 


did not read 


detected 












at the end 


the character 














of the character 


before the 


= No 














next one 


Parity error 












» No 


became 


delected 












framing error 


available 


(Reset by CR4 









detected 
(Reset by CR4) 

■ No 
overrun error 

delected 
(Reset by CR4) 



FE, OE & PE FLAGS DO NOT INHIBIT OPERATION. NOTE: 

THESE FLAGS ARE STATUS ONLY. SR0, SR1, SR2. SR6, and SR7 

HAVE IDENTICAL MEANINGS AS THE 
EXTERNAL OUTPUT PINS. 
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ABSOLUTE MAXIMUM RATINGS 

Vqd with Respect to Vss (Ground) + 15 to -0.3V 
Max. Voltage to any 

Input with Respect to Vss + 20 to - 0.3V 

Power Dissipation 1000 MW 



OPERATING CHARACTERISTICS 

T A = 0°C to 70°C, V CC = + 5.0V ± ,25V, V ss = 0V 



Storage Temp. 

Ceramic -65°C to + 1 50°C ('E' Package) 
Plastic -55°C to + 125°C fF Package) 



SYMBOL 


CHARACTERISTIC 


MIN 


TYP 


MAX 


UNITS 


CONDITIONS 


ILI 


Input Leakage 






10 


MA 


VlN = v cc 


'DL 


Data Bus Leakage 






50 


mA 


Data Bus is 

in high impedence 

state 


lc c AVE 


Vcc Supply Current 




45 


80 


mA 


5.25 VDC/fcLK = 
600 kHz No Loads. 


V|H 


Input High Voltage 


2.4 




0.8 


V 




V|L 


Input Low Voltage (All Inputs) 


-0.3 






V 




VOH 


Output High Voltage 


2.4 






V 


lO = - 100,uA 
(source) 


Vol 


Output Low Voltage 






0.45 


V 


lO = 1.6 mA 
(sink) 



TABLE 1 WD1983 DC CHARACTERISTICS 



FIGURE 3 INPUT WAVEFORMS FOR AC TESTS 

NOTE: ALL WAVEFORMS ARE MEASURED AT 2.0V IF RISING EDGE, AND 0.8V IF FALLING EDGE. 
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DATA BUS 



Voh 

vol 



< 



V 



HE v,„ 



FIGURE 4 READ TIMING 



V|H 




FIGURE 5 WRITE TIMING 
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NOTE: 
8251 A COMPATIBILITY 

The WD1983 (BOART) is an asynchronous only device, which is compatible with the 
8251 A. However, in test evaluation and application, the following differences should be noted: 

(1) The WD1983 utilizes the transmit and receive baud clocks in their re- 
spective internal logic sections instead of the system clock normally applied 
to Pin 20 on the 8251A. This Pin on the WD1983 is not used. 

(2) As a result of the above condition, timings referenced to the system clock 
period in the 8251A specification are now specified in absolute time units 
or with respect to the transmit or receive baud clock. 
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SYMBOL 


PARAMETER 


MIN 


MAX 


UNIT 


CONDITIONS 


BUS PARAMETERS 
READ CYCLE 


'ar 


Address Stable Before RE (CS.C/D) 


50 




ns 




tRA 


Address Hold Time for RE (CS.C/D) 


50 




ns 




're 


RE Pulse Width 


230 




ns 




'rd 


Data Delay from RE 




200 


ns 


C L = 50pF 


'rdh 


RE to Data Floating 


25 


200 


ns 


C L (Max) = 50pF 
CL(Min) = 15pF 


WRITE CYCLE 


<AW 


Address Stable Before WE 


50 




ns 




<WA 


Address Hold Time for WE 


50 




ns 




'we 


WE Pulse Width 


230 




ns 




<DS 


Data Set-Up Time for WE 


TWE 




ns 




'WDH 


Data Hold Time for WE 


100 




ns 




OTHER TIMINGS 


<DTX 


TXD Delay from Falling Edge of TXC 




1000 


ns 


C L = 100pF 


'SRX 


RX Data Set-Up Time to Sampling Pulse 


200 




ns 


C L = 100pF 


'hrx 


RX Data Hold Time to Sampling Pulse 


200 




ns 


C L = 100pF 


f TX ' 


Transmitter Input Clock Frequency 
1X Baud Rate 
16X and 64X Baud Rate 


DC 
DC 


500 
600 


kHz 
kHz 




'tpw 


Transmitter Input Clock Pulse Width 
1X Baud Rate 
16X and 64X Baud Rate 


1.0 
500 




fXS 

ns 





TABLE 2 WD1983 AC CHARACTERISTICS (CONTINUED) 
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SYMBOL 


PARAMETER 


MIN 


MAX 


UNIT 


TEST 
CONDITION 


'tpd 


Transmitter Input Clock Pulse Delay 
1X Baud Rate 
16X and 64X Baud Rate 


1.0 
800 




MS 

ns 




fRX 


Receiver Input Clock Frequency 
1X Baud Rate 
16X and 64X Baud Rate 


DC 
DC 


500 
600 


kHz 
-kHz 




<RPW 


Receiver Input Clock Pulse Width 
1X Baud Rate 
16X and 64X Baud Rate 


1.0 
800 




MS 
ns 




•rpd 


Receiver Input Clock Pulse Delay 
1X Baud Rate 
16X and 64X Baud Rate 


1.0 
800 




MS 

ns 




tTX 


TXRDY Delay from Center of Data Bit 




8 


l RXC 


C L = 50pF (16X) 


tRX 


RXRDY Delay from Center of Data Bit 




1/2 


'rxc 




•is 


Internal BRKDET Delay from Center of 
Data Bit 




1 


'rxc 




'trd 


TXRDY Delay from Falling Edge of WE 




1 


'txc 




•tod 


TXD Output from Falling Edge of WE 




2 


'txc 




<wc 


Control Delay from Rising Edge of WE 
(DTR, RTS) 




400 


ns 




<CR 


Control to RE Set-Up Time (DSR, CTS) 




1 


TXC 






Master Reset Pulse Width 


500 




ns 





o 



TABLE 2 WD1983 AC CHARACTERISTICS 



At f Tx (max), the duty cycle should be 50%. At less than f Tx 
(max), the minimum pulse width for the high or low half is 
1 

2«f TX (max) 

Hence, at frequencies less than f TX (max), the required duty 
cycle will be less stringout than 50%. 
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- tTRD |^ 'trd 
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'tod 


TXD 




DATA 

START BIT 









FIGURE 6 

TRANSMITTER OUTPUT TIMINGS WITH RESPECT TO TRANSMIT CLOCK 
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READ 
AND 
WRITE 
TIMING 



(READ 

AND 

WRITE 



ARE NOT 
RELATED 
TO ANY 

CLOCKS) 




o 
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00 

CO 

m 

g 
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TXE. DTR. RTS 



DSH. CTS 



<CR 



TRANSMITTER 

CLOCK TXC (ixclock) • 

AND 

DATA TXC (16 xclock) 

TIMING 



16 TXC PERIODS 



VZ- 



RECEIVER 
CLOCK 
AND 
DATA 



RXC(1 X CLOCK) 

INTERNAL 
SAMPLING 
PULSE 



3 



» I < 1st DATA BIT -H 

r* tsRx M< <hrx ^ 



^„ 6 XCLOCK) _ruinnjwinnnju¥iiuijwirinjmjm 



INTERNAL 
SAMPLING 



"8 RXC PERIODS" 1 



_TL 



16 RXC PERIODS 



_TL 



TXRDY 
AND 
RXRDY 
TIMING 



"I STARTBIT | DATA BITS 



I PARITY BIT~1 STOP BIT I START BIT 



iir 



WHITE 1a CHARACTER WHITE 2nd CHARACTER 



MARKING | START BIT | DATA BIT 



WRITE 3rd CHARACTER 

| PARITY BIT | STOP BIT | START BIT T 



- 1 SI DATA CHARACTER - 



«+« 2nd DATA CHARACTER 



FIGURE 7 SYSTEM TIMING DIAGRAMS 
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Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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FEATURES 

PRESENT UPON MASTER RESET FOR ARINC 429 
PROTOCOL 

PROGRAMMABLE WORD LENGTH FROM 1 CHAR- 
ACTER TO 8 CHARACTERS 
PROGRAMMABLE CHARACTER LENGTH, 5, 6, 7, 
OR 8 BITS 

RETURN TO ZERO (RZ) OUTPUT 
AUTO SPACE GENERATION 

DOUBLE BUFFERED RECEIVER AND TRANSMITTER 
UNDERRUN ERROR DETECTION FOR TRANS- 
MISSION 

OVERRUN, FRAMING AND PARITY ERROR DETEO 
TION ON RECEIVER 

WORD ERROR FLAG FOR COMPREHENSIVE 
ERROR REPORTING 

FIRST CHARACTER OF WORD FLAG FOR SINGLE 
INTERRUPT APPLICATIONS 
DIAGNOSTIC LOCAL LOOP-BACK TEST MODE 
DC TO 200 KILOBITS PER SECOND OPERATION 
TTL COMPATIBLE INPUTS AND OUTPUTS 



• SINGLE +5 VOLT SUPPLY 

• TEMPERATURE RANGES 0°C to 70°C, — 1993-03, 
-40°C to +85°C — 1993-02, -55°C to +125°C - 
199301 

INTRODUCTION 

The Western Digital WD1993 Avionic Receiver/Transmitter 
is designed to handle digital data transmission, according to 
the Avionic Arinc 429 protocol. Also, the word length is pro- 
grammable from one to eight characters of 5, 6, 7, or 8 bits. 
Parallel data is converted into a serial data stream during 
transmission and serial to parallel during reception. The 
WD1993 is packaged in a 28 pin plastic or ceramic package 
and is available in three temperature ranges: Commercial, 
Industrial and Military. 

GENERAL DESCRIPTION 

The WD1993 is a bus-orientated MOS/LSI device designed 
to provide the Avionics Arinc 429 Data Communication Pro- 
tocol, along with programmable character length capabilities. 

Also, the WD1993 contains a local loop-back test mode of 
operation, which is controlled by the Loop Test Enable (LTE) 
bit in the command register. In this diagnostic mode, the 
transmitter output is "looped-back" into the receiver input. 
The REN and TEN control bits must also be active ("1") and 
the CTS input must be low. The status and output flags op- 
erate normally. 



vss C 


1 


28 


□ re 


WEF C 


2 


27 


□ C/D 


CTS LT 


3 


26 


□ cs 


TXC C 


4 


25 


□ w? 


N.C.£ 
MR [Z 


5 WD1993 

6 


24 

23 


J 07 
□ D6 


TXE C 


7 


22 


□ D6 


HXRDY Q 


S 


21 


□ D4 


TXRDY C 


9 


20 


□ D3 


TXDO C 


10 


19 


□ D2 


TXD1 □ 


11 


18 


□ D1 


RXC C 


12 


17 


□ DO 


FCR [Z 


13 


16 


□ RXD1 


RXDO P 




'5 


□ VCC 



Figure 1 PIN DIAGRAM 
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3Z 
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Figure 2 WD1993 BLOCK DIAGRAM 
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PIN NO. 


SYMBOL 


SIGNAL NAME 


FUNCTION 


1 


vss 


GROUND 


Ground 


2 


WEF 


WORD ERROR 
FLAG 


This pin is an output, which when active indicates an error 
in either the transmitter or receiver has been detected. It 
reflects an underrun, overrun, parity or framing (receive 
word) error and is intended as an error interrupt. The 
Status Register should be read to determine the specific 
error. 


3 


CTS 


CLEAR-TO-SEND 


This input is activated (VnJ to enable the transmitter 
logic. 


4 


TXC 


TRANSMIT CLOCK 


This input is the source clock for transmission. The data 
rate is a function of this clock frequency. 
ARINC MODE = 4 x bit rate 


5 


N.C. 




No Internal Connection 


6 


MR 


MASTER RESET 


When active (V|h), presets the WD1993 mode and 
command registers to the ARINC protocol. Master Reset 
also resets the data registers and places the WD1993 
transmitter and receiver into idle states. After MR, the 
command register is set to 00100101 and the mode 
register is set to 001 11 100. 


7 


TXE 


TRANSMITTER 
EMPTY 


This output goes high to indicate the end of a transmit 
operation. TXE is automatically reset after the Transmit 
Holding Register is loaded. 


8 


RXRDY 


RECEIVER READY 


This output, when high, alerts the CPU that the Receiver 
Holding Register contains a data character that is ready 
to be input. This output is automatically reset whenever a 
character is read from the WD1993. RXRDY is enabled 
unless inhibited by setting command bit CR3 (RXRDYIN) 
to a logic "1." It is automatically enabled again after a 
receive sequence is completed. 


9 


TXRDY 


TRANSMITTER 
READY 


This output, when high, alerts the CPU that the Transmit 
Holding Register is ready to accept a data character. The 
TXRDY output is automatically reset whenever a charac- 
ter is written into the WD1993 and can be used as an 
interrupt to the system. 


10 


TXDO 


TRANSMIT DATA 
ZERO 


This output drives the V/Z circuit when a logic zero is to 
be transmitted and is active for one-half bit time. 


11 


TXD1 


TRANSMIT DATA 
ONE 


This output drives the V/Z circuit when a logic one is to be 
transmitted and is active for one-half bit time. 



150 



PIN NO. 


SYMBOL 


SIGNAL NAME 


FUNCTION 


I £. 


HAb 




This input is the source clock for reception. The data rate 
characteristics are the same as the transmit clock. 


13 


FCR 


FIRST CHARACTER 
ntAUT 


This output goes high after the receiver has completed 
reception of the first character in a multi-character 
sequence. 


14 


RXDO 


RECEIVE DATA ZERO 


RXDO is driven by the line V/Z receiver circuit. When the 
V/Z circuit detects a logic zero, a TTL logic one (active for 
one-half bit time) is provided to the WD1993. 


15 


VCC 


POWER SUPPLY 


+ 5VDC 


16 


RXD1 


RECEIVE DATA ONE 


The RXD1 input is driven by the V/Z line receiver. Each 
time the V/Z circuit detects a logic one, a TTL level logic 
one (active for one-half bit time) is provided to this input. 


17 
18 
19 
20 
21 

23 
24 


DO 
D1 
D2 
D3 
D4 

UO 

D6 
D7 


DATA BUS 


This is the bi-directional data bus. It is the means of 
communication between the WD1993 and the CPU. 
Control, Mode, Data and Status Registers are accessed 
via this bus. 




vvc 


VVni I C CINMDLCl 


vvnen acnve v v iu» auows me uru to write into trie 
selected register. 


26 


cs 


CHIP SELECT 


When active (V|i_), the device is selected. This enables 
communication between the WD1993 and a micro- 
processor. 


27 


C/D 


CONTROL/DATA 


Thi^ innut i^ u^pd in roniunptinn with an artivp rparf nr 

I 1 IIO II ipUl 1 O UOCU III ^l-fllJUIIuLIVJII VV 1 LI 1 dl 1 Cll* LIVC 1 CCIU \Jl 

write operation to determine register access via the DATA 
BUS. 


28 


RE 


READ ENABLE 


When active (V||_), allows the CPU to read data or status 
information from the WD1993. 



o 
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ORGANIZATION 

A block diagram of the WD1993 is shown in figure 2. 

As mentioned, the WD1993 is an eight bit bus-oriented 
device. Communication between the WD1993 and the con- 
trolling CPU occurs via the 8 bit data bus through the bus 
transceivers. There are 2 accessible data registers, which 
buffer transmit and receive data. They are the Transmit Hold- 
ing Register and the Receive Holding Register. There is a 
parallel-to-serial shift register (parallel in-serial out), the 
transmit register and a serial-to-parallel shift register (serial 
in-parallel out), the receive register. 

Operational control and monitoring of the WD1993 is per- 
formed by two control registers (the command instruction 
register and the mode instruction register) and the status 
register. 

A read/write control circuit allows programming/monitoring 
or loading/reading of data in the control, status or holding 
registers by activating theappropriate control lines: Chip Se- 
lect (CS), Read Enable (RE), Write Enable (WE),and Control 
or Data Select (C/D). 

Internal control of the WD1993 is by means of two internal 
microcontrollers; one for transmit and one for receive. The 
control registers, null detect logic and various counters, 
provide inputs to the microcontrollers which generate the 
necessary control signals to send and receive serial data ac- 
cording to the Arinc 429-1 protocol, along with the program- 
mable multicharacter capabilities. 



OPERATION 

Upon master reset (MR), the device is programmed to trans- 
mit and receive four 8-bit contiguous characters with the 
32nd bit odd parity. (ARINC protocol.) 

A minimum four bit time space is automatically inserted after 
the character transmission. Two receiver inputs, RXD1/RXD0 
and two transmitter outputs, TXD1/TXD0, are provided to in- 
terface with voltage — impedance (V/Z) circuits to translate 
±10 volt ARINC line levels to 5 volt TTL logic levels. The 
transmit clock (TXC) and receive clock (RXC), in ARINC 
mode, are four times (4X) the bit rate desired. 

The receiver monitors the received data input to detect a four 
bit time null, which delimits the word. If the communications 
link is broken during a word reception, the receiver will gen- 
erate a word error flag to (WEF) to notify the CPU to request 
retransmission. When a null is detected, the receiver logic is 
reset and returned to an idle state awaiting the next word. 

The WD1993 may also be programmed to support a multiple 
character word consisting of from one to eight characters. 
Also, the character length is programmable from 5 to 8 bits, 
and the parity bit if parity is used, may be either inside or out- 
side the word. 



The Command Register is used to select features such as 
parity options, loop test capability, RXRDY flag enabling, 
transmitter and receiver enabling, and may also cause the 
WD1993 to return to the Mode instruction. 

The Mode Register is used to select features such as bits/ 
character and characters/word. 

The Status Register contains information such as Transmit- 
ter Ready, Transmitter Empty, Receiver Ready, error condi- 
tions, and First Character Ready. 



OPERATING DESCRIPTION 

The WD1993 is primarily designed to operate in an 8 bit 
micro-processor environment, although other control logic 
schemes are easily implemented. The DATA BUS and the In- 
terface Control Signals (CS, RE, WE and C/D) should be 
connected to the microprocessor's data bus and system con- 
trol bus. 

The appropriate TXC and RXC clock frequencies should be 
selected for the particular application, using a programmable 
baud rate generator such as a BR1941 . A master reset pulse 
initializes the WD1993 and presets the control registers to 
the ARINC protocol. 

The RXD1/RXD0 inputs are interfaced to the DITS data line 
via external level translators that provide TTL (5V) logic lev- 
els to the WD1993. The TXD1/TXD0 outputs are connected 
to high voltage (± 10V) driver circuits. Figures 16 and 17 
show some typical ± 10V translator and driver circuits. 

The TXRDY, RXRDY, FCR and WEF Flags may be con- 
nected to the microprocessor system as interrupt inputs. The 
status register can be periodically read in a polled environ- 
ment to support WD1993 operations. 

The CTS input can be used to synchronize the transmitter to 
external events. 

The WD1993 is designed such that a control register write 
operation accesses the command instruction register. 

The RXRDYIN bit of the command register is used to inhibit 
the RXRDY output pin for ARINC operations. 



MULTI-CHARACTER OPERATIONS 

As discussed above, the WD1993 is equipped with a multi- 
character option which provides the user with the means of 
transmitting and receiving multiple contiguous characters 
of data within one set of delimiters — 4 bit nulls for ARINC 
429. Since the WD1993 is an 8 bit bus-oriented device, the 
controlling processor must read the WD1993 data from its 
holding register before the subsequent characters are as- 
sembled. This situation also exists on the transmit side, i.e., 
the Transmit Holding Register must be loaded before the 
previous 8 bits are completely shifted out of the transmit 
register. 
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Several "flags" are provided for interrupt purposes so that 
continuity is maintained and data integrity is preserved. 
These flags are First Character Ready (FCR), Receiver Ready 
(RXRDY), Transmitter Ready (TXRDY) and Transmitter 
Empty (TXE). 

The Transmitter operates as follows: 

a) With the mode and command registers programmed 
as desired, the transmitter is enabled, TEN (CRO) = 

"1". 

b) The TXE and TXRDY flags are "1" (active). 

c) The external CTS signal = "0". 

d) The CPU loads data into the Transmitter Holding Reg- 
ister, TXE and TXRDY go Low. 

e) The data is loaded into the transmit register and TXRDY 
goes high. This indicates the first data word is being 
sent and a character can be loaded into the holding 
register. If the WD1993 is programmed for more than 
one character (multi-character) then an underrun error 
will be generated if the next character is not loaded be- 
fore the previous word is completely shifted out, unless 
the current character is the last character in a sequence. 

f) If the last character is transmitted and no more new 
data is to be sent, the transmitter will indicate its status 
by raising the TXE flag. (No error is generated as a re- 
sult of this condition.) 

The Receiver operates similarly: 

a) With the control registers suitably programmed, the re- 
ceiver is enabled, REN (CR2) = "1". 

b) The RXRDY and FCR flags are "0". (Inactive). 

c) The incoming data word activates the receive logic and 
the data begins to be assembled in the receive register. 

d) When the first character is completely assembled, the 
data is loaded into the Receive Holding Register, the 
FCR (First Character Ready) and RXRDY (Receiver 
Ready) flags become active, "1". The CPU should 
read the data prior to the reception of the next charac- 
ter or an overrun error will be generated as the receiver 
will overwrite the old data with the new data character 
just received. 

The exception to this is in the ARINC mode, where the 
first character in the ARINC protocol contains a label. 
The FCR and RXRDY Flags become active to indicate 
the reception of the first character of data. The CPU 
reads the first character and decides whether or not it 
wants to acquire the subsequent characters. If not, 
then the CPU performs a "control write" to the COM- 
MAND REGISTER, setting the RXRDYIN (CR3) bit to 
a "1". This bit in ARINC mode, inhibits the RXRDY flag 
from interrupting the CPU during the reception of the 3 
remaining characters. The RXRDYIN bit is then auto- 
matically reset upon completion of the receive se- 
quence and RXRDY is enabled again. 



LOOP TEST MODE 

As mentioned, the WD1993 is equipped with a diagnostic 
test mode, local loop-back. This mode is activated by setting 
the LTE co mma nd bit to a "1". The TEN and REN bits should 
be "1" and CTS should be "V|l". The receiver inputs are ig- 
nored and the transmitter outputs are sending nulls. The 
transmitter is internally "looped-back" to the receiver and the 
error and status flags operate normally. 

For basic testing, failing to reload the Transmit Holding Reg- 
ister in the middle of a data send sequence will cause an un- 
derrun error in the transmitter and a word error in the re- 
ceiver. Failure to read the Receive Holding Register after a 
FCR or RXRDY flag will cause an overrun error to be 
generated. 

For Loop-Back test operations, the user should be sure that 
the TXC and RXC clock frequencies are the same. This is 
normally implemented by placing the same clock signal on 
both pins (TXC and RXC). 

ARINC BACKGROUND 

Aeronautical Radio Inc. (ARINC) publishes the ARINC 429 
specification. This document defines the air transport indus- 
tries standards for the transfer of digital data between avion- 
ics systems elements. This specification was adopted by The 
Airlines Electronic Engineering Committee April 11, 1978. By 
the adoption of this specification the foundation is set for a 
standard protocol governing all intersystems equipment (Line 
Replaceable Units). 

MARK 33 DIGITAL INFORMATION TRANSFER 
SYSTEM (DITS) 

Basic Philosophy 
Transmit from a designated output port over a single 
twisted and shielded pair of wires to designated receiver. 

Bidirectional data flow not permitted on a given pair. 

Data Transfer 
Numeric 
Iso Alphabet #5 
Graphic 

Data Format 

32 bits or less (unused bit positions should be filled with 
binary zeros or valid data pad bits). 

Bit #32 is assigned to parity. 



O 
—t 

CD 
CO 

CO 
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o 

8 

CO 



Modulation 

Return to Zero (RZ) 

Transmit Voltage Levels 
high +10 



null 
low 




-10 



Receiver Voltage Levels: 
(in absence 
of noise) 
high +6.0V to +10V 
low -6.0V to +10V 



±0.5V 
±0.5V 
±0.5V 



(noisy 
environment) 
+ 5.0V to +13V 
-5.0V to -13V 



No damage to receiver up to 20 vac rms between A & 
B; +28, A to Gnd; -28, B to Gnd. 



Data Rate 

100 kilo bit per second ± 1% 

Low speed 12 to 14.5 kilo bit per second ±1% 
Word Synchronization 

All zero gap of a minimum of 4 bit times 



REGISTER DEFINITIONS 

The format and definition of the Command Register is shown below: 



CR7 


CR6 


CR5 


CR4 


CR3 


CR2 


CR1 


CRO 



EPS 



IR 



PEN 



LTE RXRDYIN REN PIA 



TEN 



TEN Transmit ENable 

1 Enabled 

Disabled 

PIA Parity Inside or After 

1 After the data word 

Inside (the last data bit) of word 

REN Receive ENable 

1 Enabled 

Disabled 

RXRDYIN RXRDY Inhibit 

1 Inhibit RXRDY output flag 

Normal transmitter ooeration 

enable RXRDY output flag 

LTE Loop Test ENable 

1 Local loop-back mode 

Normal Operation 

PEN Parity ENable 

1 Enabled 
Disabled 



jR Internal Reset 

1 Returns WD1 993 to mode instruction 

format 



EPS Even Parity Select 

1 Even parity 

Odd parity 
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The format and definition of the Mode Register is shown below: 



MR7 


MR6 


MR5 


MR4 


MR3 


MR2 


MR1 


MRO 



!5 

a 



N3 



N2 



N1 



CLS2 CLS1 



CLS2 CLS1 Character Length Select 

5 bits 

1 6 bits 

1 7 bits 
1 1 8 bits 



N3 


N2 


N1 


Characters Per Word Select 











1 character 








1 


2 characters 





1 





3 characters 





1 


1 


4 characters 


1 








5 characters 


1 





1 


6 characters 


1 


1 





7 characters 


1 


1 


1 


8 characters 



The WD1993 registers are addressed according to the following table: 













cs 


C/D 


RE 


WE 


Registers Selected 


L 


L 


L 


H 


Read Receive Holding Register 


L 


L 


H 


L 


Write Transmit Holding Register 


L 


H 


L 


H 


Read Status Register 


L 


H 


H 


L 


Write Control Registers 


H 


X 


X 


X 


Data Bus Tri-Stated 



L = V| L at pins 
H = V| H at pins 
X = don't care 



The format of the Status Register is shown below: 



O 

CO 

to 

CO 



SR7 


SR6 


SR5 


SR4 


SR3 


SR2 


SR1 


SRO 



UE 



FCR 



WEF OE 



PE 



TXE RXRDY TXRDY 



TXRDY 

1 





RXRDY 

1 




TXE 

1 



PE 

1 




Transmitter Ready 

Active (THR can be reloaded) 
Inactive (transmitter is busy) 

Receiver Ready 

Active (RHR should be read) 
Inactive 

Transmitter Empty 

Transmitter idle 
Transmitter active 

Parity Error 

Error reported 
No error 



QE 

1 


WEF 
1 



FCR 
1 



Overrun Error 

RHR has been overwritten 
No error 

Word Error Flag 

Indicates improper receive sequence (word error), 
overrun error, parity error, framing error or underrun 
error. 

No error 

First Character Ready 

This bit indicates the receiver has just completed as- 
sembly of the 1st character in a multi-character se- 
quence and that the data is contained in the RHR. 
First character not ready. 



1 

- 



Underrun Error 

Indicates that the THR has not been loaded with a new 
character in time for a contiguous data transmission 
sequence. 
No error 
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ABSOLUTE MAXIMUM RATINGS 

Storage Temperature -55X to + 125°C (Plastic Package) 
-65°C to + 150°C (Ceramic Package) 
Voltage on any Pin with Respect to Ground . . -0.3V to +7V 
Power Dissipation 400 MW 

Note: Absolute maximum ratings indicate limits beyond 
which permanent damage may occur. Continuous 
operation at these limits is not intended and should 
be limited to those conditions specified under DC 
Electrical Characteristics. 



DC ELECTRICAL CHARACTERISTICS 

T A = 0°C to +70°C; V cc = 5.0V ± 5%; GND = 0V 



SYMBOL 


PARAMETER 


MIN 


TYP 


MAX 


UNIT 


TEST CONDITIONS 


% 


Input Low Voltage 


-0.3 




0.8 


V 




V| H 

vol 
Voh 
Idl 


Input High Voltage 
Output Low Voltage 
Output High Voltage 
Data Bus Leakage 


2.0 

2.4 




v C c 

0.45 

50 
10 


V 
V 
V 
uA 
uA 


Iql = 1.6mA 
I OH = -100/aA 

Data Bus is in 
High Impedence 
State 


'|L 

'cc 


Input Leakage 
Power Supply Current 




45 


10 
80 


uA 
mA 


V|N = V CC 
V CC = 5.25V 
No Load 



CAPACITANCE 

T A = 25°C; V C c = GND - 0V 



SYMBOL 


PARAMETER 


MIN 


TYP 


MAX 


UNIT 


TEST CONDITIONS 


C IN 


Input Capacitance 






10 


PF 


f c = 1MHz 


C l/0 


I/O Capacitance 






20 




Unmeasured pins 
returned to GND 



+ 20 




-100 -50 +50 +100 
A CAPACITANCE (pF) 
Figure 3 OUTPUT DELAY vs CAPACITANCE 



157 



A.C. TIMING PARAMETERS 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNIT 


TEST CONDITIONS 


BUS PARAMETERS 










Read Cycle (Reference Figure 6) 










<AR 


Address Stable before RE, (CS, C/D) 


OU 




ns 




<RA 


Address Hold Time for RE, (CS, C/D) 


5 




ns 




'RE 


RE Pulse Width 


350 




ns 




»RD 


Data Delay from RE 




200 


ns 


C L = 50pF 


'RDH 


RE to Data Floating 




200 


ns 


C L = 50pF 






25 




ns 


C L = 15pF 



WRITE CYCLE (Reference Figure 7) 


•aw 


Address Stable before WE 


20 




ns 




l WA 


Address Hold Time for WE 


20 




ns 




<WE 


WE Pulse Width 


350 




ns 




•ds 


Data Set-Up Time for WE 


200 




ns 




'WDH 


Data Hold Time for WE 


40 




ns 





OTHER TIMINGS (Reference Figures 8, 9) 


*DTX 


TXD Delay from Falling Edge of TXC 




500 


ns 


C L = 100 pF 


*SRX 


Rx Data Set-up Time to Sampling Pulse 


200 




ns 


C L = 100 pF 


l NRX 


Rx Data Hold Time to Sampling Pulse 


100 




ns 


C L = 100 pF 


tTX 


Transmitter Input Clock Frequency 












4x 


DC 


800 


kHz 




*TPW 


Transmitter Input Clock Pulse Width 












4x 


500 




ns 




'TPD 


Transmitter Input Clock Pulse Delay 












4x 


500 




ns 




tRX 


Receiver Input Clock Frequency 












4x 


DC 


800 


kHz 




'rpw 


Receiver Input Clock Pulse Width 












4x 


500 




ns 




'rpd 


Receiver Input Clock Pulse Delay 












4x 


500 




ns 












ns 




<TX 


TXRDY Delay from center of Data Bit 




VS 


l TXC 
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A.C. TIMING PARAMETERS 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNIT 


TEST CONDITION 




TXRDY Delay from Center of Data Bit 


200 ns 


2 


<TXC 


w 


tRX 


RXRDY Delay from Center of Data Bit (FCR 




Vi 


Rrxc 






Delay from Center of Data Bit) 












TXE Delay from Center of Data Bit 




1/2 


'txc 


C L = 50 pF 












4 x Rate 



2.ov\-yv HAC 

Figure 4 TEST POINTS FOR A.C. TIMING 




Figure S READ CYCLE TIMING 



Note: AC timings measured at Vqh = 2.0V, V 0L = 0.8V and with test load circuit. 




Figure 6 WRITE CYCLE TIMING 
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o 

CO 
CD 
CO 



RXD 



RXC 



(4 x baud) 



l SRX 



'HRX 



4 RXC periods - 



'^j — \ j — — \ r 



Figure 7 RECEIVER CLOCK AND DATA TIMINGS 
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RXD1.0 null | 1 si Data Character 

(Anne) 



2nd Data Character 



3rd Data Character 



4th Data Character 



HL 



J L 



IT 



J L 



IT 



nr 



Figure 9 RXRDY AND FCR TIMING 



in 



ji 



in u 



IT 



IT 



1st Data Character 



2nd Data Character 



3rd Data Character 



4th Data Character 



3 



Figure 10 RXRDY AND TXE TIMINGS (4 Character Sequence) 
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4 eight bil chaf acter with 4 bit minimum space 
Last bit of last character is parity 



4 bit space Inull) 
Delimiter 



-One transmission reception consists of four eight bit character and 4 bit (mm | null - 







29 1 30 [ 31 | 32 


D1 D2 D3 04 ] ' | 2 | 3 | 4 | 5 | 6 | 7 | 


s] 9 |l0|,l|.2| 




V 






Y 




End ol previous 


isl Character 


2nd Character 



| 27 28 29 30 31 32 



V 

4th Character 




Dl 02 D3 D4|_Mj ij < I? 



3rd Character 



4 bit null followed 
by next character 
or continued space 



Note Delimiter is transmitted a! 

the end of the Tx sequence 



Figure 11 ARINC 429 

The V/Z Receiver converts ±10 volt levels to TTL logic levels. It is composed of logic one and zero comparators. A logic one 
(RXD1) TTL output is derived when voltage rising to 1 (VR1) threshold is crossed and terminated at voltage falling to 1 (VF1). A 
logic zero (RXDO) TTL output is generated between voltage falling to zero (VFO) and voltage rising from zero (VRO). When input 
thresholds are not exceeded, neither output is active. The V/Z output can drive one TTL input. 
The return to zero (RZ) format is shown below 





. . -10V 


VR1 


1 VR1 




' VR0-V 




l-tovjl 


Null 


Logic 1 I 

i '! 
i i 



i10V -yrfc 
Line 32_ 



V/Z 
Rec 



RXDO 



Gnd 



VR 




Logic 1 Logic 1 Logic 



RXDO 

Derived 



Interna l Clk I I I [_ 

Derived 

Internal Data] | 



Figure 12 ARINC RECEIVER CIRCUIT 



The V/Z Driver convert TTL logic levels into ± 10 volt levels. The TXD1 and TXDO outputs of the WD1993 are used to drive the 
line drivers. Each output can drive one TTL load. When the outputs are not active, the line Driver should return to zero. 



WD1993 



TXD1 
TXDO 



V/Z 
Driver 



TXD1 ■ 

^3DC 1 10V line TXDO 



Null Logic 1 Logic Null Logic 
h 10V 



Logic 



Logic 1 



Gnd 




10V \ 




Figure 13 ARINC DRIVER CIRCUIT 
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12V 
Q 




See page 429 for ordering information. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor tor any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed in U S A 



FEATURES 

• TWO INDEPENDENT ASYNCHRONOUS FULL DUPLEX 
DATA COMMUNICATION CHANNELS (2 BOARTS) 

• TWO INDEPENDENT BAUD RATE GENERATORS (ONE 
PER CHANNEL) 

• EACH CHANNEL WITH FOLLOWING FEATURES: 

• SELECTABLE 5 TO 8 BIT CHARACTERS 

• 1X, 16X, 64X CLOCK RATES 

• 16 SELECTABLE BAUD RATE CLOCK FREQUENCIES 
(INTERNAL) 

• LINE BREAK DETECTION AND GENERATION 

• 1, 1 1 /2, OR 2 STOP BIT SELECTION 

• FALSE START BIT DETECTION 

• ODD OR EVEN PARITY GENERATE AND DETECTION 

• OVERRUN AND FRAMING DETECTION 

• DOUBLE BUFFERING OF DATA 

• TTL COMPATIBLE INPUTS AND OUTPUTS 



• COMPATIBLE WITH 8251 A (ASYNC ONLY) AND WD1983 
DEVICES 

• DIAGNOSTIC LOCAL LOOP-BACK MODE 

• RXD INITIALIZATION UPON MASTER RESET 

• ON-BOARD OSCILLATOR FOR EASE OF USE WITH A 
CRYSTAL 

• VERSATILE CLOCK SELECT OPTIONS FOR INDEPEN- 
DENT TRANSMIT AND RECEIVE RATES 

INTRODUCTION 

The Western Digital WD2123 Dual Enhanced Universal 
Communications Element (DEUCE) is a single chip MOS/LSI 
Data Communications Controller Circuit that contains two 
independent full-duplex asynchronous RECEIVER/TRANS- 
MITTER CHANNELS and two independent BAUD RATE 
GENERATORS. The WD2123 is fabricated in N-Channel sil- 
icon gate technology and is packaged in a 40 pin plastic or 
ceramic package. All inputs and outputs are TTL compatible. 



nc r~ 


1 


TXD-B fZ 


2 


RXD-B LZ 


3 




4 


csi □ 


S 


c«C 


6 


DO LZ 


7 


D1 C. 


8 


D2C 


9 


vss rZ 


10 


D3 C 


11 


04 □ 


12 


D5 rz 


13 


D6 C 


14 


07 C 


15 


CS2 □ 


16 


WE □ 


17 


CS3 LZ 


18 


RXD- A fZ 


19 


TXD-A LZ 


20 



Zl TXRDY-B 
Z] RXRDY-B 
Z] TXE-B 
Z] BRKDET-B 

□ RTS-B 

□ cts"b 

□ SELCLK-B 
Zl XCI/BCO-B 

□ XTAL2 

□ XTAL1 

□ VCC 

□ MR 

Zl XCI/BCO-A 
□ SELCLK-A 

□ cTS^A 

□ hTs~I 

Zl BRKDET-A 
Z] TXE-A 

□ RXRDY-A 

□ TXRDY-A 



CSI 
WE 



TXD-A 

RXD-A 
TXROY-A 
RXHDY-A 

TXE-A - 
BRKDET-A 

RTS-A . 

CTS-A 



SELCLK-A 
XCI/BCO-A 




BUS TRANSCEIVERS 



BAUD RATE 
GENERATOR 



BAUD RATE 
GENERATOR 



«CC 



IXTAL ♦ ♦ XTAL ♦ 



TXD-B 

RXD-B 

TXRDY-B 

RXRDY-B 

TXE-B 

BRKDET-B 

RTS-B 

CTS-B 



Figure 1. WD2123 PINOUT DIAGRAM 



Figure 2. WD2123 BLOCK DIAGRAM 
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PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


10 


GROUND 


VSS 


Ground 


30 


POWER SUPPLY 


vcc 


+ 5VDC power supply Input. 


7 


DATA BUS 


DO 


This is the 8 bit Bidirectional Data Bus. It is the means of 


8 




D1 


communication between the WD2123 and the CPU. Data, 


9 




D2 


control, mode and status registers are accessed via this bus. 


11 




D3 




12 




D4 




13 




D5 




14 




D6 




15 




D7 




5 


CHIP SELECT ONE 


CS1 


V| L on this input selects Channel A and enables computer 








communications with Channel A Data, control and status 








registers. 


16 


CHIP SELECT TWO 


CS2 


V| L on this input selects Channel B and enables computer 








communications with Channel B Data, control and status 










18 


CHIP SELECT THREE 


CS3 


V| L on this input select the Baud Rate registers tor pro- 








gramming. 


6 


CONTROL or DATA 


C/D 


This input is used in conjunction with the appropriate Chip 




SELECT 




Select and an active read or write operation to determine 








register access via the Data Bus. 


4 


READ ENABLE 


RE 


V| L on this input allows the CPU to read data, or status infor- 








mation from the selected register. 


17 


WRITE ENABLE 


WE 


V| L on this input allows the CPU to write data or control in- 








formation into the selected register. 


29 


MASTER RESET 


MR 


V|h on this input resets both channels to the idle state and 








resets the status, command, mode and Data registers. 


31 


CRYSTAL OSCILLATOR 


XTAL1 


This is the input side of the on-chip oscillator. It can also be 




IKIDI IT 




driven by an external clock source. 


32 


CRYSTAL OSCILLATOR 


XTAL2 


This is the output side of the on-chip oscillator. 




OUTPUT 






27 


SELECT CLOCK 


SELCLK-A 


This input is used in conjunction with the Clock Select bit 




(Channel A) 




(CR1) in the command register to determine the baud clock 








source for Channel A. 


34 


SELECT CLOCK 


SELCLK-B 


This input is used in conjunction with the Clock Select bit 




(Channel B) 




(CR1) in the command register to determine the baud clock 








source for Channel B. . 


28 


EXTERNAL CLOCK 


XCI/BCO-A 


This is a bidirectional port, which is used as the externally 




INPUT/BAUD 




applied baud clock input or the internal baud rate generator 




CLOCK OUTPUT- 




output depending on the states of SELCLK and CR1 com- 




(Channel A) 




mand bit. (Channel A) 


33 


EXTERNAL CLOCK 


XCI/BCO-B 


This is a bidirectional port, which is used as the externally 




INPUT/BAUD CLOCK 




applied baud clock input or the internal baud rate generator 




OUTPUT-fChannel B) 




output depending on the states of SELCLK and CR1 com- 








mand bit. (Channel B) 


26 


CLEAR-TO-SEND 


CTS^A 


V| L on this input enables Channel A to transmit serial data if 




(Channel A) 




the Transmitter is enabled. 
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PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 




(Channel B) 


PTC 5 
O I O D 


v il on ints input enaoies onannei d 10 iranainn serial uaia n 
the Transmitter is enabled. 


20 


TRANSMIT DATA 
(Channel A) 


TXD-A 


This is the Serial Data Output from Channel A. 


2 


TRANSMIT DATA 
(Channel B) 


TXD-B 


This is the Serial Data Output from Channel B. 


19 


RECEIVE DATA 
(Channel A) 


RXD-A 


This is the Serial Data Input for Channel A. 


3 


RECEIVE DATA 
(Channel B) 


RXD-B 


This is the Serial Data Input for Channel B. 


21 


TRANSMITTER READY 
(Channel A) 


TXRDY-A 


This output, when high (VntAalerts the CPU that Channel A 
is ready to accept a new data character. The TXRDY output 
is automatically reset whenever a character is written into 
the Transmit Holding Register and can be used as an inter- 
rupt to the system. 


40 


TRANSMITTER READY 
(Channel B) 


TXRDY-B 


This output, when high (VoH), a| erts tne CPU that Channel B 
is ready to accept a new data character. The TXRDY output 
is automatically reset whenever a character is written into 
the Transmit Holding Register and can be used as an inter- 
rupt to the system. 


22 


RECEIVER READY 
(Channel A) 


RXRDY-A 


This output, when high (Vqh), alerts the CPU that Channel B 
contains a data character that is ready to be input. This out- 
put is automatically reset whenever the new character is 
read from the Receive Holding Register and can be used as 
an interrupt to the system. 


39 


RECEIVER READY 
(Channel B) 


RXRDY-B 


This output, when high(V H), alerts the CPU that Channel B 
contains a data character that is ready to be input. This out- 
put is automatically reset whenever the new character is 
read from the Receive Holding Register and can be used as 
an interrupt to the system. 


23 


TRANSMITTER EMPTY 
(Channel A) 


TXE-A 


This output, when high (Vqh). indicates that Channel A 
Transmitter has no new characters to send and is waiting in 
an idle state. 


38 


TRANSMITTER EMPTY 
(Channel B) 


TXE-B 


This output, when high (Vqh). indicates that Channel B 
Transmitter has no new characters to send and is waiting in 
an idle state. 


24 


BREAK DETECT 
(Channel A) 


BRKDET-A 


This output, when high (VoH). indicate s that the Receiver for 
Channel A has detected a break condition. 


37 


BREAK DETECT 
(Channel B) 


BRKDET-B 


This output, when high (VoH).i ndicates tnat the Receiver for 
Channel B has detected a break condition. 


25 


REQUEST-TO-SEND 
(Channel A) 


RTS-A 


A general purpose output that is controlled by the command 
register bit CR5 for Channel A. 


36 


REQUEST-TO-SEND 
(Channel B) 


RTS^B 


A general purpose output that is controlled by the command 
register bit CR5 for Channel B. 


1 




NC 


No Internal Connection. 



Table 1 WD2123 PIN DESCRIPTIONS 
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GENERAL DESCRIPTION 

^ The WD2123 Block Diagram is shown in Figure 2. The 
O WD21 23 is a merger of two WD1 983s and one WD1 941 from 
_l WDC's line of communications devices on one piece of sili- 
£J con. The 1 983 is an asynchronous only version of the 8251 A 
and the 1941 is a baud rate generator. In this manner, 8251 A 
compatibility is maintained with the WD2123 with the added 
features of 2 channels and 2 baud rate generators on a single 
chip. 

As depicted from the block diagram, the channels are re- 
ferred to as CHANNELS A and B. CHANNEL A, which is an 
asynchronous 8251 A, is addressed or controlled by the input 
signal C5l. CHANNEL B is similarly controlled by C"§2. Fi- 
nally, the BAUD RATE GENERATORS are controlled by 
CS3. 

Each channel of the WD2123 can be programmed to receive 
and transmit asynchronous serial data. The WD2123 per- 
forms serial-to-parallel conversion on data characters re- 
ceived from an input/output device or a MODEM, and paral- 
lel-to-serial conversion on data characters received from the 
CPU. The CPU can read the status of either channel at any 
time. Status information on a per channel basis reported in- 
cludes the type and the condition of the transfer operations 
being performed by the WD2123 as well as any transmission 
error conditions (parity, overrun, or framing). Programming 
the WD2123 is identical to th e 8251A in the asynchronous 
mode, remembering that CS1, when low, selects CHANNEL 
A and when CS2 is low, selects CHANNEL B. 

The WD2123 BAUD RATE GENERATORS may be selected 
either internally or externally. The clock select logic includes 
a clock select control bit CR1 (CS) in each COMMAND IN- 
STRUCTION REGISTER. This control bit allows selection of 
the internal baud clock or an externally applied clock and 
works in conjunction with the select clock pin, "SELCLK" and 
the external clock input/baud clock output pin, "XCI/BCO". 
When CS is logic 1, the external clock select mode is se- 
lected. This means that the transmit and receive clocks (TXC 
and RXC) are internally tied together and the select clock 
pin, SELCLK, will determine whether those clocks are driven 
from the internal baud rate generator (SELCLK is high) or 
from the external clock input pin, "XCI/BCO", (SELCLK is 
low). 

If the internal BRG clock is selected, (SELCLK is high) then 
the external clock input pin becomes a BRG clock output. 
Hence, the mnemonic, "XCI/BCO". 

When CR1 (CS) is logic 0, then internal clock select mode is 
selected. The transmit clock (TXC) is driven by the internal 
BRG clock and the receive clock is driven by the select clock 
pin, (SELCLK). The XCI/BCO pin becomes the baud clock 
output (the same signal that is being applied to TXC). 



The WD21 23 also provides a local loop-back test mode of 
operation for each channel. This diagnostic mode is indepen- 
dently controlled via the LB(CR7) bit of the COMMAND 
REGISTER. When LB is logic 1, the channel is programmed 
for Local Loop-Back. In this diagnostic mode, the TXD output 
is set to the marking (logic "1") state; the output of the 
TRANSMIT REGISTER is "looped-back" into the RE- 
CEIVER REGISTER input; RTS output is held high; the CTS 
and RXD inputs are ignored. An additional requirement is 
that the TEN(CRO) command bit and the REN(CR2) be logic 
1 . The status and output flags operate normally. 

Each channel is also provided with break character genera- 
tion and detection. (A break character is defined as all zero 
data bits, parity bit and stop bits after a valid start bit.) For 
break character generation, SBRK (CR3) command bit is set 
to a logic 1 . This causes the TXD output to be forced low 
(spacing) for as long as SBRK is programmed high. The 
break detect output and status bit (SR6) is set to logic 1 , in- 
dicating that the receiver has detected a break character. 
The framing error flag is also set to 1 for this condition. 

ORGANIZATION 

The WD2123 is an eight bit bus-oriented device. Communi- 
cation between the controlling CPU and the two RECEIVER/ 
TRANSMITTER CHANNELS or the two BAUD RATE GEN- 
ERATORS occurs via the 8 bit data bus through a common 
set of bus transceivers. 

A diagram of one of the two communication controllers is 
shown in Figure 3. There are two accessible data registers, 
which buffers transmit and receive data. They are the 
TRANSMIT HOLDING REGISTER and the RECEIVE 
HOLDING REGISTER. There is a parallel-to-serial shift reg- 
ister, the TRANSMIT REGISTER and a serial-to-parallel 
shift register, the RECEIVE REGISTER. 

Operational Control and monitoring of the CHANNEL is per- 
formed by two CONTROL REGISTERS (the COMMAND IN- 
STRUCTION REGISTER and the MODE INSTRUCTION 
REGISTER) and the STATUS REGISTER. 

A read/write control circuit allows programming/monitoring 
or loading/reading of data in the CONTROL, STATUS and 
HOLDING REGISTERS by act i vating the appropriate control 
lines: Chip Select (CS1, CS2, CS3), READ ENABLE (RE), 
WRITE ENABLE (WE) and CONTROL or DATA SELECT 
(C/D). 

Internal control of each channel is by means of two internal 
microcontrollers: one for transmit and one for receive. The 
control registers, various counters and external signals pro- 
vide inputs to the microcontrollers, which generate the nec- 
essary control signals to send and receive serial data ac- 
cording to the programmed protocol. 
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A diagram of one of the two BAUD RATE GENERATORS is 
shown in Figure 4. The 4 low order DATA BUS bits, DO-D3, 
are used to program the desired rate by loading the RATE 
REGISTER. Control signals CS3, WE and C/D are used to 
select and load the appropriate register. 

The contents of the RATE REGISTER is decoded and ad- 
dresses a FREQUENCY SELECT ROM for the proper fre- 
quency, which is generated by the DIVIDER circuitry and the 
control logic. 



INTERNAL DATA BUS (D0-D7) 



(8) 



(8) 



(8) 



R 


DECEIVE 
lOLDINC 
EGISTE 


R 








RECEIVE 
REGISTER 



LB 




MODE 
REGISTER 



READ/WRITE 
CONTROL 
LOGIC 



COMMAND 
REGISTER 



(8) 



STATUS 
REGISTER 




RECEIVE AND 
TRANSMIT 
MICRO CONTROLLERS 



CONTROL 
COUNTER 



CONTROL 
COUNTER 




TXRDY 

TXE 

RXRDY 

BRKDET 

RTS 

575 



RXC 



TXC 



C55 RE WE C/D 

CST 
CS2 



MR 



Figure 3. 



RECEIVEATRANSMIT COMMUNICATIONS CONTROLLER DIAGRAM 



INTERNAL DATA BUS (D0-D3) 



CS3 
WE" 

(A) ClU 

(B) C/D 



WRITE 
CONTROL 
LOGIC 



(4) 



RATE REGISTER 



FREQUENCY 
SELECT 
ROM 



FREQUENCY 
DECODE 
CONTROL 



DIVIDER 



-O F 



OSCILLATOR 

TT 

XTAL1 XTAL2 



Figure 4 WD2123 BAUD RATE GENERATOR DIAGRAM 

The WD2123 registers are addressed by the following table: 



C/D 


RE 


WE 


CS1 


CS2 


CS3 


REGISTER SELECTED 


L 


L 


H 


L 


H 


H 


RECEIVE HOLDING REG. 




CHA 


L 


H 


L 


L 


H 


H 


TRANSMIT HOLDING REG. 




CHA 


H 


L 


H 


L 


H 


H 


STATUS REG. 




CHA 


H 


H 


L 


L 


H 


H 


MODE AND COMMAND REG. 




CHA 


L 


L 


H 


H 


L 


H 


RECEIVE HOLDING REG. 




CHB 


L 


H 


L 


H 


L 


H 


TRANSMIT HOLDING REG. 




CHB 


H 


L 


H 


H 


L 


H 


STATUS REG. 




CHB 


H 


H 


L 


H 


L 


H 


MODE and COMMAND REG. 




CHB 


L 


H 


L 


H 


H 


L 


RATE REG. 




CHA 


H 


H 


L 


H 


H 


L 


RATE REG. 




CHB 


X 


X 


X 


H 


H 


H 


DATA BUS IN HIGH IMPEDANCE MODE 





Table 2 WD2123 REGISTER ADDRESSING 

Note: 



"L" means V (L at pins. 
"H" means V|h at pins. 
"X" means don't care. 
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The WD2123 contains two MODE REGISTERS— one for 
each channel. The format and definition of the 
MODE REGISTERS are shown below: 



MR7 MR6 MR5 MR4 MR3 MR2 MR1 MRO 



S2 


81 


EP 


PEN 


L2 


L1 


B2 


B1 



The WD2123 contains two COMMAND REGISTERS— one 
per channel. The format and definition of the 
COMMAND REGISTERS are shown below: 



CR7 CR6 CR5 CR4 CR3 CR2 CR1 CRO 



LB 


IR 


RTS 


ER 


SBK 


REN 


CS 


TEN 



3 



B2 


B1 


BAUD RATE FACTOR 








Undefined 





1 


1X 


1 





16X 


1 


1 


64X 


L2 


L1 


CHARACTER LENGTH 








5 Bits 





1 


6 Bits 


1 





7 Bits 


1 


1 


8 Bits 


PEN 




PARITY ENABLE 







Disable Parity 


1 




Enable Parity 


EP 




PARITY SELECT 







Odd Parity 


1 




Even Parity 


S2 


S1 


NUMBER OF STOP BITS 








Invalid 





1 


1 Bit 


1 





Vfr Bits 


1 


1 


2 Bits 



Table 3 WD2123 MODE REGISTERS 



TEN 


TRANSMIT ENABLE 


1 


Enable 





Disable 


CS 


CLOCK SELECT 


-1 
1 


External Clock Select Mode 





Internal Clock Select Mode 


REN 


RECEIVE ENABLE 


1 


Enable 





Disable 


SBK 


SEND BREAK CHARACTER 


1 


Force TXD Low 





Normal Operation 


ER 


ERROR RESET 


1 


Reset Error Flags 





No Reset 


RTS 


REQUEST TO SEND 


1 


Force RTS pin = (V 0L ) 





Force RTS pin = 1 (V 0H ) 


IR 


INTERNAL RESET 


1 


Next Write to Mode Register 





Next Write to Command 




Register 


LB 


LOOP BACK ENABLE 





Normal Operation Mode 


1 


Local Loop-Back Mode 



Table 4 WD2123 CONTROL REGISTERS 
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The WD2123 contains two STATUS REGISTERS— one per channel. The STATUS REGISTER is a read-only reg- 
ister. The format and definition of the STATUS REGISTERS are shown below: 



SR7 


SR6 


SR5 


SR4 


SR3 


SR2 


SR1 


SRO 


CTS 


BRK 


FE 


OE 


PE 


TXE 


RX 


TX 




DET 










RDY 


RDY 



TXRDY 


TRANSMITTER READY 


1 



Denotes THR is empty and ready for a 
new character 

THR not empty. (Reset when THR is 
loaded by CPU) 


RXRDY 


RECEIVER READY 


1 




Denotes that the RHR contains a valid 
character 

RHR does not contain a valid character. 

fRocol mihon tho PPI I roarlc tho RWR^ 
I ncocl WMcN IMc U [t?dUb Ulc nnnj 


TXE 


TRANSMITTER EMPTY 


1 



Denotes that the TR is empty 
Denotes that the TR is not empty 


PE 


PARITY ERROR 


1 



Denotes Parity Error 

No Parity Error. (Reset by ER bit of com- 
mand register) 


OE 


OVERRUN ERROR 


1 




Denotes Overrun Error 

No Overrun Error. (Reset by ER bit of 

command register) 


EC 

rc 


rnftMIRu tnnun 


1 




Denotes Framing Error 

No Framing Error. (Reset by ER bit of 

command register) 


BRKDET 


BREAK DETECT 


1 




Indicates that the receiver has detected a 
line break condition. (FE will also be set) 
No Break Condition detected for at least 
one bit time 


CTS 


CLEAR-TO-SEND 


1 



Indicates that the CTS pin is active (V|l) 
Indicates that the CTS pin is not active 
(V| H ) 



Table 5 WD2123 STATUS REGISTERS 
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The WD2123 contains two RATE REGISTERS that are used to select 16 BAUD rates when CR1 = 1 and 
SELCLK = 1. The Format of the RATE REGISTERS is shown below. Note that the Receiver and the Trans- 
mitter of any channel run off the same Baud clock except when CR1 = 0, then the Transmitter runs off the 
Baud Clock and the Receiver runs off an externally applied signal input on the SELCLK pin. 

D7 



DO 



X 


X 


X 


X 


RA3 


RA2 


RA1 


RAO 










RB3 


RB2 


RB1 


RBO 



o 

— i. 
INJ 
CO 



When C/D = 0, RA3 to RAO are loaded. 
When C/D = 1 , RB3 to RBO are loaded. 

The C/D line is used in conjunction with CS3 and WE" to program the desired BAUD rate. When C/D is low, Channel 
A is selected, and when C/D is high, Channel B is selected. The low order 4 bits of the DATA BUS are loaded into 
the selected rate register, and the high order 4 bits are ignored. 

When the crystal frequency equals 1.8432 MH Z the following baud rates may be programmed. 



R3 


R2 


R1 


R0 


BAUD RATE 


FREQUENCY 
(KHZ) 


DIVISOR 


BRF1X 


BRF16X 


BRF64X 














800 


50.0 


12.50 


0.80 


2304 











1 


1,200 


75.0 


18.75 


1.20 


1536 








1 





1,760 


110.0 


27.50 


1.76 


1049 








1 


1 


2,150 


134.5 


33.59 


2.15 


855 





1 








2,400 


150.0 


37.50 


2.40 


768 





1 





1 


3,200 


200.0 


50.00 


3.20 


576 





1 


1 





4,800 


300.0 


75.00 


4.80 


384 





1 


1 


1 


9,600 


600.0 


150.00 


9.60 


192 













19,200 


1,200.0 


300.00 


19.20 


96 










1 


28,800 


1,800.0 


450.00 


28.80 


64 







1 





38,400 


2,400.0 


600.00 


38.40 


48 







1 


1 


57,600 


3,600.0 


900.00 


57.60 


32 




1 








76,800 


4,800.0 


1,200.00 


76.80 


24 




1 





1 


115,200 


7,200.0 


1,800.00 


115.20 


16 




1 


1 





153,600 


9,600.0 


2,400.00 


153.60 


12 




1 


1 


1 


307,200 


19,200.0 


4,800.00 


307.20 


6 



Table 6. WD2123 BAUD RATE SELECTION 
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10 
10 

CO 



READ/WRITE OPERATIONS 

The WD2123 must be initialized after a MASTER RESET 
pulse by first writing the MODE INSTRUCTION word and 
then the COMMAND INSTRUCTION word. Thereafter, 
every control write to the device is interpreted as a 
COMMAND word. If it is desired to re-program the MODE 
REGISTER, a COMMAND REGISTER bit, INTERNAL 
RESET (CR6), allows the next control write data to be 
entered into the MODE REGISTER. 



C/D = H 



C/D 
C/D 

C/D 

C/D i 



L 
H 

L 
H 



MODE INSTRUCTION WORD 



COMMAND INSTRUCTION WORD 



DATA 
CHARACTER(S) 



COMMAND INSTRUCTION WORD 



DATA 
CHARACTER(S) 



COMMAND INSTRUCTION WORD 



TYPICAL DATA BLOCK TRANSFER 



OPERATING DESCRIPTION 

The WD2123 is primarily designed to operate in an 8 bit mi- 
croprocessor environment, although other control logic 
schemes are easily implemented. The DATA BUS and the in- 
terface control signals (C"S1, CS2, CS3, C/D, RE, WE) should 
be connected to the microprocessor's data bus and system 
control bus. A 1.8432 MHz crystal should be connected to 
the WD2123 as shown in figure 5. The appropriate TXC 
(RXC) clock frequencies should be programmed via system 
software. Different Baud clock configurations are possible, 
such as separate transmit and receive frequencies, and are 
outlined in the general description. 

For typical data communication applications, the RXD and 
TXD input/outputs can be connect ed to RS-232C interface 
circuits. Interface control signals, CT3 and RTS, are con- 
trolled and sensed by the CPU through the COMMAND and 
STATUS R EGIS TERS and can be configured in several 
ways. The CTS input can be used to synchronize the trans- 
mitter to external events. 



The TXRDY, RXRDY, TXE and BRKDET FLAGS may be 
connected to the microprocessor system as interrupt inputs 
or the STATUS REGISTER can be periodically read in a 
polled environment to support data communication control 
operations. 

The SBRK bit of the COMMAND REGISTER (CR3) is used 
to send a Break Character. (A Break Character is defined as 
a start bit, and all zero data, parity and stop bits.) When the 
CR3 bit is set to a "1 ", it causes the transmitter output, TXD, 
to be forced low after the last bit of the last character is 
transmitted. 

The Receiver is equipped with logic to look for a break char- 
acter. When a break is received, the BREAK DETECT 
(BRKDET) FLAG and STATUS bit are set to "1". When the 
receiver input line goes high (V|h) for at least one clock pe- 
riod, the receiver resets the BRKDET FLAG and resumes its 
search for a start bit. 



PROGRAMMING PROCEDURE 

The programming sequence of the two channels will be dif- 
ferent, depending on whether it is an initialization sequence 
(that is, one performed right after a hardware master reset 
occurs) or a re-programming sequence (that is, one per- 
formed to change the protocol characteristics (Parity, rate, 
character length, etc.) after the device has been previously 
operating in the system). The programming sequence dif- 
fers, in that, after a master reset, the chip is set to expect the 
first control write operation (C/D = 1 ) to contain a mode in- 
struction. Any subsequent control write operations will be 
transferred to the command instruction register. 

Now when it is desired to change the mode instruction 
register contents, the following re-programming sequence 
should be performed. A Command Control word of "40" Hex 
is written to the Chip. This turns off the Receiver and Trans- 
mitter and sets the IR (Internal Reset) bit. This bit causes the 
read/write control logic to expect the next control write op- 
eration to be a new mode instruction. After the new mode 
instruction is written to the chip, all subsequent control write 
operations will again be interpreted as command instruc- 
tions. Therefore, after the new mode instruction is per- 
formed, the next command would turn the receiver and 
transmitter back on and resume normal Data operations. 
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Figure 5 WD2123 MICROPROCESSOR APPLICATION 



175 



o 

N3 
W 



ABSOLUTE MAXIMUM RATINGS STORAGE TEMPERATURE: 

V DD with respect to V ss 0.5V to + 12V Ceramic: — 65°C to + 150°C 

Voltage on Any Pin with Respect to Ground — 0.5Vto.+7V Plastic: — 55°C to +125°C 

Power Dissipation 500Mw. 

Note: Maximum ratings indicate limits beyond which permanent damage may occur. Continuous operation at these limits is not 
intended and should be limited to those conditions specified under dc electrical characteristics. 



DC ELECTRICAL CHARACTERISTICS 

T A = 0°C to +70°C; V cc = 5.0V ±5%; GND = 0V 



SYMBOL 


PARAMETER 


MIN 


TYP 


MAX 


UNIT 


TEST CONDITIONS 


V|L 


Input Low Voltage 


—0.5 




0.8 


V 




V| H 


Input High Voltage 


2.0 




Vcc 


V 




Vol 


Output Low Voltage 






0.45 


V 


I l = 16 mA 


v h 


Output High Voltage 


2.4 






V 


Iqh = —100 uA 


"DL 


Data Bus Leakage 
(High Impedance State) 






—50 
10 


uA 
uA 


V OU T = 0.45V 
v OUT = Vcc 


IlL 


Input Leakage 






10 


uA 


V|N - V CC 


'cc 


Power Supply Current 




100 


125 


mA 


V cc = 5.25V 
No Load 



Table 7 WD2123 D.C. PARAMETERS 



CAPACITANCE 

T A = 25°C; V C c = GND = 0V 



SYMBOL 


PARAMETER 


MIN 


TYP 


MAX 


UNIT 


TEST CONDITIONS 


C|N 


Input Capacitance 






10 


PF 


f c = 1MHz 


C|/o 


I/O Capacitance 






20 


PF 


Unmeasured pins 
returned to 
GND. 



Table 8 WD2123 CAPACITANCE LEVELS 
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AC ELECTRICAL CHARACTERISTICS 

Table 9 WD2123 A.C. PARAMETERS 

T A = 0°C to + 70C; V cc = 5.0V ±5%; GND = 0V 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNITS 


CONDITIONS 


BUS PARAMETERS 
Read Cycle 


tAR 


Address Stable Before READ (CS.C/D) 


50 




ns 




tRA 


Address Hold Time for READ (CS.C/D) 


50 




ns 




tRE 


READ Pulse Width 


230 




ns 




'rd 


Data Delay from READ 




200 


ns 


C L = 50 pF 


•rdh 


READ to Data Floating 


25 


200 


ns 


C L (Max) = 50 pF 
C|_(Min) = 15 pF 


Write Cycle 


<AW 


Address Stable Before WRITE 


50 




ns 




<WA 


Address Hold Time for WRITE 


50 




ns 




tWE 


WRITE Pulse Width 


230 




ns 




Ids 


Data Set-Up Time for WRITE 


TWE 




ns 




tWDH 


a 

Data Hold Time for WRITE 


100 




ns 




OTHER TIMINGS 


'txc 


Transmit Clock Period 


1.6 




us 




'dtx 


TxD Delay from Falling Edge of TxC 




1000 


ns 


C L = 100 pF 


>SRX 


Rx Data Set-Up Time to Sampling Pulse 


200 




ns 


C u = 100 pF 


'hrx 


Rx Data Hold Time to Sampling Pulse 


200 




ns 


C L = 100 pF 


'tx 


Transmitter Input Clock Frequency 
1x Baud Rate 
16x and 64x Baud Rate 


DC 
DC 


500 
600 


kHz 
kHz 


Clock 
50% Duty 
Cycle 


'tpw 


Transmitter Input Clock Pulse Width 
1 x Baud Rate 
1 6x and 64x Baud Rate 


1.0 
800 




us 
ns 




»TPD 


Transmitter Input Clock Pulse Delay 
1x Baud Rate 
1 6x and 64x Baud Rate 


1.0 
800 




us 
ns 




*MR 


Master Reset 


500 




ns 
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Table 9 WD2123 A.C. PARAMETERS 



SYMBC 


PARAMETER 


MIN 


MAX 


UNIT 


TEST 
CONDITION 


f RX 


Receiver Input Clock Frequency 
1x Baud Rate 
16x and 64x Baud Rate 


DC 
DC 


500 
600 


kHz 
kHz 


Clock 
50% Duty 
Cycle 


<rpw 


Receiver Input Clock Pulse Width 
1x Baud Rate 
1 6x and 64x Baud Rate 


1.0 
800 




us 
ns 




'rpd 


Receiver Input Clock Pulse Delay 
1x Baud Rate 

1 fiv anH P.Av RaiiH Rata 
I Da arlU D**X DdUU ndlc 


1.0 
800 




us 
ns 




tTX 


TxRDY Delay from Center of Stop Bit 




8 


tRXC 


C L =50pF (16X) 


*RX 


RxRDY Delay from Center of Stop Bit 




y 2 


'rxc 




t« 


Internal BRKDET Delay from Center 
of Data Bit 




1 


RXC 




'trd 


TxRDY Delay from Falling Edge of 
WRITE 




450 


ns 




'tod 


TXD Output from Falling Edge of 
WRITE 




1% 


>TXC 




>wc 


Control Delay from Rising Edge of 

\A/DITC /DTO\ 

Wnl lb (n I oj 




200 


ns 




'CR 


Control to READ Set-Up Time (CTS) 




1 


>TXC 




'MR 


Master Reset 


500 




ns 





a 

ro 

CO 




Figure 7 WD2123 READ TIMING 
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Figure 8 WD21 23 WRITE TIMING 




Figure 9 WD2123 INTERFACE CONTROL TIMING 
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Figure 10 WD2123 TRANSMITTER CLOCK AND DATA TIMING 
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RXC (1 x CLOCK) 
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Figure 11 W02123 RECEIVER CLOCK AND DATA TIMINGS 
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Figure 12 WD2123 TRANSMITTER OUTPUT TIMINGS WITH RESPECT TO TRANSMIT CLOCK 
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Figure 13 WD2123 RXRDY TIMING 
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Figure 14 WD2123 TXRDY TIMING 
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Printed rn USA 



See page 429 for ordering information. 



a 

ro 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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WESTERN DtGiTAL 

CORPORATION 

WD8250 Asynchronous Communications Element 



FEATURES 

• Designed to be Easily Interfaced to Most Pop- 
ular Microprocessors (Z-80, 8080A, 6800, etc.) 

• Full Double Buffering 

• Independently Controlled Transmit, Receive, 
Line Status, and Data Set Interrupts 

• Programmable Baud Rate Generator Allows 
Division of Any Input Clock by 1 to (2' 6 - 1) 
and Generates the Internal 16x Clock 

• Independent Receiver Clock Input 

• Fully Programmable Serial-Interface 
Characteristics 

—5-, 6-, 7-, or 8-Bit Characters 

— Even, Odd, or No-Parity Bit Generation and 
Detection 

— 1-, 1V2-, or2-Stop Bit Generation 

— Baud Rate Generation (DC to 56K Baud) 

• False Start Bit Detector 

• Complete Status Reporting Capabilities 

• THREE-STATE TTL Drive Capabilities for Bi- 
directional Data Bus and Control Bus 

• Line Break Generation and Detection 

• Internal Diagnostic Capabilities 

— Loopback Controls for Communications 
Link Fault Isolation 

— Break, Parity, Overrun, Framing Error 
Simulation 



• Full Prioritized Interrupt System Controls 

• Single + 5-Volt Power Supply 

GENERAL DESCRIPTION 

The WD8250 is a programmable Asynchronous 
Communication Element (ACE) in a 40-pin pack- 
age. The device is fabricated in N/MOS silicon 
gate technology. 

The ACE is a software-oriented device using a 
three-state 8-bit bi-directional data bus. 

The ACE is used to convert parallel data to a serial 
format on the transmit side, and convert serial 
data to parallel on the receiver side. The serial 
format, in order of transmission and reception, is 
a start bit, followed by five to eight data bits, a 
parity bit (if programmed) and one, one and one 
half (five bit format only) or two stop bits. The 
maximum recommended data rate is 56K baud. 

Internal registers enable the user to program 
various types of interrupts, modem controls, and 
character formats. The user can read the status of 
the ACE at any time monitoring word conditions, 
interrupts and modem status. 

An additional feature of the ACE is a program- 
mable baud rate generator that is capable of 
dividing an internal XTAL or TTL signal clock by a 
division of 1 to2' 6 - 1. 

The ACE is designed to work in either a polling or 
interrupt driven system, which is programmable 
by users software controlling an internal register. 



baudout - 

XTAL1 - 
XTAL2 - 
DOSTfi - 
DOSTB - 



■ AOS 

■ csout 

- OCXS 

- Dl STB 



PIN DESIGNATION 



CONTROL 
AND STATUS 
LOGIC 



INTERRUPT 
ENABLE AN!? 
CONTROL 



MODEM-CONTROL 
, FUNCTIONS 

TO FROM MODEM 
OR DATA SET 



WD8250 GENERAL SYSTEM CONFIGURATION 
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PIN DEFINITIONS 



PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


1-8 


DATA BUS 


D0-D7 


3-state input/output lines. Bi-directional com- 
munication lines between WD8250 and Data Bus. 
All assembled data TX and RX, control words, and 
status information are transferred via the D0-D7 
data bus. 


9 


RECEIVE CLK. 


RCLK 


This input is the 16X baud rate clock for the 
receiver section of the chip (may be tied to 

t — i All r"x \ i it j r— \ 

BAUDOUT pin 15). 


10 


SERIAL INPUT 


SIN 


Received Serial Data In from the communications 
link (Peripheral device, modem or data set). 


11 


SERIAL OUTPUT 


SOUT 


Transmitted Serial Data Out to the communication 
link. The SOUT signal is set to a (logic 1) marking 
condition upon a MASTER RESET. 


12 
13 
14 


CHIPSELECT 
CHIPSELECT 
CHIPSELECT 


CSO 
CS1 
CS2 


When CSO and CS1 are high, and CS2 is low, chip 
is selected. Selection is complete when the ad- 
dress strobe ADS latches the chip select signals. 


15 


BAUDOUT 


BAUDOUT 


16X clock signal for the transmitter section of the 
WD8250. The clock rate is equal to the oscillator 
frequency divided by the divisor loaded into the 
divisor latches. The BAUDOUT signal may be used 
to clock the receiver by tying to (pin 9) RCLK. 


16 
17 


EXTERNAL CLOCK IN 
EXTERNAL CLOCK OUT 


XTAL1 
XTAL2 


These pins connect the crystal or signal clock to 
the WD8250 baud rate divisor circuit. See Fig. 3 
and Fig. 4 for circuit connection diagrams. 


18 
19 


DATA OUT STROBE 
DATA OUT STROBE 


DOSTR 
DOSTR 


When the chip has been selected, a low DOSTR or 
high DOSTR will latch data into the selected 
WD8250 register (a CPU write). Only one of these 
lines need be used. Tie unused line to its inactive 
state. DOSTR — high or DOSTR — low. 


20 


GROUND 


vss 


System signal ground. 


21 
22 


DATA IN STROBE 
DATA IN STROBE 


DISTR 
DISTR 


When chip has been selected, a low DISTR or high 
DISTR will allow a read of the selected WD8250 
register (a CPU read). Only one of these lines need 
be used. Tie unused line to its inactive state. 
DISTR — high or DISTR — low. 


23 


DRIVER DISABLE 


DDIS 


Output goes low whenever data is being read from 
the WD8250. Can be used to reverse data direction 
of external transceiver. 


24 


CHIP SELECT OUT 


CSOUT 


Output goes high when chip is selected. No data 
transfer can be initiated until CSOUT is high. 


25 


ADDRESS STROBE 


ADS 


When low, provides latching for Register Select (AO, 
A1 , A2) and Chip Select (CSO, CS1 , CS2) 

NOTE: The rising edge (|) of the ADS signal is 
required when the Register Select (AO, A1, 
A2) and the Chip Select (CSO, CS1, C~S~2) 
signals are not stable for the duration of a 
read or write operation. If not required, the 
ADS input can be tied permanently low. 
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PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


26 
27 
28 


REGISTER SELECT A2 
REGISTER SELECT A1 
REGISTER SELECT AO 


A2 
A1 
AO 


These three inputs are used to select a WD8250 
internal register during a data read or write. See 
Table below. 


29 


NO CONNECT 


NC 


No Connect 


30 


INTERRUPT 


INTRPT 


Output goes high whenever an enabled interrupt 
is pending. 


31 


OUTPUT 2 


OUT2 


User-designated output that can be programmed 
by Bit 3 of the modem control reqister = 1, 
causes OUT2 to go low. 


32 


REQUEST TO SEND 


RTS 


Output when low informs the modem or data set 
that the WD8250 is ready to transmit data. See 
Modem Control Register. 


33 


DATA TERMINAL 
READY 


DTP, 


Output when low informs the modem or data set 
that the WD8250 is ready to communicate. 


34 


OUTPUT 1 


OUT1 


User designated output can be programmed by Bit 
2 of Modem Control Register = 1 causes OUT1 to 
go low. 


35 


MASTER RESET 


MR 


When high clears the registers to states as in- 
dicated in Table 1. 


36 


CLEAR TO SEND 


CTS 


Input from DCE indicating remote device is ready 
to transmit. See Modem Control Register. 


37 


DATA SET READY 


DSR 


InDut from DCE uspd to indicate the status of the 

I' I^U l 11 W 1 1 1 I—/ \-/ L_ UOUU L ' II lUIV/ULW Lilt/ OIOIUO V-/I 11 IW 

local data set. See Modem Control Register. 


38 


RECEIVED LINE 
SIGNAL DETECT 


RSLD 


Input from DCE indicating that it is receiving a 
signal which meets its signal quality conditions. 
See Modem Control Register. 


39 


RING INDICATOR 


ffl 


Input, when low, indicates that a ringing signal is 
being received by the modem or data set. See 
Modem Control Register. 


40 


+ 5V 


vcc 


+ 5 Volt Supply. 



CHIP SELECTION AND REGISTER ADDRESSING 

Address Strobe (ADS pin 25): When low provides 
latching for register select (AO, A1, A2) and chip 
select (CSO, CS1.CS2). 

NOTE: The rising edge U) of the ADS input is 
required when Register Select_(A0, A1, A2) 
and Chip Select (CSO, CS1, CS2) signals are 
not stable fo r the duration of a read or write 
operation. If ADS is not required for latching, 
this input can be tied permanently low. 

Chip Select (CSO, CS1, CS2) pins 12-14: The 

definition of chip selected is CSO, CS1 both high 

and CS2 is low . C hip s election is complete when 

latched by ADS or ADS is tied low. 

Register Select (AO, A1, A2) pins 26-28: To select a 

register for read or write operation, see Register 

Table. 

NOTE: (DLAB) Divisor Latch access bit is the MSB 
of the Line Control Register. DLAB must 
be programmed high logic 1 by the system 
software to access the Baud Rate Gen- 
erator Divisor Latches. 



DLAB 


A2 


A1 


AO 


Register 














Receiver Buffer (read). Transmitter 
Holding Register (write) 











1 


Interrupt Enable 


X 





1 





Interrupt Identification (read only) 


X 





1 


1 


Line Control 


X 


1 








MODEM Control 


X 


1 





1 


Line Status 


X 


1 


1 





MODEM Status 


X 


1 


1 


1 


None 


1 











Divisor Latch (least significant byte) 


1 








1 


Divisor Latch (most significant byte) 



WD8250 OPERATIONAL DESCRIPTION 
Master Reset 

A high-level input on pin 35 causes the WD8250 to 
reset to the condition listed in Table 1. 

WD8250 Accessible Registers 

The system programmer has access to any of the 
registers summarized in Table 2. For individual 
register descriptions, refer to the following pages 
under register heading. 
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WD8250 BLOCK DIAGRAM 
Table 1. Reset Control of Registers and Pinout Signals 



Register/Signal 


Reset Control 


Reset State 


Receiver Buffer Register 


First Word Received 


Data 


Transmitter Holding Register 


Writing into the 
Transmitter Holding Register 


Data 


Interrupt Enable Register 


Master Reset 


All Bits Low 
(0-3 forced and 4-7 permanent) 


Interrupt Identification Register 


Master Reset 


Bit is High and 
Bits 1-7 Are Permanently Low 


Line Control Register 


Master Reset 


All Bits Low 


MODEM Control Register 


Master Reset 


All Bits Low 


Line Status Register 


Master Reset 


All Bits Low, 
Except Bits 5 and 6 Are High 


Modem Status Register 


Master Reset 
MODEM Signal Inputs 


Bits 0-3 Low 
Bits 4-7 — Input Signal 


Divisor Latch (low order bits) 


Writing into the Latch 


Data 


Divisor Latch (high order bits) 


Writing into the Latch 


Data 


SOUT 


Master Reset 


High 


BAUDOUT 


Writing into either Divisor Latch 


Low 


CSOUT 


ADS Strobe Signal and State of 
Chip Select Lines 


High/Low 


DDIS 


DDIS = CSOUT . RCLK . DISTR 
(At Master Reset, the CPU 
sets RCLK and DISTR low.) 


High 


INTRPT 


Master Reset 


Low 
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OUT 2 


Master Reset 


High 


RTS 


Master Reset 


High 


DTR 


Master Reset 


High 


OUT 1 


Master Reset 


High 


D7-D0 Data Bus Lines 


In THREE-STATE Mode. 
Unless CSOUT . DISTR = High 
or CSOUT . DOSTR - High 


THREE-STATE 
Data (ACE to CPU) 
Data (CPU to ACE) 



Table 2. Summary of WD8250 Accessible Registers 





Register Address 


DLAB=0 


DLAB-0 


1 DLAB=0 


2 


3 


4 


5 


6 


0DLAB-1 


1DLAB=1 


Bit 
No 


Receiver 
Buffer 

Register 
(Read 
Only) 


Transmitter 
Holding 
Register 
(Write 
Only) 


Interrupt 
Enable 
Register 


Interrupt 
Identifi- 
cation 
Register 


Line 
Control 
Register 


MODEM 
Control 
Register 


Line 
Status 
Register 


MODEM 
Status 
Register 


Divisor 
Latch 
(LS) 


Divisor 
Latch 
(MS) 





Data Bit ' 


Data Bit 0* 


Received 

Data 
Available 
Interrupt 
(ERBFI) 


"0" if 
Interrupt 
Pending 


Word 
Length 
Select 
Bit 

(WLSO) 


Data 
Terminal 
Ready 
(DTR) 


Data 
Ready 
(DR) 


Delta 
Clear to 

Send 
(DCTS) 


Bit 


Bit 8 


1 


Data Bit 1 


Data Bit 1 


Enable 
Trans- 
mitter 
Holding 
Register 
Empty 
Interrupt 
(ETBEI) 


Interrupt 
ID 

Rit <C\\ 


Word 
Length 
Select 
Bit 1 
WLS1) 


Request 
to Send 
f RTSt 


Overrun 
Error 


Delta 
Data Set 

Ready 
(DDSR) 


Bit 1 


Bit 9 


2 


Dsta Rit 9 


D3t3 Rit 


Enable 
Receiver 
Line 

Status 
Interrupt 

(ELSI) 


Interrupt 
ID 
Bit (1) 


Number 
of Stop 
Bits 
(STB) 


Out 1 


Parity 
Error 
(PE) 


Trailing 
Edge Ring 
Indicator 
(TERI) 


Bit 2 


Bit 10 


3 


Data Bit 3 


Data Bit 3 


Enable 
MODEM 

Status 
Interrupt 
(EDSSI) 





Parity 
Enable 
(PEN) 


Out 2 


Framing 
Error 
(FE) 


Delta 
Receive 
Line Signal 
Detect 
(DSLSD) 


Bit 3 


Bit 11 


4 


Data Bit 4 


Data Bit 4 








Even 
Parity 
Select 
(EPS) 


Loop 


Break 
Interrupt 
(Bl) 


Clear to 
Send 
(CTS) 


Bit 4 


Bit 12 


5 


Data Bit 5 


Data Bit 5 








Stick 
Parity 





Trans- 
mitter 
Holding 
Register 
Empty 
(THRE) 


Data 
Set 
Ready 
(DSR) 


Bit 5 


Bit 13 


6 


Data Bit 6 


Data Bit 6 








Set Break 





Trans- 
mitter 
Shift 
Register 
Empty 
(TSRE) 


Ring 
Indicator 
(Rl) 


Bit 6 


Bit 14 


7 


Data Bit 7 


Data Bit 7 








Divisor 
Latch 
Access 

Bit 
(DLAB) 








Received 
Line 
Signal 
Detect 
(RLSD) 


Bit 7 


Bit 15 



'Bit is the least significant bit- It is the first bit serially transmitted or received 
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Line Control Register 

^ Bits and 1: These two bits specify the number of 
O bits in each transmitted or received serial character. 
P5 The encoding of bits and 1 is as follows: 



Bit 1 


Bit 


Word Length 








5 Bits 





1 


6 Bits 


1 





7 Bits 


1 


1 


8 Bits 



Bit 2: This bit specifies the number of stop bits in 
each transmitted or received serial character. If bit 
2 is a logic 0, 1 Stop bit is generated or checked in 
the transmit or receive data, respectively. If bit 2 is a 
logic 1 when a 5-bit word length is selected via bits 
and 1, Vk Stop bits are generated or checked. If bit 2 
is a logic 1 when either a 6-, 7-, or 8-bit word length is 
selected, 2 Stop bits are generated or checked. 

Bit 3: This bit is the Parity Enable bit. When bit 3 is a 
logic 1, a Parity bit is generated (transmit data) or 
checked (receive data) between the last data word 
bit and Stop bit of the serial data. (The Parity bit is 
used to produce an even or odd number of 1s when 
the data word bits and the Parity bit are summed.) 

Bit 4: This bit is the Even Parity Select bit. When bit 3 
is a logic 1 and bit 4 is a logic 0, an odd number of 
logic 1s is transmitted or checked in the data word 
bits and Parity bit. When bit3isalogic1andbit4isa 
logic 1, an even number of bits is transmitted or 
checked. 

Bit 5: This bit is the Stick Parity bit. When bit 3 is a 
logic 1 and bit 5 is a logic 1, the Parity bit is transmit- 
ted and then detected by the receiver in the opposite 
state indicated by bit 4. 

Bit 6: This bit is the Set Break Control bit. When bit 6 
is a logic 1, the serial output (SOUT) is forced to the 



Table 3. Baud Rates Using 1.8432 MHz Crystal. 



Desired 


Divisor Used 


Percent Error 


Baud 


to Generate 


Difference Between 


Rate 


16x Clock 


Desired and Actual 


50 


2304 




75 


1536 




110 


1047 


0.026 


134.5 


857 


0.058 


150 


768 




300 


384 




600 


192 




1200 


96 




1800 


64 




2000 


58 


0.69 


2400 


48 




3600 


32 




4800 


24 




7200 


16 




9600 


12 




19200 


6 




38400 


3 




56000 


2 


2 86 



NOTE: 1 .8432 MHz is the standard 8080 frequency divided by 1 0. 



Spacing (logic 0) state and remains there (until reset by 
a low-level bit 6) regardless of other transmitter activity. 
The feature enables the CPU to alert a terminal in a 
computer communications system. 

Bit 7: This bit is the Divisor Latch Access Bit (DLAB). 
It must be set high (logic 1) to access the Divisor 
Latches of the Baud Rate Generator during a Read 
or Write operation. It must be set low (logic 0) to 
access the Receiver Buffer, the Transmitter Holding 
Register, or the Interrupt Enable Register. 

WD8250 Programmable Baud Rate Generator 

The WD8250 contains a programmable Baud Rate 
Generator that is capable of taking any clock input 
(DC to 3.1 MHz) and dividing it by any divisorfrom 1 
to (2 16 - 1). The output frequency of the Baud Gener- 
ator is 16x the Baud rate. Two 8-bit latches store the 
divisor in a 16-bit binary format. These Divisor 
Latches must be loaded during initialization in order 
to insure desired operation of the Baud Rate Gene- 
rator. Upon loading either of the Divisor Latches, a 
16-bit Baud counter is immediately loaded. This 
prevents long counts on initial load. 

Tables 3 and 4 illustrate the use of the Baud Genera- 
tor with two different driving frequencies. One is ref- 
erenced to a 1 .8432 MHz crystal. The other is a 3.072 
MHz crystal. 

NOTE 

The maximum operating frequency of the Baud 
Generator is 3.1 MHz. However, when using 
divisors of 6 and below, the maximum frequency 
is equal to 1/2 the divisor in MHz. For example, 
if the divisor is 1, then the maximum frequency is 
1/2 MHz. In no case should the data rate be 
greater than 56K Baud. 
Line Status Register 

This 8-bit register provides status information to the 
CPU concerning the data transfer. The contents of 
Table 4. Baud Rates Using 3.072 MHz Crystal. 



Desired 


Divisor Used 


Percent Error 


Baud 


to Generate 


Difference Between 


Rate 


16x Clock 


Desired and Actual 


50 


3840 




75 


2560 




110 


1745 


0.026 


134.5 


1428 


0.034 


150 


1280 




300 


640 




600 


320 




1200 


160 




1800 


107 




2000 


96 




2400 


80 




3600 


53 


0.628 


4800 


40 




7200 


27 


1.23 


9600 


20 




19200 


10 




38400 


5 




56000 


3 


14.285 
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the Line Status Register are indicated in table 2 and 
are described below. 

Bit 0: This bit is the receiver Data Ready (DR) indicator. 
Bit is set to a logic 1 whenever a complete incoming 
character has been received and transferred into the 
Receiver Buffer Register. Bit will be reset to a logic 
either by the CPU reading the data in the Receiver 
Buffer Register or by writing a logic into it from the 
CPU. 

Bit 1: This bit is the Overrun Error (OE) indicator. Bit 
1 indicates that data in the Receiver Buffer Register 
was not read by the CPU before the next character 
was transferred into the Receiver Buffer Register, 
thereby destroying the previous character. The OE 
indicator is reset whenever the CPU reads the con- 
tents of the Line Status Register. 
Bit 2: This bit is the Parity Error (PE) indicator. Bit 2 
indicates that the received data character does not 
have the correct even or odd parity, as selected by 
the even-parity-select bit. The PE bit is set to a logic 
1 upon detection of a parity error and is reset to a 
logic whenever the CPU reads the contents of the 
Line Status Register. 

Bit 3: This bit is the Framing Error (FE) indicator. Bit 

3 indicates that the received character did not have a 
valid Stop bit. Bit 3 is set to a logic 1 whenever the 
Stop bit following the last data bit or parity bit is 
detected as a zero bit (Spacing level). 

Bit 4: This bit is the Break Interrupt (Bl) indicator. Bit 

4 is set to a logic 1 whenever the received data input 
is held in the Spacing (Logic 0) state for longerthan 
a full word transmission time (that is, the total time 
of Start bit + data bits + Parity + Stop bits). 

NOTE 

Bits 1 through 4 are the error conditions that 
produce a Receiver Line Status interrupt whe- 
never any of the corresponding conditions are 
detected. 

Bit 5: This bit is the Transmitter Holding Register 
Empty (THRE) indicator. Bit 5 indicates that the 
WD8250 is ready to accept a new character for 
transmission. In addition, this bit causes the 
WD8250 to issue an interrupt to the CPU when the 
Transmit Holding Register Empty Interrupt enable 
is set high. The THRE bit is set to a logic 1 when a 
character is transferred from the Transmitter Hold- 
ing Register into the Transmitter Shift Register. The 
bit is reset to logic Oconcurrently with the loading of 
the Transmitter Holding Register by the CPU. 
Bit 6: This bit is the Transmitter Shift Register Empty 
(TSRE) indicator. Bit 6 is set to a logic 1 whenever 
the Transmitter Shift Register is idle. It is reset to 
logic upon a data transfer from the Transmitter 
Holding Register to the Transmitter Shift Register. 
Bit 6 is a read-only bit. 

Bit 7: This bit is permanently set to logic 0. 



Interrupt Identification Register 

The WD8250 has an on chip interrupt capability that ^ 
allows for complete flexibility in interfacing to all j5 
popular microprocessors presently available. In § 
order to provide minimum software overhead dur- fO 
ing data character transfers, the WD8250 prioritizes o 
interrupts into four levels. The four levels of inter- 
rupt conditions are as follows: Receiver Line Status 
(priority 1); Received Data Ready (priority 2); Trans- 
mitter Holding Register Empty (priority 3); and 
MODEM Status (priority 4). 

Information indicating that a prioritized interrupt is 
pending and source of that interrupt are stored in 
the Interrupt Identification Register (refer to table 
5). The Interrupt Identification Register (MR), when 
addressed during chip-select time, freezes the high- 
est priority interrupt pending and no other inter- 
rupts are acknowledged until the particular 
interrupt is serviced by the CPU. The contents of the 
IIR are indicated in table 2 and are described below. 
Bit 0: This bit can be used in either a hardwired 
prioritized or polled environment to indicate 
whether an interrupt is pending. When bit is a logic 
0, an interrupt is pending and the IIR contents may 
be used as a pointer to the appropriate interrupt ser- 
vice routine. When bit is a logic 1, no interrupt is 
pending and polling (if used) continues. 

Bits 1 and 2: These two bits of the IIR are used to 
identify the highest priority interrupt pending as 
indicated in table 5. 

Bits 3 through 7: These five bits of the IIR are always 
logic 0. 

Interrupt Enable Register 

This 8-bit register enables the four interrupt sources of 
the WD8250 to separately activate the chip Interrupt 
(INTRPT) output signal. It is possible to totally disable 
the interrupt system by resetting bits through 3 of the 
Interrupt Enable Register. Similarly, by setting the 
appropriate bits of this register to a logic 1, selected 
interrupts can be enabled. Disabling the interrupt 
system inhibits the Interrupt Identification Register 
and the active (high) INTRPT output from the chip. All 
other system functions operate in their normal manner, 
including the setting of the Line Status and MODEM 
Status Registers. The contents of the Interrupt Enable 
Register are indicated in table 2 and are described 
below. 

Bit 0: This bit enables the Received Data Available 
Interrupt when set to logic 1. 

Bit 1: This bit enables the Transmitter Holding Register 
Empty Interrupt when settoa logic 1. 

Bit 2: This bit enables the Receiver Line Status In- 
terrupt when set to logic 1. 
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Table 5. Interrupt Control Functions. 



Interrupt Identification 
Register 


Interrupt Set and Reset Functions 


Bit 2 



Bit 1 



Bit 
1 


Priority 
Level 


Interrupt 
Flag 

None 


Interrupt 
Source 

None 


Interrupt 
Reset Control 


1 


1 





Highest 


Receiver 
Line Status 


Overrun Error or 
Parity Error or 
Framing Error or 
Break Interrupt 


Reading the 

Line Status Register 


1 


o 


o 


OtH/UI 1 Li 


Received 
Data Available 


Receiver 
Data Available 


Reading the 

Rprpiupr Ri iffpr 

Register 





1 





Third 


Transmitter 
Holding Register 
Empty 


Transmitter 
Holding Register 
Empty 


Reading the IIR 
Register (if source 
of interrupt) or 
Writing into the 
Transmitter Holding 
Register 











Fourth 


MODEM 
Status 


Clear to Send or 
Data Set Ready or 
Ring Indicator or 
Received Line 
Signal Detect 


Reading the 
MODEM Status 
Register 



Bit 3: This bit enables the MODEM Status Interrupt 
when set to logic 1, 

Bits 4 through 7: These four bits are always logic 0. 
MODEM Control Register 

This 8-bit register controls the interface with the 
MODEM or data set (or a peripheral device emulat- 
ing a MODEM). The contents of the MODEM Con- 
trol Register are indicated in table 2 and are 
described below. 

Bit 0: This bit controls the Data Terminal R eady 
(DTR) output. When bit is set to a logic 1, the DTR 
output is for ced t o a logic 0. When bit is reset to a 
logic 0, the DTR output is forced to a logic 1. 

NOTE 

The DTR output of the WD8250 may be applied 
to an EIA inverting line driver (such as the 
DS1488) to obtain the proper polarity input at 
the succeeding MODEM or data set. 

Bit 1: This bit controls th e Re quest to Send (RTS) 
output. Bit 1 affects the RTS output in a manner 
identical to that described above for bit 0. 

Bit 2: This bit controls the Output 1 (OUT 1) signal, 
which is an auxiliary user-designated output. Bit 2 

affects the OUT 1 output in a manner identical to 
that described above for bit 0. 



Bit 3: This bit controls the Output 2 (OUT 2) signal, 
which is an auxilia ry user-designated output. Bit 3 
affects the OUT 2 output in a manner identical to 
that described above for bit 0. 

Bit 4: This bit provides a loopback feature for diagnos- 
tic testing of the WD8250. When bit 4 is set to logic 1, 
the following occur: the transmitter Serial Output 
(SOUT) is set to a logic one (high) state; the receiver 
Serial Input (SIN) is disconnected; the output of the 
Transmitter Shift Register is "looped back" into the 
Receiver Shift Register input; the four MODEM Control 
Inputs (CTS, DSR, RLSD, and RI) are disc o nnec t ed; and 
the four M ODEM Control outputs (DTR, RTS, OUT 1, 
and OUT 2) are internally connected to the four MODEM 
Control inputs. In the diagnostic mode, data that is 
transmitted is immediately received. This feature 
allows the processor to verify the transmit- and receive- 
data paths of the WD8250. 

In the diagnostic mode, the receiver and transmitter 
interrupts are fully operational. The MODEM Con- 
trol Interrupts are also operational but the inter- 
rupts' sources are now the lower four bits of the 
MODEM Control Register instead of the four 
MODEM Control inputs. The interrupts are still con- 
trolled by the Interrupt Enable Register. 
The WD8250 interrupt system can be tested by writ- 
ing into the lower six bits of the Line Status Register 



and the lower four bits of the MODEM Status Regis- 
ter. Setting any of these bits to a logic 1 generates 
the appropriate interrupt (if enabled). The resetting 
of these interrupts is the same as in normal WD8250 
operation. To return to this operation, the registers 
must be reprogrammed for normal operation and 
then bit 4 must be reset to logic 0. 
Bits 5 through 7: These bits are permanently set to 
logic 0. 

MODEM Status Register 

This 8-bit register provides the current state of the 
control lines from the MODEM (or peripheral 
device) to the CPU. In addition to this current-state 
information, four bits of the MODEM Status Regis- 
ter provide change information. These bits are set to 
a logic 1 whenever a control input from the MODEM 
changes state. They are reset to logic whenever 
the CPU reads the MODEM Status Register. 
The contents of the MODEM Status Register are 
indicated in table 2 and are described below. 
Bit 0:This bit is the Delta Clea r to S end (DCTS) indi- 
cator. Bit indicates that the CTS input to the chip 
has changed state since the last time it was read by 
the CPU. 



Bit 1: This bit is the Delta Data Set Ready (DDSR) 
indicator. Bit 1 indicates that the DSR input to the 
chip has changed state since the last time it was 
read by the CPU. 

Bit 2: This bit is the Trailing Edge of Ring Indicator 
(TERI) detector. Bit 2 indicates that the RT input to 
the chip has changed from an On (logic 1 ) to an Off 
(logic 0) condition. 

Bit 3: This bit is the Delta Received Line Signal 
Detec tor (DRLSD) indicator. Bit 3 indicates that the 
RLSD input to the chip has changed state. 

NOTE 

Whenever bit 0, 1, 2, or 3 is set to logic 1, a 
MODEM Status Interrupt is generated. 

Bit 4: This bit is the complement of the Clear to Send 
(CTS) input. 

Bit 5: T his b it is the complement of the Data Set 
Ready (DSR) input. 

Bit 6^_This bit is the complement of the Ring Indica- 
tor (Rl) input. 

Bit 7: This bit is th e com plement of the Received 
Line Signal Detect (RLSD) input. 



Typical Applications 

Figures 1 and 2 show how to use the WD8250 chip in an 8080A system and in a microcomputer system with 
a high-capacity data bus. 



O 

oo 
to 

S 




FIGURE 1. TYPICAL 8-BIT MICROPROCESSOR/RS-232 TERMINAL INTERFACE USING THE ACE. 
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Typical Applications (continued) 



i !L i 



DRIVER DISABLE 



FIGURE 2. TYPICAL INTERFACE FOR A 
HIGH-CAPACITY DATA BUS. 



ABSOLUTE MAXIMUM RATINGS 

Temperature Under Bias 0°C to +70°C 

Storage Temperature -65°C to +150°C (Ceramic) 
-50°C to +125 C 'C (Plastic) 
All Input or Output Voltages with 

Respect to Vss -0.5 V to +7.0 V 

Power Dissipation 750 mW 

Absolute maximum ratings indicate limits beyond 
which permanent damage may occur. Continuous 
operation at these limits is not intended; operation 
should be limited to those conditions specified 
under DC Electrical Characteristics. 



DC Electrical Characteristics 

Ta = 0°C to +70° C, Vcc ' + 5V ± 5%, Vss = ov . unless otherwise specified. 



Symbol 


Parameter 


Min. 


Typ. 


Max. 


Units 


Test Conditions 


VlLX 


Clock Input Low Voltage 


-0.5 




0.8 


V 






VlHX 


Clock Input High Voltage 


2.4 




vcc 


V 






VIL 


Input Low Voltage 


-0.5 




0.8 


V 






VIH 


Input High Voltage 


2.4 




vcc 


V 






VOL 


Output Low Voltage 






.45 


V 




IOL =1 -6mA on all outputs 


VOH 


Output High Voltage 


2.4 






V 




l H=-1°° MA 


ICC(AV) 


Avg Power Supply 
Current (Vcc) 






150 


ma 






IlL 


Input Leakage 






± 10 


MA 






ICL 
IDL 


Clock Leakage 
Data Bus Leakage 






± 10 
±10 


mA 


Vqut = °- 4V 1 Data Bus is at 
\/ a r\i ( High-Impedance 
V UT = 4 -ev J st ^ te 



Capacitance 

TA = 25° C, VCC = VSS - 0V 



Symbol 


Parameter 


Typ. 


Max. 


Units 


Test Conditions 


CXIN 


Clock 


10 


15 


PF 








Capacitance 










fc=1 MHz 


C|N 


Input 


6 


10 


PF 




Unmeasured 




Capacitance 








pins returned 


COUT 


Output 


10 


20 


PF 




to Vss 




Capacitance 













Typical Supply Current vs. 
Temperature. Normalized 




•25 .50 
AMBIENT TEMPERATURE ("CI 
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AC Electrical Characteristic TA = 0°C to *70°C. Vcc = + 5V ± 5% Test Conditions 



Symbol 


Parameter 


Units 


Min 


Max 




tAW 


Address Strobe Width 


ns 


120 




1TTL Load 


'ACS 


Address and Chip Select Setup Time 


ns 


100 




1TTL Load 


'ACH 


Address and Chip Select Hold Time 


ns 


10 




1TTL Load 


'CSS 


CSOUT Delay from Latch 


ns 




160 


1TTL Load 


'DID 


DISTR/DISTR Delay from Latch 


ns 


50 




1TTL Load 


'DIW 


DISTR/DISTR Strobe Width 


ns 


300 




1TTL Load 


'RC 


Read Cycle Delay 


ns 


655 




1TTL Load 


RC 


Read Cycle = tACS + 'DID + 'DIW + 'RC + 20 ns 


ns 


1125 




1TTL Load 


'DD 


DISTR/DISTR to Driver Disable Delay 


ns 




200 


1TTL Load 


'DDD 


Delay from DISTR/DISTR to Data 


ns 




300 


1TTL Load 


'HZ 


DISTR/DISTR to Floating Data Delay 


ns 


60 




1TTL Load 


'DOD 


DOSTR/DOSTR Delay From Latch 


ns 


20 




1TTL Load 


'DOW 


DOSTR/DOSTR Strobe Width 


ns 


175 




1TTL Load 


'WC 


Write Cycle Delay 


ns 


685 




1TTL Load 


WC 


Write Cycle = tACS + 'DOD + 'DOW + 'WC + 20 ns 


ns 


1000 




1TTL Load 


'DS 


Data Setup Time 


ns 


175 




1TTL Load 


'DH 


Data Hold Time 


ns 


60 




1TTL Load 


'CSC* 


CSOUT Delay from Select 


ns 




260 


1TTL Load 


tnir* 


DISTR/DISTR Delay from Select 


ns 


150 




1TTI I rifld 


'DOC* 


DOSTR/DOSTR Delay from Select 


ns 


150 




1TTL Load 


'ACR* 


Address and Chip Select Hold Time from DISTR/DISTR 


ns 


10 




1TTL Load 


'ACW* 


Address and Chip Select Hold Time fom DOSTR/DOSTR 


ns 


10 




1TTL Load 


'MR 


Master Reset Pulse Width 


ns 


500 




1TTL Load 



'Only applicable when ADS is permanently low. 
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3= 













Test 


Symbol 


Parameter 


Min. 


Maw 

Max. 


1 Inite 

unus 


L>onuiiions> 


Baud Generator 










N 


Baud Rate Divisor 


1 


216-1 






tBLD 


Baud Output Negative Edge Delay 




250 


ns 


100pF Load 


tBHD 


Baud Output Positive Edge Delay 




250 


ns 


100pF Load 


tLW 


Baud Output Down Time 


425 




ns 


100pF Load 


tHW 


Baud Output Up Time 


330 




ns 


100pF Load 


Receiver 












tSCD 


Delay from RCLK to Sample Time 




2 


*JS 




tSINT 


Delay from Stop to Set Interrupt 




2 


(JS 


100pF Load 


tRINT 


Delay from DISTR/DISTR (RD RBR) to Reset 
Interrupt 


.250 


1 


fS 


100pF Load 


Transmitter 










»HR 


Delay from DOSTR/DOSTR (WR THR) to Reset 
Interrupt 


.250 


1 


MS 


100pF Load 


MRS 


Delay from Initial INTR Reset to Transmit Start 




16 


BAUDOUT 
Cycles 




tsi 


Delay from Initial Write to Interrupt 




24 


BAUDOUT 
Cycles 




tss 


Delay from Stop to Next Start 


.250 


1 


MS 




tSTI 


Delay from Stop to Interrupt (THRE) 




8 


BAUDOUT 
Cycles 




T|R 


Delay from DISTR/DISTR (RD MR) to Reset 
Interrupt (THRE) 


.250 


1 


us 


100pF Load 


Modem Control 










tMDO 


Delay from DOSTR/DOSTR (WR MCR) to Output 


.250 


1 


)1S 


100pF Load 


tSIM 


Delay to Set Interrupt from MODEM Input 


.250 


1 


MS 


100pF Load 


tRIM 


Delay to Reset Interrupt from DISTR/DISTR 
(RD MSR) 


.250 


1 


MS 


100pF Load 
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CLOCK 



CLOCK 




Timing 


Min 


Uniti 


'XH 


100 


ns 


tXL 


115 


m 



FIGURE 3. EXTERNAL CLOCK INPUT (3.1 MHz MAX.) 




Crystal 


Ri 


Ri 


Hi 


Ci 


C, 


' Cs 


3 1 MHz 


2K 


05M 


0.5M 


4O-60pF 


0.01pF 


10-30pF 


1 .8 MHz 


2K 


0.5M 


5M 


65-IOOpF 


0.01pF 


15-10pF 



FIGURE 4. TYPICAL CRYSTAL OSCILLATOR NETWORK 
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o 

00 

N> 

g 



Ao. A,. A 2 
AND 
CS . CS,, CS^ 



|— — 'aw— — j 

(—-'ACS—] [-— 'ACH 

X Mu °iX 



DOSTR/DOSTR 



DATA 
D -D ? 



\— 'ess— | 

rx 



'acr' 



X 



■ 'csc- 



'DID— 



' 'RC* 



-tt- 



X 



r 

OR 



|—- 'OD—j 



— — <DD—| 



\ 



X 



— <DDD—| |»lH2— I 

^valid data^ - 



FIGURE5. READ CYCLE TIMING 



Afl. A,, A 2 
AND 

CSq.CSlCSj 



DOSTR/DOSTR 



DATA 

D -D ? 



[— 'ACS— j f— ! 



'acw' 



|— -'ess— ) 

Z3C 



X 



-'csc- 



-'DOW- 



- 'wc- 



~X active XL 



-s>- 



X 



(-• 1 DS" I - ' DH — | 

VALID DATA 



-H- 



FIGURE 6. WRITE CYCLE TIMING 
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<BLD-»-| (-•— | 



BAUD OUT 

H-2) 



TUTu~T_rLn_rL 



'BHD 



3 



'BLD-»-| — I— t 



BAUD 



rout Tl 

(+3) M 



'bld 



BAUD OUT 

{+ N, N >3) 



— L 



n r 



I— 



r 



'HW h» ' LW 



J~~L 



HW = (n - 2) XTAL1 CYCLES 



LW = 2 XTAL1 CYCLES 



FIGURE 7. BAUDOUT TIMING 



LT 
LT 



'SCD 



SIN (RECEIVER 
INPUT DATA) 



r f DATA BITS (5-8) ^PARITY^STQp\^ START f ~ 



SAMPLE CLK 



DISTR/DISTR 2 
(READ REC DATA 
BUFFER) 



-J J- 



-<SINT 



X 



Notes: 

See Write Cycle Timing 
'See Read Cycle Timing 



FIGURE 8. RECEIVER TIMING 
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SERIAL OUT 
(SOUT) 



INTERRUPT (THRE) 



DOSTR/DOSTR' 
(WR THR) 



\ sTARt/ DATA (5-8) )( y ST0P | \ sTARt/" 

={j v j J r- 

— | J— — ' MR 



DISTR/D1STR-- 
(RD MR) 



V 



Notes: 

'See Write Cycle Timing 
'See Read Cycle Timing 



FIGURE 9. TRANSMITTER TIMING 



DOSTR/DOSTR 
IWR MCR) 



RT 5 .T3TR . 
0UT1 OUT2 



P" 'MDO— ~-J 



V 



/ V 



■ 'mdo- 



f 



CTSDSRRLSD 



DISTR/DISTR' 
(RD MSR) 



Notes: 

'See Write Cycle Timing 
'See Read Cycle Timing 



nr 



( RIM 

S 


— 1 SIM -J 






/ 



FIGURE 10. MODEM CONTROLS TIMING 
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ORDERING INFORMATION 



Part Number 


Max Clock 
Rate 1 


Bits/Character 


WD8250*-00 


3.1 MHz 


5, 6, 7, 8 


WD8250*-20 


3.1 MHz 


6, 7,8 


WD8250*-30 


500 kHz 


5,6, 7,8 



NOTES: 



1. This is the maximum clock rate that can be ap- 
plied to pins 16 or 17. 
"Consult your local Western Digital Sales Repre- 
sentative for information regarding package 
availability, price, and delivery. 



See page 429 for ordering information. 



O 

00 

ro 
§ 



Information furnished by Western Digital Corporation is believed to be accurate and reliable- However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 

specifications at anytime without notice. 
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WESTERN DIGITAL 



O R 



O 



T I 



N 



WD8256, WD8256-2 Programmable 
Multifunction UART (MUART) 



FEATURES 

• WD8256 COMPATIBLE WITH 3 MHZ SYSTEM 
CLOCK PROCESSORS. 

• WD8256-2 COMPATIBLE WITH 5 MHZ SYSTEM 
CLOCK PROCESSORS. 

• FULL-DUPLEX ASYNCHRONOUS SERIAL 
INTERFACE WITH PROGRAMMABLE 5-8 DATA 
BITS, 0.75-2 STOP BITS, PARITY GENERATION 
AND CHECKING. 

• INTERNAL BAUD RATE GENERATOR 
PROGRAMMABLE FROM 50-19200 BAUD; 0-1 
MEGABAUD POSSIBLE WITH EXTERNAL BAUD 
RATE CLOCK. 

• INTERRUPT CONTROLLER WITH 8 PRIORITY 
LEVELS; EACH LEVEL INDEPENDENTLY 
MASKABLE, PROGRAMMABLE FOR NORMAL 
AND FULLY NESTED OPERATION. 

• FIVE PROGRAMMABLE 8-BIT COUNTER/ 
TIMERS, (INTERNAL OR EXTERNAL CLOCK) 
FOUR CASCADABLE TO TWO 16-BIT 
COUNTER/TIMERS. 

• TWO 8-BIT I/O PORTS, BIT PROGRAMMABLE 
FOR INPUT/OUTPUT, HAND-SHAKE MODE 
SUPPORTED. 



AD C 
AD 
AD 2 LZ 
AD 3 
AD 4 C 
DB 5 C 
DB 6 C 
D8 7 
ALE 

RD 

WRC 
RESET 

CSIZ 
INTA 

INT 
EXTINT IZ 
CLK C 
RxC 
RxD Lt 



V S S C 20 



TIT" 



v C c 

P10 

P11 

37 tl P12 
36 Zl P13 
35 3 P14 
34 □ P15 



WD8256/ 
WD8256-2 



Zl P16 

□ P17 

zi P20 

ZIP21 
Zl P22 

rj P23 

Zl P24 
Zl P25 
Zl P26 
Zl P27 
ZITxD 
ZITxC 

□ CTS 



PIN DESIGNATION 



DESCRIPTION 

WD8256 integrates four of the most used peripheral 
functions in a microcomputer system into a 40 pin 
package; serial interface, parallel interface, timer/ 
counter and interrupt controller. It is primarily suited 
for system which have a multiplexed bus. With some 
additional circuitry, it can also be used with other pro- 
cessors. All the functions of WD8256 are program- 
mable by software, leading to a great flexibility in 
system design. 
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PIN DESCRIPTION 



O 

00 

cn 



o 

00 
NS 

a> 
to 



PIN 
NUMBER 



PIN NAME 



SYMBOL 



FUNCTION 



1-8 



10 
11 
12 

13 

14 

15 
16 

17 
18 



INTERFACE TO 
MULTIPLEXED BUS 

ADDRESS LATCH 
ENABLE 

READ CONTROL 
WRITE CONTROL 
RESET 

CHIP SELECT 



INTERRUPT 
ACKNOWLEDGE 

INTERRUPT REQUEST 

EXTERNAL INTERRUPT 



SYSTEM CLOCK 



RECEIVER CLOCK 



AD0-AD4, 
DB5-DB7 

ALE 



RD 
WR 
RESET 

CS 

INTA 
INT 

EXTINT 
CLK 



RxC 



RECEIVER DATA 



RxD 



Bidirectional lines to 8 data bits and 5 least 
significant address bits which are latched inter- 
nally on the falling edge of ALE. 

The five least significant address bits and CS 
are latched on the falling edge of ALE into an in- 
ternal register. 

The microprocessor reads data from the chip 
when this signal is low. 

The microprocessor writes data into the chip 
with a low on this pin. 

A high on this pin forces the chip to its initial 
state. The chip remains in this state till control 
information is written into the chip. 

A low on this pin during ALE enables the bus 
interface of the chip. Neither read nor write 
operations are possible without this enable. The 
signal has no effect on the internal operation of 
the chip. 

The microprocessor informs the chip a low on 
this pin that an interrupt request is being servic- 
ed, if this function has been enabled. 

The chip demands interrupt service from the 
microprocessor with a high on this output. 

An external source can request interrupt service 
through this input. The source can be either a 
peripheral or another WD8256 with its INT pin 
as the signal source. The input is level sensitive 
(high). The request must be held high until the 
processor acknowledges it. 

Clock on this input is the reference clock for 
various function like timers, baud rate generator 
etc. 

If this pin is programmed as an output, it 
provides a low-to-high transition at the sampling 
point of each received data bit (excluding the 
framing bits). When programmed as an input, an 
externally generated receiver clock must be 
connected to this pin. Its frequency can range 
from DC to 1.024 MHz matching the receiver 
baud rate. 

The internal baud rate generator is disabled if 
this pin is as input. 

Input for serial data, which is converted to 
parallel format while discarding the framing bits 
and then is made available to the processor. 
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PIN DESCRIPTION (CONT.) 



PIN 
NUMBER 



PIN NAME 



SYMBOL 



FUNCTION 



20 
21 



GROUND (0V) 



CLEAR TO SEND 



VSS 
CTS 



22 



TRANSMITTER CLOCK 



TxC 



23 



TRANSMITTER DATA 



TxD 



This input enables the serial transmitter. If 1, 1.5 
or 2 stop bits ar e se lected, CTS is level sen- 
sitive. As long as CTS is low, any character load- 
ed into the transmitter buffer register will be 
transmitted serially. For continuous transmis- 
sion, this input must be tied to low. A single 
negative going pulse causes the transmission 
of a single character previously loaded into the 
transmitter buffer register. If the transmitter buf- 
fer is empty, this pulse will be ignored. If this 
pulse occurs during the transmission of a 
character upto the time where 0.5 of the first (or 
the only) stop bit is sent out, it will be ignored. If 
it occurs afterwards, but before the end of the 
stop bits the next character will be trans mitt ed 
immediately following the current one. If CTS is 
still high when the transmitter register is sen- 
ding the last stop bit, the transmitter will enter 
its idle state until the next high-to-low transition 
on CTS occurs. 

If 0.75 stop bits is chosen, CTS input is edge 
sensitive. A negative edge on CTS results in the 
immediate transmission of the next character. 
The length of the stop bits is determined by the 
time interval between the beginning of t he fi rst 
stop bit and the next negative edge on CTS. A 
high-to-low transition has no effect if the 
transmitter buffer is empty or if the time interval 
between the beginning of the stop bit and next 
negative edge is less than 0.75 bit. A high or a 
low level or a low-to-high transition has no ef- 
fect on the transmitter for the 0.75 stop bit 
mode. 

The function of this pin can be programmed in 3 
configurations. As an output it delivers the 
transmitter clock corresponding to the baud 
rate. 

If programmed as an input, an external clock of 
32 or 64 times the baud rate that is common to 
transmitter and receiver, or a 1x clock matching 
the baud rate which is used for the transmitter 
only, can be tied to this pin. The maximum fre- 
quency is 1.024 MHz. Thus, baud rates ranging 
from to 16 K Baud (64x) or from to 32 K Baud 
(32x) or from to 1.024 Mbaud (1x) are possible. 
The internal baudrate generator is disabled if 
TxC is selected as input. 

Serial data output. The parallel data received 
from the processor and the framing bits added 
by the WD8256 are sent out serially over this 
output when the transmitter is enabled by the 
CTS signal. 
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PIN DESCRIPTION (CONT.) 



PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


24-31 


PARALLEL I/O PORT 2 


P27-P20 


The eight general purpose I/O pins of parallel 
port 2 can be configured in sets of four pins 
(nibbles) as inputs or outputs or 8 bit I/O with 
handshake (control-signals at port 1). In the nib- 
ble mode the output signals are latched where- 
as the input signals are not. In the handshake 
mode both inputs and outputs are latched. 


32-39 


PARALLEL I/O PORT 1 


P17-P10 


Each one of these 8 pins can be programmed as 
input or output. Alternatively these pins can 
serve as control pins which extends con- 
siderably the functional spectrum of the chip. 
The pins are assigned special functions im- 
plicitly by programming. All outputs are latched 
whereas inputs are not. 


40 


POWER SUPPLY ( + 5 V) 


vcc 





See page 429 for ordering information. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed in U S.A 



WESTERN D/C/TAL 



o 



T I 



N 



PR1472(PSAR) 
Programmable Synchronous & Asynchronous Receiver 



FEATURES 

SYNCHRONOUS, ASYNCHRONOUS OR 
ISOCHRONOUS OPERATION 
DC TO 640K BITS/SEC (1X CLOCK) PR1472-01; 
DC TO 100K BITS/SEC PR1472 
PROGRAMMABLE MATCH (FILL) CHARAC- 
TER WITH MATCH DETECT FLAG. 
INTERNAL OR EXTERNAL CHARACTER 
SYNCHRONIZATION 
NINE BIT WIDE RECEIVER HOLDING 
REGISTER 

SELECTABLE 5, 6, 7 OR 8 BITS PER 
CHARACTER 

EVEN/ODD OR NO PARITY SELECT 
PROGRAMMABLE CLOCK RATE; 1X, 16X, 32X 
OR 64X 

AUTOMATIC START AND STOP BIT STRIP- 
PING 

AUTOMATIC CHARACTER STATUS AND 
FLAG GENERATION 

THREE STATE OUTPUTS — BUS STRUCTURE 
CAPABILITY 
DOUBLE BUFFERED 
TTL & DTL COMPATIBLE — INTERNAL 
ACTIVE PULLUP 

COMPATIBLE TRANSMITTER, PT1482 



GENERAL DESCRIPTION 

The Western Digital PR1472 (PSAR) is a program- 
mable receiver that interfaces variable length serial 
data to a parallel data channel. The receiver con- 
verts a serial data stream into parallel characters 
with a format compatible with all standard Syn- 
chronous, Asynchronous, or Isochronous data 
communications media. 

Contiguous synchronous serial characters are 
compared to a programmable Match-Character 
Holding Register, character synchronized and 
assembled. Programming the Asynchronous or 
Isochronous Mode provides assembly of characters 
with start and stop bit(s) which are stripped from 
the data. Four internal registers, in conjunction 
with Three-State Outputs provide full system 
versatility. 

The PSAR is a TTL compatible device. The use of 
internal active pull-up devices and push-pull 
output drivers, provides direct compatibility with 
all forms of current sinking logic. Western Digital 
also offers a Compatible Transmitter, the PT1482. 
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3 MHR B 
□ RMS2 
Mi 3 MHR 6 
it 3 RMSi 
36 □ MHR4 
B □ Rl 
34 J MHRL 
33 3 CRL 
32 □ MR 
31 3 RRC 
30 □ MDET 
2) 3 pe 
28 □ FE SS 
27 8 OE 
26 □ DR 
25 3 DRR 
24 3 SFR 
23 □ WLS 2 
22 3 MHR 2 
21 □ EPE 



PIN CONNECTIONS 



PI WLS2 RMS2 

CRL EPE WLSt RMS1 RMS3 

i l I i l i l i 



CONTROL REGISTER 



MR 
CD- 



Rl ■ 



VSS(»5V) 
VDD(GND) -» 
VGG1-12V) 



MHR7 MHR5 MHR3 MMR1 

MHR8|MHR6 MHR4JMHR2I MHRL 

urn nil 



MATCH CHARACTER 
HOLDING REGISTER 



RECEIVER REGISTER 



TIMING AND CONTROL 



COMPARATOR 



RECEIVER HOLDING 
REGISTER 



SFR | OE I RRC T DRR 

PE FE/SS DR 



TTTTTTTTT 

RR9 T RR7 T RR5 T RR3 T RR1 

RR8 RR6 RR4 RR2 



PR1472 BLOCK DIAGRAM 
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30 
—i. 

ro 

8 

3 



PIN 
NUMBER 



I/O NAME 



SYMBOL 



FUNCTION 



37,39,2 



POWER SUPPLY 

RECEIVER MODE 
SELECT 



RMS,, RMS2 
RMS> 



18,22 
17,36,3, 
38, 4, 40 



MATCH-CHARACTER 
HOLDING REGISTER 
DATA 



MHRi, MHR2, 
MHR3, MHR,, 

MHRs, MHRe, 

MHR7, MHR. 



5,23 



WORD LENGTH 
SELECT 



WLS,,WLS: 



+ 5 Volt Supply 

A low-level input voltage, Vil, applied to CD (pin 
6) enables RMSi, RMS2, and RMSs inputs. The 
Receiver Mode Select Inputs, in conjunction with 
the Control Register Load and Chip Disable, 
select the Receiver operating mode. RMS1, RMS2, 
and RMSs may be strobed or hard-wired to the 
appropriate input voltage. 

RMSi RMS: RMS, Selected Operating Mode 












ASYNCH OR ISOCH, 








1X CLOCK 








1 


ASYNCH OR ISOCH, 








16X CLOCK 





1 





ASYNCH OR ISOCH, 








32X CLOCK 





1 


1 


ASYNCH OR ISOCH, 








64X CLOCK 


1 


X 





SYNCH-EXTERNAL 








CHARACTER 








SYNCHRONIZATION 


1 


X 


1 


SYNCH-INTERNAL 








CHARACTER 








SYNCHRONIZATION 



NOTE: When operating in asynchronous or 
isochronous mode with 1X clock there is 
no protection against false start bits. 

A high-level input voltage, V, H , applied to CD dis- 
ables RMS,, RMS2 and RMSj. 

A low-level input voltage, Vil, applied to CD (pin 
6) enables the inputs to th e Match-Character 
Holding Register Load, MHRL. Parallel 8-bit char- 
acters are input in to the Match-Character Holding 
Register with the MHRL Strobe (pin 34). If a char- 
acter of less than 8 bits has been selected (by 
WLS, and WLS2), only the least significant bits are 
accepted. These inputs may be strobed or hard- 
wired to the appropriate input voltage. A high- 
level input voltage, Vil, applied to CD disables 
MHR, and MHRs. 

A low-level input voltage, Vil, applied to CD (pin 6) 
enab les the inputs of the Control Register Load, 
CRL. Parallel 8-bit chara cters are input into the 
Control Register with the CRL Strobe (pin 4), 
WLS, and WLS2 select the transmitted character 
length from five (5) to eight (8) bits defined by the 
Truth Table below: 



WLS* WLS, 



Selected Word Length 



Vil 


V,L 


5 BITS 


V, L 


V,H 


6 BITS 




V,L 


7 BITS 


V| H 


VlH 


8 BITS 



WLS, and WLS2 may be strobed or hard-wired to 
the appropriate input voltage. A high-level input 
voltage, V iH , applied to CD disables WLS, and 
WLS2. 
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PIN 
NUMBER 



I/O NAME 



SYMBOL 



FUNCTION 



■o 

37 

J* 
-J 

ro 
TJ 

> 

3 



CHIP DISABLE 



CD 



7-15 



RECEIVER HOLDING- 
REGISTER DATA 
OUTPUT 



RR9-RR1 



16 
19 

20 
21 



POWER SUPPLY 
PARITY INHIBIT 

POWER SUPPLY 
EVEN PARITY ENABLE 



Vgg 
PI 

EPE 



29 



PARITY ENABLE 



PE 



This line controls the disable associated with bus- 
able inputs and Three-State outputs. A high-level 
input voltage, V| H , applied to this line disables 
inputs and removes drive from push-pull output 
buffers causing them to float. Drivers of disables 
outputs are not required to sink or source cur- 
rent. The I/O Lines controlled by Chip Disable are 
defined below: 

Input Lines Three-Slate Output Lines 

CRL DRR PE RR.-RRs 

EPE SFR FE 

PI MHRL OE 

WLSiWLS! MHR.-MHR, 
RMS,-RMS 3 

A low-level input voltage, V !L , applied to CD (pin 
6) enables the Receiver Holding Register out- 
puts, RR1-RR9. The parallel data character, in- 
cluding parity (RR»), appears on these lines. 
Program control selection of a word length less 
than eight (8) bits will cause the most significant 
bits of the character to be forced to a low-level 
output voltage, V i_- The character will be right 
justified. RRi (pin 15) is the least significant bit 
of the character. A high-level input voltage, V, H , 
applied to CD disables RR1-RR9. 

- 12 Volts Supply. 

A low-level input voltage, V, L , applied to CD (pin 
6) enables the EPE and PI inputs. 

Ground = OV 

The Even Parity Enable Input and the Parity 
Inhibit Input to the Control Register, in conjunc- 
tion with the Control Register Load and Chip Dis- 
able, select even, odd or no parity to be verified by 
the receiver. A high-level input voltage, Vih, app- 
lied to EPE selects even parity and a low-level 
input voltage, Vil, select odd parity if a low-level 
input voltage is applied to Parity Inhibit and Chip 
Disable. PI and EPE may be strobed or hard-wired 
to the appropriate input voltage. 

PI EPE Selected Parity Comments 

V IL V IL Odd CD = V IL 

V IL V IH Even CD = V, L 

V,h X None CD = V, L 

NOTE: If CD = V| H , no programming is performed 
since inputs are disabled. 

X — either V| L or V m . When programmed, the 
appropriate parity is verified following the last 
data bit of a character, immediately preceding 
the stop element of asynchronous and iso- 
chronous characters. 

A high-level input v olta ge, V !H , applied to CD dis- 
ables EPE, PI, and CRL. 

A high-level input V||_| enables parity. A low level 
input V|n disables parity. 
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PIN 
NUMBER 



I/O NAME 



SYMBOL 



FUNCTION 



24 



25 



26 



STATUS FLAG RESET 



DATA R ECEIVED 
RESET 



DATA RECEIVED 
FLAG 



SFR 



DRR 



DR 



27 



OVERRUN ERROR 
FLAG 



OE 



28 



FRAMING ERROR/ 
SYN SEARCH 



FE/SS 



A low-level i nput voltage, V, L , applied to CD (pin 6) 
enables the SFR input. A low-level input voltage, 
V| L , applied to this line resets the PE, FE and 
OE Status Flags. 

A low-level inp ut vo ltage, V !L , applied to CD (pin 
6) enables the DRR input. A low-level input volt- 
age, V, L , applied to this line resets the DR Flag. 
A hig h-leve l input voltage, V, H , applied to CD dis- 
ables DRR. 

A high-level output voltage, V 0H , indicates that 
an entire character has been received and trans- 
ferred to the Receiver Holding Register. When 
operating in the synchronous mode, the first 
SYN character, when located and transferred to 
the Receiver Holding Register, will not cause DR 
to go to a high-level output voltage, V h. but 
will cause MDET to go to a high-level output 
voltage. Character transfer to the Receiver Hold- 
ing Register occurs in the center of the last bit 
of a synchronous character or the center of the 
first STOP element of an asynchronous or iso- 
chronous character at which time this flag is 
updated. 

A low-level input voltage, V| L , applied to CD (pin 
6) enables the OE input. A high-level output 
voltage, V h, indicates that the prevously received 
character was not read (DR line not reset) and 
was, therefore, lost before the present character 
was transferred to the Receiver Holding Register. 
This transfer occurs in the center of the last bit 
of a received synchronous character or in the 
center of the first STOP element of an asyn- 
chronous or isochronous character at which 
time this flag is updated. 

A high-level input voltage, V 0H , applied to CD 
disables OE. 

FE/SS is a two-way (I/O) bus. If programmed for 
the ASYNCHRONOUS or ISOCHRONOUS MODE, 
a low-level input voltage, V| L , applied to CD (pin 
6) enables the FRAMING ERROR FLAG output 
which indicates the status of the STOP BIT 
detection circuit. A high-level output voltage, 
V h. indicates that the character transferred to 
the Receiver Holding Register has no valid STOP 
BIT; i.e., the bit following the PARITY BIT is not 
a high-level input voltage, V, H . This transfer 
occurs in the center of the first stop element at 
which time this flag is updated. 

When programmed for the SYNCHRONOUS 
MODE, this line is an input and is not under 
control of CD. This line should be driven by a 
tri-state or an open collector device. 

If programmed for INTERNAL CHARACTER 
SYNCHRONIZATION, a transition from a low- 
level input voltage, V !L , to a high-level input 
voltage, V m , initiates the automatic internal 
"SYN" CHARACTER search operation. 
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PIN 
NUMBER 



I/O NAME 



SYMBOL 



FUNCTION 



28 



FRAMING ERROR/ 
SYN SEARCH 



FE/SS 



30 



MATCH DETECT 
FLAG 



MDET 



31 



RECEIVER REGISTER 
CLOCK 



RRC 



Prior to initiation of this operation, the Receiver 
Holding Register is "transparent" so that its con- 
tents are identical to that of the RECEIVER REG- 
ISTER. Upon receipt of a SYN character, (pre- 
viously loaded into the Match-Character Holding 
Register during initialization), the Receiver Hold- 
ing Register becomes non-transparent, the 
MATCH DETECT output (MDET) goes to a high- 
level output voltage. V 0H , but, the Data Received 
(DR) FLAG does not assume a high-level output 
voltage, V 0H . The P/SAR is now in character 
synchronization. Subsequent SYN or data char- 
acter will be transferred to the RECEIVER HOLD- 
ING REGISTER as they are assembled (at the 
center of the last bit) and the DR FLAG will be 
raised. A transition from a high-level input volt- 
age, V| H , to a low-level input voltage, V, L , causes 
the P/SAR to lose character synchronization 
and forces the Receiver Holding Register to 
become "transparent." 

If programmed for EXTERNAL CHARACTER SYN- 
CHRONIZATION, the system external to the 
P/SAR examines the data stream for "SYN" 
characters when SYN SEARCH is a low-level 
input voltage, V, L . The Receiver Holding Register 
is "transparent" which allows the contents of 
the RECEIVER REGISTER to.be monitored as it 
ripples through the shift register. When the ex- 
ternal logic locates a "SYN" CHARACTER, in- 
dicated by a high-level input voltage, V 0H . on 
MDET, the SYN SEARCH line is externally raised 
to a high-level input voltage, V m . This high-level 
input voltage causes character synchronization 
to be initiated, returns the Receiver Holding 
Register to a "non-transparent" condition, caus- 
ing subsequent characters to be transferred to 
the RECEIVER HOLDING REGISTER (when the 
center of the last bit of a character is recognized) 
and raises the DR FLAG. 

A high-level output voltage, V 0H , indicates that 
the contents of the Transmitter Register are 
identical to the contents of the Match-Character 
Holding Register. This flag is set to a high-level 
output voltage, V 0H , at the center of the first 
STOP ELEMENT of an asynchronous or iso- 
chronous character. 

This fifty (50) percent duty cycle clock provides 
the basic receiver timing. The negative transition 
from a high-level input voltage, V !H , to a low-level 
input voltage, V, L , shifts data into the RECEIVER 
REGISTER at a rate determined by RMS., 
RMSj and RMS 3 . Synchronous operation re- 
quires that this negative transition occur at 
the center of each data bit. 
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PIN 
NUMBER 


I/O NAME 


SYMBOL 


FUNCTION 


32 


MASTER RESET 


MR 


A high-level input voltage, V| H , applied to this line 
resets timing and control logic to an idle state, 
sets the contents of the Receiver Holding Register 
to a high-level output voltage, V 0H , resets the 
contents of the Match-Character Holding Reg- 
ister, the MDET, DR, PE, FE, and OE outputs to 
a low-level output voltage, V 0L , but does not 
effect the contents of the control register. 


33 


CONTROL REGISTER 
LOAD 


CRL 


A low-level input voltage, V !L , applied to CD (pin 
6) enables the CRL input. A low-level input volt- 
age, V, L , applied to this line enables inputs to 
DC "D Type" Latches of the Control Register 
and loads it with Control Bits (EPE, PI, RMSi, 
RMS*, RMS 3 , WLS,, WLS2). A high-level input 
voltage, V m , applied to this line disables the 
Control Register. This line may be strobed or 
hard-wired to a low-level input voltage, V| L . A high- 
level input voltage, V m , applied -to CD disables 
CRL. 


34 


MATCH CHARACTER 
HOLDING REGISTER 
LOAD 


MHRL 


A low-level input voltage, Vu , applied to CD (pin 
6) enables the MHRL input. A low-level input 
voltage, V !L , applied to this line enables input 
to DC "D Type" Latches of the Match-Character 
Holding Register and loads it with the Match- 
Character Holding Register. This line may be 
strobed or hard-wired to a low-level input voltage, 

V,L- 

A high-level input voltage, V| H , applied to CD dis- 
ables MHRL. 


35 


RECEIVER INPUT 


Rl 


The serial input data stream received on this 
line enters the Receiver Register determined by 
the character length, parity and the number of 
stop bits programmed. A high-level input voltage, 
V| H , must be present when no ASYNCHRONOUS 
data is being received. 



ORGANIZATION 

PR1472 block diagram is illustrated on page 1. 

Control Register — Programming of the PSAR is 
accomplished by loading the 7 Bit Control register. 
Mode selection, clock division, word length, and 
parity are selected when the Control Register Load 
(CRL) signal is activated. 

Receiver Register — The Receiver Register is used 
to store the incoming data stream. The contents 
of this register can be gated to the Holding register 
during the transparent mode, or compared with 
the Match Holding Register. When a character is 
assembled it is transferred to the Receiver Hold- 
ing Register. 

Receiver Holding Register — The Receiver Holding 
Register, a buffer register, is used to store the 
assembled character. 

Match Holding Register — The Match Holding 
Register is used to store the match character. The 
contents of this register are compared with the 



receiver register to establish character synchroni- 
zation. 

Timing & Control — The Timing and Control Logic 
generates the required control signals to assemble 
characters, match comparison, bit stripping, and 
generation of status/flag signals. 

SYNCHRONOUS MODE OPERATION 

Synchronous data appears as a continuous bit 
stream of contiguous characters at the input to 
the receiver with no Start or Stop bits. Character 
synchronization (the "framing" of this continuous 
bit stream into characters of a predetermined fixed 
length), must be accomplished by a comparison 
of this bit stream and a synchronization sequence. 
The P/SAR is designed to accommodate internal 
or external character synchronization by program 
control. 

Referring to the Block Diagram of the Receiver, the 
Chip Disable (CD) enables or disconnects various in- 
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puts and outputs of the P/SAR. This feature pro- 
vides the device with the capability of being dis- 
connected from the system bus. The inputs to the 
Control Register and Match-Character Hol ding 
Regi ster a nd their respective load strobes, CRL 
and MHRL are under CD control. In addition, DRR, 
SFR, PE, and OE and the outputs of the Receiver 
Holding Register, are also controlled by CD. It is 
necessary that CD enable these lines to allow strob- 
ing information in these registers and to allow 
examination of these output flags and data. 

Device operation is programmed subsequent to 
being forced into its "idle" state. The P/SAR will 
enter a defined "idle" state when the Master Reset 
(MR) line is strobed to a high-level input voltage. 
In this state, all timing and control logic are reset, 
the contents of the Receiver Holding Register is 
set to a high-level output voltage and all output 
flags are reset to a low-level output voltage. The 
Master Reset also causes the contents of the Match- 
Character Holding Register to be reset to a low- 
level output voltage. 

Enabled by C D, the Control Register is loaded by 
strobing CRL to a low-level input voltage which 
defines mode of operation and clock rate selection, 
character length and selected parity if required. 
Table 1 illustrates all programmable synchronous 
formats. 

Character synchronization from the data stream 
requires Receiver recognition of specific bit pat- 
terns) which define the relative position of syn- 
chronous characters in the data stream and sub- 
sequent character assembly. The P/SAR program- 
mably accommodates internal or external character 
synchronization. 

Programmed for internal character synchroniza- 
tion, a high-level input voltage on the Sync Search 
line, the Receiver Holding Register is "trans- 
parent" and its contents are identical to the Re- 
ceiver Holding Register. The data stream, gated 
into the Receiver Input (Rl) by the negative 
transition of the Receiver Register Clock (RRC), 
shifts through the Receiver Register and is com- 
pared with the preprogrammed character in the 
Match-Character Holding Register. A match, in- 
dicated by a high-level output voltage on Match 
Detect (MDET), returns the Receiver Holding register 
to its non-transparent state and initializes timing 
and control logic but does not set the Data Received 
Flag to a high-level output voltage. The character 
following the match will be transferred to the Re- 
ceiver Holding Register at the receipt of the center 
of its last bit and the Data Received Flag is set to 
a high-level output voltage. Depending on line dis- 
cipline, this last character may also be a synchroni- 
zing character, in which case, Match Detect will 
continue to be a high-level output voltage when 
the Data Received Flag is set. Therefore, sequence 
verification can be performed by the system (ad- 
ditional hardware or software as desired). 



Parity, if programmed, is verified upon receipt of 
the center of the parity bit which is the last bit of a 
synchronous character. If a parity error exists, the ^ 
associated PE register is set to a high-level output 2 
voltage. £» 

Transfer of a character to the Receiver Holding IO 
Register sets the associated Data Received Register ^ 
Flag (DR) to a high-level output voltage. The transfer j/> 
of a character to the Receiver Holding Register, if ^ 
the Data Received Register Flag had already been 33 
set to a high-level output voltage, causes the pre- 
vious character to be lost (written over) and is alerted 
by an Overrun Error Flag which is a high-level out- 
put voltage. In no rmal operation, the Data Received 
Flag is reset by DRR when the Receiver Holding 
Register is serviced (unloaded). The Status Flags, 
PE a nd OE, are also provided with an external reset 
SFR so that block status and character status may 
be (accumulated) verified. A low-level input voltage 
on Sync Search causes character synchronization 
to be lost and initiates transparency of the Receiver 
Holding Register. 

External character synchronization, programmed 
by the Control Register, is similar to the descrip- 
tion above with the exception that the Sync Search 
line controls the nontransparency of the Receiver 
Holding Register directly and comparison is done 
externally. Upon recognition of the appropriate 
synchronizing pattern, the Sync Search line is set 
to a high-level input voltage prior to the end of the 
last bit. Raising the Sync Search line to a high- 
level input voltage causes the buffer to go "nontrans- 
parent", initializing timing and control circuitry to 
"frame" characters. The first bit received after a 
high-level input voltage is applied to Sync Search, 
defines the start of the "frame". Character length 
defined by the Control Register defines the end of 
the "frame". 



Table 1. SYNC MODE CONTROL DEFINITION 



CONTROL WORD 


CHARACTER FORMAT 


R 


w 


w 










M 


L 


L 




E 






S 


S 


s 


P 


P 


DATA 


PARITY BIT 


3 


2 


1 


I 


E 


BITS 


CHECKED 


1 














5 


ODD 


1 











1 


5 


EVEN 


1 








1 


X 


5 


NONE 


1 





1 








6 


ODD 


1 





1 





1 


6 


EVEN 


1 





1 


1 


X 


6 


NONE 


1 













7 


ODD 


1 










1 


7 


EVEN 


1 







1 


X 


7 


NONE 


1 




1 








8 


ODD 


1 




1 





1 


8 


EVEN 


1 




1 


1 


X 


8 


NONE 






Sets to SYNC Mode 





If RMSi = 1, the receiver operates in the Internal 
character SYNC mode. 

If RMSi = 0, character SYNC must be externally provided. 
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ASYCHRONOUS & ISOCHRONOUS MODE 

The completed assembly of a parallel character, by 
the P/SAR, from a serial data stream and buffered 
by its Receiver Holding Register is indicated by the 
status of the Data Received (DR) Flag. The assembly 
of character from a serial data stream consisting 
of a start bit, data, parity (if programmed), and a 
stop interval is initiated by the Start bit transition. 

Verification of parity and receipt of a valid stop bit 
is accomplished prior to the character transfer to 
the Receiver Holding Register. Simultaneously, 
this data is compared with a preprogrammed char- 
acter in the Match-Character Holding Register. 

Status Flags, Data Received, Parity Error, Framing 
Error, Overrun Error and Match Detect are loaded 
into status registers during character transfer to 
the Receiver Holding Register. 

Referring to the Block Diagram of the Receiver, the 
Chip Disable enables or disconnects various inputs 
and outputs of the P/SAR. This feature provides 
the device with the capability of being disconnected 
from the system bus. The inputs to the Control 
Register and Match-Character H oldin g R egiste r 
and their respective load strobes, CRL a nd M HRL 
are under CD control. In addition, DRR, SFR, PE, 
FE, OE and the outputs of the Receiver Holding 
Register are also controlled by CD. It is necessary 
that CD enable these lines to allow strobing in- 
formation into these registers and to allow examina- 
tion of these output data and flags. 

Device operation is programmed subsequent to 
being forced into its "idle" state. The P/SAR will 
enter a defined "idle" state when the Master 
Reset (MR) line is strobed to a high-level input 
voltage. In this state, all timing and control logic 
are reset, the contents of the Receiver Holding 
Register is set to a high-level output voltage, and 
all output flags are reset to a low-level output 
voltage. The Master Reset also causes the con- 
tents of the Match-Character Holding Register to 
be reset to a low-level output voltage. 

When the Receiver is enabled by CD, loading the 
Control Register by strobing the Control Register 
Load (CRL) line to a low-level input voltage defines 
the mode of operation and clock rate selection, 
character length and selected parity if required. 
Table 2 illustrates all the programmable asynchro- 
nous formats. 

A mark to space transition on the receiver input 
initializes the clock counter causing it to count to 
the theoretical center of the start bit. At this time, 
the input is sampled. A high-level input voltage at 
the Receiver Input causes the first mark to space 
transition to be interpreted as a noise spike and 
resets all timing and control logic. This provides 
one-half data bit noise immunity on all clock selec- 



tion rates except 1X. A low-level input voltage at 
the Receiver Input at the theoretical center of the 
start bit causes timing and control circuitry to 
sample the theoretical center of succeeding data _t 
bits. This data is shifted through the Receiver ^ 
Register. When an entire character (as defined by Jo 
the Control Register) is assembled in the Receiver -rs 
Register, the line is "tested" for a valid stop bit at 3 
its theoretical center. This character is also com- ^ 
pared with the contents of the Match-Character jq 
Holding Register at the center of the stop bit 
and its parity is verified. A parallel transfer occurs, 
loading the contents of the Receiver Register (less 
start and stop bits) into the Receiver Holding Reg- 
ister. The status of the parity verification, framing 
error, and overrun error circuitry are also loaded 
into their approriate registers to provide output 
error flags when the Data Received Flag is set. If 
the Data Received Flag had not been reset prior to 
the assembly of the current character, the previous 
character is lost and this is indicated by a high-level 
output voltage on the Overrun Error Flag. 



Table 2. ASYNCHRONOUS OR ISOCHRONOUS 
MODE CONTROL DEFINITION 
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X 
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None 


1 or more 
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1 
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Even 


1 or more 





1 


1 


1 


X 




8 


None 


1 or more 






Set to ASYNC or ISOC Mode 











When RMS 3 is (ASYNC or ISOC Mode), RMS 2 and 
RMS 3 determine the clock frequency according to 
the following table: 



RMS 2 


RMS, 


Clock Frequency 








1X Baud Rate 





1 


16X Baud Rate 


1 





32X Baud Rate 


1 


1 


64X Baud Rate 
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ASYNCHRONOUS & ISOCHRONOUS TIMING EXAMPLE 
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SWITCHING WAVEFORMS 



214 



PR1472(PSAR) 




rcc -mjijijijijijnjiji_nj^^ 



■■ NOMINAL 



PE. FE OE 



RR!-RR 8 




©U— 



© 

200ns W 



1. DATA AND ERROR FLAGS ARE VALID AT THE TIMENAL CENTER OF THE FIRST STOP BIT + Vfc CLOCK. 

2. DR IS DELAYED 200ns FROM DATA AND ERROR FLAGS 

3. THE DELAY BETWEEN DRR AND DR = T d = 500ns 

4. DRR SHOULD BE HIGH A MINIMUM OF "A" ns(T d + 1 /2 CLOCK + 200ns) PRIOR TO THE NEXT RISING EDGE OF DR. 



TIMING DETAIL 



RRC 



RR1-RR9 



m 

0.8V 



6 



RRC = 1X, 16X,32Xor64X 



>.ov -j£ 



2.0V 
0.8V 



DELAY *1 



•J*' 2.0V 



NOTES: 

1. THE FALLING EDGE SHOWN REPRESENTS THE CENTER OF THE FIRST STOP BIT. 

2. THE RISING EDGE SHOWN REPRESENTS THE FIRST RISING EDGE OF RRC AFTER THE CENTER OF THE FIRST STOP BIT. 



Figure 1 PR1472 TIMING DETAIL 
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MAXIMUM RATINGS 

V GG Supply Voltage + 0.3V to -20V *V GG = V DD = OV "D 

V DD Supply Voltage + 0.3V to -20V NOTE: These voltages are measured with respect to 5 

Clock Input Voltage* + 0.3V to -20V V« (Substrate) l£ 

Logic Input Voltage* + 0.3V to -20V SM *§ 

Logic Output Voltage* + 0.3V to -20V M 

Storage Temperature Ceramic -65°Cto +150°C ^ 

Plastic -55°C to + 125°C CO 

Operating Free-Air 

Temperature Ta Range 0°Cto+50°C 3 
Lead Temperature 
(Soldering, 10 sec) 300°C 

ELECTRICAL CHARACTERISTICS 

(Vss = Vcc = 5V ± 5%, VDD = OV, Vqg = -12V ± 5%, Ta = 0°C to +50°C unless otherwise 
specified.) 



SYMBOL 


PARAMETER 


MIN. 


MAX. 


CONDITIONS 


V|L 
V|H 


INPUT LOGIC LEVELS 1 

Low-level Input Voltage 
High-level Input Voltage 


VSS-1-5V 


0.8V 


Vss = 4.75V 


vol 

VOH 


OUTPUT LOGIC LEVELS 2 

Low-level Output Voltage 

High-level Output Voltage 


VSS-1-0V 


0.5V 


Vss = 5.25V 
lOL = 1.6mA 
VSS = 4.75V 
lOH = -100^A 


lit 


INPUT CURRENT 1 

Low-level Input Current 
(each input) 




-1.6mA 


Vss = 5.25V 
V|N = 0.4V 


lLO 


Output Leakage Current 




10 M A 





NOTE: 1) Inputs under Chip Disable control when disabled, (V, H applied to CD), are logically disabled and 
appear as a single TTL Load. 
2) Outputs under Chip Disable control when disabled (V| H applied to CD), are logically and electrically 
disconnected and caused to float. The Three-State Output has three stages; 
(1) Low impedance to V cc (2) Low impedance to GND (3) High impedance OFF as 10 Megohm. 



SWITCHING CHARACTERISTICS 

(VSS- VCC = 5V, V D D = 0V, VQG = -12V, T A = 25° C, Cl = 20 pf) 



SYMBOL 


PARAMETER 


MIN. 


MAX. 


CONDITIONS 


FC 


Clock Frequency 


DC 


100 KHz 


PR1 472-00 






DC 


640 KHz 


PR1472-01 




PULSE WIDTH 








THOLD 


Hold Time 


20 nsec 






TCRL 


Control Register Load 


250 nsec 






TMHRL 


Match-Character 

Holding Register Load 


250 nsec 






tdrr 


Data Received Reset 


200 nsec 






TSFR 


Status Flag Reset 


200 nsec 






TMR 


Master Reset 


500 nsec 






TPD 


Output Enable Delay 




500 nsec 




TR 


Rise Time 




150 nsec 




t f 


Fall Time 




150 nsec 




T D R delay 


Data Ready Delay Time 




200 nsec 
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See page 429 for ordering information. 
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Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed in U S A 



WESTERN DIGITAL 



o 



O N 



PT1482(PSAT) 

Programmable Synchronous & Asynchronous Transmitter 



FEATURES 

• SYNCHRONOUS, ASYNCHRONOUS OR 
ISOCHRONOUS OPERATION 

• DC TO 640K BITS/SEC, 1X CLOCK PT1482-01 

• DC TO 100K BITS/SEC, 1X CLOCK PT1482-00 

• PROGRAMMABLE MATCH (FILL) CHARACTER 

• SELECTABLE 5,6,7, OR 8 BIT PER CHARACTER 

• EVEN/ODD PARITY GENERATOR. PARITY IN- 
HIBIT 

• PROGRAMMABLE CLOCK RATE 1X, 16X, 32X, 
OR64X. 

• AUTOMATIC START & STOP BIT GENERATION IN 
ASYNCHRONOUS & ISOCHRONOUS MODES 

• PROGRAMMABLE 1 AND 2 STOP BITS, (1 V 2 IN 
5 LEVEL MODE) 

• AUTOMATIC CHARACTER STATUS AND DE- 
LIMITING SIGNAL GENERATION 

• THREE STATE OUTPUTS — BUS STRUCTURE 
COMPATIBILITY 

• DOUBLE BUFFERED 

• TTL AND DTL COMPATIBLE - INTERNAL 
ACTIVE PULL UP 

• COMPATIBLE RECEIVER, PR1472. 



GENERAL DESCRIPTION 

The Western Digital PT1482 (PSAT) is a program- 
mable transmitter that interfaces variable length 
parallel data to a serial data channel. The trans- 
mitter converts parallel characters into a serial 
data stream with a format compatible with all 
standard Synchronous, Asynchronous or Isos- 
chronous data communications media. 

Contiguous serial characters are transmitted in 
the Synchronous Mode with the automatic inser- 
tion of a programmable Fill (Idle) Character during 
the absence of parallel input data. Programming 
the Asynchronous Mode selects serial 
transmission with automatic insertion of Start and 
Stop Bits. Isoschronous mode selects transmis- 
sion with automatic fill character insertion during 
the absence of parallel input data. Four internal 
registers and a multiplexer, in conjunction with 
Three-State Output Lines, provide full system 
versatility. 

The PSAT is a TTL compatible device. The use of 
internal active pull-up devices and push-pull 
output drivers, provides direct compatibility with 
all forms of current sinking logic. Western Digital 
also offers a compatible Receiver, PR1472. 
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PT1482 BLOCK DIAGRAM 
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PIN OUTS 



PIN 
NUMBER 



I/O NAME 



SYMBOL 



FUNCTION 



IO 

I 



V ss POWER SUPPLY 
EVEN PARITY ENABLE 

PARITY INHIBIT 



Vss 
EPE 

PI 



CONTROL REGISTER 



CRL 



LOAD 



6-7 



TRANSMITTER 
REGISTER CLOCK 



CLOCK RATE SELECT 



TRC 



CS1-CS2 



+ 5 Volt Supply 

A low-level input voltage, V| L , applied to CD (pin 
22) enables the EPE and PI Inputs. 

The Even Parity Enable Input and the Parity 
Inhibit Input to the Control Register, in conjunc- 
tion with the Control Register Load and Chip 
Disable, select even, odd or no parity to be 
generated by the Transmitter. A high-level input 
voltage, V, H , applied to EPE selects even parity 
and a low-level input voltage, V| L , selects odd 
parity if a low-level input voltage is applied to 
Parity Inhibit and Chip Disable. 



PI 



EPE SELECTED PARITY COMMENTS 



V,L 




ODD 


CD 


= v, L 






EVEN 


CD 


= V|L 


Vim 


X 


NONE 


CD 


= V, L 



NOTE: IF CD = V, H , NO PROGRAMMING IS 
PERFORMED SINCE INPUTS ARE DISABLED. 

X - either V| L or V, H When programmed, the 
appropriate parity is generated following, and is 
contiguous with, the last data bit of a character, 
immediately preceding the stop element of asy- 
chronous and isochronous characters. 

A high-level input voltage, V, H , applied to CD 
disables EPE, PI, and CRT. 

A low-level input voltage, V, L , applied to CD (pin 
22) enables the CRL input. 

A low-level input voltage, V| L , applied to this 
line enables DC Latches of the Control Register 
and loads it with Control Bits (EPE, PI, CS,, CS 2 , 
MS,, MS 2 , WLS,, WLS 2 ). A high-level input 
voltage, V| H , applied to this line disables the 
Control Register. This line may be strobed or 
hard-wired to a low-level input voltage, V !L A 
high-leveMnput voltage, V| H , applied to CD, 
disables CRL. 

This is a fifty (50) percent duty cycle clock. The 
positive going edge of this Clock shifts data out 
of the Transmitter Register at a rate determined 
by the Control Bits CS, and CS 2 , and provides 
the basic time reference for all device functions. 

A low-level input voltage, V !L , applied to CD 
enables the CS, and CS 2 inputs. These two 
lines select the internal clock rate divider ratio 
to produce the transmitter bit rate defined by 
the Truth Table below: 

CS, SELECTED CLOCK INPUT RATE 

1X BIT RATE 
16X BIT RATE 
32X BIT RATE 
64X BIT RATE 



CS 2 

V,L 
V)L 

V,H 
V,H 



V,L 
V,H 
V,L 
V,H 
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PIN 
NUMBER 



8-9 



10 



11 



12 



13 



I/O NAME 



MODE SELECT 



DATA N OT AVAILABLE 
RESET 



TRANSMITTER 
CLOCK OUTPUT 



DATA NOT AVAILABLE 
FLAG 



DATA DELIMIT/ 

END OF CHARACTER 



SYMBOL 



MS,-MS 2 



DAR 



TCO 



DA 



DD/EOC 



FUNCTION 



A high-level input voltage, V, H , applied to CD 
disables CS, and CS 2 . 

These lines may be strobed or hard-wired to the 
appropriate input voltage. 

A low-level input voltage, V, L , applied to CD (pin 
22) enables the MS, and MS 2 inputs. These 
lines select the transmitter operating mode. 

MS 2 MS, MODE 

V, L V| L ASYNCHRONOUS — ONE STOP BIT 
V| L * V IH *ASYNCHRONOUS — TWO STOP BITS 
V| H V| L SYNCHRONOUS 
V| H V| H ISOCHRONOUS 
'Selects 1.5 stop bits for5-level codes. 

A high-level input voltage, V| H , applied to CD 
disables MS, and MS 2 . 

A low-level input volta ge, V| L , applied to CD (pin 
22) enables the DAR input. A low-level input 
voltage, V, L , applied to this line resets the Data 
Not Available Flag. A high-level Input, V IH , 
applied to CD disables DAR. This input is not 
used during asynchronous operation. 

This output is a clock at the transmitted bit rate. 
The negative going edge of this clock corre- 
sponds to the center of each transmitted data 
bit. The positive going edge corresponds to the 
start of each data bit transmission. All wave- 
forms in this specification are referenced to 
TCO. 

A low-level input voltage, V| L , applied to CD (pin 
22) enables the DA input. A high-level output 
voltage, V h. on this line indicates that a Fill- 
Character has been transmitted, since a charac- 
ter was not loaded into the Transmitter Holding 
Register by the center of the last bit of a Syn- 
chronous Character or the center of the Stop 
Element of an Isochronous character. A high- 
level input voltage, V !H , applied to CD disables 
DA. This input is not used during asynchronous 
operation. 

During asynchronous operation, a high-level 
output voltage, V h. indicates data is being 
transmitted. A low-level output voltage, V l> 
indicates that a Start or Stop Element is being 
transmitted. 

A low-level output voltage during synchronous 
operation indicates that the last bit of a charac- 
ter is being transmitted. 
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PIN 
NUMBER 


I/O NAME 


SYMBOL 


FUNCTION 


14 


TRANSMITTER 
HOLDING REGISTER 
EMPTY 


THRE 


A low-level input voltage applied to CD (pin 22) 
enables the THRE input. A high-level output 
voltage, V h, on this line indicates the Trans- 
mitter Holding Register is empty and has trans- 
ferred its contents to the Transmitter Register 
and may be loaded with a new character. This 
line goes to a low-level output voltage, V l, 
when THRL goes to a low-level input voltage, 
V| L . A high-level input voltage, V| H , applied to 
CD disables THRE. 


15 


TRANSMITTER 
REGISTER OUTPUT 


TRO 


The contents of the Transmitter Holding 
Register are serially shifted out as an NRZ 
waveform on this line provided that a character 
was loaded into the Transmitter Holding Regis- 
ter prior to DA Flag (in Synchronous or Iso- 
chronous Modes). If a character was not loaded 
prior to a DA Flag, the contents of the Fill- 
Character Register are transmitted as the next 
character. 


16 


V GG POWER SUPPLY 


Vgg 


- 12 Volts Supply. 


17 


CLEAR-TO-SEND 


CTS 


The Clear-To-Send Control initiates or disables 
transmission as a function of the state of this 
line. A high-level input voltage, V m , initiates 
serial data transmission provided a character 
has been loaded into the Transmitter Holding 
Register. A low-level input voltage, V| L , applied 
to this line during transmission allows comple- 
tion of that character only, after which the 
output will continue to mark until a high-level 
input voltage is applied. 


18 


MASTER RESET 


MR 


The rising edge of a high-level input voltage, 
V m , applied to this line resets timing and 
control logic to an idle state, sets THRE, the 
contents of the Fill-Character Holding Register, 
and TRO to a high-level output voltage, V 0H - 


19 


TRANSMITTER 


THRL 


A low-level input voltage, V| L , applied to CD (pin 




HOLDING REGISTER 
LOAD 




22) enables the THRL input. A low-level input 
voltage, V, L , applied to this line enables DC 
Latches of the Transmitter Holding Register 
and loads it with the Transmitter Holding 
Register data and forces THRE to a low-level 
output voltage, V l- A high-level input voltage, 
V| H , applied to this line disables the Transmitter 
Holding Register. A high-level input voltage, 
V| H , applied to CD disables THRL. 


20 


FILL-CHARACTER 


FHRL 


A low-level input voltage, V| L , applied to CD (pin 




HOLDING REGISTER 
LOAD 




22) enables the FHRL input. A low-level input 
voltage, V| L , applied to this line enables DC 

LcIlUi ICO Ui lilt? rill wllalaLLCl n U 1 U 1 1 1 y ncUlotci 

and loads it with the Fill-Character Register 
data FR V FR 8 . A high-level input voltage, V| H> 
applied to this line disables the FHRL Register. 
This line may be strobed or hard-wired to a low- 
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PIN 
NUMBER 



21 
22 



V DD POWER SUPPLY 
CHIP DISABLE 



23, 25 
27, 29 
31,33 
35, 37 



24, 26 
28, 30 
32, 34 
36, 38 



I/O NAME 



FILL-CHARACTER 
HOLDING REGISTER 
DATA INPUTS 



TRANSMITTER 
HOLDING REGISTER 
DATA INPUTS 



SYMBOL 



Vdd 
CD 



FR,-FR 8 



TR r TR 8 



FUNCTION 



level input voltage, V (L . This input is not used 
during asynchronous operation. 

A high-l evel in put voltage, V m , applied to CD 
disables FHRL. 

Ground. 

This line controls the disconnect associated 
with busable inputs and Three-State outputs. A 
high-level input voltage, V m , applied to this line 
removes drive from push-pull outputs causing 
them to float. Drivers of disabled inputs are 
required to sink or source current. The I/O Lines 
controlled by Chip Disable are defined below: 



TRI-STATE OUTPUT LINES 

DA 
THRE 



INPUT LINE S 

CRL THRL 
EPE FHRL 
PI FR,-FR 8 
CS,-CS 2 TR,. T R 8 

MStMSjWLS.WLSj 
DAR 



A low-level input voltage, V| L , applied to CD (pin 
22) enables the inputs of the Fill-Character 
Holdi ng Register and associated Load Strobe, 
FHRL. Parallel 8-bit characters are input into 
the F ill-Character Holding Register with the 
FHRL Strobe (pin 20). If a character of less than 
8 bits has been selected (by WLS, and WLS 2 ) 
only the least significant bits are accepted. 
These lines may be strobed or hard-wired to the 
appropriate input voltage. These inputs are not 
used during asynchronous operation. 

During Synchronous or Isochronous transmis- 
sion, the Fill-Character is transmitted if a char- 
acter was not loaded intojhe Transmitter Hold- 
ing Register prior to a DA Flag; i.e., the Trans- 
mitter Holding Register did not contain a 
character at the center of the last bit being 
transmitted from the Transmitter Register. A 
high-level input voltage, V IH , will cause a high- 
level output voltage, V h, to be transmitted, 
Least Significant Bit (FR,) to Most Significant 
Bit (FR„) order. 

A high-level input voltage, V, H , applied to CD 
disables FR r FR e . 

A low-level input voltage, V| L , applied to CD (pin 
22) enables the inputs to the Transmitter Hold- 
ing Register and associated Load Strobe, 
THRL. If a character of less than 8 bits has been 
selected (by WLS, and WLS 2 ), only the least 
significant bits are accepted. A high-level input 
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PIN 
NUMBER 



I/O NAME 



SYMBOL 



FUNCTION 



to 

5 



39-40 



WORD LENGTH 



WLS,-WLS 2 



voltage, Vm, will cause a high-level output 
voltage to be transmitted, Least Significant Bit 
(TR,) to Most Significant Bit (TR n ) order. A high- 
level input voltage, V| H , applied to CD disables 
TR,-TR 8 . 

A low-level input voltage, V| L , applied to CD (pin 
22) enables the inputs of the Control Register 
and Load, CRL. Parallel 8-bit characters are 
input into the Control Register with the CRL 
Strobe (pin 4), WLS, and WLS 2 select the trans- 
mitted character length from five (5) to eight (8) 
bits defined by the Truth Table below: 



WLS 2 


WLS, 


SELECTED WORD LENGTH 


V,L 


V,L 


5 BITS 


V,L 


V,H 


6 BITS 


V IH 


V,L 


7 BITS 


V.H 


Vm 


8 BITS 



A high-level input voltage, V| H , applied to CD 
disables WLSt and WLS 2 , forcing them to float. 



ORGANIZATION 

PT1482 block diagram is illustrated on page 1. 

Control Register — Programming of the PSAT is 
accomplished by loading the 8 Bit Control Register. 
Mode selection, clock divisor, word length, and 
parity are selected when the Control Register 
Load signal is activated. 

Transmitter Register — The Transmitter Register 
is used to store the outgoing data stream. The 
contents of this register are derived from either 
the Transmitter Holding Register or the Fill 
(Match) Character Holding Register with the 
Control and Timing Logic automatically adding 
the required start and stop bits during Asynchron- 
ous and Isoschronous Modes. 

Transmitter Holding Register — The Transmitter 
Holding Register, a buffer register, is used to 
store the parallel character to be serially trans- 
mitted. 

Fill Character Holding Register — The Fill Char- 
acter Holding Register is used to store the Fill 
(Match) Character which is transmitted during the 
absence of characters in the Transmitter Holding 
Register. 

Timing and Control — The Timing and Control 
Logic generates the required control signals to 
transmit Data and Fill Characters. Character trans- 
mission status signals are also derived from this 
logic. 

SYNCHRONOUS MODE OPERATION 

Synchronous transmission requires that characters 



(programmably variable from 5 to 8 data bits plus 
parity) are contiguous with no start or stop bits. 
Since the requirement that characters are conti- 
uous does not imply that the system servicing the 
transmitter always has ample time to load the 
Transmitter Holding Register, it is necessary that 
a character be transmitted when data has not 
been loaded into the Transmitter Holding Register. 
This character is defined as the Fill or Idle Charac- 
ter and a separate register has been provided to 
load this character upon initialization. The Fill- 
Character Holding Register is loaded by st robin g 
the Fill-Character Holding Register Load (FHRL) 
line or hard-wiring it to a low-level input voltage. 

Referring the Block Diagram of the Transmitter, it 
can be seen that the Chip Disable (CD) enables or 
disconnects various inputs and outputs of the 
P/SAT. The inputs to the Control Register, Trans- 
mitter Holding Register, Fill-Character Holding 
Regis ter an d the ir respective load strobes, CRL, 
THRL, and FHRL are under CD control. In addi- 
tion, the Transmitter Holding ^Register Empty 
(THRE) Flag, Data Not Available (DA) Flag, and the 
Data Not Available Reset (DAR) are also controlled 
by CD. It is necessary that CD enable these lines 
to allow strobing information into these registers 
and to allow examination of these output flags. 
The P/SAT will enter a defined "idle" state when 
the Master Reset (MR) is strobed to a high-level 
input voltage. In this state, all timing and control 
logic are reset, the Transmitter Register Output 
continues to mark, the Transmitter Holding 
Register Flag is set to a high-level output voltage, 
the Data Delimit/End of Character (DD/EOC) Flag 
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is set to a low-level output voltage, and the 
contents of the Fill-Character Holding Register 
are forced to a high-level output voltage. 

When the P/SAT is enabled by CD, loading the 
Contro l Re gister by strobing the Control Register 
Load (CRL) line to a low-level input voltage, 
defines the mode of operation, character length, 
selected parity if required, and the clock rate 
selection. Table 1 illustrates all the programmable 
synchronous character formats. 

To initialize transmission the CTS signal must be 
set to a high state and the transmitter holding 
register must be loaded with a character to be 
transmitted. The transmitter will remain in an idle 
state until this is accomplished. 

The character transferred into the Transmitter 
Register (from the Transmitter Holding Register or 
the Fill-Character Holding Register) is determined 
at the center of the last bit of the character being 
transmitted. If, at this time, no character has been 
loaded into the Transmitter Holding Register, the 
Fill-Character is loaded into the Transmitter 
Register at the end of the bit being transmitted 



Table 1.SYNC MODE CONTROL DEFINITION 



CONTROL WORD 



W W 

M M L L E 

S S S S P P 

2 12 1 IE 








Sets to SYNC Mode 



CHARACTER FORMAT 



DATA 
BITS 



ADDED 
PARITY 
BIT 



ODD 

EVEN 

NONE 

ODD 

EVEN 

NONE 

ODD 

EVEN 

NONE 

ODD 

EVEN 

NONE 



3 
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TR r TR 8 — X T 



~L_J LT 



~L_r 



i r 



i r 



TRO 
DAT? 



|1|2|3|4|5|8|7|B|P|F|.|L|L| |c|H|A|R|l|2|3|4|5|6|7|a|p|l|2|3|4|5|6|7|8|p| 

KS^j I 



T_r 



"i_r 



•CLOCK SHOWN IS BIT RATE CLOCK (IX) 



N0TE: E^3 ? UTPUTS - 



I FLOATING 



PI = V, L 
MS, = V, L 
MS 2 = V, H 
WLS, = V IH 
WLS 2 = V,h 



SYNCHRONOUS TIMING EXAMPLE 
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and a Data Not Available (DA) Flag is set to a high- 
level output voltage. This Fill-Character will be 
repeatedly transmitted until a character is loaded 
— i into the Transmitter Holding Register, at which 
^ time, the Data Not Available Flag is reset, the Fill- 
IO Character will be completed and the newly loaded 
-^j synchronous character will follow contiguously. 

CO 

^ A high-level output voltage, on the THRE Flag 
J indicates that the Transmitter Holding Register is 
empty and may be loaded with a character. Data 
on the inputs of the Transmitter Holding Register 
is loa ded w hen the Transmitter Holding Register 
Load (THRL) line is strobed to a low-level input 
voltage, forcing the THRE Flag to a low-level 
outpu t voltage. This data must be stable prior to 
THRL going to a high-level input voltage since this 
re gister is a set of DC latches which are enabled 
by THRL 

If the Clear-To-Send (CTS) line is at a low-level 
input voltage, or if the Transmitter Register is in 
the process of transmitting a character, the 
character in the Transmitter Holding Register will 
not be transferred down to the Transmitter Regis- 
ter and the THRE Flag will remain at a low-level 
output voltage. Raising the CTS line to a high-level 
input voltage or completion of transmission of a 
character from the Transmitter Register causes 
the automatic transfer of the character in the 
Transmitter Holding Register to the Transmitter 
Register which forces the THRE Flag to be set to 
high-level output voltage. The selected parity is 
added to the data during the transfer to the Trans- 
mitter Register and serial transmission is initiated 
as an NRZ waveform. A low-level input voltage 
applied to CTS during transmission allows 
completion of that character only, after which the 
device enters the idle state and the output will 
continue to mark until a high-level input voltage is 
applied. 

The Data Delimit/End of Character Flag has been 
provided to indicate the transmission of serial 
data on the Transmitter Register Output. The Data 
Delimit/End of Character Flag is defined as a low- 
level output voltage during transmission of the 
last bit of a synchronous character and when the 
P/SAT is in the "idle" state. 



ASYNCHRONOUS MODE OPERATION 

An asynchronous character consisting of a start 
bit, followed by data (programmably variable from 
5 to 8 data bits), parity (if so programmed), and a 
stop "element" is serially transmitted, in that 
order, as an NRZ waveform by the P/SAT. The stop 
interval is referred to as an "element" since its 
minimum length is under program control and 
may be 1 or 2 bits in length. When programmed for 
2 stop bits, a 5-level (bit) code will be transmitted 
with 1.5 stop bits. 



Referring to the Block Diagram of the Transmitter, 
it can be seen that the Chip Disable enables or 
disconnects various inputs and outputs of the 
P/SAT. The inputs to the Control Register, Trans- 
mitter Holding Register, Fill-Character Hol ding 
Regis ter a nd th eir respective load strobes, CRL, 
THRL and FHRL are under CD control. In addition, 
the Transmitter Holding Register Empty Flag 
(THRE), the Data Not Available Flag (DA), and the 
Data Not Available Reset (DAR) are also controlled 
by CD. It is necessary that CD enable these lines 
to allow strobing information into these registers 
and to allow examination of these output flags. It 
should be noted that the Fill-Character H olding 
Register and its associated load strobe, FHRL, 
the D ata N ot Available Flag and its associated 
reset, DAR, play no role in asynchronous com- 
munications and are only mentioned here for 
completeness. 

The P/SAT will enter a defined "idle" state when 
the Master Reset (MR) line is strobed to a high- 
level input voltage. In this state, all timing and 
control logic are reset, the Transmitter Register 
Output continues to mark, the Transmitter 
Holding Register Empty Flag is set to a high-level 
output voltage, V 0H , and the Data Delimit/End of 
Character (DD/EOC) Flag is reset to a low-level 
output voltage. 

When the transmitter is enabled by CD, loading 
the Control Register by strobing the Control 
Register Load (CRL) line to a low-level input 
voltage, V| L , defines the mode of operation, 
character length, selected parity if required and 
the clock rate selection. Table 2 illustrates all the 
programmable asynchronous formats. 

Continuous transmission, transmission of charac- 
ters with the minimum number of stop bits pro- 
grammed, is accomplished by loading the 
Transmitter Holding Register within a character 
time of when its "Empty Flag" becomes a high- 
level output voltage. A high-level output voltage, 
V h> on the Transmitter Holding Register Empty 
(THRE) Flag indicates that the Transmitter Hold- 
ing Register is empty and may be loaded with a 
character. Data on the inputs of the Transmitter 
Holding Register is loa ded w hen the Transmitter 
Holding Register Load (THRL) line is strobed to a 
low-level input voltage, V| L , forcing the THRE Flag 
to a low-level out put vo ltage, V l- This data must 
be stable prior to THRL going to a high-level input 
voltage since this reg ister i s a set of DC latches 
which are enabled by THRL. If the Clear-To-Send 
(CTS) line is at a low-level input voltage or if the 
Transmitter Register is in the process of transmit- 
ting a character, the character in the Transmitter 
Holding Register will not be transferred down to 
the Transmitter Register and the THRE Flag will 
remain at a low-level output voltage. Raising the 
CTS line to a high-level input voltage or comple- 
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tion of transmission of a character from the Trans- 
mitter Register causes the automatic transfer of 
the character in the Transmitter Holding Register 
to the Transmitter Register and the THRE flag will 
be set to a high-level output voltage. 

The start bit, selected parity and stop bit(s), deter- 
mined by the Control Register programming, are 
added to the data during the transfer to the Trans- 
mitter Register and serial transmission is initiated 
as an NRZ waveform. 

A low-level input voltage, applied to CTS during 
transmission, allows completion of that character 
only, after which the output will continue to mark 
until a high-level input voltage is applied. 

The Data Delimit/End of Character Flag has been 
provided to indicate the transmission of serial 
data on the Transmitter Register Output. Data 
Delimit is a low-level output voltage during start 
and stop bits and is a high-level output voltage 
during transmission of data and parity. Neither 
TRO, CTS nor DD/EOC is under control of Chip 
Disable. 

ISOCHRONOUS MODE OPERATION 

In the Isochronous Mode of operation all (Syn- 
chronous Mode) definitions apply with the excep- 
tion of those for the Data Delimit/End of Character 
(DD/EOC) Flag and the Data Not Available Flag 
(DA). 

This is the case since Isochronous Data Trans- 
mission requires contiguous characters with the 



addition of a start and a single stop bit added to 
each character. 

Table 2. ASYNC MODE CONTROL DEFINITION 



CONTROL WORD 



CHARACTER FORMAT 



M 


M 


L 


L 




E 




ADDED 




s 


s 


s 


s 


p 


p 


START DATA 


PARITY 


STOP 


2 


1 


2 


1 


I 


E 


BIT BITS 


BIT 


ELEMEN 


o 


o 


o 


o 


o 


o 


1 5 


ODD 


1 


o 


1 


o 


o 


o 


o 


1 5 


ODD 


1.5 


o 


o 


o 


o 


o 


1 


1 5 


EVEN 


1 


o 


1 


o 


o 


o 


1 


1 5 


EVEN 


1.5 





o 








1 


x 


1 5 


NONE 


1 





1 








1 


X 


1 5 


NONE 


1.5 


o 





o 


1 





o 


1 6 


ODD 


1 


o 


1 


o 


1 








1 6 


ODD 


2 


o 


o 


o 


1 





1 


1 6 


EVEN 


1 


o 


1 


o 


1 


o 


1 


1 6 


EVEN 


2 


o 





o 


1 


1 


X 


1 6 


NONE 


1 


o 


1 


o 


1 


1 


x 


1 6 


NONE 


2 








1 











1 7 


ODD 


1 





1 


1 











1 7 


ODD 


2 








1 








1 


1 7 


EVEN 


1 





1 


1 








1 


1 7 


EVEN 


2 








1 





1 


X 


1 7 


NONE 


1 





1 


1 





1 


X 


1 7 


NONE 


2 








1 


1 








1 8 


ODD 


1 





1 


1 


1 








1 8 


ODD 


2 








1 


1 





1 


1 8 


EVEN 


1 





1 


1 


1 





1 


1 8 


EVEN 


2 








1 


1 


1 


X 


1 8 


NONE 


1 





1 


1 


1 


1 


X 


1 8 


NONE 


2 


4 
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WLS, = V, L 
WLS 2 = V IH 



ASYNCHRONOUS TIMING EXAMPLE 
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to 

CO 

S 



The Data Delimit/End of Character Flag is a low- 
level output voltage during start and stop bits and 
is a high-level output voltage during transmission 
ojMjata and parity. The Data Not Available Flag 
(DA) is set to a high-level output voltage at the end 
of the stop bit if a character has not been loaded 
into the Transmitter Holding Register at the 
center of the stop bit. The contents of the Fill- 
Character Holding Register will be transferred 
into the Transmitter Register and repeatedly 
transmitted until a character is loaded into the 
Transmitter Holding Register. At this time, the 
Fill-Character will be completed and the newly 
loaded isochronous character will follow contigu- 
ously. 



Table 3 illustrates all the programmable isochron- 
ous character formats. 



Table 3. ISOC MODE CONTROL DEFINITION 



CONTROL WORD 


CHARACTER FORMAT 


W 


w 










M M L 


L 




E 




ADDED 


S S S 


S 


p 


p 


START DATA 


PARITY STOP 


2 1 2 


1 


I 


E 


BIT BITS 


BIT ELEMENTS 


1 1 n 


n 
u 


n 


n 
u 


l 3 


nnn 1 


1 1 n 


n 


n 
U 




1 c 
I 


tz V CIN I 




n 
u 




y 
A 




l\ KJ IN C I 


1 1 U 


1 


U 


n 
U 


1 6 


UUU 1 


110 




o 




1 6 


EVEN 1 


1 1 


1 


1 


X 


1 6 


NONE 1 


1 1 1 











1 7 


ODD 1 


1 1 1 








1 


1 7 


EVEN 1 


1 1 1 





1 


X 


1 7 


NONE 1 


1 1 1 


1 








1 8 


ODD 1 


1 1 1 


1 





1 


1 8 


EVEN 1 


1 1 1 


1 


1 


X 


1 8 


NONE 1 


♦ 












Sets to ISOC Mode 
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Jl 
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DC 



"i_r 



i_r 



TRO 

DA 

DAT? 

DD/EOC 
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IT 



•CLOCK SHOWN IS BIT RATE CLOCK (1X) 



PI = V, L 
MS, = V, H 
MS 2 = V IH 
WLS, = V, H 
WLS 2 = V IH 



ISOCHRONOUS TIMING EXAMPLE 



EPE, PI. CS,, CS 2 , MS,, MS 2 , WLS,, WLS 2 
TR r TR 8 
FR,-FR 8 



CRL 

THRL 

FHRL 



CD 



ALL THREE-STATE 
OUTPUT LINES 



* T PDO J 




DATA INPUT LOAD CYCLE 



OUTPUT ENABLE DELAYS 



DA 




TRO 



DD/EOC 



(FIRST BIT) 




(LAST BIT) / 0H 
Vol 



- T SKEW /' 
I / 



^T s . 



SKEW TIMES 



SWITCHING WAVEFORMS 
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PT1482 SYNCHRONOUS ASYNCHRONOUS TRANSMITTER FLOW CHART 
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5 

CO 

5 



TCO 



TR,-TR 8 



THRL 



THRE 



TRO 



X 



j 250ns 



tAV 



I 250ns _» 

"v4 



>500ns 



250ns 



TIMING DETAIL 
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ABSOLUTE MAXIMUM RATINGS 

V G g Supply Voltage 
V DD Supply Voltage 
Clock Input Voltage* 
Logic Input Voltage* 
Logic Output Voltage* 
Storage Temperature Ceramic 
Plastic 

Operating Free-AirTemperature T A Range 
Lead Temperature (Soldering, 10 sec.) 



+ 0.3V to - 20V 
+ 0.3V to - 20V 
+ 0.3V to - 20V 
+ 0.3V to -20V 
+ 0.3V to - 20V 
-65° C to +150°C 
-55°C to +125°C 
0°C to + 50°C 
300 °C 



*V GG = V DD = 0V 

NOTE: These voltages are measured 
with respect to V ss (Substrate) 



ELECTRICAL CHARACTERISTICS 

(Vss = VCC = 5V ± 5%,Vdd = 0V, Vqg = -12V ± 5%,Ta = 0°Cto + 50°C 
unless otherwise specified) 



SYMBOL 


PARAMETER 


MIN. 


MAX. 


CONDITIONS 


V|L 
V|H 


INPUT LOGIC LEVELS 1 

Low-level Input Voltage 
High-level Input Voltage 


VSS-1-5V 


0.8V 


VSS = 4.75V 


vol 
voh 


OUTPUT LOGIC LEVELS 2 

Low-level Output Voltage 

High-level Output Voltage 


VSS-1-0V 


0.5V 


Vss = 5.25V 
lOL = - 1.6mA 
Vss = 4.75V 
lOH = -100/jA 


iil 


INPUT CURRENT - 

Low-level Input Current 
(each input) 




- 1.6mA 


Vss = 5.25V 
V|N = 0.4V 


ilo 


Output Leakage Current 2 




10^A 





"Not more than one output should be shorted at a time. 
NOTES: 1) Inputs under Chip Disable control when disabled (V| H applied to CD), are logically disabled and 
appear as a single TTL load. 

2) Outputs under Chip Disable control when disabled (V IH applied to CD) are logically and electric- 
ally disconnected and caused to float. 

3) All switching characteristics are measured at 0.8V and 2.0V. 



SWITCHING CHARACTERISTICS 

(Vss = VCC = 5V ± 5%,VDD = 0V, VQG = -12V* 5%,Ta = 0°Cto +50°C,Cl = 20 pf) 



SYMBOL 


PARAMETER 


MIN. 


MAX. 


CONDITIONS 


Fc 


Clock Frequency 


DC 


100 KHz 


1482B-00 






DC 


640 KHz 


1482B-01 




PULSE WIDTH 








Thold 


Hold Time 


20 nsec 






TcRL 


Control Register Load 


250 nsec 






Tthrl 


Transmitter Holding Register Load 


250 nsec 






TfhrL 


Fill-Character Holding RegisterLoad 


250 nsec 






Tdar 


Data Not Available Reset 


200 nsec 






Tmr 


Master Reset 


500 nsec 






Tpo 


Output Enable Delay 




500 nsec 




TsKEW 


Skew Time 




250 nsec 




Tr 


Rise Time 




150 nsec 




Tf 


Fall Time 




150 nsec 





See page 429 for ordering information. 
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WESTERN DIGITAL 

CORPORATION 

UC1671 ASTRO 



c 
o 

—X 



FEATURES 

SYNCHRONOUS AND ASYNCHRONOUS 

• Full Duplex Operations 

SYNCHRONOUS MODE 

• Selectable 5-8 Bit Characters 

• Two Successive SYN Characters Sets 
Synchronization 

• Programmable SYN and DLE Character 
Stripping 

• Programmable SYN and DLE-SYN Fill 

ASYNCHRONOUS MODE 

• Selectable 5-8 Bit Characters 

• Line Break Detection and Generation 

• 1-, IV2-, or 2-Stop Bit Selection 

• False Start Bit Detection Automatic Serial 
Echo Mode 

SYSTEM COMPATIBILITY 

• Double Buffering of Data 

• 8-Bit Bi-Directional Bus For Data, Status, 
and Control Words 

• All Inputs and Outputs TTL Compatible 

• Up to 32 ASTROS Can Be Addressed On Bus 

• On-Line Diagnostic Capability 

TRANSMISSION ERROR DETECTION-PARITY 

• Overrun and Framing 

BAUD RATE - DC TO 1M BIT/SEC 



8 SELECTABLE CLOCK RATES 

• Accepts 1X Clock and Up to 4 Different 32X 
Baud Rate Clock Inputs 

• Up to 47% Distortion Allowance with 
32X Clock 

APPLICATIONS 

SYNCHRONOUS COMMUNICATIONS 
ASYNCHRONOUS COMMUNICATIONS 
SERIAL/PARALLEL COMMUNICATIONS 



GENERAL DESCRIPTION 

The UC1671 (ASTRO) is a MOS/LSI device which 
performs the functions of interfacing a serial data 
communication channel to a parallel digital system. 
The device is capable of full duplex communications 
(receiving and transmitting) with synchronous or 
asynchronous systems. The ASTRO is designed to 
operate on a multiplexed bus with other bus-oriented 
devices. Its operation is programmed by a processor 
or controller via the bus and all parallel data transfers 
with these machines are accomplished over the bus 
lines. 

The ASTRO is fabricated in n-channel silicon gate 
MOS technology and is TTL compatible on all inputs 
and outputs. 



(-5 V) VBB 
IACKI 
CS 
WE 
IACKO 
RPLY 
INTR 
DALO 
DAL1 
DAL2 
DAL3 
DAL4 
DAL5 
DAL6 
DAL7 
DTR(CD) 
ID7 

RING (CE) 
MISC 
(GND|V SS 



C 1 

E 2 

C 3 

C 4 

C 5 

C 6 

C 7 

C 8 

C 9 

C 10 

C 11 

C 12 

C 13 

c » 

C 15 

C 16 

c " 

C 18 

C 19 

C 20 
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UC1671 



V (*12V) 
RE 

3 RTS(CA) 
3 TDATA (BA) 
3 CTS (CB) 
3 ixTC(DB) 

□ IXRC (DD) 
3 R4 

□ R3 o ( 

□ R2 

3 R1 

3 CARR (CF) 

□ DSR (CO 

3 RDATA (BB) 

□ ID3 

□ ID4 

□ IDS 
3 MR 

□ 1D6 

□ V CC (*5V| 



J ST A 



TRANSMITTER 



IXRC 
' IXTC 



COMPARATOR 



PIN CONNECTIONS 
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CAHR 
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DTR 
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HTS 




MR 
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RPLY 




IACKO 




IACKI 




WE 




RE 




CS 



UC1671 BLOCK DIAGRAM 
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PIN OUTS 

The device is packaged in a 40-pin plastic or ceramic 
cavity package. The interface signals are defined 
below with all input/output signals complemented to 
facilitate bussing and interfacing with TTL The Data 
Set controls and Status signals are also com- 



plemented to allow for an inversion when converting 
to EIA RS232C levels. The names and symbols 
assigned to the Data Set interface signals follows 
EIA standard nomenclature. 



A bar over a signal (SIGNAL), means active low (set 
= low). 



PIN 
NUMBER 



PIN NAME 



SYMBOL 



FUNCTION 



1 

21 
40 
20 
23 

8-15 

17,22,24, 
25,26 



39 



30-33 



37 



POWER SUPPLIES 

MASTER RESET 
DATA ACCESS LINES 
SELECT CODE 

CHIP SELECT 
READ ENABLE 
WRITE ENABLE 

INTERRUPT 

INTERRUPT 
ACKNOWLEDGE IN 



INTERRUPT 
ACKNOWLEDGE OUT 

REPLY 



CLOCK RATES 



TRANSMITTED DATA 



V B B 
V C C 
V D D 
VSS 
MR 



DAL0-DAL7 



ID7-ID3 



CS 



RE 



WE 



INTR 



IACKI 



IACKO 



RPLY 



R1-R4 



TDATA 
(BA) 



-5V 
+ 5V 
+ 12V 
Ground 

The Control and Status Registers and other 
controls are cleared when this input is low. 

Eight-bit bi-directional bus used for transfer of 
data, control, status, and address information. 

Five input pins which when hard-wired assign the 
device a unique identification code used to select 
the device when addressing and used as an identi- 
fication when responding to interrupts. 

The low logic transition of CS identifies a valid 
address on the DAL bus during Read and Write 
operations. 

This signal, when low, gates the contents of an 
addressed register from a selected ASTRO onto 
the DAL bus. 

This signal, when low, gates the contents of the 
DAL bus into the addressed register of a selected 
ASTRO. 

This open drain output is made low when one of 
the communication interrupt conditions occur. 

This input becomes low when polling takes place 
on the bus by the Controller to determine the 
interrupting source. When this signal is received, 
the ASTRO places its ID code on the DAL if it is 
requesting interrupt, otherwise it makes IACKO a 
low. 

This output is made a logic low in response to a 
low IACKI if the ASTRO receiving an IACKI input 
is not the interrupting device. 

This open drain output is made low when the 
ASTRO is responding to being selected by an 
address on the DAL during read or write opera- 
tions or in affirming that it is the interrupting 
source during interrupt polling. 

These four inputs accept four different local 32X 
data rate Transmit and Receive clocks. The input 
on R4 may be divided down into a 32X clock from a 
32X, 64X, 128X, or 256X clock input. The clock 
used in the ASTRO is selected by the Control 
Register. 

This output is the transmitted serial data from the 
ASTRO. This output is held in a Marking condition 
when the transmitter section is not enabled. 
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PIN 








NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


27 


RECEIVED DATA 


RDATA 
(BB) 




This input receives serial data into the ASTRO. 


38 


REQUEST TO SEND 


RTS 


This output is enabled by the Control Register and 








rpmain^ in a low **tatp finrinn transmitted data 

i ci null i o ill a i \J *■ Oiaic uui my imiioiiiHicu uam 






from thp A9TRO 

1 1 tJI M IMC hoi n w . 


36 


CLEAR TO SEND 


1 b 
(CB) 


This input, when low, enables the transmitter 
section of the ASTRO. 


28 


r^ATA o r - t nr a r\\/ 

DATA SET READY 


DSR 


This input generates an interrupt when going On 








nr Off uuhilp thp Data Tprminal Rpariv sinnal is On 






It anncarc ac a Kit in thp ^tatiiQ RpniQtpr 
11 dpfJCol & do a Llll III IMC Claiuo ncy ioici . 


16 


DATA TERMINAL READY 


DTR 

(CD) 


This output is generated by a bit in the Control 
Register and indicates Controller readiness. 


18 


RING INDICATOR 


RING 


This input from the Data Set generates an inter- 






(CE) 


rupt when made low with Data Terminal Ready in 






the "Off" condition. 


29 


CARRIER DETECTOR 


CARR 
(CF) 


This input from the Data Set generates an inter- 
rupt when going On or Off if Data Terminal Ready 
is On. It appears as a bit in the Status Register. 


35 


TRANSMITTER TIMING 


IXTC 
(DB) 


This input is the Transmitter 1X Data Rate Clock. 
Its use is selected by the Control Register. The 
transmitted data changes on the negative transi- 
tion of this signal. 


34 


RECEIVER TIMING 


IXRC 


This input is the Receiver 1X Data Rate Clock. Its 






(DD) 


use is selected by the Control Register. The 






Received Data is sampled by the ASTRO on the 
positive transition of this signal. 


19 


MISCELLANEOUS 


MISC 


This output is controlled by a bit in the Control 
Register and is used as an extra programmable 
signal. 



c 
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RECEIVER REGISTER — This 8-bit shift register 
inputs the received data at a clock rate determined by 
the Control Register. The incoming data is assem- 
bled to the selected character length and then 
transferred to the Receiver Holding Register with 
logic zeroes filling out any unused high-order bit 
positions. 

RECEIVER HOLDING REGISTER — This 8-bit 
parallel buffer register presents assembled receiver 
characters to the DAL bus lines when requested 
through a Read operation. 

COMPARATOR — The 8-bit comparator is used in 
the Synchronous mode to compare the assembled 
contents of the Receiver Register and the SYN 
register or DLE register. A match between the 
registers sets up stripping of the received character, 
when programmed, by preventing the data from 
being loaded into the Receiver Holding Register. A bit 
in the Status Register is set when stripping is per- 
formed. The comparator output also enables 
character synchronization of the Receiver on two 
successive matches with the SYN register. 



SYN REGISTER — This 8-bit register is loaded from 
the DAL lines by a Write operation and holds the 
synchronization code used to establish receiver 
character synchronization. It serves as a fill character 
when no new data is available in the Transmitter 
Holding Register during transmission. This register 
cannot be read onto the DAL lines. It must be loaded 
with logic zeroes in all unused high-order bits. 

DLE REGISTER — This 8-bit register is loaded from 
the DAL lines by a Write operation and holds the 
"DLE" character used in the Transparent mode of 
operation in which an idle transmit period is filled 
with the combination DLE-SYN pair of characters 
rather than a single SYN character. In addition the 
ASTRO may be programmed to force a single DLE 
character prior to any data character transmission 
while in the transmitter transparent mode. 

TRANSMITTER HOLDING REGISTER - This 8-bit 
parallel buffer register holds parallel transmitted data 
transferred from the DAL lines by a Write operation. 
This data is transferred to the Transmitter Register 
when the transmitter section is enabled and the 
Transmitter Register is ready to send new data. 
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TRANSMITTER REGISTER — This 8-bit shift register 
is loaded from the Transmitter Holding Register, SYN 
register, or DLE register. The purpose of this register 

_i is to serialize data and present it to the transmitted 

0> Data output. 

CONTROL REGISTERS — There are two 8-bit 
Control Registers which hold device programming 
signals such as mode selection, clock selection, 
interface signal control, and data format. Each of the 
Control Registers can be loaded from the DAL lines 
by a Write operation or read onto the DAL lines by a 
Read operation. The registers are cleared by a Master 
Reset. 

STATUS REGISTER — This 8-bit register holds in- 
formation on communication errors, interface data 
register status, match character conditions, and 
communication equipment status. This register may 
be read onto the DAL lines by a Read operation. 

DATA ACCESS LINES - The DAL is an 8-bit bi- 
directional bus port over which all address, data, 
control, and status transfers occur. In addition to 
transferring data and control words the DAL lines 
also transfer information related to addressing of the 
device, reading and writing requests, and interrupting 
information. 

ASTRO OPERATION 
ASYNCHRONOUS MODE 

Framing of asynchronous characters is provided by a 
Start bit (logic low) at the beginning of a character 
and a Stop bit (logic high) at the end of a character. 
Reception of a character is initiated on recognition of 
the first Start bit by a positive transition of the 
receiver clock, after a preceding Stop bit. The Start 
and Stop bits are stripped off while assembling the 
serial input into a parallel character. 

The character assembly is completed by the recep- 
tion of the Stop bit after reception of the last charac- 
ter or parity bit. If this bit is a logic high, the character 
is determined to have correct framing and the ASTRO 
is prepared to receive the next character. If the Stop 
bit is a logic low the Framing Error Status flag is set 
and the Receiver assumes this bit to be the Start bit 
of the next character. Character assembly continues 
from this point if the input is still a logic low when 
sampled at the theoretical center of the assumed 
Start bit. As long as the Receive input is spacing, all 
zero characters are assembled and error flags and 
data received interrupts are generated so that line 
breaks can be determined. After a character of all 
zeroes is assembled along with a zero in the Stop bit 
location, the first received logic high is determined 
as a Stop bit and this resets the Receiver circuit to a 
Ready state for assembly of the next character. 



In the Asynchronous mode the character transmis- 
sion occurs when information contained in the 
Transmitter Holding Register is transferred to the 
Transmitter Register. Transmission is initiated by the 
Insertion of a Start bit, followed by the serial output 
of the character least significant bit first with parity, if 
enabled, following the most significant bit; then the 
insertion of a 1-, 1.5-, or 2-bit length Stop condition. If 
the Transmitter Holding Register is full, the next 
character transmission starts after the transmission 
of the Stop bit of the present character in the 
Transmitter Register. Otherwise, the Mark (logic high) 
condition is continually transmitted until the Trans- 
mitter Holding Register is loaded. 

In order to allow re-transmission of data received at a 
slightly faster character rate, means are provided for 
shortening the Stop bit length to allow transmission 
of characters to occur at the same rate as the 
reception of characters. The Stop bit is shortened by 
1/16 of a bit period for 1-Stop bit selection and 3/16 
of a bit period for 1.5-, or 2-Stop bit selection, if the 
next character is ready in the Transmitter Holding 
Register. 

SYNCHRONOUS MODE 

Framing of characters is carried out by a special 
Synchronization Character Code (SYN) transmitted at 
the beginning of a block of characters. The Receiver, 
when enabled, searches for two continuous charac- 
ters matching the bit pattern contained in the SYN 
register. During the time the Receiver is searching, 
data is not transferred to the Receiver Holding 
Register, status bits are not updated, and the Re- 
ceiver interrupt is not activated. After the detection of 
the first SYN character, the Receiver assembles 
subsequent bits into characters whose length is 
determined by contents of the Control Register. If, 
after the first SYN character detection, a second SYN 
character is present, the Receiver enters the Syn- 
chronization mode until the Receiver Enable Bit is 
turned off. If a second successive SYN character is 
not found, the Receiver reverts back to the Search 
mode. 

In the Synchronous mode a continuous stream of 
characters are transmitted once the Transmitter is 
enabled. If the Transmitter Holding Register is not 
loaded at the time the Transmitter Register has 
completed transmission of a character, this idle time 
will be filled by a transmission of the character 
contained in the SYN register in the Nontransparent 
mode, or the characters contained in the DLE and 
SYN registers respectively while in the Transparent 
mode of operation. 

DETAILED OPERATION 

Receiver — The Receiver Data input is clocked into 
the Receiver Register by a 1X Receiver Clock from a 
modem Data Set, or by a local 32X bit rate clock 
selected from one of four externally supplied clock 
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inputs. When using the 1X clock, the Receiver Data is 
sampled on the positive transition of the clock in 
both the Asynchronous and Synchronous modes. 
When using a 32X clock in the Asynchronous mode, 
the Receive Sampling Clock is phased to the Mark- 
To-Space transition of the Received Data Start bit and 
defines, through clock counts, the center of each 
received Data bit within +0%, -3% at the positive 
transition 16 clock periods later. 

In the Synchronous mode the Sampling Clock is 
phased to all Mark-To-Space transitions of the 
Received Data inputs when using a 32X clock. Each 
transition of the data causes an incremental correc- 
tion of the Sampling Clock by 1/32nd of a bit period. 
The Sampling Clock can be immediately phased to 
every Mark-To-Space Data transition by setting Bit 4 
of Control Register 1 to a logic high, while the 
Receiver is disabled. 

When the complete character has been shifted into 
the Receiver Register it is then transferred to the 
Receiver Holding Register; the unused, higher num- 
ber bits are filled with zeroes. At this time the Re- 
ceiver Status bits (Framing Error/Sync Detect, Parity 
Error/DLE Detect, Overrun Error, and Data Received) 
are updated in the Status Register and the Data 
Received interrupt is activated. Parity Error is set, if 
encountered while the Receiver parity check is 
enabled in the Control Register. Overrun Error is set if 
the Data Received status bit is not cleared through a 
Read operation by an external device when a new 
character is ready to be transferred to the Receiver 
Holding Register. This error flag indicates that a 
character has been lost, as new data is lost and the 
old data and its status flags are saved. 

The characters assembled in the Receiver Register 
that match the contents of the SYN or DLE register 
are not loaded into the Receiver Holding Register, 
and the DR interrupt is not generated, if Bit 3 of 
Control Register 2 (CR23 = SYN Strip) or Bit 4 of 
Control Register 1 (CR14 = DLE Strip) are set 
respectively, the SYN-DET and DLE-DET status bits 
are set with the next non SYN or DLE character. 
When both CR23 and CR14 are set (Transparent 
mode), the DLE-SYN combination is stripped. The 
SYN comparison occurs only with the character 
received after the DLE character. If two successive 
DLE characters are received only the first DLE 
character is stripped. No parity check is made while 
in this mode. 

Transmitter — Information is transferred to the 
Transmitter Holding Register by a Write operation. 
Information can be loaded into this register at any 
time, even when the Transmitter is not enabled. 
Transmission of data is initiated only when the 
Request To Send bit is set to a logic one in the 
Control Register and the Clear To Send input is a 
logic low. Information is normally transferred from 
the Transmitter Holding Register to the Transmitter 



Register when the latter has completed transmission 
of a character. However, information in the DLE 
register may be transferred prior to the information ^ 
contained in the Transmitter Holding Register if the 2 
Force DLE signal condition is enabled (Bit 5 = Force o> 
DLE and 6 = TX Transparent Control Register 1 set to 
a logic one). The control bit CR15 must be set prior to 
loading of a new character in the transmitter holding 
register to insure forcing the DLE character prior to 
transmission of the data character. The Transmitter 
Register output passes through a flip-flop which 
delays the output by one clock period. When using 
the 1X clock generated by the Modem Data Set, the 
output data changes state on the negative clock 
transition and the delay is one bit period. When using 
a local 32X clock the transmitter section selects one 
of the four selected rate inputs and divides the clock 
down to the baud rate. This clock is phased to the 
Transmitter Holding Register empty flag such that 
transmission of characters occurs within two data bit 
times of the loading of the Transmitter Holding Reg- 
ister when the Transmitter Register is empty. 

When the Transmitter is enabled, a Transmitter in- 
terrupt is generated each time the Transmitter Hold- 
ing Register is empty. If the Transmitter Holding 
Register is empty when the Transmitter Register is 
ready for a new character the Transmitter enters an 
idle state. During this idle time a logic high will be 
presented to the Transmitted Data output in the 
Asynchronous mode or the contents of the SYN 
register will be presented in the Synchronous Non- 
transparent mode (CR16 = 0). In the Synchronous 
Transmit Transparent mode (enabled by Bit 6 of 
Control Register 1 = Logic 1), the idle state will be 
filled by a DLE-SYN character transmission in that 
order. When entering the Transparent mode the DLE- 
SYN fill will not occur until the first forced DLE. 

If the Transmitter section is disabled by a reset of the 
Request to Send, any partially transmitted character 
is completed before the transmitter section of the 
ASTRO is disabled. As soon as the CTS goes high 
the transmitted data output will go high. 

When the Transmit parity is enabled, the selected 
Odd or Even parity bit is inserted into the last bit of 
the character in place of the last bit of the 
Transmitted Register. This limits transfer of character 
information to a maximum of seven bits plus parity or 
eight bits without parity. Parity cannot be enabled in 
the Synchronous Transparency mode. 

DEVICE PROGRAMMING 

The two 8-bit Control Registers of the ASTRO deter- 
mine the operative conditions of the ASTRO chip. 
Control Register 1 is shown in the following table. 
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BIT 7 7 


6 


5 


4 


3 


2 


1 





SYNC/ASYNC 


ASYNC 


ASYNC (TRANS. 


ASYNC 


ASYNC 


SYNC/ASYNC 


SYNC/ASYNC 


SYNC/ASYNC 






ENABLED) 












0— LOOP MODE 


— NON BBEAK 




0— NON ECHO 


0— NO PARITY 


— RECEIVER 


0—RTS RESET 


— DTR RESET 


1 — NORMAL 


MODE 


0—1 1/2or2STOPBIT 


MODE 


ENABLED 


DISABLED 




1 — DTR SET 


MODE 


1 — BREAK MODE 


SELECTION 


1 —AUTO ECHO 


1 — PARITY CHECK 


1 — RECEIVER 


1-RTSSET 






1— SINGLE STOP BIT 


MODE 


ENABLED ON 


ENABLED 








SYNC 






RECEIVER PARITY 












ASYNC (TRANS. 


SYNC (CR12 = 1) 


GENERATION 










0— NON TRANS- 


DISABLED 




ENABLED ON 










MITTER TRANS- 




0— DLE 


TRANSMITTER 










PARENT MODE 


0— MISC OUT RESET 


STRIPPING 












1 — TRANSMIT 


1 — MISCOUTSET 


NOT 


SYNC 










TRANSPARENT 




ENABLED 












MODE 


SYNC(CR16 • 0) 


1— DLE 


0— RECEIVER PARITY 












STRIPPING 


CHECK IS DISABLED 












— NO PARITY 


ENABLED 


1-RECEIVER PARITY 












GENERATED 




CHECK IS ENABLED 












1— TRANSMIT PARITY 


SYNC(CR12 = 0) 














ENABLED 


















0— MISC RESET 














SYNC (CR16 = 1) 


1 — MISC SET 




























— NO FORCE DLE 
















1- FORCE DLE 













CONTROL REGISTER 1 



Control Register 1 

Bit 7 — A logic configures the ASTRO into an In- 
ternal Data and Control Loop mode and disables the 
Ring interrupt. In this diagnostic mode the following 
loops are connected internally: 

a. The Transmit Data is connected to the Receive 
Data with the TD pin held in a Mark condition and 
the input to the RD pin disregarded. 

b. With a 1X clock selected, the Transmitter Clock 
also becomes the Receive Clock. 

c. The Data Terminal Re ady (DTR) is co nnec ted to the 
Data Set Ready (DSR) input, with the DTR outp ut in 
held in an Off condition (logic high), and the DSR 
input pin is disregarded. 

d. The Request to Se nd Control bit is connected to 
the Clear To Se nd (C TS) and Carrier Detector in- 
puts, with the RTS output pin hel d in an Off 
condition (logic high), and the CTS and Carrier 
Detector input pins are disregarded. 

3. The Miscellaneous pin is held in an Off (logic high) 
condition. 

A logic 1 on Bit 7 enables the Ring interrupt and 
returns the ASTRO to the normal full duplex con- 
figuration. 

Bit 6 — In the Asynchronous mode a logic 1 holds 
the Transmitted Data output in a Spacing (Logic 0) 
condition, starting at the end of any current trans- 
mitted character, when the Transmitter is enabled. 
Normal Transmitter timing continues so that this 
Break condition can be timed out after the loading of 
new characters into the Transmitter Holding Register. 

In the Synchronous mode a logic 1 sets the Trans- 
mitter in a transparent transmission which implies 
that idle transmitter time will be filled by DLE-SYN 
character transmission and a DLE can be forced 
ahead of any character in the Transmitter Holding 



Register when CR1 5 is a logic one in the sync mode. 

Bit 5 — In the Asynchronous mode a logic 1, with the 
Transmitter enabled, causes a single Stop bit to be 
transmitted. A logic causes 2-Stop bit transmission 
for character lengths of 6, 7, or 8 bits and one-and-a- 
half Stop bits for a character length of 5 bits. 

With the Transmitter disabled this bit controls the 
Miscellaneous output on Pin 19, which may be used 
for Make Busy on 103 Data Sets, Secondary Transmit 
on 202 Data Sets, or dialing on CBS Data Couplers. 

In the Synchronous mode a logic 1 combined with a 
logic on Bit 6 of control Register 1 enables Transmit 
parity; if CR15 = or CR15= 1 no parity is generated. 
When set to a logic 1 with Bit 6 also a logic 1, the 
contents of the DLE register are transmitted prior to 
the next character loaded in the Transmitter Holding 
Register as part of the Transmit Transparent mode. 

Bit 4 — In the Asynchronous mode a logic 1 enables 
the Automatic Echo mode when the receiver section 
is enabled. In this mode the clocked regenerated 
data is presented to the Transmit Data output in place 
of normal transmission through the Transmitter 
Register. This serial method of echoing does not 
present any abnormal restrictions on the transmit 
speed of the terminal. Only the first character of a 
Break condition of all zeroes (null character) is 
echoed when a Line Break condition is detected. For 
all subsequent null characters, with logic zero Stop 
bits, a steady Marking condition is transmitted until 
normal character reception resumes. Echoing does 
not start until a character has been received and the 
Transmitter is idle. The Transmitter does not have to 
be enabled during the Echo mode. 

In the Synchronous mode a logic 1, with the Receiver 
enabled, does not allow assembled Receiver data 
matching the DLE register contents to be transferred 
to the Receiver Holding Register; also, parity check- 
ing is disabled. 
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When the Receiver is not enabled this bit controls 
the Miscellaneous output on Pin 19, which may be 
used for New Sync on a 201 Data Set. When 
operating with a 32X clock and a disabled Receiver a 
logic 1 on this bit also causes the Receiver timing to 
synchronize on Mark-To-Space transitions. 

Bit 3 — In the Asynchronous mode a logic 1 enables 
check of parity on received characters and genera- 
tion of parity for transmitted characters. 

In the Synchronous mode a logic 1 bit enables check 
of parity on received characters only. Note: Transmit- 
ter parity enable is controlled by CR15. 

Bit 2 — A logic 1 enables the ASTRO to receive data 
into the Receiver Holding Register, update Receiver 
Status Bits 1, 2, 3, and 4, and to generate Data 
Received interrupts. A logic disables the Receiver 
and clears the Receiver Status bits. 

Bit 1 — Controls the Request To Send output o n Pin 
38 to control the CA circuit of the Data Set. The RTS 
output is inverted from the st ate of CR11. A l ogic 1 
combined with a low logic Clear To Send input 
enables the Transmitter and allows THRE interrupts 
to be generated. A logic disables the Tran smitter 
and turns off the external Request To Send signal. 
Any character in the Transmitter Register will be 
completely transmitted before the Transmitter is 
turned off. The Request To Send output may be used 
for other functions such as "Make Busy" on 103 Data 
Sets. 

Bit — Controls the Data Terminal Ready output on 
Pin 16 to control the CD circuit of the Data Set. A 
logic 1 enables the Carrier and Data Set Ready in- 
terrupts. A logic enab les only the telephone line 
Ring interrupt. The DTR output is inverted from the 
state of CR10. 

Control Register 2 

Control Register 2, unlike Control Register 1, cannot 
be changed at any time. This register should be 
changed only while both the receiver and transmitter 
sections of the ASTRO are in the idle state. 

Bits 7-6 — These bits select the character length as 
follows: 



Bits 7-6 Character Length 

00 8 bits c 

01 7 bits o 

10 6 bits U 

11 5 bits 2 



When parity is enabled it must be considered as a bit 
when making character length selection, i.e. 5 
character bits plus parity = 6 bits. 

Bit 5 — A logic 1 selects the Synchronous Character 
mode. A logic selects the Asynchronous Character 
mode. 

Bit 4 — A logic 1 selects odd parity and a logic 
selects even parity, when parity is enabled by CR13 
and/or CR1 5. 

Bit 3 — In the Asynchronous mode a logic selects 
the rate 1(-32X) clock input (pin 30) as the Receiver 
Clock rate and a logic 1 selects the same clock rate 
for the Receiver as selected by Bits 2-0 for the 
Transmitter. This bit must be a logic 1 for the 1X clock 
selection by Bits 2-0. 

In the Synchronous mode a logic 1 causes all DLE- 
SYN combination characters in the Transparent 
mode when DLE strip CR14 is a logic 1, or all SYN 
characters in the Non-transparent mode to be 
stripped and no Data Received interrupt to be 
generated. The SYN Detect status bit is set with 
reception of the next assembled character as it is 
transferred to the Receiver Holding Register. 

Bits 2-0 — These bits select the Transmit and 
Receive clocks. The Input Clock to the Rate 4 pin 
may be divided down to form the 32X clock from a 
multiple clock as shown: 



Bits 2-0 




Clock 


000 


1X clock for Transmit and Receive 




(Pins 35 and 34 respectively) 


001 


32X clock — 


Ratel input (Pin 30) 


010 


32X clock — 


Rate 2 input (Pin 31) 


011 


32X clock — 


Rate 3 input (Pin 32) 


100 


32X clock — 


Rate 4 input h- 1 (Pin 33) 


101 


32X clock — 


Rate 4 input h- 2 (Pin 33) 


110 


32X clock — 


Rate 4 input 4 (Pin 33) 


111 


32X clock — 


Rate 4 input - 8 (Pin 33) 



BIT 7 6 


5 


4 


3 


2 1 


SYNC/ASYNC 


MODE SELECT 


SYNC/ASYNC 


ASYNC 


SYNCIASYNC 


CHARACTER LENGTH SELECT 


0-ASYNCHRONOUS 


1-ODD PARITY 


1 — RECEIVER CLOCK 


CLOCK SELECT 




MODE 


SELECT 


DETERMINED BY 




00 = 8 BITS 


1-SYNCHRONOUS 


0— EVEN PARITY 


BITS 2 


000 -IX CLOCK 


01 = 7 BITS 


MODE 


SELECT 


0- RECEIVER CLK 


001 ■ RATE 1 CLOCK 


10 = 6 BITS 






= RATE 1 


010- RATE 2 CLOCK 


11 = 5 BITS 








01 1 - RATE 3 CLOCK 








SYNC1CR14 = 0| 


100 -RATE 4 CLOCK 










101 -RATE 4 CLOCK - 2 








0— NO SYN STRIP 


110 - RATE 4 CLOCK - 4 








1 — SYN STRIP 


111 -RATE 4 CLOCK * 8 








SYNC(CR14 = 1) 










0— NO DLE SYN STRIP 










1 — DLE-SYN STRIP 





CONTROL REGISTER 2 



239 



Status Register 

C The data contained in the Status Register define 
O Receiver and Transmitter data conditions and status 
of the Data Set. The Status word is shown and 
2] defined below. 

"* Bit 7 — This bit is set to a logic 1 whenever there is a 
change in state of the Data Set Ready or Carrier 
Detector inputs while Data Terminal Ready (Bit of 
Control Register 1) is a logic 1 or the Ring Indicator is 
turned on, with DTR a logic 0. This bit is cleared when 
the Status Register is read onto the Data Access 
Lines. 

Bit 6 — This bit is the logic complement of the Data 
Set Ready input on Pin 28. With 202-type Data Sets it 
can be used for Secondary Receive. 

Bit 5 — This bit is the logic complement of the 
Carrier Detector input on Pin 29. 

Bit 4 — In the Asynchronous mode a logic 1 in- 
dicates that received data contained a log bit after 
the last data bit of the character in the stop bit slot, 
while the Receiver was enabled. This indicates a 
Framing error. This bit is set to a logic if the proper 
logic 1 condition for the Stop bit was detected. 

In the Synchronous mode a logic 1 indicates that the 
contents of the Receiver Register matched the con- 
tents of the SYN Register. The condition of this bit 
remains for a full character assembly time. If SYN 
strip (CR23) is enabled this status bit is updated with 
the character received after the SYN character. In 
both modes the bit is cleared when the Receiver is 
disabled. 

Bit 3 — When the DLE Strip is enabled (Bit 4 of 
Control Register 1) the Receiver parity check is 
disabled and this bit is set to a logic 1 if the previous 
character to the presently assembled character 
matched the contents of the DLE register; otherwise 
it is cleared. The DLE DET remains for one character 
time and is reset on the next character transfer or on 
a Status Register Read. If DLE Strip is not enabled, 
this bit is set to a logic 1 when the Receiver is 
enabled, Receiver parity (Bit 3 of Control Register 1) 
is also enabled, and the last received character has a 
Parity error. A logic on this bit indicates correct 
parity. This bit is cleared in either of the above modes 
when the Receiver is disabled. 

Bit 2 — A logic 1 indicates an Overrun error which 
occurs if the previous character in the Receiver 
Holding Register has not been read and Data 



Received is not reset, at the time a new character is 
to be transferred to the Receiver Holding Register. 
This bit is cleared when no Overrun condition is 
detected, i.e., the next character transfer time or 
when the Receiver is disabled. 

Bit 1 — A logic 1 indicates that the Receiver Holding 
Register is loaded from the Receiver Register, if the 
Receiver is enabled. It is cleared to a logic when the 
Receiver Holding Register is read onto the Data 
Access Lines, or the Receiver is disabled. 

Bit — A logic 1 indicates that the Transmitter 
Holding Register does not contain a character while 
the Transmitter is enabled. It is set to a logic 1 when 
the contents of the Transmitter Holding Register is 
transferred to the Transmitter Register. It is cleared to 
a bit when the Transmitter Holding Register is 
loaded from the DAL, or when the Transmitter is 
disabled. 

INPUT/OUTPUT OPERATIONS 

All Data, Control, and Status words are transferred 
over the Data Access Lines (DAL 0-7). Additional 
input lines provide controls for addressing a par- 
ticular unit, and regulating all input and output 
operations. Other lines provide interrupt capability to 
indicate to a Controller that an input operation is 
requested by the ASTRO. All input/output terminol- 
ogy below is referenced to the Controller so that a 
Read or Input takes data from the ASTRO and places 
it on the DAL lines, while a Write or Output places 
data from the DAL lines into the ASTRO. Bit (DALO) 
must be a logic low in a Read or Write operation. 

Read 

A Read Operation is initiated by the placement of an 
eight-bit address on the DAL by the Controller. When 
the Chip Select signal goes to a logic low state, the 
ASTRO compares Bits 7-3 of the DAL with its hard- 
wired ID code (Pins 17, 22, 24, 25, and 26) and 
becomes selec ted on a Match condition. The ASTRO 
then sets its REPLY line low to acknowledge its 
readiness to transfer data. Bits 2-0 of the address are 
used to select ASTRO registers to read from as 
follows: 

Bits 2-0 Selected Register 

000 Control Register 1 

010 Control Register 2 

100 Status Register 

110 Receiver Holding Register 



BIT 7 


6 


5 


4 


3 


2 


1 





• DATA 


• DATA 


• CARRIER 


• FRAMING 


• DLE 


• OVERRUN 


• DATA 


• TRANSMITTER 


SET 


SET 


DETECTOR 


ERROR 


DETECT 


ERROR 


RECEIVED 


HOLDING 


CHANGE 


READY 




• SYN 


. PARITY 






REGISTER 








DETECT 


ERROR 






EMPTY 



STATUS REGISTER 
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When the Read Enable (RE) line is set to a logic low 
condition by the Controller the ASTRO gates the 
contents of the addressed register onto the DAL. The 
Read operation terminates, and the devices becomes 
unselected, when both the Chip Select and Read 
Enable return to a logic high condition. Reading of 
the Receiver Holding Register clears the DR Status 
bit. 

Write 

A Write operation is initiated by the placement of an 
eight-bit address on the DAL by the Controller. The 
ASTRO c ompares Bits 7-3 of the DAL with its ID code 
when the Chip Select input goes to a logic low state. 
If a Match cond ition e xists, the device is selected 
and makes it's RPLY line low to acknowledge its 
readiness to transfer data. Bits 2-0 of the address are 
used to select ASTRO registers to be written into as 
follows: 



Bits 2-0 Selected Register 

000 Control Register 1 

010 Control Register 2 

100 SYN and DLE Register 

1 10 Transmitter Holding Register 



When the Write Enable (WE) line is set to a logic low 
condition by the Controller the ASTRO gates the data 
from the DAL into the addressed register. If data is 
written into the Transmitter Holding Register, the 
THRE Status bit is cleared to a logic zero. 

The 100 address loads both the SYN and DLE regis- 
ters. After writing into the SYN register the device is 
conditioned to write into the DLE if followed by 
another Write pulse with the 100 address. Any in- 
tervening Read or Write operation with other ad- 
dresses resets this condition such that the next 100 
will address the SYN register. 

Interrupts 

The following conditions generate interrupts: 

1. Data Received (DR) — Indicates transfer of a new 
character to the Receiver Holding Register while 
the Receiver is enabled. 



2. Transmitter Holding Register Empty (THRE) — 

Indicates that the THR register is empty while the _ 
Transmitter is enabled. The first interrupt occurs 
when the Transmitter becomes enabled if there is 
an empty THR, or after the character is transferred Ojj 
to the Transmitter Register making the THR empty. 2 

3. Carrier On — Indicates Carrier Detector input 
goes low when DTR is on. 

4. Carrier Off — Indicates Carrier Detector input 
goes high when DTR is on. 

5. DSR On — Indicates the Data~Sef Ready input 
goes low when DTR is on. 

6. DSR Off — Indicates the Data Set Ready input 
goes high when DTR is on. 

7. Ring On — Indicates the Ring Indicator input goes 
low when DTR is off. 

Each time an Interrupt condition exists the INTR 
output from the ASTRO is made a logic low. The 
following interrupt procedure is then carried out even 
if the interrupt condition is removed. 

The Controll er acknowledges the Interrupt request by 
setting the Chip Select (CS) and the Fnterrupt Ac- 
knowledge Input (IACKI) to the ASTRO to a Low 
state. On this trans ition all n on-interrupting devices 
receiving the IA CKI set their Interrupt Acknowledge 
Output (IACKO) low, enabling lower priority daisy- 
chained devices to respond to the Interrupt request. 
The highes t prior ity device that is interrupting will 
then set its RPLY low. This device places its ID code 
on Bit Positions 7-3 of the DAL when a low RE signal 
is received. In addition Bit 2 is set to a logic one if any 
of the interrupt numbers 1 and 3-7 above occurred, 
and remains a logic zero if the THRE has caused the 
interrupt. 

To reset the Int errupt condition (TnTR) Chip Select 
(CS) and (IACKI) must be received by the ASTRO. A 
setup time must exist between CS and the RE or WE 
signals to allow chip selection prior to read/write 
operations and deselection control through the latter 
signals. The data is removed from the DAL when the 
RE signal returns to the logic high state. 
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MAXIMUM RATINGS 

Vqd With Respect to Vss 

(Ground) 
Max Voltage To Any Input With 

Respect to Vss 
Operating Temperature 
Storage Temperature Plastic 
Ceramic 

Power Dissipation 



+ 20 to -0.3V 

+ 20 to -0.3V 
0°Cto70°C 
-55°Cto +125°C 
-65°Cto +150°C 
1000 mW 



OPERATING CHARACTERISTICS 

T A = 0°Cto70°C,VDD = + 12.0V ±5%,Vbb = 



Note: Absolute maximum ratings indicate limits beyond 
which permanent damage may occur. Continuous 
operation at these limits is not intended and should 
be limited to those conditions specified under DC 
Electrical Characteristics. 



-5.0V ±5%, Vss = 0V.VCC = +5V ±5% 



SYMBOL 


CHARACTERISTIC 


MIN 


TYP 


MAX 


UNITS 


CONDITIONS 


lU 


Input Leakage 






10 


MA 


V|N = VQD 


lLO 


Output Leakage 






10 


M A 


VOUT = VQD 


'BB 


Vbb Supply Current 






1 


mA 


vbb = -5v 


ICCAVE 


Vqc Supply Current 






80 


mA 




iddave 


Vqd Supply Current 






10 


mA 




VlH 


Input High Voltage 


2.4 






V 




VlL 


Input Low Voltage 
(All Inputs) 






.8 


V 




VOH 


Output High Voltage 


2.8 






V 


lO = - 100 ^A 


vol 


Output Low Voltage 






.45 


V 


Iq = 1.6 mA 



AC CHARACTERISTICS 

Ta = 0°Cto70°C,VDD = 
CLMAX = 20 pf 



+ 12.0V ±5%, Vbb = -5.0V ±5%,VCC = +5.0 ±5%, Vss = ov 



SYMBOL 


CHARACTERISTIC 


MIN 


TYP 


MAX 


UNITS 


CONDITIONS 


TAS 


Address Set-Up Time 









ns 




*AH 


Address Hold Time 


150 






ns 




T"ARL 


Address to RPLY Delay 






400 


ns 




TCS 


CS Width 


250 






ns 




TCSRLF 


CS to Reply OFF Delay 







250 


ns 


RL = 2.7 KQ 


Tmr 


MR Width 


1.0 






pis 




READ 




Tare 


Address and RE Spacing 


250 






ns 




trecsh 


RE and CS Overlap 


20 






ns 




trecs 


RE to CS Spacing 


250 






ns 




tdv 


RE to Data Out Delay 






180 


ns 


Cl = 20 pf 


TOV 


RE Off to DAL Open Delay 


20 




250 


ns 




Tre 


REWidth 


200 




1000 


ns 




write 


tawe 


Address to WE Spacing 


250 






ns 




TWECSH 


WE and CS Overlap 


20 






ns 




TWE 


WE Width 


200 




1000 


ns 




TDS 


Data Set-Up Time 


150 






ns 




tdh 


Data Hold Time 


100 






ns 




twecs 


WE to CS Spacing 


250 






ns 
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1 = V| H (min) NOTE 1: ID DECODE is the major factor in 

2 = V| L (max) TARE and TARL timing. 

3 = v OH( min ) NOTE 2: If changing the Control Registers 

4 = V l (max) while processing data the WE pulse 

width must be contained within the 
Data Valid envelope to insure correct 
data processing. 



READ CYCLE TIMING DIAGRAM 
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WRITE CYCLE TIMING DIAGRAM 



INTERRUPT 





CHARACTERISTIC 


MIN 


TYP 


MAX 


UNITS 


CONDITIONS 


TCSI 


CS to IACKI Delay 









ns 




TCSRE 


CS to RE Delay 


250 






ns 




TCSREH 


CS and RE Overlap 


20 






ns 




TRECS 


RE to CS Spacing 


250 






ns 




TPI 


IACKI Pulse Width 


200 






ns 




T|AD 


IACKI to Valid ID 
Code Delay 






250 


ns 


See Note 1. 


TOV 


RE OFF to DAL Open Delay 


20 




250 


ns 




TlARL 


IACKI to RPLY Delay 






250 


ns 




TCSRLF 


CS to RPLY OFF Delay 







250 


ns 


RL = 2.7 KQ 


TlAIH 


IACKI ON to INTR OFF 
Delay 






300 


ns 




T|| 


IACKI to IACKO Delay 






200 


ns 




TlOFF 


IACKO OFF Delay 

From CS OFF, RE OFF, or 

IACKI HIGH. 






250 


ns 


See Note 2. 



Note 1: If RE go es low after IACKI goes low, the delay will be from the falling edge of RE, 
Note 2: IACKO goes false after the last one of the following three signals go false: CS, RE and 
IACKI. T|QFF is measured from the last signal going false. 



243 



^^UPT^ CL EAOD^SS^ ID CODE > ^ 
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Note 1: DALO must be a logic low during CS to form 

an Interrupt Cycle Address during Daisy Chain 
Interrupt Response. 
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INTERRUPT CYCLE TIMING DIAGRAM 




RECEIVER SECTION 
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WESTERN DIGITAL 

CORPORATION 

WD1931 Asynchronous/Synchronous Receiver/Transmitter 



o 

— L 

CO 
CO 



FEATURES 

SYNCHRONOUS AND ASYNCHRONOUS 
Full Duplex Operations 
Selectable Character Length (5, 6, 7 or 8 Bits) 

SYNCHRONOUS MODE 

Two Successive SYN Characters Sets 
Synchronization 

Programmable SYN and DLE Character 
Detection and Stripping 
Programmable SYN and DLE-SYN Fill 
Transparent BI-SYNC Operation 
DDCMP Compatible 

ASYNCHRONOUS MODE 

Line Break Detection and Generation 
1-, 1V2-, or 2-Stop Bit Selection 
False Start Bit Detection 
Automatic Serial Echo Mode 
Overrun and Framing Error Detection 

SYSTEM COMPATIBILITY 
Double Buffering of Data 
8-Bit Bi-Directional Bus for Data, Status, and 
Control Words 

All Inputs and Outputs TTL Compatible 
Chip Select, RE, WE, AO, A1 Interface to CPU 
On-Line Diagnostic Capability 
Data Set, Carrier Detect, and Ring Interrupts 

BAUD RATE - DC TO 1M BIT/SEC 



8 SELECTABLE CLOCK RATES 

• Accepts 1X Clock and Up to Four Different 32X 
Baud Rate Clock Inputs 

• Up to 47% Distortion Allowance with 32X Clock 

PINOUT COMPATIBLE TO WD193X FOR 
MULTIPROTOCOL BOARD APPLICATIONS 

APPLICATIONS 

SYNCHRONOUS COMMUNICATIONS 
ASYNCHRONOUS COMMUNICATIONS 
SERIAL/PARALLEL COMMUNICATIONS 

GENERAL DESCRIPTIONS 

The WD1931 is a MOS/LSI device which performs the 
functions of interfacing a serial data communi- 
cations channel to a parallel digital system. This 
device is capable of full duplex communications with 
asynchronous and/or synchronous systems. Western 
Digital has made device pin assignments for the 
WD1931 to make it compatible with the WD193X 
(Synchronous Data Link Controller). This pin out 
allows the user to implement a one-board multi- 
protocol design. For character-oriented asynchro- 
nous and/or synchronous (bi-sync) protocols, the 
WD1931 is used, and for bit-oriented SDLC, HDLC 
and ADCCP protocols the WD193X is used (see 
WD193X data sheets and WD1931/WD193X compati- 
bility application notes). 
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Figure t. WD1931 PIN CONNECTIONS 
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Figure 2. WD1931 BLOCK DIAGRAM 
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DESCRIPTION OF PIN FUNCTIONS 

The W D1931 is packaged in a 40 pin DIP. The following is a functional description of each pin. A bar over a 
signal (SIGNAL), means active Low. 



Table 1. DESCRIPTION OF WD1931 PIN FUNCTIONS 



PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


1 




NC 


No connection allowed to this pin. Used in- 
ternally only. 


2 




NC 


No connection. 


3 


READ ENABLE 


RE 


This input, when low (and CS is active), gates 
the content of addressed register onto the 
Data bus. 


4 


CHIP SELECT 


CS 


This input, when low, selects the WD1931 for 
a read or write operation to/from the Data bus. 


5 


MISC OUTPUT 


MISC OUT 


This output is an extra programmable output 
signal for the convenience of the user. Is 
controlled by the CR4 bit (sync, mode) or CR5 
bit (async mode). 


6 


INTERRUPT 
REQUEST 


INTRQ 


This output is high whenever any of the in- 
terrupt conditions occur. Reading the status 
register resets this signal 


7 


WRITE ENABLE 


WE 


This input when low (and CS is active), gates 
the content of the Data bus into the ad- 
dressed register. 


8-15 


DATA BUS 


D0-D7 


Ridirprtional thrpp-«itatp Data Rn^ Rit 7 
MSB. 


16 


MASTER RESET 


MR 


This input, when low, initializes all the regis- 
ters, and forces the WD1931 into an idle state. 
The WD1931 will remain idle until a command 
is issued bv the CPU 


17 


DATA TERMINAL 
READY 


DTR 


Modem Control Signal. This output when low, 
indicates to the Data Communication Equip- 
ment (DCE) that the WD1931 is ready to trans- 
mit or receive data. 


18 


DATA REQUEST 
OUTPUT 


DRQO 


This output, when high, indicates that the 
Transmitter Holding Register (THR) is empty 
and ready to receive a data character from the 
Data bus for a transmit operation. Loading 
THR resets this signal. 


19 


DATA REQUEST 
INPUT 


DRQI 


This output, when high, indicates that Re- 
ceiver Holding Register (RHR) contains a new- 
ly received data character, available to be read 
onto the Data bus. Reading RHR resets this 
signal. 


20 


vss 


vss 


Ground. No connection. 


21,22,23 


ADDRESS LINES 


NC, AO, A1 


These inputs are used to address the CPU 
interface registers for read/write operations. 


24 


V D D 


VDD 


+ 12V. 


25 


TRANSMITTED DATA 


TD 


This output transmits the serial data to the 
Data Communications Equipment7Channel. 


26 


RECEIVE CLOCK 


iXRC 


IX Receive Clock. This input is used to 
synchronize the received data. Data is sam- 
pled on the positive transition of this signal. 
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Table 1. PIN FUNCTIONS (Continued) 



PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


27 


RECEIVED DATA 


RD 


This input receives the serial data from the 
Data Communication Equipment/Channel. 


28 


TRANSMITTER BYTE 
OUTPUT COMPLETE 


TBOC 


This output goes high after the last bit of a 
byte is transmitted including parity if enabled, 
and is valid for one bit period. 


29 


CLEAR TO SEND 


CTS 


Modem Control Signal. This input when low, 
indicates that the DCE is ready to accept data 
from the WD1931. 


30 


RECEIVER 
SAMPLE CLOCK 


RSCLK 


This output goes high when the receiver data 
is sampled, and is valid for one clock period. 


31 


TRANSMIT CLOCK 
1X TRANSMIT CLOCK 


1XTC 


This input is used to synchronize the trans- 
mitted data. The falling edge of this signal 
generates new transmitted data. 


32 


REQUEST TO SEND 


RTS 


Modern Control Signal. This output, when low, 
inaicaies to me uot mai me wuiyoi is reaay 
to transmit data. 

If Bit 1 of Control Register 1 is reset during a 
transmission then RTS will go high on the 
falling edge of the transmitter clock that 
follows the last bit of the current transmission 
character. 


33 


DATA SET READY 


DSR 


Modem Control Signal. This input, when low, 
indicates that the DCE is ready to receive or 
transmit data. 


34 


RING INDICATOR 


Ri 


Modem Control Signal. This input generates 
an interrupt when made low with DTR off. 


35-38 


CLOCK RATES 


R1-R4 


These four rate inputs are used for 32X Local 
Transmit and Receive clocks. The rate is 
selected by the Control Register. R1 is 

OUII IIIIUII IU UUU I llctMoilllllCI dl IU riGOclVOI. T\£." 

R4 are clock rates for the Transmitter only. 


39 


CARRIER DETECT 


CD 


Modem Control Signal. This input appears as 
Status Bit 5 and generates interrupts when 
going on or off if DTR is on. 


40 


vcc 


vcc 


+ 5V 
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ORGANIZATION 

The WD1931 block diagram is illustrated on page 1. 
< The primary sections include the control, buffer, 
O status, receiver, transmitter, comparison and sync 

registers. 

S2 CONTROL REGISTERS — There are two 8-bit Con- 
trol Registers which hold device programming sig- 
nals such as mode selection, clock selection, inter- 
face signal control, and data format. Each of the Con- 
trol Registers can be loaded from the Data Bus by a 
Write operation or read onto the Data Bus by a Read 
operation. The registers are cleared by a Master 
Reset. 

RECEIVER HOLDING REGISTER — This 8-bit paral- 
lel buffer register presents assembled received char- 
acters to the Data Bus when requested through a 
Read operation. 

STATUS REGISTER — This 8-bit register holds in- 
formation on communication errors, interface data 
register status, match character conditions, and com- 
munication equipment status. This register may be 
read onto the Data Bus by a Read operation. 

DLE REGISTER — This 8-bit register is loaded from 
the Data Bus by a Write operation and holds the DLE 
character used in the Transparent mode of operation 
in which an idle transmit period is filled with the 
combination DLE-SYN pair of characters rather than 
a single SYN character. In addition the WD1931 may 
be programmed to force a single DLE character prior 
to any data character transmission while in the 
transmitter transparent mode. This register cannot be 
read onto the Data Bus. It must be loaded with logic 
zeroes in ail unused high-order bits. 

SYN REGISTER — This 8-bit register is loaded from 
the Data Bus by a Write operation and holds the 
synchronization code used to establish receiver 
character synchronization. It serves as a fill character 
when no new data is available in the Transmitter 
Holding Register during transmission. This register 
cannot be read onto the Data Bus. It must be loaded 
with logic zeroes in all unused high-order bits. 

TRANSMITTER HOLDING REGISTER — This 8-bit 
parallel buffer register holds parallel transmitted data 
transferred from the Data Bus by a Write operation. 
This data is transferred to the Transmitter Register 
when the transmitter section is enabled and the 
Transmitter Register is empty. 

RECEIVER REGISTER — This 8-bit shift register 
inputs the received data at a clock rate determined by 
the selected receiver clock. This incoming data is 
assembled to the selected character length and then 
transferred to the Receiver Holding Register with 
logic zeroes filling out any unused high-order bit 
positions. 

TRANSMITTER REGISTER — This 8-bit shift register 
is loaded from the Transmitter Holding Register, SYN 
register, or DLE register. The purpose of this register 
is to serialize data and present it to the transmitted 
Data output. 



COMPARATOR — The 8-bit comparator is used in 
the Synchronous mode to compare the assembled 
contents of the Receiver Register to the SYN register 
or DLE register. A match between the registers sets 
up stripping of the received character, if so pro- 
grammed, by preventing the data from being loaded 
into the Receiver Holding Register. A bit in the Status 
Register is set when stripping is performed. The 
comparator output also enables character syn- 
chronization of the Receiver on two successive 
matches with the SYN register. 

DATA BUS — The Data Bus is an 8-bit inverted bi- 
directional bus port over which all data, control, and 
status transfers occur. 

WD1931 OPERATION 
ASYNCHRONOUS MODE 

Framing of asynchronous characters is provided by a 
Start bit (logic zero) at the beginning of a character 
and a Stop bit (logic one) at the end of a character. 
Reception of a character is initiated on recognition of 
the first Start bit after a preceding Stop bit. The Start 
and Stop bits are stripped off while assembling the 
serial input into a parallel character. If enabled, the 
parity bit is checked and then stripped off. 

The character assembly is completed by the recep- 
tion of the Stop bit after reception of the last charac- 
ter or parity bit. If this bit is a logic one, the character 
is determined to have correct framing and the 
WD1931 is prepared to receive the next character. If 
the Stop bit is a logic zero, the Framing Error Status 
flag is set and the Receiver assumes this bit to be the 
Start bit of the next character. Character assembly 
continues from this point if the input is still a logic 
zero when sampled at the theoretical center of the 
assumed Start bit. As long as Received Data is 
spacing, all zero characters are assembled and error 
flags and data received interrupts are generated so 
that line breaks can be determined. After a character 
of all zeroes is assembled along with a zero in the 
Stop bit location, the first received logic one is 
determined as a Stop bit and this resets the Receiver 
circuit to a Ready state for assembly of the next 
character. 

In the Asynchronous mode the character transmis- 
sion occurs when information contained in the Trans- 
mitter Holding Register is transferred to the Trans- 
mitter Register. Transmission is initiated by the 
insertion of a Start bit, followed by the serial output 
of the character (least significant bit first) with parity, 
if enabled, following the most significant bit, then the 
insertion of a 1-, 1.5-, or 2-bit length Stop bit. If the 
Transmitter Holding Register is full, the next charac- 
ter transmission starts after the transmission of the 
Stop bit(s) of the present character in the Transmitter 
Register. Otherwise, the Mark (logic one) condition is 
continually transmitted until the Transmitter Holding 
Register is loaded. 

In order to allow re-transmission of data received at a 
slightly faster character rate, means are provided for 
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shortening the Stop bit length to allow transmission 
of characters to occur at the same rate as the 
reception of characters. The Stop bit may be short- 
ened a maximum of 1/16 of a bit period for 1-Stop bit 
selection and 3/16 of a bit period for 1.5-*, or 2-Stop 
bit selection. To shorten the Stop bit the user must 
load the Transmitter Holding Register exactly (X + 2) 
16ths of a bit period before the end of a stop bit 
transmission, where X = the number of 16ths the user 
wishes to strip. If X + 2 exceeds the maximum then 
no shortening occurs. This feature does not work in 
1X clocking mode. 

*NOTE: As a special case, the 1.5 stop bit mode can 
be shortened from 1/24 to 1 1/24 of the whole 
period if the Transmitter Holding Register is 
loaded (X + 2) 24ths (of the whole period) 
before the end of the stop bit transmission. 

SYNCHRONOUS MODE 

Framing of characters is carried out by a special 
Synchronization Character Code (SYN) transmitted at 
the beginning of a block of characters. The Receiver, 
when enabled, searches for two continuous charac- 
ters matching the bit pattern contained in the SYN 
register. During the time the Receiver is searching, 
data is not transferred to the Receiver Holding Regis- 
ter, status bits are not updated, and the DRQI is not 
activated. After the detection of the first SYN charac- 
ter, the Receiver assembles subsequent bits into 
characters whose length is determined by contents 
of the Control Register. If, after the first SYN 
character detection, a second SYN character is 
present, the Receiver enters the Synchronization 
mode until the Act Rec bit is turned off. If a second 
successive SYN character is not found, the Receiver 
reverts back to the Search mode. 

In the Synchronous mode a continuous stream of 
characters are transmitted once the Transmitter is 
enabled. If the Transmitter Holding Register is not 
loaded at the time the Transmitter Register has 
completed transmission of a character, this idle time 
will be filled by a transmission of the character 
contained in the SYN register in the Non-transparent 
mode, or the characters contained in the DLE and 
SYN registers respectively while in the Transparent 
mode of operation. 

DETAILED OPERATION 

Receiver — The Received Data input is clocked into 
the Receiver Register by a 1X Receive Clock from a 
modem Data Set, or by a local 32X bit rate clock 
selected from one of four externally supplied clock 
inputs (R1-R4). When using the 1X clock, the 
Received Data is sampled on the positive transition 
of the clock in both the Asynchronous and Syn- 
chronous modes. When using a 32X clock in the 
Asynchronous mode, the Receive Sampling Clock is 
phased to the Mark-To-Space transition of the 
Received Data Start bit and defines, through clock 
counts, the center of each received Data bit within 
+ 0%, -3% at the positive transition 16 clock 



periods later. 

In the Synchronous mode the Sampling Clock is ^ 
phased to all Mark-To-Space transitions of the Re- < 
ceived Data inputs when using a 32X clock. Each 2 
transition of the data causes an incremental correc- co 
tion of the Sampling Clock by 1/32nd of a bit period. W 
The Sampling Clock can be immediately phased to 
every Mark-To-Space Data transition by setting Bit 4 
of Control Register 1 to a logic one while the Re- 
ceiver is disabled. 

After a complete character has been shifted into the 
Receiver Register, this is transferred to the Receiver 
Holding register. The unused higher number bits are 
filled with zeroes. At this time the Receiver Status 
bits (Framing Error/Syn Detect, Parity Error/DLE 
Detect, Overrun Error and DRQI) are updated in the 
Status Register and the DRQI interrupt is activated. 
Parity Error is set, if encountered and if the Receiver 
parity check is enabled in the Control Register. 
Overrun Error is set if the DRQI bit is not cleared 
through a Read operation when a new character is 
ready to be transferred to the Receiver Holding 
Register. This error flag indicates that new data is 
lost and the old data character and its status flags are 
saved. 

The characters assembled in the Receiver Register 
that match the contents of the SYN or DLE registers 
are not loaded into the Receiver Holding Register 
and the DRQI is not set if Bit 3 of Control Register 2 
(CR23 = SYN Strip) or Bit 4 of Control Register 1 
(CR14 = DLE Strip) are set respectively. The SYN 
DETECT and DLE DETECT status bits are then set 
with the next non-SYN or DLE character. When both 
CR23 and CR14 are set (Transparent mode), the DLE- 
SYN combination is stripped. The SYN comparison 
occurs only with the character received after the DLE 
character. If two successive DLE characters are 
received only the first DLE character is stripped. No 
parity check is made while in this mode. 

Transmitter — A character is transferred to the 
Transmitter Holding Register by a Write operation. 
This can be done at any time, even when the 
Transmitter is not enabled. Transmission of data is 
initiated only when the ACT TRAN bit is set in the 
Control Register and the Clear To Send input is Low. 
A character is normally transferred from the Transmit- 
ter Holding Register to the Transmitter Register 
when the latter has completed transmission of an 
earlier character. However, information in the DLE 
register may be transferred prior to this character 
contained in the Transmitter Holding Register if the 
Force DLE signal condition is enabled (CR15 and 
CR16 are set). The control bit CR15 must be set prior 
to loading of a new character in the transmitter 
holding register to ensure forcing the DLE character 
prior to transmission of this new data character. The 
Transmitter Register output passes through a flip- 
flop which delays the output by one serial data bit 
time. When using the 1X clock the output data 
changes state on the negative clock transition. When 
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using a local 32X clock the transmitter section 
^ selects one of the four selected clock rate inputs (R1- 
< R4) and divides the clock (by 32) down to the baud 
O rate. This clock is phased to the Transmitter Holding 
to Register empty flag (DRQO) such that transmission 
CO of characters occurs within two data bit times of the 
- 1 loading of the Transmitter Holding Register when the 

Transmitter Register is empty. 

When the Transmitter is enabled, the DRQO will set 
each time the Transmitter Holding Register is empty. 
If the Transmitter Holding Register still is empty 
when the Transmitter Register is ready for a new 
character, the Transmitter enters an idle state. During 
this idle time a logic one will be presented to the 
Transmitted Data output in the Asynchronous mode 
or the contents of the SYN register will be presented 
in the Synchronous Non-transparent mode (CR16 
= 0). In the Synchronous Transmit Transparent mode 
(CR16 is set), the idle state will be filled by a DLE-SYN 
character transmission in that order. When entering 
the Transparent mode the DLE-SYN fill will not occur 
until the first forced DLE. 

If the ACT TRAN bit is reset while a character is 
currently being transmitted, this character will be 
completed before the transmitter goes idle. When 
CTS goes high however, the transmitter (TD) im- 
mediately goes idle. 

When the Transmit parity is enabled, the selected 
Odd or Even parity bit is inserted between the charac- 
ter and the Stop-bit/s. Parity cannot be enabled in the 
Synchronous Transparency mode. 

CLOCKING 

Two clocking schemes are used. In one case a "IX 
Receiver Timing and Transmitter Timing are used to 
clock their respective data. In the second case a 32X 
clock is used to clock the data. The device is capable 
of selecting from four externally supplied clock-rates 
(R1-R4). 

The use of the 1X clock is the same for the receiver 
and the transmitter in both the Synchronous and 
Asynchronous Character modes. 

The use of the 32X clock in the receiver differs 
depending on mode. In the Asynchronous Character 
mode the receive sampling clock is phased to the 
mark-space transition of Received Data input at the 
beginning of the Start bit, causing the Sampling 
clock to be approximately in the middle of the bit. 
The accuracy of sampling is +0%, -3%. In the 
Synchronous Character mode the Receive Sampling 
clock is phased to all the mark-space transitions on 
the Received Data input. Each such transition of the 
data causes an incremental correction of the 
Sampling clock of 1/32 of the bit period. The Sam- 
pling clock can be immediately phased with the data 
transitions by setting Bit 4 of Control Register 1 to a 1 
bit with the receiver disabled. As long as this bit is a 
one the Sampling clock is locked to every mark- 
space data transition. 



The transmitter divides the selected rate input down 
to the baud rate. This clock is phased to the DRQO so 
that character transmission starts within two clocks 
of the THR loading when the transmitter is idle. 

AUTO ECHO FEATURE 

The device is capable of serially echoing the received 
data with a one bit delay when in the Asynchronous 
mode and the Receiver on. This causes the clocked 
regenerated received data to be presented to the 
Transmit Data output rather than the output of the 
Transmitter Register and a steady marking on TD out- 
put. This serial method of echoing does not present 
any abnormal restrictions on the transmit speed of 
the terminal. Breaks are not echoed back. When the 
device detects a Zero Stop bit and a character of all 
zeroes, the echoing stops and a steady marking is 
transmitted until such time as normal character 
reception resumes. Because echoing is taking place 
during determination of a break condition, a single 
character of all zeroes (Null character) is echoed 
when a break is initiated at the terminal. The Echoing 
is enabled by setting Bit 4 of Control Register 1. 
Echoing does not start until the start of a receive 
char acter at a time when the transmitter is idle and 
CTS is low. If the Transmitter is forced out of the idle 
mode while a character is being echoed transmission 
of that character is halted. The Transmitter is idle 
when CR11 is a zero or the Transmitter is waiting for 
the THR to be loaded in the Asynchronous mode. 

LOOP FEATURE 

The device has on-line diagnostic capability. When 
bit CR17 is a zero (LOOP), the data and data set 
controls are appropriately looped as follows: 

• Transmit Data is connected to Receive Data, with 
the TD output pin held in a MARK condition and 
the RD input pin disregarded. 

• Transmitter clock is connected to the Receive 
clock. 

• The Data Terminal Ready output i s co nnected to 
the Data Set Ready input with the DTP I output pin 
held in an OFF condition and the DSR input pin 
disregarded. 

• The Request To Send output is internally con- 
nected to the Clear T o Se nd input and Carrier 
Detect inputs, with the R TS o utput pin held in an 
OFF condition and the CTS and CD input pins 
disregarded. 

• MISCELLANEOUS output is also held in an OFF 
condition. 

INPUT/OUTPUT OPERATIONS 

All data, control, and status information is when 
needed transferred to the Data bus. Control and 
address lines provide for controlling and addressing 
of input and output operations. In addition, other 
lines provide interrupt capability for alerting a CPU 
that input/output is required. Inputfoutput terminol- 
ogy is referenced to the CPU; therefore, a Read or In- 



put receives data from the device and places it on the 
Data bus, while a Write or Output places data from 
the Data bus into the device. 



Read 

A read operatio n is initiated w hen both CS and RE go 
low. When the Read Enable (RE) line goes low, the 
device gates the contents of the addressed register 
onto the Data bus. The_device becomes unselected 
when either the CS or RE go high. When the Receiver 
Holding Register is read, the DRQI is reset. 



Write _ 

A Write operatio n is in i tiated when both CS and WE 
go low. When the Write Enable (WE) line goes low, the 
device gates the data from the Data bus into the 
addressed register. When either the CS or WE go 
high the device becomes unselected. When the 
Transmitter Holding Register is written into, the 
DRQO is reset. 

After first writing into SYN the device is conditioned 
to write into DLE if followed by another Write to that 
same address. Any intervening Read or Write to other 
addresses reset this condition. 

AO and AT address device registers for Read/Write 
operations are shown here: 



Table 2. REGISTER ADDRESS FOR 
READ/WRITE OPERATIONS 



A1 


AO 


Read 


Write 


LO 


LO 


Control Register 1 


Control Register 1 


LO 


HI 


Control Register 2 


Control Register 2 


HI 


LO 


Status Register 


SYN & DLE Register 


HI 


HI 


Receiver Holding 
Register 


Transmitter Holding 
Register 



DEVICE PROGRAMMING 

Programming, operating and monitoring of the 
WD1931 is done via two Control Registers, one 
Status Register, a SYN/DLE Register, and the Trans- 
mit and Receive Holding Registers. The two Control 
Registers are referred to as CR1 and CR2. The bits 
within CR1 are referred to as CR10 through CR17, 
and the bits within CR2 are referred to as CR20 
through CR27. For any register bit is the LSB. 

Two general modes of operation exist for the 
WD1931, Asynchronous and Synchronous. Both 
modes of operation are discussed separately. Bl- 
SYNC is a special case of Synchronous mode and is 
not treated separately. 

Following figures below show CR1, CR2, and the 
Status Register bit definitions. The meaning of each 
bit in each register is described twice: once for 
Asynchronous mode and again for Synchronous 
mode. The figures combine and summarize both 
modes. 
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Figure 6. RECEIVER FLOW CHART 
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ASYNCHRONOUS MODE 
^ Control Register 1 



BIT 


NAME 


FUNCTION 





DATA TERMINAL READY 
(DTR) 


This bit controls the data Terminal Ready (DTR) signal to the 
data set. When CR10 is a logical 0, DTR is off. When CR10 is 
a logical 1, DTR is on. When the Self-Test mode is selected, 
DTR signal is forced to an off state 


1 


ACTIVATE TRANSMITTER 
(ACT TRAN) 


This bit when set, enables the transmitter and sets RTS 
signal. When this bit is reset, the Transmitter is disabled and 
the RTS output turned off, but not till the end of any current 
character being transmitted. The RTS output may be used 
for other functions such as "Make Busy" on 103 data sets. 


2 


ACTIVATE RECEIVER 
(ACT REC) 


When set, enables the receiver, allowing received charac- 
ters to be placed in the Receiver Holding Register, Status 
Bits 1, 2, 3 and 4 to be updated, and the Data Request input 
to be generated. When reset, the above status bits are 
cleared. After this bit is set, character reception starts with 
the first bit after a valid start bit. 


3 


PARITY ENABLE 


When set, enables check of parity on received characters 
and generation of parity for transmitted characters. 


4 


ECHO MODE 


When set, and the RECEIVER is enabled, the clocked 
regenerated data is presented to the Transmitted Data 
output. The transmitter does not have to be enabled. 


5 


STOP BIT 

SELECTION/MISCELLANEOUS 


When set, with the transmitter enabled, causes a single 
stop bit to be transmitted. When reset, causes two stop bits 
to be transmitted for character lengths of 6, 7, or 8 bits and 
1.5 stop bits for a character length of 5 bits. When the 
transmitter is not enabled, this bit controls the MISCELLAN- 
EOUS output on Pin 5 to be used for Make Busy on 103 Data 
Sets, Secondary Transmit on 202 Data Sets, or dialing on 
CBS Data Couplers. 


6 


BREAK 


When set, and the transmitter is enabled, the Transmitted 
Data is held in a spacing condition starting with the end of 
any current character. Normal transmitter timing continues 
so that the break can be timed out by loading characters 
into the THR, i.e., DRQOs are generated and the transmitter 
operates normally except for the output which remains low 
while this bit is a one. 


7 


LOOP/NORMAL 


When this bit is reset, the device is configured to provide an 
internal data and control loop and the Ring Indicator in- 
terrupt is disabled. When this bit is set, the device is in 
normal full duplex configuration and the Ring Indicator 
interrupt is enabled. 
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Control Register 2 



BIT 


NAME 


FUNCTION 


2-0 


CLOCK SELECT 


Selects Transmit and Receive clock as follows: 
0— IXRC/IXTC (IX) Transmitter Clock and if RX = 0, also 
Receive Clock 

1 — Rate 1 (32X) "\ 

2 — Rate 2 (32X) 

3 — Rate 3 (32X) 

4 — Hate4(o^A) > iransmitteroiocK 

5 — Rate 4 (64X) Only 

6 — Rate4(32X)(128X) 

7 — Rate 4 (32X) (256X) J 


3 


ALTERNATE RECEIVER 
X CLOCK 


When reset, selects Rate 1 as the Receiver clock rate. When 
set, provides the same rate as Transmitter Clock (R1-R4). 
This bit must be set if 1X clocking is selected in bits 2-0. 


4 


PARITY ODD/EVEN 


When set, selects Odd Parity and reset selects Even Parity, 
when Parity is enabled. 


5 


CHARACTER MODE 


When reset, selects Asynchronous Character Mode. 

VA/h^n Qet color^tQ ^unrhrAnAi ic f^ha ranter MoHp 
v vi ici i oc i oc ico lcd o y i \ \ iuuo \_>i idi en_» ici i vi uu c. 


7-6 


CHARACTER LENGTH 


Selects number of bits per character as follows (excluding 
parity bit): 

0- 8 bits 

1- 7 bits 

2- 6 bits 

3- 5 bits 



SYNCHRONOUS MODE 
Control Register 1 



BIT 


NAME 


FUNCTION 





DATA TERMINAL READY 
(DTR) 


This bit controls the data Terminal Ready (DTR) signal to the 
data set. WhenCRIO is a logical 0, DTR is off. When CR10 is 
a logical 1, DTR is on. When the Self-Test mode is selected, 
DTR signal is forced to an off state 


1 


ACTIVATE TRANSMITTER 
(ACT TRAN) 


This bit when set, enables the transmitter and sets RTS 
signal. When this bit is reset, the Transmitter is disabled and 
the RTS output turned off, but not till the end of any current 
character being transmitted. The RTS output may be used 
for other functions such as "Make Busy" on 103 data sets. 


2 


ACTIVATE RECEIVER 
(ACT REC) 


When set, enables the receiver, allowing received charac- 
ters to be placed in the Receiver Holding Register, Status 
Bits 1, 2, 3 and 4 to be updated, and the Data Request input 
to be generated. When reset, the above status bits are 
cleared. After this bit is set, character reception starts after 
two matches to the contents of SYN Register. 
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Control Register 1 (Sync Mode continued) 



BIT 


NAME 


FUNCTION 


3 


PARITY ENABLE 


When set, enables check of parity on received characters 
only. 

When set, and the receiver is activated, received characters 

\A/hif*h matph thp r^rintpntQ nf thp ("II F RpniQtpr arp ^trinnpfi 

WIIILrll INCHON IMC UUI UCI HO U II IC i ' I 1 I1CUIOICI OIC JUI^JJJCU 

out. Also parity checking is disabled. When the receiver is 
not activated, this bit controls the MISCELLANEOUS output 
on Pin 5 to be used for New Sync on a 201 Data Set. When 
operating with a 32X clock and the receiver is not activated, 
this bit set also causes the receiver bit timing to syn- 
chronize on mark-space transitions. 


4 


DLE STRIP/MISCELLANEOUS 


5 


TX PARITY ENABLE/ 
FORCE DLE 


When set, with Bit 6 of Control Register 1 reset, Transmit 
Parity is enabled, otherwise no parity is generated. When 
set, with Bit 6 set, it causes the contents of the DLE 
Register to be transmitted prior to the next character loaded 
in the Transmitter Holding Register. (See description of 
Transparency) 


6 


TX TRANSPARENT 


When set, the transmitter is conditioned for transparent 
transmission, which implies that idle fill will be DLE-SYN 
and a DLE can be forced ahead of any character in the THR 
by use of Bit 5. (See description of Transparency) 


7 


LOOP/NORMAL 


When this bit is reset, the device is configured to provide an 
internal data and control loop (see Loop feature) and the 
Ring Indicator interrupt is disabled. When this bit is set, the 
device is in normal full duplex configuration and the Ring 
Indicator interrupt is enabled. 



Control Register 2 



BIT 


NAME 


FUNCTION 


2-0 


CLOCK SELECT 


Selects Transmit and Receive clock as follows: 
0— IXRC/IXTC (IX) Transmitter Clock, and if RX-0, also 
Receive Clock 

1 — Rate 1 (32X) A 

2 — Rate 2 (32X) 

3 — Rate 3 (32X) 

4 — Rate 4 (32X) V Transmitter Clock 
5— Rate4(64X) Only 

6 — Rate4(128X) 
7- Rate4(256X) J 


3 


STRIP SYN 


When set, and the receiver is enabled, received characters 
which match the contents of the SYN Register are stripped 
out. Also the SYN Detect status bit will be set for the next 
input character. No SYN stripping occurs when reset. 


4 


PARITY ODD/EVEN 


When set, selects Odd Parity, when reset, selects Even 
Parity, when parity is enabled. 


5 


CHARACTER MODE 


When reset, selects Asynchronous Mode. 
When set, selects Synchronous Mode. 


7-6 


CHARACTER LENGTH 


Selects number of bits per character as follows (excluding 
parity bit): 

0- 8 bits 

1- 7 bits 

2- 6 bits 

3- 5 bits 
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TRANSPARENCY 

The Transmit Transparency mode causes Idle Fill to 
be the pair of characters DLE-SYN rather than a 
single SYN, and provides for preceding a character 
loaded into the THR with a DLE without the possibil- 
ity of an intervening DLE-SYN fill. Transparency is 
enabled by Bit 6 of Control Register 1, which allows 
force DLE to be controlled by Control Register 1, Bit 
5, but the DLE-SYN fill is not activated until after the 
first forced DLE. All aspects of Transparency are 



disabled when Bit 6 is reset. When forcing transmis- 
sion of a DLE, Bit 5 should be set prior to loading the 

Transmitter Holding Register, otherwise the character $ 

in the Transmitter Holding Register may be trans- D 

ferred to the Transmitter Register prior to the setting jj£ 

of the Control Bit. w 

STATUS 

The Status Register contains the following status 
information: 



BIT 


NAME 


FUNCTION 





DATA REQUEST OUTPUT 
(DRQO) 


When set, indicates a Data Request Output, meaning THR 
is empty and CPU is allowed to load the new character to be 
transmitted into the THR register. This bit is a mirror image 
of DPQO signal (pin 18). Loading of THR resets DRQO. 


1 


DATA REQUEST INPUT 
(DRQI) 


When set, indicates a Data Request Input meaning RHR is 
loaded with a new received character, and CDU is allowed to 
read RHR register. This bit is a mirror image of DRQI signal 
(pin 19). Reading RHR, resets DRQI. 


2 


OVERRUN ERROR (OE) 


This bit is set, when the previous character in the Receiver 
Holding Register has not been read at the time a new 
character is ready to be transferred to the Receiver Holding 
Register. The bit is reset when a character is transferred to 
the Receiver Holding Register. It is also reset when the 
receiver is deactivated. 


3 


PARITY ERROR (PE)/ 
DLE DETECT 


This bit is set, when the receiver is activated and Receive 
parity is enabled and the last received character has a parity 
error, and is reset if the character has correct parity. When 
the DLE strip is enabled, the Receiver parity check is 
disabled and this bit is set if the previous character match- 
ed the contents of the DLE Register and was stripped, 
otherwise it is reset. This bit is reset when the receiver is 
deactivated. 


4 


FRAMING ERROR (FE)/SYN 
DETECT (SD) 


In the asynchronous mode this bit is set if the bit after the 
last data bit, in the stop-bit slot, is a zero and the receiver is 
enabled. This bit is reset if the stop-bit is a one. In the 
synchronous mode this bit is set when the contents of the 
Receiver Register matches the contents of the SYN 
Register and SYN strip is not enabled. In both modes the bit 
is reset when the receiver is deactivated. If SYN strip is 
enabled this status bit is updated when a character is 
received after the SYN character. 


5 


CARRIER DETECTOR (CD) 


This bit is a mirror image of CD signal. When this signal is 
set, SR5 is set. 


6 


DATA SET READY (DRS) 


This bit is a mirror image of DSR signal. When this signal is 
set SR6 is set. With 202-type data sets it can be used for 
Secondary Receive. 


7 


DATA SET CHANGE (DSC) 

a 


This bit is set when there is a change in the state of the Data 
Set Ready or Carrier Detect inputs when DTR is on, or when 
the Ring Indicator goes on and DTR is off. This bit is reset 
when the Status Register is read. 
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Control Registers 1, 2 and STATUS Bit Assignments 



(See Note 1 and 2) CONTROL REGISTER 1 



HIT 
















SYNC/ASYNC 


ASYNC 


ASYNC (TRANS. 


ASYNC 


ASYNC 


SYNC/ASYNC 


SYNC/ASYNC 


SYNC/ASYNC 






ENABLED) 












D— LOOP MODE 


— NON BREAK 




0— NON ECHO 


0— PARITY 


0— RECEIVER 


0— TRANSMITTER 


0— RESETS DTR 


1 — NORMAL 


MODE 


0—1 1/2 or 2 STOP BIT 


MODE 


DISABLED 


DEACTIVATED 


DEACTIVATED 


OUT (HI) 


MODE 


1 — BREAK MODE 


SELECTION 


1 — AUTO ECHO 


1 — PARITY CHECK 


1 — RECEIVER 


1 -TRANSMITTER 


1 — SETS DTR 






1— SINGLE STOP BIT 


MODE 


ENABLED ON 


ACTIVATED 


ACTIVATED 


OUT (LO) 




SYNC 


SELECTION 




RECEIVER PARITY 














SYNC (CR12 = 1) 


GENERATION 










0— NON TRANS- 


ASYNC (THANS 




ENABLED ON 










MITTER TRANS- 


DISABLED) 


0— DLE 


TRANSMITTER 










PARENT MODE 




STRIPPING 












1 — TRANSMIT 


0— MISC OUT RESET 


NOT 


SYNC 










TRANSPARENT 




ENABLED 












MODE 


1— MISC OUT SET 


1 — DLE 


0— RECEIVER PARITY 












1 = 1.0) 


STRIPPING 


CHECK DISABLED 














ENABLED 


1— RECEIVER PARITY 












SYNC (CR16 = 0) 




CHECK ENABLED 














SYNC (CR12 = 0) 














0— NO PARITY 
















GENERATED 


0— MISC OUT 














1 -TRANSMIT PARITY 


RESET 














GENERATED 


1= HI) 
















1-MISCOUT 














SYNC (CR16 = 1) 


SET(=LO) 














— NO FORCE DLE 
















1 - FORCE DLE 













(See Note 1 and 2) CONTROL REGISTER 2 



BIT 7 6 


5 


4 


3 


2 1 


SYNC/ASYNC 


MODE SELECT 


SYNC/ASYNC 


ASYNC 


SYNC/ASYNC 


CHARACTER LENGTH SELECT 

00 = 8 BITS 

01 = 7 BITS 

10 = 6 BITS 

11 = 5 BITS 


0— ASYNCHRONOUS 

MODE 
1 — SYNCHRONOUS 
MODE 


1— ODD PARITY 

SELECT 
0— EVEN PARITY 

SELECT 


1 — RECEIVER CLOCK 
DETERMINED BY 
BITS 2 

— RECEIVER CLK 
a RATE 1 

— NO SYN STRIP 

1- SYN STRIP 


CLOCK SELECT 

000 • IX CLOCK 

001 - RATE 1 CLOCK (32X) 
010 -RATE 2 CLOCK (32X) 
01 1 - RATE 3 CLOCK (32X) 

100 - RATE 4 CLOCK (32X) 

101 - RATE 4 CLOCK (64X) 
110-RATE4CLOCK(128X) 
1 1 1 - RATE 4 CLOCK (256X) 



NOTE 1. As a result of the WD1931's inverted data bus, to set a bit in above registers, the respective data bus line is to be set to low 
<V|L). 



(See Note 2) STATUS REGISTER 



BIT 7 


6 


5 


4 


3 


2 


1 





• DATA 


• DATA 


• CARRIER 


• FRAMING 


• DLE 


• OVERRUN 


• DATA 


• DATA 


SET 


SET 


DETECTOR 


ERROR/ 


DETECT/ 


ERROR 


REQUEST 


REQUEST 


CHANGE 


READY 


(CD) 


SYN 


PARITY 


(OE) 


INPUT 


OUTPUT 


(DSC) 


(DSR) 




DETECT 


ERROR 


(DRQI) 


(DRQO) 








(FE/SD) 


(DLE/PE) 









NOTE 2. As a result of the WD1931 's inverted data bus, when reading above registers, a data bus line set to low (Vil), indicates the 
respective bit in the addressed register is set (logical 1). 



REGISTER ADDRESS 



LO = V||_ at pins 
HI = Vqh at P ins 



Reg 


A1 


AO 


Read 


Write 





LO 


LO 


Control Register 1 


Control Register 1 


1 


LO 


HI 


Control Register 2 


Control Register 2 


2 


HI 


LO 


Status Register 


SYN & DLE Register 


3 


HI 


HI 


Receiver Holding 


Transmitter Holding 








Register 


Register 
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DATA SET CHANGE INTERRUPTS 

The following interrupts can be generated. 
Carrier Detect On 

The Carrier Detect On interrupt occ urs when the 
Carrier Detect input (CD) goes low and DTR is on. 

Carrier Detect Off 

The Carrier Detect Off interrupt occ urs w hen the 
Carrier Detect input (CD) goes high and DTR is on. 

DSR On 

The DSR O n int errupt occurs whe n the Data Set 
Ready input (DSR) goes low and DTR is on. 

DSR Off 

The DSR Off interrupt occurs when the Data Set 
Ready input (DSR) goes high and DTR is on. 



Ring Indicator On 

The Ring Indicator On interrupt o ccur s when the Ring < 
Indicator input (Rl) goes low and DTR is off. q 

When an interrupt condition exists, the INTRQ output r± 
is set. Reading the Status Register or activating c«J 
Master Reset (MR) will reset INTRQ. 

DATA BUS CONTROLS 

The following Data Bus controls can be generated. 
Data Request Output 

This control signal occurs when the THR is empty 
while the transmitter is enabled. 

Data Request Input 

This control signal occurs when the RHR is full while 
the receiver is enabled. 
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Figure 3. READ TIMING 




Figure 4. WRITE TIMING 
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MAXIMUM RATINGS 



+ 15 to -0.3V 

+ 20 to -0.3V 
0°Cto +70°C 
600 mW 
65"Cto +150°C 
55°Cto + 125°C 



Table 3. WD1931 DC CHARACTERISTICS 

Ta = 0°C to + 70°C, VDD = + 12.0V ± 0.6V, VcC = +5.0V ± 0.25V, Vss = 0V 



SYMBOL 


CHARACTERISTIC 


MIN 


TYP 


MAX 


UNITS 


CONDITIONS 


ILI 


Input Leakage 






10 


M" 


\/im — \Zr\r\ 
V IN — V L)U 


lLO 


Output Leakage 






10 


M A 


VOUT = VCC 


ICCAVE 


Vcc. Supply Current 






80 


mA 




iddave 


Vqd Supply Current 






10 


mA 




V|H 


Input High Voltage 


2.4 






v 




V|L 


Input Low Voltage (All Inputs) 






0.8 


w 

V 




VOH 


Output High Voltage 


2.8 
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Table 4. WD1931 AC CHARACTERISTICS 










T A = 0°C to +70°C, V D D = + 12.0V ±0.6V, Vss 


= 0V, VCC = +5.0 ±0.25V 






SYMBOL 


CHARACTERISTIC 


MIN 


TYP 


MAX 


UNITS 


CONDITIONS 


THLD 


AO, AT &CS Hold Time 


5 






ns 




TCS 


AO, AT & CS" Width 


495 






ns 




TSET 


AO, A1 & CS Set-Up time 


240 






ns 




TCYCLE 


Cycle Time 


1000 






ns 




TMR 


MR Pulse Width 


450 






ns 




READ 














TRE 


RE Width 


250 






ns 




tdacc 


Data Access from RE 






300 


ns 


CL = 25 pf 


tdoh 


Data Hold from RE 


50 




150 


ns 


CL = 25 pf 


WRITE 














TWE 


WE Width 


250 






ns 




TDS 


Data Set-Up Time 


250 






ns 




Tdh 


Data Hold Time 


100 






ns 
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^ Vqq With Respect to Vss 
^ (Ground) 

_l Max. Voltage To Any Input With 
g Respect to Vss 

Operating Temperature 

Power Dissipation 

Storage Temperature Ceramic - 
Plastic - 
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DATA COMMUNICATIONS CONTROLLER 
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DETAIL OF DATA COMMUNICATION CONTROLLER 



DIGITAL COMMUNICATIONS SYSTEM 

The diagrams above illustrate a typical digital system 
employing several processing levels and digital 
protocols. It is flexible enough to satisfy several 
applications. For example, the host processor and 
remote terminals could be located respectively in 
airline reservation offices and ticket counters, travel 
centers and travel agencies, central bank offices and 



branch banks, or department stores and individual 
cash registers. The exploded diagram of the Data- 
Communications Controller exemplifies the use of 
one common circuit board design with eight multi- 
protocol circuits. When the Port requires a character- 
oriented protocol (synchronous, asynchronous, or 
synchronous-bisync), the WD1931 is plugged into the 
appropriate socket. For SDLC, HDLC or ADCCP, the 
WD193Xisused. 
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Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any Infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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WESTERN DiGiTAL 

CORPORATION 

WD1 933/1 935 
Synchronous Data Link Controller 



o 
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CO 
CO 
CO 

a 

CD 



FEATURES 

• HDLC, SDLC, ADCCP AND CCITT X.25 COMPATIBLE 

• SDLC LOOP DATA LINK CAPABILITY 

• FULL OR HALF DUPLEX OPERATION 

• DC TO 2.0 MBITS/SEC DATA RATE 

• PROGRAMMABLE/AUTOMATIC FCS (CRC) GENERA- 
TION AND CHECKING 

• PROGRAMMABLE NRZI ENCODE/DECODE 

• FULL SET OF MODEM CONTROL SIGNALS 

• DIGITAL PHASE LOCKED LOOP 

• FULLY COMPATIBLE WITH MOST CPU'S 

• MINIMUM CPU OVERHEAD 

• ASYNCHRONOUS/SYNCHRONOUS MULTI-PROTO- 
COL BOARD CAPABILITY (PIN COMPATIBLE WITH WD 

1931) 

• FULLY TTL COMPATIBLE 

• SINGLE +5V SUPPLY 

• ERROR DETECTION: CRC, UNDERRUN, OVERRUN, 
ABORTED OR INVALID FRAME ERRORS 

• STRAIGHT FORWARD CPU INTERRUPTS 



• PROGRAMMABLE MODEM CONTROL INTERRUPTS 

• DOUBLE BUFFERING OF DATA 

• DMA COMPATABILITY 

• END OF BLOCK OPTION 

• VARIABLE CHARACTER LENGTH (5, 6, 7 OR 8 BITS) 

• RESIDUAL CHARACTER CAPABILITY 

• ADDRESS COMPARE 

• GLOBAL ADDRESS RECOGNITION 

• EXTENDABLE ADDRESS FIELD 

• EXTENDABLE CONTROL FIELD 

• AUTOMATIC ZERO INSERTION AND DELETION 

• MAINTENANCE MODE FOR SELF-TESTING 



APPLICATIONS 

COMPUTER COMMUNICATIONS 
TERMINAL COMMUNICATIONS 
COMPUTER TO MODEM INTERFACING 
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Figure 1. WD193X 

PIN DESIGNATION 



Figure 2. WD193X BLOCK DIAGRAM 
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LINE CONTROLLERS 

FRONT END COMMUNICATIONS 

NETWORK PROCESSORS 

TELECOMMUNICATION SWITCHING NETWORKS 

MESSAGE SWITCHING 

PACKET SWITCHING 

MULTIPLEXING SYSTEMS 

DATA CONCENTRATOR SYSTEMS 

SDLC LOOP DATA LINK SYSTEMS 

DMA APPLICATIONS 

COMMUNICATION TEST EQUIPMENT 

LOCAL NETWORKS 

MULTIDROP LINE SYSTEMS 



The WD193X is a MOS/LSI microcomputer peripheral de- 
vice which performs the functioning of interfacing a 
parallel digital system to a synchronous serial data com- 
munication channel employing ISO's HDLC, IBM's SDLC or 
ANSI's ADCCP line protocol. These protocols are referred 
to as Bit-Oriented Protocols (BOP). 

The chip is fabricated in N-channel depletion load MOS 
technology and is TTL compatible on all inputs and out- 
puts. This controller requires a minimum of CPU software 
by supporting a comprehensive frame-level instruction set 
and by hardware implementation of the low level tasks 
associated with frame assembly/disassembly and data in- 
tegrity. It can be programmed to encode/decode NRZI data. 
The internal clock is then derived from the NRZI data using 
a digital phase locked loop. 

The receiver and transmitter logic operates as two total 
independent sections with a minimum of common logic. 
The frames are automatically checked for errors during re- 
ception by verifying correct Frame Check Sequence (FCS). 
In transmit mode, the FCS is automatically generated by 
this controller and sent before the final Flag. It also contin- 
uously checks for other errors. In case of an error, the CPU 
is interrupted. 

The controller recognizes and can generate Flag, Abort, 
Idle and GA characters. WD193X can be used in an SDLC 
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Figure! WD193X TYPICAL SYSTEM INTERFACE 



Loop configuration. An End of Block option is supplied to 
minimize CPU time. A full set of modem control signals are 
supplied to minimize external hardware. 

A BRIEF DESCRIPTION OF HDLC, SDLC AND 
ADCCP PROTOCOLS 

The WD193X is compatible with HDLC, SDLC and ADCCP 
standard communication Link Protocols. These are bit-ori- 
ented, code independent, and ideal for full duplex commu- 
nication. A single communication element is called a FRAME, 
which can be used for both link control and data transfer 
purposes. 

The elements of a frame are the beginning eight bit FLAG 
(F) consisting of one logical "0," six 1's and a 0, an eight bit 
ADDRESS-FIELD(A), an eight bit CONTROL-FIELD (C), a 
variable (N bits) INFORMATION-FIELD, a sixteen bit FRAME- 
CHECK-SEQUENCE (FCS), and an eight bit end FLAG (F), 
having the same bit-pattern as the beginning flag. 

In HDLC, the address (A) and control (C) characters are 
extendable (more than one character). An important char- 
acteristic of a frame is that its contents are made code trans- 
parent by use of a zero bit insertion and deletion technique. 
Thus, the user can adapt any format or code suitable for his 
system. The frame is bit-oriented, meaning that, bits not 
characters in each field have specific meanings. The Frame 
Check Sequence (FCS) is an error detection scheme similar 
to the Cyclic Redundancy Checkword (CRC) widely used in 
magnetic disk storage devices. The frame format is shown 
in Figure 4. 



Figure4. WD193X SDLC/HDLC/ADCCP 
FRAME FORMAT 



Where: 



FLAG = 01111110 

Address field — One or more 8-bit characters defining the 
particular station 

Control field — One or two 8-bit characters 

Information field— Any number of bits (may be zero bits) 

Frame Check Sequence — 16-bit error checking field 

The following features are also part of these protocols. 

ZERO INSERTION/ZERO DELETION— Zero insertion/dele- 
tion is performed within the 2 Flags of a frame. If there are 
more than fivefs in a row, a is automatically inserted after 
the fifth 1 and it is deleted upon reception by the receiver. 

FRAME CHECK SEQUENCE (FCS)— A 16 bit cyclic redun- 
dancy check (CRC) calculation is performed during trans- 
mission of the data in between the 2 flags of the frame. The 
CRC is then transmitted after the l-field and before the final 
FLAG. Upon reception the receiver also performs a CRC 
calculation on the incoming data. If there were no transmis- 
sion error, the Receiver CRC equals F0B8 (hex). 
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DESCRIPTION OF PIN FUNCTIONS 

The WD193X is packaged in a 40 pin DIP. The following is a functional description of each pin. A bar over a signal (SIGNAL), ^ 

means active Low. ^ 

Table 1. DESCRIPTION OF WD193X PIN FUNCTIONS Q 



PIR 

NUMBER 



PIN NAME 



SYMBOL 



FUNCTION 



2 
3 
4 
5 
6 
7 

8-15 
16 

17 

18 

19 

20 

21,22,23 

24 

25 

26 
27 

28 
29 

30 
31 



No Connect 

Received End 
of Message 

End of Block 

Read Enable 

Chip Select 

Misc Output 

Interrupt 
Request 

Write Enable 

Data Bus 
Master Reset 



Data Terminal 
Ready 

Data Request 
Output 

Data Request 
Input 

V S S 

ADDRESS 

Misc 
Input 

Transmitted Data 

Receive Clock 
Received Data 

NRZI 

Clear to Send 
DPLL Select 



Transmit Clock 



NC 



REOM 

EOB 

RE 

CS 



MISC OUT 

INTRQ 

WE 

D0-D7 
MR 

DTR 

DRQO 

DRQI 

Vss_ 
A2, AO, A1 

MISC IN 

TD 

RC 
RD 

NRZI 
CTS 

1X/32X 
TC 



WD1933 No Connection Allowed 

Received End of Message with no Errors. Output on WD1935. 

Thisjnput, when low, function as an FCS command. Is independent 
of CS. 

This input, when low (and CS is active), gates the content of ad- 
dressed register onto the Data bus. 

This input, when low, selects the WD193X for a read or write operation 
to/from the Data bus. 

This output is an extra programmable output signal for the conve- 
nience of the user. Is controlled by the CR10 bit. 

This output is high whenever any of the interrupt register bits IR7-IR3 
are set. 

This input when low (and CS is active), gates the content of the Data 
bus into the addressed register. 

Bidirectional three-state Data Bus. Bit 7 is MSB. 

This input, when low, initializes all the registers, and forces the 
WD193X into an idle state. The WD193X will remain idle until a 
command is issued by the CPU. 

Modem Control Signal. This output when low, indicates to the Data 
Communication Equipment (DCE) that the WD193X is ready to trans- 
mit or receive data. 

This output, when high, indicates that the Transmitter Holding Register 
(THR) is empty and ready to receive a data character from the Data 
bus for a transmit operation. 

This output, when high, indicates that Receiver Holding Register 
(RHR) contains a newly received data character, available to be read 
onto the Data bus. 

Ground 

These inputs are used to address the CPU interface registers for read/ 
write operations. 

This input is an extra input signal for the convenience of the user. The 
state is shown by the SR4 bit. 

This output transmits the serial data to the Data Communications 
Equipment/Channel. 

This input is used to synchronize the received data. 

This input receives the serial data from the Data Communication 
Equipment/Channel. 

This input, when low, sets the WD193X in NRZI mode. 

Modem Control Signal. This input when low, indicates that the DCE 
is ready to accept data from the WD193X. 

This input controls the internal clock. When high (1 X clock), the ex- 
ternal clock has the same frequency as the internal clock. When low 
(32X clock), the external clock is 32 times faster than the internal clock 
and the DPLL Logic is enabled. 

This input is used to synchronize the transmitted data. 
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Table 1. DESCRIPTION OF WD193X PIN FUNCTIONS (Continued) 



PIN 

NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


32 


Request to Send 


RTS 


Modem Control Signal. This output, when low, indicates to the DCE 
that the WD193X is ready to transmit data. 


33 


Data Set Ready 


DSR 


Modem Control Signal. This input, when low, indicates that the DCE 
is ready to receive or transmit data. 


34 


Ring Indicator 


Rl 


Modem Control Signal. This input, when low, indicates a ringing signal 
being received on the communication channel. 


oj,od 


Ring Indicator 
Interrupt Control 




RI1, RIO 


These inputs are used to program Ring Indicator interrupts. 


37,38 


Carrier Detect 
Interrupt Control 


CDT, cdo 


These inputs are used to program Carrier Detect Interrupts. 


39 


Carrier Detect 


CD 


Modem Control Signal. This input, when low, indicates there is a car- 
rier signal received by the local DCE from a distant DCE. 


40 


v C c 


v C c 


+ 5VDC 



Table 2. WD193X TERMINOLOGY 



TERMINOLOGY 



TERM 


DEFINITION/DESCRIPTION 


BOP 


Bit-oriented protocols: SDLC, HDLC, and ADCCP 


ABORT 


11111111 (seven or more contiguous 1 's) 


GA 


Go-ahead pattern. 01111111 (O(LSB) followed by seven 1 s) 


LSB 


First transmitted bit and first received bit. (Least significant bit) 


MSB 


Last transmitted bit and last received bit. (Most significant bit) 


IDLE 


11111111 11111111 (15 or more contiguous 1's) 


FLAG 


01 1 1 1 1 10. Starts and ends a Frame. 


A-FIELD 


Address-field in the Frame. Consists of one or more 8-bit characters. Defines the address 
of a particular station. 


C-FIELD 


Control field in the Frame. Consists of one or two 8-bit characters. 


(•FIELD 


Information field in the Frame. Consists of any number of bits. 


FCS 


Frame Check Sequence. A 16-bit error checking field sequence. 


FRAME 


A communication element, consisting of a minimum of 32 bits, and delimited by FLAGS. 


GLOBAL ADDRESS 


An A-field character of eight 1's. When this is compared and matched in the Address com- 
parator, the DRQI will be set, indicating a valid address 


RESIDUAL 
CHARACTER 


The last l-field character, consisting of a lesser amount of bits than the other l-field char- 
acters in the Frame. 


DATA SET 


Data Communication Equipment (DCE). May be a modem. 


BIT TIME 


Length in time of a serial data bit. 
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HARDWARE ORGANIZATION 

The WD193X block diagram is illustrated in Figure 2 and 
described below. 

CPU Interface Registers 

All of these registers are addressable and to be read from 
and/or written into by the CPU via the Data bus. These are 
8-bit registers and have to be enabled via Chip Select (CS) 
before any data transfer can be done. 

CONTROL REGISTER 1 , 2, 3 (CR1 , 2, 3) Operations are 
initiated by writing the appropriate commands into these reg- 
isters. CR1 should be programmed last. 

RECEIVER HOLDING REGISTER (RHR) When Data 
Request Input is set (DRQI=1), contains received assem- 
bled character. 

ADDRESS REGISTER (AR) Contains the address of this 
WD1933, which is to be compared to the received address 
character (A-field). 

INTERRUPT REGISTER (IR) Contains the cause of the 
current interrupt request. 

TRANSMITTER HOLDING REGISTER (THR) Is to be 
loaded with the next in line character to be transmitted, when 
Data Request Output is set (DRQO=1). 

STATUS REGISTER (SR) Contains the overall status of 
the WD193X plus some information of the last received 
frame. 

Non-Addressable, Internal Registers 

These registers are transparent to the user, but is men- 
tioned in these data sheets to help the understanding of the 
WD193X 

TRANSMITTER REGISTER (TR) This 8-bit register 
functions as a buffer between the THR and the TD output. 
It is loaded from the THR (if Data Command) with the next 
character to be transmitted. A FLAG character may also be 
loaded into this register under program control. This 
character is automatically shifted out to the Transmit Data 
output. When the last bit of the current transmitted char- 
acter has left the TR register, a new character will be loaded 
into this register, setting DRQO (Data command) or INTRQ 
(Abort, Flag or FSC command). If at the time when only one 
bit remains left in the TR register, and the THR is not loaded 
or a new command is not programmed (Data command), an 
underrun error will occur. 

RECEIVER REGISTER (RR) The received data is, via 
the Zero-Deletion logic shifted into this 8-bit register. The 
data is here assembled to a 5, 6, 7 or 8-bit character length 
and then, under the right conditions, parallel transferred to 
the RHR register. 

FCS RECEIVE REGISTER AND FCS XMIT REGISTER 
The WD193X contains a 16-bit CRC check register (FCS 
REC. REG.) and a 16-bit CRC generation register (FCS XMIT 
REG.). The generating polynomial is: 

G(X) = X' 6 + X" + X s + 1 

The transmitter and receiver initialize the remainder value 
to all ones before CRC accumulation starts. The data is 
multiplied by X' s and is divided by G(X). Inserted O's are not 
included in the accumulation. Under program control, the 
complement called the frame check sequence (FCS) is sent 
with high order bit first. 



Various Internal Circuits 

ADDRESS COMPARATOR This 8-bit comparator is used ^ 
to compare the contents of the Address Register with the first O 
address character of the incoming frame. This feature is en- -± 
abled by a bit in the Command Register. If enabled and there <§ 
is a match, the received frame is valid and DRQIs are gen- 
erated for every character received (including the A-field). If -J 
enabled and there is not a match or there is no Global Ad- 
dress, the received frame is discarded. If not enabled, all re- CXi 
ceived frames are valid and DRQIs are generated. 

ZERO INSERTION The transmitted data stream is 
continuously monitored by this logic. A zero is automatically 
inserted following five contiguous 1 bits anywhere between 
the beginning FLAG and the ending FLAG of a frame. The 
insertion of the zero bit thus applies to the contents of the 
Address, Control, Information Data, and the FCS field. 

ZERO DELETION The received data stream is continu- 
ously monitored by this logic. Upon receiving five contiguous 
1 bits, the sixth bit is inspected. If the sixth bit is a 0, it is 
automatically deleted from the data stream. If the sixth bit is 
a 1, the seventh bit inspected; if it is a 0, a FLAG is recog- 
nized; if it is a 1 an ABORT or GO AHEAD is recognized. 

DATA BUS (D7-D0) This is an inverted 8-bit bidirection- 
al data bus. 

SDLC LOOP-MODE CONTROL This logic supervises 
the WD193X running in SDLC Loop mode. It monitors the 
received data for a GO-AHEAD pattern in the case when 
SDLC LOOP MODE bit (CR22) and ACT TRAN bit (CR16) 
are set. When GO-AHEAD pattern is received, this logic sus- 
pends the repeater function and initiates the transmitter func- 
tion. For more details, see functional description of SDLC 
Loop Mode. 

NRZI ENCODER/DECODER When this mode is se- 
lected, the NRZI Encoder encodes the "normal" transmitted 
data to NRZI formatted data and the NRZI Decoder decodes 
the received NRZI data to "normal" data. 

A binary 1 for "normal data" is TD = high. 

A binary 1 for NRZI data is TD = no change. 

A binary for "normal data" is TD = low. 

A binary for NRZI data is TD = change of state. 

COMPUTER INTERFACE CONTROL This logic inter- 
faces the CPU, to the WD193X. It supervises the read and 
write functions to the addressable registers, generates data 
requests and interrupts, decodes and initiates commands, 
monitors the status of WD193X etc. 

MODEM INTERFACE CONTROL This logic interfaces 
and supervises the modem control signals to/from the 
WD193X. It provides both dedicated (EIA Standard) and user 
defined control functions. 

CLOCK CONTROL This logic interfaces the transmit and 
receive clocks to the WD193X. It converts the external clocks 
to the necessary internal clocks. 

FUNCTIONAL DESCRIPTION 

SDLC Loop Mode 

The diagram below shows an SDLC Loop Data Link Sys- 
tem. WD193X can be used in any of these stations. 
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Figure 5. WD193X SDLC LOOP DATA LINK 

Each secondary station is normally a repeater in Receive 
mode. The primary station is the loop controller. Signals sent 
out on the loop by the primary station are relayed from station 
to station, then back to the Primary. Any secondary station 
finding its address in the A-field captures the frame for action 
at that station. All received frames are relayed to the next 
station on the loop. 

If a secondary station wa nts to transmit a message, it 
sets the ACT TRAN bit (CTS must be low) and waits for a 
GO AHEAD (GA) pattern. Until the GA pattern is received, 
this secondary station continues operating as a repeater. 
The primary station has the responsibility to generate the 
first GA pattern which can be accomplished by a flag 
followed by continuous 1's. The primary station must 
continue to send 1's until the GA has circulated through 
the entire loop. The first secondary station with its ACT 
TRAN bit set detects the GA and changes the last 1 bit of 
the GA pattern to a 0, thus generating the start flag of the 
frame it wants to transmit and preventing the GA pattern 
from propagating down the loop. The repeater function is 
then suspended by this secondary station and it goes into 
the transmit mode. When this secondary station completes 
its transmission frames, it resets the ACT TRAN bit and 
reverts back to the repeater mode. It repeats the 1's 
generated by the primary station to form another GA 
pattern from the final of its ending flag. The GA pattern 



propagates through the loop until a secondary station 
down the loop, that wants to transmit (ACT TRAN bit is set), 
intercepts the GA pattern and starts to transmit as 
described, or until the primary station receives the idles 
(continuous 1's), indicating that the GA pattern has cir- 
culated through the entire loop. The primary station then 
generates another GA pattern or terminates its final data 
frame with continuous 1's. 

Repeaters (Secondary stations) delay the received data 
by 4 bits(NRZ1 = 5 bits) before transmission. 

The RC and TC clocks must be tied together. The internal 
DPLL will not function in the loop mode. 

1X/32X Clock Option 

When 1X clock is selected, the data rate equals the ex- 
ternal clock (receiver and transmitter). 

When 32X clock is selected, the external clock rate is 32 
times faster than the data rate. 
Digital Phase Locked Loop (DPLL) 

This feature is particularly useful in NRZI mode and/or 
when asynchronous modem is used. The purpose of the 
DPLL is to synchronize the internal 1X clock to the received 
data, thus insuring that this data is sampled in the middle 
of the incoming serial data bit. DPLL is automatically in op- 
eration when 32X clock is selected. 

The DPLL Logic is initiated at the first received data 
transition in a frame. Corrections, if needed, are then made 
for each received data transition. A 32-counter is used for 
this operation. At the beginning of each frame and at the 
first received data transition, this 32 counter is reset. From 
this time on, the counter increments with one count for 
each external clock pulse. At count 16 the internal 1X clock 
is forced to change state to high (this transition = sam- 
pling time). At count 32, the counter resets itself. This 
forces the internal 1X clock again to change state back to 
low. 
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NOTE 1. FIRST DATA TRANSITION (FIRST FLAG) SETS THE DPLL COUNTER TO 01. 

NOTE 2. DATA TRANSITION IN BETWEEN HERE, OR NO DATA TRANSITION AT ALL. CAUSES NO CORRECTION OF THE 
DPLL COUNTER. 

NOTE 3. DATA TRANSITION IN BETWEEN HERE, WILL INCREMENT ONE COUNT TO THE DPLL COUNTER (ADD 01 TO 
WHAT IS SHOWN). 

NOTE 4. DATA TRANSITION IN BETWEEN HERE, WILL DECREMENT ONE COUNT TO THE DPLL COUNTER (SUBTRACT 01 
TO WHAT IS SHOWN). 



Figure 6. WD193X DPLL TIMING DIAGRAM 
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At each received data transition, if the internal clock and 
the received data is out of synchronization, a correction is 
automatically made by ± 1 external clock period. See DPLL 
Timing Diagram in Figure 6. 

End Of Block (EOB) 

This is an FCS command. The main purpose of EOB is to 
allow the user to initiate FCS and FLAG without the need of 
using extra computer time. This is particularly practical in 
DMA applications. At the end of a frame, when the last in- 
formation data character has already been loaded into the 
THR and once again DRQO is set, ei ther a regular FCS com- 
mand is written into CR1 Register, or EOB is to be activated. 
At th e end of FCS, when INTRO is set (XMIT OPCOM), the 
EOB if activated is to be reset again. 

Serial Data Synchronization 

The serial data is synchronized by the exter nally sup- 
plied Transmit Clock (TC) and Receive Clock (RCj. When 1X 
clock is selected, the falling edge of TC_ generates new 
transmitted data and the rising edge of RC is used to sam- 
ple the received data. When 32X clock is selected, a 32- 
counter (in the DPLL Logic) is used to synchronize the in- 
ternal clock. At time 0, when the counter is reset to 0, the 
new transmitted data is generated. At time 16 (counter = 
16) the received data is sampled, insuring that sampling is 
done in the middle of the received serial data bit. At count 
32, the counter is reset to again. 

Self Test (Diagnostic) Mode 

This feature is a programmable Loop back of data, ena- 
bling the user to make a complete test of the WD1933 with 
a minimum of external circuitry. In this mode, transmitted 
data to the TD pin, is internally routed to the received data 
input circuitry, thus allowing a CPU to send a message to 
itself to verify prope r op eratio n of the WD193X. The modem 
control signals DTR and RTS are deactivated (off) to insure 
no int erferen ce to/from the Data Communication Equipment 
(DCE). DSR and CTS are internally activated for proper input 
conditions. TC and RC should be supplied by the same 
source if 1X clock is selected. 

Auto Flag 

If this is selected and Data Command is executed, contin- 
uous Flags will be sent between frames. This eliminates the 
need to execute the Flag Command. In DMA applications in 
particular, this is very practical. 

Extended Addressing 

This type of addressing means, that there is more than one 
address character in the A-field. In receive mode, the first 
address character is compared in the Address Comparator 
of the WD193X. The other address character/s is to be com- 
pared by the CPU. The last address character is recognized 
by the fact that the LSB (bit 2°) is a 1 . 



PROGRAMMING 

Controlling Operation ^ 

Prior to initiating data transmission or reception, CON- 2 
TROL REGISTER 1-3 (CR1-3) must be loaded with control CO 
information from the CPU. The contents of these registers W 
will configure the WD193X for the user's specific data com- ^ 
munication environment. These registers should be loaded <o 
during power-on initialization and after a reset operation. W 
They can be changed at any time that the respective trans- 
mitter or receiver is deactivated. The CR1 -3 dictate what the 
transmitter will send: the type of character (DATA, ABORT, 
FLAG or FCS), the number of bits per character, and the 
number of bits in the residual character. Similarly, they tell 
the receiver the types of frames to look for: the number of 
bits per l-field character, whether to perform an address com- 
pare, and whether to watch for an extended addres s. Th e 
Cont r ol R egister also control Data Terminal Ready (DTR), 
Misc Out and the activation of both the transmitter and the 
receiver. For more detailed information, see Register Formats. 

Monitoring Operation 

Monitoring is done by use of the Interrupt Register (IR) and 
Status Register (SR). The IR register indicates when a frame 
is completed (transmitted or received), if there was an error 
and if there is a Data Set Change. It also monitors the states 
of INTRO, DRQO and DRQI. 

The SR register indicates if an error is recognized by IR, 
what type of error. It also monitors the mode m control 
signal s; Rin g In dicato r (Ri), Carrier Detect (CD), Data Set 
Ready (DSR) and Misc In. 

Furthermore, the SR register monitors if the Receiver is 
idle, and also if in receive mode if the user has programmed 
the Receiver Character Length to be 8 bits per character, this 
register indicates the number of residual bits received. For 
more detailed information, see Register Formats. 

Read/Write Control Of CPU Interface Registers 

These registers are directly accessible from the CPU bus 

(D7-D0) by a read and/or write operation by the CPU. 

The CPU must ^et up the WD193X register address (A2- 

A0), Chip Select (CS), Write Enable (WE) or Read Enable 
(RE) before each data bus transfer operation. 

During a write operation, the falling edge of WE will initiate 
a WD193X write cycle. The addressed register will then be 
loaded with the content of the Data Bus (D7-D0). During a 
read operation, the falling edge of RE will initiate a WD193X 
read cycle. The addressed register will then place its content 
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onto the Data Bus (D7-D0). The read/write operation is com- need Transmit Clock (TC) or Receive Clock (RC) to set 

pleted, when~CS or RE/WE is brought high. various bits, and are read-only. 

^ For more detailed information, timing, etc., see Read/Write All these registers will get initialized by a Master Reset. A 

D Timing diagram. read operation of RHR resets the DRQI. A write operation 

ji For read and write operation, the CR1-3 registers normal- to THR, resets the DRQO. A read operation of IR, resets IR 

CO ly need no external clock. After reset of CR1-3, TC clock is bits and 3-7. A read operation of SR, resets SR bits 0-2. 

W required. The AR and THR registers need no external clock, For addressing and external clocks needed, see figure 

j± and can only be written into. The RHR, IR and SR registers below. 
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L = V||_at pins 
H = Vm at pins 
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*2.5 TC clock cycles are required 
after a Master Reset to be able to 
read and write. 



REGISTER FORMATS 

Below shows a short form register format. 
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Figure 7. WD193X BIT ASSIGNMENTS 
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A more detailed description is shown here of each bit lo- 
cation. It should be known, that because the Data Bus Lines 
(D7-D0) has inverted logic, a logic 1 (set) means low state. 
Also, a modem control signal which is inverted (example 
DTR), is in on-state (set) when low. 

Control Register 1 (CR1) 

When initiating a transmit/receive operation, this should be 
the last register programmed. 

Miscellaneous Output (CR10) This bit controls the Mis- 
cellaneou s Output s ignal to the data set. When CR10 is a 
logical 0, Misc Out is off, when it is a logical 1, Misc Out 
is on. 

DTR Command (CR11) This bit controls the data Ter- 
minal Re ady (D TR) signal to the data set. Whe n CR1 1 is a 
logical 0, DTR is off. When CR11 is a logic al 1, DTR is on. 
When the Self-Test mode is selected, DTR signal is forced 
to an off state. 

Transmitter Character Length (CR13, 12) These bits 
control the transmitted l-field data character length. The 
data character may be 5, 6, 7 or 8 bits long. 
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Transmitter Commands (CR15, 14) These bits control 
the transmission of DATA (A-field, C-field and l-field), ABORT, 
FLAG, and FCS (FCS plus FLAG). When these commands 
are programmed, the previous command currently still in 
progress, will complete the transmission of its character. 
When this is done, a new character generated by this new 
command, will be transmitted. 

If DATA is programmed, the new character to be trans- 
mitted will be the character loaded (or still to be loaded) in 
the THR register. If ABORT is programmed, the new char- 
acter will be eight logical I's. If FLAG is programmed, the 
new character will be 01111110. If FCS is programmed, three 
new characters will be transmitted; first the 16-bit content of 
the FCS XMIT REGISTER, then a FLAG. One serial data bit 
time ahead of the first bit (LSB) of this new character ( = 
FLAG character when FCS command) being transmitted, the 
CPU is signalled that the WD193X is again ready to receive 
a new command. This signal is an INTRO (XMIT OPCOM), 
if the now current command is ABORT, FLAG or FCS. This 
signal is a DRQO, if the current command is DATA. However, 
in this latter case (DATA), the user has two choices; 1. 
Change the command. 2. Keep the DATA command and 
load a new character into the THR register. For more infor- 
mation, please see the Transmission Timing diagram, Figure 
8. 

Programming, see figure below. 



Activate Transmitter (CR 1 6) This bit when set, enables 
the transmitter and sets RTS signal. If in SDLC Loop Mode 
(CR22 = set), the transmitter waits for a Go-Ahead pattern 
before the transmitter is enabled. 

Activate Receiver (CR 17) This bit when set activates 
the receiver, which begins shifting in frames one character 
at a time into RR register for inspection. 

CONTROL REGISTER 2 (CR2) 

Auto Flag (CR20) When set, Flags (without INTRQs) will 
be continuously transmitted in between frames, when other- 
wise the transmitter would be in idle state. 

Self-Test Mode (CR21) When set, the Transmitter Data 
Output is internally connected to the Receiver Data input 
circuitry. The modem control output signals are deactivated 
(off state). The modem control input signals are internally 
activated. This mode allows off-line diagnostic. 

SDLC Loop Mode (CR22) When set, the WD193X is 
conditioned to operate in an SDLC Loop Data Link system 
(see SDLC Loop Mode). 

Receiver Character Length (CR24, 23) These bits in- 
dicate to the receiver how many bits per character there are 
to assemble for the l-field. The l-field characters may be 5, 
6, 7 or 8 bits long. The unused bits read from RHR will be 
logical 0. 



CR24 


CR23 


Bits Per 


(RCL1) 


(RCL0) 


Character 








8 





1 


7 


1 





6 


1 


1 


5 



Extended Address (CR25) When set, this bit indicates 
to the receiver that there is more than one address character 
in the A-field. The receiver will expect another address char- 
acter if the LSB in the current address character is a logical 
0. The purpose of this bit: If a non-8-bit l-field character 
length is expected, the DRQIs will get out of synchronization 
if the WD193X does not know exactly when the l-field will 
start. Not used in transmit mode. 

Address Compare (CR26) When set, the first address 
character will be inspected in the Address Comparator. If 
there is a match with the AR register, or if the address com- 
pared is a Global Address (eight 1's) the frame is considered 
valid, causing DRQIs to be generated. Otherwise, the re- 
ceiver does not react, and will continue comparing for a new 
valid address. If not set, all frames are considered valid. 

Extended Control (CR27) When set, indicates that there 
are two control characters per frame. If not set, there is only 
one control character per frame. The purpose of this bit: If 
a non-8-bit l-field character length is to be received, the 
DRQIs will get out of synchronization if the WD193X does 
not know when the l-field will start. Not used in transmit 
mode. 
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CONTROL REGISTER (CR3) 

* Transmit Residual Character Length (CR32, 31 , 

30) These bits inform the transmitter what bit-length the 
residual character will be. If no residual character is to be 
sent, these bits must be set to logical 0. 

Unused (CR33-37) These bits are not used, and are 
always a logical 0. 

INTERRUPT REGISTER (IR) 

This register contains the information why an interrupt 
(INTRQ) was generated. An IR register read operation, will 
reset bits 0, and 3-7. 

Loading the THR register, will reset DRQO (bit 1 ). Reading 
the RHR register, will reset DRQI (bit 2). A new interrupt will 
occur if one is pending. 

If a new interrupt is generated while the CPU is reading 
the IR register, this new interrupt will set the respective bit 
in the IR register one bit time later (this to avoid losing any 
interrupt). The status of bits 3-7 will accumulate until the IR 
register is read by CPU. 

INTRQ (IRO) When set, indicates an interrupt and that 
there are one or more bits set in positions 3 through 7 of this 
register. This bit is a mirror image of INTRQ signal (pin 6). 

When pin 6 (INTRQ) is not used for pending interrupts 
information and only the IR register is read to obtain the 
status of the interrupt bits (polling method), a minimum of 



two (2) bits times must be allowed between IR registers 
"read's" to insure an orderly flow of pending interrupts. 

DRQO (IR1) When set, indicates a Data request output. 
This bit is a mirror image of DRQO signal (pin 18). 

DRQI (IR2) When set, indicates a Data Request input. 
This bit is a mirror image of DRQI signal (pin 19). 

Data Set Change (IR3) When set, indicates a change of 
state of the Data Set ( Data Comm unication Equipment). This 
is a c hange of state of DSR, CD or Rl. The type of change 
of CD and Rl that this bit will react t o, is programmed by use 
of input signals CD1/CD0 and~Rli/RI0 and is shown below. 

XMIT Operation Complete with Underrun Error 
(IR4) When set, indicates that the transmitter command 
has been completed and there was an Underrun error. An 
Underrun error occurs when the Data Request Output 
(DRQO) is set, but THR register is not loaded in time. 

XMIT Operation with No Error (IR5) When set, indi- 
cates that the transmitter command has been completed and 
there was no error. 

Received End of Message With Errors (IR6) When set, 
indicates that a Received End of Message is detected, and 
there was an error. Errors include CRC, Overrun, Invalid 
Frame and Aborted Frame. 

The SR Register bits 0-2 will indicate the exact type of 
error. 

Received End Of Message With No Error (IR7) When 
set, indicates that a Received End of Message is detected, 
and there was no error. 
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STATUS REGISTER (SR) 

This register contains the status of the receiver and some 
modem control signals. It also indicates (if REOM w/Errors) 
exactly what type of errors. If the Receiver Character Length 
is 8 bits, this register indicates the amount of Residual bits 
that was received. A read operation will reset bits 0-2. 

Received Error/Received Residual Character Length 
(SR 2-0) If REOM w/NO ERROR (IR7) is set, and the 
Receiver, Character Length (CR24, 23) is 8 bits, these bits 
(SR 2-0), indicate the number of residual bits received. 

If REOM WITH ERROR (IR 6) is set, these bits indicate 
the type of error that occurred, as shown in figure below. 
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Receiver Idle (SR 3) When set, indicates that the re- 
ceiver is currently IDLE. 

Mis cellaneous Input (SR4) This is a mirror image of 
MISC IN signal. When this signal is set, SR4 bit is set. 

Data Set Ready (SR5) This is mirror image of DSR sig- 
nal. When this signal is set, SR5 bit is set. 

Carrier Detect (SR6) This is a mirror image of CD signal. 
When this signal is set, SR6 bit is set. 

Ring Indicator (SR7) This is a mirror image of Rl signal. 
When this signal is set, SR7 bit is set. 

TRANSMITTER OPERATION 

Prior to this operation, the programmable inputs and the 
transmit mode related register bits need to be programmed 
according to the user's specific data communications envi- 
ronment. The last bit to be set is always the ACT TRAN 
(CR16) bit. 

Before this, the INTRO has to be cleared, which can be 
done by reading the IR register. For more detailed informa- 
tion how to program the WD193X, see Programming. 

As an example of how to program the WD193X, let's as- 
sume a 24-bit information is to be transmitted. The l-field 
would then consist of three 8-bit characters with no residual 
bits. CR3 should then be 00 (Hex). 

If Auto Flag is selected, CR20 has to be set, CR21 and 
CR22 should be logical 0's, as this example is no Self-test 
and no SDLC Loop Mode. 

Bits CR23-CR27 are for reception only (see Receiver 
Operation). The last register to be programmed is CR1. If 
MISC OUT is not used, this may be ignored. If a modem is 
used, DTR (CR11) is to be set. CR13 and CR12 should be 
logical 0's (8-bit char, length). CR15 and CRM should be 
logical 0's (Data Command). ACT TRAN (CR16) bit is to be 
set. The ACT REC (CR17) is for recepti on on ly. 

The DTR bit, when set, activates the DTR signal, indicating 
to the modem to prepare for communication. When t he mo- 
dem is ready, it sends back a Data Set Ready (DSR) to the 
WD1933. This causes the DSC (IR3) bit to set, which in turn 
activates INTRQ. The IR register is now read. Simultane- 
ously, when the ACT TRAN (CR16) bit is set, this activates 
the Request to Send (RTS) signal, instructing the modem to 
enter into transmit mode. When the modem is ready to trans- 



mit data, it responds by activating the Clear to Send (CTS) 
signal. ^ 

The WD193X is now conditioned to transmit. Now DROO ^ 
gets set, indicating to the CPU (or DMA) to load the first char- O 
acter (Address) into the THR. When this is done, DRQO will (q 
reset. As soon as the WD193X is ready to be loaded with the W 
next character to be transmitted, DRQO is again set. When *C 
the THR register is again loaded with a character, DRQO will j£ 
again reset. CO 

This same sequence continues until the last l-field char- 01 
acter to be transmitted is loaded into the THR. If CRC check- 
ing is to be used, the next time when DRQO is set, an FCS 
command has to be programmed. This is accomplished bv 
either setting CR15, 14 to both logical 1's or by activating the 
EOB signal. 

At the end of the FCS being transmitted, INTRQ will set 
indicating XMIT Operation Complete. The IR register is to be 
read to find out whether the frame was sent with or without 
error. Also the FCS Command which was used as described 
above has to be changed. If CR15, 14 we re set, these have 
to be reset (to Data Command), or if EOB was activated, this 
signal has to be deactivated. At this same time, the ACT 
TRAN bit is allowed to be reset, causing the TD output to go 
idle after the end Flag is sent. If the ACT TRAN bit is kept 
set, continuous Flags will be sent following the FCS. 

If a new frame is to be sent right after this first frame, only 
one Flag is needed in between frames, meaning the frames 
have one common Flag character. In this case, the second 
frame Address character may be loaded at the same time 
the FCS command is programmed during the first frame. 
Also, the ACT TRAN bit should be kept set in between 
frames. Every time DRQO gets set, the user must load the 
THR register before the last loaded character only has 1 .5 
bits left to be transmitted. In other words, when DRQO gets 
set, the user may wait (if 8-bit characters) up to 7.5 serial 
data bits before loading the THR. If THR is not loaded within 
this time, an Underrun error will occur. 

If Auto Flag is not selected (CR20 = logical 0) the sequence 
will be a little different than described below. When the first 
DRQO is set, and after the Address character is loaded into 
THR, a Flag command is also programmed (CR15, 14 = 10). 

This will set an interrupt (INTRQ), which indicates that the 
IR register must be read. Now, the Data Command is repro- 
grammed (CR15, 14 =00). 

For more information, see Transmission Timing diagram. 

ABORT CONDITIONS 

The function of prematurely terminating a data link is 
called an "Abort." The transmitting station aborts by send- 
ing eight consecutive 1's. Unintentional Abort caused by 
1*8 in the A-C- or l-field is prevented by zero insertion. Inten- 
tional Abort may be sent by programming an Abort com- 
mand. Abort will also be sent in the case where THR is not 
loaded in time or FCS command is not programmed in time 
(= underrun). This means that afte r the DRQO is set, to 
avoid Abort; THR must be loaded, EOB activated or FCS 
command programmed before there is only 1.5 bits left of 
the last character to be transmitted. 

If this is not done, INTRQ (XMIT OPCOM w/underrun) is 
set and Aborts are transmitted until, either the command is 
changed or the THR is loaded. If in this same case, Auto 
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Flag was programmed, one Abort (with INTRQ) would be 
generated, and thereafter continuous Flags (with no INTRQs) 
will be sent. 

RECEIVER OPERATION 

Prior to this operation, the programmable inputs and the 
receive mode related register bits have to be programmed 
according to the user's specific data communication environ- 
ment. Also, the INTRQ has to be cleared. The last bit to be 
set is always the ACT REC (CR17) bit. 

For more detailed information how to program the WD193X 
see Programming. As an example, let's assume a 26-bit in- 
formation is to be received, and the l-field is made up by 
8-bit characters. The CR3 register is only for transmit mode, 
and may be ignored here. CR20 and CR 12-16 bits are also 
for transmit mode only, and therefore may also be ignored. 
CR21 and CR22 are to be logical Os (no Self-Test and no 
SDLC Loop Mode). CR24, 23 are to be logical O's (8-bit 
character l-field). If only one A-field and one C-field character 
is expected, and this WD193X has a specific address, CR25 
should be a logical 0, CR26 should be a 1 , and CR27 should 
be a 0. The address to which the A-field should compare 
should be loaded into the AR register. 

The status of the modem is monitored by the SR register, 
and it may be useful to read it at this time. CR1 is loaded as 
the last register. CR10 (Misc In) bit is optionable to the user. 
CR11 (DTR) is to be set if modem is used. CR17 (ACT REC) 
is now set, starting the input of frame characters into the 
Receiver Register (RR). When a Flag is detected, the next 
8-bit character (address-character), when received, is com- 
pared to the character in the AR register. If these match, or 
if the received character is a Global address, this frame is 
valid, and the DRQI gets set. If the Address Comparator 
(CR26) bit is not set, all frames would be considered valid 
and generate DRQIs. When the RHR register is read, DRQI 
will be reset. All characters in a valid frame which are input 
into the RR register will set DRQI, and every time RHR is 
read by the CPU, DRQI will be reset. 

During reception, the receiver also performs a CRC cal- 
culation on the incoming data When the end Flag is re- 
ceived, INTRQ will get set, indicating Received End of 
Message. If the reception is completed with no error, IR7 
(REOM w/no Error) bit will be set. When 8-bit characters are 
received SR 0-2 bits indicate the number of residual bits, in 
this case two. If IR6 (REOM w/Error) was set, SR 0-2 bits 
indicate the type of errors (see Receiver Error Indication). 

When all characters including the A-field and the FCS- 



field are read, and when the REOM interrupt is recognized, 
it is up to the user to disassemble these mentioned charac- 
ters from the received data. If non-8-bit characters are re- 
ceived, the amount of residual bits have to be calculated by 
the CPU after masking out the part of the ending Flag 
showing up in the last read character. 

After end of frame, the receiver begins searching for a 
new frame. 

For more information, see Reception Timing diagram. 
RECEIVER ERROR INDICATION 

When a frame is received, and REOM w/Error (IR6) is set, 
the type of error is indicated by the SR bits 0-2. 

CRC Error (SR0) If the CRC calculation performed on 
the incoming data does not equal to F0B8 (HEX), this bit will 
be set. 

Overrun Error (SR1) After DRQI is set, if the RHR is not 

read within one character minus one bit time, this bit will be 
set. 

Aborted or Invalid Frame Error (SR2) If the frame is 
aborted or if in a frame the number of bits between flags 
are less than the required minimum (see Table 3), this bit 
will be set. 

NOTES 

1. TC-command — If two or more contiguous ABORTS or 
FLAGS are executed, the ACT TRAN (CR16) bit has to be 
reset before DATA-command can be executed. 

2. Master Reset (MR) — Needs no clock during activation of 
MR. However, 2.5 clock cycles are required to reset the 
WD193X after the falling edge of MR. 

3. IR-register— Immediately when IR register is read, bit 
will reset. Bits 3-7 are reset one bit time later. 

4. SR-register— Bits 0-2 are reset one bit time after SR reg- 
ister is read. 

5. SDLC Loop mode— Go-ahead pattern may be sent by 
either sending IDLE or ABORT after Flag. 

6. TC and ~RC clocks are completely independent of each 
other. 

7. It is recommended to verify that the INTRQ signal (pin 6) 
is set prior to reading the IR register. 

8. End Of Block (EOB) — Minimum activated time must be 
one (1) character time. It can be activated indefinitely 
using IDDLE or AUTO FLAG (CR20). 



Table 3 





Valid Frame 


Receiver Programmed for 


8 bit char 


7 bit char 


6 bit char 


5 bit char 


1 address, 1 control 


5=25 bits 


3=23 bits 


3=21 bits 


3=19 bits 


2 addresses, 1 control 
1 address, 2 controls 


3*25 bits 


3*24 bits 


3=23 bits 


3=22 bits 


3 addresses, 1 control 
2 addresses, 2 controls 


5*25 bits 


3=25 bits 


3=25 bits 


3=25 bits 
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NOTE 1. CR3 = 00H, CR2 = 01H, CR1 = 02H (FOR THIS EXAMPLE ONLY) 
NOTE 2. WRITE FCS COMMAND, OR ACTIVATE fog. 
NOTE 3. WRITE DATA COMMAND, OR DEACTIVATE !OB. 
NOTE 4. INF. DATA MAY CONSIST OF ANY NUMBER OF BITS. 



Figure 8. WD193X TRANSMISSION TIMING DIAGRAM 
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NOTE 1 . AR = 19H, CR2 = 40H, CR1 = 02H (FOR THIS EXAMPLE ONLY) 
NOTE 2. INF. DATA (l-FIELD) MAY CONSIST OF ANY AMOUNT OF BITS. 

NOTE 3. CPU DOES NOT KNOW UNTIL RECEIVED END OF MESSAGE (REOM) THAT THIS IS AN FCS CHARACTER. 



Figure 9. WD193X RECEPTION TIMING DIAGRAM 
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SPECIFICATIONS 

ELECTRICAL CHARACTERISTICS 

Absolute Maximum Ratings 

Storage Temperature 
Storage Temperature 
Voltage on any pin 

with respect to GND (V ss ) 
Power Dissipation 

DC Characteristics 

T A = 0°C to + 70° 



-55°C to +125°C (plastic package) 
-65°C to +150°C (ceramic package) 
-0.3 to +7.0V 

1W 



Vss = 0V, Vcc = +5 ± 0.25V 

Table 4. WD193X DC CHARACTERISTICS 



Symbol 


Parameter 


Min 


Typ 


Max 


Units 


Conditions 


iu 


Input Leakage 






10 


t* 


VI N = V C C 


ILO 


Output Leakage 






10 


H A 


VOUT = Vcc ° r V SS 


V|H 


Input High Voltage 


2.4 






V 




V|L 


Input Low Voltage 






0.8 


V 


All Inputs 


VOH 


Output High Voltage 


2.4 






V 


lO = -100)jA 


vol 


Output Low Voltage 






0.4 


V 


Iq = 1.6mA 


ice 


Supply Current 




70 


210 


ma 





AC Characteristics 

Ta = 0°C to +70" 



Vss = 0V, VCC = +5 ± 0.25V 

Table 5. WD193X AC CHARACTERISTICS 





-00, 


-10 


-01, 


-11 


-02, 


-12 


-03, 


-13 






Symbol 


Parameter 


Min 


Max 


Min 


Max 


Min 


Max 


Min 


Max 


Units 


Conditions 




READ & WRITE 






















TAS 


Address Set-Up 


20 




20 




20 




20 




ns 




Tah 


Address Hold 


20 




20 




20 




20 




ns 




TCSS 


Chip Select Set-up 


20 




20 




20 




20 




ns 




TCSH 


Chip Select Hold 


20 




20 




20 




20 




ns 






READ 






















TRED 


Data Delay from RE 




315 




290 




265 




240 


ns 




tdv 


Data Valid from RE 





140 





140 





140 





140 


ns 




Tdrqir 


DRQI Reset Delay 




280 




280 




280 




280 


ns 




TlNTRQF 


INTRO Reset Delay 




280 




280 




280 




280 


ns 




TRE 


RE Pulse width 


325 




300 
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250 




ns 






WRITE 






















Tds 


Data Set-up 


200 




180 




160 




140 




ns 




tdh 


Data Hold 


20 




20 




20 




20 




ns 




tdrqor 


DRQO Reset Delay 




330 




330 




330 




330 


ns 




TWE 


WE Pulse width 


200 




180 




160 




140 










TRANSMIT & RECEIVE 






















T RDS 


Receive Data Set Up 


150 




150 




150 




150 




ns 




T RDH 


Receive Data Hold 


150 




150 




150 




150 




ns 




T TDO 


Transmit Data Out Delay 




125 




125 




125 




125 


ns 






CLOCK 






















1xF c 


1X Clock 




.5 




1.0 




1.5 




2.0 


MH Z 


at 50% duty 
























cycle 


32xF c 


32X Clock 




1.0 




1.5 




2.0 




2.5 


MH Z 


at 50% duty 
























cycle 




RISE & FALL 






















TR 


Rise Time 




20 




20 




20 




20 


ns 


See figure 1 


tf 


Fall Time 




20 




20 




20 




20 


ns 



NOTE: All A.C. Timing Measurements made at 0.8V and 2.0V. 
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Figure 10. WD193X READ TIMING DIAGRAM 
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Figure 11. WD193X WRITE TIMING DIAGRAM 




Figure 12. RECEIVER AND TRANSMITTER TIMING Figure 13. WD193X RISE AND FALL TIMING DIAGRAM 
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Figure 14. WD193X TRANSMITTER FLOW CHART 
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Figure 15. WD193X RECEIVER FLOW CHART 
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ORDERING INFORMATION 
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Table 5. WD193X ORDERING INFORMATION 



Part No. 


Loop Mode 


Maximum 
Data Rate 


Temp. Range 


WD193X*-00 


no 


500KBPS 


0°C to + 70°C 


WD193X*-10 


yes 


500KBPS 


0°Cto +70°C 


WD193X*-01 


no 


1.0MB PS 


0°Cto +70°C 


WD193X*-11 


yes 


1.0MBPS 


0°Cto +70°C 


WD193X*-02 


no 


1.5MBPS 


0°Cto +70°C 


WD193X*-12 


yes 


1.5MBPS 


OX to + 70°C 


WD193X*-03 


no 


2.0MBPS 


0°Cto +70°C 


WD193X*-13 


yes 


2.0MBPS 


OX to +70°C 



* Please contact your local Western Digital Sales Representative for package availability and price information. 
See page 429 for ordering information. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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WESTERN DIG I TA L 

CORPORATION 

WD1931/WD1933 Compatibility Application Notes 



INTRODUCTION 

The purpose of this document is to provide the reader with 
information about the WD1931 and WD1933 devices, and 
how to take advantage of their compatibility. Various appli- 
cations examples are given showing flowcharts and timing 
diagrams. As the devices are designed for use in a very large 
range of applications, many different features are described 
and illustrated for the benefit of the reader. 

For detailed product information such as A.C. and D.C. pa- 
rameters, please refer to the respective data sheets. 

GENERAL DESCRIPTION 

The WD1931 and the WD1933 are MOS/LSI devices which 
interface a parallel digital system to a serial data com- 
munication channel (and vice versa). Both circuits are 
capable of simplex, half duplex, and full duplex operation. 

The WD1931 is designed for character-oriented asynchron- 
ous and/or synchronous (BI-SYNC) protocols. The WD1 933 
is designed for bit-oriented SDLC, HDLC and ADCCP pro- 
tocols. The devices are programmable and compatible to 
most 8-bit microcomputers on the market. The pin assign- 
ments of these two devices have been chosen to allow the 
user to implement a one-board multiprotocol design. This 
board may then be used for any of the above mentioned pro- 
tocols, by choosing the proper device (WD1931 or WD1933) 
and connecting some jumpers (see paragraph entitled "Mul- 
tiprotocol Board Design"). The purpose of these circuits are 
to convert parallel data from a computer or terminal to a se- 
rial data stream at one end of a communication channel. At 
the other end of the channel, the data is converted back to 
the original parallel data. 

Serial data communications minimizes the number of physi- 
cal channels required to transfer data and therefore reduces 
the cost to send data between two (or more) distant points. 
A microcomputer could perform the same serial/parallel 
conversion function as these devices, but at much slower 
speeds. However, using the WD1931 and WD1933 devices 
to do this function is much more efficient. This makes the 
computer free to perform other tasks during transmission 



and reception. The only work that the computer is required 
to do is to initialize and write data characters to/from the 
WD1931 or WD1933. These devices will take care of the 
serialization or deserialization of this data, plus control and 
timing. 

Some control signals on the computer side of the devices are 
needed for read, write, and control purposes. Additional sig- 
nals can also be used for special purposes or modes for the 
convenience of the user. Typically, these other control sig- 
nals are used to enable communication with a modem or 
DCE (Data Communications Equipment). 

Interrupt outputs are provided to inform the microcomputer 
when to retrieve from, or to provide data to the holding reg- 
isters. Also, interrupts can be generated to provide status in- 
formation such as changes in modem control lines, or that 
events such as Transmission Complete or Received End of 
Message have occurred. 

SYSTEM APPLICATIONS 

WD1931/ 33 may be used in the following applications: 

Switched network 

Multipoint network 

Non-switched point to point network 

Simplex, half-duplex, or full duplex 

Asynchronous or synchronous communication 

Message switching 

Multiplexing systems 

Data concentrator systems 

Loop data link systems 

DMA applications 

Parallel to serial data conversion (and vice versa) 
Local Networks 
Packet Switching 
X.25 

Multidrop line systems 

A typical block diagram of a data link is shown in Figure 1 . 
The communication media used could be a direct commu- 
nication channel (such as a leased telephone line), a switched 
telephone line, or one of many other possibilities. Typically 
these applications would require the use of a modem. 
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Figure 1. DATA LINK BLOCK DIAGRAM 
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The applications that these devices could be used in would 
be a combination of the previously mentioned. A modem 
would be needed for long distance communication lines. For 
shorter distance, line drivers/receivers may be sufficient. In 
some very well controlled environments, such as a labora- 
tory, two devices may be connected without line drivers and 
receivers. 

The WD1931 or WD1933 may be connected directly to a mi- 
crocomputer bus, but buffers would normally be recom- 
mended. Figure 2 shows a typical schematic of an interface 



between a Z80 microcomputer and a modem. This is called 
a multiprotocol board, which is described later in this 
document. 

Some examples of various WD1931/WD1933 systems are 
shown here by use of block diagrams. The station shown in 
Figure 3 consists of a computer or terminal, a multiprotocol 
board, and a modem. A station may consist of only the com- 
puter or terminal, and one WD1931 or WD1933 device. 
Whether the modem, line drivers and receivers, or CPU buff- 
ers are needed depends on the details of the particular de- 
sign situation. 
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Figure 2. WD1931/1933 AND MICROCOMPUTER. (MULTIPROTOCOL BOARD) 
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Figure 3. TYPICAL NETWORKS 
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LOOP DATA LINK SYSTEM 

The Loop Mode is used in SDLC only. A loop data link sys- 
tem consists of one primary station (Loop Controller), and a 
number of secondary stations all functioning normally as re- 
peaters. Figure 4 illustrates a typical Loop Data Link system. 

Any secondary station finding its address in the address field 
captures the frame for action at that station. All received 
frames are relayed to the next station down the loop. 

A secondary station is allowed to suspend the repeater func- 
tion and initiate its transmission when a Go-Ahead pattern is 
received. 



DATA COMMUNICATIONS EXAMPLE NO. 1 

The diagrams below (Figures 5 and 6) illustrate a typical dig- 
ital system employing several processing levels and digital 
communications protocols. It is flexible enough to satisfy 
several applications. For example, the host processor and 
remote terminals could be located in airline reservation of- 
fices and ticket counters, travel centers and travel agencies, 
central bank offices and branch banks, or department stores 
and individual cash registers. The exploded diagram of the 
Data Communications Controller exemplifies the use of one 
common circuit board design with eight multiprotocol cir- 
cuits. When one port requires a character-oriented protocol 
(asynchronous, character oriented synchronous, or bisync), 
the WD1931 is installed into the appropriate socket. For 
SDLC, HDLC or ADCCP, the WD1933 is used. 
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Figure 4. LOOP DATA LINK SYSTEM 
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287 



D 

CO 
CO 

— L 

a 

CO 
CO 
CO 



DATA COMMUNICATIONS EXAMPLE NO. 2 

Figure 7 illustrates a Host Computer that communicates 
through modems to a multiprotocol board. This in turn col- 
lects information from many remote stations through a Data 
Concentrator. 



DATA COMMUNICATIONS EXAMPLE NO. 3 

A simplified HDLC point to point connection is shown in Fig- 
ure 8. In this example, no buffers or line drivers and receivers 
are used. 

Figure 9 represents a more "real world" application with the 
use of modems through a communications channel. 
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Figure 7. DATA CONCENTRATOR 
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Figure 9. HDLC POINT TO POINT WITH MODEM 



WD1931 AND WD1933 TECHNICAL DESCRIPTIONS 

The WD1931 and WD1933 devices have been designed to 
provide a high degree of compatibility and interchangability. 
The pin-outs are similar, and the register operations are soft- 
ware compatible. This feature allows for the use of either de- 
vice in a given socket. 



WD1931 PIN-OUTS AND BLOCK DIAGRAM 

The WD1931 pin assignments and the block diagram are 
shown in Figure 10. 

WD1933 PIN-OUTS AND BLOCK DIAGRAM 

The WD1933 pin assignments and the block diagram are 
shown in Figure 11. 



SHORT FORM REGISTER FORMAT AND ADDRESSING 

Information concerning operating modes and status condi- 
tions are passed to and from the WD1931 or WD1933 device 
through I/O addressable registers. Each register contains 
eight bits, where each bit represents a specific function and 
has its own mnemonics. 

The state of each bit is represented by a "1 " for TRUE and a 
"0" for FALSE. This may or may not correlate to a measur- 
able voltage level at a pin, since some pins are TRUE when 
they are at volts (this is indicated by a bar over the name, 
or a slash immediately preceeding the name). 

The WD1931 registers are shown in Figure 12. Note that 
some bits are affected by the transmit clock (TC) rate or the 
receive clock (RC) rate. 

The WD1933 registers are shown in Figure 13. Note that 
some bits are affected by the transmit clock (TC) rate or the 
receive clock (RC) rate. 
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Figure 10. WD1931 PIN CONNECTIONS AND BLOCK DIAGRAM 
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Figure 12. WD1931 REGISTERS 
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Figure 13. WD1933 REGISTERS 
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MULTIPROTOCOL BOARD DESIGN 

The WD1931 and WD1933 pin assignments were chosen so 
that a circuit board designer may use only one 40-pin socket, 
but have the choice of using either device on that board. De- 
pending on the application, a few jumper wires may be 
needed, or perhaps none at all. Figure 2 shows a typical ex- 
ample of a multiprotocol board. This board may be designed 
with even less components and jumpers, dependent on the 
particular application it is intended for. 

Jumpers 1A-7A are to be connected when WD1933 and all 
its options are used. Jumpers 1B-7B are to be connected 
when WD1931 and all its options are used. 

For example, if the user does not need the NRZI signal 
mode, the 1X clock is only used, no Ring or Carrier Detect 
indication is needed, TBOC, RSCLK and MISC IN are not 
used, and then no jumpers are needed in the design. In this 
case, pin 24 may be permanently connected to +12V. Pins 



28 and 30 may be connected to +5V via a 10K resistor, and 
pins 35 through 38 may be connected directly to +5V. 

TRANSMISSION EXAMPLE 1 (ONE FRAME) 

A typical sequence of events is shown here to transmit a 
message from computer A to another computer (or ter- 
minal) B through a switched network. The message to be 
sent is a synchronous SDLC protocol frame as shown 
below in Figure 14. For simplicity, the message sent in this 
example is very straightforward and short. 

Line drivers and receivers are used, permitting transmission 
to a remote DCE or modem (see schematic in Figure 2). As 
the SDLC frame is sent, the WD1933 is used. The jumpers 
required are 1A-7A. Figure 15 illustrates the functional flow, 
and Figure 16 details the timing of the transmitted frame. 
Note that the device can be programmed in several different 
ways to allow for various requirements. 
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Figure 14. SDLC FRAME FORMAT 
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Figure 15. FLOW DIAGRAM OF FRAME TRANSMISSION 
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Figure 15. FLOW DIAGRAM OF FRAME TRANSMISSION 
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Figure 16. TIMING DIAGRAM OF FRAME TRANSMISSION 



WD1933 TRANSMISSION EXAMPLE 2 
(DMA APPLICATION) 

The WD1933 is very efficient for DMA applications. The 
control registers are loaded to initiate the WD1933 for DMA 
mode in the same way as in Transmission Example 1. The 
Auto Flag bit is set, and the Transmitter Command is 
"DATA" (CR14 and CR15 bits = 00). The procedure to set 
up the link (initiate transmit mode and data set ready) is the 
same as in Transmission Example 1. When INTRQ is set 
and the Transmitter is activated, the DMA Controller Board 
takes over the control. From this time on, the DMA Con- 
troller Board responds on every DRQO (Data Request Out). 
When the last character is transmitted and the INTRQ is 
received, the control is switched back over to the CPU. 



A very important feature of the WD1933 is the EOB (End of 
Block) input. Instead of using the normal (time-consuming) 
method of writing into a con trol r egister to start the FCS 
(Frame Check Sequence), the EOB input is activated at this 
time. At the next occurrence of INTRQ, the EOB signal is 
deactivated. 

An example of a schematic/block diagram is shown in 
Figure 17, and a timing diagram is shown in Figures 18 
through 20. 
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Figure 17. BLOCK DIAGRAM OF DMA APPLICATION 
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Figure 19. DMA TIMING OF MIDDLE FRAMES 




Figure 20. DMA TIMING OF LAST FRAME 



WD1933 RECEPTION EXAMPLE 1 

A sequence of events is shown in illustrating how to receive 
a message with the WD1933 device. For simplicity, the same 
SDLC frame structure is used as in Transmission Example 
1 . Also, please refer to the same interface circuitry shown in 
Figure 2. 

Figure 21 illustrates the functional flow, and Figure 22 con- 
tains the timing information. 

WD1933 RECEPTION EXAMPLE 2 

This example shows a frame with two ADDRESS characters, 
two CONTROL characters, one 5-bit INFORMATION DATA 



character, and two residual bits. This example may not be a 
typical frame, but it shows how the WD1933 works in a wide 
range of frame structures. 

The first FLAG and FCS are not shown in detail, and are not 
critical to this example. 

Figure 23 illustrates the functional flow, and Figure 24 con- 
tains the timing information. 

WD1933 LOOP DATA LINK EXAMPLE 

This example shows how to program a secondary station 
to function in SDLC Loop mode. The functional flow is 
illustrated in Figure 25, and the interface circuit is shown in 
Figure 2. 
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Figure 21. FLOW DIAGRAM OF FRAME 
RECEPTION (EXAMPLE NO. 1) 
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Figure 21. FLOW DIAGRAM OF FRAME RECEPTION 
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Figure 22. TIMING DIAGRAM OF FRAME RECEPTION (EXAMPLE NO. 1) 
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Figure 23. FLOW DIAGRAM OF FRAME RECEPTION (EXAMPLE NO. 2) 



302 



RECEIVE DATA 



INTERRUPT NO 2-N 
{ADDRESS MATCH) 



Q INTERRUPT ^ 




o 

CO 



CO 
CO 
CO 



(INTRQ) 




HECONFIGUHfc 
COMPUTER 
PIO BACK TO 
NORMAL (DRQI 
AND INTRQ = INT) 



RECONFIGURE 
COMPUTER 

PIO TO IGNORE 
DRQI (ADDR. 
2 MISMATCH) 



COMPUTER 
DOING 
OTHER 
TASKS 




(ERROR) 



READ SR 
REGISTER 
BITS 0-2 
(TYPE OF ERROR) 




CALCULATE 
NO- OF RESI- 
DUAL BITS 
(SEE RESIDUAL 
BIT CALCU- 



READ SR 
REGISTER 
BITS 0-2 
NO. OF RESI-1 
| DUAL BITS 



REMOVE FCS 
AND NON- 
RESID. BITS 
IN LAST READ 
INF. DATA CHAR. 



^ WAIT j 



Figure 23. FLOW DIAGRAM OF FRAME RECEPTION 
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Figure 23. FLOW DIAGRAM OF FRAME RECEPTION 
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Figure 24. TIMING DIAGRAM OF FRAME RECEPTION (EXAMPLE NO. 2) 
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Figure 25. FLOW DIAGRAM OF SDLC LOOP MODE OPERATION 
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Figure 25. FLOW DIAGRAM OF SDLC LOOP MODE 
APPENDIX 



The WD1931 and WD1933 devices are highly com- 
patible, which allows the design of a multiprotocol 
communications board. This compatibility allows the 
use of asynchronous, character oriented synchronous, 
and bit oriented synchronous communications proto- 
cols with the same 40 pin socket. 



RELATED DOCUMENTS 

WD1931 Datasheet, Western Digital Corporation 
WD1933 Datasheet, Western Digital Corporation 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed in U S A 



WESTERN DIGITAL 



N 



WD9914 General Purpose Interface 
Bus (GPIB) Controller 



FEATURES 

HANDLES ALL IEEE-488 1975/78 FUNCTIONS 

COMPATIBLE WITH IEEE-488A 1980 
SUPPLEMENT 

TALKER AND LISTENER FUNCTION 

(T, TE, L, LE) 

AUTOMATIC SOURCE AND ACCEPTOR 
HANDSHAKES (SH, AH) 

CONTROLLER WITH PASS CONTROL 

SYSTEM CONTROLLER CAPABILITIES 

DEVICE TRIGGER AND DEVICE CLEAR 
CAPABILITIES (DT, DC) 

OPTIONAL AUTOMATICALLY CLEARED 
'REQUEST SERVICE BIT 

PARALLEL AND SERIAL POLL FACILITIES (PP) 

REMOTE/LOCAL FUNCTION WITH LOCAL 
LOCKOUT (RL) 

SINGLE OR DUAL PRIMARY ADDRESSING 

SECONDARY ADDRESS CAPABILITIES 

DIRECT INTERFACE TO SN75160/161/162 BUS 
TRANSCEIVERS WITH NO ADDITIONAL LOGIC 

COMPATIBLE WITH MOST 
MICROPROCESSORS 

DIRECT MEMORY ACCESS FACILITIES 

MEMORY-MAPPED MICROPROCESSOR 
INTERFACE 

SINGLE +5V SUPPLY 

COMPATIBLE WITH TMS9914A FEATURES 

DESCRIPTION 

The WD9914 provides an interface between a 
Microprocessor System and the General Purpose 
Interface Bus (GPIB) specified in the IEEE-488 
1975/78 standards and the IEEE-488A 1980 supple- 
ment. The device is controlled and configured 
through 8-bit memory mapped registers and en- 
ables all aspects of the standards to be imple- 
mented, including talker, listener and controller. 





PIN DESIGNATION 
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PIN DESCRIPTION 



PIN 




I/O 




NUMBER 


SIGNAL NAME 


(TYPE) 


DESCRIPTION 


1 


ACCRQ 


0(p/p) 


ACCESS REQUEST: this pin becomes active 




ACCGR 




(low) to request a direct memory access. 


2 


I 


ACCESS GRANTED: when received from the 
direct memory access control logic this enables 
the byte onto the data bus. ACCGR must be 
high when not participating in DMA transfer. 


3 


CE 


I 


CHIP ENABLE: CE low allows access of read 
and write registers. If CE is high, D0-D7 are in 
high impedance unless ACCGR is low. 


4 


WE" 


I 


WRITE ENABLE: when active (low), indicates to 
the WD9914 that data is being written to one of 
its registers. 


5 


DBIN 


I 


DATA BUS IN: an active (high) state indicates to 
the WD9914 that a read is about to be carried 
outbytheMPU. 


6 


RSO 


I 


REGISTER SELECT LINES: determine which 


7 


RS1 


I 


register is addressed by the MPU during a read 


8 


RS2 


I 


or write operation. 


9 


INT 


0(o/d) 
(nopullup) 


INTERRUPT: sent to the MPU to cause a branch 
to a service routine. 


10-17 


D7-D0 


l/0(p/p) 


Data transfer lines on the MPU side of the 

UcVlLiC. 


18 


CLK 


I 


CLOCK Input: 500 kHz to 5 MHz. Need not be 
synchronous to system clock. 


19 


RESET* 


I 


INITIALIZES the WD9914 at power-on. 


20 


vss 




Ground reference voltage. 


21 


TE 


0(p/p) 


TALK ENABLE: controls the direction of the 
transfer of the line transceivers. Logically, it is: 
(CACS + TACS + EIO.ATN.(CIDS + CADS). 
SWRST). 


22 


REN 


l/0(o/d) 


REMOTE ENABLE: sent by system controller to 
select control either from the front panel or 
from the IEEE bus. 


23 


IFC 


l/0(o/d) 


INTERFACE CLEAR: sent by the system 
controller to set the interface system into a 
known quiescent state. The system controller 
becomes the controller in charge. 


24 


NDAC 


l/0(p/p) 


NOT DATA ACCEPTED: handshake line. Accep- 
tor sets this false (high) when it has latched the 
data from the I/O lines. 


25 


NRFD 


l/0(p/p) 


NOT READY FOR DATA: handshake line. Sent 
by acceptor to indicate readiness for the next 
byte. 


26 


DAV 


l/0(p/p) 


DATA VALID: handshake line controlled by 
source to show acceptors when valid data is 
present to the bus. 


27 


EOI 


l/0(p/p) 


END OR IDENTIFY: if ATN is false (high), this 
indicates the end of a message block. If ATN is 
true (low), the controller is requesting a parallel 
poll. 
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PIN DESCRIPTION 



PIN 




I/O 




NUMBER 


SIGNAL NAME 


(TYPE) 


DESCRIPTION 


28 


ATN 


l/0(p/p) 


ATTENTION: sent by controller in charge. When 








trnp flnw\ intprfarp rnmmand^ arp hpinn <?pnt 








nupr thp DIO linp<^ Whpn fal<sp fhinh\ thp^p 

UVCI tl IC LJl\~/ III ICO. VVIIGII ICMOG ^lliyil/, 11 








linp*s rarrv data 

hi ico uui i y vjgiq. 


on 


bnU 


l/U(p/p) 


CCD\/IPC DCHI ICCT- cat true /IrMflA h»w o Hotii^a 

otnVIOt ntuuto I . set True uow) Dy a aevice 








to indicate a need for service. 


30 


CONT 


0(p/p) 


Indicates if a device is controller in charge. It is 






used to control direction of SRQ and ATN in 








pass control systems. Logically, it is (CIDS + 








CADS). 


31 


DI08 


l/0<p/p) 


DI08 through DI01 are the data input/output 


32 


DI07 


l/0(p/p) 


lines on the GPIB side. These pins connect to 


33 


DI06 


l/0(p/p) 


the IEEE-488 bus via non-inverting transceivers. 


34 


DI05 


l/0(p/p) 




35 


DI04 


l/0(p/p) 




36 


r~u/"\o 
DIUo 


l/0(p/p) 




37 


DI02 


l/0(p/p) 




38 


Did 


l/0(p/p) 




39 


TR 


0(p/p) 


TRIGGER: activated when the GET command is 






received over the interface or the fget command 








is given by the MPU. 


40 


vcc 




Supply voltage ( + 5 V nominal). 



(p/p) = push/pull output. 

(old) = open drain output with internal pull up. 

*The hardware RESET pin has the following effect on the WD9914: 

— Serial and Parallel Poll registers cleared 

— All clear/set auxiliary commands cleared except 'swrst' 

— 'swrst* auxiliary command set. This holds the WD9914 in known states. 



ARCHITECTURE 

The block diagram of the internal architecture of the 
WD9914 is given in Figure 1. As previously stated, 
there are 13 MPU accessible registers of which 6 are 
read and 7 are write. These registers handle all com- 
munication between the IEEE-488 1975/78 bus and 
microprocessor. 

Each register is accessed by putting the relevant 
address on lin es R SO, RS1 and RS2 and performing a 
mem ory read (WE = 1 DBIN = 1) or memory write 
(WE = DBIN = 0) operation. The register ad- 
dresses and use of each bit is shown in Table 1 for 
the read registers and Table 2 for the write registers. 
A full description of each register is given in the fol- 
lowing paragraphs. 



Implementation of the functions described by the 
state diagrams of the IEEE-488 standard is carried out 
in the IEEE-488 state diagram block. Information is re- 
ceived from the IEEE bus and from the internal regis- 
ters and is combined with the current status of the 
device (for example, Talker Active State, TACS) to pro- 
duce the control signals to load registers or handle 
the handshake or bus management lines. 
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Figure 1. SIMPLIFIED BLOCK DIAGRAM 



Table t. WD9914 READ REGISTERS 



ADDRESS 
RS2 RS1 RSO 


REGISTER NAME 


DO 


D1 


D2 


BIT ASSIGNMENT 

D3 D4 D5 


D6 


D7 





Int Status 


INTO 


INT1 


Bl 


BO 


END 


SPAS 


RLC 


MAC 


1 


I nt Status 1 


GET 


ERR 


UNC 


APT 


DCAS 


MA 


SRQ 


IFC 


1 


Address Status 


REM 


LLO 


ATN 


LPAS 


TPAS 


LADS 


TADS 


ulpa 


1 1 


Bus Status 


ATN 


DAV 


NDAC 


NRFD 


EOI 


SRQ 


IFC 


REN 


1 




















1 1 


* 


















1 1 


Cmd Pass Thru 


DI08 


DI07 


DI06 


DI05 


DI04 


DI03 


DI02 


DI01 


1 1 1 


Data In 


DIQ8 


DI07 


DI06 


DI05 


DI04 


DI03 


DI02 


DI01 



*The WD9914 host interface data lines will remain in the high impedance state when these register locations are 
addressed. An Address Switch Register may therefore be included in the address space of the device at these 
locations. 
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Table 2. WD9914 WRITE REGISTERS 



Huuncoo 
RS2 RS1 RSO 


REGISTER NAME 


DO 


D1 


D2 


BIT ASSIGNMENT 
D3 D4 


D5 


D6 


D7 


n n n 
u u u 


Ini Maclr ft 
1 Ml IVIdoK U 






PI 


DU 


END 


orMO 


Rl P 


MAP 


n n 1 

u U I 


Int Mack 1 
II H IVI dbr\ I 




FRR 

Lnn 


I IMP 


APT 


DCAS 


MA 
IVIM 


OnU 


IFP 


U I u 




XX 


XX 


XX 


XX 


XX 


XX 


XX 


XX 


1 1 


Auxiliary Cmd 


cs 


XX 


XX 


f4 


f3 


f2 


f1 


to 


1 


Address 


edpa 


dal 


dat 


A5 


A4 


A3 


A2 


A1 


1 1 


Serial Poll 


S8 


rsvl 


S6 


S5 


S4 


S3 


S2 


S1 


1 1 


Parallel Poll 


PP8 


PP7 


PP6 


PP5 


PP4 


PP3 


PP2 


PP1 


1 1 1 


Data Out 


DI08 


DI07 


DI06 


DI05 


DI04 


DI03 


DI02 


DI01 



a 



*This address is not decoded by the WD9914. A write to this location will have no effect on the device, as if a 
write had not occurred. 



REGISTERS 

Interrupt Mask and Status Registers 

The Interrupt Mask and Interrupt Status registers 
operate independently of each other. The status bits 
will always be set when the appropriate events occur 
regardless of the state of the corresponding mask bit. 

All interrupt bits, with the exception of INTO and INT1 
which are not storage bits, are edge triggered and are 
set when the appropriate condition becomes true. 
The storage bits are cleared immediately after the 
corresponding Interrupt Status Register is read by 
the host MPU. If an interrupt condition becomes true 
during this read operation, then the event is stored. 
The corresponding bit is set when the read operation 
ends, hence no interrupts are lost. In addition to 
being cleared by a read operation, the BO interrupt is 
also cleared by writing to the Data Out Register, and 
the Bl interrupt is cleared by reading the Data In 
Register. 

The interrupt status bits are cleared and held in the O 
condition while Software Reset (swrst) is set. 

The corresponding bit of the Interrupt mask register 
must be set to a 1 if an interrupt status bit is to cause 

INTERRUPT MASK/STATUS REGISTER 



an external interrupt (INT L ow) when it is set (i.e., INT 
= INT STATUS.INT MASK). The mask regist er is no t 
cleared by 'swrst' or the Hardware Reset pin (RESET) 
and will power on in a random state. It must, there- 
fore, be written to by the host MPU before 'swrst' is 
cleared to avoid extraneous interrupts. 

The INTO and INT1 bits of the Interrupt Status 
Register are not true status bits. INT1 will be true if 
there are any unmasked interrupt status bits set to a 
1 in Interrupt Status Register 1. INTO will be true if 
any of bits 2-7 of Interrupt Status Register are un- 
masked and set to a 1. If eithe r IN T1 or INTO is true, 
then the external interrupt pin (INT) will be pulled low 
provided that the Disable All Interrupts feature (dai) 
has not been set. 

The individual bits of Interrupt Status and Interrupt 
mask Register are described are in the following 
paragraphs. The conditions which set these bits, 
shown in parentheses, are given in terms of the state 
diagrams. Each bit is set on the rising edge of the 
condition shown. 



XX 


XX 


Bl 


BO 


END 


SPAS 


RLC 


MAC 


INT 


INTO 


INT1 


Bl 


BO 


END 


SPAS 


RLC 


MAC 


INT 


DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 





MASKO 
STATUS 
MPU BUS 



NOTE: A masks and a 1 unmasks the bits in the interrupt mask registers. 



INT1 This will be a 1 when an unmasked sta- 
tus bit in Interrupt Status Register 1 is set 
toal. 

INTO This will be a 1 when any of bits 2-7 of 
Interrupt Status Register is unmasked 
and set to a 1. 

Bl Byte In. A data byte has been received in 

the Data In register. If the mask bit is not 



set, then no interrupt is generated but a 
RFD holdoff will still occur before the next 
data byte is accepted. If the Shadow Hand- 
shake feature is used, then this status bit 
will not be set. This bit is cleared by 
reading the Data In Register as well as 
after Interrupt Status Register has been 
read. (Set On: ACDS1.LACS) 
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BO Byte Out. This is set when the Data Out 

^ Register is available to send a byte over 

< the GPIB. This byte may be either a com- 

O mand if the device is a controller or data if 

{§ the device is a talker. It is set when the de- 

vice becomes an active talker or controller 
but will not occur if the Data Out register 
has been loaded with a byte which has not 
been sent. Subsequently, it will occur after 
each byte has been sent and the WD9914 
returns to SGNS. This bit is cleared by 
writing to the Data Out Register as well as 
by reading Interrupt Status Regi ster 0. (Set 
On: SGNS.CACS + SGNS.TACS.SHFS) 

NOTE: 

When a controller addresses itself as a talker and 
then goes to standby, there will be a momentary tran- 
sition of the source handshake into SIDS before 
TACS becomes true and it reenters SGNS. Under 
these circumstances, the WD9914 is guaranteed to 
give a BO interrupt on reentering 'SGNS'. 

END This indicates that a byte just received by 
a listener was the last byte in a string, that 
is, it was received with the EOI line true. It 
is set at the same time as the Bl interrupt. 
(Set On: (ACDS1 .LACS.EOI) 

SPAS This indicates that the WD9914 has 
requested service via rsvl or rsv2 (in the 
Serial Poll Register or Auxiliary Command 
Register) and has been polled in a serial 
poll. It is set on the false transition of 
STRS when the serial poll status byte is 
sent. (Set On: STRS.SPAS.(APRS1 + 
APRS2) 

RLC Remote/Local Change. This is set by any 
transition between local and remote states 



in the Remote/Local function. (Set On: 
(LOCS-REMS) + (REMS-LOCS) + (LWLS- 
RWLS) + (RWLS-LWLS) 

MAC My Address Change. This indicates that a 
command has been received from the 
GPIB which has resulted in the addressed 
state of the WD9914 to change. It will not 
occur if secondary addressing is being 
used, nor indicate that the WD9914 has 
been readdressed on its other primary ad- 
dres s. (Set On: ACDS1. (MTA.T ADSUN T + 
OTA.TADS + MLA.LADS + UN. LADS) 

Interrupt Mask and Status Registers 1 

The operation of Interrupt Mask and Status Register 1 
is similar to that of Interrupt Mask and Status Regis- 
ter except that all bits are true storage bits. The 
status bits are cleared only following the register 
being read and by 'swrst'. 

There is one distinct group of interrupts in this regis- 
ter GET, UNC, APT, DCAS, MA. These are all set in re- 
sponse to commands received over the bus and if un- 
masked, a Data Accepted (DAC) holdoff will occur 
when the interrupt in question is set. It may be re- 
leased with a 'dacf auxiliary command. This is fur- 
ther discussed in Section 3.2. 

The mask bit of the APT Interrupt is further used in 
the talker and listener functions. When the interrupt 
is unmasked, the talker and listener functions of the 
WD9914 implement the extended talker and ex- 
tended listener functions of IEEE-488. Otherwise 
these functions implement the talker and listener 
functions of IEEE-488. 

The individual bits of Interrupt Status and Interrupt 
Mask Register 1 are described below. The conditions 
which set these bits, shown in parentheses, are given 
in terms of the state diagrams. 



INTERRUPT MASK/STATUS REGISTER 1 



GET 


ERR 


UNC 


APT 


CDAS 


MA 


SRQ 


IFC 


INT 


MASK 1 


GET 


ERR 


UNC 


APT 


DCAS 


MA 


SRQ 


IFC 


INT 


STATUS 1 


DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 


MPU 


BUS 



GET This is set if a Group Execute Trigger 
command is received. A DAC holdoff oc- 
curs if the interrupt is unmasked. The TR 
pin becomes high when this command is 
received and persists high for the duration 
of a DAC holdoff if one occurs. If the inter- 
rupt is masked, the TR pin becomes high 
for approximately five clock cycles. (Set 
On: GET. LADS. ACDS1) 

ERR Error. This is set if the source handshake 
becomes active and finds that the NDAC 
and NRFD lines are both high. This indi- 
cates that, for whatever reason, there are 
no acceptors on the bus. (Set On: SERS) 



UNC Unrecognized Command. This is set if a 
command has been received which has no 
meaning to the WD9914. Unrecognized ad- 
dressed commands will only cause this in- 
terrupt if the device is LADS except for 
TCT which will only interrupt in TADS. 
Secondary commands will only cause this 
interrupt if the 'pts' auxiliary command has 
been set previously. A DAC holdoff will oc- 
cur if this interrupt is unmasked which 
effectively enables the command pass 
through feature. Unrecognized commands 
may be inspected in the Command Pass 
Through Register before this h oldoff is re - 
leased. (Set On: ACDS1. (UCG.LLO. SPE. 
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SPD.DCL + ACG.GET.GTL.SCD.TCT. 
LADS + TCT.TADS + SCG.pts) 

APT Address Pass Through. Unmasking this 
interrupt enables secondary addressing. It 
is set if a secondary command is received 
provided that the last primary command 
received was a primary talk or listen ad- 
dress of the WD9914. A DAC holdoff will 
occur and the secondary address may be 
read from the Command Pass Through 
Register. The holdoff may be released by a 
'dacr' auxiliary command and the 'cs' bit of 
the Auxiliary Command Register is used 
to indicate that a valid (cs = 1) or an in- 
valid (cs = 0) secondary has been identi- 
fied by the host MPU. (Set On: ACDS1. 
SCG.(LPAS + TPAS) 

DCAS Device Clear Active State. This is set when 
a device clear command (DCL) is received 
or when a selected device clear (SDC) is re- 
Address Status Register 



ceived with the WD9914 in LADS. This will 
cause a DAC holdoff if unmasked. (Set On: 
ACDS1.(DCL + SDC. LADS) 

SRQ Service Request. This is provided for the 
benefit of the controller which should exe- 
cute a serial poll in response to this inter- 
rupt. It is set when the SRQ line b ecomes 
true.(SetOn:SRQ.(CIDS + CADS) 

MA My Address. This is set when the WD9914 
recognizes its primary talk or listen ad- 
dress. A DAC holdoff will occur if this is 
unmas ked. (Set On: (MLA + MTA).SPMS. 
aptmk) 

IFC Interface Clear. This is provided for the 
benefit of devices which are not the Sys- 
tem Controller. It is set when the IFC line 
becomes true and indicates that the 
WD9914 has been returned to an idle state. 
If the device is the System Controller, then 
the IFC interrupt is not set. (Set On: IFCIN) 



REM 


LLO 


ATN 


LPAS 


TPAS 


LADS 


TADS 


ulpa 


DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 



o 

CO 



MPU 



BUS 



REM The device is in the remote state 

LLO Local lockout is in operation 

ATN The attention line is low (true) on the bus 

LPAS WD9914 is in the listener primary addressed state 

TPAS WD9914 is the talker primary addressed state 

LADS (or LACS) The device is addressed to listen 

TADS (orTACS) The device is addressed to talk 

ulpa This bit shows the LSB of the last address recognized by the WD9914. 

Address Register 



edpa 


dal 


dat 


A5 


A4 


A3 


A2 


A1 


DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 



edpa Enable dual primary addressing mode 

dal Disable listener function 

dat Disable talker function 

A5-A1 Primary address of the WD9914. 

Bits A5-A1 of this register contain the primary ad- 
dress of the device (denoted AAAAA in Table 19). 
IEEE-488 1975/78 does not allow a device to be as- 
signed the value 1 1 1 1 1 for bits A5-A1 . When 'swrst' is 
true at power-up or if set by the host MPU, the 
WD9914 is held in an idle state. During this time the 
host MPU may load the primary address of the device 

Auxiliary Command Register 



into these bits. Often this will be read from an Ad- 
dress Switch Register 

The 'edpa' bit is used to enable the dual addressing 
mode of the WD9914. It causes the LSB of the ad- 
dress to be ignored by the address comparator giving 
two consecutive primary addresses for the device. 
The address by which the WD9914 was selected is 
indicated by the 'ulpa' bit of the Address Status 
Register. 

The Address Register is not cleared by 'swrst' or 
hardware reset. 



cs 


XX 


XX 


F4 


F3 


F2 


F1 


F0 


DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 



f4-f0 Auxiliary command select (see Table 3) 

cs Clear or set the feature (where applicable) 
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Auxiliary commands are used to enable and disable 
most of the selectable features of the WD9914 and to 
initiate many of the actions of the device. The desired 
feature is selected by writing a byte to this register 
with the appropriate value in bits f4-f0. These values 
are given in Table 3. 

The 'cs' bit is used in most cases when the feature 
selected by f4-f0 is of the clear/set type. The feature 
is enabled if 'cs' = '1' and disabled if 'cs' = '0'. The 
holdoff on all data (hdfa) feature is an example of 
such a feature. Other auxiliary commands initiate an 
action of the WD9914, such as release RFD holdoff 
(rhdf). In most cases, the 'cs' bit is unused and ig- 
nored by these commands. 

Table 3. AUXILIARY COMMANDS 



All the clear/set auxiliary commands are cleared by 
the hardware RESET pin except 'swrst,' which is set 
true by RESET. 

The force group execute trigger (fget) and return to 
local (rtl) auxiliary commands have a clear/set mode 
of operation and a pulsed mode of operation. They 
behave as normal clear/set features, but if they are 
written with 'cs' = '0' when they have not been pre- 
viously set, then they will pulse true. Using the 'fget' 
command in this manner will produce a pulse of ap- 
proximately 1 fjs at the TR pin (with a 5 MHz clock). 
The 'rtl' command used in this way will cause a return 
to one of the local states (assuming local lockout is 
not in force) but the WD9914 may reenter the remote 
state next time the listen address occurs. 



c/s 


f4 


f3 


f2 


f1 


fO 


MNEMONIC 


FEATURES 


0/1 

















swrst 


Software reset 


0/1 














1 


dacr 


Release DAC holdoff 


na 











1 





rhdf 


Release RFD holdoff 


0/1 











1 


1 


hdfa 


Holdoff on all data 


0/1 








1 








hdfe 


Holdoff on EOI only 


na 








1 





1 


nbaf 


New byte available false 


0/1 








1 


1 





fget 


Force group execute trigger 


0/1 








1 


1 


1 


rti 


Return to local 


na 





1 











feoi 


Send EOI with next byte 


0/1 





1 








1 


Ion 


Listen only 


0/1 





1 





1 





ton 


Talk only 


na 





1 





1 


1 


gts 


Go to standby 


na 





1 


1 








tea 


Take control asynchronously 


na 





1 


1 





1 


tcs 


Take control synchronously 


0/1 





1 


1 


1 





rpp 


Request parallel poll 


0/1 





1 


1 


1 


1 


sic 


Send interface clear 


0/1 


1 














sre 


Send remote enable 


na 


1 











1 


rqc 


Request control 


na 


1 








1 





rlc 


Release control 


0/1 


1 








1 


1 


dai 


Diable all interrupts 


na 


1 





1 








pts 


Pass through next secondary 


0/1 


1 





1 





1 


stdl 


Short Tl settling time 


0/1 


1 





1 


1 





shdw 


Shadow handshake 


0/1 


1 





1 


1 


1 


vstdl 


Very short T1 delay 


0/1 


1 


1 











rsv2 


Request Service Bit 2 



DESCRIPTION OF AUXILIARY COMMANDS 
Software Reset (swrst) 0/1 xxOOOOO 

Setting this command causes the WD9914 to be re- 
turned to a known idle state during which it will not 
take part in any activity on the GPIB. This auxiliary 
command is set by the power-on RESET and the chip 
should be configured while 'swrst' is set. Configura- 



tion should include writing the address of the device 
into the Address Register, writing mask values into 
the Interrupt Mask Registers and selecting the de- 
sired features in the Auxiliary Command Register and 
Address Register. After this, 'swrst' may be cleared at 
which point the device becomes logicaly existent on 
the GPIB. The Serial Poll Register and Parallel Poll 
Registers may also be written in this period but this 
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is not necessary if there is no status to report as both 
of these are cleared by the power-on RESET pin. 
Table 4 lists the various states and other conditions 
forced by 'swrst'. 



Table 4. SOFTWARE RESET CONDITIONS 



MNEMONIC 


DESCRIPTION 


SIDS 


Source idle state 


AIDS 


Acceptor idle state 


TIDS 


Talker idle state 


TPAS 


Talker primary idle state 


LIDS 


Listener idle state 


LPAS 


Listener primary state 


NPRS 


Negative poll response state 


LOCS 


Local state 


CIDS 


Controller idle state 


SPIS 


Serial poll idle state 


PPSS 


Parallel poll standby state 


ADHS 


DAC holdoff state 


AEHS 


RFD holdoff on end state 


SHFS 


Source holdoff state 


ENIS 


END idle state 



NOTES: 1. See Section 3 for definition of above. 

2. All interrupt status bits are held in a 
state, but interrupt mask bits are not 
affected. 



Release DAC Holdoff (dacr)0/1 xxOOOOl 

The Data Accepted (DAC) holdoff allows time for the 
host microprocessor to respond to unrecognized 
commands, secondary addresses, and device trigger 
or device clear commands. The holdoff is released by 
the MPU when the required action has been taken. 
Normally the command is loaded with the clear/set 
bit at zero; however, when used with the address pass 
through feature CS is set to one if the secondary ad- 
dress was valid or to zero if invalid see APT interrupt. 

Release RFD Holdoff (rhdf)naxx00010 

Any Ready For Data (RFD) holdoff caused by a 'hdfa' 
or'hdfe' is released. 

Holdoff on All Data (hdfa)0/1xx00011 

A Ready For Data (RFD) holdoff is caused on every 
data byte until the command is loaded with CS set to 
zero. The handshake must be completed after each 
byte has been received by the MPU using the 'rhdf 
command. 

Holdoff on End (hdfe)0/1xx00100 

A RFD holdoff will occur when an end of data string 
message (EOI tru with ATN false) is received over the 
interface. This holdoff must be released using 'rhdf. 



Set New Byte Available False (nbaf)naxx00101 

If a talker is interrupted before the byte just stored in < 

the data out register is sent over the interface, this ^ 

byte will normally be transmitted as soon as the ATN § 

line returns to the false state. If, as a result of the in- CO 

terrupt, this byte is no longer required, its transmis- ^ 
sion may be suppressed using the 'nbaf command. 

Force Group Execute Trigger (fget)0/1xx001 10 

The state of the TR output from the WD9914 is af- 
fected when this command is executed. If the CS bit 
is zero, the line is pulsed high for approximately 5 
clock cycles (1 at 5 MHz). If CS is one, the TR line 
goes high until 'fget' is sent with CS equal to zero. No 
interrupts or handshakes are initiated. 

Return to Local (rtl)0/1xx00111 

Provided the local lockout (LLO) has not been en- 
abled, the remote/local status bit is reset, and an in- 
terrupt is generated (if enabled to inform the host 
microprocessor that it should respond to the front 
panel controls. If the CS bit is set to one the 'rtl' com- 
mand must be cleared (CS = 0) before the device is 
able to return to remote control. If CS is set to zero, 
the device may return to remote without first clearing 
•rtl'. 

Force End or Identify (feoi)naxx01000 

This command causes the EOI message to be sent 
with the next data byte. The EOI line is then reset. 

Listen Only (Ion)0/1xx01001 

The listener state is activated until the command is 
sent with CS set to or until deactivated by a bus 
command. 

Talk Only (ton)0/1xx01010 

The talker state is activated until the command is 
sent with CS set to or until deactivated by a bus 
command. 

NOTE: 

'ton' and 'Ion' are included for use in systems without 
a controller. However, where the WD9914 is being 
used as a controller, it utilizes the 'Ion' and 'ton' func- 
tions to set itself up as a listener or talker, respec- 
tively. Care must therefore be taken to ensure these 
functions are reset if sending UNLorOTA. 

Go to Standby (gts)naxx0101 1 

Issued by the controller in charge to set the ATN line 
false. 

Take Control Synchronously (tcs)naxx01101 

Control is again taken by the controller in charge, and 
ATN is asserted. If the controller is not a true listener, 
the shadow handshake command must be used to 
monitor the handshake lines so that the WD9914 is 
synchronous with the talker/listeners and only sends 
ATN true at the end of byte transfer. This ensures that 
no data is lost or corrupted. 
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Request Parallel Poll (rpp)0/1xx01 110 

This is executed by the controller in charge to send 
the parallel poll command over the interface (the 
WD9914 must be in the Controller Active State so 
that the Attention line is asserted). The poll is com- 
pleted by reading the Command Pass Through Regis- 
ter to obtain the status bits, then sending 'rpp' with 
the CS bit at zero. 

Take Control Asynchronously (tca)naxx01 1 00 

This command is used by the controller in charge to 
set the attention line true and to gain control of the 
interface. The command is executed immediately 
and data corruption or loss may occur if a talker/ 
listener is in the process of transferring a data byte. 

Send Interface clear (sic)0/1 xx01 1 1 1 

The IFC line is set true when this command is sent 
with CS set to one. This must only be sent by the sys- 
tem controller and should be reset (CS = 0) after the 
IEEE minimum time for IFC has elapsed (100 /js). The 
system controller is put into the controller active 
state. 

Send Remote Enable (sre)0/1 xx10000 

Issued by the system controller to set the REN line 
true and send the remote enable message over the in- 
terface, REN is set false by sending 'sre' with CS at 
zero. 

Request Control (rqc)naxx10001 

When the TCT command has been recognized via the 
unidentified command pass through, this command 
is sent by the MPU. The WD9914 waits for the ATN 
line to go false and then enters the controller active 
state (CACS). 

Release Control (ric)naxx10010 

This command is used after TCT has been sent and 
handshake completed to release the ATN line and 
pass control to another device. 

Disable All Interrupts (dai)0/1xx1 0011 

The INT line is disabled, but the interrupt registers 
and any holdoffs selected are not affected. 

Pass Through Next Secondary (pts)naxx10100 

This feature may be used to carry out a remote con- 
figuration of a parallel poll. The parallel poll configure 
command (PPC) is passed through the WD9914 as an 
unrecognized addressed command and is identified 
by the MPU. The 'pts' command is loaded, and the 
next byte received by the WD9914 is passed through 



via the Command Pass Through Register. This would 
be the parallel poll enable (PPE), which is read by the 
microprocessor. 

SetT1 Delay(std1)1xx10101 

The T1 delay time can be set to 6 clock cycles (1.2 ^s 
at 5 MHz) if this command is sent with the CS bit at 
one. The Tl delay time is 11 clock cycles (2.2 ^s at 5 
MHz) following a power-on reset or if the command is 
sent with CS set to zero. 

Shadow Handshake (shdw)0/1xx101 10 

This feature enables the controller in charge to carry 
out the listener handshake without participating in a 
data transfer. The Data Accepted line (DAC) is pulled 
true a maximum of 3 clock cycles after Data Valid 
(DAV) is received, and Not Ready For Data (NRFD) is 
allowed to go false as soon as DAV is removed. 

The shadow handshake function allows the 'tcs' 
command to be synchronized with the Acceptor Not 
Ready State (ANRS) so that ATN can be re-asserted 
without causing the loss or corruption of data byte. 
The END interrupt can also be received and causes a 
RFD holdoff to be generated. 

Very Short T1 Delay(vstd1)0/1xx10111 

If this feature is enabled, the GPIB settling time (T1) 
will be reduced to 3 clock cycles (600 ns at 5 MHz) on 
the second and subsequent data bytes when ATN is 
false. Otherwise, the GPIB settling time is deter- 
mined by the stdl feature. 

Request Service Bit 2 (rsv2)0/1 xx1 1 000 

The rsv2 bit performs the same function as the rsvl 
bit but provides a means of requesting service which 
is independent of the Serial Poll Register. 

This allows minor updates to be made to the Serial 
Poll Register without affecting the state of the re- 
quest service. 

In addition, rsv2 is cleared when the serial poll status 
byte is sent to the controller during a serial poll. It is 
therefore used in situations where a service request 
is simply a request from an instrument for the con- 
troller to poll its status. As soon as this happens, rsv2 
is cleared since the reason for requesting service has 
been satisfied. This eliminates the burden of clearing 
the bit from the host MPU but also guarantees that 
rsv2 is cleared before another serial poll can occur. If 
this were not so, there would be a possibility of a 
second status byte being sent with the RQS mes- 
sage true, which could result in confusion for the 
controller. (rsv2 is cleared on: SPAS.(APRS1 + 
APRS2).STRS). 
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Bus Status Register 



ATN 


DAV 


NDAC 


NRFD 


EOI 


SRQ 


IFC 


REN 




DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 


MPU BUS 


The host MPU may examine the status of the GPIB 
management lines at the time of reading. 


The IFC bit of this register does not indicate a 
value if the device is a system controller using 
'sic' auxiliary command. 


Serial Poll Register 
















S8 


rsvl 


S6 


S5 


S4 


S3 


S2 


S1 




DI08 


DI07 


DI06 


DI05 


DI04 


DI03 


DI02 


DI01 


GPIB 


DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 


MPU BUS 



S8,S6-S0 Device status 

rsvl Request service bit 1 

Bits S8, S6-S1 of this register are sent out over the 
GPIB when the device is addressed during a serial 
poll. They are cleared by a hardware reset but not by 
'swrst' and may therefore be set up during configura- 
tion of the chip. These bits are fully double buffered 
and if the register is written to while the device is 
addressed during a serial poll (serial poll active state, 
SPAS), the value written is saved, and these bits are 
updated when SPAS is terminated. 

The rsvl bit provides an input to the service request 
function of the WD9914 and is used to instruct this to 
request that the controller service the device. When 
rsvl is set true, the SRQ line is pulled true on the 

Command Pass Through Register 



GPIB, and the controller typically responds by setting 
up a serial poll to obtain the status of all instruments 
on the bus that may require service. When the 
WD9914 is addressed to send its status byte, SRQ is 
set false, and the status byte is sent with the RQS 
message true on DI07. The rsvl bit must then be 
cleared and set true again if service is to be re- 
quested a second time. The SPAS interrupt is set im- 
mediately following the status byte being sent. 

The rev1 bit is also cleared by the hardware reset pin 
but not by 'swrst'. It is not double-buffered but the 
service request function comprehends changes in 
the state of rsvl while the device is in SPAS. The 
Serial Poll Register may therefore be written to any 
time. 
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DI07 


DI06 


DI05 


DI04 


DI03 


DI02 


DI01 


DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 



This provides a means of directly inspecting the 
GPIB data lines (DIO(8-1)). It has no storage and 
should only be used when the data lines are known 
to be in a steady state such as will occur during a 
DAC holdoff or in CPWS during a parallel poll. It is 
used to read unrecognized commands and secondar- 

Parailel Poll Register 



GPIB 
MPU BUS 

ies following a UNC interrupt or to read secondary 
addresses following an APT interrupt. In addition, an 
active controller uses this register to read the results 
of a parallel poll at least 2^s after setting the 'rpp' 
auxiliary command. 
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D1 
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When a controller initiates a parallel poll, the con- 
tents of this register are presented to the GPIB data 
lines. If all bits of the register are cleared, then none 
of the lines DIO(8-1) will be pulled low during a paral- 
lel poll which corresponds to the Parallel Poll Idle 
State (PPIS) of IEEE-488. If it is desired to participate 
in a parallel poll, then the bit corresponding to the 
desired parallel poll response is set toal. 

The Parallel Poll Register is fully double buffered. If it 
is written to during a parallel poll, the new value is 



MPU BUS 

held until the parallel poll ends, at which point the 
register is updated. This permits the host MPU to up- 
date the parallel poll response completely asynchron- 
ously to the GPIB. 

If this register is cleared by the hardware RESET pin 
but not by 'swrst,' it may be loaded while the chip is 
being configured with 'swrst' set. 



O 
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CO 
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Data In Register 



DI08 


DI07 


DI06 


DI05 


DI04 


DI03 


DI02 


DI01 


DO 


D1 


D2 


D3 


D4 


D5 


D6 


D7 



This register is used to hold data received by the 
WD9914 when it is a listener. It is loaded during Ac- 
cept Data State (ACDS1) and, following this, an RFD 
holdoff will occur. This will normally be released 
when the byte is read by the host MPU, but if the 
Holdoff On All Data (hdfa) feature is selected, this 
holdoff must be released by the 'rhdf auxiliary 
command. 

Data Out Register 



GPIB 
MPU BUS 

If the Holdoff On End (hdfe) feature is selected, the 
RFD holdoff will be released by reading the Data In 
Register. But if the EOI line is true when the byte is re- 
ceived, reading the data byte will not release the 
holdoff and rhdf must be used. 

As the Data In Register is loaded, the Bl interrupt is 
set. The END interrupt is set simultaneously if the 
byte is accompanied by a true EOI line. 
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The Data Out register is used by a controller or talker 
for sending interface messages and device depen- 
dent messages. When the WD9914 enters the Talker 
Active State (TACS) or the Controller Active State 
(CACS), the contents of the Data Out Register are 
presented to the GPIB data lines (DIO(8-1)), and the 
byte is sent over the bus under the control of the 
Source Handshake. Each time a byte is written, the 
source handshake is enabled, and the byte is sent. If 
the handshake is interrupted before the byte can be 
sent, then it will be sent next time the Source Hand- 
shake becomes active unless a new byte available 
false (nbaf) auxiliary command is written. This has 
the effect of clearing an unsent byte from the Data 
Out Register, and although the register itself is not 
cleared the WD9914 behaves as if it had not been 
loaded. 

Each time the source handshake becomes active and 
there is no unsent byte in the Data Out Register, a BO 
interrupt will occur informing the host MPU that the 
Data Out Register is available for use. 

The Data In Register and Data Out Register operate 
independently. The Data Out Register is not double 
buffered, and its contents are output directly to the 
data lines of the GPIB. 

DIRECT MEMORY ACCESS 

The WD9914 can o perate in DMA using the ACCRQ 
(DMA request) and ACCGR (DMA grant) DMA hand- 
shake lines. The operation is automatic within the 
WD9914 and needs no 'mpu' configuration. 

The ACCRQ signal is set by (BO.CACS + Bl) and can 
therefore not be used by a controller while ATN is 
asserted. It is reset by 'swrsf read i n data in register, 
writing to the data out register and ACCGR. It is not 
cleared by reading interrupt status registerO. 

If using DMA, the inte rnal CE and addressin g is dis- 
abled by the ACCGR signal going low and ACCGR 
will automatically address either the data in register 
(DBIN = 0) or the data out register (DBIN = 1). 



MPU BUS 
NOTE: 

The sense of DBIN is inverted for DMA operation. 

At t he end of a DMA read from memory sequence, 
the ACCRQ will be left low (also BO bit set). It may be 
necessary for the 'mpu' to clear this in some circum- 
stances, e.g., starting DMA write to memory 
sequence. 

In DMA it is recommended that the MA interrupt be 
unmasked to prevent errors due to interrupted data 
streams. 



If DMA is not being utilized, th e ACCG R signal must 
be held high. In this case, the ACCRQ signal can be 
used as a separate interrupt line for BO and Bl. This 
allows faster 'mpu' transfers to take place as it is not 
necessary to read the interrupt register to find the 
cause of the interrupt. Figure 2 shows a typical DMA 
configuration. 

TERMINAL ASSIGNMENTS AND FUNCTIONS 

The IEEE-488 standard uses the negative logic con- 
vention for the GPIB lines. The FALSE state (0) is 
represented by a high voltage (>2.0 V); the TRUE state 
(1) is represented by a low voltage (>0.8 V). The GPIB 
terminations of the WD9914 are in agreement with 
this convention. For example, if Data Valid is true (1), 
the DAV line is pulled low by the device. These ter- 
minations are connected to the bus via noninverting 
buffers to obtain the correct signal polarity. 

Note that the terminations on the microprocessor 
side of the device are in positive logic (true state (1) 
= high voltage : false state (0) = low voltage). This is 
in agreement with the logic convention used by most 
microprocessors. Thus if: 



DO(MSB) 



D7(LSB) 






1 


1 





1 





1 


is written into the data out register, it will appear as: 
DI08(MSB) DI01(LSB) 


HIGH 


LOW 


LOW 


HIGH 


LOW 


HIGH 


HIGH LOW 



on the IEE-488D10 lines. 
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Figure 2. DMA CONFIGURATION 



TRANSCEIVER CONNECTIONS 

There are three linear transceivers designed to work 
with the WD9914: The SN75160, SN75161, and 
SN75162. Data sheets for these are included as Ap- 
pendix C. Figure 3 shows the possible transceiver 
connections. Note that there is a corresponding pin- 
out between the WD9914 and the transceivers. This 
allows the whole GPIB interface to be laid out in a 
very small area of printed circuit board. 

The SN75160 is a 20 pin device used to buffer the 
IEEE-488 data lines (DIO(8-1)) in all applications. The 
direction of the buffers is controlled by the Talk En- 
able (TE) output of WD9914. This active high signal 
becomes true whenever there is an interface function 
of the WD9914 not sending the NUL message on 
DIO(8-1), that is, when the device is in TACS, CACS, 
SPAS, or PPAS. The Pull-Up Enable (PE) input of the 
SN75160 is an active high input which selects wheth- 
er the 'DIO(8-1)' lines are driven by open collector or 
push/pull buffers. A push/pull buffer is required if 
faster data rates are required and the 'stdl' and/or the 



'vstdl' features are used. Open collectors must be 
used if parallel polling is being used in a particular 
GPIB environment. If only one of these features is de- 
sired the PE input may be hardwired otherwise it 
must be derived from ATN and EIO, as shown in 
Figure 3. 

The SN75161 is a 20-pin device used to buffer the 
IEEE-488 management lines. It may be used for a 
talker/listener device or for a controller which does 
not pass control. The direction of the handshake line 
buffers NRFD, NDAC, DAV are again controlled by 
the TE signal. However, the SRQ, ATN, REN, and IFC 
buffers are controlled by the DC input of the 
SN751 61, which connects to t he Co ntroller Active 
(CONT) output of the WD9914. CONT becomes low 
whenever the WD9914 is an active controller, that is, 
when it is not in CIDS or CADS. The SN75161 also in- 
cludes the logic necessary to control the direction of 
the EOI buffer. This is dependent on the TE signal 
when ATN is false (high) and the DC signal when ATN 
is true (low). 
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The SN75162 is a 22-pin device which may be used to 
buffer the IEEE-488 management lines in all appli- 



cations including devices which pass control. The 
SN75162 has a separate pin to control the direction 
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Figure 3. TRANSCEIVER CONNECTIONS 



320 



of the REN and IFC buffers, but is otherwise identical 
to the SN75161 in all other respects. This input is the 
System Controller input (SC) which may be hardwired 
or switchable to determine whether or not the instru- 
ment in question is a system controller or not. Note 
that a device which has its buffers configured as a 
non-system controller should never use the 'sic' and 
'sre' auxiliary commands. 

STATE DIAGRAM IMPLEMENTATION 

This section presents the state diagrams for the 
WD9914. 

Where equivalent, the names of WD9914 states are 
the same as those of IEEE-488. In some cases, 
IEEE-488 states have been divided, for example, 
ACDS of the IEEE-488 has been split into ACDS1 and 
ACDS2. The convention of lower case characters for 
local messages and upper case for remote messages 
and interface states is retained. 

State diagrams with remote message outputs are 
supplemented with tables. T is used to represent a 
true output and F a false output. Parentheses denote 
a passive output; otherwise, it is active. The outputs 
shown are the values presented to the bus and as- 
sume the use of the SN75160 and SN75161 or 
SN75162 transceivers or their logical equivalents. 
The symbol (NUL) associated with DIO(1-8) indicates 
that each of these lines is sent passive false by the 
function in question. 

NOTE: 

An arrow into a state with no state as its origin 
represents a transition from every other state on the 
diagram. Note, however, that this does not imply that 
all exit conditions from the destination state are over- 
ridden. If such an entry condition is true and, 
simultaneously, an exit condition is true then this rep- 
resents an illegal situation and should be avoided. 
Such situations will not occur in normal operation of 
the device. 

No maximum timings are discussed. The WD9914 



with its recommended transceivers meets all IEE-488 
maximum timing requirements. If the WD9914 is 
used with other transceivers, then it must be ensured 
that these requirements are still met. 

AUXILIARY COMMANDS 

There are two basic types of commands 
implemented in the auxiliary command regiaten im- 
mediate execute and clear/set. 

The clear/set commands are used to enable and 
disable the various features of the WD9914. The parti- 
cular feature is selected by the code on f0-f4 and it is 
set or cleared according to the value on the cs bit. 
For the purposes of the state diagrams, the mnemo- 
nic of a clear/set command simply represents its 
current state. 

The immediate execute auxiliary commands remain 
active for the duration of a strobe signal after the 
auxiliary command register has been written to. This 
is represented in the form of a state diagram in 
Figure 5. Note that writes to the auxiliary command 
register must be spaced by at least five clock cycles. 
For the purposes of the remaining state diagrams, 
the immediate execute commands are represented 
as the mnemonic gated by the auxiliary command 
strobe state (AXSS). 

The clear/set bit of the auxiliary command register is 
used by several of the immediate execute com- 
mands, for example, 'dacr' uses it to differentiate be- 
tween valid and not valid secondary addresses when 
releasing a DAC holdoff on a secondary address. The 
'Ion' and 'ton' auxiliary commands are also 
considered immediate execute. 

The 'fget' and 'rtl' auxiliary commands are both im- 
mediate execute and clear/set. They may be cleared 
or set in the normal way, but if they are cleared when 
they are already in the false state, they will pulse true 
for the duration of AXSS. In the following state dia- 
grams, however, these are simply included in their 
clear/set form. 
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Figure 4. WD9914 AUXILIARY COMMAND STATE DIAGRAM 
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Table 5. AUXILIARY COMMAND STATE DIAGRAM MNEMONICS 



MESSAGES 


STATES 


waux = write to auxiliary command register 
tc(0) = clock cycle time 


AXIS = auxiliary command register idle state 
AXWS = auxiliary command write state 
AXSS = auxiliary command strobe state 
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ACCEPTOR HANDSHAKE 

The WD9914 acceptor handshake is shown in Figure 
5. The main variation from IEEE-488 to note is that the 
device remains in AIDS while the controller function 
is in CACS. The WD9914, therefore, does not monitor 
the commands which it sends over the bus and this 
places some restrictions on the user. 

The accept data state of IEEE-488 (ACDS) is divided 
into two states. The first, (ACDS1) is used to strobe 
data into the Data In Register or to sequence the de- 
coding of commands from the bus. All interrupts gen- 
erated by the acceptor handshake (GET, MA, MAC, 
DCAS, APT, UCG, Bl, and END) are generated by this 
state. The second (ACDS2) is used as a holding state 
where the device will remain in the event of a DAC 
holdoff. 

Certain of the commands will cause interrupts in 



ACDS1 and, if the interrupts are unmasked, a DAC 
holdoff will occur. The interrupts concerned are GET, 
MA, DCAS, UCG, and APT. This is represented in the 
state diagram by the signal SAHF which becomes 
true when one of the above interrupts is set if it is un- 
masked. It persists for the duration of ACDS1. This 
event is stored by causing the ADHS to become ac- 
tive which inhibits the transition from ACDS2 to 
AWNS. ADHS is cleared by 'dacr.' Table 19 shows the 
response of the WD9914 to the various bus 
commands. 

If a GET command is received in ACDS1, then the TR 
pin will be set high. This high condition persists 
throughout ACDS1 and ACDS2, which means that if a 
DAC holdoff occurs, the TR pin will remain high until 
the holdoff is released by a 'dacr" auxiliary command. 

Two additional state diagrams are included to record 
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Figure 5. WD9914 ACCEPTOR HANDSHAKE STATE DIAGRAM 
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the type of data received in ACDS1 when ATN is unless the 'hdfa' feature is enabled in which case 

false. ANHS indicates that a data byte has been re- 'rhdf must be used. AEHS shows that the last data 

ceived and that an RFD holdoff should be caused byte was accepted with the EOI message true and $ 

before the next data byte is accepted. The holdoff the 'hdfe' feature set. This will cause an RFD holdoff O 

may be released by reading the Data In Register which can only be released by 'rhdf.' J§ 



Table 6. ACCEPTOR HANDSHAKE MNEMONICS 



MESSAGES 


STATES 


swrst 




software reset 


AIDS 




acceptor idle state 


dacr 


= 


DAC release 


ANRS 


= 


acceptor not ready state 


rhrlf 




Iclcdot; nru I1UIUUII 


APDC 
nunu 




dtjf-cfJU-M icauy oldie 


shdw 


= 


shadow handshake 


ACDS1 


= 


accept data state 1 


rdin 


= 


read data in register 


ACDS2 


- 


accept data state 2 


hdfe 




enable RFD holdoff after END messages 
received 


AWNS 




acceptor wait for new cycle state 


hdfa 


- 


enable RFD holdoff on all data 


ADHS 




accept data holdoff state 


ATN 




attention 


ANHS 




acceptor not ready holdoff state 


DAV 




data valid 


AEHS 




acceptor not ready holdoff after 'END' 


EOI 




end or identify state 


CWAS 




controller wait for ANRS state (control- 
ler function) 


RFD 




ready for data 


AXSS 




auxiliary command strobe state (auxili- 
ary command register) 


DAC 




data accepted 


LADS 




listener addressed state (listener func- 
tion) 


SAHF 




set accept data holdoff state 


LACS 




listener active state (listener function) 


tc(0) 




clock cycle time 


CIDS 
CADS 




controller idle state (controller function) 

controller addressed state (controller 
function) 



Table 7. ACCEPTOR HANDSHAKE MESSAGE OUTPUTS 





REMOTE MESSAGES SENT 






STATE 


RFD 


DAC 




OTHER ACTIONS 


AIDS 


CO 


CO 






ANRS 


F 


F 






ACRS 


m 


F 






ACDS1 


F 


F 


ATN False: 
ATN true: 


— data entered into Data In Register 

— Bl interrupt generated 

— end interrupt generated if EOI is true. 

— commands decoded 

— command related interrupts set 

— sahf set if command requires a DAC 
holdoff 

— TR pin set true if GET message is 
received 

— 'pts' feature cleared after UNC inter- 
rupt set 


ACDS2 


F 


F 


TR 


— pin set true if GET command was 
received in ACDS1 


AWNS 


F 


CO 
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SOURCE HANDSHAKE 

The WD9914 source handshake state diagram is 
shown in Figure 6. IEEE-488 states SIWS and SWNS 
have been removed. These record the false then true 
transition of 'nba' (new byte available) as the old data 
byte is removed and a new data byte is made ready. 
Instead the WD9914 uses a separate state (SHFS) to 
record the availability of a data byte in the Data Out 
Register. This state is exited when a byte is written to 
the Data Out Register which enables the transition 
from SGNS to SDYS and the subsequent transmis- 
sion of the byte. The SHFS is reentered as the byte is 
sent in STRS, but if the handshake is interrupted 
before this, then the fact that the byte has not been 
sent is recorded until the source handshake again be- 
comes active. If, however, the byte in the data out reg- 
ister is to be disregarded, then 'nbaf may be used to 
return the device to SHFS. 

The status byte in the Serial Poll Register is contin- 
ually available. The transition from SGNS to SDYS is 



not dependent on SHFS during a serial poll, that is, 
while SPAS is active. By separately recording the 
availability of a byte in the Data Out Register, a talker 
sending data may be interrupted for a serial poll with- 
out risk of a byte being lost. 

The additional state SERS is included to detect an 
error condition on the bus. This will be entered when 
the source handshake tries to send a byte but finds 
both the NRFD and NDAC lines false at the same 
time. This condition will normally indicate for a con- 
troller that there are no devices powered up on the 
bus, or for a talker that there are no devices 
addressed to listen on the bus. 

The state VSTS will be entered after the first data 
byte of a talker has been sent if the 'vstdl' feature is 
enabled. This enables a very short bus settling time 
(4*c(0)) for all subsequent bytes until ATN next be- 
comes true. The WD9914 will not use the short bus 
settling time when it is an active controller. 



swrst.(TACS + SPAS + CAS) 



SHFS.wdol + SPAS 



(ATN.CACS) + (ATN.fTACS + 
SPAS)) + swrst 




nbaf.AXSS + STRS.SPAS 
ATN.vstd1.STRS 




Table 8. 



Figure 6. WD9914 SOURCE HANDSHAKE STATE DIAGRAM 
SOURCE HANDSHAKE MNEMONICS 



MESSAGES 


STATES 


swrst 




software reset 


SIDS 




source idle state 


nbaf 




new byte available false 


SGNS 




source generate state 


wdot 




write to the data out register 


SDYS 




source delay state 


stdl 




enable short bus settling time 


SERS 




source error state 


vstdl 




enable very short bus settling time 


STRS 




source transfer state 


ATN 




attention 


SHFS 




source holdoff state 


RFD 




ready for data 


VSTS 




very short bus settling time state 


DAC 




data accepted 


TACS 




talker active state (talker function) 


tc(0) 




clock cycle time 


CACS 




controller active state (controller 










function) 








SPAS 




serial poll active state (talker function) 








AXSS 




auxiliary command strobe state (auxili- 












ary command register) 
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Table 9. SOURCE HANDSHAKE MESSAGE OUTPUTS 



STATE 


RFMDTF MFSSiRFS 5FNT 


OTHER ACTIONS 


DAV 


SIDS 


(F) 


BO interrupt and ACCRQ set 


SGNS 


F 


true if SHFS is false and 






SPAS is not true 


SDYS 


F 




SERS 


F 


ERR interrupt set true 


STRS 


T 





s 

CO 



TALKER AND LISTENER FUNCTIONS 

Figures 7 and 8 show the WD9914 listener and talker 
state diagrams, which serve the purpose of the lis- 
tener and talker or extended listener and extended 
talker functions of IEEE-488, depending on the state 
of the APT interrupt mask bit. 

The WD9914 does not recognize secondary ad- 
dresses on-chip and these must be passed through 
to the host MPU for verification. Secondary ad- 
dressing is enabled by unmasking the APT interrupt. 
A secondary address will cause this interrupt if the 
last primary command received was a primary ad- 
dress of the device, that is, it is in TPAS or LPAS. A 
DAC holdoff will also occur. The host MPU must 
respond to the interrupt by reading the secondary 
from the Command Pass Through Register and iden- 
tifying it as being valid or not valid. The holdoff may 
then be released with a 'dacr' auxiliary command, the 
sense of the 'cs' bit being used to indicate a valid 
(cs = 1) or not valid (cs = 0) secondary. If a valid 
secondary address is indicated then the WD9914 will 
enter TADS or LADS depending on whether it is in 
TPAS or LPAS. 

The 'Ion' and 'ton' auxiliary commands together with 



the clear/set bit (cs) have a direct influence on the ap- 
propriate state diagrams. Therefore, although they 
appear as ordinary clear/set auxiliary commands, 
they can be effectively cleared by other bus events. 
For example, if a WD9914 addresses itself as a listen- 
er via the 'Ion' command it may be returned to LIDS 
by an UN L command from the bus at a later time. 

The 'Ion' and 'ton' auxiliary commands are used to 
implement two features of IEEE-488. First, talk only 
and listen only are used in situations where there is 
no active controller on the bus. Note that the 'Ion' 
and 'ton' commands are linked with these features to 
indicate to the user that these commands are not 
enabled by CAS as are 'Itn' and 'lun' of IEEE-488. 

Second, the 'Ion' and 'ton' auxiliary commands are 
used by an active controller to address itself. IEEE- 
488 provides for a controller to address itself to listen 
via the 'Itn' and 'lun' message but there is no corres- 
ponding message for the talker. Hence, when a con- 
troller addresses itself to talk via 'ton,' it must send 
its talk address over the bus and similarly, if it sends 
another talk address over the bus then it must un- 
address itself by writing 'ton' false. 



LAF 




swrst + dal + sic + IFCIN + 
Ion CS.AXSS 



TAF + UNL.ACDS1 





PCG.MLA.ACDS1 



LAF = dal. IFCIN. 

sic.(MLA.aptmk. 
ACDS1 + LPAS.aptmk. 
dacr.cs.AXSS + Ion. 
CS.AXSS) 



Figure 7. WD9914 LISTENER STATE DIAGRAM 
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When the WD9914 enters SPAS, the contents of the 
serial poll register are sampled and presented on 
DIO(8-1). These will remain unchanged until SPAS is 
exited. The source handshake will, however, send 
this status byte as many times as the controller will 
accept it. 

The internal IFC signal of the WD9914 (IFCIN) is sup- 
pressed when the device itself is sending IFC in 
order to simplify implementation of the controller 
function. Therefore, the send interface clear (sic) 
auxiliary command is included with IFCIN to return 
the talker and listener functions to their idle states 
and allow a system controller to clear its own 
interface. 



A separate state diagram is included to control the 
sending of the END message of IEEE-488. If the 'feoi' 
auxiliary command is written followed by loading a 
byte into the Data Out Register, the WD9914 will 
enter ERAS, and the EOI line will be asserted as 
'DIO(8-1)' begin to change. The function will enter 
ENAS as soon as the source handshake begins to 
send this byte, and EOI will be released when the 
Data Out Register is next loaded. If it is desired to 
send EOI true with the next byte as well, then 'feoi' 
may be written before the Data Out Register returns 
the device to ERAS. 



ATN.SPMS 




swrst + dat + sic + 
ton.cs.AXSS + 
IFCIN 



(TPAS.aptmk.dacr. 
cs.AXISS) + LAF + 
OTA.ACDS1 





SPAS 



TAF = dat.sic.lFCIN.(MTA.aptmk.ACDS1 + 
TPAS.aptmk.dacr.cs.AXSS + ton.cs. 
AXSS) 



LAF: See Figure 7. 




ATN.SPMS 




MTA.ACDS1 



PCG.MTA.ACDS1 




IFCIN. SPE.ACDS1 




^^^PM^ 



IFCINh 
swrst 



SPD + CIDS + CADS 






ERAS 



SDYS.SPMS 



Figure 8. WD991 4 TALKER STATE DIAGRAM 
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Table 10. TALKER AND LISTENER MNEMONICS 



MESSAGES 


STATES 


swrst 


= 


software reset 


LIDS 


= 


listener idle state 


dal 




disable listener 


LADS 




listener addressed state 


dat 





disable talker 


LACS 


_ 


listener active state 


sic 


_ 


send interface clear 


LPIS 


_ 


listener primary idle state 


Ion 


_ 


listen only 


LPAS 


_ 


listener primary addressed state 


ton 


_ 


talk only 


TIDS 




talker idle state 


cs 





clear/set bit of the auxiliary command 
register 


TADS 


- 


talker addressed state 


dacr 


= 


release 'DAC holdoff 


TACS 


= 


talker active state 


aptmk 




address pass through interrupt mask 


SPAS 




serial poll active state 


nbaf 





new byte available false 


SPIS 





serial poll idle state 


feoi 





force 'EOI' 


SPMS 





serial poll mode state 


wdot 




write to the Data Out Register 


TPIS 





talker primary idle state 


ATN 





attention 


TPAS 





talker primary addressed state 


IFCIN 




internal interface clear message (a 
debounced signal, suppressed by 'sic') 


ENIS 


= 


end idle state 


EOI 




end or identify 


ENRS 




end ready state 


PCG 


= 


primary command group 


ERAS 


= 


end ready and active state 


Ml A 
IVt l_rt 




Illy llolcli dUUICoo 






el lu dUllvc oldie 


MTA 


= 


my talk address 


SDYS 


= 


source delay state (source handshake) 


OTA 


= 


other talk address 


CIDS 


= 


controller idle state (controller function) 


SPE 




serial poll enable 


CADS 




controller addressed state (controller 
function) 


SPD 




serial poll disable 


ACDS1 




accept data state 1 (acceptor hand- 
shake) 


UNL 




unlisten 


AXSS 




auxiliary command strobe state (auxili- 
ary command register) 


PCG 




primary command group 









Table 11. TALKER FUNCTION MESSAGE OUTPUTS 



STATE 


QUALIFIER 


REMOTE MESSAGES SENT 


OTHER ACTIONS 
DIO(8-1) 


RQS 


EOI 


TIDS 




(F) 


(F) 


(NUL) 


TADS 




(F) 


(F) 


(NUL) 


TACS 


ENIS.ENRS 


m 


F 


DATA OUT REG 


TACS 


ENAS.ERAS 


(F) 


T 


DATA OUT REG 


SPAS 


NPRS.SRQS 


F 


F 


SERIAL POLL REG 


SPAS 


APRS1.APRS2 


T 


F 


SERIAL POLL REG 



SERVICE REQUEST FUNCTION 

Figure 9 shows the state diagram for the WD9914 ser- 
vice request function. The device has two means of 
implementing the request service (rsv) local message 
of IEEE-488: the first, 'rsvl,' is bit 7 of the Serial Poll 



Register; the second is the auxiliary command 'rsv2.' 
These are simply ORed together to provide an input 
to the service request function, and, in any particular 
application, only one would normally be used, the 
other being left in its hardware reset state. 
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For many applications, the fact that the device has 
been serial polled after requesting service is con- 
sidered sufficient response from the controller. The 
'rsv' local message therefore simply becomes a re- 
quest for the controller to read its serial poll status 
byte. It is then desirable to be able to clear and reas- 
sert 'rsv' at any time after the serial poll status byte 
has been polled and the SPAS interrupt set. The 
WD9914 is able to record a false transition of 'rsvT or 
'rsv2' by moving from APRS1 to APRS2 even if the de- 
vice is in SPAS. This makes the above approach to 
serial polling possible. 

To further support this approach, the 'rsv2' auxiliary 
command is automatically cleared when the serial 
poll status byte is polled, ensuring that 'rsv2' is 
cleared before a second serial poll can occur. If this 
were not the case, then the same status byte might 
be polled twice by the controller with the RQS bit 
true, which may indicate that two reasons for requir- 
ing service have arisen. 



swrst.(rsv1 + rsv2).SPAS 




Figure 9. SERVICE REQUEST STATE DIAGRAM 



The affirmative poll response state (APRS) of 
IEEE-488 is split into two states on the WD9914 for 
$ the following reason: Consider the case where a de- 
O vice has requested service, has been serial polled, 
J§ and then wishes to request service again. The host 
-l MPU must clear the 'rsv' message and then set it true 
* again. Now suppose this temporary false condition 
happens within one occurrence of SPAS. If the ser- 
vice request function has been implemented exactly 
as per IEEE-488, it will not be recognized, and SRQ 
will not be asserted a second time. Therefore, 'rsv' 
may only be cleared when the device is known not to 
be in SPAS, which can only happen if it is cleared as 
a consequence of some pre-arranged action of the 
controller. This action would normally be a part of the 
service routine executed by the controller as a re- 
sponse to the request for service. For example, if ser- 
vice was requested by an instrument which had 
some data to send for processing or to a printing de- 
vice then 'rsv' could be cleared when it is addressed 

to talk anri spnrl it<i rtata nupr thp hi iq 



The WD9914 will only send one serial poll status byte 
during each active period of SPAS. However, it will 
send this status byte as many times as the controller 
is prepared to accept it. Therefore, the controller 



should only read the status byte once per serial poll; 
otherwise, each time a status byte is sent with the 
RQS message true, the SPAS interrupt will be gen- 
erated and Tsv2' will be cleared. 



Table 12. SERVICE REQUEST MNEMONICS 



MESSAGES 


STATES 


swrst = software reset 

srvl = request service 1 (bit 7 of serial poll 
register) 

rsv2 = request service 2 (auxiliary command 
register) 


NPRS = negative poll response state 

SRQS = service request state 

APRS1 = affirmative poll state 1 
APRS2 = affirmative poll state 2 
SPAS = serial poll active state (talker function) 
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Table 13. SERVICE REQUEST MESSAGE OUTPUTS 





REMOTE MESSAGES SENT 




STATE 


SRQ 


OTHER ACTIONS 


NPRS 


(F) 




SRQS 


T 




APRS1 


(F) 


— rsv2 cleared if in SPAS and STRS 

— SPAS interrupt set if in SPAS when STRS is 
exited 


APRS2 


(F) 


— same as APRS1 



o 

CO 
CO 



REMOTE/LOCAL FUNCTION 

The WD9914 remote local state diagram is shown in 
Figure 10. If differs little from that of IEEE-488. 

The complete listener function (LAF) is used to effect 
the transition from LOCS to REMS or from LWLS to 
RWLS. This means that if the APT interrupt is 



masked, the device will enter one of the remote 
states in response to its listen address, but if 
secondary addressing is enabled, then this will not 
happen until 'dacr' is written with 'cs' true in 
response to a valid secondary address. In addition, 
the transition to one of the remote states will occur if 
'Ion' is used to address the device to listen. 



RENIN. rtl. LAF 




RENIN. 

LLO 

ACDS1 



GT L.LADS.AC DS1 + 
rtl.(LLO.ACDSI) 




LAF 




LAF: See Figure 7. 



GTL.LADS.ACDS 



LLO. 
ACDS1 




Figure 10. WD9914 REMOTE LOCAL STATE DIAGRAM 



Table 14. REMOTE/LOCAL MNEMONICS 



MESSAGES 


STATES 


swrst = software reset 
rtl = return to local 

RENIN = internal remote enable message 
(debounced) 

GTL = go to local 

LLO = local lockout 


LOCS = local state 
REMS = remote state 

RWLS = remote with lockout state 

LWLS = local with lockout state 

LADS = listener addressed state (listener 
function) 

ACDS1 = accept data state 1 (acceptor hand- 
shake) 
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PARALLEL POLL FUNCTION 

The parallel poll function of the WD9914 only 
nominally supports logically-configured parallel poll. 
With a suitable software package, remotely-con- 
figured parallel poll may also be easily implemented. 
The state diagram is shown in Figure 11. 

When the EOI and ATN lines become true simul- 
taneously (the Identify message), the contents of the 
Parallel Poll Register are output to DIO(8-1). If parallel 
poll is to be used in a particular bus environment, 
then the Pull-Up Enable (PE) input of the SN75160 
must be held low so that the DIO(8-1) are driven by 
open collector buffers. Parallel Poll, occurring when 
the Parallel Poll Register is in the hardware reset con- 
dition of all zeros, will result in none of DIO(8-1) being 
pulled low. This corresponds to the parallel poll idle 
state (PPIS). If it is desired to participate in a parallel 
poll, then the bit corresponding to the desired par- 
allel poll response is set true. This implements the 
parallel poll standby state (PPSS), and, when the Iden- 
tify message becomes true, the appropriate line of 
DIO(8-1) is pulled low. This is equivalent to the 
parallel poll active state (PPAS). Only one bit of the 
parallel Poll Register should be set true at once. 

Remotely Configured Parallel Poll 

The parallel poll configure command (PPC) is treated 
by the WD9914 as an unrecognized addressed com- 
mand. It is passed through when the WD9914 is in 
LADS. If an instrument is to be remotely configured 
for parallel poll, then the pass through next secon- 



dary (pts) auxiliary command should be written 
before releasing the DAC holdoff. This will cause the 
next command received to also set a UNC interrupt if 
it is a secondary command. The secondary command 
will be either the parallel poll enable command (PPE) 
or the parallel poll disable command (PPD) and 
should be read from the Command Pass Through 
Register and identified. If it is the PPE command, 
then the attendant bits (S, P1, P2, P3) should be 
extracted and stored by the host MPU. The S bit 
should then be matched against the individual status 
of the instrument (represented by 'ist'), and if they are 
the same, the bit corresponding to the parallel poll re- 
sponse, specified by P1, P2, P3, should be set true in 
the Parallel Poll Register. If this is not the case, then 
the Parallel Poll Register should be cleared if it is not 
already clear. After this, each time the individual 
status of the device changes, the 'ist' should again 
be matched against the S bit and the Parallel Poll 
Register updated accordingly until PPD or PPU is 
received. 

If a PPD command is passed through after the 'pts' 
feature has been written, the Parallel Poll Register 
should be cleared before the DAC holdoff is released. 
The PPC command that precedes PPD is an address 
command; it is a means of eliminating individual 
members of a parallel poll. The parallel unconfigure 
command is treated by the WD9914 as an unrecog- 
nized universal command. When it is passed through, 
the host MPU should clear its Parallel Poll Register 
before releasing the DAC holdoff. This command will 
clear all members of a parallel poll. 







swrst. ATN. EOl.(CIDS + CADS) 






( PPSS J 




( PPAS J 


swrst 




ATN + EOT+ (CiDS + CADS) 





Figure 11. WD9914 PARALLEL POLL STATE DIAGRAM 
Table 15. PARALLEL POLL MNEMONICS 



MESSAGES 


STATES 


swrst = software reset 
ATN = attention 
EOI = end or identify 


PPSS = parallel poll standby state 

PPAS = parallel poll active state 

CIDS = controller idle state (controller function) 

CADS = controller addressed state (controller 
function) 
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Table 16. PARALLEL POLL MESSAGE OUTPUTS 



STATE 


REMOTE MESSAGES SENT 


OTHER ACTIONS 


DIO(8-1) 


PPSS 
PPSS 


(NUL) 

PARALLEL POLL REG* 





s 

CO 



*lf there is a true bit in the Parallel Poll Register, it must be sent active; any false bit must be sent passive. 



CONTROLLER FUNCTION 

The controller function of the WD9914 is greatly sim- 
plified compared with that of IEEE-488. It relies heav- 
ily on software support but, with suitable software, it 
enables all subsets of the controller function to be 
implemented. With this approach the controller logic 
is reduced to a small proportion of the chip area 
which means that the device may be economically 
used in situations where a talker/listener only is 
required. 

Figure 12 shows the controller function state dia- 
gram. With suitable software, it will perform the full 
controller function, as described in the IEEE-488A 
1980 supplement to the IEEE-488 1978. It therefore in- 
cludes the additional state CSHS, which allows time 
for DAV to be recognized false by all devices on the 
bus before ATN is asserted. The 'tcs' local message 
is implemented by an immediate execute auxiliary 
command. The state CWAS is therefore added to 
record the occurrence of this command until the ac- 
ceptor handshake enters ANRS and the device can 
enter CSHS. The 'tea' auxiliary command also causes 
entry into CSHS although IEEE-488A 1980 allows it to 
move directly from CSBS to CSWS. This is done for 
convenience of implementation and results in the 
'tea' auxiliary command taking an extra 1.6 micro- 
seconds to assert ATN. 

The delay between CSWS and CAWS is slightly less 
than specified in IEEE-488A 1980 but the total time 
taken in moving from CSWS to CACS is still greater 
than the specified minimum. 

The Controller Parallel Poll State (CPPS) is not in- 
cluded on the WD9914. To conduct a parallel poll, a 
WD9914 based controller must set the 'rpp' clear/set 
auxiliary command true when it is in CACS, moving it 
to CPWS which sends EOI true. The host MPU must 
then wait 2 microseconds before reading back the 
parallel poll responses via the Command Pass 
Through Register. The 'rpp' auxiliary command can 
then be cleared, EOI will go false, and the parallel poll 
is complete. The host MPU will receive a BO interrupt 
as soon as the WD9914 reenters CACS and the 
source handshake becomes active. 

Controller Self Addressing 

The acceptor handshake does not operate when the 
controller is active. This means commands being 
sent are not monitored, and special precautions are 
required as a consequence of this when addressing 
devices and when passing control. 



When the controller is active, it uses 'ton' or 'Ion' to 
address and unaddress itself. IEEE-488 provides for 
the controller to locally address itself to listen, but 
there is no corresponding local message for the talk- 
er. The WD9914 should always accompany a 'ton' 
auxiliary command with 'cs' true with its own talk 
address or an UNT command sent over the bus. Simi- 
larly, if the WD9914 sends the talk address of another 
device over the bus, it should ensure that it is in TIDS 
by writing the 'ton' auxiliary command false. 

Passing Control 

As Figure 12 shows, the controller transfer state 
(CTRS) of IEEE-488 is not present, and all transitions 
associated with the TCT command have been re- 
moved. Instead, two immediate execute auxiliary 
commands are included. Request control (rqc) will 
cause a transition from CIDS to CADS, and the re- 
lease control command (rlc) will return the function 
to CIDS. The TCT command is treated similarly to an 
unrecognized addressed command but will cause a 
UNC interrupt if the device is in TADS. 

Figure 13 is a representation of the sequence of 
events involved in passing control from one WD9914 
based device to another. The device passing control 
must initially ensure that it is not in TADS; then it 
should send out the talk address of the device to re- 
ceive control. The receiving device will enter TADS, 
and after any DAC holdoff has been released, the 
host MPU of the device passing control will set a BO 
interrupt indicating that it may then send the TCT 
command. The TCT command will cause a UNC inter- 
rupt to the host MPU of the receiving device, and also 
a DAC holdoff will occur. The host MPU of the 
receiving device must examine its Command Pass 
Through Register, and upon identifying TCT, should 
write the auxiliary command 'rqc' to put its WD9914 
into CADS. The receiving device may then release 
DAC with a 'dacr" auxiliary command causing anoth- 
er BO interrupt at the device passing control. This 
indicates that the 'ric' auxiliary command may then 
be used by the host MPU of the device passing con- 
trol to return its WD9914 to CIDS and allowing ATN to 
go false. The receiving device then enters CACS, 
asserts ATN, and its host MPU gets a BO interrupt as 
the source handshake becomes active. The passing 
of control is complete. 
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Figure 12. WD9914 CONTROLLER STATE DIAGRAMS 
Table 17. CONTROLLER FUNCTION MNEMONICS 



MESSAGES 


STATES 


swrst 




software reset 


CIDS 




controller idle state 


sic 




send interface clear 


CADS 




controller addressed state 


sre 




send remote enable 


CACS 




control ler active state 


rqc 




request control 


CSBS 




controller standby state 


rlc 




release control 


CSHS 




controller standby hold state 


gts 




go to standby 


CSWS 




controller synchronous wait state 


tcs 




take control synchronously 


CAWS 




controller active wait state 


tea 




take control asynchronously 


CPWS 




controller parallel poll wait state 


rpp 




request parallel poll 


ANRS 




acceptor not ready state (acceptor 
handshake) 


IFCIN 




internal interface clear message (a 
debounced signal which is suppressed 
if 'sic' is true) 


SDYS 




source delay state (source handshake) 


ATN 




attention 


STRS 




source transfer state (source hand- 
shake) 


tc(0) 




clock cycle time 


AXSS 
LWAS 




auxiliary command strobe state (auxili- 
ary command register) 

controller wait for ANRS state 
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Table 18. CONTROLLER FUNCTION MESSAGE OUTPUTS 



STATE 


REMOTE MESSAGE SENT 


OTHER ACTIONS 


ATM 

ATN 


bUI 


Ln Ujo-1 ) 




(F) 


(F) 


(NUL) 






(F) 


(F) 


(NUL) 






T 


F 


DATA OUT REG 


r^a+a Hi it Don mav contain an\/ of tho onm ma nHc i n Tahl o 1 Q 
Udld \JU i nt=y. 1 1 lay L.UI Hall I al ly \J\ Ulc OUI I II I lal lUo 1 1 1 laUlt; I 17 


/"'CDC 


F 


(F) 


(NUL) 




CWAS 


F 


(F) 


(NUL) 




CSHS 


F 


(F) 


(NUL) 




CSWS 


T 


F 


(NUL) 




CAWS 


T 


F 


(NUL) 




CPWS 


T 


T 


(NUL) 


DI0(8-1) may be read via the Command Pass Through Register 



o 

CO 
CO 



STATE 


REMOTE MESSAGES SENT 


OTHER ACTIONS 


IFC 


SMS* 


(F) 


Internal interface 


SMS 


F 


clear message IF- 




CIN 


SIAS 


T 


is held false 



STATE 


REMOTE MESSAGES SENT 


OTHER ACTIONS 


REN 


SRIS* 


(F) 




SRIS 


F 




SRAS 


T 





•Buffers not configured for a system controller, otherwise, buffers are configured for system controller. 



The REN and IFC outputs of the WD9914 are con- 
trolled by the auxiliary commands 'sre' and 'sic' 
These should never be used by the host MPU of a de- 
vice unless it is the system controller. As may be 
seen from Figure 14, the REN and IFC outputs of the 
WD9914 are open drains with internal pull-ups. This 
means that the outputs are capable of driving the in- 
puts of the buffers if the device is a system controller. 
If not, the buffers will drive into the REN and IFC pins 
and override the pull-ups. Hence, no direction control 
is required. 

The false transition of REN and the true transition of 



IFC are both debounced to prevent noise on these 
lines from causing permanent state changes on the 
WD9914. In addition, the internal interface clear sig- 
nal (IFCIN) is held false if the WD9914 is sending IFC. 
Figure 12 shows the reason for this. If the device is 
not a system controller, then the occurence of IFC 
will return the controller function toCIDS. If, however, 
the device is a system controller, when it asserts 
IFC and is in CIDS, the 'sic' auxiliary command will 
cause it to enter CADS. As IFCIN is suppressed, it 
will not be forced back into CIDS, and there will be no 
conflict. 
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System Controller 

The WD9914 has no on-chip means of determining 
whether or not it is the system controller. Instead, 
this is determined by the software and by the config- 
uration of the buffers to the IEEE-488 bus. 



PASSES CONTROL 
/\ 



RECEIVES CONTROL 

/S 



CPU 



WD9914 





CLEARS 




TADS 





SENDS 
OTA 


TAG 


RECEIVES 








MTA 





BO 





ENTERS 
SGNS 


f DAC 


RELEASE 
ACDS 
HOLD 















dacr 





SENDS 


TCT 


RECEIVES 






TCT 




TCT 





ENTERS 




CADS 





rcpt 



rqc 





ENTERS 
SGNS 


DAC 


RELEASE 








ACDS 
HOLD 











ENTERS 
CIDS 


ATN 


ENTERS 
CACS& 
SGNS 














ATN -*— 


P 



Figure 13. PASSING CONTROL BETWEEN WD9914 
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_0 IFCIN 



*The REN and IFC signals are at the pins of the WD9914 and are therefore 
negative logic signals. The remaining signals are conventional 
positive logic signals. 



Figure 14. IFC AND REN PINS 
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Table 19. MULTILINE INTERFACE MESSAGES 



L» \J IVI IVI A IN U 


OI IVI DUL 


DIO 

O - I 


PI A<5Q 


INTERRUPT 


DAC(3) 
HOI DOFF 


NOTE 


Addressed Command 
Group 


APP 


nnrtYYYY 


M\_* 








uevice oiear 




AUU I U I uu 




npAQ 


ICO 




f~l rr\i i r\ Cvcif i ito TV! nnar 

uruup cxcouic iriyyci 


P-FT 


AUUU 1 \J\AJ 


AP 


PFT 


1 Co 




v TVv 1 1 
\JU \U LUOdl 


O 1 L_ 


AUUUUUU I 


AP 

MO 


Rl P 




14 


1 icton AHHrocc Pith ir\ 


1 AP 


Y01 YYYYY 

/\W I AAAAA 


AD 








1 nr*al 1 nflrm it 


1 1 o 

LLU 


xnm nnni 

AUU I UUU I 


I |p 
UO 




No 




iviy Listen Muuress 


Ml A 
IVI l_M 


YH1 AAAAA 
AU I MMMMM 


An 


MA MAP Rl P 

IVIM,lVIMO,ni_0 


ivim winy 


4 14 


My Talk Address 


MTA 


X10AAAAA 


AD 


MA, MAC 


MA Only 


4 


My Secondary Address 


MSA 


X11SSSSS 


SE 


APT 


Yes 


5,6 


Other Secondary Address 


OSA 


SCG.MSA- 


SE 


APT 


Yes 


6,7 


Other Talk Address 


OTA 


TAG.MTA- 


AD 


MAC 


No 




Primary Command Group 


PCG 


ACG + UCG + 
i ap .i. ta p 

LMu ■+■ lAo 


— 


— 






Parallel Poll Configure 


PPC 


X0000101 


AC 


UNC 


Yes 


8 


Parallel Poll Enable 


PPE 


X110SPPP 


SE 


UNC 


Yes 


9,10 


Parallel Poll Disable 


PPD 


X111DDDD 


SE 


UNC 


Yes 


9,11 


Parallel Poll Unconfigure 


PPU 


X0010101 


UC 


UNC 


Yes 


12 


Secondary Command 
Group 




Y1 1 YYYYY 
A I I AAAAA 


Ot 












AUUUU 1 uu 


AP 




Voc 
Icb 




Qcirial Drill Pi i c a K 1 ci 


oru 


Ynm mm 

AUU l I UU I 


I IP 


None 






oenai row cnauie 


CDC 

ore 


AUU I I uuu 


I IP 


None 


INO 




Takp Control 


TCT 


X0001001 


AC 


UNC 


Yes 


13 


Talk Address Group 


TAG 


X10XXXXX 


AD 








Unlisten 


UNL 


X0111111 


AD 


MAC 


No 




Untalk 


UNT 


X1011111 


AD 








Universal Command Group 


UCG 


X001XXXX 


UC 


None 


No 





CO 
CO 



Classes: UC — universal command 

AC — addressed command 

AD — address 

SE — secondary command 

Symbols: — logical zero (high level on 
GPIB) 

1 — logical one (low level on GPIB) 
x — don't care (received message) 

NOTES: 

1. Interrupts listed are as a direct consequence of 
the command received. They are set during 
ACDS1 and will cause the INT pin to be pulled 
low if unmasked. 

2. The addressed commands will only cause their 
corresponding interrupt if the device is in LADS 
with the exception of TCT. 

3. A DAC holdoff will only be caused if the 
corresponding interrupt is unmasked. 



4. AAAAA represents the primary address of a 
device. 

5. SSSSS represents the secondary address of a 
device. 

6. Secondary addresses are handled via address 
pass through (APT interrupt). The host MPU 
should respond by writing the 'dacr' auxiliary 
command with 'cs' false. 

7. If OSA is passed through via the APT interrupt, 
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the host MPU should respond by writing the 
'dacr 1 auxiliary command with 'cs' false. 

8. PPC is not recognized by the WD9914 and is 
therefore treated as an unrecognized addressed 
command. 

9. PPE and PPD are secondary commands. These 
may be passed through to the host MPU using 
the 'pts' auxiliary command. When the PPC 
command is received the 'pts' auxiliary 
command should be written. PPE or PPD will 
then cause an APT interrupt. 

10. SPPP specifies the sense bit, and the desired 
parallel poll response is a remotely configured 
parallel poll. 



11. DDDD specifies don't care bits which must be 
sent as zeros but need not be decoded by the 
host MPU of the receiving devices. 

12. PPU is not recognized by the WD9914 and will 
cause a UNC interrupt. 

13. TCT is not recognized directly by the WD9914. It 
will cause a UNC interrupt when the device is in 
TADS. 

14. RLC is set if MLA or GTL causes an appropriate 
transition in the Remote/Local function. 



O 

CO 
CO 



TYPICAL SEQUENCES OF EVENTS FOR THE CONTROLLER 



( CIDS ) 



> 



C 



( CADS ) 



_ 1^ 
sic I >- 



>- 



J 



< 



ATN 



( SGNS ) 



c 



J 



( SGNS ) 



-< 



RFD.DAC 



DAV 



Figure 15. CONTROLLER TAKING CONTROL 
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CPU 




CONT 




S.H. 




LISTEN 




A.H. 




OTHER 







BO 
gts 



<3 



»<]- 



( + END) 
tcs 



J 



C 



( SGNS ) 



CSBS ) 



3C 



C SIPS ) C LACS ) 



ANRS ) 



ACRS J 



ACDS1 



ACDS2 



•ASSUME NO 

HOLDOFF C CSBS ) ( SIPS ) C LACS 



rdin i > 



C CWAS ) 



( CSWS1 •) 

t 

( CSWS2*) 



C CAWS ) 



C LAPS 



( SGNS ) 



( AIPS ) 



PAC 



RFD 
DAV 
RFD 



DAC 
DAV 
PAC 

RFD 
DAV 

RFD 



DAC 
DAV 

DAC 



RFD 

+ 
PAC 



•CWAS INHIBITS ANRS - ACRS, SO RDIN CAN OCCUR BEFORE ATN IS SET. 



Figure 16. CONTROLLER AS A LISTENER (GOING TO STANDBY) 
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CPU 



BO 
wdot 



<1- 



<3 



BO 
wdot 



( CACS ") 



fC! BS~) 



■r> 



( CSWS1 ) 

Hfr 

( CSWS2 ) 10 



CAWS 
( CACS 1 



( SGNS J 



( SIPS ) C TACS ) 



I SGNS ) 



C SDYS ) 



( STRS •) 



( SGNS ) 



( TADS ) 



( S PS ) 



( SGNS ) 



t SDYS ) 



—111 

( STRS ) 



C SGNS ) 



-o 



RFD.DAC 

PAV 

DAC 



<I 
<l 



PAC 



•MOMENTARY TRANSITION FOLLOWING BO INTERRUPT IS GUARANTEEP ON THE WD9914. 



Figure 17. CONTROLLER AS A TALKER (GOING TO A STANDBY) 
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o 

CO 

to 



CPU 



C CACS ) 



( SGNS ) 



;, I DAG 



( CPWS ) 
—HI 



2 |iS 

rcpl r> 

Tpp 



> 



( SIPS j 



( CAWS ) 



t9 

( CACS ) 



<T 



4> 



( sgVis j 



Figure 18. CONTROLLER PARALLEL POLLING 



WD9914 ELECTRICAL SPECIFICATIONS 

ABSOLUTE MAXIMUM RATINGS OVER 
OPERATING FREE-AIR TEMPERATURE RANGE 
(Unless otherwise noted)* 

Supply Voltage, Vcc (see Note 1) -0.3V to 20V 

All Input and Output Voltages -0.3V to 20V 

Continuous Power Dissipation 0.8 W 

Operating Free-Air Temperature Range . 0°Cto70°C 
Storage Temperature Range - 55°C to 150°C 



RECOMMENDED OPERATING CONDITIONS 



•Stresses beyond those listed under "Absolute 
Maximum Ratings" may cause permanent damage 
to the device. This is a stress rating only and func- 
tional operation of the device at these or any other 
conditions beyond those indicated in the "Recom- 
mended Operating Conditions" section of this 
specification is not implied. Exposure to absolute- 
maximum-rated conditions for extended periods 
may affect device reliability. 

NOTE 1: 

Under absolute maximum ratings voltage values are 
with respect to Vss- 





MIN 


NOM 


MAX 


UNIT 


Supply voltage, Vcc 


4.75 


5 


5.25 


V 


Supply voltage, Vss 









V 


High-level input voltage, V|h 


2 




VCC + 1 


V 


Low-level input voltage, V||_ 


VSS-0.3 




0.8 


V 


Operating free-air temperature, Ta 







70 


°c 
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ELECTRICAL CHARACTERISTICS OVER FULL RANGE OF RECOMMENDED OPERATING CONDITIONS 



PARAMETER 


TEST CONDITIONS 


MIN 


TYPf 


MAX 


UNIT 


VOH 


High-level output voltage 
Except REN,IFC,INT 


IQH = -400fiA 


2.4 




vcc 


V 




RENJFC only 


lOH = - lOO^A 


2.2 




VCC 


V 


VOL 


Low-level output voltage 


IOL — ^ niA 


vss 




U.4 


V 


l| Input current (any input) 


V| = 2VtoVcC 






±10 


HA 


ice 


Vcc supply current 








150 


mA 


Ci 


Input capacitance 
(any input) 


f = 1 MHz, unmeasured 
pins atOV 






15 


PF 



t All typical values are at Ta = 25°C and nominal voltage. 



TIMING CHARACTERISTICS AND REQUIREMENTS 

Timing characteristics and requirements are given in 
the following and relevant timing diagrams are 
shown in Figure 10 through Figure 27. 



Clock and Host Interface Timing Requirements Over Full Range of Operating Conditions 



PARAMETER 


MIN 


TYP 


MAX 


UNIT 


tc(0) 


Clock cycle time 


200 




2000 


ns 


'w(OH) 


Clock high pulse width 


100 




1955 


ns 


tw(OL) 


Clock low pulse width 


45 






ns 


tsu(AD) 


Address setup time 









ns 


tsu(DBIN) 


DBIN setup time 









ns 


tsu(CE) 


CE setup time 


100 






ns 


tsu(WE) 


WE setup time 









ns 


tw(WE) 


WE low pulse width 


80 






ns 


tsu(DA) 


Data setup time 


60 






ns 


th(DA) 


Data hold time 









ns 


th(AD) 


Address hold time 









ns 


th(DBIN) 


DBIN hold time 









ns 


th(CE) 


CE hold time 


80 






ns 


tsu(GR) 


ACCGR setup time 


100 






ns 


th(GR) 


ACCGR hold time 


80 






ns 


Host Interface Timing Characteristics Over Full Range of Operating Conditions 


PARAMETER 


MIN 


TYP 


MAX 


UNIT 


*a(CE) 


Access time from CE 






150 


ns 


*a(DBIN) 


Access time from DBIN 






150 


ns 


tsu(AD) 


Address setup time to CE 









ns 


tz(DBIN) 


Hi-Ztime from DBIN 




50 


100 


ns 


tz(CE) 


Hi-Z time from CE 




50 


100 


ns 


*a(GR) 


Access time from ACCGR 






150 


ns 


*z(GR) 


Hi-Ztime from ACCGR 




50 


100 


ns 


td(GR/RQ) 


Delay of ACCRQ high from ACCGR 






100 


ns 
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Source Handshake Timing Characteristics Over Full Range of Operating Conditions (see Note 1) 



PARAMETER 


TEST CONDITIONS 


MIN 


MAX 


UNIT 


td1 


Delay of DAV true from end 


Normal Ti (see Note 2) 


12(0)t 


12(0)t + 310 


ns 




of write operation to data 


Short Ti (see Note 2) 


8(0)t 


8(0)t + 310 


ns 




out register 


Very short Ti (see Note 2) 


4(0)t 


4(0)t + 310 


ns 


td2 


Delay of valid GPIB data 
lines from end of write 
cycle 






140 


ns 


td3 


Delay of BO interrupt from 
DAC true 


BO interrupt unmasked 




300 


ns 


td4 


Delay of ACCRQ DAC true 






300 


ns 


*d5 


Delay of DAV false from 
DAC true 






160 


ns 



a 

CO 
CD 



NOTES: 

1. The timing of the source handshake is the same 
whether ATN is true or false, i.e., whether the 
device is in TACS, CACS, or SPAS. 

2. A very short bus settling time (T-|) occurs on the 
second and subsequent data byte sent when ATN 



is false if the 'vstdl ' feature is set. A slightly longer 
bus settling time takes place if 'stdl' is set unless 
there is a very short bus settling time. In all other 
instances, a normal bus settling time occurs. 



Acceptor Handshake Timing Characteristics Over Full Range of Operating Conditions 



PARAMETER 


TEST CONDITIONS 


MIN 


MAX 


UNIT 


td6 


Delay of Bl interrupt from 
DAV true 


Bl interrupt unmarked ATN 
= false device is in LACS 


2(0)t 


2(0)t + 415 


ns 


to? 


Delay of ACCRQ from 
DAV true 


ATN = false device is 
in LACS 


2(0)t 


2(0)t + 290 


ns 


td8 


Delay of DNAC false from 
DAV true 


ATN = false device is 
in LACS 


3(0)t 


3(0)t + 445 


ns 


td9 


Delay of N RFD false from 
end of read operation of 
Data In register 


ATN = false device is 
in LACS 




220 


ns 


td10 


Delay of interface message 
interrupt from DAV true 


ATN = true device not 
in CACS all interface 
message interrupts 
(except UNO) 


2(0)t 


2(0)t + 415 


ns 






UNO interrupt only 


5(0)t 


5(0)t + 415 


ns 


td11 


Delay of N DAC false 
from DAV true 


ATN = true device not in 
CACS no DAC holdoff 


7(0)t 


7(0)t + 415 


ns 


td12 


Delay of NDAC false from 
end of write operation 






230 


ns 


td13 


Delay of N RFD false from 
DAV false 


ATN = true device not 
in CACS 




180 


ns 
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ATN, EOI, and IFC Timing Characteristics Over Full Range of Operating Conditions 



PARAMETER 


TEST CONDITIONS 


MIN 


MAX 


UNIT 


td14 


Delay of NDAC true 
from ATN tn ip 

iiui || ill uuc 


Device is not in CACS 




195 


ns 


td15 


Delay of TE high 
from EOI true 


Device is not in CACS 




125 


ns 




Delay of valid data 
from EOI true 


Device is not in CACS 




140 


ns 


td17 


Delay of TE low from 
EOI false 


Device is not in CACS 




125 


ns 


td18 


Delay of NRFD true 
from ATN false 


Device is in LADS/ LACS 




140 


ns 


td19 


Response time to IFC 




16t C (0) 


30t c (0) 


ns 


Controller Timing Characteristics Over Full Range of Operating Conditions 


PARAMETER 


TEST CONDITIONS 


MIN 


MAX 


UNIT 


td20 


Delay of ATN true from end 
of t ca aux command 




8tc(0) 


1<X0)t + 220 


ns 


td21 


Delay of BO interrupt from 
end of t ca aux command 




18t C (0) 


22(0)t + 415 


ns 


td22 


Delay of ATN true from end 
of t cs aux command 


BO unmasked device is 
inANRS 


8tc(0) 


10(0)t + 220 


ns 


<d23 


Delay of BO interrupt from 
end of t cs aux command 


BO unmasked device is 
inANRS 


18t C (0) 


22(0)t + 415 


ns 


td24 


Delay of EOI true from 
rpp aux command set 






230 


ns 


td25 


Delay of EOI false from 
r pp aux command cleared 






230 


ns 


td26 


Delay of EOI from rpp 
aux command cleared 


BO unmasked 


8tc(0) 


10(0)t + 415 


ns 


td27 


Delay of ATN false from 
sts aux command 


Device isnotinSDYS 
orSTRS 




210 


ns 




'c(O) 



Figure 19. WD9914 CLOCK CYCLE TIMING 
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Figure 20. WD9914 READ CYCLE TIMING 
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X 
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X 
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X 



-'su(DA)4- 



-'su(DA); 



X 



|«— 'h(DA)^] 
-*h(DA)- ^| 



'su(DA)i 'h(DA). AN D <h(AD) ARE ONLY APPLICABLE TO THE FIRST SIGNAL TO BECOME INACTIVE, WHETHER IT IS WE OR CE, 



Figure 21. WD9914 WRITE CYCLE TIMING 
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ACCRQ ■ 



ACCGR • 
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t C (GR/RQ) 



-A 



DBIN • 



V 



f 



WE- 



\JOTE _3^' I 



D0-D7 - 



— 'a(DBIN)- 
-'a(GR) 



-c 



NOTE 3: A WRITE ENABLE PULSE MAY OCCUR IN A DMA READ OPERATION. A WRITE ENABLE PULSE MAY THEREFORE BE 
PROVIDED FOR SYSTEM MEMORY AND NEED NOT BE SUPPRESSED AT THE WD9914. 



Figure 22. WD9914 DMA READ OPERATION 
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'su(GR)- 
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VALID DATA 



''su<DA) AN D 'h(DA) ARE ONLY APPLICABLE TO THE FIRST SIGNAL TO BECOME INACTIVE, WHETHER IT IS WE OR ACCGR. 



Figure 23. WD9914 DMA WRITE OPERATION 
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WE- 



s 
o 
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|**| <d2 



7 



Z7i 



|"*-'d3-»-| (SEE NOTE 4) 

\ 
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DAV 



t<J5 
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c 
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O 
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7 



ACCRQ ■ 



|^-<d6-H 



(SEE NOTE 5) 
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^ ./, 



NOTES: 

4: THE INTERRUPT LINE IS TAKEN LOW BY A BO INTERRUPT. 
5: THE INTERRUPT LINE IS TAKEN LOW BY A Bl INTERRUPT. 



Figure 24. WD9914 SOURCE AND ACCEPTOR HANDSHAKE TIMING(S) 
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NDAC . 
INT - 
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X 
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<dl3— *-j 
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■*d11- 



►I |-«- ( d12»1 




READ INTERRUPT 
STATUS 



WRITE dacr TO 
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COMMAND REG 



NOTES: 

6: THE BROKEN LINE SHOWS THE WAVEFORM IF THERE IS NO DAC HOLDOFF. THE SOLID LINES ASSUME THERE IS A DAC HOLDOFF. 



Figure 25. WD9914 ACCEPTOR HANDSHAKE TIMING "ATN" TRUE 
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EOI- 



NRFD- 



NDAC- 



IFC- 



l d15 



\ 
/ 



Hl-Z 



| < »| <d14 



<d16 



<d17U w 



(SEE NOTE 7) 



\ 



\ 



> 



<d19 



(SEE NOTE 



NOTES: 

7: THIS ASSUMES THAT AN RFD HOLDOFF OCCURS. 

8: IFC CAUSES THE WD9918 TO BE UNADDRESSED AND AN IFC INTERRUPT OCCURS. 



Figure 26. WD9914 RESPONSE TO 'ATN' AND 'EOI' 
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I I I I I I I 1 1 

WRITE .READ INT SET CLEAR WRITE 

•cs ort ca STATO r pp r pp s ts 

NOTE: 9: A BD INTERRUPT OCCURS AS THE WD9914 ENTERS CACS. 

Figure 27. WD9914 CONTROLLER TIMING 
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See page 429 for ordering information. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed in u S A 



WESTERN DiGtTAL 

CORPORATION 

WD1943(8116)/WD1 945(81 36) Dual Baud Rate Clock 



FEATURES 

•16 SELECTABLE BAUD RATE CLOCK FREQUENCIES 
•OPERATES WITH CRYSTAL OSCILLATOR OR EX- 
TERNALLY GENERATED FREQUENCY INPUT 

• ROM MASKABLE FOR NON-STANDARD FREQUENCY 
SELECTIONS 

• INTERFACES EASILY WITH MICROCOMPUTERS 

• OUTPUTS A 50% DUTY CYCLE CLOCK WITH 0.01% 
ACCURACY 

•6 DIFFERENT FREQUENCY/DIVISOR PAIRS 

AVAILABLE 
•SINGLE +5V POWER SUPPLY 
•COMPATIBLE WITH BR1941 

• TTL, MOS COMPATIBILITY 

• WD1943 IS PIN COMPATIBLE TO THE COM81 16 

• WD1945 IS PIN COMPATIBLE TO THE COM8136 AND 
COM5036 (PIN 9 ON WD1945 IS A NO CONN ECT) 



GENERAL DESCRIPTION 

The WD1943/45 is an enhanced version of the BR1941 Dual 
Baud Rate Clock. The WD1 943/45 is a combination Baud 
Rate Clock Generator and Programmable Divider. It is 
manufactured in N-channel MOS using silicon gate 
technology. This device is capable of generating 16 ex- 
ternally selected clock rates whose frequency is deter- 
mined by either a single crystal or an externally generated 
input clock. The WD1943/45 is a programmable counter 
capable of generating a division by any integer from 4 to 
2 15 — 1, inclusive. 

The WD1943/45 is available programmed with the most 
used frequencies in data communication. Each frequency 
is selectable by strobing or hard wiring each of the two sets 
of four Rate Select inputs. Other frequencies/division rates 
can be generated by reprogramming the internal ROM 
coding through a MOS mask change. Additionally, further 
clock division may be accomplished through cascading of 
devices. The frequency output is fed into the XTAL/EXT 
input on a subsequent device. 

The WD1943/45 can be driven by an external crystal or by 
TTL logic. 



o 

-i. 

to 

o 

CD 



I 
1 



XTAUEXT 1 
+ 5V 
'H 

Ra 
Rb 
Rc 
Rd 

STR 
NC 



c 
c 
c 
c 
c 

q 
c 
c 



1 D 18 

2 17 

3 16 
15 



□ 
□ 
□ 
□ 
□ 
□ 
□ 



XTAUEXT 2 

<T 

T A 

T B 

TC 

T D 

STT 

GND 

NC(1943) 
f/4(1945) 



PIN CONNECTIONS 



FREQUENCY 
DECODE 

AND 
CONTROL 



XTAU_ 
EXT 1 



XTAU_ 
EXT 2 



OSCILLATOR 



FREQUENCY 
SELECT 
ROM 



»- 1/4 

(1945) 



FREQUENCY 
DECODE 
AND 
CONTROL 



FREQUENCY 
SELECT 
ROM 



BLOCK DIAGRAM 
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PIN DESCRIPTION 



PIN NUMBER 


SYMBOL 


NAME 


FUNCTION 


1 


XTAUEXT 1 


Crystal or 
External Input 1 


This input receives one pin of the crystal package or one 
polarity of the external input. 


2 


vcc 


Power Supply 


+ 5 volt Supply 


3 


fR 


Receiver Output 
Frpni ipnpu 


This output runs at a frequency selected by the Receiver 

Adrirpc;^ innnt^ 

r\ VJ U COD II 1 U I O . 


4-7 


Ra Rd R/^ Rn 

Aj n D' n L" n U 


Rpppiupr AHHrp^c: 


Thp Innip IpvpI nn thp^p inmitQ a? Qhouvn in Tahlp 1 thru fi 
i i ic ivjy il* ictci \ji i u icqc 1 1 ipu 10 cto oiiumi ill I ctuic I 11 n u vj, 

selects the receiver output frequency, fR. 


8 


STR 


Strobe-Receiver 
Address 


A high-level input strobe loads the receiver address (RAi RBi 
Re. R D) in to the receiver address register. This input may be 
strobed or hard wired to + 5V. 


9 


NC 


No Connection 


No Internal Connection 


10 


NC (19431 
f/4(1945) 


No Connpptinn 

freq/4 Output 


Nn Intprnal ("Innnpptinn 

[1 HCI I Id ulJ II UUI I 

XTAL1 input freq divided by four. 


11 


GND 


Ground 


Ground 


12 


STT 


Strobe-Transmitter 
Address 


A high-level input strobe loads the transmitter address (Ta, 
Tb. t C, Tq) into the transmitter address register. This input 
may be strobed or hard wired to + 5V. 


13-16 


TD. t C. Tb, Ta 


Transmitter 
Address 


The logic level on these inputs, as shown in Table 1 thru 6, 
selects the transmitter output frequency, fj. 


17 


fT 


Transmitter 

Output 

Frequency 


This output runs at a frequency selected by the Transmitter 
Address inputs. 


18 


XTAL/EXT2 


Crystal or 
External 
Input 2 


This input receives the other pin of the crystal package or the 
other polarity of the external input. 



STROBE / 
(STR/STT) * 



1 



-Tp w -- 



T SET-UP — 
SEE NOTE 1 
PAGE 3 



■ADDRESS NEED ONLY BE VALID DURING THE LAST 
TPW TIME OF THE INPUT STROBE 



CONTROL TIMING 



CRYSTAL OPERATION 
WD1943/45 



EXTERNAL INPUT OPERATION 
WD1943/45 



^ CRYST AL |^ 

l-di isbJ ™ x >Xrir~^b-l 7 T «* J-f>>-rJ, , 8 b-l 



74XX TOTEM POLE OR OPEN COLLECTOR OUTPUT 



CRYSTAUCLOCK OPTIONS 



ABSOLUTE MAXIMUM RATINGS 

Positive Voltage on any Pin, with respect to ground 
Negative Voltage on any Pin, with respect to ground 
Storage Temperature 



+ 7.0V 
-0.3V 

(plastic package) -55°Cto +125°C 
(Cerdip package and Ceramic package) -65°Cto +150°C 



Lead Temperature (Soldering, 10 sec.) + 325°C 

"Stresses above those listed may cause permanent damage to the device. This is a stress 
rating only and Functional Operation of the device at these or at any other condition 
above those indicated in the operational sections of this specification are not implied. 
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ELECTRICAL CHARACTERISTICS (T A = 0°Cto + 70°C, Vcc = + 5V ±5% standard.) 



PARAMETER 


MIN 


TYP 


MAX 


UNIT 


COMMENTS 


DC CHARACTERISTICS 












INPUT VOLTAGE LEVELS 
Low-level, V||_ 
High-level, V|H 


2.0 




0.8 

vec 


V 
V 


See Note 1 


UU 1 rU 1 VULIAut LtvtLo 

Low-level, Vol 
High-level, Voh 


VcC-1-5 


4.0 


0.4 


V 
V 


lOL = 3.2 mA 
lOH = 100 M A 


INPUT CURRENT 
High-level, l|H 
Low-level, 






-10 
10 


MA 
uA 

fan 


v|n = GNdI STR(8)andSTT(12) Only 


Low-level, l|L 

INPUT CAPACITANCE 
All Inputs, C|N 




5 


300 
10 


MA 

pf 


V|N = GND (All inputs except 

XTAL, STR and STT) 

V|N = GND, excluding XTAL inputs 


EXT. INPUT LOAD 




4 


5 




Series 7400 unit loads 


INPUT RESISTANCE 
Crystal Input, RxTAL 

POWER SUPPLY CURRENT 

ice 

AC CHARACTERISTICS 


1.1 


40 


80 


KQ 
mA 


Resistance to ground for 
Pin 1 and Pin 18 

Ta = + 25°C 


CLOCK FREQUENCY 










See Note 2 


PULSE WIDTH (Tpw) 
Clock 

Receiver strobe 
Transmitter strobe 


150 
150 




DC 
DC 


ns 
ns 


50% Duty Cycle ± 10%. See Note 2 
Qpp Note 3 
See Note 3 


INPUT SET-UP TIME (TsET-UP) 
Address 


50 






ns 


See Note 3 


OUTPUT HOLD TIME (THOLD) 
Address 


50 






ns 




STROBE TO NEW FREQUENCY 
DELAY 






6 


CLK 





D 

CO 

i 

o 

— L 

CD 
00 

1 



NOTE 1 : XTAUEXT inputs are either TTL compatible or crystal compatible. See crystal specification in 
Applications Information section. 

All inputs except XTAL, STR and STT have internal pull-up resistors. 
NOTE 2: Refer to frequency option tables for maximum input frequency on XTAUEXT pins. 

Typical clock pulse width is 1/2 x CL 
NOTE 3: Input set-up time can be decreased to >0 ns by increasing the minimum strobe width (50 ns) to a total of 200 ns. 

Ta-D and Ra-D nave internal pull-up resistors. 



OPERATION 
Standard Frequencies 

Choose a Transmitter and Receiver frequency from the 
table below. Program the corresponding address into TA-TD 
and RA-RD respectively using strobe pulses or by hard 
wiring the strobe and address inputs. 



Non-Standard Frequencies 

To accomplish non-standard frequencies do one of the 
following: 

1. Choose a crystal that when divided by the WD1943 
generates the desired frequency. 

2. Cascade devices by using the frequency outputs as an 
input to the XTAUEXT inputs of the subsequent 
WD1 943/45. 

3. Consult the factory for possible changes via ROM mask 
reprogramming. 
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FREQUENCY OPTIONS 



ENCY 



5.0688 MHZ 



Transmit/Receive 
Address 


Baud 
Rate 
(16X Clock) 


Theoretical 
Freq. (kHz) 


Actual 
Freq. (kHz) 


Percent 
Error 


Duty 
Cycle 

% 


Divisor 


D 


c 


B 


A 














50 


0.8 


0.8 


— 


50/50 


6336 











1 


75 


1.2 


1.2 


— 


50/50 


4224 








1 





110 


1.76 


1.76 


— 


50/50 


2880 








1 


1 


134.5 


2.152 


2.1523 


0.016 


50/50 


2355 





1 








150 


2.4 


2.4 


— 


50/50 


2112 





1 





1 


300 


4.8 


4.8 


— 


50/50 


1056 





1 


1 





600 


9.6 


9.6 




50/50 


528 





1 


1 


1 


1200 


19.2 


19.2 




50/50 


264 













1800 


28.8 


28.8 




50/50 


176 










1 


2000 


32.0 


32.081 


0.253 


50/50 


158 







1 





2400 


38.4 


38.4 




50/50 


132 







1 


1 


3600 


57.6 


57.6 




50/50 


88 




1 








4800 


76.8 


76.8 




50/50 


66 




1 





1 


7200 


115.2 


115.2 




50/50 


44 




1 


1 





9600 


153.6 


153.6 




48/52 


33 




1 


1 


1 


19,200 


307.2 


316.8 


3.125 


50/50 


16 



WD1943-00 or WD1945-00 



TABLE 2. CLOCK FREQUENCY = 2.76480 MHZ 



Transmit/Receive 
Address 


Baud 
Rate 

(16X Clock) 


Theoretical 
Freq. (kHz) 


Actual 
Freq. (kHz) 


Percent 
Error 


Duty 
Cycle 

% 


Divisor 


D 


c 


B 


A 














50 


0.8 


0.8 




50/50 


3456 











1 


75 


1.2 


1.2 




50/50 


2304 








1 





110 


1.76 


1.76 


-0.006 


50/50 


1571 








1 


1 


134.5 


2.152 


2.152 


-0.019 


50/50 


1285 





1 








150 


2.4 


2.4 




50/50 


1152 





1 





1 


200 


3.2 


3.2 




50/50 


864 





1 


1 





300 


4.8 


4.8 




50/50 


576 





1 


1 


1 


600 


9.6 


9.6 




50/50 


288 













1200 


19.2 


19.2 




50/50 


144 










1 


1800 


28.8 


28.8 




50/50 


96 







1 





2000 


32.0 


32.15 


+ 0.465 


50/50 


86 







1 


1 


2400 


38.4 


38.4 




50/50 


72 




1 








3600 


57.6 


57.6 




50/50 


48 




1 





1 


4800 


76.8 


76.8 




50/50 


36 




1 


1 





9600 


153.6 


153.6 




50/50 


18 




1 


1 


1 


19,200 


307.2 


307.2 




50/50 


9 



WD1 943-02 or WD1 945-02 



TABLE 3. CRYSTAL FREQUENCY = 6.018305 MHZ 



Transmit/Receive 
Address 


Baud 
Rate 

(16X Clock) 


Theoretical 
Freq. (kHz) 


Actual 
Freq. (kHz) 


Percent 
Error 


Duty 
Cycle 

% 


Divisor 


D 


c 


B 


A 














50 


0.8 


.7999 





50/50 


7523* 











1 


75 


1.2 


1.2000 





50/50 


5015* 








1 





110 


1.76 


1.7597 





50/50 


3420 








1 


1 


134.5 


2.152 


2.1517 





50/50 


2797* 





1 








150 


2.4 


2.3996 





50/50 


2508 





1 





1 


200 


3.2 


3.1995 





50/50 


1881* 





1 


1 





300 


4.8 


4.7993 





50/50 


1254 





1 


1 


1 


600 


9.6 


9.5986 





50/50 


627* 













1200 


19.2 


19.2279 


+ 0.14 


50/50 


31.3* 










1 


1800 


28.8 


28.7959 





50/50 


209* 







1 





2000 


32.0 


32.0125 





50/50 


188 







1 


1 


2400 


38.4 


38.3334 


-0.17 


50/50 


157' 




1 








3600 


57.6 


57.8687 


+ 0.46 


50/50 


104 




1 





1 


4800 


76.8 


77.1583 


+ 0.46 


50/50 


78 




1 


1 





9800 


153.6 


154.3166 


+ 0.46 


50/50 


39* 




1 


1 


1 


19,200 


307.2 


300.9175 


-2.04 


50/50 


20 



WD1943-03 or WD1945-03 
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TABLE 4. CLOCK FREQUENCY = 5.52960 MHZ 



Transmit/Receive 
Address 


Baud 
Rate 
(32X Clock) 


Theoretical 
Freq. (kHz) 


Actual 
Freq. (kHz) 


Percent 
Error 


Duty 
Cycle 

% 


Divisor 


D 


c 


B 


A 


n 


n 
u 








50 


1.6 


1.6 





50/50 


3456 


n 
u 


u 





1 


75 


2.4 


2.4 





50/50 


2304 


n 

u 


u 


1 


u 


110 


3.52 


3.52 


-0.006 


50/50 


1571 




u 


1 


1 


134.5 


4.304 


4.303 


-0.019 


50/50 


1285 


o 




u 


u 


150 


4.8 


4.8 




50/50 


1152 





1 





1 


200 


6.4 


6.4 





50/50 


864 





1 


1 





300 


9.6 


9.6 





50/50 


576 





1 


1 


1 


600 


19.2 


19.2 





50/50 


288 













1200 


38.4 


38.4 




50/50 


144 










1 


1800 


57.6 


57.6 




50/50 


96 







1 





2000 


64.0 


64.3 


+ 0.465 


50/50 


86 







1 


1 


2400 


76.8 


76.8 




50/50 


72 




1 








3600 


115.2 


115.2 




50/50 


48 




1 





1 


4800 


153.6 


153.6 




50/50 


36 




1 


1 





9600 


307.2 


307.2 




50/50 


18 




1 


1 


1 


19,200 


614.4 


614.4 




50/50 


9 



WD1943-04 or WD1945-04 



TABLE 5. CRYSTAL FREQUENCY = 4.9152 MHZ 



Transmit/Receive 
Address 


Baud 
Rate 
(16X Clock) 


Theoretical 
Freq. (kHz) 


Actual 
Freq. (kHz) 


Percent 
Error 


Duty 
Cycle 

% 


Divisor 


D 


c 


B 


A 














50 


0.8 


0.8 




50/50 


6144 











1 


75 


1.2 


1.2 




50/50 


4096 








1 





110 


1.76 


1.7598 


-0.01 




2793 








1 


1 


134.5 


2.152 


2.152 




50/50 


2284 





1 








150 


2.4 


2.4 




50/50 


2048 





1 





1 


300 


4.8 


4.8 




50/50 


1024 





1 


1 





600 


9.6 


9.6 




50/50 


512 





1 


1 


1 


1200 


19.2 


19.2 




50/50 


256 













1800 


28.8 


28.7438 


-0.19 


* 


171 










1 


2000 


32.0 


31.9168 


-0.26 


50/50 


154 







1 





2400 


38.4 


38.4 




50/50 


128 







1 


1 


3600 


57.6 


57.8258 


0.39 




85 




1 








4800 


76.8 


76.8 




50/50 


64 




1 





1 


7200 


115.2 


114.306 


-0.77 




43 




1 


1 





9600 


153.6 


153.6 




50/50 


32 




1 


1 


1 


19,200 


307.2 


307.2 




50/50 


16 



WD1943-05 or WD1945-05 



TABLE 6. CRYSTAL FREQUENCY = 5.0688 MHZ 



Transmit/Receive 
Address 


Baud 
Rate 
(32X Clock) 


Theoretical 
Freq. (kHz) 


Actual 
Freq. (kHz) 


Percent 
Error 


Duty 
Cycle 

% 


Divisor 


D 


c 


B 


A 














50 


1.6 


1.6 




50/50 


3168 











1 


75 


2.4 


2.4 




50/50 


2112 








1 





110 


3.52 


3.52 




50/50 


1440 








1 


1 


134.5 


4.304 


4.303 


.026 


50/50 


1178 





1 








150 


4.8 


4.8 




50/50 


1056 





1 





1 


200 


6.4 


6.4 




50/50 


792 





1 


1 





300 


9.6 


9.6 




50/50 


528 





1 


1 


1 


600 


19.2 


19.2 




50/50 


264 













1200 


38.4 


38.4 




50/50 


132 










1 


1800 


57.6 


57.6 




50/50 


88 







1 





2400 


76.8 


76.8 




50/50 


66 







1 


1 


3600 


115.2 


115.2 




50/50 


44 




1 








4800 


153.6 


153.6 






33 




1 





1 


7200 


230.4 


230.4 




50/50 


22 




1 


1 





9600 


307.2 


298.16 


2.941 




17 




1 


1 


1 


19,200 


614.4 


633.6 


3.125 


50/50 


8 



•When the duty cycle is not exactly 50% it is 50% ± 10% 

WD1943-06orWD1945-06 
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APPLICATIONS INFORMATION 
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OPERATION WITH A CRYSTAL 

The WD1943/45 Baud Rate Generator may be driven by 
either a crystal or TTL level clock. When using a crystal, the 
waveform that appears at pins 1 (XTAL/EXT 1) and 18 
(XTAUEXT 2) does not conform to the normal TTL limits of 
Vil < 0.8V and V|h > 2.0V. Figure 1 illustrates a typical 
crystal waveform when connected to a WD1943/45. 

Since the D.C. level of the waveform causes the least 
positive point to typically be greater than 0.8V, the 
WD1943/45 is designed to look for an edge, as opposed to a 
TTL level. The XTAL/EXT logic triggers on a rising edge of 
typically 1V in magnitude. This allows the use of a crystal 
without any additional components. 

OPERATIONS WITH TTL LEVEL CLOCK 

With clock frequencies in the area of 5 MHz, significant 
overshoot and undershoot ("ringing") can appear at pins 1 
and/or 18. The clock oscilator may, at times be triggered on 
a rising edge of an overshoot or undershoot waveform, 
causing the device to effectively "double-trigger." This 
phenomenon may result as a twice expected baud rate, or 
as an apparent device failure. Figure 2 shows a typical 
waveform that exhibits the "ringing" problem. 

The design methods required to minimize ringing include 
the following: 

1. Minimize the P.C. trace length. At 5 MHz, each inch of 
trace can add significantly to overshoot and undershoot. 

2. Match impedances at both ends of the trace. For 
example, a series resistor near the device may be 
helpful. 

3. A uniform impedance is important. This can be ac- 
complished through the use of: 

a. parallel ground lines 

b. evenly spaced ground lines crossing the trace on the 
opposite side of PC board 

c. an inner plane of ground, e.g., as in a four layered PC 
board. 

In the event that ringing exists on an already finished 
board, several techniques can be used to reduce it. These 



Add a series resistor to match impedance as shown in 
Figure 3. 

Add pull-up/pull-down resistor to match impedance, as 
shown in Figure 4. 

Add a high speed diode to clamp undershoot, as shown 
in Figure 5. 



The method that is easiest to implement in many systems 
is method 1, the series resistor. The series resistor will 
cause the D.C. level to shift up, but that does not cause a 
problem since the OSC is triggered by an edge, as opposed 
to a TTL level. 



The 1943/45 Baud Rate Generator can save both board 
space and cost in a communications system. By choosing 
either a crystal or a TTL level clock, the user can minimize 
the logic required to provide baud rate clocks in a given 
design. 



POWER LINE SPIKES 

Voltage transients on the AC power line may appear on the 
DC power output. If this possibility exists, it is suggested 
that a by-pass capacitor is used between + 5V and GND. 



CRYSTAL SPECIFICATIONS 

User must specify termination (pin, wire, other) 

Frequency — See Tables 1-6. 

Temperature range 0°C to + 70°C 

Series resistance < 50Q 

Series resonant 

Overall tolerance ± 0.01% 



CRYSTAL MANUFACTURERS (Partial List) 

American Time Products Div. 
Frequency Control Products, Inc. 
61-20 Woodside Ave. 
Woodside, New York 1 1377 
(213)458-5811 

Bliley Electric Co. 
2545 Grandview Blvd. 
Erie, Pennsylvania 16508 
(814)838-3571 

M-tron Ind. Inc. 
P.O. Box 630 

Yankton, South Dakota 57078 
(605)665-9321 

Erie Frequency Control 

453 Lincoln St. 

Calisle, Pennsylvania 17013 

(714)249-2232 
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Figure 3. SERIES RESISTOR TO MATCH IMPEDANCE 




Typical values 
rT= R3 = 2.7K 
R2 = R4 = 33K 



Figure 4. PULL-UP/PULL-DOWN RESISTORS TO MATCH IMPEDANCE 




Figure 5. HIGH SPEED DIODE TO CLAMP UNDERSHOOT 
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See page 429 for ordering information. 



Information furnisher) by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use. nor for any infringements of patents or other rights of third parlies which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation Western Digital Corporation reserves the right to change 

specifications at anytime without notice. 



358 



Pinned in u S A 



WESTERN DIGITAL 

CORPORATION 

WD2001/WD2002 Data Encryption Devices 



FEATURES 



CERTIFIED 
DARDS. 



BY NATIONAL BUREAU OF STAN- 



TRANSFER RATE: 

WD2001/2-05 300Kbs with 500KHZ clock 
WD2001/2-20 1.3 Mbs with 2MHz clock 
WD2001/2-30 1.8 Mbs with 3MHz clock 

ENCRYPTS/DECRYPTS 64 BIT DATA WORDS USING 
56 BIT KEY WORD 

SINGLE PORT 28 PIN PACKAGE WD2001 OR DUAL 
PORT 40 PIN PACKAGE WD2002 

COMMAND BIT PROGRAMMING VIA DAL BUS OR 
INPUT PINS 

DMA COMPATIBLE (SEE WESTERN DIGITAL 
DM1883) 

PARITY CHECK ON KEY WORD LOADING 

STANDARD 8 BIT MICROPROCESSOR INTERFACE 

INPUTS AND OUTPUTS TTL COMPATIBLE 

KEY STORED ON CHIP IS NOT EXTERNALLY 
ACCESSIBLE 

SEPARATE CLEAR AND CIPHER BUS STRUCTURE 
ON WD2002 



APPLICATIONS 

• SECURE BROKERAGE TRANSACTIONS 

• ELECTRONIC FUNDS TRANSFERS 

• SECURE BANKING/BUSINESS ACCOUNTING 

• MAINFRAME COMMUNICATIONS 

• REMOTE AND HOST COMPUTER 
COMMUNICATIONS 

• SECURE A/D 

• SECURE DISK OR MAG TAPE DATA STORAGE 

• SECURE PACKET SWITCHING TRANSMISSION 
GENERAL DESCRIPTION 

The Western Digital WD2001 and WD2002 Data 
Encryption/Decryption devices are designed to encrypt 
and decrypt 64-bit blocks ot data using the algorithm 
specified in the Federal Information Processing Data 
Encryption Standard (#46). These devices encrypt a 
64-Bit clear text word using a 56-Bit user-specified key 
to produce a 64-Bit cipher text word. When reversed, 
the cipher text word is decrypted to produce the 
original clear text word. 

The DE2001 12 are fabricated in N-channel silicon gate 
MOS technology and are TTL compatible on all inputs 
and outputs. 



o 
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WD2001/WD2002 BLOCK DIAGRAM 
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PIN OUTS 



PIN NO. 


PIN NAME 


SYMBOL 


FUNCTION 


WD2001 


WD 2002 


11-18 


17-24 


DATA LINES 


DAL0 
DAL 7 


Eight active true three-state bi-directional I/O lines 
used for information transfer to and from the DES 
chip's registers. During single port operation, all 
COMMAND/STATUS, KEY WORD and DATA WORD 
transfers are via this bus. During dual port operation, 
all COMMAND/STATUS, KEY WORD and clear DATA 
WORD transfers are via this bus. (Cipher DATA WORD 
iransiers are via me oirntn ua i a run i (our) dus.) 


N/A 


11-14 
27-30 


PIPMPR rata pnnT 


pnp n 
OUr U ' m 

CDP 7 


Eight active true three-state bi-directional I/O lines 
used only in dual port operation. Cipher DATA WORD 
transfers are via this bus. These pins are available on 
the WD2002 40 pin package version only. 


6 


8 


POWER SUPPLY 


V D D 


+ 12v 


5 


7 


POWER SUPPLY 


vcc 


+ 5v 


25 


36 


GROUND 


vss 


GROUND 


Q 




CLOCK 


CLK 


System clock input. 


21 


32 


MASTER RESET 


MR 


MR active low resets the COMMAND/STATUS 
REGISTER and resets internal circuitry. (Requires 
active clock for reset operation.) 


10 


16 


CHIP SELECT 


cs~ 


lo inauc iuw iu duuebb lyyibicib wiinin ine uevice. 


8 


10 


READ ENABLE 


RE 


The contents of the selected register are placed on the 
DAL (or CDP) bus lines when CS and RE are made low. 


7 


g 


WRITE ENABLE 


WE 


Information on the DAL (or CDP) bus lines is written 
into the selected DES register when CS and WE are 
made low. 


19 


26 


AO 


AO 


When this input is active high (during CS active) the 
COMMAND/STATUS REGISTER is addressed. (AO 
active high will override internally generated addres- 
sing of the KEY and DATA REGISTERS as described 
on page 6. (This input is ignored whenCRPS is active. 


26 


38 


KEY REQUEST 


KR 


This output is active high when the DES chip is 
requesting that a byte of the KEY WORD be written into 
the KEY REGISTER. (The KEY REGISTER is auto- 
matically addressed when KR is active, unless 
overriden by AO.) 


2 


2 


KEY ACKNOWLEDGE 


KA 


This output is active low when WE is made low while 
the KEY REGISTER is addressed. (Can be used for 
handshake.) 


27 


39 


UAIA-IIN nhUUto 1 


Ulrt 


This output is active high when the DES chip is 
requesting that a byte of the DATA WORD be written 
into the DATA REGISTER. (The DATA REGISTER is 
automatically addressed when DIR is active, unless 
overriden by AO.) 


3 


4 


DATA-IN 


DIA 


This output is active low when WE is made low while 


» 




ACKNOWLEDGE 




the DATA REGISTER is addressed. (Can be used for 
handshake.) 
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PIN NO. 








WD2001 


WD2002 


PIN NAME 


SYMBOL 


FUNCTION 


28 


40 


DATA-OUT REQUEST 


DOR 


This output is active high when the DES chip is 
requesting that a byte of the DATA WORD be read from 
the DATA REGISTER. (The DATA REGISTER is 
automatically addressed when the DOR is active, unless 
overridden by AO.) 


4 


5 


DATA-OUT 
ACKNOWLEDGE 


DOA 


This output is active low when RE is made low while the 
DATA REGISTER is addressed. (Can be used for hand- 
shake.) 


22 


33 


KEY PARITY ERROR 


KPE 


This output is active low when enabled via the COM- 
MAND/STATUS REGISTER BIT 2 (KEOE) and a parity error 
has been detected during loading of the KEY REGISTER. 


on 
tu 

23 


O I 

34 


COMMAND REGISTER 
PIN SELECT 

ACTIVATE 


CRPS 
ACT 


This input selects DAL bus or input pin programming of 
the COMMAND/STATUS REGISTER. CRPS high or open 
selects DAL bus programming. CRPS low selects input 
pin programming. 

When CRPS is high or open, this pin is an output 
reflecting the status of the ACTIVATE bit (bit 1) of the 
COMMAND/STATUS REGISTER. When CRPS is low, this 
pin is an input that overrides the ACTIVATE bit of the 
COMMAND/STATUS REGISTER. 


N/A 


37 


KEY ERROR 
OUTPUT ENABLE 


KEOE 


This output indicates the status of the KEY ERROR 
OUTPUT ENABLE bit (bit 2) of the COMMAND/STATUS 
REGISTER. This output is active when input pin 
programming is selected (CRPS low). This pin is available 
on the WD2002 40 pin package version only. 


24 


35 


ENCRYPT/DECRYPT 


E/D 


When CRPS is high or open, this pin is an output 
reflecting the status of the ENCRYPT/DECRYPT bit (bit 3) 
of the COMMAND/STATUS REGISTER. When CRPS is 
low, this pin is an input pin that overrides the EN- 
CRYPT/DECRYPT bit of the COMMAND/STATUS 
REGISTER. 


N/A 


25 


DUAL PORT SELECT 


DPS 


When this input is high or open, single port operation is 
selected and all DES chip transfers are via the DAL bus. 
When DPS is low, dual port operation is selected and both 
the DAL bus and the CDP bus are used [separate busses 
for clear data (DAL bus) and cipher data (CDP bus)). This 
pin is available on the WD2002 40 pin package version 
only. 



NOTE The WD2001 28 pin package version does not have the following pins: 
The 8 CDP pins, the KEOE pin, and the DPS pin. 
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ORGANIZATION 

^ The Data Encryption Standard chip consists of a 56-bit KEY 

O REGISTER, a 64-bit DATA REGISTER, an 8-bit COM- 

M MAND/STATUS REGISTER, plus the necessary logic to 

§ check KEY parity and implement the NBS algorithm. A 

^ typical system implementation is shown on page 10 and 

^ the block diagram is shown on page 1. Although the DES 

q chip interfaces to a wide variety of processors including 

IO mini-computers, the interface is tailored to the 8080A class 

§ microprocessor. 



BIT 




BIT 


55 


• • • 






KEY REGISTER 
(LOAD ONLY) 



GENERAL OPERATING DESCRIPTION 

The user programs the DES chip for encryption or 
decryption, and single or dual port operation.* Data is 
encrypted/decrypted with a 64-bit user defined KEYWORD. 
Data encrypted with a given KEY WORD can be decrypted 
only using that KEY WORD. The KEY REGISTER is loaded 
by the computer with eight successive 8-bit bytes. Parity is 
checked on each byte of the KEY WORD as it is loaded into 
the KEY REGISTER (The 8th bit (DALO) of each 8-bit byte is 
reserved for odd parity for that byte and is not used in the 
algorithm calculation.) Similarly the DATA REGISTER is 
loaded with eight successive 8-bit bytes. The DATA 
REGISTER is read by reading eight successive 8-bit bytes. 

When the DES chip is programmed for encryption, the 
DATA REGISTER is loaded with eight bytes of plain or clear 
text. The DES chip encrypts the data, then the encrypted 
data may be read from the DATA REGISTER (64-bits of 
encrypted text). When the DES chip is programmed for 
decryption, the DATA REGISTER is loaded with eight bytes 
of encrypted or cipher text. The DES chip decrypts the data, 
then the plain text may be read from the DATA REGISTER 
(64-bits of plain text). Note that all transfers to and from the 
KEY REGISTER and/or DATA REGISTER must occur in 
eight successive 8-bit bytes. 

'Note: Dual port operation available with WD2002 40 pin 
package version only. (Single and dual port 
operation is described in detail under PART V. 
OPERATION.) 



REGISTER DESCRIPTION 

The following describes the KEY, DATA, and COM- 
MAND/STATUS REGISTERS of the DES chip. 

Key Register 

This 56-bit register contains the KEY by which the Data 
Encryption Algorithm operates. Eight successive bytes are 
needed to load the KEY REGISTER. The KEY REGISTER 
can be loaded only when there is a KEY REQUEST (Status 
bit and output). THIS REGISTER IS LOAD ONLY AND 
CANNOT BE READ. 



Data Register 

This 64-bit register contains plain or cipher text. When in 
the encrypt mode, the DATA REGISTER is loaded with plain 
text, and when read contains cipher text. When in the 
decrypt mode, the DATA REGISTER is loaded with cipher 
text, and when read contains plain text. The DATA 
REGISTER is always read or loaded with eight successive 
byte transfers. The DATA REGISTER can be loaded only 
when there is a DATA-IN REQUEST (status bit and output); 
similarly the DATA REGISTER can be read only when there 
is a DATA-OUT REQUEST (status bit and output). 



BIT 




BIT 


63 


• • • 






DATA REGISTER 



Command/Status Register (C/S R) 

This 8-bit register controls the operation of the DES 
chip and monitors its status. Bits 7, 6, 5 and 4 are 
status-only bits (read only). Bits 3, 2 and 1 are 
COMMAND/STATUS bits (read/write). Bit is not 
used. The COMMAND/STATUS bits (bits 3, 2, and 1) 
are normally loaded only once for an entire encrypt or 
decrypt process. 



7 

DOR 


6 
DIR 


5 
KPE 


4 

KR 


3 

E/D 


2 

KEOE 


1 

ACT 



N/U 


STATUS BITS 
(READONLY) 


COMMAND STATUS 
BITSf READ "I 

[write J 





COMMAND/STATUS REGISTER 
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COMMAND/STATUS REGISTER (C/S R) 



Bit 


Name 


Function 


C/SRO 


NOT USED 




C/SR1 


ACTIVATE 


This bit must be set from '0' to T to initiate loading the KEY 
REGISTER. This bit must be 'V for encrypt/decrypt operation. This is 
a read /write bit. 


C/SR2 


KEY ERROR OUTPUT ENABLE 
(KEOE) 


When '0', the KEY PARITY ERROR output pin (KPE) remains inactive 
regardless of the status of the KEY PARITY ERROR bit (bit 5). When 
*T, the KEY PARITY ERROR output pin is active when the KPE bit 
(bit 5) is 1*. This bit is set to T upon a MASTER RESET. This is a 
read/write bit. 


C/SR3 


ENCRYPT/ DECRYPT (E/D) 


When '0' data is to be encrypted. When 1' data is to be decrypted. 
This is a read/write bit. 


C/S R4 


KEY REQUEST (KR) 


This bit is set one clock period after the ACTIVATE bit is set (from 
'0' to '1 '). It is reset upon loading of the 8th and final byte of the KEY 
REGISTER. This is a read only bit. 


C/S R5 


KEY PARITY ERROR (KPE) 


This bit is set internally upon detection of a parity error during 
loading of the KEY REGISTER.lt is reset when the ACTIVATE bit is 
programmed from T to '0' (i.e., chip is deactivated). This is a read 
only bit. 


C/S R6 


DATA-IN REQUEST (DIR) 


This bit is set upon either: 

a) oompieiion or n*ti ntolol tn lOauiny - Or - 

b) Completion of DATA REGISTER reading, (ie, the last DATA-OUT 
REQUEST has been serviced by an 8-byte read and the DATA 
REGISTER is now empty and ready to be loaded with the next 
DATA WORD). 

It is reset upon loading of the 8th and final byte of the DATA 
REGISTER. This is a read only bit. 


C/S R7 


DATA-OUT REQUEST (DOR) 


This bit is set upon completion of the internal encrypt /decrypt 
calculation of a DATA WORD. It is reset upon reading of the 8th and 
final byte of the DATA REGISTER. This is a read only bit. 



Note: All bits of the COMMAND/STATUS REGISTER are reset to '0' upon MASTER RESET, except bit 2 (KEOE) 
which is set to 'V and bit 0(not used) which will read '1 ' by default during a COMMAND/STATUS REGISTER 
read. 
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DETAILED OPERATING DESCRIPTION 

The DES chip is initiated by programming a 1' in the 
ACTIVATE bit of the COMMAND /STATUS REGISTER. 
The DES chip will respond by activating the KEY 
REQUEST (KR) bit (bit 4) ot the STATUS REGISTER 
and the KEY REQUEST output. 

The user must deactivate AO (allowing the chip to 
internally address the KEY REGISTER), and load the 
KEY REGISTER with the 64-bit KEY WORD. The KEY 
REGISTER is loaded with 8 consecutive 8-bit bytes by 
activating WE 8 times (with CS active). 

When WE is made active, the DES chip deactivates the 
KR output. When WE is deactivated, the KR output is 
again activated. The DES chip will activate 8 KEY 
REQUESTS in this fashion until the KEY REGISTER is 
full. 

Also, when WE is made active, the DES chip responds 
by activating the KEY ACKNOWLEDGE (KA) output. 
Thus, 8 KA activations will be made. 

The KR and KA outputs can be used for asynchronous 
handshaking (as in DMA control) or further activations 
following the first KR can be ignored and the KEY 
REGISTER can be loaded in a synchronous (pro- 
grammed I/O) manner via 8 successive activations of 
WE. 

Each byte of the KEY WORD is checked for odd parity 
as it is loaded. If a parity error is found, the chip will 
set the KEY PARITY ERROR (KPE) bit (bit 5) of the 
COMMAND/STATUS REGISTER. If the KEY ERROR 
OUTPUT ENABLE bit (bit 2) of the COMMAND/ 
STATUS REGISTER has been set, the DES chip will 
also activiate the KPE output. The KPE bit will be reset 
when the ACTIVATE bit is re-programmed to a '0'. 

After loading the last (8th) byte of the KEY WORD into 
the KEY REGISTER, the DES chip will set the DATA-IN 
REQUEST bit (bit 6) of the STATUS REGISTER and 
activate the DATA-IN REQUEST (DIR) output. The 
64-bit DATA WORD must then be loaded into the DATA 
REGISTER. The DATA REGISTER is loaded in the same 
manner as the KEY REGISTER via 8 successive 
activations of DATA-IN REQUEST (DES output), WE 
(DES input, and DATA-IN ACKNOWLEDGE (DES 
output). 

After the last (8th) byte of the DATA WORD has been 
loaded, the chip begins the internal calculation of the 
NBS algorithm. Upon completion of the calculation, 
the new data is internally loaded into the DATA 
REGISTER, and the DES chip sets the DATA-OUT 
REQUEST bit (bit 7) of the STATUS REGISTER and 
activates the DATA-OUT REQUEST (DOR) output. The 
DATA WORD must then be read from the DATA 
REGISTER. The DATA REGISTER is read in the same 
manner as it was loaded via 8 successive activations of 
DAT A-OUT REQUEST (DES outp ut), RE (DES input), 
and DATA-OUT ACKNOWLEDGE (DES output). 



Again, for both data-in and data-out, further 
activations of the DIR, DOR and DlA, DOA outputs, 
after the first request, can be ignored and the DATA 
REGISTER loaded (read) by 8 successive activations 
of WE (RE). 

After the last (8th) byte of the DATA REGISTER has 
been read, the DES chip will reactivate the DATA-IN 
REQUEST. This cycle of loading the DATA REGISTER, 
internal algorithm calculation, and reading the new 
data from the DATA REGISTER can continue in- 
definitely until all desired data has been encrypted or 
decrypted with the current KEY WORD. 
After all desired data has been encrypted /decrypted 
with the current KEY WORD, the ACTIVATE bit of the 
COMMAND/STATUS REGISTER should be program- 
med to '0'. When the ACTIVATE bit has been reset to 
'0', an unauthorized user will not have access to the 
last KEY loaded into the DES chip since to resume 
operation, the ACTIVATE bit must be programmed to 
'1 ' which activates KEY REQUEST and a new KEY must 
be loaded before access to the DATA REGISTER is 
possible. 

To encrypt plain data, plain data is loaded into the 
DATA REGISTER, and e ncrypted d ata is read from the 
DATA REGISTER. (The ENCRYPT/DECRYPT bit (bit 3 
of the COMMAND/STATUS REGISTER) must have 
been previously programmed to '0'.) 

To decrypt encrypted data, encrypted data is loaded 
into the DATA REGISTER, and plain data is read from 
the DATA REGISTER. (The ENCRYPT/ DECRYPT bit 
must have been previously programmed to '1'.) 

Note: If it is desired to switch from encrypt to decrypt 
(or vice versa) under the same KEY WORD, this 
can be accomplished before a DATA WORD 
transfer is initiated. By making AO high, the 
DES chip will override the internal addressing of 
the DATA REGISTER, and address the COM- 
MAND/STATUS REGISTER. The COMMAND/ 
STATUS REGISTER can be re-programmed. 
When AO is returned to a low state, the 
DES chip will internally address the DATA 
REGISTER awaiting loading of the next DATA 
WORD. 

DUAL PORT OPTION 

(Available on WD2002 40 Pin Version Only) 

When the DUAL PORT SELECT (DPS) input is high or 
left open (ie., single port operation is selected), all 
transfers to/from the DES chip are via the DAL bus. 
The CDP bus is not used and remains three-stated. 

When DPS is made low (ie., dual port operation is 
selected), all transfers to/from the COMMAND/ 
STATUS REGISTER, and transfers to the KEY 
REGISTER are still via the DAL bus. Clear DATA 
WORDS are also transferred via the DAL bus. However, 
cipher DATA WORDS are now transferred via the CDP 
bus. This provides separate busses for clear and 
ciphered text. 
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Encryption during dual port operation requires loading 
clear data via the DAL bus, and reading cipher data via 
the CDP bus. 

Decryption during dual port operation requires loading 
cipher data via the CDP bus, and reading clear data via 
the DAL bus. 

COMMAND SELECT OPTION 

When the COMMAND REGISTER PIN SELECT(CRPS) 
input is made low, the ACT and E/D pins are 
enabled as inputs. These inputs override bits 1 and 3 
(respectively) of the COMMAND /STATUS REGISTER. 
This allows input pin control of the DES chip. The 
KEOE bit (bit 2) of the COMMAND/STATUS REGISTER 
will be held to '1'. 

Input AO will be disregarded in this mode of operation, 
and the COMMAND/STATUS REGISTER cannot be 
accessed via the DAL lines. 

Note that the ACT pin must be toggled from '1' to a '0' 
to clear a parity error detection in this mode of 
operation. 

All other operation remains as described previously. 




KEY REQUEST 

IS 

ACTIVATED 




WD2001/WD2002 FLOW CHARTS 
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MAXIMUM RATINGS 



Vdd with Respect to Vss (Ground) +15 to - 0.3V 

Max. Voltage to any Input with Respect to Vss +15 to - 0.3V 

Operating Temperature 0°Cto70°C 

Power Dissipation 1 W 



OPERATING CHARACTERISTICS 

Ta = 0°C to70°C, VDD = +12.0V + .6V, VCC = + 5.0V + .25V, Vss = ov 



SYMBOL 


CHARACTERISTIC 


MIN. 


TYP. 


MAX. 


UNITS 


CONDITIONS 


iu 


Input Leakage 






10 


uA 


Vin = vdd 


lLO 


Output Leakage 






10 


uA 


Vout = vcc 


ICCAVE 


Vcc Supply Current 




68 


100 


mA 




iddave 


Vdd Supply Current 




17 


25 


mA 




VlH 


Input High Voltage 


2.4 






V 




V|L 


Input Low Voltage (All Inputs) 






.8 


V 




VOH 


Output High Voltage 


2.8 






V 


lO = -100uA 


vol 


Output Low Voltage 






.4 


V 


Iq = 1 -6 mA 



2001/2002 05 500KHZ CLOCK 
AC CHARACTERISTICS 

T A = 0°C to 70°C, V D D = + 12.0V ± 0.6V, V S S = OV, Vcc = + 5.0 ± .25V 



SYMBOL 


CHARACTERISTIC 


MIN. 


TYP. 


MAX. 


UNITS 


CONDITIONS 


READ 














T ACS 


AO, CS Set up to RE1 


100 






ns 




TRDV 


RE i to DAL(CDP) Valid 






500 


ns 


CLOAD = 50PF 


trd 


RE Pulse Width 


500 






ns 




Tdf 


REtto DAL Float 


50 




250 


ns 




tach 


AO, CS Hold From RE t 









ns 




write 














tacs 


AO, CS Set up to WE i 


100 






ns 




Tdvw 


DAL (CDP) Set up to WE t 


300 






ns 




TWR 


WE Pulse Width 


300 






ns 




Tdh 


DAL (CDP) Hold From WEt 


90 






ns 




tach 


AO, CS Hold From WE f 













HAND- 
SHAKE 














T D 


KR (DIR) *, KA (5Ta) I From WE i 
KR (DIR) t, KA (DIA) t From WE t 
DOR *, DOA 1 From RE 1 
DOR t, DOA t From REt 




450 


700 


ns 


CLOAD = 50PF 



NOTE: All output timing specifications reflect the following: High Output 2.0V 

Low Output 0.8V 
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Storage Temp. Ceramic -65° C to +150°C 
Plastic -55° C to +125°C 



2001/2002-20 2MHz CLOCK 
AC CHARACTERISTICS 

Ta = 0°Cto70°C, Vdd = + 12.0V ± 0.6V, Vss = OV, Vqc = +5.0 ± 25V 



SYMBOL 


CHARACTERISTIC 


MIN. 


TYP. 


MAX. 


UNITS 


CONDITIONS 


READ 














T ACS 


AO, CS Set up to REI 


80 






ns 




TRDV 


RE 1 to DAL (CDP) Valid 






330 


ns 


CLOAD = 50PF 


Trd 


RE Pulse Width 


330 






ns 




Tdf 


RE t to DAL Float 


30 




200 


ns 




Tach 


AO, CS Hold From RE t 









ns 




WRITE 














TACS 


AO, CS Set up to WE 1 


80 






ns 




TqvW 


DAL (CDP) Set up to WE t 


200 






ns 




TWR 


Wl Pulse Width 


200 






ns 




TDH 


DAL(CDP)Hold FromWEt 


90 






ns 




Tach 


AO, CS Hold FromWEt 













HAND- 
SHAKE 














T D 


KR (DIR) », KA (DIA) 1 From WE t 
KR (DIR) t, KA (DIA) t From WE t 
DOR t, DOA » From RE 1 
DOR t, DOA t From RE t 




300 


450 


ns 


CLOAD = 50PF 



NOTE All output timing specifications reflect the following: High Output 2.0V 

Low Output 0.8V 



2001/2002-30 3MHz CLOCK 
AC CHARACTERISTICS 

T A = 0°Cto70°C,VDD = + 12.0V ± 0.6V, V S S = OV,V C C = +5.0 ± .25V 



SYMBOL 


CHARACTERISTIC 


MIN. 


TYP. 


MAX. 


UNITS 


CONDITIONS 


READ 














TACS 


AO. CS Set up to REI 


50 






ns 




TRDV 


RE Ho DAL (CDP) Valid 






220 


ns 


CLOAD = 50PF 


trd 


RE Pulse Width 


300 






ns 




tdf 


RE t to DAL Float 


20 




130 


ns 




tach 


AO. CS Hold From RE t 









ns 




WRITE 














T ACS 


AO. CS Set up to WE i 


50 






ns 




TQVW 


DAL (CDP) Set up to WE t 


130 






ns 




TWR 


WE Pulse Width 


175 






ns 




TDH 


DAL (CDP) Hold FromWEt 


60 






ns 




Tach 


AO. CS Hold FromWEt 













HAND. 
SHAKE 














T D 


KR (DIR) I, KA (5TA) I From WE 1 
KR (DIR) t, KA (DIA) t From WE t 
DOR I, DOA * From RE 1 
DOR t, DOA t From RE t 




150 


300 


ns 


CLOAD = 50PF 



NOTE All output timing specifications reflect the following: High Output 2.0V 

Low Output 0.8V 
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TYPICAL KEY OR DATA REGISTER LOAD 



DOR 

cs 

DAL(CDP). 

Rl 

DOA 
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TYPICAL DATA REGISTER READ & TIMING 



RE 

DAL 

(CDP) 



T ACS -*! 



T RDV — ►! 



• T RD- 



-Tach 



READ TIMING 



A0 

CS 



DAL 

(CDP) 



T ACS _ 



h— t ach 



!-«- T DVW— »H 



> 



■ T DH 



WRITE TIMING 



MISCELLANEOUS TIMING 

1. CLOCK INPUT 



FREQUENCY 


PULSE WIDTH 


MAX. 


MIN. 


MIN 


500KHz 


100KHZ 


500nseo 


2 MHz 


100KHZ 


250nsec 


3 MHz 


100KHZ 


165nsec 



4. 



MASTER RESET PULSE WIDTH: 10 Clock Periods 
Time between consecutive RE or WE pulses: 
TBR = T B W = 2 CLOCK PERIODS MINIMUM 
ACT, E/D, KEOE OUTPUTS 
These pins will be valid within 2 CLKi +450 nsec 
from WE t of a COMMAND REGISTER write 
oper ation. 

5. KPE OUTPUT 

This pin will be active within 2 CLK i +450 nsec 
from WE t of a write of a KEY WORD byte that 
results in a parity error. 

6. CRPS, DPS, E/D INPUTS require a 300 ns set-up 
time. 

7. The initial KR activation will be valid within 3 CLK 
i +450 nsec from WE t of a write operation that 
programs a '1' into the COMMAND REGISTER 
ACTIVATE bit ( or 2 CLK I +450 nsec from ACT 
input t, if CRPS = 0). 

8. The initial DIR activation will be valid within 2 CLK 



J +450 nsec from WE t of the 8th write into the 

KEY REGISTER. 
9. The initial DOR activation will be valid within 49 

CLK I +450 nsec from WE t of the 8th write into 

the DATA REGISTER. 
10. When reading the DATA REGISTER (in response to 

DOR), subsequent data bytes are made available 

internally to the DAL (CDP) output buffers within 2 

CLK i +450 nsec from RE t 
NOTE All output timings assume C|_OAD = 50 PF 

TYPICAL APPLICATION 

Shown below is a block diagram for a floppy disk 
based DES secure smart terminal. The Direct Memory 
Access (DMA) controller optimizes data transfer 
operations for not only the floppy but also for file 
encryption and decryption operations. Secure features 
for the terminal include: secure file storage on floppy 
disks, optical clear/secure transmission via the com- 
munications I/O and battery backup of the Terminal ID 
key. 

Tampering with the Terminal by unauthorized persons 
either through the key board power supply interrupt 
interlock or attempting to open the service panel 
results in memory scrambling and terminal ID key 
destruction. Finally, a hardware option was also in- 
cluded to allow the use of the pin compatible WD1933 
device in place of the WD1931 for bit oriented SDLC, 
HDLC, or ADCCP protocols. 



MEMORY 



SYSTEM 
CLOCK 



PWR SUPPLY & 
BATTERY 



CRT 
CONTROLLER 



WD2001 
DES 



DM1883 
DMA 



FD1791 
FDC 



C3> 



WD1931 
SYNC/ASYNC I/O 

WD1933 
SDLC/HDLC/ADCCP 



KEY BOARD 



FLOPPY 

DISK 
DRIVE 



MODEM 



Block Diagram: Secure Smart Terminal 
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See page 429 for ordering information. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed m U S A 



WESTERN DIGITAL 

CORPORATION 

WD2001/2 Applications Note 
"One Bit Cipher Feedback In A Synchronous System' 



INTRODUCTION 

The WD2001/2 Data Encryption device interfaces easily to 
both microcomputer and hard-wired logic circuits. This Ap- 
plications Note provides suggestions for the implementation 
of a synchronous circuit to perform system timing in a one bit 
cipher feedback application. 

SYSTEM TIMING CONSIDERATIONS 

The synchronous operation of a digital circuit often leads to 
both minimal hardware count and simple, easy to understand 
timing relationships. In addition, the concern over individual 
device characteristics become non-critical through the use 
of a worst case design approach. Common problems such 
as race conditions and temperature sensitivity can be vir- 
tually eliminated by synchronizing all logical events to a well 
defined clock edge. 



WD2001/2 TIMING REQUIREMENTS 

The WD2001/2 may be operated from a 2 MHZ clock. This 
provides a fundamental time period of 500 nSec that easily 
fits into the timing requirements for the device. For example, 
the minimum pulse width for a read (RD) or write (WR) pulse 
is 450 nSec. 

Generation of the RD or WR pulse can be directly obtained 
from a synchronous device that transitions at each edge of 
the synchronous clock (SYNCLK). Figure 1 illustrates the 
timing relationship between SYNCLK and RD or WR. 

Once the timing relationship is understood, the implementa- 
tion becomes quite straightforward. The circuit of Figure 2 
suggests a possible method of RD or WR generation. 



o 

IN) 

o 
o 

-4. 

K3 



T - PERIOD 



NSEC 



RD OR WR 



~L 



T2 T3 T1 T2 



Figure 1 SYNCLK, RD, AND WR TIMING RELATIONSHIPS. 
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Figure 2 RD AND WR TIMING GENERATION 



FUNDAMENTAL TIMING SEQUENCES 

Any cryptographic implementation using the Data Encryption 
Standard (DES) can be broken down into four fundamental 
timing sequences. First, the key is loaded into the WD2001/ 
2 (Load Key). Second, the data to be encrypted or decrypted 
is loaded into the device (Load Data). Next, the DES is exe- 
cuted. Finally, the result of the DES is unloaded from the 
WD2001/2 (Unload Data). Figure 3 lists the timing require- 
ments for each timing sequence. 



The Load Key, Load Data, and Unload Data sequences are 
highly similar. Figure 4 shows the logical flow associated 
with the Key Load or Data Load, or Data Unload. The Data 
Encryption Algorithm sequence can be derived from the tim- 
ing associated with the other three sequences. For simplicity, 
the DES timing is accomplished by counting groups of three 
clock periods in a fashion similar to the method shown in 
Figure 4. The logical flow for the DES timing is shown in Fig- 
ure 5. 



SEQUENCE 


NUMBER OF CLOCK PERIODS 


TOTAL 


Load Key 


8 bytes x 3 clocks 


24 


Load Data 


8 bytes x 3 clocks 


24 


DES 


17x3 clocks 


51 


Unload Data 


8 bytes x 3 clocks 


24 



Figure 3 FUNDAMENTAL TIMING SEQUENCES 
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( Load or Unload ) 



RDORWR -0 T1 



RDORWR - 1 



RD OR WR = 1 T3 




INCREMENT 
COUNT 



Figure 4 KEY LOAD, DATA LOAD, 
AND DATA UNLOAD FLOW 



IS COUNT 

= 17? 




INCREMENT 
COUNT 



Figure 5 DES LOGICAL FLOW 



SYSTEM TIMING OVERVIEW 

The normal operation of a cryptographic system would re- 
quire three classes of input/output (I/O) operations with the 
WD2001/2. First, the key is loaded (Key Load) through eight 
consecutive write cycles. Second, the data to be encrypted 
or decrypted is loaded (Load Data) in a similar fashion. After 
the Data Encryption standard is completed, the data is un- 
loaded (Unload Data) through eight consecutive read cycles. 
Typically, the Key Load sequence would occur much less 
frequently than the Load Data or Unload Data sequences. 

The flow diagram of Figure-6 shows the relationship between 
the four fundamental timing sequences defined previously, 



and also highlights the three I/O operations. Note that the 
Key Load sequence is outside of the tight loop. 

Using the four fundamental timing sequences as logical 
building blocks, a functional block diagram of system timing 
can be designed. Figure 7 illustrates the overall system tim- 
ing functions. 

An implementation of the functions shown in Figure 7 is sug- 
gested in Figure 8. Note that all timing transitions are syn- 
chronous with the rising edge of SYNCLK. 

Figure 9 details the timing of the Load Key sequence, and is 
similar to the Load Data, Unload Data, and DES sequences 
also. 
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Figure 6 FUNDAMENTAL TIMING SEQUENCES INTERRELATIONS 
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Figure 7 SYSTEM TIMING BLOCK DIAGRAM 
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COUNT TO 17 

1. KEYLOAD RQ AND DATA RQ DO NOT OCCUR 
SIMULTANEOUSLY. 

2. ALL J-K PRESETS TO + 5V. 

3. ALL J-K CLEARS TO "RESET". 

4. RESET SHOULD LOAD ALL 74LS163 COUNTERS. 

Figure 8 SYSTEM TIMING IMPLEMENTATION 
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Figure 9 SINGLE KEYLOAD SEQUENCE 
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ONE BIT CIPHER FEEDBACK 

The one bit cipher feedback (OBCFB) architecture is widely 
used in Data Communications. The WD2001/2 device, when 
operated with a 2 MHZ clock, will run at an effective bit rate 
of over 19,200 bits/second, which is the practical upper limit 
2 of many communications links. 

M FUNDAMENTAL LOGICAL COMPONENTS OF OBCFB 

A one bit cipher feedback system can be broken down into 
nine logical components, as listed in Figure 10. 



NAME 


DESCRIPTION 


KEY 


56 bit number that maps INV to OV 


IV 


Initialization Vector 


INV 


Input Vector 


DES 


Data Encryption Standard 


OV 


Output Vector 


SDI 


Serial Data In 


SDO 


Serial Data Out 


SR 


Shift Register (used with INV) 


MOD2 


Modulo 2 Adder 



Figure 10 

NINE FUNDAMENTAL COMPONENTS OF OBCFB 

FUNCTIONAL DESCRIPTION OF OBCFB 

The OBCFB algorithm operates on a one bit wide data input, 
hence it is ideally suited to serial Data Communications ap- 
plications. In encryption mode, the serial data in is added 
modulo 2 with the most significant bit (msb) of the 64 bit out- 
put vector. The result of this operation is then fed into the 
least significant bit (Isb) of a 64 bit shift register, and also is 
used as the serial data output. The shift register is then 
shifted from the Isb to the msb, and the result becomes the 
next input vector. After the Data Encryption Standard is 
completed, the process is repeated again for the next single 
bit of serial input data. Because each serial data bit requires 
an entire 64 bit INV and OV, the effective bit rate of this op- 
eration is 64 times less than that of a operation which uses 
all 64 bits of the OV, such as Code Book. Figure 11 shows a 
block diagram of a OBCFB circuit operating in encryption 
mode. 

To decrypt, the operation is changed in one way. Instead of 
feeding the result of the modulo 2 adder to the shift register, 
the unmodified serial data is used. All other operations are 
identical. Figure 12 shows a circuit which supports both en- 
cryption and decryption. 

Because the OBCFB algorithm uses a 64 bit shift register on 
the INV, each SDO bit is a function of its corresponding SDI 
bit and the 64 previous operations. This implies that the past 
history of the encryption operation is necessary to initialize 
a system. The IV is used to supply the history required to al- 
low immediate use of the OV from the DEA. Typically, the IV 
is either a predefined value, or the last 64 SDO bits from the 
data stream being encrypted or decrypted. This allows the 
encryption process to be accomplished with discrete blocks 



of data, and hence the WD2001/2 can be used in a multi- 
channel communications environment. 

In OBCFB, the WD2001/2 is always set to encrypt mode. 
The selection of either the SDI as the feedback element to 
the shift register, or the SDO as the feedback element, de- 
termines whether the incoming data is encrypted or 
decrypted. 

Another factor involved with OBCFB is the propagation of er- 
rors through a 64 bit block of data. Because of the 64 bit shift 
register that feeds the INV, a single bit error will cause the 
following 63 bits to be in error also. After the last bit of the 64 
erred bits, the data will become resynchronized and the ef- 
fect of the shift register will no longer cause bad data. 
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Figure 11 OBCFB ENCRYPTION BLOCK DIAGRAM 
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OBCFB ENCRYPTION/DECRYPTION BLOCK DIAGRAM 
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ONE BIT CIPHER FEEDBACK IMPLEMENTATION 

Since the WD2001/2 is a byte input/output oriented device, 
the implementation of a OBCFB circuit can be accomplished 
without the 64 bit shift register shown in Figures 11 and 12. 
Through the use of a 9 bit wide FIFO, a "virtual" 64 bit shift 
register can be built. Figure 1 3 illustrates this with a Western 



Digital FR1502 FIFO and some common TTL logic. 

Once the modulo 2 adder, the encrypt/decrypt selector, and 
the shift register are defined, the overall circuit can be gen- 
erated by combining these pieces along with the logic shown 
in Figure 8. The overall block diagram of the one bit cipher 
feedback system is given in Figure 14. 
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Figure 13 "VIRTUAL" 64 BIT SHIFT REGISTER 
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Figure 14 OBCFB SYSTEM BLOCK DIAGRAM 



CONCLUSION 

The WD2001/2 device lends itself readily to the most com- 
mon of all Data Communications encryption techniques. The 
one bit cipher feedback algorithm can be implemented easily 
through the use of synchronous timing generation and circuit 
design techniques. 



RELATED DOCUMENTS 

WD2001/2 Data Sheet, Western Digital Corporation 
FIPS 46 

Federal Information Processing Standard 
National Bureau Of Standard 
Department of Commerce 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice 
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CIPHER FEEDBACK CRYPTOGRAPHY 

The United States Government in proposed Federal Stan- 
dard 1026 describes three different approved ways of using 
the National Bureau of Standard's Data Encryption Standard 
(DES): Electronic Codebook; Cipher Feedback; and Cipher 
Block Chaining. Western Digital's WD2001 and WD2002, as 
delivered, implement the DES in Electronic Codebook Mode. 
This Technical Note will describe how to build an "N" bit 
Cipher Feedback (CFB) circuit using the WD2001. 



WHAT IS CIPHER FEEDBACK? 

Cipher feedback cryptography produces, as a function of 
previous cipher text, a pseudorandom bit stream which is 
added modulo 2 to the plain text to produce the next cipher 
text. 



DES IN CIPHER FEEDBACK (CFB) 

Obviously, both the receiver and transmitter must start their 
cryptographic operation with the same cryptographic keys to 
be able to acquire and maintain crytographic synchroniza- 
tion, i.e. produce the same pseudorandom bit stream at the 
same point in time. 

For DES this means that both the 64 bit cryptographic vari- 
able (56 bit key) and the initial input to the algorithm must be 
identical at both ends. The initial input to DES in CFB is 
called the Initializing Vector (IV). Its format and generation 
are described in detail in Federal Standard 1026. 

The functional description of using the WD2001 in CFB 
mode below assumes that communication synchronization 
has been achieved; that identical decrypted IV's and cryp- 
tographic keys are available to both the transmit and receive 
ends of the link; that encryption is to be a 1 bit cipher feed- 
back; and that the plain text character size (1 in the example) 
equals the transmitted character size (Method A in proposed 
Federal Standard 1026). 

ENCRYPTION 

At time 0, the 64 bit cryptographic variable is loaded into the 
WD2001 with the key load sequence. A 64 bit block consist- 
ing of not more than 16 leading 0's and the 48 bit (or longer) 
IV is loaded into a 64 bit shift register (R) and into the input 
register, as if it were data, and encrypted. The WD2001 will 
automatically encrypt the IV under control of the cryptovari- 
able and present a 64 bit block, 8 bits at a time as output. 



This output is stored in a shift register(S) with the most sig- 
nificant bit (MSB), to the left and the least significant bit on 
the right. 

The MSB of S is added modulo 2 to the first bit of plain text 
to produce the first cipher bit. The contents of R are shifted 
1 bit to the left and the just created cipher bit is inserted as 
the least significant bit (LSB) in R. The cipher bit is now avail- 
able for buffering, transmission, etc. 

The new contents of R are now loaded into the WD2001 as 
data, encrypted, and the new output placed in S. 

The above procedure is repeated until the entire message 
text is encrypted, one bit at a time. 



DECRYPTION 

Decryption is accomplished in a similar manner: the IV is 
stored in R; loaded into the WD2001 as data; ENCRYPTED 
(even though the operation on the message text is to be 
decrypted); the results stored in S; and R shifted 1 bit to the 
left. Now, because the unit is receiving cipher rather than 
creating it, the first received bit is placed in the LSB of R. This 
cipher bit is also added, modulo 2, to the leftmost bit in S to 
reproduce the original plain text. 



NOTES 

Of particular significance is that the DES chip is in the 
ENCRYPT mode for CFB cryptography regardless whether 
the operation is to be performed to create cipher text or to 
recreate plain text. This is because the DES is being used to 
generate a pseudorandom bit stream. It is the exclusive OR 
operating on that bit stream and the received text which 
accomplishes the actual encryption/decryption of data. 

S was nominally defined to be 64 bits long. It need be no 
longer than the number of text bits to be exclusive OR'd at 
one setting of the pseudorandom stream. In the example it 
was one bit. In reality it could be any character or block size 
from 1 to 64 bits long. 

The convention used in this note is to organize a shift register 
with the MSB to the left. In practice, what is important is to 
use the MSB of S for the MOD 2 addition and to shift the R 
register content, so that the MSB is dropped and the cipher 
bit becomes the LSB. It is also important to perform the shift 
and generate a new pseudorandom block after each char- 
acter has been encrypted or decrypted. 
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OTHER CIPHER FEEDBACK METHODS 

Cipher Feedback can be done for any feedback size of 1 
through 64 bits. One bit cipher feedback has the overall ad- 
vantage of being transparent to the data being protected. 



CHARACTERISTICS OF CFB 

CFB has two properties which must be considered when se- 
lecting it for data encryption: 1) error extension and 2) self 
synchronization. Both of these properties exist because the 
encryption process synchronizes on the received cipher to 
produce the pseudorandom bit stream. 



In the case of DES in one bit CFB, a one bit error in the re- 
ceived cipher message will affect the next 64 pseudorandom 
blocks — it will take 64 iterations to shift the one "bad" bit out 
of the 64 bit register above. If 8 bit CFB is used, then only 8 
blocks will be affected, but that will still represent 64 bits used 
to decrypt incoming data. 



In the same way, receiving 64 consecutive good bits of 
cipher will have filled the data-in register on the receiver end 
with the same 64 bits of data as in the transmit unit and 
proper decryption can again take place, assuming both ends 
have the same cryptographic key. This is what is meant by 
self-synchronizing. 



APPLICATIONS OF CFB 

In the data communications world error extension and self- 
synchronization are not important because of the excellent 
conditions of the lines and the protocols and error correcting 
codes used to insure proper receipt of data. In some appli- 
cations, these properties of CFB cryptography can be turned 
to the user's benefit. This is especially true in situations 
where the data stream contains highly redundant informa- 
tion, where an incorrect recovery of 64 bits is hardly 
noticed — particularly when compared with the overall com- 
munications benefit of having the cryptography automatically 
resynchronize itself. 



WD2001 CHARACTERISTICS IN CFB 

The WD2001 is rated as having 1.304 megabits per second 
throughput when driven by a 2 MHZ clock. This figure is 
based on processing 64 bits of data at each operation. Using 
the WD2001 in an 8 bit cipher feedback circuit will reduce 
that to 1 63 kilobits per second. A 1 bit cipher feedback circuit 
would further reduce effective throughput to 20.385 kilobits 
per second. This is true of any DES implementation. The al- 
gorithm is designed to process 64 bits of plain (cipher) text at 
a time to produce 64 bits of cipher (plain) text; cipher feed- 
back is designed to operate on a basic character size and 
shift after that character has been encrypted. In the 1 bit 
case, the user "throws away" 63/64ths throughput capacity 
for each encryption. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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WD2412 Time of Day Clock 



FEATURES 

SELF CONTAINED TIMEBASE USING COMMON 
BAUD RATE CRYSTAL 

SOFTWARE SELECTABLE EXTERNAL 50 AND 
60 Hz TIMEBASES 

PROVIDES HOURS, MINUTES, SECONDS, DAY, 

MONTH, DATE, AND YEAR 

TIME OF DAY IS AVAILABLE IN 12 AND 24 

HOUR BCD AND BINARY 

BINARY TIME IS INTERNALLY CALCULATED 

FROM BCD TIME 

INTERRUPT AT ABSOLUTE TIME OF DAY OR 

TIME AND DATE 

INTERRUPT AT RELATIVE TIME 

AUTO RELOAD FOR PERIODIC INTERRUPTS 

PERIODIC INTERRUPTS CAN BE SET FROM 0.1 

SEC TO 1 DAY 

TIME, DATE AND INTERRUPT REGISTERS MAY 
BE READ ON THE FLY 

TIME, DATE OR USER CAN BE DISPLAYED ON 

6 DIGIT BY 7 SEGMENT DISPLAY 

AM, PM, DATE, AND TIME DISPLAY MODE 

INDICATORS 

4.0960 MAX 



1KB 1MB 



TO INTRQ 
LATCH 



HOST 



INTERFACE 



OPTIONAL 



CKI 
INTRQ 



• DISPLAYED TIME CAN BE IN 12 OR 24 HOUR 
FORMATS 

• POWER FAIL FLAG 

• INPUTS AND OUTPUTS ARE TTL/CMOS 
COMPATIBLE 

• SINGLE +4.5 TO + 6.3 VOLT SUPPLY 

• 28 PIN CERAMIC OR PLASTIC PACKAGE 

• TEMPERATURE RANGES: 0° TO +70°C, -40° 
TO +85°C 

GENERAL DESCRIPTION 

The WD2412 Time of Day clock (TDC) is a complete 
timekeeping system offering hours, minutes, 
seconds, day of week, month, date and year. Time of 
day is available in both 24 and 12 hour BCD and 
straight binary formats. The BCD calendar automat- 
ically corrects for leap years up to the year 2100. The 
WD2412 can be programmed to provide relative or ab- 
solute real time interrupts with resolutions to a tenth 
of a second. Absolute interrupts can be based on 
time or time and date. The relative interrupt down 
counter can be read on the fly and reloads itself after 
an interrupt. 12 or 24 hour time of day, date, or user 
registers can be output to an external 6 digit by 7 seg- 
ment display. Also TIME, DATE, AM and PM status in- 
dicators are provided. A flag is available to inform the 
host system that a catastrophic power failure has oc- 
curred. The WD2412 includes an 8 bit bi-directional 
bus so that it may be easily interfaced to most popu- 
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74LS145 




_OPTIONAL_ 
Figure 1 WD2412 SYSTEM BLOCK DIAGRAM 

lar microcomputers. It is fabricated on a single 
NMOS LSI chip including all bus interface logic and 
crystal timebase oscillators. All inputs and outputs 
are TTL compatible. 

TIMEBASE 

Timebase is generated by a common 4.0960 MHz 
baud rate generator crystal or an external 50 or 60 Hz 
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signal. On power up, the timebase defaults to the 
internal crystal, but a software command can be 
issued to the WD2412 to change its timebase over to 
50 or 60 Hz or back to crystal again. Due to the fact 
that the 50/60 Hz timebase is not synchronized to the 
crystal oscillator, there may be a slight timebase error 
incurred when switching from internal to external 
timebases or back again. This timebase error is 
guaranteed not to exceed 0.1 second per timebase 
switch. When operating the WD2412 from an external 
timebase, it is not necessary to provide a crystal 
oscillator. Internal timing needs of the WD2412 can 
be satisfied by injecting a 4 MHz TTL level signal into 
theCKI terminal. 



PIN DESIGNATIONS 



GND C 
CKO C 
CKI C 
MR C 
DAL7 C 
DAL6 C 
DAL5 C 
DAL4 C 
RDC 



1 
2 
3 
4 
5 
6 
7 
8 
9 

P 10 
11 

12 
13 



vccC 

DAL3 C 
DAL2 C 
DAL1 C 14 



TDC 



□ 

□ 
□ 



BCD0 
BCD1 
BCD2 
BCD3 
DS2 
DS1 
DS0 
3 TST1 
I 3 WR- 
I □ 50/60 Hz 
I □ XTLTST 
' □ INTRQ 
; 3 TST0 
i □ DAL0 



PIN 



Figure 2 
DESIGNATION 



PIN 








NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


1 


POWER SUPPLY 


VDD 


Ground 


2 


CLOCK OUT 


CKO 


Crystal oscillator output. 


3 


CLOCK IN 


CKI 


Crystal oscillator input. 


4 


MASTER RESET 


MR 


A logic low on this input clears all internal logic 
after power up. If rise time of power supply is 
less than 1 mS, then the external RC is optional. 
Normally, this line should not be tied to the 
system reset. 


11 


POWER SUPPLY 


vcc 


+ 4.5 to +6.3VDC 


16 


TEST0 


TST0 


Test pin. User leave open. 


18 


CRYSTAL TEST 


XTLTST 


When MR is held true this output toggles at CKI 
divided by 16. 


19 


EXT. TIMEBASE 


50/60 Hz 


This optional input provides the timebase if the 
50 or 60 Hz external timebases are selected. The 
input signal should be of TTL levels with a rise 
time of better than Vs and a low time of greater 
than 20/js. If this line is not used, it should be 
tied high or left open. 


21 


TEST1 


TST1 


Test pin. User leave open. 



COMPUTER INTERFACE 



PIN NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


5-8 


DATA LINES 


DAL 0-7 


Eight active true three state bi-directional data 


12-15 






I/O lines used for information transfer to and 
from the combined status/data register. 


9 


READ ENABLE 


RD 


A low on read enable in conjunction with CS 
gates the contents of the status/data register 
onto the DAL lines. 


10 


CHIP SELECT 


CS 


A low on chip select enables access to internal 
status/data register. 


20 


WRITE ENABLE 


WR 


A low on write enable in conjunction with CS 
writes the state of the DAL lines to the 
status/data register. 


17 


INTERRUPT REQ. 


INTRQ 


Makes a low to high transition when the in- 
terrupt register needs servicing. 
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OPTIONAL DISPLAY INTERFACE 



PIN 
NUMBER 


PIN NAME 


SYMBOL 


FUNCTION 


22-24 
25-28 


DIGIT SELECT 
BCD OUT 


DS 0-2 
BCD 0-3 


Digit select for multiplexed display. 
BCD data for multiplexed display. 



COMMAND DESCRIPTION 

The WD2412 will accept and execute 24 commands. 
Command words should only be loaded onto the 
status/data register when the command ready status 
word appears on the status/data register. The com- 
mand ready byte is EEH. Whenever a data transfer 
takes place, the receiving device (either the TDC or 
the host) must acknowledge the transfer by sending 
a FFH. For ease of discussion, commands are divided 
into three types. 

Type I Commands 

Type I commands set internal flags and operating 
modes. They are all considered completed after 
transfer of the command. 

EOH DISPLAY OFF 

E1 H DISPLAY 12 HOUR TIME 

E2H DISPLAY 24 HOUR TIME 

E3H DISPLAY DATE 

E4H DISPLAY USER 

E5H SELECT CRYSTAL TIMEBASE 

E6H SELECT EXTERNAL 50 Hz TIMEBASE 

E7H SELECT EXTERNAL 60 Hz TIMEBASE 

E8H DISABLE INTERRUPTS 

COMPUTER DIALOG WITH TDC FOR 
TYPE I COMMANDS 

STATUS 1 COMPUTER - TDC 

if TDC ready: 

COMMAND COMPUTER - TDC 

Type II Commands 

Type II commands set internal registers. They are all 
followed by three bytes of data. They are considered 
completed after transfer of data. All type II com- 
mands are non interruptable. 

The commands are: 



E9H 


SET 12 HOUR BCD TIME (BIN and BCD24 




also set) 


EAH 


SET 24 HOUR BCD TIME (BIN and BCD12 




also set) 


EBH 


SET DATE 


ECH 


SET DAY OF WEEK 


EDH 


SET USER 


EFH 


SET ABSOLUTE 12 HOUR TIME INT 




(Interrupts are enabled) 


FOH 


SET ABSOLUTE 24 HOUR TIME INT 




(Interrupts are enabled) 


F1H 


SET ABSOLUTE DATE INTERRUPT 




(Interrupts are enabled) 



F2H SET RELATIVE INTERRUPT 
(Interrupts are enabled) 

COMPUTER DIALOG WITH TDC FOR 
TYPE II COMMANDS 



STATUS 1 


COMPUTER 




TDC 


if TDC ready: 








COMMAND 


COMPUTER 




TDC 


STATUS 2 


COMPUTER 




TDC 


if TDC ready: 








BYTE 1 


COMPUTER 




TDC 


STATUS 2 


COMPUTER 


■4— 


TDC 


if TDC ready: 








BYTE 2 


COMPUTER 




TDC 


STATUS 2 


COMPUTER 




TDC 


if TDC ready: 








BYTE 3 


COMPUTER 




TDC 



Type III Commands 

Type III commands read internal registers. They are 
all followed by three bytes of data. They are con- 
sidered completed after transfer of data. All type III 
commands are non interruptable. 

The commands are: 

F3H READ 12 HOUR BCD TIME 

F4H READ 24 HOUR BCD TIME 

F5H READ BINARY TIME 

F6H READ DATE/POWER FAIL FLAG 

F7H READ DAY OF WEEK 

F8H READ RELATIVE INTERRUPT 



COMPUTER DIALOG WITH TDC FOR 
TYPE III COMMANDS 



STATUS 1 


COMPUTER 




TDC 


if TDC ready: 








COMMAND 


COMPUTER 




TDC 


STATUS 3 


COMPUTER 




TDC 


if TDC ready: 








BYTE 1 


COMPUTER 




TDC 


ACKNOWLEDGE 


COMPUTER 




TDC 


STATUS 4 


COMPUTER 




TDC 


if TDC ready: 








BYTE 2 


COMPUTER 




TDC 


ACKNOWLEDGE 


COMPUTER 




TDC 


STATUS 4 


COMPUTER 




TDC 


if TDC ready: 








BYTE 3 


COMPUTER 




TDC 


ACKNOWLEDGE 


COMPUTER 




TDC 
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CKI CKO 



osc 



RESET >- 



50/60 Hz >- 



+ 16 



XTLTST 



CRYSTAL 
TEST 
AND 
RESET 
LOGIC 



+ 25600 





TIMEBASE 
SELECT 









* 10 



INTRO 



SEC 



SEC 



BCD12 



MIN 



12 
HOUR 



BCD24 



MIN 



24 
HOUR 



BINARY TIME COUNTER 



TIME COMPARATOR 
AND INTERRUPT LOGIC 



INT 



TIME LATCH AND COUNTER 



m 

PM 

L OGIC 



DAY 





DAY OF I 




WEEK | 



POWER 
FAIL 



MONTH 
LENGTH 
LOGIC 



LEAP 
YEAR 
LOGIC 



DATE 



en 



MONTH MONTH YEAR 



DATE COMPARATOR 



XINT 



LATCH 



DSO-2 



BCDO-3 



DISPLAY 
MULTIPLEXER 



DISPLAY 
SELECT 



BCD 12 
BCD24 
DATE 



USER 



LATCH 



CS 
WE ■ 
RE 

DALO-7 



HOST 
INTERFACE 

AND 
CONTROL 
LOGIC 



3 



TIME 
SAMPLE 

AND 

SET 
LATCHES 



TO ALL INTERNAL 
REGISTERS 



WD2412 FUNCTIONAL BLOCK DIAGRAM 
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Master Reset 

Upon receipt of a Master Reset, the WD2412 defaults 
to the following values: 

BCD24 
BCD12 
BIN 
DATE 
DAY 

RELATIVE INT 
TIMEBASE 
DISPLAY 
INTERRUPTS 
POWER FAIL FLAG 



00:00:00 (Midnight) 
12:00:00 AM 


00/00/00 
(Sunday) 


Crystal 
Off 

Disabled 
Set 



Power Fail Flag 

When power is restored to the WD2412, it initiates a 
master reset. As part of this, the Power Fail Flag is 
set. Normally, at the end of a day, the DAY and DATE 
registers are incremented. When the Power Fail Flag 
is set, the DATE register remains at 00/00/00 to in- 
dicate that the power failed although the DAY register 
is still incremented. Elapsed time since WD2412 
power up can be determined by reading any time of 
day register in conjunction with the DAY register. 

ORGANIZATION 

The WD2412 includes eight 3-byte user addressable 
registers. These registers are 12 hour BCD Time of 
Day (BCD12), 24 hour BCD Time of Day (BCD24) 
Binary Time of Day (BIN), Date (DATE), Day (DAY), 
User (USR), Time of Day Absolute and relative in- 
terrupt register (INT) are extended (Date Absolute) 
interrupted register (XINT). 

BCD24 Register 

This read/write register holds the present time of day 
in a 24 hour BCD format. Data are arranged in a 
packed BCD format with two digits per byte. 

byte 3 byte 2 byte 1 



H10 


H1 




M10 


M1 




S10 


S1 


7 6 5 4 


3 2 10 


7 6 5 4 


3 2 10 


7 6 5 4 


3 2 10 



BCD12 Register 

This read/write register holds the present time of day 
in a 12 hour BCD format. Data are arranged in a 
packed BCD format with two digits per byte. An 
AM/PM indicator is available on the most significant 
bit of the most significant byte. This bit is reset for 
AM and set for PM. 



bvte3 



bvte2 



bytel 



PM 



H10 H2 



M10 



M1 



S10 



S1 



76543210 7654 3210 7654 3210 



Bin Register 

This read only register also holds the present time of 
day, but in a straight binary format. The format is in 
one-tenth second ticks since midnight. The value of 
this 20 bit register can vary from through 863,999 
decimal. Data is arranged in a seven bit per byte 
format with the most significant bit of the byte 
always set to zero. 



byte 3 



byte 2 



byte 1 







bits 14-19 



bits 7-13 



bits 0-6 



7 6 5 4 3 2 10 



6 5 4 3 2 10 



5 4 3 2 10 



Date Register 

This read/write register holds the present date in a 
BCD format. Again, data is arranged in a packed BCD 
format with two digits per byte. 

byte 3 byte 2 bytel 



M10 



M1 



D10 



D1 



Y10 



Y1 



7654 3210 7654 3210 7654 3210 

User Display Register 

This write only register is used for user program- 
mable outputs to the optional six digit display. Valid 
characters are 0-9 and blank. Blanks are entered as 
10's. 



byte 3 



byte 2 



bytel 



D5 



D4 



D3 



D2 



D1 



DO 



7654 3210 7654 3210 7654 3210 

Day Register 

This read/write register holds the day of the week as 
a binary integer ranging in value from to 6. Sunday 
is usually considered 0, but this is a completely 
arbitrary designation. For software simplicity, set day 
and read day are standard Type II and Type III com- 
mands respectively. On set day, the unused fields can 
be set to anything that won't interfere with the 
command protocol. On read day, the unused fields 
are zeroed. 



byte 3 



byte 2 



byte 1 



UNUSED 



UNUSED 



UNUSED 



DAY 



7654 3210 7654 3210 7654 3210 



o 

ro 
J* 

ro 



INT and XI NT Registers 

^ These registers have three modes, depending on 
O how they are set. In the relative mode, a binary 
J* countdown value is loaded into the INT register and 
-». an interrupt is generated when this value is 
M decremented to zero. When the terminal value is 
reached, the register is automatically re-loaded, 
unless specifically disabled by the interrupt service 
routine. This feature allows periodic interrupts with 
no software overhead. The period can be set 
anywhere from 100 mS to 1 day. 

If the INT register is read while in the relative mode, 
the number of ticks until interrupt will be returned. 
The data pattern is in the same format as in the BIN 
register. 

In the absolute time mode, a time of day in the same 
format as the BCD24 register is loaded into the INT 
register. When this time is matched, a single interrupt 
will be produced and then the interrupts will be 
disabled. To enter the absolute time/date mode, load 
the INT register with the absolute time then load the 
XINT register with the absolute date. An interrupt will 
only be generated when both time and date match. 

OPTIONAL DISPLAY 

The WD2412 can interface to a seven segment by six 
digit display and four status indicators. 12 or 24 hour 
time, date, or user defined numeric message can be 
displayed. Four status indicators are provided as 
follows: 



NAME SEG DESCRIPTION 



AM 


e 


Lit only when displaying 12 hour 






time 


PM 


c 


Lit only when displaying 12 hour 






time 


TIME 


d 


Lit when displaying 12 or 24 hour 






time 


DATE 


b 


Lit when displaying date 



ABSOLUTE MAXIMUM RATINGS 

Voltage at Any Pin Relative to GND. . . - 0.5V to + 7V 

Ambient Operating Temperature 

(Notel) 0°Cto +70°C 

Ambient Storage Temperature 

Ceramic -65°Cto +150°C 

Plastic -55°Cto + 125°C 

Lead Temperature (Soldering, 10 sec.) 300°C 

Power Dissipation 0.75 Watt at 25° C 

0.4 Watt at70°C 

Absolute maximum ratings indicate limits beyond 
which damage to the device may occur. DC and AC 
electrical specifications are not ensured when 
operating the device at absolute maximum ratings. 

NOTE 1: An extended temperature range WD2412 is 
available which will operate within an 
ambient temperature range of -40°C to 
+ 85°C. 



DC ELECTRICAL CHARACTERISTICS 



0°C <Ta< + 70°C, 4.5V<Vcc^6.3V unless otherwise noted. 



PARAMETER 


CONDITIONS 


MIN 


MAX 


UNITS 


Operating Voltage (Vcc) 




4.5 


6.3 


V 


Operating Supply Current 


VCC = 5V, T A = 25°C 




40 


mA 




(all inputs and outputs open) 








Input Voltage Levels 










CKI Input Levels 










Crystal Input 










Logic High(V|H) 




2.0 




V 


Logic Low(V|L) 






0.4 


V 


All Other Inputs 










Logic High 


Vcc = Max 


3.0 




V 


Logic High 


Vcc = 5V ± 5% 


2.0 




V 


Logic Low 






0.8 


V 


Output Voltage Levels 










Standard Output 










TTL Operation 


Vcc = 5V ± 5% 








Logic High(VoH) 


lOH = 100 mA) 


2.4 




V 


Logic Low (Vol) 


lOL = -1.6 mA 




0.4 


V 


THREE-STATE Output 










Leakage Current 




-10 


+ 10 


^A 
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AC ELECTRICAL CHARACTERISTICS 



PARAMETER 


CONDITIONS 


MIN/MAX 


1 IkllTC 

UNITS 


Read Operation (Figure 4) 










Chip Select Stable Before RD — 


tCSR 




*S0 min 


ns 


L/iiip oeiect nolo 1 ime tor hu — 


iRCS 


5 min 


ns 


RD Pulse Width — tRR 




300 min 


ns 


Data Delay from RD — tRD 






250 max 


ns 


RD to Data Floating — tQF 






200 max 


ns 


Write Operation (Figure 3) 










Chip Select Stable Before WR — 


tcsw 




20 min 


ns 


Chip Select Hold Time forWR — 


twcs 




20 min 


ns 


WR Pulse Width — tww 




300 min 


ns 


Data Set-Up Time forWR — tow 






200 min 


ns 


Data Hold Time for WR — t\A/D 






40 min 


ns 



D 

to 

—k 

to 



Figures INPUT/OUTPUT TIMING DIAGRAM (CRYSTAL * 16) 



tcsw 



twcs 




Figure 3 WRITE OPERATION TIMING 



55- 
RD- 

DAL- 



tCSR 



-tRR- 



J 



tRD 



i-tRCS*-l 



-*DF 



Figure 4 READ OPERATION TIMING 



CKI 



INSTRUCTION CYCLE TIME »-| 

jTJTnjmjxrurrTJ^^ 



BCD0-BCD3 
DS0-DS2 



tPD1 , 

/ ~h 



tpDO 



VOH 



Vol 



Figure 5 INPUT/OUTPUT TIMING DIAGRAM (CRYSTAL + 16) 
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See page 429 for ordering information. 



information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed «US« 



WESTERN DIGITAL 

CORPORATION 

WD2412 Time of Day Clock Application Guide 



USES FOR TDC CHIP 

The WD2412 is designed for computer applications 
that require an easy to use, bus oriented time of day 
clock. Some of the WD2412 more obvious applica- 
tions are: 

• Real Time Data Collection (Data Loggers) 

• Point of Sale (Cash Registers, Store Traffic 
Monitoring) 

• Automatic Teller (Time and Date of Transaction) 

• Small Business Computer(Payroll, Transaction 
Dating) 

• Word Processing (Automatic Dating of Form 
Letters) 

• Data Entry (Form Fill-In) 

• Taxi Meter 

• Flight Recorder 

• Large Scale Heating and Cooling Control and 
Scheduling 

• Demand Billing (Electric Company Meters) 

• Postal Meters 

• Traffic Signals 

• Home Computers 

• Computerized Instruments 

• Process Control 

OPTIONAL DISPLAY 

To minimize the time it takes to execute commands, 
the display will be shut off momentarily during the 
execution of commands. This is to allow the internal 
microsequencer high priority access to the internal 
registers. Normally no display degradation will be ex- 
perienced even during command execution. 

ILLEGAL ACCESS LOCKOUT 

To insure that the time or date do not inadvertantly 
get set during host system power outages or system 
crashes, the WD2412 features Illegal Access Lock- 
out. In order to issue any command to the WD2412, 
the proper protocol must be observed. All Type II in- 
structions (writes to WD2412) use a holding latch for 
the parameters sent to the WD2412. The contents of 
the holding latch will not be transferred to any inter- 
nal register unless the entire three byte transfer oc- 
cured without error. 



BUS TIMER 

If the host system is turned off while any data or com- 
mand transfer to the WD2412 is taking place, the 
WD2412 may be left waiting for a data transfer 
acknowledge forever. The host may also be waiting 
for the command ready byte. To break this deadlock, 
the WD2412 includes a bus timer. If the next step in 
the data transfer protocol does not occur within ap- 
proximately one second, the WD2412 will switch to a 
command ready state by writing the command ready 
byte (EEH) to the I/O port. 

INTERRUPTS 

The WD2412 includes an INTerrupt ReQuest (INTRQ) 
line that generates an 8 \& pulse for each interrupt. 
Normally the low to high transition of the INTRQ line 
will have to be latched by an external D-type latch. 
The method of acknowledging the interrupt is left up 
to the system designer. 

The WD2412 has four mutually exclusive interrupt 
modes. They are recurring, relative, time absolute, 
and time/date absolute. 

Recurring Interrupts 

To generate recurring interrupts, load the INT register 
using the Set Relative Interrupt command. The para- 
meter loaded into the INT register should be the num- 
ber of 0.1 second ticks minus one until interrupt. The 
period of interrupts can be varied from 0.1 second (0) 
to 1 day (863,999 decimal). After an interrupt has been 
received, the INT register is automatically re-loaded 
and the count down continues. To stop recurring in- 
terrupts issue a Disable Interrupts command. 

The contents of the INT countdown register may be 
examined at any time using the Read Relative Inter- 
rupt command. The number in this register is equal 
to the number of ticks until interrupt plus one. 

Relative Interrupts 

This mode is a variation of Recurring Interrupts. To 
generate a time relative interrupt, load the INT 
register using the Set Relative Interrupt command. 
After an interrupt has been received, the user should 
execute a Disable Interrupt command to supress fur- 
ther interrupts. The INT register may be read using 
the Read Relative Interrupt command. 

Time Absolute Interrupt 

This mode interrupts at an absolute time match, 
much like an alarm clock. To enable this interrupt, set 
the time to interrupt using the Set Absolute 12 Hour 
Time Interrupt command or the Set Absolute 24 Hour 
Time command. After the interrupt is produced, inter- 
rupts are disabled. 



o 

8 

to 



Time/Date Absolute Interrupt 

This mode interrupts at an absolute time and date 
match. To enable this interrupt, set the absolute time 
interrupt in the normal manner then issue a Set Abso- 
lute Date command. After the interrupt is produced, 
interrupts are disabled. 

MASTER RESET 

In most applications the circuit on the Master Reset 
line (MR-) is not optional. The internal reset is based 
on a special circuit that charges up a small capacitor 
and then dumps its charge into a larger capacitor. 
The rate in which the small capacitor is charged and 
dumped is determined by the clock on the CKI line. 
This 'charge nibbler' circuit is dependent on the 
rise time of the clock power supply. 

If the power supply rise time is between 1 and 1 
mS, then the internal circuit may be used. Otherwise 
construct a RC circuit that will keep the MR- line 
below 0.7 times the power supply voltage (typically 
3.5 V) for at least 15 ^S after the power supply has 
stabilized. 

TIMEBASES 

The WD2412 has two distinct types of timebases. It 
allows the use of the 4.096 Mhz internal crystal 
oscillator (using an external crystal) or an external 50 
or 60 Hz timebase. The low time for the 50/60 Hz 
timebase must be 15 nS or longer. 

The crystal oscillator is good for applications that do 
not have access to the 50/60 Hz line frequency. Its 
primary advantage is power line independence. Its 
primary disadvantage is a relatively poor long term 
stability. The crystal is the default timebase. 

The 50/60 Hz timebase option is ideal for applications 
that have access to the 50/60 line frequency on a con- 
tinual basis. Typically, the long term stability of the 
50/60 Hz line is on the order of about a second or two 
per year. 

A small keep alive power supply can be constructed 
to run the WD2412 and the schmitt trigger waveform 
shaper. An easy way to skirt UL approval would be to 
use a miniature plug type power supply putting out 
low voltage AC. At the clock board the power can be 
rectified and filtered for the WD2412 and the 50/60 Hz 
can be run though a resistor-zener network and then 
into a schmitt trigger. 

SAMPLE ASSEMBLY LANGUAGE DRIVER 

One of the advantages of the WD2412 is it's simple 
software interface. There is only one combined I/O 
port so port indexing schemes are not needed. All 
commands are grouped into only three types so all 
software drivers can be written to be very general pur- 
pose. In these following 8080 assembly language ex- 
amples, function number is carried in the B register. 
The time or date to be read or written is located in a 
string of three bytes indexed by the HL register pair. 



;Type I command for the Western Digital WD2412 
;Command is located in register B 

CLOCK EQU 64H ;Port address of WD241 2 

TYPE1: 
WAIT1: IN 
CPI 
JNZ 
MOV 
OUT 
RET 



CLOCK 
OEEH 
WAIT1 
A,B 

CLOCK 



;ls clock ready to 
;accept a command? 
;Not ready; keep looping . 
;lf ready, get command 
;and output it to clock. 
;Done. That wasn't too 
hard! 

;Type II command for the Western Digital WD2412 
;Command is located in register B 
;Register pair HL indexes string to set TDC 
;(Write3bytes) 



TYPE2: 



CALL TYPE1 
CALL WAIT2 
CALL WAIT2 



WAIT2: 



IN 
INR 
JNZ 
MOV 

OUT 
INX 

RET 



CLOCK 
A 

WAIT2 
A,M 

CLOCK 
H 



;lssue command. 
;Write first byte. 
;Write second byte. 
;Write third byte. 
;ls status ready? (FFH) 
;No, jump and wait. 
;Otherwise get a byte from 
memory 

;and output it to clock. 
;lndex next memory 
location. 



;Type III command for the Western Digital WD2412 
;Command is located in register B 
;Register pair HL indexes string to read TDC 
;(Read 3 bytes) 



TYPE3: 


CALL TYPE1 


;lssue command. 


WAIT3: 


IN 


CLOCK 


;Check to see if TDC 




CMP 


B 


;accepted command. 




JZ 


WAIT3 


;Loop if command still 








latched. 




CALL INACK 


;Read first byte (status 








already checked). 




CALL WAIT4 


;Read second byte. 


WAIT4: 


IN 


CLOCK 


;Read third byte. 




INR 


A 


;ls status ready? (FFH) 




JZ 


WAIT4 


;No, keep on looping. 


INACK: 


IN 


CLOCK 


;Otherwise read clock data. 




MOV 


M,A 


;Store it in memory. 




MVI 


A.OFFH 


;lssue acknowledge flag 




OUT 


CLOCK 


;to clock. 




INX 


H 


increment memory pointer. 




RET 







SAMPLE MICROSOFT BASIC DRIVER 

The following Basic subroutines can be used to set ^ 
or read the clock. Commands are passed in variable < 
C. A three element array, T, holds the set or read data O 
vector. 12 

_i 
rO 



10 


REM Type I command 


20 


P= 100:REM port number 


30 


IFINP(P)O238THEN30 


40 


OUT P,C 


50 


RETURN 


60 


REM Type II command 


70 


GOSUB20 


80 


FOR X = TO 2 


90 


IF INP(P)<>255THEN 90 


100 


OUT P,T(X) 


110 


next' 


120 


RETURN 


130 


REM Type III command 


140 


GOSUB 20 


150 


IFINP(P) = CTHEN 150 


160 


X = 


170 


GOSUB 230 


180 


FORX=1 T02 


190 


IFINP(C) = 255THEN190 


200 


GOSUB 230 


210 


NEXT 


220 


RETURN 


230 


T(X) = INP(C) 


240 


OUT C,255 


250 


RETURN 
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WESTERN DIG/ TA L 

CORPORATION 



FR1502 First-In/First-Out Buffer Register 



01 

o 
ro 



FEATURES 

40 CHARACTERS BY 9 BITS 
EXPANDABLE CHARACTER AND BIT SIZE 
(CASCADE CAPABILITY) 

DC TO 1 MHz ASYNCHRONOUS I/O ACCESS 
INPUT/OUTPUT READY STATUS FLAGS 
THREE STATE OUTPUTS 
SEPARATE INPUT AND OUTPUT ENABLES 
DIRECTLY TTL AND DTL COMPATIBLE 
MASTER RESET 

NO EXTERNAL CLOCKS REQUIRED 

AVAILABLE IN REL-PAC (F) OR CERAMIC (E) 
PACKAGES 



APPLICATIONS 

POINT OF SALE TERMINALS 

DATA TRANSMISSION BUFFER 

LINE PRINTER INPUT BUFFER 

KEY-TO-TAPE/KEY-TO-DISC EQUIPMENT 

CARD/TAPE READERS 

AUTO DIALERS 

CRT BUFFER MEMORY 

CONTROL STACK SILO ORIENTED MACHINES 

COMPUTER/TERMINALS I/O INTERFACE 
BUFFER 

TELEPRINTER BUFFER 



GENERAL DESCRIPTION 

The FIFO (First-In/First-Out) Storage Chip is an asynchron- 
ous memory organized in a nine-bit by forty-character stack. 
Characters are loaded at the top of the stack and then "sink" 
to the bottom of the stack, or to the level of previously en- 
tered data, without external clocks being applied. As a char- 
acter is taken from the bottom of the stack, all of the previ- 
ously loaded characters will automatically propagate toward 
the output (bottom of stack). 

Data can be entered whenever the INPUT REGISTER 
EMPTY line is high by strobing INPUT STROBE. The INPUT 
ENABLE line must also be high while strobing. The INPUT 
STROBE resets INPUT REGISTER EMPTY and latches the 
input data. As soon as this data is latched, INPUT REGIS- 
TER EMPTY will again go high and additional data can be 
loaded. 

When data reaches the FIFO output, the OUTPUT DATA 
READY line will go high. The data is then valid at the outputs 
(providing the OUTPUT ENABLE line is high). The falling 
edge of the OUTPUT STROBE causes the OUTPUT DATA 
READY line to go low and to shift new data into the output 
register. When the new data is available, the OUTPUT DATA 
READY signal again goes high. 

The FIFO output data lines are in high impedance state 
whenever the OUTPUT ENABLE line is low. 

The logic conventions and internal delays designed into the 
FIFO allow direct expansion of the memory without external 
hardware (Cascade Mode). 




PIN DESIGNATION 



I NPUT ENABL E 

(IE) 1 



(IRz) 



INPUT 
DATA _ 



(IRs) 



INPUT 
STROBE 
(IS) 



n 



INPUT 
CONTROL 
INPUT*HEGISTER 
EMPTY (IRE) 



I I 

_LL 



O UTPUT ENAB LE 

(51) 
(ORo) . 



(OR3I 



OUTPUT 
(° R «) . DATA 



(OR,) 



CONTROL REGISTER 



MASTER RESET 
(MR) 



OUTPUT ^.OUTPUT 
CO NTROL] STROBE 

tW l° s > 



OUTPUfDATA 
READY (QDR) 



BLOCK DIAGRAM 
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INTERFACE SIGNALS DESCRIPTIONS 



PIN 
NUMBER 


SIGNAL NAME 


SYMBOL 


FUNCTION 


25-28, 
2-6 


INPUT REGISTER 


IR0- 
IR8 


Input datalines. These are input (but not latched) to the 
FIFO independently of the INPUT ENABLE or INPUT 
o 1 nUtJt. 


20 


INPUT REGISTER 
EMPTY 


IRE 


When high, indicates that data can be loaded into the FIFO. It is 
reset to a low by falling edge of the Input Strobe. 


22 


IMD| iT OTDHQC 


IS 


Latches INPUT DATA in the FIFO on rising edge. 


24 


MASTFR RF^FT 
ivi/ao i c n ncoc I 


ivi n 


vvi ici i i ityi i, umdib trie r iru control registers, i nis leaves ine 
OUTPUT REGISTER DATA (OR0-OR8) in an undefined state, 
sets INPUT REGISTER EMPTY (IRE) to high and resets OUT- 
PUT DATA READY (ODR) to low. 


19-11 


OUTPUT REGISTER 
DATA 


ORO- 
OR8 


Three state data outputs. When OE is low, the outputs are in the 
high impedance state. When OE is high, these lines present the 
previous latched data in a first-in/first-out manner. 


10 


OUTPUT DATA 
READY 


ODR 


ODR is high when data is latched and available at the data output 
lines. Is reset to low by the falling edge of OUTPUT STROBE 
(OS) if OUTPUT ENABLE (OE) is high. 


7 


OUTPUT STROBE 


OS 


A falling edge of this signal resets the OUTPUT DATA READY 
(ODR) line and then shifts the data one step towards the output 
if OUTPUT ENABLE (OE) is high. 


23 


INPUT ENABLE 


IE 


When high, enables the input control logic. At any state of 
IE or IS, the INPUT DATA will be transferred into the FIFO, 
but can not be latched unless IE is high. 


8 
1 


OUTPUT ENABLE 

V SS POWER 
SUPPLY 


OE 

v SS 


When low, OE puts the output lines (OR0-OR8) in high imped- 
ance state. When high, the output lines present the output data. 

+ 5VDC 


21 


V D D POWER 
SUPPLY 


Vdd 


Volt— GND 


9 


V GG POWER 
SUPPLY 


Vgg 


-12VDC 



cn 
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input strobe ignored _ LATCHES DATA AND RESETS IRE 

r since ie is low *r 

Ft rt 



- input stbobe ignopeo ^ LATCHES DATA AND HESETS IRE 

BE J | | | | | |^ 

(SEE NOTE) 



3 a IZZBCP^M 



INPUT ENABLE 

IIEl 



OUTPUT STROBE 



OUTPUT STROBE _ 



Output enable . 



SWITCHING CHARACTERISTICS 



SWITCHING WAVE FORMS 



(SEE NOTE) 
Tdis 



Ties 



s 



T|EH 



DATA VALID 



. T ISL 



4 



INPUT 
DETAIL 



W///////////M ~ ymm 









IRE 


> 

«- T|RL 









OR0- 
OR8 



mum 



T OES 



4— T ODV — ». 

U T OSL 



: mmwm c 



TODR 



_*| T OEH L«_ 



OUTPUT 
DETAIL 



T OOftL 



SWITCHING WAVE FORMS 
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ABSOLUTE MAXIMUM RATINGS 



3J V GG Supply Voltage +0.3V to -20V 

g V DD Supply Voltage +0.3V to -20V 

l\S Clock Input Voltage* +0.3V to -20V 

Logic Input Voltage* +0.3V to -20V 

Logic Output Voltage* +0.3V to -20V 

Storage Temperature (Ceramic) -65°C to +150°C 

Storage Temperature (Plastic) -55°C to + 125°C 

*V GG = VDD = 0V 

NOTE: These voltages are measured with respect to Vss (Substrate) 



ELECTRICAL CHARACTERISTICS 

(V ss = +5V ± 5%; V DD = 0V; V GG =-12V ± 5%; TA = 0°C to +70°C unless otherwise specified) 



SYMBOL 


PARAMETER 


MIN 


MAX 


CONDITIONS 




INPUT LOGIC LEVELS 








V IL 


Low-level Input Voltage 




0.8V 


V SS = 4.75V 


V| H 


High-level Input Voltage 


V SS -1 5V 




(NOTE 1) 




OUTPUT LOGIC LEVELS 






(NOTE 2) 


Vol 


Low-level Output Voltage 




0.4V 


V SS = 5.25V 










Iql = -1.6mA 


Voh 


High-level Output Voltage 


Vss-1-OV 




V SS = 4.75V 










IOH = +200 uA 




INPUT CURRENT 








IlL 


Low-level Input Current 




-1.6mA 


V SS = 525V 




(each pin) 






V| N = 0.4V 


iss 


SUBSTRATE SUPPLY CURRENT 




65 mA 


V SS = 525V 










V GG = -12.6V 


iGG 


GATE SUPPLY CURRENT 




-30mA 


V, N = 0.4V 



NOTE 1 : All inputs have pull-up resistors. This allows unloaded TTL outputs of 2.0V to be connected and operate properly. 
When connected, this voltage (2.0V) will become V ss -1.5V. 

NOTE 2: V 0L and V h when OE = V| H (low impedance output). High impedance (OE = V| L ) «• 10 Mohm. 
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SWITCHING CHARACTERISTICS — See "Switching Waveforms'' 

(V S S = +5V, V DD = OV, V GG = -12V, T A = 0°C to +70°C, C L0 AD = 10 P f ) 



SYMBOL 


PARAMETER 


MIN 


MAX 


CONDITIONS 


"^IES 


Input Enable Setup Time 


ns 




N 




T IEH 


Input Enable Hold Time 


ns 








T DIS 


Data Input Setup Time 


ns 








T DIH 


Data Input Hold Time 


250 ns 








T IRL 


Input Register Load Time 




250 ns 






T IRE 


Input Register Empty Time 




800 ns 






T ISL 


Input Strobe Low Time 


450 ns 








T ISH 


Input Strobe High Time 


150 ns 








T OES 


Output Enable Setup Time 


50 ns 








T OEH 


Output Enable Hold Time 


50 ns 






> (NOTE 1 ) 


T OSL 


Output Strobe Low Time 


150 ns 








T ODR 


Output Data Ready Time 




200 ns 






T DR 


Data Reset Time 




600 ns 






T PD 


Output Propagation Delay Time 




250 ns 






T ODRL 


Output Data Ready Low 




600 ns 






T OSH 


Output Strobe High Time 


500 ns 








T ODV 


Output Data Valid Time 




200 ns 




T R 


Maximum Ripple Time 




10 MS 


(NOTE 2) 


T B 


Maximum Bubble Time 




25 mS 


(NOTE 3) 


T MR 


Master Reset Pulse Time 


500 ns 






«D 


Maximum Data Rate 




1 MHz 


(NOTE 4) 



NOTE 1:T rise = T fa n = 10nS. 

NOTE 2: Ripple Time— time required for a single data character to propagate from the input to the output of an empty FIFO (IS 

strobing edge to ODR rising edge). 
NOTE 3: Bubble Time— time required for a "hole" to propagate from the output to the input of a full FIFO (falling edge of OS to 

rising edge of IRE). 

NOTE 4: The maximum data rates for a "single" FIFO (not cascaded) and for FIFO's cascaded together are the same. 
GENERAL NOTE: All A.C. test points are at 0.8V or 2.0V. 
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ORDERING INFORMATION 



T A = 0°C to +70°C 









MAX. 




PACKAGE 




DATA 


PART NO. 


TYPE 


CASCADABLE 


RATE 


E-10 


CERAMIC 


YES 


1.0 MHz 


F-10 


PLASTIC 


YES 


1.0 MHz 


E-11 


CERAMIC 


NO 


500 KHz 


F-11 


PLASTIC 


NO 


500 KHz 



11 




EXPANSION EXAMPLE 

FR1502E/F-10 



See page 429 for ordering information. 



Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 



WESTERN DIGITAL 

CORPORATION 

WD1510— 00, -01,-02, -03 LIFO/FIFO Buffer Register 
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cn 

—L 
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FEATURES 

WORD LENGTH SELECTABLE: 128 OR 132 
9 BIT WORD WIDTH 

DC TO 650 KHZ (-00), 1 MHz (-01), 1.5 MHz 
(-02), 1.8 MHz (-03) 
EMPTY AND FULL FLAGS 
THREE-STATE DATA LINES 
5-VOLT ONLY 

NO EXTERNAL CLOCKS REQUIRED 
TTL COMPATIBLE ON ALL INPUTS AND 
OUTPUTS 

28 PIN PLASTIC OR CERAMIC DIP 
CASCADABLE WITH WD1511 SUPPORT CHIP 
FULLY ASYNCHRONOUS DUAL PORT 
OPERATION 




O 

ro 



CO 



PIN DESIGNATION 



DESCRIPTION 

The WD1510 is an MOS/LSI Memory Buffer which is 
organized as a 9-bit by 128 or 132 word stack. The 
chip has 2 bidirectional data ports and may be read 
from or written into either port. Thus, the chip can 
function as a LIFO from either port or it can function 
as a FIFO, with data flow from either port A to port B 
or vice versa. The DIRECTION input pin is used to 
specify the data flow direction. The WD1510 is 
fabricated in 5-volt only N-channel technology. 
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PIN DESCRIPTION 



o 
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© 
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PIN 








NUMBER 


NAME 


SYMBOL 


FUNCTION 


1 


vss 


VSS 


Ground 




£. 




FMPTY 


InHifatOQ when thoro iq nn riata in tho hi iffor 

1 1 lUIUdlco Wlldl U Icic 1 1 1 u uct Id 111 11 lc UUI Ic 


3 


CHIP SELECT PORT A 


CSA 


Used to select Port A for either a Read or Write 

nnca ratinn 


4 


l^o Un lo<£ 


lzo/1 


Used to set word length. When low word length 
— 1^0, wiicii iiiyii woru iciiyiii — \oc. 





MACTCD DCCCT 


Mn 


When pulsed will clear the buffer and set the 

FMPTY nin 

c_ I vi r I 1 |jii I 


6 8101214 

yj , U. IU, I l*-r. 


PORT A DATA LINES 


PA0-PA8 


Ridirprtinnal DATA Port for rpadinn nr uvritinn 

uiu 1 1 cv^ 11 \ji id 1 ur\ 1 r\ rui i I wi i cau 1 1 i y \ji w m li i ly 


17,19,21,23 








7,9,11,13,15 


PORT B DATA LINES 


PB0-PB8 


Bidirectional DATA Port tor reading or writing 


18,20,22,24 






16 


vcc 


vcc 


+ 5 volts ± .25V 


25 


DIRECTION 


DIR 


When low DIR specifies that Port A may be read 
from and Port B may be written into. When high 

niR Qnpr if ipq that Pnrt A maw ho written i nin 
uin opcui 1 ico 11 id 1 rui i a\ i i idy uc wi i ncsi i 11 1 ivy 

and Port B may be read from. 


26 


NO CONNECTION 


NC 


No connection (not for customer use). 


27 


CHIP SELECT PORT B 


CSB 


Used to select Port B for either a Read or Write 
Operation 


28 


FULL 


FULL 


Indicates that all 132 or 128 words of memory 
are loaded with data 



PORT , 
A 



CSA ■ 



9 BITS 



A 
V 



A 



WD1510 



9 BITS 



PORT 
B 



CSB 



fc- FULL 
EMPTY 



DIR ■ 
MR- 
128/132- 
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OPERATION 

The WD1510 contains a 132 x 9 buffer which may be 
programmed for 128 x 9 operation. Setting the 
128/132 pin to a Logic enables the EMPTY and 
FULL lines to be activated when 128 bytes are read or 
written. When the 128/132 line is set to a Logic 1 or 
left open, the 132 byte operation is enabled. This line 
contains an internal pull-up resistor of approximately 
5KQ. 

When the Master Reset Line (pin 5) is set to a Logic 1, 
all internal counters are reset and the EMPTY Flag is 
set. Prior to reading or writing data, the DIRECTION 
Line (pin 25) must be set to select the desired 
operation: 



DIR 


PORTA 


PORT B 


1 


WRITE 


READ 





READ 


WRITE 



To operate the device in the FIFO mode, both Ports 
must be used. If the DIRECTION Line is set to a Logic 



1, then data is written into Port A and read out of Port 
B. Reading/Writing to the two ports can be done 
asynchronously. 

In the LIFO mode only one port is used. For example, 
if using Port A, the DIRECTION Line is set to a Logic 
1 to enter data, and is reset to a Logic to read data. 

Reading or writing is performed by setting the ap- 
propriate CS (Chip Select) Line to a Logic 0. After the 
specified hold time has expir ed, d ata may be entered 
or read on the rising edge of CSAor CSB. In a Read 
mode, data is valid as long as CS remains active. 
Both Ports return to the high impedance state when 
CS is returned to a Logic 1 . 

The EMPTY Line (Pin 2) and the FULL Line (Pin 28) 
are used as status or interrupt lines to determine the 
status of the buffer. When both EMPTY and FULL are 
at a Logic 0, the buffer contains 1 thru 127 bytes 
(128/132 = 0) or 1 thru 131 bytes (128/132 = 1). 



O 

cn 
o 

■ 
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ELECTRICAL CHARACTERISTICS 
ABSOLUTE MAXIMUM RATINGS 

Vcc wi th respect to Vss 

(Ground +7V 

Max Voltage on any Pin with 

respect to Vss - 0.5V to + 7V 

Operating Temperature 0°Cto70°C 



Storage Temperature 

Plastic -55°Cto +125°C 

Ceramic - 65°C to + 150°C 

OPERATING CHARACTERISTICS (DC) 

TA = 0°Cto70°C,Vss = 0V, VQC = +5V ± 25V 



SYMBOL 


CHARACTERISTIC 


MIN 


TYP 


MAX 


UNITS 


CONDITIONS 


ILI 


Input Leakage 






10 


MA 


V|N = VQC 


lLO 


Output Leakage 






10 


fiA 


VOUT = VCC> VSS 


V|H 


Input High Voltage 


2.2 






V 




V|L 


Input Low Voltage 






0.8 


V 




VOH 


Output High Voltage 


2.4 






V 


lO = - 100nA 


vol 


Output Low Voltage 






.4 


V 


lO = 1.6 mA 


ice 


Power Supply Current 




125 


200 


mA 


All outputs open 



AC. TIMING CHARACTERISTICS 

TA = 0°Cto70°C,Vss = 0V, VQC = +5V ± .25V, Vqh = 2.0V, Vql = 0.8V 



SYMBOL 


CHARACTERISTICS 


WD1510-00* 


WD1510-01* 


WD1510-02* 


WD1510-3* 


MIN 


MAX 


MIN 


MAX 


MIN 


MAX 


MIN 


MAX 


TMR 


Master Reset Time 


400 




250 




250 








tdv 


Data Valid from CS 




550 




350 




300 






tdd 


Data Delay from CS 




110 




85 




60 






tdh 


Data Hold from CS 


150 




100 




80 








Tdir 


DIR Setup Time 


1500 




1000 




834 








tev 


EMPTY Valid from CS 




550 




350 




250 






tfv 


FULL Valid from CS 




550 




350 




250 






TCSL 


CS Pulse Width Low 


600 




500 




417 








TCSH 


CS Pulse Width High 


600 




500 




417 








TCY 


CS Cycle Time 


1540 




1000 




834 








TDS 


Data Setup Time 


80 




50 




50 








fmax 


Data Transfer Rate 




.65 




1.0 




1.5 




1.8 



"All values are in nanoseconds with the exception of Fmax = MHz. 
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• T CSL ■ 



CSA or CSB 

DATA PORT 
DIR 



■ Tds • 



-*h !-*-T DH 



///////////// m ™*w be v // ///// 



■TqIR 



WRITE OPERATION 



T CSL 



CSA or CSB 



DATA PORT 



-T DV - 



! ■*>, T DD 

////////////// M/^E^IUIUA 



READ OPERATION 



MR 



■TMR ■ 



CSA or CSB 



EMPTY or FULL 



-TCSL- 



TEV 

"Tfv 



■ T CSH 



OLD VALUE 



X 



NEW VALUE 



TCY 



MISC TIMING 



CAPACITANCE 

Ta = 25°C;VCC = GND = OV 



SYMBOL 


PARAMETER 


MIN 


TYP 


MAX 


UNIT 


TEST CONDITIONS 


C|N 


Input Capacitance 




6 


10 


PF 


fC = 1 MHz 


Cl/O 


I/O Capacitance 




15 


20 


PF 


Unmeasured pins returned 














to GND. 


c L 


Load Capacitance 




50 




PF 


Vcc = 5.0 V 



WD1510 CAPACITANCE LEVELS 

See page 429 for ordering information. 

Information furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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Printed m U S A 



WESTERN DIGITAL 

CORPORATION 

WD1511 LIFO/FIFO Support Device 



FEATURES 

• CASCADES UP TO 4 ASYNCHRONOUS RAM 
BASED LI FO'S/ FIFO'S 

• CONTROLS 2-T0-1 OR 4-TO-1 BUFFERED BUS 
CONVERSION 

• PIN SELECTABLE OPERATING MODES 

• LOGICALLY TRANSPARENT TO HOST 
INTERFACE 

• ALL INPUTS AND OUTPUTS TTL COMPATIBLE 

• SINGLE +5V SUPPLY 

• 20 PIN DUAL-IN-LINE PACKAGE 

• DIRECT COMPATIBILITY WITH THE WD1510 
LIFO/FIFO 



RESET Q 


•1 


20 


□ v cc 


CSAO □ 


2 


19 


I CLKA 


CSAT □ 


3 


18 


Z3 CLK B 


CSA2 


4 


17 


EMPTY 


CSA3 □ 


!. 


16 

WD1511 


Z] FULL 


CSBO □ 


fi 


15 


DIR 


CSBT □ 




14 


FIFO/ UFO 


CSB2 Q 


8 


13 


^ EXT. STROBE 


CSB3 C 


9 


12 


□ 2/4A 


vss C 


10 


11 


!□ 2/4B 



DESCRIPTION 

The WD1511 is designed to cascade RAM based 
FIFO's without resorting to 'bucket brigade' ar- 
chitectures. Cascading is implemented by logically 
demultiplexing sequential data bytes into two (or 
four) FIFO's. Data read out of the FIFO's is logically 
multiplexed, restoring the original order. 

The WD1511 provides all of the necessary data 
strobe steering logic to demultiplex/multiplex the 
data stream for both FIFO and LIFO applications. 
This technique is also employed in implementing 
2-to-1 or 4-to-1 bus conversion. 

Normally, data strobes are routed through the 
WD1511. However, in application s where data h old 
times are critical, grounding the EXT. STROBE pin 
makes it possible to reduce propagation delays by 
gating the strobes externally to the WD151 1. 

The WD151 1 's cascading technique reduces the duty 
factor for each FIFO device and may make higher 
throughput possible. 



PIN DESIGNATION 




FUNCTIONAL BLOCK DIAGRAM 
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ORGANIZATION 

The WD1511 is organized as a pair of synchronous 
up/down Gray counters with fully decoded outputs. 
Clocking occurs on low-to-high transitions of the 
clock inputs. FULL and EMPTY FIFO status inputs 
are gated with DIR to inhibit counting during FIFO 
overfl ow o r underflow. A logic one on either DIR or 
FIFO/LIFO causes the counters to increment when 
clocked and the decoders to decode for N. A logic 

WD1511 PIN DEFINITIONS 



PIN NUMBER PIN NAME SYMBOL 



1 RESET RESET 



2,3,4,5 



6, 7,8,9 



10 
11 



12 



13 



14 



zero on both the DIR and FIFO/LIFO inputs causes 
the counters to decrement when clocked and the 
decoders to decode for N-1. A2/4 and B2/4 determine 
the number of active discrete outpu ts for each 
decoder. A logic one on EXT. STROBE causes both 
decoders' active low outputs to be "OR-ED" with the 
counter clocks. Reset forces the counters to 
asynchronously clear. 



FUNCTION 



Active high input. Asynchronously clears 
counter A and counter B. 



CHIP SELECT 
'A' OUTPUTS 

CHIP SELECT 
'B' OUTPUTS 

vss 

2/4B 



2/4A 



EXTERNAL 
STROBE 



FIFO/LIFO 



CSA0-CSA3 Active lo w, 1-of-4 CSA steering logic outputs. 

CLKA or EXT. STROBE must be low to enable 
the active output. 

CSB0-CSB3 Active lo w, 1-of-4 CSB steering logic outputs. 

CLKB or EXT. STROBE must be low to enable 

the active output. 
Vss Ground 

2/4B This input selects the number of active CSB 

outputs. When 2/4B is open or held high, 1-of-2 
deco ding is performed on counter 'B'; CSB2 
and CSB3 are inactive and remain high, inde- 
pendently of the state of counter 'B\ When 2/4B 
is low, 1-of-4 decoding is performed on counter 
'B'. This input includes an internal pull-up 
resistor of approximately 6.5KQ. 

2/4A This input selects the number of active CSA 

outputs. When 2/4A is open or held high, 1-of-2 
deco ding is performed on counter 'A'; CSA2 
and CSA3 are inactive and remain high, inde- 
pendently of the state of counter 'A'. When 2/4A 
is low, 1-of-4 decoding is performed on counter 
'A'. This input includes an internal pull-up 
resistor of approximately 6.5KQ. 

EXT. This active low input enables the CSA an d CSB 

STROBE outp uts in depen dently of the levels of CLKA 

and CLKB. With EXT. STROBE low, several op- 
tions are available; the chip select outputs can 
be clocked externally with a 74LS02 or equiva- 
lent to generate active high data strobes; a 
74LS32 or equivalent can be used to generate 
active low data strobes; WD1511's can be cas- 
caded without additive propagation delays; the 
WD1511 can be used as a dual, 4-output John- 
son counter. This input includes an internal pull- 
up resistor of approximately 6.5KQ. 

FIFO/LIFO When this input is open or held high, or when 
the DIR input is high, the active steering logic 
outputs are equal to the current states of the 
counters and the counters will incre ment when 
clocked. When both the FIFO/LIFO and DIR in- 
puts are low, the active steering logic outputs 
are equal to the current states of the counters, 
logically minus one, and the counters will dec- 
rement when clocked. This input includes an in- 
ternal pull-up resistor of approximately 6.5KQ. 
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PIN NUMBER PIN NAME SYMBOL FUNCTION 



15 


DIRECTION 


DIR 


This input determines which counter shall be in- 
hibited when the full or empty inputs are active. 
It is also gated with the FIFO/LIFO input to con- 
trol steering logic decoding and provide counter 
up/down control. 


16 


FULL 


FULL 


This active high input is used to prevent the 
data pointers (chip selects) from being invali- 
dated during overflow conditions. When both 
the FULL and DIR inputs are high, counter 'A' is 
inhibited or frozen at its current count. When 
FULL is high and the DIR input is low, counter 
'B' is inhibited. This input must be held low if 
unused. 


17 


EMPTY 


EMPTY 


This active high input is used to prevent the 
data pointers (chip selects) from being invali- 
dated during underflow conditions. When both 
the EMPTY and DIR inputs are high, counter 'B' 
is inhibited or frozen at its current count. When 
EMPTY is high and the DIR input is low, counter 
'A' is inhibited. This input must be held low if 
unused. 


18 


CLOCK B 


CLK B 


This input clocks counter 'B' on the low-to-high 
transition. The active 1-of-4 CSB output is 
enabled when either CLKB or EXT. STROBE is 
low. 


19 


CLOCK A 


CLK A 


This input clocks counter 'A' on the low-to-high 
transition. The active 1-of-4 CSA output is 
enabled when either CLKA or EXT. STROBE is 
low. 


20 


vcc 


VCC 


+ 5VDC ±5% 



16 x 256 TO 8 x 512 BIDIRECTIONAL FIFO BUFFER 



Example 'A' shows the WD1511 used to convert a 16 
bit data bus to an 8 bit data bus. With the availability 
of 4 steering logic outputs, the implementation 
shown also utilizes the cascade feature providing a 
256x16_to 512x8 FIFO Buffer. By placing a logic high 
on 2/4B of the WD1511, decoding would be reduced 
to 1 of 2 allowing a reduced buffer of 128x16 to 256x8. 

A key feature of this implementation is the ability to 
obtain a speed enhancement for both sides of the 
data bus. As shown with the WD1510-01, the 8 bit 
data may be read out at a 2MHz rate. This is due to 
the FIFO's TcSH time being met during the access 
times of the other devices. Another key feature with a 
WD1510 implementation is the completely asyn- 
chronous 16 and 8 bus clocks, thereby allowing 
bidirectional reads and writes asynchronously. 

The basic system shown is easily modified to provide 
many variations. Some of these are: 16 to 16 bit FIFO, 
264x18 to 512x9 conversion, 512x9 to 512x9 FIFO, all 
of which can be bidirectional. 



16 
BIT 
BUS 



16 BIT " 
BUS CLK. 



esAo 



8 BIT 
BUS CLK. 



WD 
1511 



C5AT 



- CSB0 
- CSB1 
- CSB2 
-CSB3 



PORT A 



WD 
1510 
PORT B 



CSBO 



PORT A 

WD CSB1 
1510 



PORT B 



FULL 1 
EMPTY 1 



PORT A 



WD 
1510 



PORT B J: 



CSB2 



=N PORT A 

CSB3" 



WD 
1510 



PORT B Z 

is 



FULL1 
FULL 



CP 



EMPTY 1 
EMPTY2 



EMP- 



BIT 
BUS 



FULL 2 
EMPTY 2 



EXAMPLE 'A' 



405 



CJ1 



DATA 
BUS 



9 x 528 LIFO 
. BUFFER - 



EMPTY 



WD 
1510 



. CSAO 



WD 
1510 



CSA1 



WD 
1510 



CSA2 



. FULL 



LIFO 
DATA CLK. 



WD 
1511 



WD 
1510 



CSA3 

h 



EXAMPLE 'B' 

Example 'B' illustrates the simplicity in implementing 
four WD1510S cascaded for a 528x9 LIFO. This circuit 
provides the same speed enhancement as Example 
'A'. With the WD1510-01, a 2MHz byte rate transfer 
can be obtained. 

It also is easily modified to provide many reduced 
variations such as 256x8 or 9, or 51 2x8 or 9. 



CLOCK A 



CLOCK B 



CSAO 



CLK A 



CSA1 



EXT. STROBE 



CSBO 



CLK B 

CSB1 
WD1511 



I> 



74LS32 



EXAMPLE 'C 



Example 'C is shown with EXTSTROBE enabled. 
This feature reduces the propagation delay of the 
WD1511 to zero. This feature is required for systems 
unable to meet data hold times. It is also recom- 
mended for use where WD1511S are cascaded for 
large buffer size applications. 



■ SPECIFICATIONS ■ 



ABSOLUTE MAXIMUM RATINGS 

Ambient Temperature Under Bias 0to70°C 

Voltage On Any Pin With Respect 

to Ground (Vss) -0.5 to +7V 

Power Dissipation 0.5W 

DC ELECTRICAL CHARACTERISTICS 

Ta = to 70°C; Vcc = 5.0V ± 10%; Vss = 0V 



Storage Temperature 

Ceramic -65°Cto +150°C 

Plastic -55°Cto +125°C 

NOTE: Maximum limits indicate where permanent 
device damage occurs. Continuous operation at 
these limits is not intended and should be limited to 
those conditions specified in the DC Electrical 
characteristics. 



SYMBOL PARAMETER MIN TYP MAX UNITS TEST CONDITIONS 



V|L Input Low Voltage -0.5 +0.8 V 

V|H Input High Voltage 2.2 V 

Vol Output Low Voltage 0.4 V Iol = 4.0mA 

VOH High Level Output Voltage 2.4 V loH = - 200/jA 

Vcc Supply Voltage 4.5 5.0 5.5 V 

ICC Supply Current 70 100 mA All outputs open 



See page 429 for ordering information. 
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WESTERN DiCiTAL 

CORPORATION 

WD2501 X.25 Packet Network Interface (LAP) 
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FEATURES 

• Packet switching controller, compatible with 
CCITT recommendation X.25, level 2, LAP 
(WD2501) 

• Programmable primary timer (T1) and retransmis- 
sion counter (N2) 

• Programmable A-field which provides a wider 
range of applications than defined by X.25. These 
include: DTE-to-DTE connection, multipoint and 
loop-back testing. 

• Direct memory access (DMA) transfer two 
channels; one for transmit and one for receive. 
Send/receive data accessed by indirect addressing 
method. Sixteen output address lines. 

• Zero bit insert and delete 

• Automatic appending and testing of FCS field 

• Computer bus interface structure: 8 bit bi- 
directional data bus. CS, WE, RE and four input 
address lines 

• DC to 1.1 MBPS data rate 



• TTL compatible 

• 48 pin dual in-line packages 

• Higher bit rates available by special order 

APPLICATIONS 

X.25 PACKET SWITCHING CONTROLLER 
PART OF DTE OR DCE 
PRIVATE PACKET NETWORKS 
LINK LEVEL CONTROLLER 



GENERAL DESCRIPTION 

The WD2501 is a MOS/LSI device which handles bit- 
oriented, full-duplex serial data communications with 
DMA, which conforms to CCITT X.25 with program- 
mable enhancements. 

The device is fabricated in N-Channel silicon gate 
MOS technology and is TTL compatible on all inputs 
and outputs. 
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WESTERN DIGITAL 

CORPORATION 

WD2511 X.25 Packet Network Interface (LAPB) 



S 

cn 



FEATURES 

• Packet switching controller, compatible with 
CCITT recommendation X.25, level 2, LAPB 
(WD2511) 

• Programmable primary timer (T1) and retransmis- 
sion counter (N2) 

• Programmable A-field which provides a wider 
range of applications than defined by X.25. These 
include: DTE-to-DTE connection, multipoint and 
loop-back testing. 

• Direct memory access (DMA) transfer two 
channels; one for transmit and one for receive. 
Send/receive data accessed by indirect addressing 
method."Slxteen output address lines. 

• Zero bit insert and delete 

• Automatic appending and testing of FCS field 

• Computer bus interface structure: 8 bit bi- 
directional data bus. CS, WE, RE and four input 
address lines 

• DC to 1.1 MBPS data rate 



TTL compatible 

48 pin dual in-line packages 

Higher bit rates available by special order 



APPLICATIONS 

X.25 PACKET SWITCHING CONTROLLER 
PART OF DTE OR DCE 
PRIVATE PACKET NETWORKS 
LINK LEVEL CONTROLLER 

GENERAL DESCRIPTION 

The WD2511 is a MOS/LSI device which handles bit- 
oriented, full-duplex serial data communications with 
DMA, which conforms to CCITT X.25 with program- 
mable enhancements. 

The device is fabricated in N-Channel silicon gate 
MOS technology and is TTL compatible on all inputs 
and outputs. 
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WESTERN DIGITAL 

CORPORATION 

WD2520 Signalling Link Controller 



FEATURES 

• Performs most of the controls of the Signalling 
Link Control for Signalling System No. 7. 

• Selectable window sizes (8, 32, 128). 

• Dual channel DMA for full-duplex operation. 

• Unique memory access method for buffer 
management. 

• All formatting of bit-oriented control included: 
Zero bit insertion and deletion. Automatic ap- 
pending and testing of flags and FCS fields. 

• Automatic control of sequence numbers FSN and 
BSN, and of control bits FIB and BIB. 

• Selectable "Basic" error correction method or the 
preventive cyclic retransmission error correction 
method. 

• 48-pin dual in-line package. Pin compatible with 
the WD2501 and WD2511 X.25 link level con- 
trollers. 

• DC to 1.1 M bit/sec transmit-receive rate. (Higher 
bit rates available.) 

• TTL compatible. 



APPLICATIONS 

TELEPHONE SIGNALLING 

SATELLITE LINKS 

PBX SWITCHING/ROUTING 

HIGH RELIABILITY COMMUNICATIONS 

GENERAL DESCRIPTION 

Signalling System Number 7 is an international 
standard for common channel signalling systems, 
and is used within digital telecommunications 
networks for call control, remote control, 
management and maintenance signalling. 

The flexible nature of the device allows more general 
application in systems that have long round-trip 
delays; notably satellite systems. As with other 
members of the Western Digital family of Protocol 
Controllers, all real-time protocol functions are fully 
handled by the WD2520. Thus, high speed, high 
efficiency communications are easily integrated into 
new and existing designs. 
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WESTERN DiGtTAL 

CORPORATION 

WD2840 Local Network Token Access Controller 



FEATURES 

• Broadcast Medium Oriented (Coax, RF, CATV, IR, 
etc.) 

• Up to 254 nodes 

• Dual DMA/Highly efficient Memory Block 
Chaining 

• Token based protocol 

• Acknowledge option on each datagram 

• Adjustable fairness, stations may be prioritized 

• Frame format similar to industry standard HDLC 

• Supports Global Addressing 

• Diagnostic Support: Self-Tests, System and 
Network 

• TTL Compatible 
APPLICATIONS 

The WD2840 is a general purpose Local Network 
Token Controller applicable to virtually all types of 
multi-point communications applications. The token 
protocol allows the sharing of one bus by up to 254 



nodes. WD2840's will be designed into process 
control equipment, micro-computers, mini-compu- 
ters, personal computers, proprietary micro-proces- 
sor based applications, intelligent terminals, front- 
end processors, and similar equipment. 

The great advantage for the design engineer is the 
ease with which he can implement a local network 
function. The WD2840 handles autonomously all 
major communications tasks as they relate to the 
local network function. 



GENERAL DESCRIPTION 

The WD2840 is a MOS/LSI device intended for local 
network applications, where reliable data communi- 
cations over a shared medium is required. The device 
uses a buffer chaining scheme to allow efficient 
memory utilization. This scheme minimizes the host 
CPU time requirements for handling packets of data. 
The WD2840 frees the host CPU from extensive 
overhead by performing network initialization, ad- 
dressing, coordination, data transmission, acknowl- 
edgements and diagnostics. 
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WD2511 LSI circuit simplifies 
packet-network connection 



48-pin chip replaces entire board 
and thousands of lines of software 



by Geary L. Leger, WeslemagilalCorp., Newport Beach. Calif. 



□ Packet-switching data-communications technology 
can now claim its first dedicated large-scale integrated 
circuit. Called the Micro Packet Network Interface chip, 
or mPAC for short, it is a complete X.25 Level 2 control- 
ler with on-chip bidirectional direct-memory-access 
facilities. This n-channel silicon-gate MOS chip in a 
48-pin package replaces a board full of electronics. 

The mPAC goes way beyond the functions performed 
by the bit-oriented-protocol (BOP) control chips current- 
ly in widespread use. It includes the circuitry of a BOP 
chip. But it handles many other operations, eliminating 
the need for separate DMA circuits and associated 
address latches, timing chips, and the system software 
(more than 1,000 lines of code) required until now to 
perform Level 2 control of the link between a data 
terminal and a node of a packet-switching network. It 
has an 11-K read-only memory and the equivalent of 
three microprocessors: one to handle data-transmission 
operations, another for dealing with received data, and a 
third central processor to coordinate all chip functions. 
Sample quantities of the controller will be available from 



Western Digital Corp. in the first quarter of 1980. 

The data-link controllers already on the market 
(Western Digital 1933, Signetics 2652, Intel 8273, Zilog 
SIO, and others) handle BOP frame structure in a broad 
range of applications. For example, the WD 1933 can be 
used with the High-level Data Link Control (HDLC) and 
Synchronous Data-Link Control (SDLC) protocols, 
including the SDLC loop mode. This chip and others like 
it handle zero-bit insertion and deletion, the frame-check 
sequence (FCS), and the flags that define the beginning 
and end of a data frame. 

The mPAC trades some of this protocol flexibility for 
the sake of greatly enhanced usefulness within its area of 
application (Fig. 1). It is restricted to the Level 2 packet- 
switching protocol defined in Recommendation X.25 
from the Consultative Committee for International Tele- 
phony and Telegraphy (CCITT), a protocol developed 
from HDLC. But other bop chips do not set up, discon- 
nect, or reset the link; they do not automatically retrans- 
mit up to seven information frames (I frames); nor do 
they have a timer for retransmission control. These are 
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1. Targeted. The Micro Packet Interface (uPAC) chip is the first large-scale integrated circuit designed specifically for packet-switching 
applications. The application range of other chips that handle bit-oriented frame structure is wider, but the jiPAC does much more in its area. 
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TABLE 1 : COMPARISON OF FEATURES OF BITORIENTED-PROTOCOL CHIPS 



HDLC/ADCCP protocol feature 


X.25 Level 2 


Bit-of iented-protocol chips 


j/PAC 


Basic bit-oriented frame structure 


yes 


yes 


yes 


Retransmission of up to 7 I frames (modulo 8) 


yes 


no 


yes 


Asynchronous response mode 


yes, LAP 


no 


yes, 2501 


Asynchronous balanced node 


yes, LAPB 


no 


yes, 251 1 


Control of S, U frames 


yes 


no 


yes 


Link set-up, disconnect, and reset procedures 


yes 


no 


yes 


Time-out recovery 


yes, T1/N2 


no 


yes, T1/N2 


Multipoint operation 


no 


no 


yes 


Normal response mode (NRM) 


no 


no 


no 


Level 2 modulo 128 


FS 


no 


no 


FS = item lor further study by the CCITT 



data while the CPU is disabled from using the bus. If 
transparent, the DMA control is imbedded in the CPU's 
clock cycle in such a way that the transfers are invisible, 
or transparent, to the CPU. Since the mPAC must be able 
to transmit and receive data on two DMA channels at 
once (for full-duplex operation), the only logical choice 
for the mPAC is transparent DMA, since block-transfer 
DMA would restrict operation to half-duplex. 

All Level 2 data is appended and checked automati- 
cally by the uPAC. The I-field data is accessed via DMA 
channel. All supervisory frames (S frames) and unnum- 
bered frames (U frames) are automatically transmitted 
and checked by the mPAC. The user's CPU operates only 
on the I field of I frames. 

Keeping track of packets 

The DMA uses two lookup tables — one for transmitted 
frames (TLOOK) and another for received frames 
(RLOOK). These contain addresses and control bytes for 
the individual packets. Thus packet data is addressed 
indirectly. This method is best suited for most software 
applications. 

The 16-bit starting address for TLOOK is loaded into 
the mPAC by the CPU. RLOOK must follow immediately, 
and both TLOOK and RLOOK are stored in random-access 
memory external to the ixPAC. 

There are a total of eight segmented control sections 
for each table. Each section contains 8 bytes, 4 of which 
are used for memory starting address and length. The 
rest are for control. 

In the transmit mode, the mPAC reads (from TLOOK) 
the starting address and length of the first packet to be 
transmitted. The chip then automatically transmits the 
flag, address, and control fields. Next, the information- 
field data is transmitted using DMA and the memory 
location called "send #0 packet." At the end of the 
information field, the mPAC automatically sends the FCS 
and closing flag. It then moves on to the next packet. 

If retransmission of one or more (up to seven) packets 
becomes necessary, the chip automatically retraces the 
previous transmissions through the TLOOK table. The 
user's CPU software does not become involved in the 
retransmission. An error counter is incremented. 



all features of the mPAC chip (see Table 1 ). 

Two versions of the mPAC will be made available. One, 
the WD 2501, uses the Link- Access Procedure (LAP) 
defined in the first version of X.25. The WD 251 1 is for 
networks using the Link-Access Procedure, Balanced 
(LAPB) added to X.25 subsequently. The two chips differ 
only in the program stored in ROM. They are pin- 
compatible and interchangeable without hardware or 
software modifications. Both may be used either in a 
terminal (DTE, data-terminal equipment) or in a network 
node (DCE, data-circuit-terminating equipment). 

Direct memory access 

Because of the HDLC feature that allows up to seven 
packets (I frames) to be outstanding (transmitted but 
unacknowledged) at any time, the ftPAC has informa- 
tion-field data (the I field of an information frame) 
buffered for up to eight packets both when transmitting 
and when receiving. In other words, the fiPAC may have 
to retransmit up to seven packets. It must therefore be 
able to retrace its steps through as many as seven of its 
eight buffers. 

DMA circuitry, included in the mPAC, is the best way to 
achieve this. A number of other control chips (floppy- 
disk controllers and data-link controllers) are DMA- 
compatible, but they do not actually include DMA. 
General-purpose microprocessors that have their own 
DMA, such as the Intel 8089, are not in the same catego- 
ry as the mPAC. 

DMA control on the mPAC is simple, requiring only 
three pins (DRQW, DROR, and DACK) for handshaking 
with the central processing unit's bus (Fig 2.). There are 
16 address-output pins (AO through A 15) that are sepa- 
rate from the eight data pins (DALO through DAL7). 
This means that the DMA transfers are fast — they occur 
in a single cycle. Unlike the ^PAC, DMA chips such as 
Western Digital's 1883 or Intel's 8257 require external 
address latches. This means that some or all of the 
address must come through the data bus and two or 
three cycles are required for data transfer. 

In general, DMA control is either of the block-transfer 
type or the transparent type. In block-transfer DMA 
control, the DMA controller transfers several bytes of 
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2. Inside th# yPAC. The Level 2 controller has its own timer and direct-memory-access circuitry and is the logical equivalent of three 
microprocessors. Routines stored on the chip allow it to relieve the network user's central processor of a large software overhead burden. 

Each received frame is checked for correct address 
and FCS fields and for type of control field. If the frame 
is an I frame, the I field is placed in the assigned 
memory location using a method similar to that used in 
transmission. After the packet is received error-free and 
in proper sequence, an interrupt is generated and the 
MPAC is ready for the next packet, which will be placed 
in the next location. 

Ten 8-bit error counters follow RLOOK in the external 
RAM. These counters do not cause an error interrupt, but 
maintain a running count of error activity. The contents 
of the counters include: the number of frames received 
with FCS error; the number of times Tl (the time mini- 
mum set for a timer that allows retransmission of an 
unacknowledged packet) ran out; and the number of 
packet retransmissions. 

Control bits are included in TLOOK, RLOOK, and the 
MPAC to ensure orderly transfer of data blocks. For 
example, the control bits are designed to prevent what is 
known as "deadly embrace," a situation in which the 
jtPAC and the user's computer are waiting for one anoth- 
er to start. 



TABLE 2: MICRO PACKET INTERFACE CHIP LuPACI 
TERMINOLOGY 


ABM 


asynchronous balanced mode 


ARM 


asynchronous response mode 


CMDR 


command reject (U frame, LAP only) 


DISC 


disconnect (U frame) 


DM 


disconnect mode <U frame, LAPB only) 


FRMR 


frame reject (U frame, LAPB only) 


REJ 


reject (S frame) 


RNR 


receiver not ready (S frame) 


RR 


receiver ready (S frame) 


SABM 


set asynchronous balanced mode (LAPB only) 


SARM 


set asynchronous response mode (LAP only) 


UA 


unnumbered acknowledgement (U frame) 



Self-testing 

Self-testing features are critical to proper operation. 
The u.PAC does a comparison test, an internal RAM 
register test, and a loop-back test. All three are suitable 
for use during manufacturing and inspection. The inter- 
nal RAM and loop-back tests are also useful for system 
diagnostics and troubleshooting. 

The comparison test requires a device known to be 
good or a stored list of known good responses. The 
program location counter (PLC) for the main ROM is 
halted so it may be incremented under external control. 



All jumps stored in ROM are disabled so that each 
location of the PLC may be counted. As the PLC is 
incremented, the responses of the output pins and status 
registers are compared to the known good responses. 

There are 1 1 8-bit registers in the mPAC that are not 
directly accessible by the user's CPU, which complicates 
testing somewhat. The internal ram register test 
provides a means of checking these registers. The 
contents of register A are placed in six even internal 
registers and the contents of register B in five odd 
internal registers. The 1 1 registers are then added 
together without carry and the result is placed in status 
registers. This test is initiated by a control bit in the 
MPAC. The loop-back test is discussed later. 

For the purposes of discussing link establishment 
procedures, it will be assumed that there is a 2501 /iPAC 
at each end of the link. In practice, the 2501 can 



417 



TERMINAL A 



LEVEL 
1 

INTERFACE 



SHORT-HAUL 
MODEM 




3. Off the network. The izPAC is also useful in non-network applications that use bit-oriented protocols. It provides full-duplex capability, 
does error detection and recovery, and gives systems the option of hooking directly to a packet-switching network at some future date. 



communicate with any device meeting X.25 Level 2 
specifications. 

When a link is set up, it is said to be in the informa- 
tion-transfer phase. This means that the terminal and 
node will accept and transmit I and S frames. When a 
link is logically disconnected, only U frames — DISC, 
SARM, or UA (disconnect, set asynchronous response 
mode, and unnumbered acknowledge; see Table 2)— will 
be accepted or transmitted. 

Link supervision 

A link-connect frame is not the same as a link-reset 
frame. A link in the information-transfer phase may be 
reset in one direction by a SARM transmission. A link is 
up after both ends send a SARM command and receive a 
UA response. 

Since a SARM can be either a command to reset or set 
up a link, misinterpretation by the receiver of a SARM is 
possible. This could happen when a link is established if 
one end momentarily loses power. When that end tries to 
bring the link up by sending a SARM, the other end may 
interpret the command as a link-reset. 

There are two ways to get around this problem. 
Suppose a terminal or node attempting to bring a link up 
sends a SARM command and receives a UA. After time 
Tl, if the station does not receive SARM, it assumes that 
the other end considered the link up. It will then discon- 
nect the link by sending DISC and receiving a UA, and 
attempt to set up a link a second time. 

The other way around the problem is the method used 
by the 2501. The 2501 will always send DISC and receive 
a UA before attempting to bring the link up. This will 
assure a logically disconnected link so that it may 



attempt to set one up. Immediately after the link is up, 
the 2501 generates an interrupt. 

It is possible to recover a single error on a packet with 
MPAC control. The error makes the received FCS bad, so 
B does not recognize A's first transmission of frame 1. 
When B receives frame 2, something is wrong since the 
last successfully received packet was frame 0. Thus, at 
the next opportunity, B sends a REJ (reject— an S frame) 
asking A to retransmit frame 1. This opportunity comes 
after B completes sending its frame 2. 

When A receives the REJ frame, it is sending frame 3. 
There is no need to continue with frame 3, so A aborts 
transmission of frame 3 and goes back and retransmits 
frame 1. After retransmitting frame 1, A will retransmit 
frames 2 and 3. Finally, A will continue transmitting 
other frames. 

Loop-back 

A loop-back condition exists when a station receives 
the same serial information it has transmitted. In the 
loop-back test, the serial-transmit output is connected to 
the serial-receive input in order to test the transmitter 
and receiver channels. Each station has both primary 
and secondary functions, so there are two logical prima- 
ry-to-secondary associations on a terminal-to-node link, 
and each association is identified by a different address 
field. This makes loop-back testing impossible when a 
strict X.25 connection is made. Commands will have the 
A field of a response and vice versa. One way around this 
is to make the A fields of the two associations equal for 
the duration of the loop-back test. (The A fields are 
programmable in the mPAC.) 

Another problem with loop-back testing is the actual 
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detection of the condition and the detection of the condi- 
tion's removal. There is no simple way around this 
problem, and the jiPAC gives only limited assistance. 

First, detecting the existence of a loop-back condition 
is the responsibility of the CPU driving the ^PAC If the 
CPU sees that a link cannot be brought up, or if a link is 
up and suddenly has excessive link resets and CMDRs 
(command reject, a U frame), the CPU could assume the 
presence of a loop-back condition. After making the two 
A fields the same, if a disconnected link is successfully 
brought up, then the loop-back condition exists. 

To detect the removal of this condition, a particular 
control bit (RRT1) in the mPAC may be used. It causes 
the mPAC to send an RR (receiver ready, an S frame) or 
an RNR (receiver not ready, also an S frame). These 
frames are sent at Tl intervals as long as the uPAC is not 
commanded to send a packet. As long as the mPAC 
receives those S frames, the loop-back condition exists. 
However, if the /uPAC fails to receive an S frame for a 
time equal to Tl XN2, an interrupt is generated, signal- 
ling that the loop-back condition has been removed. 

Modified X.25 

The original design intention was to use the uPAC in a 
strict X.25 terminal-to-node application, the only appli- 
cation covered by X.25. However, by taking advantage 
of the terminal-node symmetry of the mPAC (the fact 
that it can be used in both DTE and DCE). other applica- 
tions are possible that use its built-in features. 

For instance, the user does not need to develop the 
software for error recovery since this is a mPAC feature. 
For another, using a mPAC makes it possible to connect a 
non-packet terminal to an X.25 link at a future time. 
And lastly, the chip's protocol is bit-oriented. It has a 
number of advantages over older, character-oriented 
protocols, such as code transparency, full-duplex capa- 
bility, flexibility, and modularity [Electronics, Jan. 18, 
1979, p. 137], 

One possible application is the connection of two 
terminals at Levels 1 and 2 (Fig. 3). How much of Level 
3 is used would depend upon the individual application; 
the more of Level 3 used, the better standardized the 
interface is. One of the terminals in Fig. 3 could be a 
terminal concentrator (a Packet Assembly/Disassembly 
facility, or PAD, as defined by Recommendations X.3, 
X.28, and X.29) on a factory floor, and the other could 
be a host computer in a data-processing center. 

Modified X.25 could also be used in a multipoint 
system (Fig. 4). Idle terminals in this type of system 
must transmit an "idle" sequence, not continuous flags. 
The terminal addresses (AD3, AD5, AD7, and so on) 
correspond to the transmitted response A field. The 
transmitted command A field is the same for all termi- 
nals and is chosen to be hexadecimal 01 in this case. All 
A fields are selected with odd values (least-significant bit 
transmitted first) to conform to the extended-address 
format of the Advanced Data-Communication Control 
Procedures (ADCCP). 

Two terminals on the multipoint line may establish 
and discontinue communications by exercising X.25 
procedures for setting up and disconnecting a link. But 
only two terminals can communicate at any one time. 
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4. Multipoint line. The programmed features of the 11PAC chip en- 
hance the flexibility of a system comprising one master terminal and 
up to 128 slave terminals. Hardware and software savings are possi-'i 
ble when the mPAC is used in this off-network context. 

Suppose that AD3 wishes to communicate with AD7. 
AD3 will first make sure that its receiving line is idle (a 
status bit in the mPAC). Next, AD3 will change its 
transmitted command and response A fields to be the 
reverse of AD7 (command field is set to 07, response 
field is set to 01). Then AD3 will initiate link establish- 
ment by setting a control bit, called "active," in the 
jiPAC. Once the link has been established (the uPAC 
generates an interrupt when the link is first set up), AD3 
and AD7 may exchange I frames. To discontinue the 
session, either AD3 or AD7 will set the mandatory- 
disconnect control bit in its jxPAC This will cause that 
terminal to initiate a logical-disconnect procedure. 

Contention and roll-call methods 

The multipoint system may be implemented by either 
contention or roll-call polling. In the roll-call method, 
the master terminal will initiate link establishment with 
one of the slave terminals, communicate with that slave, 
discontinue the session (disconnecting the link), and go 
on to the next slave. This process continues until all 
slaves are polled and then starts over. One advantage of 
the roll-call method is that the master has tight control 
over the line for efficient operation. 

A disadvantage is that slaves must be queried (polled) 
before sending data, and the more slaves on the line, the 
longer it takes for the master to poll them. Therefore it is 
essential that each slave be designed to exchange a 
relatively small amount of data with the master in a 
single session, lest it tie up the line for long periods. 
Large amounts of data should be broken up and 
exchanged in more than one session. This method is 
suited to applications where the multipoint line has a 
high usage. 

In the contention method, any terminal may initiate a 
session at any time. This is similar to a party telephone 
line and is suited to applications where line usage is low. 
All sessions are between the master and one of the 
slaves, but unlike the roll-call method, a slave may 
initiate the session. The terminal that initiates a session 
must send an I frame with its unique address immediate- 
ly after the link is set up. □ 



Reprinted from ELECTRONICS, December 20, 1979. copyright 1979 by McGraw-Hill, Inc.. with all rights reserved. 
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LOCAL NETWORKS 

Token passing 
cashes in 
with controller chip 



Token-passing protocols 
can upgrade a data- 
communication system, 
especially if a dedicated 
controller relieves the host 
from token-processing tasks. 

Mark Stieglitz, Network Products Manager 
Western Digital Corp.. Communications 
Division 

2445 McCabeWay. Irvine. Calif. 92714 



Designers can now implement a 
distributed-access token-passing 
systems without worrying about 
the complex details involved in the 
communications protocol. Those 
are taken care of by one LSI chip, 
called the token-access controller. 

Token passing is one method of 
sharing a communications path. It 
enjoys the benefits of distributed- 
access systems while eliminating 
the drawbacks of schemes employ- 
ing carrier-sense multiple access 
with collision detection (CSMA/ 
CD). Until recently, however, tok- 
en-passing techniques had little 
currency because of their need for 
complex controllers. This need re- 
legated tokens primarily to pro- 
prietary uses. (For a complete review of local 
networks, including token-passing techniques, see 
"Broad Standards, Many Implementations Are on 
the Way," Electronic Design, Sept. 30, p. 87.) 

The introduction of Ethernet in 1980 marked the 
beginning of commercial local networks using 
distributed-access techniques. A distributed system 
does not rely on a single device for polling. Early 
versions of Ethernet were designed to use simple 
controllers because most of the development work 




began in the 1970s, before the LSI era. Although 
CSMA/CD offered a simplified access protocol, users 
incurred cost, performance, and flexibility penalties. 
Progress in LSI technology has now given designers 
the benefits of complexity— increased efficiency and 
enhanced flexibility — but without high cost. 

The availability of the WD2840 token-passing 
controller chip brings token-access communications 
capability to a range of critical-process applications 
that were previously unsuited to the token method. 



Reprinted from ELECTRONIC DESIGN - Oct. 14, 1982 
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1 . Two interfaces connect the WD2840 token-access 
controller chip to a local-area network. The network side 
(medium) is electrically conventional, whereas the host side 
(CPU) combines both a control and status register and a 
direct-memory-access interface. 
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2. After initialization, the token-access controller idles in its 
"watching" loop (bold lines), waiting for a data frame or token 
addressed to it. The upper portion of the flow chart shows 
the steps in the initialization procedure. 



What's more, the controller sufficiently reduces 
system communication costs, encouraging its use 
with very inexpensive end products. 

The controller is designed to connect distributed 
intelligent devices over a shared broadcast medium 
—usually coaxial cable, free-air radio, or twisted- 
pair party line. Shared by all stations through the 
use of a token-passing protocol, the broadcast 
medium enables each attached device to hear every- 
thing on the network. A station is a microprocessor- 
based device that incorporates the controller. Com- 
plementing the token protocol's efficiency is a high- 
level, software-friendly DMA (direct memory access) 
interface contained within the controller. In conjunc- 
tion with conventional hardware and serial com- 
munications interfaces, the DMA interface and token 
protocol make the WD2840 simple to use. 

The primary purpose of a token-access controller 
is to free the designer from data communications 
concerns. Once the chip is initialized, for example, 
the host microprocessor need never bother with the 
protocol; it merely processes frames addressed to it 
— the controller filters out all others — and generates 
messages to send later. In fact, it is the controller 
that sends messages when a token is received. This 
decoupling of the functions between the network and 
any user processing simplifies programming and 
system timing considerations. 

Tasks that affect network performance — such as 
processing tokens and generating acknowledgments 
—are performed inside the controller. Thus de- 
signers can use any type of host processor in a station 
(Fig. 1). The circuit interfaces with systems in which 
a processor is busy with a specific application. 

Illustrating that point is the microprocessor found 
in a CRT terminal. Its duties are to scan the keyboard 
and perform a limited amount of editing. That leaves 
enough processing power remaining to drive the 
controller, which handles data flow only for one 
specific terminal. If the processor falls behind 
momentarily, just one terminal is affected; all others 
in the network continue to operate at full speed. Thus 
a network of controller chips is not slowed by its 
weakest link. 

Token passing in a system environment 

When a token-access controller receives a data 
frame addressed either to itself or to all broadcast 
stations— there are 254 stations in a system— it 
transfers the frame to the host's memory via a DMA 
operation. If the frame is invalid, the close coupling 
of protocol handling and DMA operations allows the 
chip to manage its own housekeeping. For example, 
if errors are detected through a CRC (cyclic redun- 
dancy code) or signal-quality check, the memory 
space is automatically reclaimed. 
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On the successful reception of a data frame, the 
controller sets an interrupt and checks to determine 
whether an acknowledgment was requested by the 
sending station. If so, it sends the acknowledgment, 
adding the receiver status, as well. A typical message 
might be "Received successfully" or "Encountered 
DMA problem on this end. Please retry." While the 
controller evaluates each frame as it looks for its own 



data message, it simultaneously checks for tokens 
passed to it. This combined token-and-data frame- 
in which each part can be directed to a different 
station— is referred to as piggybacking, a feature 
that increases system efficiency, since most of the 
overhead associated with conventional token-passing 
is eliminated (Fig. 2). 
Receipt of a token allows the WD2840 to transmit 



A three-controller architecture 



A single NMOS LSI chip, the 
WD2840 token-access controller, 
comprises three major elements: a 
fast serial communications sub- 
system, a two-channel DMA con- 
troller, and a microprocessor with 
internal ROM and RAM. 

The device's three prepro- 
grammed microcontrollers handle 
media access and host memory- 
management functions. This type 
of architecture facilitates internal 
parallel processing: for example, 
prefetching a new buffer address 
while transmitting or receiving 
data. Although the token-passing 
protocol is essentially a half- 
duplex scheme, separate receiving 
and transmitting subsystems per- 
mit loopback testing. 

The primary microcontroller 
has the capabilities and instruc- 
tion set of a conventional 8-bit 
microprocessor, including subrou- 



tines, bit manipulation, condi- 
tional branching, and arithmetic 
operations. This part, whose chief 
task is to implement the token 
algorithms and maintain the host 
memory chain, has its firmware 
located in the internal 1-kbyte 
ROM. Repetitive and simple 
operations such as DMA fetching 
and storing are controlled by the 
receiving and transmitting micro- 
controllers. 

Two internal timers keep the 
network independent of the host 
microprocessor's timing. The first 
timer is set for a relatively short 
duration to limit the time it must 
wait for the required response 
from a transmission. The second 
timer has a longer and less critical 
duration that restricts the period 
that a network can normally be 
"idle." Limits on idle time are 
useful for initialization and some 



error-recovery operations. 

The serial-to-parallel and paral- 
lel-to-serial converter block in- 
cludes standard 16-bit cyclic re- 
dundancy code (CRC) checking 
and generation, along with the 
framing logic specified by the 
HDLC (High-level Data Link Con- 
trol) protocol. Also, the receiver 
contains an input FIFO buffer to 
speed internal processing and re- 
lieve DMA latency constraints. 

Hardware interfacing is de- 
signed for flexibility. The DMA 
interface, for example, uses the 
familiar DMA request signals as 
outputs — one for input requested, 
one for output. Together with a 
grant signal that both notifies the 
token-access controller that the 
bus is available and optionally 
enables the address drivers, it 
permits synchronization with 
slower external memories. 
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messages that its host has queued. Before transmit- 
ting, however, the device checks its internal hold- 
off register, AHOLT, to determine whether it should 
defer use of the token on the current cycle. With this 
optional deference capability, the system designer 
can bias the intrinsically fair token protocol in favor 
of selected stations. Those that have more access 
opportunities have effectively higher priorities. 

Key to a token system is the visibility that each 
station has to network loading conditions. The less 



Control block - 



First 
transmission 



User 



Transmitting 
chain 



Link » Link 



Receiving 
chain 




Butter contents have been transmitted 
may be reused by the host 



Filled buffers, 
ready for host use 



Initialized buffers, ready 
for controller use 



3. The chaining technique allows either the host processor 
or the controller chip to vary the number of buffers in a 
system. In chaining, buffers are linked so that data frames 
may span multiple buffers, making memory operations more 
efficient and simplifies the host's memory allocation tasks. 
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4. In a logical ring, a token can pass from station 4(MA-4) 
to 1 1 , to 1 9, to 54, and back to 4. The physical order of the 
ring is irrelevant, since token passing is based only on station 
addresses. 



often a token is received in a given time, the greater 
the load on the network. This indication of load data 
is available to the host as an optional interrupt/ token 
received, and the host can scale down its data over 
time. Since the host knows the importance of data 
it sends, it can defer (or set higher delay values in 
the priority registers) data transmissions of lesser 
importance to a later time. 

If transmission proceeds, messages are sent 
automatically to their appropriate destination ad- 
dresses, with acknowledgment requests optionally 
encoded into each frame's header. Such transmis- 
sions continue for each frame queued until either a 
preprogrammed limit or the end of a transmission 
chain is reached (preprogramming is an optional 
priority feature). When transmission is complete, the 
controller passes the token to the next station. After 
frames having an acknowledge option are 
transmitted, the transmitting controller awaits a 
response from the intended receiver. Responses can 
be positive (indicating that the frame was received 
correctly), negative, or nonexistent. In the last situa- 
tion, the receiving station either received the frame 
incorrectly or was out of service. The waiting period 
is controlled by an interval timer. If a time out occurs 
from a no-response condition, the WD2840 automati- 
cally retries the transmission. 

Automatic retransmissions overcome most net- 
work noise glitches quickly and automatically. In 
this case, the host makes no decisions. If the retry 
is unsuccessful, the frame is tagged and an interrupt 
is generated that allows the host to decide the 
disposition of the frame. To avoid holding up the 
network, the tagged frame is passed over in the 
transmission chain and the next frame's trans- 
mission is attempted. 

A universal device 

The WD2840 interfaces with any conventional, 
general-purpose microprocessor or minicomputer 
bus. Equally as important as that capability are the 
chip's contributions to host-speed independence (de- 
coupling) and system efficiency. To achieve these 
goals, the device combines I/O register program- 
ming, interrupts, and dual DMA interfaces for data, 
exception reporting, and extended control (see "A 
Three-Controller Architecture"). 

The memory interface is a self-contained subsys- 
tem that consists of two sets of 16-bit registers, byte 
counters, and DMA control logic. Backing this up is 
internal intelligence that interprets and manipulates 
the high-level buffer control structures. 

Fetching and storing user data destined for or 
received from the network are the most important 
functions of the DMA system. However, these are 
not simple tasks because of the speed decoupling 
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needed between the real-time controller and the non- 
real-time host processes. The WD2840 solves the 
problem using an open-ended FIFO (first-in, first- 
out) method of buffer chaining (Fig. 3). In chaining, 
either the controller or host adds or removes buffers 
as they consume or generate data, but neither need 
be concerned about the state of the other. 

Though residents of the host's buffer memory, 
chains are visible to the token-access chip. They are 
constructed by the host from linked buffers prior to 
the controller's initialization. Linking the buffers 
maximizes use of the memory by permitting frames 
to span multiple buffers, an advantage when most 
frames are short but long frames must occasionally 
be accommodated. When receiving a frame, the chip 
fills the receiving buffer pointed to by an internal 
register until the frame is complete. If the buffer 
is filled and the frame is not complete, the device 
automatically reads the link field of the filled buffer 
to find the next one available and continues receiv- 
ing. Of particular importance when interfacing with 
an existing operating system, this automatic link 



handling of variable-sized buffers simplifies the 
host's task of allocating memory. 

The transmitting and receiving chains' linked 
buffers are maintained cooperatively through the 
use of control fields located in the first buffer of each 
frame. This header information includes frame 
status, destination address, and actual frame length 
in bytes. The length, which determines how many 
buffers the associated frame spans, is written by the 
host in the transmitting chain. Each device has its 
own status bytes and can only read the status of the 
other device, thus preventing deadlocks. 

The control field written by the host is called the 
frame-control byte and determines what options to 
put into a frame. An example of a per-frame option 
is the wait-for-acknowledgment command bit. This 
bit is tested while the frame is transmitted; if set, 
it causes the controller to await a response after a 
frame transmission is complete. The control byte 
written by the controller is called the frame-status 
byte. It indicates receiving or transmitting status, 
including the received "negative acknowledgment," 
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5. A high-performance word-processing application needs a two-ported memory interface between 
the token-access controller and the local network. This minimizes memory access latency time when 
the disk controller "hogs" the DMA bus for several consecutive cycles. 
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if any has been received. 

Also contained in the logical memory interface is 
a series of 8-bit event counters. Located in the host's 
visible memory in the last section of the WD2840's 
control block (Fig. 3), they tabulate all noncritical 
but important network conditions. One such condi- 
tion is the detection of a transmission error; by the 
time the host learns of the error, the controller has 
retransmitted. However, the chip increments the 
appropriate counter, since the event is valuable to 
the host for diagnostic purposes. 

There are 16 control registers visible to the host 
(see table). The register file stores initial timer values 
and such fixed station parameters as station ad- 
dresses and transmission limits. Included is a pointer 
to the initial DMA control block, which is used both 
when initializing the controller and when network 
exceptions are encountered. The register file also 
contains locations not visible to the host that are used 
by the internal controller for scratchpad functions, 
including the 16-bit pointers to the active receiving 
and transmitting buffers. 

The controller's network (serial) interface accom- 
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6. One of the simplest network interfaces is the Manchester 
encoder-decoder, which operates through an RS-442 bus 
transceiver. A nonvalid Manchester output signal connects 
to the controller's signal-quality pin. 



modates standard modems and clock encoders. The 
device accepts non-return-to-zero (NRZ) data and 
permits the transmitting and receiving clocks to be 
stopped immediately upon completion of a frame if 
desired. Ordinarily this type of operation is not 
allowed, as most conventional devices use the clocks 
to clear the internal shift registers and perform other 
functions. A pair of request-to-send and clear-to- 
send signals is available for externally generating 
preambles for any lype of medium. 

Locating errors 

Furnishing the network interface with novel 
features, the signal-quality input warns the con- 
troller that the frame in progress contains an error 
due to a media, modem, or clock-recovery fault. An 
example of such a error is the detection of a missed 
clock transition by a Manchester decoder (see 
"Manchester II Transfers Data with Integrity, 
Speed," Electronic Design, March 19, 1981, p. 233). 
Coupled with appropriate external logic (optional), 
this input enhances data integrity beyond that of- 
fered by the frame-check sequence included with 
each transmission. 

A common problem in token systems involves the 
actions necessary if a station is removed or fails; that 
is, what if the logical ring is broken? Prompt correc- 
tion of such a condition affects the entire network 
and is therefore handled autonomously by the con- 
troller chip (Fig. 4). 

The primary responsibility for assuring that a 
token arrives at its intended destination rests with 
the controller chip that sent it. Similarly, if the token 
does not arrive, the sending device also must retrieve 
it. To accomplish this, the sending controller sets its 
short internal timer to indicate the longest time that 
it must wait for a receiving station to use the token. 
If the token pass is unsuccessful— time expires on 
the internal timer without a successful pass — the 
chip begins error-recovery procedures. 

Since the chief cause of these dropped tokens is 
a station improperly leaving the network, the 
WD2840 initiates a station scan. First it polls the 
address space for an active station to which it can 
pass the token. When one is found, the chip then 
updates its successor register so that the poll need 
not be repeated on the next cycle. After the logical 
ring is restored, the host is informed by means of 
a new-successor interrupt. 

The WD2840 incorporates several types of 
diagnostics that are necessary in conventional in- 
telligent subsystems and LSI systems. Network-level 
tests provide confidence and maintainability for the 
distributed token-access system and its associated 
medium and modems. System tests validate local 
interfaces, such as external RAM and the interrupt 
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7. Initializing the token-access controller is necessary before 
a host processor can access a local network. The procedure 
includes buffer allocation, building a linked receiving chain, 
and performing diagnostic testing. 



subsystem, and internal tests validate the chip itself, 
including the internal controllers and register file. 
All three diagnostics are used cooperatively. 

As a new station powers up — or attaches itself to 
the network for any reason— it tests itself before 
transmitting on the network, thus ensuring that any 
faults do not disrupt the operating network. Self- 
testing is initiated by the host, which interprets the 
results. The host must be involved because an LSI 
device cannot always find and report its own failure. 

Network testing occurs continuously. For exam- 
ple, a token-access controller watches for frames 
transmitted on the network by another station hav- 
ing the chip's own address as its destination. Source 
stations having the same address are prohibited from 
a token network. If that occurs, there is usually a 
hardware failure in the station or a misconfiguration 
(setting DIP switches incorrectly). 

Local networks in word processing 

A common application of a distributed network is 
multiple-user word processing. A typical system 
consists of a combined file server and print station 
connected to several remote CRT terminals. Each 
node contains its own processor and controller, and 
all communicate via the network. The CRTs are 
essentially "dumb" terminals having hardware 
modifications and internal firmware extensions that 
permit network use. The most critical station is the 
file server. 

CRT terminals can be added or removed from the 
network while it operates. Either the control chip 
in each station or the host software configures the 
network. The choice depends on the speed with which 
new stations must be admitted and the tolerance of 
the network to access delays. This application 
tolerates delays of about 100 ms, so a simple token- 
access -control polling method is used. 

The file server has a two-ported memory interface 
that minimizes memory access latency resulting 
from the disk interface's so-called hogging mode. 
Controllers that retain the DMA bus for several 
consecutive cycles are in the hogging mode. The two- 
ported memory is physically located on the network 
interface module and appears logically in the host 
processor's address space (Fig. 5). 

The host interface matches the timing of the 
normal microcomputer bus to that of the controller 
and its local memory. This includes the memory- 
mapping logic of the host's operating system. 
Arbitration logic controls access to the local RAM 
and ensures that simultaneous memory requests by 
the host and controller do not end in improper 
memory operations or timing deadlocks. The logic 
is designed for FIFO-type command priority, with 
ties awarded to the controller. 
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The media interface here is implemented in its 
simplest form: a Manchester encoder-decoder chip 
and an RS-449 (three-state) bus transceiver (Fig. 6). 
That device handles its own preamble generation and 
detection at the start of each frame, so that the clear- 
to-send pin of the controller is tied directly to its 
request-to-send pin. Even more, the Manchester part 
provides a nonvalid Manchester output that is tied 
to the controller's signal-quality input. 

Simple modems of this type are suitable for 
operation over moderate distances — about 1 km at 
a 1-Mbit/s transmission rate using twisted-pair 
cable. Other commercially available modems use 
more elaborate techniques to increase message re- 
liability and distance or for other types of media. 

The software interface with the host's file manager 
has three phases: initialization, file transmission, 
and command reception. The controller's initializa- 
tion and network maintenance routines are included 
in the operating system. The software receives in- 
coming frames from the WD2840, checks for proper 
frame sequencing, and builds messages that are 
compatible with normal operating-system file re- 
quests. 

Before the operating system can access the 
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network, the controller must be initialized. That 
process consists of allocating buffers, building an 
initial linked receive chain, and performing self- 
diagnostics. The flow chart shown in Fig. 7 gives the 
sequence of events. After diagnostics are complete, 
the host's initialization routine clears the event 
counters and writes the address of the chip's control 
block into the latter's internal registers. It then 
stores the proper values in the controller's registers 
(station addresses, priority values, timer settings) 
and puts the chip into the network mode. 

A driver removes the incoming frames from the 
receiving chain and then ties them into the operating 
system in response to a controller interrupt. These 
messages are then separated into network manage- 
ment and information request groups. Network 
management frames serve primarily for the orderly 
addition and removal of stations. The file server 
periodically polls the network address space to allow 
new members in, but all stations process station- 
removal requests as they occur. There are many ways 
to maintain a network, each having a tradeoff 
between simplicity and timeliness. For this applica- 
tion, new stations need not be added very rapidly, 
allowing for greater simplicity. 

Information requests always include a sequence 
number added by the controller's driver. These 
numbers are used in conjunction with the chip's 
automatic acknowledgment and thus ensure data 
integrity: the controller makes certain that no re- 
quests are lost, and the driver filters possible 
duplicates. The resultant messages are then removed 
from the controller's receiving chain and reformatted 
(including blocking if needed) before being passed to 
the filer. As a background task, the receiver driver 
initializes and attaches any free buffers returned by 
the file manager to the head of the chain for future 
use. Moreover, the operating system can add new 
buffers to the pool as the load increases. 

Transmission is initiated after the filer obtains 
previously requested data. The information is passed 
to the network data, which then formats it into 
controller-compatible buffers, adds the correct se- 
quence number and destination address, and finally 
attaches it to the transmitting chain. As its back- 
ground task, the transmitting driver periodically 
checks the chain for buffers that can be returned 
to the transmission pool. This is an option that can 
be performed whenever a frame-transmission inter- 
rupt occurs. □ 






CRO 


Control register 


1 


CR1 


Control register 1 


2 


SRO 


Status register 


3 


IRO 


Interrupt register 


4 


SR1 


Status register 1 


5 


SR2 


Status register 2 


6 


CTRO 


Temp counter 


7 


NA 


Next address 


8 


TA 


Acknowledge timer 


9 


TD 


Network dead timer 


A 


CPBH 


Control block pointer 
(most significant byt 


B 


CPBL 


Control block pointer 
(least significant byte 


C 


NAR 


Next address, request 


D 


AHOLT 


Access hold-off limit 


E 


TXLT 


Transmit limit 


F 


MA 


My address 
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ORDERING INFORMATION 

The following listing indicates the available packages for each product. The letter designation refers to the 
package diagrams, beginning on page 431. 



Product 


Plastic 


Ceramic 


CER-DIP 


TR1 402-00 


P 


A 




TR1 602-00, 01 


P 


A 




PR1 472-00, 01 


PL 


A 




PT1 482-00, 01 


PL 


A 




FR1 502-10, 11 


PH 


E 




WD1510-00, 01,02,03 


PH 


E 




WD1511 


PE 


E 




UC1671-00 


PL 


A 




TR1863-00,02,04 


P 


A 


CL 


TR1865-00,02,04 


P 


A 


CL 


WD1931-00 


PL 


A 




WD1 933-00 


P 


A 


CL 


WD1 933-01 


P 


A 


CL 


WD1 933-02 


P 


A 


CL 


WD1 933-03 


P 


A 


CL 


WD1 933-10 


P 


A 


CL 


WD1 933-11 


P 


A 


CL 


WD1933-12 


P 


A 


CL 


WD1933-13 


P 


A 


CL 


WD1935-10, 11,12, 13 


P 


A 


CL 


WD1 943-00 


M 


A 


CD 


WD1 943-02 


M 


A 


CD 


WD1 943-03 


M 


A 


CD 


WD1 943-04 


M 


A 


CD 


WD1 943-05 


M 


A 


CD 


WD1 943-06 


M 


A 


CD 


WD1 945-00 


M 


A 


CD 


WD1 945-02 


M 


A 


CD 


WD1945-03 


M 


A 


CD 


WD1 945-04 


M 


A 


CD 


WD1 945-05 


M 


A 


CD 


WD1 945-06 


M 


A 


CD 


WD1 983-01 


PH 


E 




WD1993-01,02,03 


PH 


E 




WD2001-05, 20, 30 


PH 


E 




WD2002-05, 20, 30 


PH 


E 




WD21 23-00 


P 


A 


CL 


WD2412 


PH 


AH 




WD8250-00, 20 


P 


A 


CL 


WD8275-00, 02 


PL 


AL 


CL 


WD8276-00, 02 


PL 


AL 


CL 


WD9914-00 


PL 


AL 


CL 


WD991 8/28/29 


PL 


AL 


CL 
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Package Diagrams 




40 LEAD CERAMIC "A" or "AL" 28 LEAD CERAMIC "E" or "AH" 




20 LEAD CERAMIC "U" or "AE" 18 LEAD CERAMIC "L" or "AD" 




16 LEAD CERAMIC "J" or "AC" 16 LEAD PLASTIC "K" or "PC" 




18 LEAD PLASTIC "M" or "PD" 20 LEAD PLASTIC 'V" or "PE" 
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Package Diagrams 



.155 MAX 

1 h — M r — £ K- 


.155 MAX 

, ,015 M1N ^ i .620 i _ 
iN- - 2 mS 1 1 ,20^1 MAX f" 


100TYP — j L« 

.014 
.021 


.055^] | 1 -690 


— »j |^-.100TYP 

■OK w 

.021 


/wwwvw/4f z 1 — \ 

■035_J LT^ L-^£-J 
055~*1 p 1 .690 1 



28 LEAD PLASTIC "R" or "PH" 40 LEAD PLASTIC "P" or "PL" 




20 LEAD CERDIP "CE" 18 LEAD CERDIP "CD 
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.480 ± .020 




.560 ± .020 
(SQUARE) fr- 






l-» (SQUARE! fc-l 












rn 
=n 












=c 
=c 












=n 

=n 








.055 cuncLn 




=E 








.040 ^ 


-♦j |-«-.035MIN 

— .020 
^TYP 




065 Uf II |<- 035MIN »- 

040-»J 

l^~TYP 




-«-.100MAX 



40 LEAD CERAMIC CHIP CARRIER "DL" 48 LEAD CERAMIC CHIP CARRIER "DN" 



-« .720 ± .020 ».| 


— 






3^ PIN»1 

.060 CnjiiLiixijinjinjiiiJiiifljin_J 

^ritti "i r o35min 

TYP TFL-020 100MAX-^ 
^^TYP 






.100 
MAX 


.610 

243 ° ,.015 . MAX . 
MAX >. MIN N M 


■ T 




■'a? _»J 

.055 ^1 

.014 

.021 'II 


HI-* 5 *** 



64 LEAD CERAMIC CHIP CARRIER "DS" 48 LEAD CERAMIC "T" or "AN" 
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Pin Compatibility Guide 





AMI 


Gl 


HARRIS 


INTEL 


INTERSIL 


NATIONAL 


NITRON 


SMC 


Tl 


TR1402 5 


S1757 
S1883 


AY-6-1013 












COM2502 
COM2502H 


TMS6OIO4 


TR1602 


S1602 


AY-5-1013A 








MM5303 




COM2017 
UUIVl^Ul / r 


TMS6OH4 


TR1863 7 




AY-3-1014A 


HD6402 




IM64025 






COM8017 




TR1865 6 




AY-3-1015D 












COM8018 




PR1472 




AY3-1472B' ; 










NC2259 






PT1482 




AY-3-1482B a 










NC2257 
NC2260 






UC1671 












INS1671 




COM1671 




WD8250 












INS8250 








WD1983 1 








8251 A 1 




INS8251A' 








WD1943 
















COM5016/ 
501 6T 

COM8116/ 
8116T 




WD1945 
















COM5036/ 
5036T 

8136T 




WD4200 










COPS420 








WD4210 












COPS421 








WD4320 












COPS320 








WD4321 












COPS321 








WD8275 




















WD8276 




















WD9914 


















TMS9914A 


WD9918/ 
28/29 


















TMS9918A 
/28A/29A 



NOTES: 

1. WD1983 is ASYNC only; INS8251 A and 8251 A is ASYNC and BISYNC 

2. Many frequency selections available. Consult factory for details 

3. Pin 10 on BR1941 is a "No Connection" 

4. Discontinued product 

5. TR1402 is compatible with Signetics 2536 

6. TR1865 is compatible with Fujitsu WB8868A and Hughes HCMP1854 

7. TR1863 is compatible with RCA CDP1854 
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Component Products 
Terms and Conditions 



1. ACCEPTANCE: Unless otherwise provided, it is agreed that sales are made on the terms, conditions and warranties contained herein and that to 
the extent of any conflict, the same take precedence over any terms or conditions which may appear on Buyer's order form. Seller shall not be 
bound by Buyer's terms and conditions unless expressly agreed to in writing. In the absence of written acceptance of these terms, acceptance of 
or payment for any of the articles covered hereby shall constitute an acceptance of these terms and conditions. 

2. F.O.B. POINT: All sales are made F.O.B. point of shipment. Seller's title passes to Buyer and Seller's liability as to delivery ceases upon making 
delivery of articles purchased hereunder to carrier at shipping point in good condition; the carrier acting as Buyer's agent. All claims for damages 
must be filed with the carrier. Unless specific instructions from Buyer specify which method of shipment is to be used, the Seller will exercise his 
own discretion. 

3. DELIVERY: Shipping dates are approximate only. Seller shall not be liable for any loss or expense (consequential or otherwise) incurred by Buyer 
if Seller fails to meet the specified delivery schedule because of unavoidable production or other delays. Seller may deliver the articles in in- 
stallments, Seller shall not be liable for any delay in delivery or for non-delivery, in whole or in part, caused by the occurrence of any contingency 
beyond the control either of Seller or Seller's suppliers, including, by way of illustration but not limitation, war (whether an actual declaration 
thereof is made or not), sabotage, insurrection, riot or other act of civil disobedience, act of a public enemy, failure or delay in transportation, act 
of any government or any agency or subdivision thereof, judicial action, labor dispute, accident, fire, explosion, flood, storm or other act of God, 
shortage of labor, fuel, raw material or machinery or technical failure where Seller has exercised ordinary care in the prevention thereof. If any 
contingency occurs, Seller may allocate production and deliveries among Seller's customers. 

4. TERMS AND METHODS OF PAYMENT: Where seller has extended credit to Buyer, terms of payment shall be net thirty (30) days from date of 
invoice. The amount of credit or terms of payment may be changed or credit withdrawn by Seller at any time. If the articles are delivered in in- 
stallments, Buyer shall pay for each installment in accordance with the terms hereof. Payment shall be made for the articles without regard to 
whether Buyer has made or may make any inspection of the articles. If shipments are delayed by Buyer, payments are due from the date when 
Seller is prepared to make shipments. Articles held for Buyer are at Buyer's sole risk and expense. 

5. TAXES: All prices are exclusive of all federal, state and local excise, sales, use, and similar taxes. Such taxes; when applicable to this sale or to 
the articles sold, will appear as separate additional items on the invoice unless Seller receives a properly executed exemption certificate from 
Buyer prior to shipment. 

6. PATENTS: The Buyer shall hold the Seller harmless against any expense or loss resulting from infringement of patents or trademarks arising from 
compliance with Buyer's designs or specifications or instructions. The sale of products by the Seller does not convey any license, by implication, 
estoppel, or otherwise, under patent claims covering combinations of said products with other devices or elements. Except as otherwise 
provided in the preceding paragraph, the Seller shall defend any suit or proceeding brought against the Buyer so far as based on a claim that any 
product, or any part thereof, furnished under this contract constitutes an infringement of any patent of the United States, if notified promptly in 
writing and given authority, information and assistance (at the Seller's expense) for the defense of same, and the Seller shall pay all damages and 
costs awarded therein against the Buyer. In case said product, or any part thereof, is in such suit held to constitute infringement and the use of 
said product or part is enjoined, the Seller, shall at its own expense, either procure for the Buyer the right to continue using said product or part, 
or replace same with non-infringing product, or modify it so it becomes non-infringing, or remove said product and refund the purchase price and 
the transportation and installation costs thereof. The foregoing states the entire liability of the Seller for patent infringement by the said products 
of any part thereof. 

7. ASSIGNMENT: The Buyer shall not assign his order or any interest therein or any rights thereunder without the prior written consent of Seller. 

8. WARRANTY: Seller warrants articles of its manufacture against defective materials or workmanship for a period of one year from date on which 
Seller delivers said articles. The liability of Seller under this warranty is limited at Seller's option, solely to repair, replacement with equivalent 
articles, or an appropriate credit adjustment not to exceed the original sales price of articles returned to the Seller provided that (a) Seller is 
promptly notified in writing by Buyer upon discovery of defects, (b) the defective article is returned to Seller, transportation charges prepaid by 
Buyer, and (c) Seller's examination of such article disclosed to its satisfaction that defects were not caused by negligence, misuse, improper 
installation, accident, or unauthorized repair or alteration by the Buyer. In the case of equipment articles, this warranty does not include 
mechanical parts failing from normal usage nor does it cover limited life electrical components which deteriorate with age. In the case of ac- 
cessories, not manufactured by Seller, but which are furnished with the Seller's equipment. Seller's liability is limited to whatever warranty is 
extended by the manufacturers thereof and transferable to the Buyer. This Warranty is expressed in lieu of all other Warranties, expressed or 
implied, including the implied Warranty of fitness for a particlar purpose, and of all other obligations or liabilities on the Seller's part, and it 
neither assumes nor authorizes any other person to assume for the Seller any other liabilities. This Warranty should not be confused with or 
construed to imply free preventative or remedial maintenance, calibration or other service required for normal operation of the equipment articles. 
These Warranty provisions do not extend the original Warranty period of any article which has either been repaired or replaced by Seller. In no 
event will Seller be liable for any incidental or consequential damages. 

9. TERMINATION: Buyer may terminate this contract in whole or from time to time in part upon 60 days written notice to Seller. In such event Buyer 
shall be liable for termination charges which shall include a price adjustment based on the quantity of articles actually delivered, and all costs, 
direct and indirect, incurred and committed for this contract together with a reasonable allowance for pro-rated expenses and profits. Any ter- 
mination or back off in scheduling will not be allowed on shipments scheduled for the month in which the request is made and for the month 
following. 

10. GOVERNMENT CONTRACTS: If the articles to be furnished under this contract are to be used in the performance of a Government contract or 
subcontract and a Government contract number shall appear on Buyer's purchase order, those clauses of the applicable Government 
procurement regulation which are mandatorily required by Federal Statute to be included in Government subcontracts shall be incorporated 
herein by reference. 

11. ORIGIN OF ARTICLES: Seller engages in off-shore production, assembly and/or processing and makes no warranty or representation, expressed 
or implied, that the articles delivered hereunder are United States articles or of U.S. origin for the purpose of any statute, law, rule, regulation or 
case thereunder. If Buyer ships the articles hereunder out of the U.S. for assembly, then at Buyer's request in writing, Seller shall provide in- 
formation applicable to identification of any articles not of U.S. origin. 
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Corita Kent, the cover artist, is an American whose work presents an optimistic, 
yet philosophical view of the world we live in. A former Catholic nun and 
teacher, Corita now devotes her life and energies to her artwork and the "human 
needs she feels transcend national and religious barriers." A true "citizen of the 
world," Corita's philosophy positions her "on the positive side of hope." Her 
depiction of the Western Digital mission . . . "Making the leading edge work for 
you" . . . dramatizes the spectrum of solutions we provide our customers. 



Inlormation furnished by Western Digital Corporation is believed to be accurate and reliable. However, no responsibility is assumed by Western Digital 
Corporation for its use; nor for any infringements of patents or other rights of third parties which may result from its use. No license is granted by 
implication or otherwise under any patent or patent rights of Western Digital Corporation. Western Digital Corporation reserves the right to change 
specifications at anytime without notice. 
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